
LEGAL METROLOGY (GENERAL) RULE, 2011 

1 / 207 

LEGAL METROLOGY (GENERAL) RULE, 2011 

__________ 

318 THE GAZETTE OF'[NDIA : EXTRAORDINARY [PART II—SEC. 3(i)] MINISTRY OF •CONS-

IMER AFFAIRS, FOOD AND DUBUC (DEPARTMENT OF CONSUMER AFFAIRS) NO•rmCATTN 

New-Delhi; the7th February 2011 — In exercise of the powers G.S.R. 7.1(E). conferred by sub-section (1) 

read with clauses (c), (f), (h), (i) and(s) of sub•sætion (2) of section 52 of The Legal Metrology Act 2009, 

'(1 of 2010), the Central Govemment here>ymakesthe föllowing rules, namely CHAPTER 1 

PREUMINARY 1. Shon tide andcommencement (1) These rules may be called the Legal Metrology 

(General)' Rules, 2011. (2) They shall conte into force on the day of April, 2011. Z Definiöons In these 

rules, unless the context otherwise requires,— "Act" means the Legal Metrology Act, 2009 (a) (1 of 2010); 

"Schedule" means a Schedule appended to (b) these rules; "Section" means a Section of the Act; (c) words 

and expressions used in these rules (d) and not defined but defined In the Act shall have the meanings 

respectively assigned to them In the Act 

CHAPTER 11 SPEQFICATIONS OF STANDARDS OF WEIGHTS AND MEASURES 3. Reference 

standards (1) Every reference standard weight shall conform, as regards denomination, material used in 

constructon, and design, to the specifications laid down in Part I of First Schedule. (2) The maximum 

permissible error In respect of any reference standard weight, on verification or re-verification after 

adjustment, shall be such as is specified in Part I of First Schedule. (3) Every reference standard metre bar 

shall conform, as regards material used in construction, and design, to the specifications laid down in Part 

11 of First Schedule. (4) The maximum permissible error in respect of any reference standard metre bar, 

on verification or re-veriflcation, shall be such as Is specified in Part 11 of First Schedule 

4. Secondary standards (1) Every secondary standard weight shall conform, as regards 

denomination, material used in construction, and d8ign, to the specifications laid down in Patt I of 

Second Schedule.(2) The maximum permissible error in respect of any secondary standard weight, on 

verification or re-veriflcation after adjustment, shall be such as Is specified in Part I of Second Schedule. 

(3) Every secondary standard metre bar shall conform, as regards material used in construction, and 

design, to the specifications laid down in Part 11 of Second Schedule. (4) The maximum permissible error 

in respect of any secondary standard metre bar, on verification or re-verification, Shail be such as is 

specified in Part 11 of Second Schedule. (5) Every secondary standard capacity' measure shalt conform, as 

regards denomination, material used in construction, and design, to the specifications laid down in Part Ill 

of Second Schedule. (6) The maximum permissible error in respect of any secondary standard capacity 

measure, on verification or re-verification after adjustment, shall be such as is specified in Part Ill of 

Second Schedule 

5. Working sundards (1) Every working standard weight shall oonfom, as regards denomination, 

material used in construction, and design, to the specificatlons laid down in Part I of Third 

Schedule.(2) The maximum permissible error in respect of any Working standard weight, on verification 

or re- verification after adjustment, shall be such as Is speclfled in Part I of Third Schedule. (3) Every' 

working standard metre bar shall conform, as regards material used in construction, and design, to the 

spedfications laid down in Part 11 of Third Schedule. (4) The maximum permissible error in respect of any 

working standard metre bar,.on verification or re-veriflcatlon, shall be such as is specified in Part 11 of 

Third Schedule. (5) Every working standard capacity measure shall conform, as regards denomination, 

material used in construction, and design, to the specifications laid down In Part Ill of Third Schedule. (6) 

The maximum permissible error In respect of any working standard capacity measure, on verification or 

re-verification after adjusment, shall be such as is specified in Part Ill of Third Schedule 

6. Power to specify any other reference, secondary or working (1) Any other reference standard, or 

secondary standard, or working standard shall conform as regards the denomination, material used 

in construction, and design, to such specifications as the Central Government may, from time to 

time, by notification, specify.(2) The maximum permissible error in relation to such other reference 

standard, or secondar,' standard, or working standard shall be such as the Central Government may, from 

time to time, by notifiation, spedfy and different maximum penissible errors may be specified in relation to 

different types of reference standards, or secondant' standards, or working standards 
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CHAPTER 111 SPECIFICATIONS OF STANDARD EQUIPMENT 7. Reference standad balances (1) A 

set of reference standard balances shall be maintained at every place where the reference standard weights 

are kept for the purpose of verification of secondary standards. (2) The number, types and specifications of 

such balances shall be as are specified in Part I of Fourth Schedule. (3) Every reference standard balance 

shall be verified at least once in six months and shall be adjusted, if necessary', to make it correct within 

the limits of sensitivity and other metrologial qualities as are specified in Part I of Fourth Schedule 

8. Secondary standard balances (1) A set of secondary standard balances shall be maintained at 

every place where secondary standard weights are kept for the purpose of verification of working 

standards.(2) The number, types and specifications ofsuch balances Shail be as are specified in Part 11 of 

Fourth Schedule. (3) Every secondary standard balance shall be verified at least once in one year and shall 

be adjusted, if necessary, to make it correct within the limits of sensitivity and other metrological qualities 

as are specified in Part 11 of Fourth Schedule 

9. Working standard balances (1) Asetofworking standard balances shall be maintained at every 

place where working standard 319 weights are kept for the purpose of verification of weights 

intended to be used for transaction or protectbn.(2) The number, types and specifications of such 

balances shalt be as are laid down in Part Ill of Fourth Schedule. (3) Every working standard balance shall 

be verified at least once in a year and shall be adjusted, if necessary, to make it correct within the limits of 

sensltivity and other metrological qualities as are specified In Part Ill of Fourth Schedule 

10. Power to specify the standard equipment The Central Government may, by notification, specify 

such other standard equlpment as it may think necessary to carry' out the provislons of the Act and 

every such standard equipment shall conform, as regards the metrological qualities, to such 

specifications as the Central Government may, in the same notification or subsequent notification, 

specify.CHAPTER W WEIGHTS OR MEASURES AND WEIGHING AND MEASJRING 

IPSIRUMENTS 11. Weights (1) Save as otherwise provlded in these rules, every weight used or intended 

to be used— (a). in any transaction, or (b) for protection, shall conform, as regards physical characteristics, 

configuration, constructional details, materials, performance, tolerances and such other details, to the 

corresponding specifications laid down for such weight in Fifth Schedule. (2) The maximum permissible 

error in respect of such weight shall be such as is specified in Fifth Schedule. (3) Nothing in this rule shall 

apply tothe product of an industry which is required, by or under any law for the time being in force, to 

conform to any other speciflcations with regard to the matters specified In sub-rule (1) or sub-rule (2), if, 

under such law, the product Is required to conform to the specifications laid down by the International 

Organisation of Legal Metrology with regard to the matters aforesaid 

12. Measures (other than measuring instrumenb) (1) for—(a) (b) Every measure used or intended to be 

used any transaction, or protection, 320 THE GAZETTE OF : EXTRAORDINARY [PART 11—SEC. 

3(i)] shall conform,..as,• regards physical characteristics, configuration, constructional details, materials, 

performance, .tolerances and such other details, to the correspondlngspecifications laid down for such 

measure in Sixth Schedule. (2) The maximum permissible error Iin such measure shall be such as is 

specified in the corresponding. specifications. laid .down for such measure in Sixth Schedule 

13. Weighing and measuring Instumenb (1) Every,weighlng instrumentused or intended to be 

used—(a) in any transaction, or (b) for protection, shall conform, as regards physical characteristics, 

configuration, constructional details, materials, performance, tolerances and such other details, to fre 

corresponding specifications laid down for such weighing instrument Setenth Schedule: (2) Every 

measuring instrument used or Intended to be used— (a): in any transactlon, or (b) for protection, shall 

conform, as regards physical characteristics, configuration, constructional details, materials, performance, 

tolerances and such other details, to the corresponding specifications laid down for such measuring 

instrument In Eight Schedule. (3) The maximum permissible error on such weighing or measuring 

instrument shall be such as is specified in the corresponding specifications laid down for such weighing or 

measuring instrument in Seventh Schedule or as the case may be in Eighth Schedule 

14. Procedure for carrying out calibration of vehicle tanks, etc.The procedure for carrying out 

calibration of vehicle tanks, etc. shall be as is speclfled In Ninth Schedule 

CHAPTER V IMPORT OF WEIGHTS AND MEASURES 15. Registration of Importer (1) Every 

manufacturer or dealer of weight or measure who intends to import any weight or measure shall apply to 
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the Dlrector, through the Controller of the State in which he carries on such business, for registration of hls 

name as importer In the form specified in Tenth Schedule. (2) Every application received by the Controller 

under sub-rule (I) shall be forwarded by him to the Director with a report as to the antecedents and 

technical capabilities of the applicant. (3) Nothing in this rule shall take away or abridge the right of any 

person referred to in sub-rule (2) to carry on the business of importing of any weight or measure until he 

has been informed by the Director In writing that he cannot be registered as an importer, and on recelpt of 

such letter he shall stop forthwith the import of any weight or measure: PROVIDED that registratlon of a 

person carrying on, at the commencement of these rules, fre business of impotlng weights or measures 

shall not be refused except after giving him a reasonable opportunity of showing cause against the 

proposed action. (4) Every application for the. registration of an importer shall be submitted to the 

Director, In the manner aforesaid, together with the fee specified In Twelfth Schedule, at least one month 

before the date on which Import is proposed to be made. (5) The registration ofa person as an importer 

shall remain effective for a period of five years from the date of such registration. (6) On the expiry of the 

perlod of registration as an importer, the Director may, on the application of the registered importer and on 

payment of the prescribed fee, renew registration for a like period. (7) The registration or renewal of the 

registradon of a person as an importer may be suspended or revoked before the expiry of the period of 

validity thereof, if the Director is satisfied after an inquiry, and after giving to the person concerned a 

reasonable opportunity of being heard, that any statement made by such persoo in the application for 

registration or renewal of registration was false or incorrect In material particulars or that such person has 

contravened any provision of the Act or rules made there under or any term or condition of such 

registration 

16. Conditions, etc.for manufacture of a weight or measure exclusively for export (1) The provisions of 

this rule shall apply to weigh& or measures which are made or manufactured exclusively for the purpose 

of export. (2) No non-standard weight or measure shall be made or manufactured by any person unless he 

has obtained the previous permission from the Central Govemment. (3) Every person intending to 

manufacture any non-standard weight or measure for the purpose of export shall make an application for 

permission to the Central Government on payment of a fee of rupees five hundred for such permiSsion 

authorising him to manufacture such weight or measure and shall in such application indicate— 3(i)] (a) 

his name and full address; (b) location of the factory in which such weight or measure is proposed to be 

manufactured; (c) description of weight or measure proposed to be manufactured; (d) documentary or 

other evidence indicating the existence of a firm contract for the export aforesaid or where there is no such 

firm contract for export, documentary or other evidence Indicating that there is likely to be a demand for 

the export of non-standard weight or measure. (4) "Ihe Central Government shall, jf jt is satisfied from the 

documentary or other evidence produced by the applicant or otherwise that the applicant intends to 

manufacture non-standard weight or measure for export, grant the permission authorising him to 

manufacture such weight or measure: Provided that the Central Government may, if it is satisfied that the 

applicant has contravened any of terms and conditions of the permission or that webh& or measures by tie 

appliænt have fouxi their way into the Indian market or that the applicant had made any statement in his 

application for the permission which is false In material particulars or he had concealed some material 

particulars, cancel the permission: Provided Further that no permission shall be cancelled except after 

giving to the applicant a reasonable opportunity of showing cause against the proposed action. (5) Every 

permission granted under sub-rule (4) shall remain valid for a period of one year and shall be renewed for 

a like period on payment of a like fee unless the Central Government is satjsfied that the applicant has 

made any sbtement jn his application which is false in materlal particulars or that he had concealed some 

material particulars or had contravened any provision of the Act or any rule made there under: Provided 

that no order for the refusal to renew a licence shall be made by the Central Government except after 

glvlng the applicant a reasonable opportunity of showing cause against the proposed action. (6) Every 

person who is granted permission under this rule shall submit to the Central Government, at the end of the 

calendar year, a statement as to the quantity of the non-standard weights and measures exported by him 

and the particulars of the person to whom such export has been made. 46)//-81 321 17. Prohibition on sale 

of non-standard weight or measure within the country No non-standard weight or measure made or 

manufactured exclusively for expott shall be sold or otherwise di'tributed within the territory of India 
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18. Maintenance of record In relation to non- standard weight or measure Every person who makes 

or manufactures any non-standard weight or measure for export shall maintain a monthly record of 

the number of such non- standard welghts or measures manufactured by him, number of Æights or 

measures already exported by him, and number of weights or measures in stock or under 

production.The record so maintained shall be open to inspection by any officer authorised by the Central 

Government in this behalf 

19. Sample checking of weight and measure (1) Standard weights or measures which are intended 

for export shall not ordinarily require any verification and stamping, but If the party to whom the 

export is to be made so requires, a sample checking of such weight or measure shall be made by such 

agency as the Central Government may specify jn this behalf, and thereupon the agency so specified 

shall, after checking the weight or measure, issue a certificate Indicating whether or not such weight 

or measure conforms to the of the Act and the rules made there under: (2) The weight or measure to 

be checked as sample under this rule shall be selected at random and proper records shall be 

maintained with regard to the sample checking so made.(3) The Central Government shall, while 

specifying the agency for checking the weight or measure, ensure that the agency completes the checklng 

well In time so that the export of the weight or measure Is not delayed by reason of such checking 

20. Ched«lng of non-standard weights and measures sample which are to be exported (1) Non-

standard weight or measure, which ts made or manufactured exclusively for expott, shall not 

ordinarily require any verification and stamping, but if the party to whom the export is to be made 

so requires, a sample checking of such weight or measure shall be made by such agency as the 

Central Government may specify in this behalf; and thereupon the ageno,' so spedfied shall, after 

checking the wdght or measure, Issue a certificate Indicating whether or not such weight or measure 

conforms to the specificatlons given by the parw to whom the export is to be made or, where the 

party aforesaid has not given any specification, whether the weight or measure conforms to the 

specifications laid down by the manufacturer.322 THE GAZEITE OF INDIA : EXTRAORDINARY 

[PART II—SEC. 3(i)] (2) The weight or measure to be checked as sample under this rule shall be selected 

at random and proper records shall be maintained with regard to the sample checking so made. (3) The fee 

for checking of any non-standard weight or measure shall be— (i) if it Is similar to .any standard weight or 

measure, •equäl to the fee leviable for the verification and stamping of such standard weightor:measure; 

and (ii) where such non-standard weight or measure is not •similar to any standard weight or measure, the 

Centrat Government may specify such amount as fees as is commensurate with the labour Involved in 

check]ng the non-standard welght or measure. (4) The Central Government shall, while speciWing the 

agency for checking the non-standard weight or measure, ensure that the agency completes the checking 

well In time so that the export of such weight or measure Is not delayed by reason of such checking 

CHAPTER VI NON-STANDARD WEIGHT OR MEASURE TO BE USED FOR SCIENTIFIC 

INVESTIGATION OR RESEARCH 21. Permisslon to get manufactured non- standard weight or measure 

for scientific Investigation or research Where the manufacture of any non-standard weight or measure Is 

needed exclusively for the purpose of sclentjfic Investigation or research, the person needing such non-

standard weight or measure shall make an application to the Central Government for permission to get 

such non-standard weight or measure manufactured and on receipt of such application, tf the Central 

Government is satisfied that the manufacture of such non-standard weight or measure is needed for the 

purpose aforesaid, it may authorise the applicant to get the non-standard weight or measure needed by him 

manufactured by such manufacturer as he may think fit, and thereupon, it shall be lawful for such 

manufacturer to manufacture the said non-sbndard weight or measure in accordance with the specifications 

given by the applicant. Exp/ahaåon: For the purpose of this rule, a non- standard weight or measure means 

a weight or measure which is, or Is proposed to be, manufactured in accordance with any unit of weight or 

measure, otheilthan standard unit of weight of measure specified by or under the Act 

CHAPTER MISCELLANEOUS 22. The manner of disposal of goods seized under this Act/rule (1) Where 

any goods seized under sub- section (3) of Section 15 are subject to speedy or natural decay, the Director 

or any person authorised by him or Codtroller and other Legal Metrology Officers in this behalf shall have 

the goods weighed or measured on a verified weighing or measuring instrument available with him or near 

the place of seizure and enter the actual weight or measure of the goods In a form specified by the Director 
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for this purpose and shall obtain the signature of the trader or his agent or such other person who has 

committed the offence. The goods in question shall, after such weighing or measuring is returned to the 

trader or the purchaser as the case may be: PROVIDED that if the trader or his agent or the other person 

(who has committed the offence) refuses to sign the form, the Director or the person authorised by him In 

this behalf shall obtain the signature of not less than two persons present at the time of such refusal by the 

trader or his agent or other person. (2) Where the goods seized under sub- section (1) are contained in a 

package and the package is false or does not conform to the provisions of the Act or any rules made there 

under and the goods in such package are subject to speedy or natural decay, the Director or any person 

authorised by him or Controller and other Legal Metrology Officers in this behalf, so far as may be, may 

dispose of the goods in such package in accordance with the provisions of sub-rule (1). (3) Where the 

goods seized under sub-rule (1) are not subject to speedy or natural decay, the Director or any person 

authorised by him or Controller and other Legal Metrology Officers in this behalf may retain the package 

for the purpose of prosecution under this Act after giving the trader or his agent or the other person (who 

has committed the offence) a notice of such seizure 

23. Time within which unverified weight and measure to be verified and stamped No unverified weight or 

measure, seized under sub-section (3) of Section 15, shall be forfeited if the person, from whom such 

weight or measure was seized, agrees to get the same verified and stamped within a perlod of ten days or 

such extended period from the date of such seizure; and for this purpose, the person making the seizure of 

such weight or measure shall afford a reasonable opportunity by returning such weight or measure 

excluslvely for the verification and stamping 

24. Register and reports to be maintained by persons ieferred to In Section 17 of the Act (1) Every 

person referred to in sub-section (1) of Section 17 shall maintain a register in the appropriate form 

set out in Eleventh Schedule.(2) Notwithstanding anything contained in sub- rule (1), if the Director Is of 

the opinion that having regard to the nature or volume of the business carried on by any maker, 

manufacturer, dealer or repairer, it is necessary to do so, he may, by order, exempt any such maker, 

manufacturer, dealer or repairer from the operation of that sub-rule 

25. Scale of fee The scale of fees to be collected for the service specified in column (2) of TWetfth 

Schedule shall be at the rate specified in column 3 of the said Schedule 

26. Use of regional languages Any legend or denomination specified in any Schedule to these rules, which 

is required to be indicated on any weight or measure in English, or in Devanagri script, may also be 

indicated (In addition to English or Devanagrl) on such weight or measure in such regional language as the 

manufacturer may consider to be practicable 

27. Periodical verification,of weights or measures —(1) Every weight or measure used or intended to be 

used in any transacton or for protection of living beings or things in clause (k) of Section 2 shall be 

verified and stamped by the Legal Metrology Officer in the State in which such weight or measure is put to 

use and shall be re-verlfled and stamped at periodical Intervals. (2) The re-verlflcation shall be carried out 

on the completion of a perlod of,— (a) twenty four months for all weighG, capadty measures, length 

measures, tape, beam scale and counter machine, (b) sixty months for storage tanks, and (c) twelve months 

for all weight or measure including tank lorry other than that mentioned in clauses (a) & (b). (3) 

Notwithstanding anything contained in sub- rule (2) every weight or measure which has been verified and 

stamped in situ shall, if it is dismantled and re-installed before the date on which the verification falls due 

shall be duly re-verified and stamped, before being put into use. 323 (4) Notwlthstandjng anything 

contained in sub- rule (1) every weight or measure which has been verified and stamped shall, if It Is 

repaired before the date on which the verification falls due shall be duly re-verlfled and stamped before 

belng put into use 

28. Quallflcatlons of Legal Metrology Officer (1) No person shall be appointed as Legal Metrology 

Officer unless he —(a) Is a graduate ofa recognized university in Science (witl physis as one of tie 

subjec9, technology or engineering or holds a tecognized diploma In engineering tlree years professional 

experience; and (b) is able to speak, read and write tie reglonal language of the State. (2) Nothing in sub-

rule ( 1) shall apply to officials who have been working as Lega' Metrology Officer and are also eligible 

for promotion to the next higher grade of Legal Metrology Officer on the date of commencement of these 

rules. (3) The person appointed to the post of Legal Metrology Officer shall have to successfully complete 
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tie basic training course at Indian Institute of Legal Metrology, Ranchi before his posting. (4) The Central 

Government may, In consideration of the practical difficulties faced by the State Government and on its 

recommendation, relax the qualification specified in sub-rule (1) for the post of legal Metrology Officers 

for that State 

29. Nomination of a Company under the Act Every company shall inform the Director (Legal Metrology) 

or the concerned Controller or his authorized officer, by notice in duplicate, in the format speclfled In 

Thirteenth Schedule containing the name and address of its Director after obtaining his consent in writing, 

who has been nominated by the company under sub-section (2) of Section 49 to be in-charge of and be 

responsible for the conduct of business of the company or any establishment, branch or unit tiereof 

30. Repeal and savings (1) The Standards of Weights and Measures (General) Rules, 1987 (herein 

under referred to as the said rules) are hereby repealed.Provided that such repeal shall not affect: (a) 

the previous operations of the said rules or anything done or omitted to be done or suffered therein; or (b) 

any right, privilege, obligation or liability acquired, accrued or incurred under the said rules; or 324 THE 

GAZETTE OF INDIA : EXTRAORDINARY [PART IPSEC. (c) any penalty, forfeiture or punishment 

incurred in respect of anyoffence committed against the saiderules; or (d) any investigation, legal 

proceedings or remedy in respect of any such right, privilege, obligation, liability, penalty, forfeiture 

orpunishment as aforesaid, And any such änvestigation, legat proceedings or remedy may be Instituted, 

continued or enforced and any such penalty, forfeiture or punishment may be imposed as if the said rules 

had not been rescinded. (2) Notwithstanding such repeal anything done or any action taken or purported to 

have been done or taken including approval of letter, exempuon granted, fees collected, any adjudication, 

enquiry or investigation commenced, license and registration of manufacturers, dealers, importers of 

weights and measures, non-standard and measures or show cause notice, dedsbn, determination, approval, 

issued, given or done under tte said rules shall if in force at the commencement of the said rules continue 

to be in force and have effect as If issued, given or done under the corresponding provisions of these rules. 

(3) The provisions of these rules shall apply to any application made to the Central Government or as the 

case may be tie State Government under the said rules for licence, reglstration of manufacturers, importers, 

dealers, repalrers of weights and measures pending at the commencement of these rules and to any 

proceedings consequent thereon and to any registration granted In pursuance thereof. (4) Any legal 

proceeding pending in any court under the said rules at the commencement of these rules may be 

continued in that court as If these rules had not been framed. (5) Any appeal preferred to the Central 

Government or as the case may be the State Government under the said rules and pending shall be deemed 

to have been made under the corresponding provisions of these rules. INDEX OF SCHEDULE OF THE 

LEGAL METROLOGY PART 1 PART 11 PART 111 PARTI PART 11 PART 111 PART 1 PART 11 

PART 111 PARTI PART 11 PART 111 PART IV PART V PART VI PART PART WII PART •n-URD 

Sa-IEDULE Working Standard Weights Working Standard Metre Bar Working Standard Capacity 

Measures Reference Standard Balances Secondary Standard Balances Working Standard Balances FFM 

SOIEDULE Weights (Other than Carat Weights) Carat Weights Standard Weights for testing of High 

Capacity Weighing Machine SCHEDULE Liquid Capacity Measures Dispensing Measures Liquor 

Measures Length Measures (Non-Flexible) Folding Scales Fabric or Plastic Tape Measures Steel Tape 

Measures Surveying Chains Tapes for Use in Measurement of Oil Quantities SEVENTH SCHEDULE- 

HEADING A SPEaNCATIONS FOR NON-AUTOMATIC SEVENTH SCHEDULE- HEADING B 

PARTI PART 11 Beam Scales Counter Machines PARTI PART 11 PARTI PART 11 PART 111 

(GENERAL) RULES, 2011 FIRST SO•iEDULE Reference Standard Welghts Reference Standard Metre 

Bar *COND SO*EDULE Secondary Standard Welghts Secondary Standard Metre Bar Secondary 

Standard Capacity Measures SE'.'ENTH Sa-IEDULE- HEADING C AUTOMATIC RAIL 

WZGHBRIDGE SEVENTH SCHEDULE- HEADING D AUTOMATIC GRAVIMETRIC FILUNG 

SCHEDULE- HEADING E DECONTINUOUSTOTA1-mNG AUTOMATIC HOPPER WAGHERS) 

9EaFICATIONS FOR PARTI PART 11 PART 111 Volumetric Container Filling Machines Bulk Meters 

Water Meters PART IV PART V PART VI PART VII PART PART IX Measuring Systems for Liquids 

Other than Water Volumetric Container Type Liquid Measuring Device Clinical Thermometer 

Monometers of Instruments for Measuring Arterial Blood Pressure (Sphygmomanometers) Taximeter 

Compressed gaseous fuel (CNG) measuring systems for vehicles t•aNT1-l SOiEDUL.E (1) 2. Materials 
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(2) 20. -10 5 2 2 1 325 (3) 20 10 5 2 2 1 PROCEDURE FOR CARRYING OUT CAUBRATION OF 

VEHICLE TANKS ETC 

PART I PART 11 PART 111 Calibration of Vehicle Tanks for Petroleum Produce and other Liquids 

Method for Calibration of Vertical Oil Storage Tanks Method for Computation of Capacity Tables for 

Vertical Oil Storage Tanks. (a) (c) Weights of 5 kg to lg shall be made from admiralty bronze (88 Cu, 10 

Sn, 2 Zn), nickel chromium alloy (80 Nj, 20 Cr) or austenitic stainless steel (25 Ni, 20 Cr) or (20 Nj, 25 

Cr). Weights of 500 mg to 10 mg shall be made from wire of either pure platinum, nickel chromium alloy 

(80 N', 20 Cr) or austenitic sälnless steel (25 Ni, 20 Cr) or (20 Nil 25 Weights of 5 mg to 1 mg shall be 

made of aluminium wire. Copper, silicon and zinc contained as impurities in aluminium shall not exceed 

0.3 per cent in the aggregate. APPUCATION FORM FOR REGISTRATION OF IMPORTER OF 

WAGHIS AND SCHEDULE REGISTER TO BE MAINTAINED BY THE 

MANUFACIURERS/DEALERS/REPAIRERSOF WZGHTS AND MEA.NJRES TWELFTH Sa-IEDULE 

suLE OF FEE Format for nomination of the Dlre&r by the Company FIRST Sa-IEDULE 

DENOMINATION, MATERIALS, SHAPE AND PERMISIBLE ERRORS, IN RESPECT OF 

REFERENCE STANDARDS 'See Rule 31 PART 1 REFERENCE STANDARD WAGHTS Note: The 

material used for all the weights shall be non-magnetic and it shali be ensured that the finished weights are 

also practically non-magnetic 

3. Shape and finish (a) (b) (d) 1.DenominaYons Kilogram series Gram series For kilogram and gram 

series— Ir&gral cylindrical body with knob rounded at top. For milligram series— •me weights shall be 

made from the wire having five segments for 500, 50t 5 mg weights, two segments for 200, 20, 2 mg 

weights and one segment for 100, 10, and 1 mg weights. One end of the wire shall be bent at right angles 

for the purposes of lifting It with a pair of forceps. The denominations shall be marked only on kilogram 

and gram series weights. The entire surface of the weights, including their base and corners shall be free 

from any roughness and the surface of the weighE when inspected visually shall not show any porosity and 

shall have a mirror finish. (1) 5 2 2 1 t...f7C/ (2) 500 200 200 100 50 20 Milligram series (3) 200 200 100 

50 20 4. Maximum permissible errors ænam/nation (1) 5 kg 1 kg Permissible error ± mg (2) 7.5 3.0 1.5 

326 (1) 500 g 200 g. 100 g 20 g 10 g lg 500 mg 200 mg 100 mg 50 mg 20 mg IO mg 5 mg 2 mg 1 mg 

THE GAZEITE iOF : EXTRAORDINARY [PART II—SEC. (2) •-0.75 0.30 ;o.15 :o..10 0.080 .0'.060 

0.0B 0.020 0.015 0M2 0.010 0.008 0.006 0.006 0.006 (d) The material used for weights, (D kilogram and 

gram series, (ii) milligram serles, (e) ne year of manufacture, (f) The verification mark of the NPL 

PART 11. REFERENCE STANDARD METRE BAR 1. Material The Reference Standard Metre Bar 

(hereafter called metre bar) shall be manufactured from 58 per cent nlckel-steel 

2. Shape and dimensions (a) The metre bar shall be of H-sectlon, approximately 25 mm x 2S mm (as 

per Figure 1) (b) The overall length of the metre bar shall be 1030 mm and the graduated length 

shall be 1008 mm.(c) Ungraduated space of 11 mm shall be teft after the last graduation mark 

3. Finish The graduated sürface shall be bright highly polished, and free from surface irregularities in the 

neighbourhood of the graduation marks 

4. Graduadons 5.Protective nd carrying case (a) These weights shall be stored In their boxes made from 

teakwood or any other suitable non-corrosive material with proper housing lined wth chemically neutral 

vetvet, chamois leather or soft plastic material. Wood used in such boxes shall be reasonably free from 

resins and volatile materials. Glue shall not be used for fixing velvet or such other material. The weights 

shall be housed in such a n•mner so as to avoid their mwement during transit. (b) Each milligram weight 

shall be provided with a separate housing. A covering glass or a sheet of any other transparent and non- 

reactive and non-corrosive material shall be provided so as to ensure that these weights are not dislocated 

during transit. (c) A suitable device for lifting the kilogramand gram covered with chamois leather or other 

suitable material shall be provided. A pair of forceps capable of lifting easily milligram weights shall also 

be provided 

6. Inscripöon The boxes containing the weights shall have the fbllowing inscriptions: (a) The words 

'Reference Standards Weights' (b) The Identification number of such boxes, (c) The name of the 

manufacturer, (a) (b) (d) (e) The main scale shall be situated on the neutral plane and shall be 

graduated in millimetres throughout from O to 1000 mm.The main scale shall also have one additional 

mm mark before O and another after 1000 mm mark. An additional fine scale shall also be provided at 
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each end of the main scale for calibrating a micrometre microscope. This fine scale shall consist of ten 0.1 

mm graduations (1 mm sub-divided into 10 parts) and shall be situated before the first graduation mark 

after leaving a blank space of 2 mm and also after the last mark with the same blank spacing. The 

graduation marks shall be well-defined, of symmetrical section and have dean edges. The width of 

graduation marks shall be beueen 8 and 10 micrometres. This width shali be constant to within ten per cent 

over the length of each mark between the longitudinal setting lines. The graduation mads shall not differ in 

width one from another by more than ± 10% of the average width of all the marks. (g) The graduation 

marks shall be parallel to one another to within one micrometre between the longitudinal setting lines. (h) 

The graduation marks shall be square to the scale axis to within ten minutes of arc. (i) The length of 

graduation marks shall be as follows :— 2 mm for half cm marks. 1 mm for mm marks. The marks shall be 

disposed equally on eiffer side of an Imaginary centre llne. (j) The lengths of the graduation marks on the 

two fine scales referred to in 4(c) shall be as follows :— 3 mm for first and last mark. 2 mm for 0.5 mm 

marks. 1 mm for 0.1 mm marks. (k) The Bessel points shall be indlcated by two vertical lines marked on 

either extemal side of the metre bar. -The Bessel points shali be 571 mm apart, and shall be disposed 

equally on either side of the 50 mm mark, (l) No figures or numerals shall be marked on the surface of the 

main scale. (m) When supported at the marked Bessel points, the graduated surface shall be fiat to within 

0.05 mm, I.e. all points on the surface shall be between Mo parallel planes 0.05 mm apart. 5, Auxiliary 

scale (a) An auxiliary scale shall be marked on one of the top edges of the metre bar. DiViDEO IN IO 

PARTS BETWEEN IS 0.2 STANDARD AT rc (AC. imm (b) (d) (g) 327 The auxiliary scale shall consist 

of 1000 marks corresponding to the marks of the main scale. The marks of the auxiliary scale shall be 

collinear (i.e., passing through the same vertical planes) with the graduation marks of the main scale to 

within ± 0.1 mm. The width of graduatlon marks shali be not more than 100 micrometres and shall be 

clearly visible to the naked eyes having normal vision. The length of the graduation marks shall be : 2.5 

mm for cm marks. 2.0 mm for half cm marks. 1.5 mm for mm marks. One of the ends of all the marks 

shall lie on a straight line. The centimetre graduation marks shalt be numbered in the increasing order of 

numeration. The height of the numerals and the letters shall be approximately 3 mm 

6. Setting lines (a) (b) A pair of longitudinal setting lines shall transverse the graduation marks and 

shall be parallel to the scale axis to within one minute of arc.The two longitudinal lines shall be 

disposed symmetrically on either side of the centre of the graduation marks. IO PARTS Imm s 

REFERENCE STANDARD METRE BAR Figure-I 328 THE .GAZEITE OF INDIA : 

EXTRAORDINARY (c) The separation Of the longitudinal setting lines shälL-be-O.2 mm anditheirwidth 

shall be in between (d) Each longitudinal settjqgljne shall be straight to wIthIN30 micrometres. (e) lhe 

bngitudinal setting]ines shall be parallel to each other.to,Within 50 micrometres 

7. Maximum permissible emor (a) When the metre bar supported on its marked: Bessel points, the 

errors in length between:any twograduation marks of the main scale•atthe temperature of 200C, 

shall not exceed.0.010mm. (b) In the case of the fine scales, the error between any two 0.1 mm marks 

shall not exceed 06005 mm 

8. Inscripöon lhe metre bar shall bear the following Inscription : (a) the words "REFERENCE 

STANDARD METRE (b) the id31tiflcatIon number of the metre bar, (c) the verification mark of the NPL, 

after the first calibration and marks of subsequent verification to be made on the plate of the carrying case 

of the metre bar, (d) the name of the manufacturers, (e) the material of the metre bar, (f) the words, figures 

and letter "STANDARD AT 200C' (g) the year of manufacture 

9. Protective and carrying case (a) The standard metre bar shall be housed in a case made from 

suitable material and provided with a handle, lined Internally with velvet, a plastic material or any 

other material and In such a way that the metre bar is not likely to be damaged, particularly by 

shocks or corrosion.(b) -me case shall have affixed on It a plate bearing the inscription "REFERENCE 

STANDARD METRE BAR" and the identlflcatlon number. *COND Sa-'Ewu.k DENOMINATIONS, 

MATERIALS, SHAPE AND PERMIS«BLE ERRORS IN RESPECT OF SECONDARY STANDARDS 

[See Rule 4 ARTI-SECONDARY STANDARD WEIGHTS (1) 2 1 Materials (2) 100 50 20 20 10 5 2 2 1 

[PART IPSEC. 3(i)] (3) 100 50 20 20 10 5 2 2 1 2. (a) (b) Weights of 10 kg to 1 g shall be made from 

admiralty bronze (88 Cu, 10 Sn, 2 Zn), or nickel-chromium alloy (80 Nit 20 Cr) or austenitic stainless steel 

(20 Ni, 25 C') or (25 Ni, 20 cr). Weights of 500 mg to 50 mg shall be made from cupro-nickel (75 Cu, 25 
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Nj), or nickel chromium alloy (80 Nl, 20 Cr), or austenitic stainless steel (20 NC, 25 Cr), or (25 NI, 20 cr). 

Weights of 20 mg to 1 mg shall be made of aluminium sheets. Copper, silicon and zinc contained as 

impurltles in aluminium shall not exceed 0.3 per cent in the aggregate 

3. Shape and finish (b) (c) (d) For kilogram and gram series—Integral cylindrical body with knob 

flattened at the top. Weights of 10 kilogram to 100 gram (both inclusive) shall have adjusting devices. For 

milligram series—the weights shall be in the form of square sheets, one of the corners being bent at right 

angle. The denominations shall be marked only on kilogram and gram series weights. The entire surface of 

the weights, including their base and corners shall be free from any roughness and the surface of the 

weights, when inspected visually, shall not show any porosity and shall have a mirror polish appearance 

4. Maxlmum permissible error Kilogram series Gram series 10 5 2 500 200 200 Milligram series (3) 

500 200 200 ænomlnation 1 kg 500 g 200 g 100 g 50 g Permissible error ± mg 50 25 10 5 2.5 1.0 0.5 

0.30 (1) 20 g 10 g lg 500 mg 200 mg 100 mg 50 mg 20 mg 10 mg 5 mg 2 mg 1 mg (2) 0.25 0.20 0.15 0.12 

0.10 0.08 0.06 0.05 0.04 0.03 0.02 0.02 0.02 0.02 (3) 329 PART n- SECONDARY STANDARD METRE 

BAR 1. Material The secondary standard metre bar (hereafter called metre bar) shall be manufactured 

from 58 per cent nickel-steel 

2. Shape and dimensions (a) (b) (c) (d) The metre bar shall have a rectangular cnss• section with 

dimensions 30mm x 15mm approximately.ne top surface shall have two rectangular grooves along its 

length (as per Figure 2). The overall length of the measure shall be 1030 mm and the graduated length 

shall be 1010 mm. Ungraduated space of 10 mm shall be left after the last graduation mark 

5. Protective and carrying case (a) These weights shall be stored in their boxes made from teakwood 

or any other suitable non-corroslve material with proper housing lined with chemically neutral 

velvet, chamois leather or soft plastic material.Wood used in such boxes shall be reasonably free from 

resins and volatile materials. Glue shall not be used for flxing velvet or such other material. The weights 

shall be housed in such a manner so as to avoid their movement during transit. (b) Each milligram weight 

shall be provided with a separate housing. A covering glass or a sheet of any other transparent, non-

reactive and non-corrosive material shall be provided so as to ensure that these weights are not dislocated 

during transit. (c) A suitable device for lifting the kilogram and gram weighs, covered with chamois 

leather or other suitable material, shall be provided. A pair of forceps capable of lifting easily milligram 

welghts shall also be provided 

6. Inscription The boxes containing the weigh& shall have the following inscriptjons:—(a) the words 

'SECONDARY STANDARD WEIGHTS', (b) the Identification number of the secondary standard 

weights, (c) the name of the manufacturer, (d) the materlal used for weights— (i) kilogram & gram series 

(ii) mitllgram series, (e) the year of manufacture, (D the mark of verification. t17t.f 4 31 n — 63 3. Finish 

The graduated surface shall be bright, highly polished and free from surface irregularities in the 

neighbourhood of the graduation mark 

4. Graduations (a) (b) (c) (d) (e) (g) The metre bar shall be graduated in millimetres throughout 

from 0 to 1000 mm.A length of 10 mm before the zero graduation mark shall also be graduated in 

millimetres. The scale shall be regular. The width of the graduation marks shall be between thirty and fifty 

micrometres. The width of the graduation marks shall be uniform to within ± ten per cent of the average 

width of all the marks. Each graduation marks shall be straight to within ten micrometres over its length. 

The graduation marks shall be parallel to one another to within ten micrometres, The graduation marks 

shall be square to the scale axis to within twenty minutes of arc. The graduation marks representing 

centimetres shall be longer than those representing half centJmetres and the graduation marks representing 

half centimetres shall be longer than those representing millimetres. The length of the graduation marks 

shall be not less than: 2 mm for mm marks. 3 mm for half cm marks. 4 mm for cm marks. These marks 

shall be disposed equally on either side of an imaginary centre line defined by the two setting lines. 330 

THE GAZETTE OF INDIA : EXTRAORDINARY [PART 11—SEC. 3(i)] C) There shall be two Shott 

longttudinal•setting lines eachof•5 mm in length which shall be drawn leaving atblank spaceaof 2 mm, the 

one before the firstand.theother after the last graduation mark. mielongitudinal Jines shali beton a straight 

line which represent the jmaglnaw central'lineand the departure from the central line.shall benot more than 

0.1 mm. (k) When supported•on the Bessel points or on a surface the graduated surface shall be 

flattowtthfn0.05 mm, i.e. all the points on t.e:sutface shall be between two parallel planes:O.'05 mm apart 
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5. Auxiliamsele (a) Auxiliary scale shall be marked on one of the top edges of the metre bar.(b) The 

auxillaty scale shall conslstofcendmetre and half centimetre marks corresponding to the marks of the main 

scale. (c) The marks of the auxiliary scale shall be collinear (passing through the same vertical planes) 

with the graduations of maln scale to within ± 0.1 mm. (d) The width of the graduation marks shall be not 

more than one hündred micrometres. (e) The graduation marks representing centimetres shall be longer 

than those representing half centimetres. SECONDARY STANMRD *TRE BAR FEURE • 2 (g) (h) The 

length of the graduation marks shall be not less than: 3 mm for cm marks, and 2 mm for half cm marks. 

One of the ends of the marks shall lie on a straight line. The centimetre graduation marks shall be 

numbered in the increasing order of numeration. The height of the numerals and the letters shall be 

approximately 3 mm. 6. ermr The error on the length between any two graduation marks on the secondary 

standard metre bar, at the standard temperature of 200C, shalt not exceed the value "e" calculated 

according to the following formula: e = ± (25 + l-/40) micrometres Where L [s the nominal length in 

millimetræ of that part of the mebe bar between Wyo graduation nwks, tie error on which is being 

determined. The calculated value of "e" shall be rounded to the nearest integer. The metre bar shall bear 

the following inscriptions: (a) . the words "SECONDARY STANDARD METRE BAR", (b) an 

identification number of the secondary standard metre bar, (c) the name of the manufacturer, (e) the words, 

figures and letter "STANDARD AT 200C" (f) the year of manufacture, (g) the mark of verification on the 

plate of the carrying case of the metre bar. 8, Protective and camylng case (a) metre bar shall be housed in 

a case made from suitable material and provided with a handle, llned internally with velvet, a plastic 

material or any other material, and in such a way that the measure is not likely to be damaged, particularly 

by shocks or corrosion. (b) The case shall have affixed on it a plate bearing the inscription "SECONDARY 

STANDARD METRE BAR" and the identification number. Note: The existing secondary standard metre 

bars may differ In minor details in regard to setting lines and inscrlptlons, etc. PARrrrr-SECONDARY 

STANDARD CAPACITY MEASJR.ES [I-Eug 3(i)] (d) the material of the metre bar, 4. 

Maxlmumpermlsslble etmr •n-URD 33 i ænominaäon 51 21 11 500 mi 200 mi 100 mi 50 mi 20 mi 

Pemisslb/e error ± m/ 2 1 0.8 0.5 0.4 0.3 0.2 0.1 5. Pmtedve and canylng cases These capacity measures 

shall be stored in their 1. Denominadons Litre series (1) 5 2 1 Millilitre series (m!) 500 200 100 50 20 

boxes made from teakwood or any other suitable non- corrostve material with proper housing lined wit' 

velvet/ chamois leather or soft plastic material. Wood used in such boxes shall be reasonably free from 

resins and volatile materials. Glue may not be used for fixing velvet or such other materials. Each capacity 

measure shall be housed in such a manner so as to avoid their excessive movement during transit. Each 

striking glass of the capacity measure Shail be securely housed in proper grooves so as to protect them 

from breakage during transit, The boxes containing these capacity measures shatt have the following 

inscriptions:— Note: 1 litre = 1 dm3 = 0.001 m'; I ml- 1 cm3 2. MateHal Secondary standard capacity 

measures shall be cast out of admiralty bronze of the same composition as is employed In the case of 

secondary standard weight 

3. Shape (a) The secondary standard capacity measure of five litre shall be cylindrical and have its 

inside diameter equal to the height df the measure.This shall have two handles attached securely to its 

sides. (b) ne measure of 2 1 and below shall be of the same shape as above but shall not have any handles. 

(c) The denominations of the secondary standard capacity measures shalt be engraved on the outside 

surface. (d)' Each secondary standard capacity measure shall be provided with a specially selected striking 

glass on the measures and glasses shall be securely packed in velvet lined teakwood boxes. (a) (c) (d) the 

inscription SECONDARY STANDARD CAPACITY MEASURES; the Identification number of 

secondary standard capacity measures; the name of the manufacturer; the year of manufacture; the mark of 

verification of proper verification authority. DENOMINATIONS, MATERIAL, SHAPE AND 

PERMIS<BLE ERRORS RESPECT OF WOR}aNG STANDARDS [See Rule 51 PART 1- womaNG 

STANDARD WEIGHTS 1. Denomlnaåons Kilgram senes Gram series (1) 20 10 10 5 2 2 1 500 200 200 

100 50 20 10 Milligram series (3) 500 200 200 100 50 20 10 332 (2) 2. Material THE GAZETTE OF 

INDIA : EXTRAORDINARY [PART II—SEC. 3(i)] 5 2 2 1 (3) 5 2 2 1 (g) The entire surface of the 

weights, including their base and corners shall be free from roughness. The surface of the weights, when 

inspected visually, shall not show any porosity and shall have a mirror polish appearance 

4. Maxlmumpermissible enor The permissible errors in excess and in deficiency shall be as 

follows:—(a) Weightsof 2ffkg to 1 g shall be cast from admiralty bronze (88 Cu, 10 Sn, 2 Zn) or 
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made.from cupro-nickel (75 Cu, 25 Ni) or nickel ..chromium alloy (80 NJ, 20 Cr) or austenitlc•stalnless 

steel (25 Nl, 20 Cr) or (20 Ni,25 cr). (b) WeighS to 100 mg shall be made from admiralty bronze (rolled) 

(88 Cut 10 Zn, 2 Sn) sheee or from the sheets of nickel chromium alloy (80 Ni 20 Cr) or austenitic 

stainless steel (25 Ni, 20 cr) or (20 Nj, 25 cr). (c) WeighÉ of 50 mg to 1 mg shall be made of aluminium 

sheets. Copper, silicon and iron contalned as impurities in the aluminium shall not exceed 0.3 per cent in 

the aggregate 

3. Shape and nnlsh (a) Weights of 20 kg and 10 kg shall be cylindrlcal In shape and shall be cast in 

two parts, the top part being screwed snug"/ into the bottom part.The top part shall be cast in the form 

of a handle for lifting purposes. The two parts after assembly shall be locked by means of a set screw over 

which the seal of the verlMng authority shalt be affixed. (b) Weights of 5 kg to 200 gm (inclusive) shall be 

cast In two parts, the top part being screwed snugly into the bottom part. The top part shall be cast in the 

form of a knob for lifting purposes. The two parts, after assembly, shall be locked by means of a set screw, 

over which the seal of the verifying authority shall be affixed. (c) Weights of 100 g to 10 g (inclusive) 

shall be as in (b) above except that there shall be no locking arrangement. (d) Weigh& of 5 g to 1 g 

(inclusive) shall be integral weights with knob. (e) Weights of 500 mg to 1 mg (inclusive) shall be of 

square shape with the one of the sides bent at rlght angles to the flat surface for ease of handling. (f) The 

denominations shall be marked on the weight. TTY ænom/nation 5 kg 2 kg 1 kg 500 g 200 g 100 g 50 g 20 

g 10 g lg 500 mg 200 mg 100 mg 50 mg 20 mg 5 mg 2 mg 1 mg PemisSib/e error ± mg 300 150 75 30 15 

7.5 3.0 1.5 1.0 0.8 0.6 0.6 0.4 0.3 0.25 0.20 0.15 0.12 0.10 0.08 0.06 0.06 0.06 5. Protective and carrying 

case (a) These weights shall be stored in their boxes made from teakwood or any other suitable non-

corrosive material with proper housing lined with chemically neutral velvet, chamois leather or soft plastic 

material. Wood used in such boxes shall be reasonably free from resins and volatile materials. Glue shall 

not be used for fixing velvet or such other material. lhe weights shall be housed in such a manner so as to 

avoid their movement during transit. Each milligram weight shall be provided with a separate housing. A 

covering glass or a sheet of any other transparent, non-reactive 3(i)] and non-corrosive material shall be 

provided so as to ensure that these welghts are not dislocated during transit. (c) A suitable device for lifting 

the klbgram and gram weights, covered with chamois leather or other suitable material, shall be provided. 

A pair of forceps capable of lifting easily milligram weights shall also be provided 

6. Inscription The boxes containing the weights shall have the following inscriptions :—(a) the words 

'WORKING STANDARD WEIGHTS', (b) the identification number of the working standard weights, (c) 

the name of the manufacturer, (d) the year of manufacture, (e) the marks of verification. PARTU- 

WORKING STANDARD METRE BAR 1. Material The working standard metre bar (hereinafter called 

metre bar) shall be manufactured from 58 per cent nickel-steel, or austenitic stainless steel, or stainless 

Steet with 13 per cent chromlum or pure ntckel (minimum purlty 99 per cent) 

2. Shape and dimensions (a) The metre bar shall have a rectangular cross section of mlnlmum 

dimensions 20 mm x 10 mm.The existing cross-section with dimensions 30 mm x 15 mm shall be 

preferred, (b) The overall length of the metre bar shall be 1030 ± 1 mm and the graduated length shall be 

1010 mm. (c) Ungraduated length of 10 mm shall be left after the last graduated marks 

3. Finish The graduated surface shall be bright, nicely polished and free from surface irregularities in the 

neighbourhood of the graduation marks 

4. Graduations (a) The metre bar shall be graduated in millimetre throughout from O to 1000 mm 

on the wider upper surface.(b) A length of 10 mm before the zero graduation mark shall also be 

graduated in millimetres. (c) The scale shall be regular. The thickness of the graduation marks shall be 

uniform and shall lie between 30 and 80 micrometres. (d) The width of the graduation marks shall be 

uniform to within ± fifteen per cent of the average width of all the marks. (g) (j) (k) 333 The graduation 

marks representing centimetres shall be longer than those representing half centimetres and the graduation 

marks representing half centimetres shall be longer than those representing millimetres. Each graduation 

mark shall be straight to within ten micrometres over its length. The graduation marks shall be parallel to 

one apther to within ten micrometres. The length of the graduation marks shall. be not less than— 3 mm 

for mm marks. 5 mm for half cm marks. 8 mm for an marks. The centimetres graduation marks shall be 

numbered in the Increasing order of numeration. The height of the numerals and the letters (symbols) shall 

be approximately 3 mm. The graduation marks shall be square to the scale axis to within 30 mlnutes of arc 
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5. Cursor (a) (b) (c) (d) The errors on the length measure under 'verification shaii:be determined by 

means of a scale marked on a plate, made from transparent material, which•is carried by a cursor 

capable of moving along the length of the metre bar.The plate shall have appropriate and constant 

dimensions and thickness. The scale on the plate shall : (l) either be a length of 9 mm divided into 10 parts 

thus 
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forming a Vernier scale to read the errors to the nearest of 0.1 mm; or ('i) one millimetre divided into 10 

parts for reading the errors directly to the nearest of 0.1 mm. The thickness of the graduation marks on the 

scale shalt be less than that of the graduation marks on the metre bar. The graduation marks on the scale 

shall be inscribed on the surface facing the graduation marks on the metre bar. The readings shall be taken 

by means of a magnifying glass, the magnification of which shall be not less than 5X if the scale is 

graduated in 0.1 mm and not less than 3X if the scale is of Vernier type. 334 THE GAZETTE OF INDIA : 

EXTRAORDINARY [PART [I—SEC. 3(i)] (f) The cursor shall"be such that It would be possible to move 

it smoothly without jerks, along a straight line from one end of the measure.to the other. (g) A mechanism 

to raise, 'lower and laterally move the measure under verification, within a view to putting itsgraduated 

surface at a proper level and aligning its zero mark with that of themetre bar shall be provlded. (h) For 

facilitating the verification of end measures, two vertical stops bearing reference•lines Shail be provided. 

The first stop.shall besuch that its reference (Ine can be aligned with the zero mark of the metre bar. Tie 

second stop shall be capable of moving along the entire length of the metre bar 

6. Maximum permissible ermrs (a) The error on the length between any two graduation marks on 

the worklng standard lengfr ITEasuæ, at the sbndard temperature of 200C, shall not exceed the 

value "e" calculated according to the following formula : e = (50+1420) micrometres where L is the 

nominal length In millimetres of that part of the metre bar beMeen the two graduation marks, the 

error on which is being determined.The calculated value of "e" shall be rounded to the nearest integer. 

(b) The errors on the length between any graduation lines on the plate shall not exceed ± 20 micrometres 

7. Insaiption The metre bar shall bear the following inscription: (a) the words "WORKING STANDARD 

METRE BAR", (b) identification number of the metre bar, (c) the name of the manufacturer, (d) the 

material of the metre bar, (e) the words, figures and letter "STANDARD AT 200C" (f) the year of 

manufacture 

8. Protective and carrying case (a) The standard metre bar shall be housed in a case made from 

suitable material and provided with a handle, lined Internally with velvet, a plastic material or any 

other material and In such a way that the metre bar is not likely to be damaged, particularly by 

shocks or corrosion.(b) The case shall have affixed on it a plate bearing the inscription "WORKING 

STANDARD METRE BAR" and the identification number. Note : The existing working standard length 

measure (metre bars) may differ in minor details in regard to inscriptions, etc. on it 

PART Ill—WORKING %ANDARD CAPACITY MEA*JRES 1. • Denomination Litre series (I) 10 5 2 1 

2. Material Millilitre series (ml) 500 200 100 50 20 Working standard capacity measures shall be pressed 

out of oxygen free, deoxidized annealed copper sheets of deep drawing quality 

3. Shape (a) (b) (d) (e) Working standard capacity measure of IO litres shall be ohind„rical and have 

its Inside diameter approximately equal to the height of the measure.This shall have two handles 

attached securely to its sides. Working standard capacity measures of 5 litres and below shall be of the 

same shape as above but shall not have any handles. The outside of the body of the working standard 

capacity measures shall be oxidized to give a smooth dull black surface and the Insidé shall be tinned. The 

denominations of the working standard measures shall be engraved on the outside surface. Each working 

standard capacity measure shall be provided with specially selected striking glass and the measures and 

glasses shall be securely packed in velvet lined teakwood boxes 

4. Maximum permissible error ænomlnation Permissible error in m/ + m/ 10 litres 5 litres 2 litres 1 

litre 500 mi 200 mi 100 mi 50 mi 20 ml 8 4 2 1.5 1.0 0.8 0.6 0.4 0.2 3(i)] 5. Pipette measures Pipettes of 

the following description may also be used as working standard measures : (a) One mark plpettes of 

capacities 10 ml and 5 ml. (b) Graduated pipettes of capacities 5 ml graduated at every tenth of m' 

6. Delivery time and maximum permissible errors of pipete measures 335 8.Inscriptions The boxes 

containing these capacity measures shall have the following inscriitlons : (a) (b) (c) (d) (e) the words 

"WORKING STANDARD CAPACITY MEASURES", the identification number of the capacity 

measures, the name of the manufacturer, the year of manufacture, the mark(s) of Verlflcation of proper 

verification authority: FOURTH SCHEDULE Denomination ml 10 5 5 (Graduated) Permissible Delivery 

time error( + mi) In seconds Minimum Maximum 15 10 10 25 20 40 0.04 0.03 0.05 7. Protective and 

carrying cases These capacity measures Shail be stored in their boxes made from teakwood or any other 

suitable non- corrosive material with proper housing lined with velvet, chamois leather or soft plastic 
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material. Wood used in such boxes shall be reasonably free from resins and volatile materials. Glue may 

not be used for fixing velvet or such other materials. Each capacity measure shall be housed in such a 

manner so as to avoid their excessive movement during transit. Each striking glass of the capacity measure 

shall be securely housed In proper grooves so asto protect them from breakage during transit. 

SPECIFICATIONS FOR STANDARD EQUIPMENT [See Rules 7, e and 9] PARTI—REFERENCE 

STANDARD BALANCES 1. Every reference standard balance shall be of such robust construction and 

have such metrological qualities so as to ensure the continued good performance, as indicated In paragraph 

2 

2. Sensitivity figure/readabtllt•y and precision of measurement of every reference standard balance 

shall be such as to give overall precision of measurement of 1 part in one million for from 10 kg to 

IO g and ± 0.01 mg for weights from 5 g to 1 mg. PART A—SECONDARY STANDARD BALANCES 

1. Every secondary standard balance shall conform as regards capacity, sensitivity figure in mg per 

division, minimum scale division, variation in sensltlvlty figure with respect to load and overall accuracy 

of measurement, to the specifications as indicated below : pacty 1 1 kg 200 g 20 g ns' •gure mg/div. 2 25 

7.5 1.5 0.5 0.1 0.02 In. scae 3 IVISlon 1.5 mm 1.0 mm 1.0 mm 1.0 mm 1.0 mm 0.75 mm ax mum vanatton 

In sensldvlty figure with respect to load 4 10 per cent 10 per cent 10 per cent 10 per cent 10 per cent 10 per 

cent n mum overa accuracy of measurement 5 25 mg In 10 kg 7.5 mg in 2 kg 1.5 mg in 500 g 0.5 mg in 50 

g 0.01 mg in 1 mg 0.02 mg in 1 mg 2. the standard deviation of the 10 consecutive rest points for every 

secondary standard balance shall not be more than one scale division. 336 THE GAZETTE OF INDIA : 

EXTRAORDINARY 3. The arm ratio from unity, for every secondary standard equi-armbalance shall not 

be more fraction.equal eto sensitivity figure dMded by full load (boti being takenin the same unit) 

4. The variation in time periods at different loads for every secondary standard balance shall not be 

more than 20 percent.5, Every.secondary•standard balance shall be provided with adevice so that the 

contact between the knife-edges anditheirtrespective planes is broken when the balance'is,in arrested 

position. 6.. The :secondary standard balance shall, ordinarily, be used.for indoor work in laboratories 

7. Every secondary standard balance of digital type shall conformas regards value of verification 

scale interval as given below:—Capacity 200 g Maximum value of verification scale interval 1 mg 0.01 

mg [PART II—SEC. 3(i)] Type of weights to be verified 20 kgto g 200 g to 1 mg PART WORKING 

STANDARD BALANCES 1. Working standard balances may be of the following two types:— (a) Equi-

arm types balances; (b) Digital type balances. 2, Every working standard balance of equi•arm type shall 

conform, as regards capacity, sensitivity figure, maximum variation In sensitivity figure with respect to 

load and maximum overall inaccuracy of measurement to the specification as indicated below— Capacity 

5 kg 200 g 50 g Max. Sensitivity figure/division 100 mg 10 mg 1 mg Maximum variatbn in sensitivity 

figure 20 per cent 20 per cent 20 per cent 20 per cent 20 per cent Minimum overall acuracy of 

measurement 100 mg in 10 kg 10 mg in 500 g 1 mg in 100 g 0.05 mg in 1 mg 2.1 The standard deviation 

of ten consecutive rest points for every working standard balance shall not be more than one scale division. 

2.2 The deviation in arm ratio from unity, for every working sbndard equi-arm balance shall not be more 

fran the fraction equal to sensitivity figure divided by the full load (both being taken in the same unit) 

3. Every working standard digital type balance shall conform, as regards value of verification scale 

interval as given below:—Capacity Max. value of Upe of weights to be verified verification scale intewal 

lg 0.1 g 10 mg 2 kg 200 g Non-bulllon : and 20 kg Non-bullion : 500 g; 200 g 50 kg 20 kg 2 kgto Bullion : 

200 g and below; Non-bulllon : 200 g and bebw 4. The standard deviation of the IO consecutive rest points 

for every working standard balance shall not be more than one scale division. 5. ne deviation in arm ratio 

from uniW, for every worklng standqrd equi-arm balance shall not be more than a fraction equal to 

sensitivity figure divided by full -load (both being taken in the same unit) 

6. The variation in time periods at different load for every working standard balance shall not be more than 

20 per cent 

7. Every indoor type working standard balance shall be provided with a device so that the contact 

between the knife-edges and their respective planes is broken when the balance is in arrested 

position.Note: For verification of bullion or carat weights, only indoor type working standard balances 

shall be used. FIFTY SO•IEDULE [See Rule 111 PART—I Weights (Other than Carat Weights) General 

Thls Part deals with the following categories of weights:— (A) Iron weights, parallelopiped (50 kg to 5 
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kg) (B) Cylindrical knob type weights (10 kg to lg) Iron welghts, hexagonal (50 kgto 50 g) (D) Bullion 

weights (10 kgto 1 g) and (E) Sheet metal weights (500 mg to 1 mg) A.—IRON WEIGHTS 

PARALLELOPIPED (50 kg to 1. Denominatons Parallelopiped iron weights shall have the following 

denominatlons:— Kilogram series : 50, 20, 10 and 5 

2. Shape (a) The weights shall be integral and in the form of parallelopiped rectangles with corners 

rounded off and having a rigid handle for ease of handling.(b) The shapes shall be as shown either in 

Figure 3 or in Figure 4 

3. Material (a) Body: The body shall be made or manufactured from grey cast Iron.(b) Handles: 

Handles shall be made or manufactured from the following materials: (i) Type 1 weights—Steel tube 

without soldering (ii) IYpe 2 weighb—Cast along wlth the body (c) Method of manufacture: The weights 

shall be made or manufactured by means of any suitable foundry and moulding process 

4. Loading holes (a) The weights shall be provided with loading holes of either Type 1 or Type 2 

indicated below: Wpe 1 loading hole (i) The loading hole shall be located within the tube which 

forms the handle (See Figure 3).(ii) The loadlng hole shall be closed either with a screwed brass plug or 

a brass (ill) 337 disc. The screwed brass plug shall be provided with a screw driver slot and the brass disc 

shall have a central hole to facilitate lifting. The plug or a disc shall be sealed by means of a lead pellet 

pressed firmly into an internal circular slot or in the ' threaded part of the tube. Wpe 2 loading hole The 

loading hole shall be cast in one of the upper surfaces of the weights and shall open out on the upper 

surface (See Figure 4). This loading hole shall be closed by a plate cut from mild steel. The mild steel plate 

shall be closed by a lead pellet pressed firmly into the conical hole. (b) In case of new weights, about two-

third of the depth of the loading hole shall remain empty after adjusbnent 

5. Markings (a) (b) The denomination of the weight and the marker's or manufacturer's name or 

trade mark shall be indiated indelibly in sunken form or in relief, on the upper surface of the central 

portion of the weight.(See Figure 3 and Figure 4.) The denomination of the weight shall be Indlcated in 

the international form of Indian numerals in an indelible manner wth the symbols as illustrated below: or 

#5"'! 5 kg Note: The abbreviation or may be indicated in the regional script 

6. Dimensions (a) The dimensions of the two types of weight shall be as specified in Tables 1 and 

2.(b) The tolerances on dimensions shall be ± 5 per cent. TABLE 1 Paralle/op" Weights Dimensions for 

7Ype 1 WeighG (In millimetes) ænominatjon 150 190 230 310 152 193 234 314 75 95 115 155 77 97 117 

157 84 109 139 192 c 36 46 61 83 D 30 38 52 74 E 6 8 12 16 66 84 109 152 12/20 12/20 24/32 24/32 338 

ænominaäon THE GAZETTE OF INDIA : EXTRAORDINARY [PART II—SEC. 3(i)l 145 185 220 300 

5 6 8 10 12 16 20 25 M16x 1.5 14 M16x1.5 14 M27x 1.5 21 M27x1.5 21 N 1 1 2 2 O 2 2 3 3 16.5 16.5 

27.5 27.5 W 16 16 27 27 p 5 5 8 8 Sides A and A' as also B and B' may be Inversed. TABLE 2 

Parallelopird Weights Dimensions for Wpe 2 Weights. (In mi//jmetrS ænomination 150 190 230 310 A' 

152 193 234 314 B 75 95 115 155 B' 77 97 117 157 84 109 139 192 36 46 61 83 30 38 52 74 E 6 8 12 16 

109 152 29 40 5 8 10 K 12 20 25 18 18 30 30 16 50 70 N 13 30 40 p 55 70 95 148 Sides A and A' also B 

and B' may be inversed. STOPPER VAREry LEAD PELLET VARIETY2 LEAD PLEI.LET 

MANUFACTURERS NAME OR TRADE MARX PARALLEL PIPED WEIGHT TYPE Figuæ 3 coaxz•s 

3 o c G c c o 13 20 339 Rounded Corners STEEL PELLET 7. Finish Manufacturer's Näme or Trade Mark 

Parallelopiped Weight Type 2 Figure 4 The weights shalt be finished smooth and be free from dross, pits, 

blow-holes and other defects. They shall be protected against corrosion by applying an appropriate coating 

which is resistant to normal usage and wear and tear 

8. Permissible error The maximum permissible errors shall be as specified below : Denominat/on 

Permissible error Verification 7500 3000 1500 750 + 7500 + 3000 + 1500 + 750 The Legal Metrology 

Officer's seals shall be stamped on the lead pellet within the loading hole.(See Figure 3 & Figure 4). 

B.--CYUNDRICAL KNOB TYPE WEIGHTS (IO kgb Cylindrical weights shall have the following 

denominations : Gram series: 500, 200, 100, 50, 20, 10, 5, 2 and 1 Kilogram series : 10, 5, 2 and 1 2. 

Shape (a) The weights shall be integral and cylindrical In shape and provided with a flattened knob for 

ease of handling. (b) The shapes shall be as shown in Figure (5). 3, Material lhe weights shall be made or 

manufadured from brass, gun metal or bronze; grey cast iron may also be used for weights from 10 kg to 

200 g but grey cast iron weights shall not be used for weighment of gold, silver, precious metals or their 

products 
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4. Method of manufacture The weights shall be made or manufactured by any suitable method as may be 

applicable to the selected material 

5. Loading hole (a) Weights of denominations 10 g to 1 g both Inclusive, shall be solid, integral 

weights without a loading hole.340 THE GAZETTE OF INDIA : EXTRAORDINARY [PART 11—SFß. 

3(i)] (b) Weighs of 20 g both inclusive, shall be provided with a loading hole. (c) The loading hole shall:be 

cylindrical and shall pass through the axis of the weight open out on the upper surface of the knob and 

have wider diameter at its upper end as shown tn Figure 5. (d) The toadlng .hole shall be dosed either by 

means of a •threaded brass plug or a flat brass disc. (See Figure 5). Noe : Thethread used shall be that 

commonly known as 'ISO Metric'. (i) •.The threaded plug shall have a slot for adjusting it by means of a 

screw drlver. (ii) The nat disc. shali be provided with a suibble hole in fre centre to fadlitate handling. (e) 

The plug or the flat disc shall be closed by means a tead pellet pressed firmly Into the drcubr groove tn fre 

wider part of tie bading hole. (f) •Weights without a loading hole shall be adjusted by machining or 

grinding, (g) Weights with loading hole shall be adjusted with heavy metallic materials such as lead shots. 

(h) In the case of new weights about two-thirds of the depth of the loading hole Shail remain empty after 

adjustment 

6. Marking (a) (b) (c) The denomination of the weight and the maker's or manufacturer's name or 

trade mark shall be indicated indelibly, in the sunken form or in relief, on the flat knob.(See Figure 

5). The denomination of weighE of 10 kilograms to 500 grams may also be indicated on the cylindrical 

body of the weight, provided that the numerals and letters of tte symbol shall be larger than those used for 

indicating them on the knob. The denomination of the weight shall be Indicated in the international form 

of Indian numerals in an indelible manner with the symbols as illustrated below : or kg 100 g Note : The ul 

or may be Indicated in the regional script 

7. Dimensions (a) The dimensions of cylindrical weights shall be as specified in Tables 3 and 4.(b) 

The tolerances on dimensions shall be : (i) for weights 1 kg. and below ± 10 per cent; for weights above 1 

kg ± 5 per cent. TABLE 3 Odindrica/ Knob Wpe Weights—Dimenslon for Weigh& in mm. Denomination 

5 kg 2 kg 1 kg 500 g 200 g 50 g 20 g 10 g 100 80 60 48 38 28 22 18 13 10 8 6 6 90 72 54 43 34 25 20 16 

11.5 9 7 5.5 5.5 58 46 36 27 22 16 13 10 7.5 6 4.5 3 3 H According to material 17 13 10 8 6 4.5 4 3 2 1.6 

1.4 1 1 15 12 9 7 5.5 4 3.5 2.5 1.8 1.5 1.25 0.9 0.9 3 2 2 2 1.5 1.5 1 1 0.5 0.5 0.5 0.5 0.5 10 10. 5 5 3.2 3.2 

2 2 1.5 I 1 1 1 Without loading hole 11-720% 3(i)] TABLE 4 C)'/indrica/ Knob Wpe Weights—Dimension 

for Loading Hole Varkty I and 11 In mm. 200 g 500 g 7 7 18 18 40 50 120 160 10.5 10.5 24.5 24.5 4.5 4.5 

8 8 12 12 26.5 26.5 2.5 2.5 4 4 1.5 1.5 2.5 2.5 9 10 10 20 20 35 35 M4 x 0.5 M6 x 0.5 M6 x 0.5 M14x 1.5 

M14x 1.5 M20 x 1.5 M20 x 1.5 1 13 13 18 18 3 3 4 4 24 24 24 24 uanCWREXS NAME OR TADe 

CYLINM)CN.. KNOB TYPE FIGURE - 342 8. Finish ,THE'GAZETTE OF INDIA : 

EXTRAORDINARY [PART [I—SEC. 30] The weights shall be polished smooth. They may be protected 

against;.corrosion by applying an appropriate coating,which is resistant to normal usage and wear.and tear 

9. Permissible error The maximum permissible errors shall be as specified below : nonuna n 2 kg 1 

kg 500 g 200 g 50 g 20 g 10 g IO.Stamping enmss e enor (c) The weigh& of denominations 2 kg and 

down to and including 50 shall nest with each other 

3. Material The weights shall be made or manufadüred from grey cast Iron 

4. Method of manufacture The weights shall be made or manufactured by means of any suitable foundry 

and moulding process 

5. Loading hole Tie weights must have a loading hole formed at the foundry Verification (mg) 1500 

750 300 150 75 30 15 10 8 6 5 4 3 Inspection (mg) + 1500 ± 300 + 150 + 75 ± 30 + 15 ± 10 (a) (b) For 

weights in Figure 6, this hole must be In the shape of a right circular cone located axially and 

opening into the bottom face of the weight with its smaller diameter.For weights in Figure 6A, this 

hole must be in the shape of a frustum of a pyramid with re&nguEar base and opening into tie bottom face 

of the weight with its smaller end. In the case of new weighG about two-thirds of the depth of the loading 

hole shall remain empty after adjusment 

6. Marking (a) The Legal Metrology Officer's seals shall be stamped on the load pellet within the 

loading hole, where loading hole is provided.(b) The Legal Metrology Officer's seals shall be stamped 

on the bottom of welghts which have no loading hole. C.—IRON WEIGHTS, HEXAGONAL (50 kg to 50 
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g) 1. Denominations Hexagonal iron weights shall have the following denominations : Gram serles : 500, 

200, 100 and 50. Kilogram series : 50, 20, 10, 5, 2 and 1 

2. Shapé (a) lhe weighS shall be integral and hexagonal.The shape shall be as shown in Figures 6 and 

SA, (b) The weiöhts if denominations of 50 kg and down to and Including 5 kg shali be provided with 

cast-ln handles made of mild steel. (a) (b) The denomination of the weights and the maker's or 

manufacturer's name or trade mark shall be indicated indelibly in the sunken form or in relief, on the upper 

surface of the central portion of the weight (See Figure 6). The denomination of the weight shall be 

indicateå in the international form of Indian numerals in indelible manner with the symbols as illustrated 

below (See Figure 6). or 2 kg or 200 g Note : The abbreviation or may be Indicated in the regional script 

7. Dimensions (a) (b) The dimensions shall be as specified in Tables 5 and 5A.The tolerances on 

dimensions shall be : for weights 1 kg and below ± 10 per cent For weights above 1 kg ± 5 per cent. 3(i)] 

ænominaYon 2 kg. 1 kg 500 g 200 g 100 g 50 g Denomiætøn 8. Finish TABLE 5 Dimensions for Cast 

Iron or Forged Mild Steet S Weights 343 (All dimensions in milliffEtres) 94 73 57 42 33 27 253 200 132 

101 79 62 48 38 31 c 78 62 47 38 31 24 D 41 34 27 21 17 12 H 10 8 6 6 5 3 p 34 32 23 22 18 16 Q 30 28 

20 20 16 14 18 16 13 9 7 5 4 4 3 3 2.5 2 TABLE 5A Dimensions ofCastImn Weights with Cast-in Handles 

(Dimensions in mm) 236 188 125 c 134 112 75 170 113 65 100 90 62 27 18 15 p 58 36 29 Q 48 30 25 R 9 

8 6 4 3 3 R 24 19 s 102 66 32 22 The weight shall be finished smooth and be free from pits, blow-holes 

and other defects. They shall be protected against corrosion by applying an appropriate coadng which is 

resistant to normal usage of wear and tear. 9, Permissible error The maxlmum permissible errors shall be 

as 10. Sbmplng The Legal Metrology Officer's seals shall be —stamped on the lead pellet wlthfr) the 

loading hole specified below : ænominaäon 50 kg 20 kg 1 kg 500 g 200 g 100 g 50 g Pemlsslble error 

Verification - (See Figure 6). CAST IRON 0k FOAOED FIG. 6 7500 3000 1500 750 300 150 75 30 15 10 

(mg) ± 7500 ± 3000 + 1500 +300 + 150 +75 + 30 + 15 + 10 L FIG mm .uGHTS D.—BULUON 

WEIGHTS 1 g) 1. Denomlnaøons Bullion weights shall have the following denomlnatlons : Gram series : 

500, 200, 100, 50, 20, 10, 5, 2 and 1. Kilogram series : 10, 5, 2 and 1. 344 2. Shape THE-GAZETTE OF 

•INDIA : EXTRAORDINARY [PART IPSEC. 3(i)] Bullion weights shall be: oftthe föllowing '.two types 

: (i) Cylindricalknob types—cylindricalknob type weights.öf denomination •10 kg to 1 g, both inclusive, 

shall beotthe shapeas specified in paregraphB:20f thisPart(See also Figure 5) but-shall bear .indications, 

specified in paragraph6 to indicate'thatthey are bullion weighE. (ii) Flat cylindricäl type—Glat cylindrical 

type weights oftdenominations 1 kg to 1 g both be flat cylindrical In shape, witlout atknobandshall nest 

with each other (See Figure7) 

3. Material Weights shall be •made or manufactured from brass, gun metal, •bronze or the like 

4. Method otmanufacture Weights Shall be eiüer cast, pressed or turned from rods, or :made or 

manufactured by any other suitable methodas may be applicable to the selected material 

5. Loading holes (a) Weights of denominations 10 kg to 20 g, boti inclusive, made or manufactured 

according to requirements specified in paragraph 11 of this Part, shall have loading holes of the type 

specified for them.(b) Weights of denominations IO gto 1 g, both inclusive of either type shall be solid 

integral weights without a loading hole. (c) Flat cylindrical weights from 1 kg to 20 g both Inclusive, shall 

have loading holes, in the shape of a right circular frustum of a cone located axially and openlng Into the 6. 

bottom face of the weight with its smaller diameter (See Figure 7). (d) In the case of new weights about 

two-thirds of the depth of the loading hole shall remain empty after adjustnent, Markings (a) (b) (d) (e) 

The denominations and other marking on cylindrical knob type weights shall be as specified in paragraph 

15 of this Part. Cylindrical knob type weights of denomination 100g to lg, both inclusive, shall be marked 

on the body with a 'diamond' and those of denominations 10 kg to 200g, both inclusive, shall be marked on 

the knob with the words 'Bullion' and (Üzrq) within a 'diamond'. The denominations of flat cylindrical 

weights and the maker's or manufacturer's name or trade mark shall be indicated indelibly, in the sunken 

form or In relief, on the upper surface of the central portion of the weights (See Figure 7). Flat cylindrical 

weights of denominations 10 g to 1 g, both inclusive; shall be marked with only a 'diamond' and those of 

denominations 1 kg to 20 g, both indusive, shall be marked with the words 'Bullion' and ($747) within a 

'diamond'. The denomination of the weight shali be Indicated in the international form of Indian numerals 

in an indelible manner with the symbols as illustrated below (See Figure 7): or 2 kg 10 g TABLE 6 

DIMENSIONS FOR FLAT CYLINDRICAL BULUON WEIGHTS (All dimensions in millimetres) 
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Denominatbn 1 kg 500 g 200 g 100 g 50 g 20 g 10 g lg 80 61 48 37 28 21 16 12 9 6.5 61.5 48.5 37.5 28.5 

21.5 16.5 12.5 9.5 7.0 20 16 14 12 10 9 23 19 16 14 11 10 4.0 2.5 2.0 2.0 1.5 1.5 1.5 1.0 1.0 F 12 10 7 6 3 

3 G 26.6 22.5 14.8 12.7 11.0 8.4 6.9 5.9 4.4 3.6 11—7.auz 3(i)] E G XYZ (1) 200 g 100 g 50 g 20 g 10 g 

lg 10. Stamping (2) 10 5 3 2.5 2.0 1.5 1.2 1.0 345 (3) ± 10 ± 2.5 ± 2.0 ± 1.5 ± 1.2 + 1.0 Flat Cyllndrlcal 

Bullion Weights Figure - 7 Note : The abbreviation or may be indicated in the regional script. 7, 

Dimensions (a) The dimensions of cylindrical knob type weights shall be as specified In 3 and 4. (b) Ille 

dimensions offlat cylindrical weight shall be as specified in Table 6. (c) lhe tolerances on dimensions for 

types of weights shall be— (i) for weights 1 kg and below ± 10 per oent. (ii) for weights above 1 kg ± 5 

per cent 

8. Finish The surface of the weights shall be polished, smooth and shall not show any porosity to the naked 

eye 

9. Permissible ermr ne maximum permissible errors shall be as (a) The Legal Metrology omcer's 

seals shall be stamped on the lead pellet within the loading hole, where loading hole is provided.(b) 

The Legal Metrology omcer's seals shall be stamped on the bottom of weights which have no loading hole. 

E.—SHEET METAL VeaGHIS 1. Denomlnaäons Sheet metal weights shall have the following 

denominatlons:— Milligram series : 500, 200, 100, 50, 20, 10, 5, 2 and 1. Z. Shape (a) Bullion weighG 

shall be circular in shape and shall have one edge bent for ease of handling (See Figure 8). (b) Non-butlion 

weights shall have the following shapes and shall have one edge bent for ease of handling (See Figure 9). 

Denomination (mg) 5, 50, 500 2, 20, 200 1, 10, 100 3. Material Shape after along one of the sides 

Equilateral triangle Square Regular hexagon specified below : ænominaäon (1) 5 kg 1 kg 500 g 

Permissible error Verification (mg) (2) 500 250 100 50 25 InskEtion Ong) (3) + 500 + 250 + 100 + 50 + 

25 Sheet metal weights shall be made or manufactured from brass, stainless steel, aluminium nickel-silver 

or cupro-nickel sheeG 

4. Method of manufacture Sheet metal weights shall be made or manufacture by pressing or by any other 

suitable process 

5. Markings (a) Sheet metal weights shall bear only the denomination and symbol for 'milligram' as 

--37 346 Denominah'l (mg) 50 200 100 50 20 10 5 .THE GAZETTE OF INDIA : EXTRAORDINARY 

TABLE 7 SHEET WEGHTS ("ON-BULLION) (figure 9) (All dlmenslons In A1 14.0 8.0 4.5 12.0 7.0 4.0 

12.0 7.0 4.0 2.0 2.0 2.0 1.5 1.5 1.5 1.0 1.0 1.0 [PART IPSEC. 3(i)] 3.0 3.0 2.5 2.5 2.5 2.5 2.0 2.0 2.0 

indicated below (See also Figure 8 and Figure 9). (fim) SOO mg Note : The abbreviation may be Indicated 

In the regional script. (b) The maker's or manufacture's name or trade mark shall be indicated indelibly on 

the box containing the sheet metal weights. (c) The box shall also bear a serial number to identify it 

6. Dimensions (a) lhe dimensions of sheet metal welghG shall be as specified in Tables 7 and 8.(b) 

•The tolerances on dimensions shall be TABLE 8 METAL (BULLION) (Hguæ8) (Al/ dimensions in 

millimetres) Denomlnat/on 200 mg 100 mg 50 mg 20 mg 10 mg 5 mg 2 mg 1 mg 13 11 9 8 7 6 5 4 2.0 2.0 

1.5 1.5 1.5 1.0 1.0 1.0 3.0 2.5 2.5 2.5 2.5 2.0 2.0 2.0 The sheet metal weights" shall be clearly sheared and 

free from burrs. lhe stamped markings on sheet metal weights shall be legible and deep enough to ensure 

Indellbility but not so deep as to crack the sheet metal weights 

8. Permlsslble error The maximum permissible errors shall be as specified below : Maximum 

permissible error ± 10 per cent.Denomination (mg) 200 100 50 20 10 5 2 1 Bullion (mg) 0.6 0.5 0.4 0.3 

0.25 0.20 0.20 0.20 en 'cation Non-bullion (mg) 2.0 1.5 1.2 1.0 0.8 0.6 0.6 0.6 Bullion (mg) ± 0.6 ± 0.5 + 

0.4 + 0.3 + 25 + 0.20 ± 0.20 + 0.20 n Non-bu/lion (mg) ± 2.0 ± 1.5 + 1.2 ± 1.0 ± 0.8 + 0.6 ± 0.6 + 0.6 3(i)] 

9. Stamping (a) Legal Metrology Officer's seals shall not be affixed on weights of 10 mg, 5 mg. 2 mg and 

1 mg. These weights shall be 347 authenticated by the Issue of a certificate of verification which shall also 

mention the serial number on the box containing the weights. (b) Legal' Metrology Officer's seal for year 

alone shall be stamped on sheet metal weights of 20 mg. D Figure 8 Sheet Metal Bullion Weights c 500 

mg Figure 9 Sheet Metal Weights -i 348 .THE GAZETTE OF INDIA : EXTRAORDINARY [PART 11 

—SEC. 3(i)] (c) The Legal Metrology *Officer's .seals (namely, year, quarter and identification) shall be 

stamped on sheet metal weights of denominations •500 mg to SO mg, both indusive 

PART 11 CARAT WEIGHTS 1. General This Part deals with the requirements for carat weights intended 

for use in weighing pearls, diamonds and other precious stones 
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2. Denominations The denominations of carat weights shall be as given below (the gram •and 

.milligram equivalents are shown against each for •ready reference) : (a) KNOB WEIGHTS (b) SHEET 

METAL WEIGHTS Denomination Equivalent Denomination Equivalent 3. Knob weights (a) (b) (c) 

Materials (i) The weights shall be made from rolled, drawn or extruded material and shalt not be cast. (ii) 

The weights shall be made from brass, bronze, gun-metal, nickel- chromium alloy or non-magnetic 

stainless steel. Shape and dimensions The shape and dlmenslons of the weights shall be as shown in Figure 

10 and Table 9. Permissible error The maximum permlsslble errors shall be as specified below : carat 500 

200 100 50 20 10 5 100 40 20 10 4 2 1 carat 2 1 0.5 0.2 0.1 0.05 0.02 0.01 0.005 mg 400 200 100 40 20 10 

4 2 1 Denomination Carat 500 200 100 50 20 10 5 Verification 5.0 3.0 2.5 2.0 1.5 1.2 1.0 Inspection ± 5.0 

+ 3.0 + 2.5 + 2.0 + 1.5 + 1.0 TABLE 9 NOMINAL OF KNOB CARAT WEIGHTS [Clause 3(b)] (All 

dimensions in millimetres) ænominations Carat 500 200 100 50 20 10 5 12.0 10.0 8.0 6.0 5.0 4.0 3.0 0.4 

0.4 0.4 0.3 0.3 0.3 0.2 4.0 3.0 2.5 2.0 2.0 1.5 1.5 10.0 8.5 7.0 5.5 4.0 3.0 6.0 5.0 4.0 3.0 2.0 1.5 1.5 32.0 

23.0 19.0 15.0 11.0 9.0 7.0 14.2 10.8 7.9 6.4 4.6 3.5 2.9 * The cross-setion 

ofthetopoftheknobise//ipticalfora/lwelgh&majoraxisbeingtwiæ theminoraxis (therefore for all weigh& 4/4) 

** This Isa recommended dimension, 3(i)] Note : With a material of density 8400 kg/m3 (exactly) the 

above dimensions will give weighs which possess masses to within the required tolerance Omits on the 

plus side (this ensures a longer life for the weights). However, as the density of the material may vary 

considerably as also the manufacturing techniques, a tolerance of per cent Is allowed on all obligatory 

dimensions (that is those other than C). Final values of masses can be adjusted by controlling the 

dimension H 

4. Sheet metal weights (a) Materia/sANeights of denominations 0.2 carat and below shall be made of 

aluminium sheet. Weights of higher denominations shall be made of sheets of brass, aluminium, nickel-

silver, nickel chromium alloy, bronze or cupro-nickel. (b) Shaæanddimensions—Sheet metal weights shall 

be square with one edge bent for ease of handling (See Figure 11). They shall have dimensions given in 

Table IO. (c) Permissible error The, maximum permissible errors shall be as specified below:— 

Denominaäon Carat 1 2 1 0.5 0.2 0.1 0.05 0.02 0.01 0.005 Verification 2 0.8 0.6 0.5 0.4 0.3 0.25 0.20 0.20 

0.20 TABLE 10 349 Inspection 3 + 0.8 ± 0.6 ± 0.5 + 0.4 ± 0.3 + 0.25 ± 0.20 + 0.20 ± 0.20 Nominal 

dimension for shæt me>l carat weighs Carat 2 1 0.5 0.2 0.1 0.05 0.02 0.01 0.005 Tolerance ± 10 per cent 

Manufacturers Name or Trade Name Size mm 12 10 9 8 7 6 5 4 3 2 Figure 11 *c c Q 7 t.å 06) u Sheet 

Metal Carat Weight Figure 10 Knob Carat Weight €8 350 OF INDIA : EXTRAORDINARY [PART 11—

SEC. 3(i)] PART 111 S, Manufacture andtnntSh (a) The surface of 'the •wetghts Shall be reasonably 

smooth. Sheet metal weights shall andshall be free from burrs, (b) For better subiliW:and finish, the 

weights may plated 

6. Marking (a) Every 50 carat and lower denominations, shall have the manufacturer's name or 

trade mark and the denomination Indelibly marked on it.(b) The denomination shall consist of the 

Interraorul fom of Indian numeral prefixed and suffixed by the letter and 'c' respeålveiy except that in the 

case of weighb below SO carat, only the numerals shall be marked. -n-le size of numerals and letters 

indicating the denomination of weights shall be at feast twice the size of letters indicating the 

manufacturer's name or trademark. Note : The abbreviation may be indicated in the regional script. (c) The 

marking shall be legible and deep enough to ensure indelibility over a long period of use, but not so deep 

as to crack the weight itself 

7. Packing (a) Each set of carat weights shall, in addition to the series of denomination speclfled 

under 2, consist of an additional piece of weight of 2 carat and the relevant decimal multiple of 

two.(b) The weights shall be supplied in a suitable velvet-lined box. The small sheet metal weighb shall be 

so housed and pmvlded with a cover of glass or any other transparent material that they will not get 

dlslodged from their proper places. The box shall also contain a pair of forceps for lifting the weights. 

STANDARD WEIGHTS FOR TEMING OF HIGH CAPACrTY WEIGHING MACHINES 1. Scope 

These specifications shall apply to standard weights having a nominal value equal to or greater than 50 kg, 

used for testing (and adjusting, where approprlate) of high' capacity weighing machines in accuracy class 

Ill (medium) and class IV (ordinary), defined In the Metrological regulations for non- automatlc weighing 

machines. (a) It sets forth the technical and metrological requirements to which these standard weights 

must conform. In particular it establishes the values of the maximum permissible errors for sbndard 
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weights and minimum densities as functions of the maximum number of scale divisions on the machines to 

be verified using these weights 

2. Nominal values The nominal value of thestandard weight is 50 kg, or of the form k x 10n kg, 

where k is generally .equal to 1, 2 or 5, and n is whole number equal to or greater than 2 

3. Shape The standard weights must have a relatively simple shape, with no sharp edges or 

corners.They shall not have any cavities liable to cause a rapid accumulation of dirt. If they are intended 

to run on a flat surface (or on rails), they must be equipped with roller tracks (or grooves) of limited area 

4. Basis of adjustment The standard weights must be adjusted taking the reference conditions 

applicable to the adjustment of standard weights as follows : (a) (b) (c) standard reference density : 

8000 kg/m3, ambient air density : 1.2 kg/m3, and equllibrium in air at 200C, without correction for alr 

buoyancy. 11-E•c 3(i)] 5. Adjusting cavity The standard weights must indude one or more adjusting 

cavities. It must be possible seal the closure of these cavities; the closures must be water- dght and airtght 

(e.g., by means of a joint). -me volume of adjusting cavities must be at least equal to 5/100 of the volume 

of the standard weight. Furthermore, it is desirable that, after the initial adjustment, a volume of at least 1/ 

100 of the volume of tie standard weight remains empty. S. Material Standard weights are in general made 

of grey cast iron. may be made of one or more other materials, provided the provisions of paragraph 8 are 

observed. The material used must be of such hardness and strength that they withstand the beds and shocks 

liable to occur under normal conditions of use 

7. Surface condition The standard weights may be coated with materials suitable for providing 

protection against corrosion by rendering their surface impermeable.This coating must withstand 

shocks and atmospheric conditions. Zinc-plating is an example of a coating which meets with these 

specifications 

8. Metrological characteristics The maximum permissible error for tie standard weights must not 

exceed 1/3 •of the maximum permissible error for the corresponding load considered, on the 

weighing machine under verification.The absolute error for various denominations of standard weigh& 

shall be as given in Annexure I. These maximum permissible errors for the standard weights must 

therefore be compatible with the number of scale divisions on the machines whlch they are intend to 

verify. Furtherrnore, he density of standard weighG must be such tlat a variation of ± 10 per cent ambient 

air density, with respect to its reference value, does not produce a variation, In the result of weighing the 

standard weight In air, exceeding 1/4 of its maximum permissible error. By way of application of tiese 

requiremenb, the followlng table gives examples of the relation amongst (a) the maximum number of scale 

dlvislons "n" on weighing machines under verification (assumed to be in accuracy class Ill); (b) the 

maximum permissible positive or negatlve relative error on standard weights used for initial verification of 

these machines; and (c) the corresponding lower limit for the density of the standard weights. Maximum 

number of scale dlvisions •n" on weighlng machines (accuracy dass Ill), capable of verification with the 

standard weights during verification (1) 1000 3000 5000 10000 TABLE Maximum bermlssible positive or 

negatlve relative error on the standard weights 3.3/10000 1.7/10000 1.0/10000 0.5/10000 351 Minimum 

density 3 (3) 2087 3000 4364 Note ; Independent of the requirements concerning the density of the 

weights, it is desirable to obtain—particularly for reference standards or those of a high nominal value—a 

density of about 8000 kg/ rn3. For example, a cast iron body may be used, whlch incorporates a special 

cavity In which a lead core may be cast, with a mass of approxlmately 30 per cent of the total nominal 

mass of the standard 

9. Inscrlptlons and markings Standard weights must carry their nominal value in numerals, 

followed by the symbol for the unit used and a verification mark.IO. Adjustment and verification 

Adjust-nent of standard weighG must be such as to comply with the maximum permissible errors given In 

thls specification. In particular this may be achieved In the case of adjustment by the double substitutlon 

weighing technique (Gauss transposition method, or Borda substitubon method), using as , reference 

standards, weights having an error of less than 1/3 of the maximum permissible error for the weight to be 

adjusted, and as the comparator machine, a weighing machine for which the limit of repeatability error 

does not exceed 0.2 times of the maximum permissible error for the weight to be adjusted. 352 THE 

GAZETTE OF : EXTRAORDINARY [PART 11—-SEC. 3(i)] Note weights used for verification of a 

weighing mathlne with "n" scale divisions may be used for the reverification of a weighing machine with 
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"p.n" .scale f.dlvislons, where the maximum permissible.error for this re-verification is "p" times (where p 

has a value equal to or greater than 1), the maximum permissible error on verification 

11. Dimensions The Dimensions for 500 kg and 1000 kg denominations weights shall be as given in 

Annexure 11 ANNEXUREI ABSOLUTE ERRORS FOR STANDARD WEIGHTS Maximum 

permissible error for the sundard weights NormälValue.kg 100 200 soo 1000 2000 5000 .3 10,00 1.7 1 

10 Correspon ing abso ute error grams 33 66 170 330 660 1700 1000 17 33 85 170 330 850 3000 10 20 50 

100 200 500 5000 5 10 25 50 100 250 10000 Modmum number of scae ivisions n on weig ng machines 

(accuracy class Ill) capa e o being verified (verification) with the standard weights (see note given at 

clause 10) ANNEXUREU TYPICAL EXAMPLES This annexure contains diagrams of weights used for 

testing of high capacity weighing machines, which are considered suitable for use as patterns because of 

their design and ease of use. RECTANGULAR STANDARD WZGHTS 500 kg. and 1000 kg. 5JITABLE 

FOR Dimensions (mm) to a 273 500 kg 1000 kg b 100 120 c ø 100 ø 140 RECTANGULAR STANDARD 

WEIGHT 1000 kg SUITABLE FOR STACKING If 7 q c, 67 'J — 99 THE: GAZETTE •OF INDIA : 

EXTRAORDINARY CYUNDRICALSTANDARD WEIGHTS 500kg and 1000 kg SUITABLE FOR 

STACKING AND ROI-UNG Dimensions (mm) FOR 500 kg WEIGHT [PART [I—SEC. 3(i)] 3(i)] 

SPECIFICATIONS FOR MEASURE [See Rule 12] PART 1- LIQUID CAPACrry MEASURES 1. 

General This Part deals with two types of cylindrical liquid measures, namely the dipping and the pouring 

types, and one type of conlcat measures 

2. Denominations The denominations of the different types of Odindrica/ measures Dipping tyr 50 

mi 20 mi Powing tyr 100 mi 50 mi 20 mi 355 Conical measures 1 titre 500 mi 200 mi 100 mi 

measures shall be as under : Cylindrical measures D/pping tyr tyr 3.Shapes and dimensions (a) The 

shape and dimensions of cylindrical measures (dipping and pouring types) shall be as shown in Figures 12 

and 13 and Table 11. TABLE 11 Nominal Dimensions of Cylindrical Capacity Measures 1 titre 500 mi 

200 mi 100 mi 2 litres 1 litre 500 mi 200 mi 100 Conical measures 20 litres 10 litres 5 litres 2 litres K-

LDEO. SOLDERED ænominations D B Mar. Min. Min. ÆLOEO. SOLDERED OR BUZEO DIPPING 

TPE CYLINDRICAL MEASURES (SCHEMATIC) FIGURE- 12 POURING TYPE CYUNDRICAL 

MEASURES (SCHEMATIC) FIGURE-13 356 THE GAZETTE OF INDIA : EXTRAORDINARY 

[PART El—Sc. (b) The shape and dimensions of conical measures shall be as shown in Figure 14 and 

Table 12. TABLE 12 NOMINAL DIMENSIONS OF CONICAL CAPAQTY MEASURES Denomination 

20 litres 10 litres 5 litres 2 litres 1 litre 500 mi 200 mi 100 mi 97 77 61 45 36 28 21 388 308 244 180 143 

114 84 288 307 245 180 143 113 84 208 174 147 118 95 74 53 41 194 154 122 90 72 56 42 34 390 309 

247 182 145 115 86 69 Min. 1.00 1.00 0.80 0.80 0.63 0.63 0.63 0.63 35 30 25 20 20 15 10 10 86 75 65 56 

45 35 24 18 K 29 10 7 M 30 8 8 Note 1 : All dimensions in millimetres. Note 2 : Tolerance on dimensions 

± IO per cent except in case of 10 litre and 20 litre measures for which the tolerance shall be ± 5 per cent 

4. Material (a) Cylindrical measures—The body of cylindrical measures shall be manufactured in one 

piece from aluminium alloy sheets, brass sheets or stainless steel sheets. The minimum thickness of the 

sheets shall be as specified in Table 11. (b) Conical measures—The conical measures shall be fabricated 

from galvanised steel sheets, aluminium alloy sheets, copper sheets, brass sheets, stainless steel sheets or 

tinplate. The minimum thickness of the sheets shall be as specified in Täble 12. (c) The handies for the 

measures shall be fabricated from the same material as that used for the body. S. Manufacture and Onish 

(a) Cylindrlca! measures made of brass sheets and oopper sheets shall be tinned or tin-plated uniformly all 

over the inside as well as the outside surfaces. Conical measures made of brass sheets or copper sheets, 

shall be well tinned or tin-plated uniformly all over the inside when they are used for measuring 

commodities like milk, edible oils and such other food articles. (b) The handies shall be of robust 

construction and shall be well formed and shaped generally as shown In Figure 12, 13 and 14. They shall 

be securely fixed to the body by means of riveting, soldering or brazing. Note i: Capacity measures when 

used for measuring mltk shall have the handle fixed by welding, soldering or other suitable methods. 

Brazing so as not to leave pockets in which dirt may accumulate. Note 2: Dipping type of cylindrical 

measures may also have handles substituted by two suitable but diagonally opposite brackets affixed to the 

walls of the measure by means of soldering, brazing or welding so as to hold the measure properly by a 

handle at rlght angles to the walls of the measures to facilitate its use in hot and boiled milk trade. (c) (d) 

The measures shall be free from any surface defects and indentations and shall be smoothly finished at the 

top. Cylindrical measures shall be provided with a well formed and proportioned spout to facilitate 
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pouring. Conical measures shall be provided with a retaining lip to avoid spilling. The retaining lip shall be 

provided with a plug of suitable 357 OVER now HOLE 0.5A 1.5,h c 450 700 DLA 11 11 11 RIVETED 

WELDED SOLDEERED OR BRAZED NAME AND DENO&flNATION PLATE DIA POURING TYPE 

CONICAL MEASURE (SCHEMATIC) FIGURE-14 material with a collar to receive the lead for the 

Legal Metrology Officer's seal. A small hole, about 5 mm in diameter shall be provided at the bottom of 

the Ætalnlng lip to indicate the level to which the measures shali be filled and the hole shall be located on 

the side at right angles to the handle. The bottom of conical measures shall be suitably (f) The measures 

shall be so designed that, when they are tilted 120 degrees from the vertical, they shall become completely 

empty. (g) The finished measures shall have adequate robustness for durability 

6. Permissible error The maximum permissible errors shall be as speclfled : Inspection 

reinforced.Denomination 20 1 51 21 11 500 mi 200 mi 100 mi SO mi 20 mi Verification In excess on/y 

Cylindrical measures 30 20 15 8 5 3 2 go Conical measures 100 50 30 15 10 8 4 3 OdlndHcal measures 

Excess Deficiency m/ Error same as . in verification 15 10 7.5 5 2.5 1.5 1 Conical measures Excess Error 

same as in verification Ckficiency m/ 50 25 15 7.5 5 4 2 1.5 358 7. Marl<ng THE GAZETTE OF INDIA : 

EXTRAORDINARY [PART LI—SEC. 3(i)] (a) Every cylindiical measure shall have the denomination 

and manufacturer's name or trade mark Indelibly stamped on it. In the case of conical measures, the 

denomination and manufacWreHs name or tade-mark shall be either embossed on the body or indelibly 

marked on a name plate securely fixed to the body, (b) The denominations shall be Indicated with the 

abbreviations 'l' and for litre; and 'mi' and I to indicate millilitre. Note : The abbreviation ' tr' or may be 

indicated in the regional script. The size of numerals and letters indicating denominations on the measures 

shall be Mice the size of the tetters Indicating the manufacturer's name or trade mark 

8. Stamping (a) Cylindrical capacity measures: The Legal Metrology Officeds seal shall be stamped 

just above the indication of the denomination of the capacity measure.(b) Conical capacity measures: 

The Legal Metrology Offlcer's seal shall be stamped on the lead pellet provided for this purpose. PART n 

i. General This Part deals with two types of dispensing measures made of glass or transparent plastic 

materials, used for dlspensing purposes. Conical dispensing measures of capacity 100 ml may also be used 

in the sale of liquor 

2. Types and denominations Dispensing measures shall be of the following types and 

denominations:—(a) Conical measures—200 ml, 100 ml, 50 ml, 20 mi, 10 ml and 5 ml. (b) Beaker 

measures—1000 ml and 500 mi 

3. Materials (a) Glass measures—The measures shall be made from clear and transparent glass. They 

shall be well annealed; free from stones, cracks and chippings; and as free as possible from blisters and 

other defects. Lead glass shall not be used for the measures. (b) Transparent plastic measures—The 

measures shall be made from a clear and transparent plastic material, manufactured from plasticised 

polyvinyl chloride or copolymer, the major constituent of which Is polyvinyl chloride. The plastic 

materials used shall not contain any constituents known to be injurious to health and likely to be extracted 

by contact with liquids 

4. Definition of capacity The capacity corresponding to any graduatlon marks Is denned as the volume of 

water at 270C, expressed In millilitres, required to fill the measure to that graduation mark at 270C, the 

observer's eye being level wlth the front graduation marks and the lowest point of the water meniscus 

appearing to touch the top edge of that mark 

5. Shape, consb-uction, etc.of conical measures (a) (b) Shape—The measures shall be conical as shown in 

Figure 15A to 15G. The 50 mi measures shall be either tall or squat as shown in Figure 15C and 15D 

respectively. Construcüon— (lil) Each measure shall have a pouring lip. The form of the lip shall be such 

that, when the measure is filled with water to the highest graduation mark, the contents may be poured 

from the tip in a stream failing clear of the outside of the measure. Each measure shall have a base on 

which it shall stand vertically without rocking when placed on a horizontal surface. The size of the base 

shall be such that the measure, when empty, shall not fail when placed on a plane inclined at 150 to the 

horizontal. The bottom of the measuring space shall be uniformly rounded and shall merge smoothly into 

the sides of the measure. The wall thickness of the measures shall be sufficient to ensure sturdy 

construction and shall not show any local departures from uniformity. The external surface of the measure 

shall be a cone having an included angle of not less than 130 and not more than 140. (v) The overall 
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volume of the measure shall be such that when It Is filled wth water to the highest graduation mark and a 

volume of water equal to half its nominal capacity is added to it, there shall be no overflow. But, the 

addition of a furffer quandy of water equal to quarter the nominal capacity shall result in water oveftwing 

from the pouring lip. (c) Graduaüons— (i) The conical measures shall be graduated in accordance with 

Table 13. (ii) With he pouring dip of measure fadng to the right, the front graduation marks shall be placed 

at right angles to and on the right hand side of a vertical line extending from above to the top graduation 

mark to near the base of the measure and below the TABLE 13 (iii) (tv) 359 bottom graduation mark. The 

graduation marks shall be marked as shown in Figure 15A to ISG. The marks shall be engravéd or etched 

and they shall be of a uniform thickness not exceeding 0.3 mm., provided that they may taper slightly 

towafd.s tie ends. The graduation marks shall Ile In planes papendicular to the axis of the measure and 

shall be horizontal when the measure is standing on a horlzontal surface. Each graduation number shall be 

etched or engraved close to the end of the graduation mark to which it relates and in such a manner that it 

would be bisected by a prolongation of that graduation mark. lhe numbered graduaöon mads shall have tie 

minimum length specified In Col. 7 of Table 13. The unnumbered graduation marks shall be at least two-

third tie length of the numbered graduation marks and dearly shorter than the numbered marks. Details of 

Conical Measures Denomination 1 200 100 50 (Tall) 50 (Squat) 20 10 5 Graduated At 2 m 50, 100, 120, 

140, 160, 180, 200 Every 10 ml from 10 to 100 mi Every IO ml from 10 to 50 mi Every 10 mi from 10 to 

50 mi from 5 to 20 mi Every ml from 2 to 10 mi Every ml from 1 to Numbered At m 50, 100, 120, 140, 

160, 180, 200 10, 20, 40, 60, 20, 60, Lines At 4 50, 100, 200 80, 100 10, 30, 50 10, 30, 50 100 30, 50 30, 

50 10, 20 Lowest Graduation mark 5 50 10 10 10 5 2 1 Height of lowest graduation Mark above bottom of 

measuring space 6.5±0.5 3.0+0.5 4.0+0.5 2.0+0.5 2.5±0.5 2.5±0.5 2.5±0.5 Minimum length of mark 7 2.0 

1.75 1.5 1.5 1.25 1.0 0.75 360 •THEGAZE"ITE OF INDIA : EXTRAORDINARY [PART 11—SFß, 3(i)] 

(vi) The-height of. the lowestgraduation point of the bottom of the measuring space shall be within the 

limits given in Col. 6 of FIGURE-ISA 2000 FIGURE*15B FIGURE- 15C 50 mi Table 13. FIGURE- 150 

ÄGURE-15E (d) Permissible errors—The maximum permissible errors on verification or on inspection 

shall be as specified below (in ml) : Capacity corres- Measures except 50 m/ (Squat) FIGURE-15F 

FIGURE-15G 10 mi Note ; The permissible errors, apart from those of the 50 ml squat measure, apply to 

graduation marks corresponding to the capacities stated, irrespective of the nomlnal capacity of the conical 

measure concemed 

6. Shape consbucöon, etc.of beaker measures (a) Shape—The measure shall be in the form shown in 

Figure 16A and 16B. (b) Construction— ponding to graduation mark (1) 200, 180, 160 140, 120, 100 90, 

80, 70, 60 50, 40 30 20 15 10, 9 5 4 3 2 1 50 ml (Squat) (2) + 3.0 + 2.0 + 1.5 + 1.0 ± 0.8 + 0.6 + 0.5 + 0.4 

+ 0.3 + 0.25 + 0.20 ± 0.16 + 0.08 measures (3) ± 1.00 ± 1.00 + 0.80 + 0.6 (iii) Each measure shall be 

provided with a pouring lip. lhe form of the lip shall be such that, when the measure Is with water to the 

highest graduation marks, the contents may be poured from the lip in a stream falling clear of the outside 

of the measure. Each measure shall be provided with a base on which it shall sbnd vertically without 

rocking when placed on a horizontal surface. -nne size of the base shall be such that the measure, when 

empty, shall not fall when, placed on a plane inclined at 150 to the horizontal. The bottom of the 

measuring space shall be uniformly rounded and shall merge smoothly into the sides of the measure. The 

overall volume of the measure shall be such that when the measure is filled with water to the highest 

graduation mark and a volume of 3(i)] water equal to quarter the denomination volume is added to it, the 

water shall not overflow. (c) Graduaåons— (i) The graduation mads shall be as shown in Figures 16A and 

16B and Table 14. The marks shall be etched or engraved and shall be ofa uniform thlckness not exceeding 

0.3 mm, provided that they may taper slightly towards the ends. -nne graduation maric shall lie in places 

perpendicular to the axis of the measures and shall be horizontal when the measure is standing on a 

horizontal surface. (ii) Each graduation numbered shall be etched or engraved close to the end of the 

graduation mark to which it relates and in such a manner that it ml 1000 goo 600 400 200 1000 mi (iii) 361 

would be bisected by a prolongation of that graduation mark. •me distance between the highest and fre 

lowest graduation marks and the height of the lowest graduation mark above the Inside of fre- base of the 

rreæure stEl be In Cols. (3) and•(4) ofläble 14. 7. (d) Permissible error—The maxlmum pemisslbte errors 

on verification or on Inspeaon shall be + 7 ml for 1000 ml measures and ± 5 ml for 500 ml measure. 

Marking Each measure Shal} have permanently and legibly engraved or etched its denomlnation in Indo-

Arabic numerals, the abbreviations 'ml' and being used to indicate millilitres. The manufacturer's name or 
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trade mark shall be marked on the underside of the base of each measure. Note ; The abbreviation may be 

indicated in regional script. SUO — 400 300 200 100 SOO mi BEAKER MEASURES OF METRIC 

SERIES FIGURE-16 A FIGURE-16 B q ? 9 b')47 362 • [kno- mination ooo 500 •:THE• GAZETTE OF : 

EXTRAORDINARY TABLE 14 :GRADUATIONAND DIMENSIONS OF BEAKER MEASURES 

'Graduaåon -at (2) to.', •00.m •at•each 1'00 imi; numbered back-lines at 200,600 and 1000 mi :100 to 

500m' at each 50 ml; numbered at each 100 ml; unnumbered back lines at 100, 300 and 500 :Disänæ 

betwæn lowest & high$t graduation marks (3) cm 9±0.5 Height of lowest graduaäon mark above bottom of 

measuring suMace (4) cm 4+1 3±0.5 Diameter of Min. top ( *5) cm 10 Diameter 01 base ( *6) cm 8 

[PART IPSEC. 3(i)] Overall height (7) 23 18 * These ate only recommendatory 8. Stamping The Legal 

Metrology Officer's seal shall be affixed after each verification just above the uppermost graduation marks 

PART 111- LIQUOR MEASURES 1. General This Part deals with the requirements for liquor measures 

of two types 

2. Types Liquor measures shall be of the followlng two types:—(i) Hand operated, and (ii) Automatic 

3. Denominations The denominations of the types of liquor measures minimum thickness of the 

sheet for liquor measures shall be 1.2 mm 

5. Shapes and dimensions The shapes and nominal dimensions of hand operated liquor measures and 

automatic liquor measures shall be as in Figure 17, 18 and 19 respectively 

6. Manufacture (a) (c) (d) (e) Liquor measures made of brass sheet shall be well tinned or silver-

plated uniformly all over the inside as well as the outside surface.Hand operated liquor measures shall 

be well formed. Measures of 60 ml and 30 ml capacity may be joined together with a common stem by 

brazing. The measures shall be free from any surface defects and indentations and shall be smoothly 

finished. Automatic liquor measures shall be capable of delivering 30 ml of liquor when tilted at an angle 

of 120 from the vertical. Hand operated liquor measures shall have a knurled edge. shall be as given 

below:— Hand operated : 100 mi, 60 ml and 30 ml. Automatic : 20 ml 

4. Material The body of the liquor measures shall be from glass or brass sheet or stainless steel sheet 

7. Permissible error The maximum permissible errors shall be as given made The below:—

Denomination 100 mi 60 mi 30 mi Permissible error 100 ml 60 ml 30m' SHAPE AND NOMINAL 

DIMENSIONS OF COMBINED LIQUOR MEASURES 100 ml, 60 ml and 30 ml capacity FIGURE-17 

1Ä09 OF COMBINED 60 ml and 30 ml Capacity FIGURE-18 22 *30.1 SHAPE AND NOMINAL OF 

AUTOMATIC LIQUOR MEAS.JRE FIGURE-19 364 8. Markings THE GAZETTE OF INDIA : 

EXTRAORDINARY [PART [I—SEC. 3(i)] (a) Every liquor measure shall have the denomination and 

manufacturer's name or trade mark legibly and indelibly marked on it. (b) The denomination shall consist 

of international form •of Indian numerals and the abbreviations 'ml' and to indicate millilitres. The size of 

numerals shall be twice the size of the letters indicating the manufacturer's name or trademark. Note : The 

abbreviation may be indicated in the regional scrlpt 

9. Stamping Legal Metrology Officer's seal shall be affixed after every verification just below the 

indication of the denomination mark.PARTW- LENGTH MEASURES 1. General This Part deals with 

the non-flexible type of length measures made or manufactured from metal or wood 

2. Denominations The denominations of the length measures shah centimetre for the first ten 

centimetres and thereafter at every five centimetres.The graduation marks at every ten centimetres 

shall be numbered. The marks at the centimetre divisions shall extend over half the breadth and those at 

five centimetre divisions over full breadth of the measures. A cross mark shall be provlded at 25 cm in the 

case of 0.5 m measure and at 25, 50 and 75 an in the case of 1 m measure (See Figure 20). The graduations 

shall be only on one side of the measure. Permissible error—The error on the length between any two 

consecutive five centimetre graduation marks shall not exceed ± 0.25 mm and fufther the error from the 

beginning of the measure to any graduation mark shall not exceed 1.0 mm for 1 metre bar and 0.5 mm for 

half metre bars provided that the errors on the full length of the measures shall not exceed the following 

limits : Denomination Verification Inspection be as follows :— Metallic measures 0.5 m Wooden 

measures 1m 0.5m 3. Material, shape, etc. of metallic measures (a) Materia'—The measures shall be made 

from mild steel, brass or stainless steel. (b) Shape and dimensions—The shape and dimensions of the 

measures shall be as is shown in Figure 20. (c) Graduations—The graduation marks shall be made at every 
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centimetre or at every COPPER RNERT FOR SEAL SECTIONAL ENLARGED VIEW OF RIVET 4. 1 

METRE Excess Deficiency Excess Deficiency 1.0 mm 0.5 mm 1.0 mm 1.0 mm 0.5m 0.25 mm 0.5 mm 0.5 

mm (e) Provision measures shall be provided with a copper rivet near each end (see Figure 20) firmly 

fixed in a hole, countersunk on both sides, for the Legal Metrology Officer's stamp. An arrow head shall 

be marked at each end of the measure to provide the points for checking the length, Material, shape, etc. of 

wooden measures (a) Materiä/s—The measure shall be made from well seasoned timber of any one of the 

following species (a) Teak ( Tectona grandis Linn. f) (b) Roseweed ( æ/bergia Latifolia Roxb) (c) Shisham 

(Dalbergia sissooRoxb) S S mm 1 XYZ ENLARGED VIEW OF REVERSE SiDE METALLIC LENGTH 

MEASURE FIGURE - 20 3(i)] (d) Haldu (AdhinacvrdifoIiaHoock. f) (e) Bljasat (Pterocarpus marsupium 

Rou (f) Boxwood (Blaxuxsemrrvitens) Chml shoped 28 SWG Brass Srip Sectional Enlarged view 365 (g) 

Beech (figussylvatica) (b) Shape and dimensions—The shape and dimensions of the measures shall be as 

shown in Figure 21. -'metres *0+0.Sjm xyz View of Reverse Side WOODEN MEASURE FIGURE-21 (c) 

Graduations—The graduation marks shall be made at every centimetre for the first ten centimetres and 

thereafter at every five centimetres. Tie graduation marks at every ten centimebes shall be The marks at 

the centimetre divisions shall extend over haft-e breadtl those at be five æntinetre division over the full 

breadth of the measures. A cross mark shall be provided at e.'ery 25 cm, excluding the one metre and two 

metre graduations. (See Figure 21) Last and first marks shall coincide with the end faces. The graduation 

shall be on one side of the measures only. (d) Permissible error—The error on the length between any two 

consecutive five centimetre graduation marks shall not exceed ± 1 mm, and further the error from the 

beginning of the measures to any graduation marks shall not exceed 2 mm, for 2 metre bar, 1 mm for 1 

metre bar and 0.5 mm for half metre bar provided that the errors on the full length of the measure shall not 

exceed the following limits : Denomination 0.5 mm Verification Inspection Exæss 4 mm 2 mm 1 mm 

Mciency 2 mm 1 mm 0.5 mm Exæss 4 mm 2 mm 1 mm Deficiency 2 mm 1 mm (e) Provision 

forstmping—Each measure shall be provided at each end with a metal tip not less than 1 cm in width, 

securely riveted with two rivets at each end, as shown in Figure 21 for receiving the Legal Metrology 

Officer's stamp. The width of the tips shall be included in the total length of the measure. 7 4 69/1 — 5. 

Manufacture and finish (a) The measure shall be evenly finished and shall be reasonably straight. (b) In the 

case of metallic measures, the graduation marks and the cross marks shall be legible and deep enough to 

ensure 366 THE GAZETTE OF INDIA : EXTRAORDINARY [PART 11—SEC. 3(i)] indelibility over a 

reasonably long period of use, but .not so deep as to make the measures 'liable to be easily bent. In the case 

of wooden measures, the markings shall be finished neatly, sharply and legibly, in a colour contrasting 

with the wood finish. They shall 'be visible from a distance and shall remain indelible over a reasonably 

long period of use 

6. Marking (a) .The denomination shall be stamped on the ungraduated side of the measure at about one-

third of •the total length from the beginning of the measure and the manufacturer's name or trade mark at a 

simllar distance from the end of the measure. In the case of wooden.measures, the markings shall be 

finished in the same manner as the graduations. (b) In indiating the denominations the numerals shall be 

preceded by the word ' *rzr' and followed by metre. The size of numerals and letters, indicating 

denominations of the measures shall be twice the size of the letters indicating the manufacturer's name or 

trade mark. (c) The end of the measure shall be marked on the graduated side with the International form 

of Indian numeral Indlcating the denomination, preceded and followed by the letters and 'm'. Note : The 

word and abbreviation '*a' or'ü' may be indicated in the regional script 

PART V- SCALES 1. General This Part deals with wooden folding scales 

2. Denominations The denominations of folding scales shalt be 1 m and 0.5 m 

3. Materials (a) The scales shall be made from strips or sheets of wood.They shall be reasonably 

uniform, in width and thickness throughout the entire length. (b) The scales shall be made of any one of 

the following species of timbers:— (vli) Kalam (Mitragynaparvifo/iakotth) (vlii) Kuthan (Hymenodictyon 

excelsum wa10 (x) Gamri (Gmelina abroæaLinn) (c) l'he timber shall be thoroughly seasoned and radially 

sawn. The moisture content of the timber shall be beWveen 8 and 12 per cent. -nne timber shall be free 

from knots, cracks, sap wood, snakes and other visible defects such as decay, insect attack, etc. and shall 

be fairly straight-grained 
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4. Manufacture (b) (c) (d) Generaß—The scales shall be reasonably straight and flat, the edges parallel 

to each other and the ends reasonably square. No point on any of the edges shall be more than 0.5 mm 

distant from the straight line connecting its extremities. No point on the surface of a scale shall be more 

than 0.5 mm disbnt from the plane of Mie surface. The scales shall consist of four pieces hinged together 

and it shall be an end measuring sate. (First and last graduation shall be the end face). The joints shall 

work smoothly without undue play and shall be sufficiently free from the folds to be opened and closed 

without strain. The brass caps shall be Closely fitted and strongly secured to the blades. They shall be 

made flush with the sides of the scales. A protective layer of suitable lacquer or varnish or any other 

suitable material shall be provided 

5. Dimensléns The principal dimensions of the scale blanks shall be as follows :—Ld7gt17 0' 

graduated Width max. Min. (mm) 14.5 19.0 Thidness pan (m) 0.5 1 6. Graduations (mm) 15.0 20.0 (a) (b) 

(ii) (iii) (VI) Boxwood (Buxus sernperv/rens) Gardenia (Gardenia sp) Parrotla (Parrotia jucquemontiana) 

(Randia dumetorum) Dudhi ( Wrightia sp) Haldu (Adina cordifolia Hmck f) Graduation marks shall be 

made at every millimetre with a longer line at every 5 mm and cenåmetre. The length of the graduation 

tines shall be as follows:— cm marks 6 mm 5 mm marks 4 mm 1 mm marks 2.5 mm The lines shall be 

fine and clear, of uniform depth and thickness, and perpendicular to the edges. The thickness of lines shalt 

be not more than 0.2 mm for stamped scales and 0.1 mm for engine divided scales. The lines shall be of 

sufficient depth to be legible and indelible. 367 (c) The lines shall be filled in black and natural 

background or with a suitable colour which shall contrast with the-colour of the base to ensure legibility. 

(d) Every centlmetre shall be numbered in international form of Indian numerals. The height of the figures 

shall be between 2.0 and 2.5 mm 

7. Permissible error ne cumulative error for the entire graduated part shall exceed ± 0.50 mm. 

Further, over any 10 cm length scale, the error shall not exceed ± 0.2 mm 

8. Marking (a) The denomination shall be stamped on the ungraduated side of the measure at a 

distance about one-third of the total length from the beginning of the measure.The manufacturer's 

name or trade mark shall be indicated Indelibly at the same distance from the other end of the measure. 

The markings shall be finished in the same manner as the graduations. (b) In indicating he denominations 

the numerals shall be preceded by the word ' '#rz«" and followed by 'metre'. Note : The word ' 'üa" may be 

Indicated in the regional script 

9. Stamping -me Legal Metrology OMceds seal shall be affixed either on the metal strip at the ends or the 

central hinge as may be convenient 

PART VI-FABRIC OR PLASTIC TAPE MEASURE 1. General (a) This Part deals with fabric or plastic 

tape measures, which are used for measuremene, where the use of rigid length measures Is not convenient 

or practicable. (b) 1Bpe measures of 0.5 m to 5 m, made of materials specified in clause 4(b), are intended 

to be used for measurements required In the tailoring trade, anatomical measurements or household Tape 

measures of 5 m and above made of materials specified in clause 4(c) are intended to be used for 

measurements of buildings, roads, timber and timber products and for other similar measurements but not 

for measurements of land, storage tanks, fermentation vats and other similar measurements 

2. Classes of accuracy Fabric or plastic tape measure shalt be divided into three classes of accuracy, 

namely, Class I, Class 11 and Class Ill, in accordance with their accuracy 

3. Nominal len#s Fabrics or plastic tape measures shall be made in nominal lengths of 0.5 m, 1 m, 1.5 

m, 2 m, 3 m, 4 m, 5 m or multiples of 5 metres, provided that the maximum nominal length shall not 

exceed 100 metres. : The nominal length of a fabric or plastic tape measure is the distance at the reference 

temperature of 200C between the initial and terminal graduation llnes, when the tape measure is stretched, 

in the wet or dry condition, and without friction on a horizontal plane surface, under an extension of 20 

newtons. The length so measured shall be equal, within the limits of maximum permissible errors, to the 

nomfna' length of the tape measure 
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4. Material (a) (b) The materials used shall be adequately strong, stable and resistant to atmospheric 

conditions under the normal conditions of use and shall comply with the following requirements :—

When ordinarily used at temperatures between ± 80C of the reference temperature, the variation in length 

of the tape measure shall not exceed the maximum permissible error. When used with a åange of ± 10 per 

cent in the tension, the variation in length of the tape measure shall not exceed the maximum permissible 

error. Tape measures of nominal length 0.5m to 5m: (I) The tape measure may be made from a suitable 

fabric or plastic material. (11) The fabric shall be coated with suitable paints, enamels or other suitable 

coating so as to give tie tape measure a good finish. All coatings shall be non-cracking and water resistant. 

Tape measure of nominal length above 5m: (i) If made from fabrics, the fabric may be reinforced length-

wise with •rust- proof and rigid wires of metal or other equivalent material. 368 THE GAZETTE OF 

INDIA : EXTRAORDINARY [PART I I—SEC. 3 (ii) Iftmade•from •plastic .materlals, Ü',e tape measure 

shall be reinforced length-wise hy ,means of rust-proof and rigid wires of metal or glass fiber. (iii) If made 

from any other material, the tape measure shall satisfy the conditions specified in clause 4(a). 5 

Manufacture (a) General; (i) Tape measures shall be well-made, .robust and carefully finished. (ii) • The 

cross-section of the tape measures shall have such dimensions and shape that, under normal conditions of 

use it allows the tape measure to have the accuracy spedfled for its class. (iii) Tape measures shall be so 

made that when theyare stretched over a plane surface their edges are practically straight and parallel. (iv) 

The rings, winding, devices or other devices shall be attached to the tape in such a manner that they do not 

cause any inaccuracy or permanent deformation in the tape. (b) Tape measures of nomina/ length 0.5m to 

5m: (i) Tape measures of nomlnal length 0.5m to 5m shall have a width of not less than 5mm and not more 

than 25 mm. (ii) If not wound on a spool or In a case, both the ends of the tape measure shall be reinforced 

with plastic or metal strips, of the same width as the tape measure, over a length of not less than 10mm or 

more than 100 mm. (iii) If wound on a spool or In a case, the tape measure shall have a metal ring or other 

device securely attached to the outer end of the tape measure. A device, retraction or winding of the tape 

shall be provided. (c) Tar measure of nominal above 5m : (i) The tape measures shall have a width of not 

less than 10 mm and a thickness between 0.3 and 0.6 mm. (ii) A metal ring shall be securely attached to 

the outer end of each Epe 6. measure, The ring shall be securely fastened to the tape measure by a metal 

strip of the same width as the epe. The outer end of the tape measure shall be reinforced over a length of 

not tess than 100 mm by a strip of leather or other suitable material of the same width as the tape measure. 

The strip shall pass round the inner end of the ring and under the metai Note : This strip, besides serving as 

a protective device shall also be utilised for affixing the stamp of verification. -nne tape measure shall be 

rolled into a suitable container or wound on a winding device made of metal, plastic, leather or other 

suitable material. Graduations (a) (b) Genera/ requirements : (Ili) Graduation lines shall be clear, uniform, 

indelible and so made as to ensure easy and unambiguous reading. The value of the graduations shall be 

(fttE 
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form 1 x 10', 2 x 10' or 5 x W, the exponent "n" being positive or negative whole number or zero. The 

value of the graduation, however, shall not exceed : 1 cm, on measures of nominal length less than or 

equal to 2m, 10 an, on measures of nominal length more than 2 m, but less than 10 m, 20 cm, on measures 

of nominal length more than 10 m, but less than 50m, 50 cm, on measures of nominat length equal to or 

more than 50 m. Graduation lines shall be reasonably straight, perpendicular to the axis of the tape 

measures and of uniform thickness throughout the length. Graduations lines shall be so made that they 

form a clear and distinct scale and their thickness does not cause any inaccuracy of reading. 7>pe measures 

of nominal length 0.5 m to 5m: (i) The zero graduation line may be located at the outer end of une ring or 

other device or may commence on the tape itself at a length equal to or greater than 50 mm from the outer 

end of the ring or other device. (ii) tape measures maybe graduated throughout at every millimetre or every 

S mm. (iii) The gradüation lines at every IO mm shall be marked in such a manner tat there is, no 

confusion between the 10 mm lines and the millimetre or 5 mm lines. (iv) The tape measures maybe 

graduated on one side or both the sides. If the tape is graduated on one side, the manufacturer's name, trade 

mark, advertisement or otier similar matter may be printed on the ungraduated side of the tape measure. (c) 

Tape measures of nominal length above 5m: The zero graduation line may be located at the outer end of 

the metal ring or on the tape itself, at a length equal to or greater tian 100 mm from the outer end of the 

ring. (ii) The tape measure may be graduated at every millimetre, every 5 millimetre or every IO 

millimetre. (iii) The graduation lines at every 10 mm shall be marked in such a manner that there is no 

confusion between the 10 mm graduation lines and the millimetre or 5 mm graduation line. (iv) The 

graduation lines at every 10 m shall have a length approximately half the width of the tape. (v) Every 

graduation tine at 50 mm shall have the same length as the graduation line at IO mm but may have an 

arrow at its end. This requirement shall not apply to tape measures graduated at every millimetre, (vi) The 

zero graduation line, the graduation lines at every 100 millimetres and at every metre shall have a length 

equal to the wldth of the tape. (a) Genera/ requirements : (i) The numerals shall be indicated (ii) (iii) 369 

clearly, uniformly and indelibly and shall be eastly and unambiguously legible. Ille places, dimensions, 

shape, colour and contrast of the numerals shall be suitable for the scale and graduation lines to which they 

relate. The numerals shall be marked parallel to or perpendicular to the axis of the tape measure depending 

upon the intended 'manner of use of the measure. (b) (c) On tape measures of nominal length 0.5 m to 5m: 

(i) Every graduation line at 10 mm shali be marked with the complete number of centimetre. Explanation : 

The graduation number marked may be, for example 122 and not 22 after completion of one metre. (iD 

The height of the numerals shall not exceed two-thirds the width of the tape measures. On tape measures 

of nominal length ahe 5m: (i) The graduation lines at every 100 mm and at every metre shall be numbered. 

The numerals shall have a height of not more than two-thirds of the width of the tape. (i) the metre 

graduations shall be accompanied by the symbol 'm' and, if required, : The abbreviation '#T' may be 

indicated In the regional script. 8. (iii) After tie graduation line atone metre, every graduation line at 100 

mm may be marked with an additional numeral indicating the completed number of metres. This numerals, 

if provided, may be located just above, below or in line with the numeral of the 100 mm graduation line. 

The height of the numeral may be approximatefy half the height of the numerals indicating 100 mm. 

Maximum enor (i) On verification, under the conditions specified jn clause 2, the error on the length 370 -

OF : EXTRAORDINARY [PART II—SEC. 3(i)] axis ofany twp graduation:lines shall notexceed : • for 

Classl mm; for classil and for Class Ill ± (0.6 •lehgth between the two graduation lines concerned, 

expressed in metres;rounded offto'thenextnigher whole number. df metres. (ii) The maximum ;permissible 

error on tape measures-onanspection Shall be Wvlce tlat specified for ••.verification, the methods of 

verification, remaining .unchanged. (iii) Tape measure of nominal length 0.5 m to 5 m shall•betonyto 

accuracy Class 11 or Class m. (iv) Tape .measures of nominal length above 5 m Shall belong to accuracy 

Class I, Class 11 or Ill. (a) 7äpe•measures of nominal length 0.5m to 5m: The tape measures and the case 

or container, if provided shall be marked at a suitable place with the following markings : (i) nominal 

length in metres. (ii) manufacturer's name or trade mark or both. (iii) class of accuracy 11 or Ill In an oval. 

(iv) an Indication of the location of zero on the scale. (v) model approval number Issued by the Central 

Government.. (b) Tape measure of nominal length above 5m: ne tape measure and. the case or container or 

other device, where provided shall be marked near the zero graduation tine and on the container, case or 

other device with the following markings (i) nominal length in metres. (ii) manufacturer's name or trade 

mark or both. (iii) class of accuracy : I, 11 or Ill in an (iv) an indication of. the location of zero on the 
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scale. (v) model approval number Issued by the Central Govemment. (c) The inscription shall be clearly 

vlslbte and (d) Advertising inscriptions, if made, shall be carried out of such a manner that they did not 

intrude in any way with the use of the tape measure. 10. #allng The stamp of verification shalt be affixed 

on the metal, plastic, leather or other strip provided at the beginnlngof the tape measure 

PART VII—srEEL TAPE MEASURES 1. General This Part deals with steel tape measures which are 

used for measurements where the use of rigid length measures is not convenient or practicable 

2. Classes of accuracy Steel tape measures Shail be divided into three classes, namely, Class I, Class 11 

and Class Ill, in accordance with their accuracy 

3. Nomlnal lengås The tape measures shall be made in nominal lengths of 0.5 m, 1 m, 1.5 m, 2 m, 3 m, 

4 m, 5 m or multiples of 5 m, provided that the maximum nominal length not exceed 200m. Note ; The 

nominal length •of a steel tape measure Is the distance at the reference temperature of + 200C, beWveen 

the initial and terminal graduation lines, when the tape measure is stretched, without friction, on a 

horizontal plane surface, under a tension of 50 newtons. The length so measured shall be equal, within the 

limits of maximum permissible errors, to the nominal length of the tape measures. 4 
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5. Materla/s (a) The materials used shall be adequately strong, stable and resistant to environmental 

Influences under normal conditions of use and shall comply with the, following requirements : (i) 

when ordinarily used at temperatures between + IOOC of the reference temperature, variation in 

length of tie tape measure shall not exceed the maximum permissible error; (ii) when used with a 

change of ± 10% in the tensions, the variation in length of the tape measure shall not exceed the 

maximum permissible error.(b) The tape measure shalt be made from steel or stainless steel. 

Manufacture (a) Tape measures shall be well made, robust and carefully finished. (See Figure 22 to 26). 

(b) The cross section of the tape measures shall have such dimensions and shape tlat, under normal 

conditions of use, it allows the tape measures to have the accuracy specified for its class. Note : It is 

recommended for guidance of manufacturer and users that tape measure may have a width of not less than 

5 mm and a maximum thickness of 0.4 mm. (c) The steel tape measure shall be so made that when It is 

stretched on a plane surface, the edges are practically straight and parallel. (d) At the zero end, tape 

measures shall be provided, with a ring or other device for facilitating withdrawal. The ring or other 

device, when provided, shall be fastened to the tape measure by a metal strip of the same wldth as the tape. 

(e) The tape measures shall be capable of being wound Into suitable container or other winding device of 

robust construction and made of metal, plastic, leather or other suitable material. (f) Ille winding devices 

shall be so designed that they do not cause any inaccuracy or permanent deformation in the tape. (g) lhe 

edges of tape measures shall be slightly rounded. (h) The tape measure shalt be provided with rust proof 

coating and shall be free from 6. Graduations (a) General ra7uirements (i) Graduation lines shall be clear, 

uniform, indelible and so made as to ensure easy and unambiguous reading. (ii) The value of the 

graduadons shall be of the 
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form 1 x 10", 2 x 10" or 5 x 10" metre where the exponent 'n' being a positive or negative whole number or 

zero. The value of the graduations, however, shall not exceed : 1 cm, on measures of nominal length less 

than or equal to 2 m, 10 an, on measutB of nominal length more than 2 m but less than 10 m, 26 an, on 

measuræ of nomlnal length more than 10 m, but less than 50 m, 50 an, on measures of nomirul length 

equal to or more than 50 m. (iii) Graduation lines shall be reasonably straight, perpendicular to the axis of 

(b) (c) (d) (g) 371 the tape measure, and of uniform thickness throughout their length. (iv) Graduation lines 

shall be so made Ünat they form a clear and distinct scale and that their tildmess does not ause any of 

reading. Tape measures above 5 m to 200 m shall be graduated only on one side. Tape measures of 0.5 m 

to 5 m may be graduated on both sides (Only metric scale). The graduated lines, numbers and other 

markings shall be either in relief, engraved, typographically printed or made in any Otler suitable manner. 

The zero of the scale may be located at the outer or inner edge of the ring or other device, or may also be 

located on the tape measure itself, ata length equal to or gæater than: (D 50 mm from the outer end of the 

ring or other device, in the case of tape measures of nominal length 0.5 m to 5 m; and (li) 100 mm from the 

outer end of the ring or other device,- in the case of tape measures of nominal lengths above 5 m. Tape 

measure of denominations 0.5m to 5m may be graduated throughout at every millimetre, every 5 

millimetre or every 10 millimetre. (i) The graduation lines at every 10mm shall be marked in such a 

manner that there is no confusion between the 100 mm graduation lines and the millimetre or 5 mm 

graduation lines. (11) In the case of tape measures graduated at every 5 mm or 10 mm, not less than the 

first 100 mm shall be subdivided into millimetre. In the case of tape measures of nominal length above 5 

m, every graduation line at 50 mm shall have the same length as the graduation line at 10 mm but may 

have an arrow at its end. Ihis requirement shall not apply to tape measures graduated at every The 

thickness of the graduation lines shall not exceed the fotlowing limits : 0.4 mm in the case of Class I and 

Class 11 tape measures, and 0.5 mm in the case of Class Ill tape measures. In the case of tape measures of 

nominal length 0.5 m to 5 m, the graduation 'Ines TTHEQGAZEHE OF INDIA : EXTRAORDINARY 

ENDOF FIGURE-22 MEASURE WITH ZERO AWAY FROM RING FIGURE-23 [PART 11.—SEC. 

3(i)] [-1-L-UYI-LLLI-] 2 EXAMPLES OF GUDUATION LINES AND NUMERING FIGURE • 24 

ILLUSTRATION OF A MEANJRE COMMENCING wrn•l ZERO FIGURE 25 373 1 OOmtn 1 4m 

ILLUSTRATION OF LONG MEASJRE OF FABRIC OR GLASS FIBRE AND CONTAINER FIGI-

.JRe26 374 THE GAZETTE OF INDIA : EXTRAORDINARY [PART IPSEC. 3(i)] may have a length 

between one'fourth and full width of the tape, depending upon convenience. In the case of tape measures 

of nominal length above 5 m, the length of the graduation lines may beas follows (i) for millimetre 

graduation lines, about one-third of the width of the tape; (ii) for S millimetre graduation lines, about half 

the width of the tape} (iij) {for mlllimetre graduation lines, ZboutM'0-frirds the wiffl of the tape; and (iv) 

for 100mjllimebe graduation lines and for metre graduation lines as well as (for the zem graduation lines, 

equal "to the width of the tape. (a) General requirements : (i) The numerals shall be Indicated clearly, 

uniformly and indelibly and shall be easily and unambiguously legible. (ii) The places, dimensions, shape, 

colour and contrast of the numerals shall be suitable for the scale and graduation lines to which they relate. 

(iij) numerals shall be marked parallel to or perpendicular to the axis of the tape measure depending upon 

the intended manner of use of the measure. (b) The following graduation (Ines shall be numbered : 10 mm, 

for tape measure of nominal length 0.5 to 5 m, 100 mm for tape measure of nominal length exceeding 5 m. 

(c) The metre graduation lines shall be numbered and accompanied by the symbol 'm' and if required Note 

: The abbreviation may be indicated in the regional script. (d) In the case of the tape measure of nominal 

length of 0.5 m to 5 m, the height of the numerals shall be such as would facilitate the reading of the 

measurement without ambiguity. (g) In the case of tape measures of nominal length 5 m and above, after 

the graduation line at one metre, every graduation line at 100 mm may be marked with an additional 

numeral indicating the completed number of metres. -mis numeral, if provided, may be located just above 

or in line with the numeral of the 100 mm graduation line. Tle height of this numeral may be 

approximately half the height of the numerals indicating 100 mm. In the case of tape measures of nominal 

length 5 m and above the height of the numerals, except those given in sub-clause (e) of clause 7 may be : 

(i) about 1/3 of the width of the tape, for 10 mm graduation lines, (ii) about 1/2 of the width of the tape, for 

100 mm graduation lines, and åbout 2/3 of the width of the tape, for metre graduation lines. If tapes of 0.5 

m to 5 m are contained in special container may be marked with Its dimension, for example, 50 mm, to 

facilitate measurement of internal dimensions 
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8. Maximum permisible envr (a) (b) (c) On verification, under the conditions specified in clause 2, 

the error on the length bebtveen the axis of any two graduation lines shall not exceed : for Class I ± 

(0.1 + O.IL) mm, for Class 11 ± (0.3 + 0.2L) mm, and for Class Ill ± (0.6 + 0.4') mm, where L is length 

between two graduation llnes concerned, expressed in metres, rounded off to the next higher whole 

number of metres. The maximum permissible error on tape measures on inspection shall be twice that 

specified for verification, the method of verification remaining unchanged. Steel tape measures of nominal 

length 0.5 m to 5 m shall belong to accuracy Class I or Class 11. measures of nominal length above 5 m 

shall belong to accuracy Class I, Class 11 or Class Ill. 375 9. Markings (a) The steel tape measures shall be 

marked at a suitable place near the end and on the container, where provided with the following markings : 

(i) nominal length in metre, (ii) an indication of the location of the zero of the scale, (iii) the 

manufacturer's name or trade mark or both, (iv) class of accuracy : I, 11 or Ill in an oval, (v) model 

approval number issued by the Central Government. (b) The inscriptions shall be clearly visible and 

legible. (c) Advertising inscriptions, if made, shall be carried out in such a manner that they do not intrude 

in any way with the use of the tape measure 

10. Sealing The stamp of verification shall be affixed on the metal, plastic, leather or other strip 

provided at the beginning of the tape measure.CHAINS 1. General This Part deals with fink type 

surveying chains of 20 m and 30 m lengths for land measurement. 20 m 5m 2. Definitions (a) (b) 

Surveying chain—An instrüment. for measuring the surface dlstance between two points. Length of 

chain—The distance between the outside edges of the handles when fully stretched. Tallies—Metallic tags 

or indicators of distinctive pattern fixed at (various points) of the chain, to facilitate quick reading of 

fractions of a chaih 

3. Material The different components of the chains shall be made from the materials mentioned 

against each.Components Handle Eye Bolt Collar Ring Link, Small Link, Large Link, Connecting 

Indicating ring Material Brass Castings Brass suitable for free cutting and high speed machine work 

Galvanised mild steel wire 4 mm. Brass sheet or galvanized sheet Brass wire 4. Constructional details (a) 

The nomenclature of the different parts of the chain and their dimensions shall be as indicated in Figure 

27, 28 & 29. (b) The tallies shall be fixed at every fifth metre BRASS RING AT EVERY METRE 

LENGTH TALLIES 1-5 TO 2-0 MM THICK 20-METRECHÆN FIGURé27 376 Sm THE GAZETTE OF 

INDIA : EXTRAORDINARY 30 m [PART IPSEC. 3(i)] 5m 5m 5m ENGRAVE 30 m ON.SURFACESA 

AND B TO INDICATE THE *LENGTH OF•CHAIN BRASS RING AT EVERY METRE LENGTH 

.TALLIES 1-5 TO 2-0 MM THICK 27m 30-METRE CHAIN FIG-JRE-28 5M 74+ 1 mm 200mm Imm 1 

3tnm RING EYE BOLT COLLAR HANDLE 6 mm DIA 13mm 13mm 200mm 161±rnm 13mm LINK. 

LMGE4.OO mm(ORNlG) LINK, SMASS 4.00mm (OR 8 SWG) LINKS, CONNECTINSOW*HAPE) 

Engrave 20 m OR 30 m OM SURFACE INDICATE THE LENGTH OF CHAIN 13mm RING 4.OOrnm 

(OR 8 SWG) HOLES 5 MM DLA TALLY 16rnrn NOMENCLATURE AND DETAILS OF 5 m 

LENGTH AT THE BEGINNING AND END OF SURVEYING CHAIN FIGURE-& 377 along the chain. 

Small rings shall be fixed at •every metre, except where tallies are attached, TIIes shall have distinctive 

shapes depending on their position in the chain as shown in Figure 27 and 28. (c) Connecting links 

between two large links shall be oval in shape, the central one being a circular ring. (d) To facilitate 

holding the arrows (cFEin pains) in position with the handle of the chain, a groove shall be cut on the 

outside surface of the handle as shown in Figure 29. The radius of the groove shall correspond to the 

radius of the arrows. (e) lhe handle joint shall have flexibility in order that it may be possible to swivel the 

handle round the eye bolt. A swivel may also be provided at the middle of the chain 

5. Permissible error (a) When measured wit) a t31sbn of 80 newtons every metre length shall be 

correct with an error not exceeding ± 2 mm.The overall length of the chains shall be correct within the 

following Ilmits of error : 20 metre chains ± 5mm 30 metre chains ± 8 mm (b) The permissible errors shall 

be the same for verification and inspection. Explanation : Nominal distance between the centres of the 

circular links containing the small rings or tallies shall define the distance 

6. Marking (a) The tallies used for marking the distances in chain shall be marked with letters 'ft' 

and 'm' (See Figure 29).(b) The length of the chain, 20 m or 30 m, as the case may be, shall be indelibly 

marked over the handle (See Figure 29). (c) The chains shall be indelibly marked, on the reverse side of 
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the surface of the handle having the denominations with the manufacturer's name or trade mark. Note : The 

abbreviation may be indlcated in the regional script 

7. Provision for stamping A metal label or disc shall be permanently attached to the handled at the 

beginning of each chain for the verification of stamp.PARTIX-TAPES FOR USE OIL QUANTITIS 1. 

General This Part covers the requirements of tape with the dip weight attached to it and to be used in 

gauging petroleum, petroleum products and other oils 

2. Definiöons A dip tape shall mean essentially a graduated steel tape in one continuous length used 

in conjunction with a dip weight.3, Denominations tape shall be of the denominations 5, 10, 15, 20, 25 

and 50 metres. 4 

5. Material (a) Tape—The steel used shall have a minimum tensile strength of 1500 M Pa. (b) Dip 

weights or dip bobs—The dip weigh& shall be made of brass or other non-sparklng or low sparking 

material, sufficiently hard to resist damage by contact with steel. DIP tape (a) (b) The dip tape shall of the 

following dimensions : Width : 13 mm or 16 mm Thickness : Between 0.20 and 0.30 mm Length : One 

continuous piece of sufficient length for the purpose required. The tape shall be longer than the distance 

between the dip reference point and the bottom of the container. Graduations (I) The tape shall be marked 

legibly and indelibly on one side only with a line at every millimetre or five millimetres, centimetre, 

decimetre and metre. The height of marking lines shall be as follows : Unito gra uation Millimetre Five 

millimetres Centimetre Decimetre Metre Approximate height of graduation mm 4 6 8 Full width of the 

tape Full width of the tape (c) The tape shall be so made that it iS capable of being wound on a drum and 

held in a winding frame or case. (d) The free end of the tape shall be fitted with the dip weight or 

arrangements provided for attaching the dip weight 

6. Dip weights (a) (b) (c) DIP weights shall be of two types, light and heavy, and shall be of 

cylindrical torpedo shape.dimensions for light and heavy dip weights shall be as shown in Figure 30. The 

light type may either be fixed permanently to the tape or attached separately to it by any suitable device. 

Tue heavy type shall be attached to the tape by a swivel hook (See Figure 31). 'THE GAZETTE OF 

INDIA : EXTRAORDINARY OF HOLE (Light Type) All dimensions in millimetres LIGHT AND 

HEAVY DIP WEIGHT FIGURE- 30 [PART II—SEC. 3(i)] (Heavy Typey 11—uuz 3(i)] 300±0.5 mm 

SWIVEL HOOK ATTACHMENT FIGURE-31 380 - THE GAZETTE OF INDIA : EXTRAORDINARY 

[PART 11—SEC. 3(i)] (d) The dip weight shall •have the lengths of graduation and weights given below : 

Length of graduations from bottom weight LÜht 150 mm 150 mm 1500±50 g (e) The shaJJ be graduated 

jn a manner similar tothe tape. (f) The graduations on the dip weight shall beginifromjtsbottom and shall 

be carried a manner that when the dip weight is attached to the tape the graduations are continuous from 

the weightto the tape 

7. Permlsslble error The error •in the length of the tape supported on horizontal sufface with a 

tension of 50 neMons shall not exceed the following limi& : (a) Between any two Not more adjoining 

mm and cm than + 0.2 mm (b) Between any two adjoining decimetre and metre lines Not more than + 0.4 

mm (c) From zero to the points specified below : (i) One metre mark (ii) Two metre mark (iii) Five metre 

mark (iv) Any metre mark beyond the first five metres + 0.4 mm + 0.6 mm ± 1.0 mm ± 1.0 mm for the 

first five metres plus 0.5 mm for each addi- donat five metres or part thereof subject to a maximum error of 

2.0 mm. (a) Even' centimetre, decimetre and metre shall be marked with International form of Indian 

numerals. The decimetre and metre numerals shall be in bold type. The metre divisions shall, in addition, 

bear the designation ' or 'm' or both. The end of the tape measure Shail be marked with word 'xiZ(' or 

'metre' or both. (b) On the ungraduated side and on the case of each tape and also on the dip weight, the 

name or trade-mark of the manufacturer and the denominations shall be legibly marked. In addition, 

direction of winding shall also be legibly marked on the case or reel. Suitable provlslons shall be made for 

Legat Metrology Officer's stamps on the dip weight and the tape. (c) Every dip weight and dip tape shall 

be suitably marked to identify them with each other. Note : The word 'üzx' and abbreviation '#1' may be 

Indicated in the regional script. SEVENTH SCHEDULE - HEADING - A [See Rule 13] FOR NON-

AI.JTOMATIC WÄG'ONG PARTI 1. General defniäons (1) Welgh/ng instrument Measuring instrument 

that serves to determine the mass of a body by using the action of gravity on this body. The instrument 

may also be used to determine other quantities, magnitudes, parameters or characteristics related to mass, 

According to its method of operation, a weighing instrument Is classified as an automatic or non- 
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automatic instrument. (2) Non-automatic weighing instrument Instrument that requires the intervention of 

en operator during the weighing process, for example to deposit on or remove from the receptor, the load 

to be measured and also to obtain the result. The Instrument permits direct observation of the weighing 

results, either displayed or printed; both posslbllltles are covered by the word "indication". Note : Terms 

such as "indicate", "indicating component" and their derivatives do not include printing, A non•automatic 

weighing instrument may be —graduated or nongraduated, —self-indicating, semi-self-indicating or non-

self indicatlng. Note : In this specification, a non-automatlc weighing Instrument is called an "instrument". 

(i) Graduated instrument Instrument allowing the direct reading of the complete or partial weighing result. 

(11) Self-indicating instrument Instrument in which the position of equlllbrlum is obtained without the 

intervention of an operator. (iii) Semi-self Indicating instrument Instrument with a self-indication weighing 

range, fn which the operator intervenes to alter the limits of this range. (iv) Electronic instrument 

Instrument equipped with electronic devices. (v) Instrument with price scales Instrument that indicates the 

price to pay by means of price charts or scales related to a range of unit prices. (vi) Price computing 

instrument Instrument that calculates the price to pay on the basis of the indicated mass and the unit price. 

(vii) Price-labe///ng instrument Price computing instrument that prine the weight value, unit price and price 

to pay for pre-packages. (viii) Self-service Instrument Instrument that is intended to be operated by the 

customer. (3) Indication provlded by an instrument (i) Printing indication Indication, signals and symbols 

that are subject to requirements of this specification (ii) Indication, signals and symbols that are not 

primary indications 

2. Construction of an Instrument In .this specification the term "device" is used for any means by which 

a specific function is performed, irrespective of the physical realization, e.g. by a mechanism or a key 

initiating an operation; the device may be a small part or a major portion of an instrument. (1) Main device 

(i) Load receptor or pan Part of the instrument intended to receive the load. (ii) Load transmitting device 

Part of the instrument for transmitting the force produced by the load actlng on the load receptor, to the 

load-measuring device. (iii) Load-measuring device Part of the Instrument for measuring the q 79 4 0 // — 

381 mass of the bad by means of an equilibrium device for balancing the force coming from the load 

transmitting device, and an indicating or printing device. (2) Module Part of an. instrument which 

performs a specific function, can be examined separately and is subject to specified partial error limits. (3) 

Electronic parÜ (ill) E/ætronic device • A device employing electronic subassembly and performing a 

specific function. An electronic device Is usually manufactured as a separate unit and can be independently 

tested. Note : An electronic device, as defined above, may be a complete Instrument (e.g. Instrument for 

direct sales to the public) or parts of an Instrument (e.g. printer, indicator). Ele&onic sub-assembly A part 

of an electronic device, employing electronic components and having a recognizable function of its own. 

(e.g. A/D converter, display matrix). E/ætronic component The smallest physical entity that uses electron 

or hole conduction in semi- conductors, gases or in a vacuum. (4) Indication device (ofa weighing 

instrument) (11) Part of the load measuring device on which the direct reading of the result is obtained, 

Indicating component Component indicating the equilibrium and/ or the result on an instrument with one 

position of equilibrium it indicate only the equilibrium (so-called zero). On an instrument with several 

positions of equilibrium it indicates both the equilibrium and the result. On an electronic instrument, this is 

the display. Scale mark A line or other mark on an indicating component corresponding to a specified 

value of mass. Scale base An imaginary line though the centres of all the shortest scale marks. 382 (5) 

THE GAZETTE OF INDIA : EXTRAORDINARY [PART 11—SEC. 30)) Auxiliary ind/cåtlng devices (i) 

æviætrlnterpo/ation ofteading (Vemier) Device connectedto the,indicating element and sub-dividing the 

sale of an instrument, without special adjustnent. (ii) Complemenäryindicaffng device Adjustable device 

by means of which it is possible to estimate, Iin units of mass, the value corresponding to the distance 

between a scale mark and the indicating component. (iii) Indlcatlng dewce with a differentiated 

scaledlvis/on Digital lindlcating device of which the last figure after the decimal slgn is clearly 

differentiated from other figures. (6) Extended indicating device A device temporarily changing the actual 

scale interval (d) to a •alue less than the verification scale interval (e) following a manual command. (7) 

Supplementary devices (i) Levelling device Device for setting an instrument to its reference position. (ii) 

Zero setting device Device for setting the indicatlon to zero when there is no load on the load receptor. (a) 

Non automatic zero setting device Device for setting the indication to zero by an operator. (b) Semi 

automatic zero setting device Device for setting the Indication to zero automatically following a manual 
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control. (c) Automatic zero-setting device Device for setting the Indication to zero automatically without 

the intetvention of an operator. (d) Initial zero-setting deviæ Device for setting the Indication to zero 

automatically at the time the Instrument is switched on and before it is ready for use. (iii) Zem tracking 

device Device for maintaining the zero Ind!cation within certain limits automatically. (iv) 7äre deWce 

Device for setting the indication to zero when a load is on the load receptor; (viii) without altering the 

weighing range for net loads (additive tare device); or reducing the weighing range for net loads 

(subtractive tare device). It may function as: a non-automatic devices (load balanced by an operator); a 

semi-automatic device (load balanced automatically following a single manual command); an automatic 

device (load balanced automatically without the intervention of an operator). (a) Ere ty/ancing device : 

Tare device without indication of the tare value when the instrument is loaded. (b) 7äre weighing device : 

Tare device that stores the tare value and is capable of indicating or printing it whether or not the 

instrument is loaded. Preset tare device Device for subtracting a preset tare value from a gross or net 

weight value and indicating the result of the calculation. The weighing range for net loads is reduced 

accordingly. Locking device Device for immobilizing all or part of the mechanism of an instrument. 

Auxiliary verification device Device permitting separate verification of one or more main devices of an 

instrument. Selection device for load receptors and load measuring devices Devices for attaching one or 

more load receptors to one or more load measuring devices, whatever intermediate load transmitting 

device are used. Indication stabilizing deviæ Device for maintaining a stable indication under given 

conditions 

3. Metrological characteristics of an instrument (1) Weighing capacity (Max) (l) Maximum weighing 

capacity, not taking Into account the additive tare capacity.383 (2) (i') Minimum capacity (Min) Value 

of the bad below which the weighing results may be subject to an excessive relatlve error. (iii) Self-

indication capacity Weighing capacity within which equilibrium is obtained without the intervention of an 

operator. (iv) Weighing range Range between the minimum and maximum capacities. (v) Extension 

/ntewa/ of self-indication Value by which it is possible to extend the range of self-indication within the 

weighing range. (vi) Maximum tare effect (T— + T = Maximum capacity of the additive tare device or the 

subtractive tare device. (vii) Maximum safe /æd (Lim) Maximum static load that can be carried by the 

instrument without permanently altering Its metrological qualities. Scale divisions (i) Scale spacing 

(instrument with analcyue indication) Distance between any two consecutive scale marks, measured along 

the scale base. (ii) Actual scale interval (d) Value expressed in units of mass Of,— the difference between 

the values corresponding to two consecutive scale marks, for analogue indication, or the difference 

between Wyo consecutive indicated values, for digital indication. (iii) Verification scale interval (e) Value 

expressed in units of mass, used for the classifications and verification of an instrument. (iv) Scale Interval 

of numbering Value of the difference between two consecutive numbered scale marks. (v) Number of 

verification scale Intervals (single Intewa/ instrument) Quotient of the maximum capacity and the 

verificatlon scale interval: n- Max/e 4 

5. Mum-interval instrument Instrument having one weighing range which is divided Into partial 

weighing ranges each with dfferent scale intervals, with the weighing range determined 

automatically according to the load applied, both on Increasing and decreasing loads.Multiple range 

Instrument Instrument having two or more weighing ranges with different maximum capacities and 

different scale intervals for the same load receptor, each range extending from zero to its maximum 

capacity. Me&ologlcal properties of an instrument (1) D/scrimination Abllity of an instrument to react to 

small variation of load. The discrimination threshold, for a given load, is tie value of the smallest 

additional load that, when gently deposited on or removed from the load receptor causes a perceptible 

change in the indication. (2) Repeatability Ability of an instrument to provide results that agree one with 

the other when the same load is deposited several times and in a practically identical way on the load 

receptor under reasonably constant test conditions. (3) Durability Ability of an instrument to maintain Its 

performance characteristics over a perlod of use. (4) Warm-up time The time between the moment power 

is applied to an instrument and the moment at which the instrument is capable of complying with 

requirements. rndlcatlons and errors (1) Methods of indicaäon &/ancing by weigh& : Value of 

metrological controlled weights that balance the load (taking into account the reduction ratio of the load). 

Analgue indicaäon : Indication enabling the evaluation of the equilibrium position to a fraction of the scale 

interval. 384 ;TFE.GAZETTE OF INDIA : EXTRAORDINARY [PART 11—sæ. 3(i)] (iii) 
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Digitallnd/cation: Indication •in-which" the scale marks are composed of a sequence of. aligned figures 

interpölation to fractions of the scale interval. (2) Weighing results The following definitions-applyonly 

when Note : the indication before the load-has (i) Gross. of a load on an instrument, iWith tare or preset 

tare device in operation. (ii) : Indication of the weight of a load on an instrument after operation of a tare 

devtæ. (iii) 7äreElue (T) : The weight value of a load, determined by a tare weighing device. (3) Other 

Eight values (i) value (PT) : Numer.ical value, representing a weight that is introduced into the Instrument. 

"Introduced" includes such as keying in, recalling from a data storage, or inserting via an interface. (ii) 

Calculated net value : Value of the difference between a gross or net weight value and a preset tare (iii) 

Calculated total weight value : Calculated sum of more than one weight value and/or calculated net value. 

(4) Reading (i) Reading bysimp/ejuxtapsition Reading of the weighing result by simple juxtaposition of 

consecutive figures giving the weighing result, without the need of calculation. (ii) Overall Inaccuracy of 

reading The overall inaccuracy of reading of an instrument with analog indication Is equal to the standard 

deviation of the same Indication, the reading of which is carried out under normal conditions of use by 

several observers. It is customary to make at least ten readings of the results. Rounding error of digital 

indication Difference between the indication and the result the instrument would give with analog 

indication. Minimum reading distance The shortest distance that an observer Is able to freely approach the 

indicting device to take a reading under normal conditions of use. This approach is considered to be free 

for the observer if there is a clear space of at least 0.8 m in front of the indicting device. (See figure 32 A) 

Indicating device The Minimum read- ing distance is S; However, if S < 0.8 m. the minimum reading 

distance is L. Platform FIGURE- 32 A (5) Errors (See Figure 32 B for illustration of certain terms used) 

"'111 11-ac 3(i)] 1. Illustration of certain terms used M = mass to be measured E = error of indication 385 

c. c 1 Mn 2 FIGURE-32 B MPEI =maxlmum permissible error on verification MPE2 -maximum 

permissible error in service (inspection) C = characteristic under reference conditions characteristic due to 

influence factor or disturbance C2 —characteristic after durability tests I = intrinsic DE= durability error 

Situation 1 : Shows the error El of an instrument due to an influence factor or a disturbance, 11 is the 

intrinsic error. The fault due to the influence factor or disturbance applied equals El minus 11. Situation 2 : 

Shows the error E2 of an instru- ment after the durability test. 12 is the initial intrinsic error. The durability 

error equals E2 minus 12. (i) Error (of Indication) The indication of an instrument minus the 

(conventional) true value of the mass. (ii) Intrinsic error The error of an instrument under reference 

conditions. (iii) Initial intrinsic error The intrinsic error of an instrument as determined prior to the 

performance arid span stability tests. 47 (V) Maximum permissible error Maximum difference, positive or 

negative, allowed by regulation between the Indication of an Instrument and the corresponding true value, 

as determined by reference standard masses, with the instrument being at zero at no-load, in the reference 

position. (v) Fault The difference between the error or Indication and the intrinsic error of an Instrument. 

Note: Principally, a fault is the result of an undesired change of data contained in or flowing through an 

electronic instrument. (vi) Significant fault A fault greater than e. Note: For a multi-interval instrument, 

the value of e is that appropriate to the partial weighing range. The following are not considered to be 

significant faults, even when they exceed e : • Faults arising from simultaneous and mutually independent 

causes in the Instrument. e Faults implying the impossibility to perform any measurement. • Faults being 

so serious that they are bound to be noticed. by all those interested in the result of measurement. 386 : 

THEIGAZETTE OF INDIA : EXTRAORDINARY [PART IPSEC. 30] o Transitorycfaults Fbeing 

"momentary variations in the indication Which cannot be ••lnterpreted, . memorized or transmltted•as a 

measuring•resutt. (vii) Durability envr The difference betweemthe intrinsic error over a:period of use and 

theinitial intrinsic error oftan instrument. (viii) Significant duräbi/iO' error A durabllibperrorgreater.than e. 

Note 1 : A duräbIllMerrorcambedueto;meChanical wear and tear or.duetodrift.and.aging of electronic 

parts. The concept {Of significant durability error applies only to electronic:parts. Note 2 : For a 

multEinterval instrument, _the value of eis that appropibteto,the partial weighing range. The following are 

not considered to be significant durability error, even when they exceed e : Errors occuming after a period 

of instrument use that are clearly the result of a failure of a device/ component, or of a disturbance and for 

which the indication : o cannot be Interpreted, memorized, or transmitted as a measurement result/or o 

implies the impossibility to perform any measuranent, or o is so obvlously wrong that It Is bound to be 

noticed by all those interested In the resuiG of measurement. (ix) Span stability The capacity of an 
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instrument to maintain the difference beMeen the indication of weight at maximum capacity and the 

indication at zero over period of use within specified limits 

6. Influence and reference condltlons (1) Influence quantity A quantity that is not the subject of the 

measurement but which influences the values of the measure and or the Indication of the 

instrument.(i) Influenæ factor An influence quantity having a value within the specified rated operating 

conditions of the Instrument. (ii) Disturbance An influence quantity having a value within the limits 

specified in this specification but outside the specified rated operating conditions of the instrument. (2) 

Rat" operating conditions Condltlons of use, giving the range of values of influence quantities for which 

the metrological characteristts are intended to lie within the specified maximum permissible errors. (3) 

Reference conditions A set of specified values of influence factors fixed to ensure valid inter-comparison 

of the results of measurements. (4) Reference position Position of the instrument at which its operatlon is 

adjusted 
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7. PeMormance test A test to verify whether the equipment under test (EUT) is capable of 

performing, its intended functions.PARTU NON-Al.ffOMAT1cwaGl-m•åG TSTRUMENTS 1. Scope 

This specification specifies the metrological and technical requirements for non-automatic weighing 

instruments and will not be applicable to the following non-graduated instruments : (1) Beam scale (2) 

Counter machine 2. PHndpleslnvoIved (1) UniG of measurement The units of mass to be used on an 

instrument shall be the kilogram (kg) the milligram gram (g) and tonne For special application e.g. trade 

with precious stones, the metric carat (1 carat = 0.2 g) may be used as unit of measurement. A symbol for 

the carat shall be "c". (2) Metro/*a/ requirement The requirements apply to all instruments irrespective of 

their principles of measurement. Instruments are dassified according to: o the verification scale interval, o 

the number of verification scale intervals. The maximum permissible errors are in the order of magnitude 

of the verification scale interval. A minimum capacity (Min) is specified to indicate that the Instrument 

should not be used for measuring loads below that limit. 387 3. Metrological requlremen& (1) Principles 

of classification (i) Accuracy classes The accuracy classes for instrument and their symbols shall be as 

given in Table 15. TABLE 15 ass Special accuracy High accuracy Medium accuracy Ordinary accuracy 

(2) Verification scale Interval of instrument Graduated, without auxiliary indlæting device Graduated, with 

auxiliary Indicating device 1 11 111 TABLE 16 Verification scale interval e is chosen by the manufacturer 

according to requirement in sub- paragraph (3) and clause (iii) of sub-paragraph (5) of this paragraph. (i) 

Verification scale interval shall be in the 
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form 1 x 10k, 2 x 10k, 5 x 10k k being a positive or negative whole number or equal to zero. (ii) The 

verificatlon scale interval for different types of instruments shall be as given in Table 16. Non-graduated e 

is chosen by the manufacturer according to sub-paragraph (3) of this paragraph. (3) Classification of 

instrumenG (l) The verification scale interval, number of verification scale intervals and ble minimum 

capacity, in relation to the accuracy class of an instrument, shall be as given in Table 17. TABLE 17 

Numkprvof verlficat/on scale intervals Accuracy class Special I Medium 111 Ordinary IV Verification 

scale interval e 0.001 g e 0.001 g 0.05 g n = Max/e minimum 50 000* 100 5000 100 500 100 maMmum 

100 ooo 100 ooo 10 ooo 10 ooo 1000 Minimum capacity 100 e 20 e 50 e 20 e 20 e Note : For values of 'e' 

less than 1 mg in respect of class I accuracy instruments, e shall be taken to be equal to 1 mg for the 

purpose of verificadon/inspect.ion. See for exception in clause (v) of sub-paragraph (5) of this paragraph. 

(ii) On multiple range instruments, if the verification scale intervals are q, with < ...< q, Min, n and Max 

shall be indexed accordingly. (iii) On multiple range instruments each range shall be treated as an 

instrument with one range. (iv) For special application that are clearly marked on the instrument, an 

instrument may have weighing ranges in classes I and 11 or in classes 11 and Ill. instrument as a whole 

shall then comply with the more severe requirements of sub-paragraph (9) of. this paragraph applicable to 

either of the two classes. (4) Additional requirements for a multi-intewal instrument (I) Partial weighing 

range Each partial range (index i = 1, 2...) shall be defined by: —its verification scale intervals q, > et Its 

maximum capacity Maxj its minimum capacity Mini = Maxo-I) (for i = 1 the minimum capacity is Minl = 

Min) 388 THE GAZETTE OF INDIA: EXTRAORDINARY The numberof•verrificationscale intervals n 

for each partial range is equal to ni = Maxi/et [PART 3 TABLE 19 0.1 g 0.2 g 0.5 g lg lg (ii) 

Accuracyc/ass ei and-ni in each •partial•weighing range, and minj shall comply wiffthe.requirements given 

in-Table 40 accordingto the accuracy class of the instrument. (iii) Maximum capacity of partial weighing 

ranges With •.the :exception •of the last partial weighing:range, the,requirements in Table 18 

shallbecomplied with, according to the accuracy.class of the instrument. TABLE18 Examp'e of a 

complementary indicating device ( * ) 17 4. 4.28 4.27 (11) 11 111 Maxi/ei+l > 5000 > 500 (iv) Instrument 

with a tare device 50 Requirements concerning the ranges of a multi- intetval instrument apply to the net 

load, for every possible value of the tare. (5) Auxiliary indizting devices (i) Wpeandapplicaäon Only 

Instruments of classes I and 11 may be fitted with an auxiliary indicating device, which shall be,— —a 

device with a rider, or —a device for interpolation of reading, or —a complementary indicating device ( * 

) or —an indicating device with a differentiated scale division ( ** These devices shall be permitted only 

to the right of the decimal sign. (ii) A multi-interval instrument shall not be fitted with an auxiliary 

indicating device. (iii) Verification scale interval The verification scale interval e shall be determined by 

the expression d < e < 10 such that e = 1 x 10k kg, 2 x 10k kg, 5 x 10k kg k being a positive or negative 

whole number, or zero. This condition shall not apply to an instrument of class I with d < 1 mg. In that 

case e shall uniformly ***The value of e, calculated following this rule, examples of indicating devices 

each with a differentiated scale division (**) last differentiated figure : 5 d = 0.01 g last differentiated 

figure : 8 d = 0.01 gor 0.02 g Figure 32-C Example of a auxillary indicating device (iv) M/n/mum capacity 

(v) The minimum capacity of the instrument Is determined in conformity with the requirements in Table 

17. Mfnimum number of verification scale Intervals for an instrument of class with d< 0.1 mg, n may be 

less than 50000. (6) Maximum permissible errors (i) Values of maximum permissible errors on 

verification/reverificat/on The maximum permissible errors allowed for increasing or decreasing loads 

shall be as given Table 20. are, for example, Maximum rmlss/b/e emors on verification/ re-verificatlon 

+0.5e +1.5e TABLE 20 For loads m express" in ærmcation scale intervals e Class I Class 11 Min sm S 50 

OOO Min < m E 5000 50000< m s 200000 5000 20 OOO 200000 < m 20000 slooooo 111 Min S 500 500 

< m < 2000 2000 < m S 10000 class W Min S m S 50 50 < m S 200 200 < m (ii) Values of maximum 

permissible errors in inspetion The maximum permissible errors during inspection shall be twice the 

maximum permissible errors allowed on verification. (iii) Basic rules concerning the determination of 

errors (a) Influence factors Errors shall be determined under normal test condition. When the effect of one 

factor is being evaluated, all other factors are to be kept relatively constant, at a value close to normal. (b) 

Maximum permissible errors for net values The maximum permlsslble errors apply to the net value of the 

load for every possible tare load, except preset tare values (c) Tare weighing device The maximum 

permissible error for a tare weighing device is the same, for any tare value as those of the instrument, for 

the same value of load. (7) Permissible difference between result Regardless of what variation of results is 
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permitted, the error of any single weighing result shall by itself not exceed the maximum permissible error 

for the given load. (i) Repeatabili5' The difference between the maximum and minimum results of several 

weighings of the same load shall not be greater than the absolute value of the maximum permissible error 

for the given load. (ii) Eccentric loading The Indications for different positions of a load shall meet the 

maximum permissible errors, when the Instrument is tested according to sub-paragraphs (a) to (d) of this 

paragraph. (a) Unless otherwise specified hereafter, a load corresponding to 1/3 of the sum of the 

maximum capacity and the corresponding maximum additive tare effect shall be applied. (b) On an 

instrument with a load receptor having n points of support, (Ill) 389 with n>4, the fraction l/(n-l) of the 

sum of the maximum capacity and the maximum additive tare effect shall be applied to each point of 

support. On an instument witl a bad receptor subject to minlmal off-centre loading (e.g. tank, hopper) a test 

load correspondlng to one-tenth of he sum of the maximum capacity and the maximum addidve tare effect 

shall be applied to each point or support. On an instrument used for weighing rolling loads (e.g. vehicle 

scale, rail suspension instrument) a rolling test load corresponding to the usual rolling load, the heaviest 

and the most concentrated one which may be weighted, but not exceeding 0.8 times the sum of the 

maximum capacity and the måximum additive tar effect, shall be applied at different points on the toad 

receptor. Multiple indicating devices For a given load the difference between the indications of multiple 

indicating devices including tare weighing device, shall be not greater than the absolute value of the 

maximum permissible error, but shall be zero between digital indicating or printing devices. Different 

positions of equilibrium The difference between two results obtained for the same load when the method 

of balancing the load is changed (in the case of an instrument fitted with a device for extending the self-

indication capacity) in two consecutive tests, shall not exceed the absolute value of the maximum 

permissible error for the applied load. (8) Discrimination Non-self indicating instrument An extra load 

equivalent to the value of the maximum permissible error for the applied load when gently placed or 

withdrawn from the instrument at equilibrium shall produce movement as required under sub-paragraph 

(1) of paragraph 6. Self or semi-self indicating instrument (a) Analogue indication An extra load 

equivalent to the 390 GAZETTE OF INDIA : EXTRAORDINARY [PART 11—SEC. 3(i)] maximum -

permissible error for .pplied load when: on {from Ethe :instrument at zequilibrium •Sha-ll cause a 

.permanent:displacement of the indicating element'.corresponding to 'than 50'.7 times the extra Joad. 

Anaddttonat.•loadequal to 1.4 times -the •actual, scale interval, when or •withdrawn from the qnstf.ument 

at equilibrium shall .•thange the iinitial :indicatbn. (9) Variation due to influence quant/tles and time An 

instrument shall comply, unless otherwise specified, with,sub-paragraphs (6), (7) and (8) of this paragraph 

under the conditions of (11) and (iii) of sub-paragraph (9) ofthis paragraph and addltlonally it shall comply 

with clauses (i) and (lv) of sub- paragraph (9) of this paragraph. (i) Tilting (a) For instrument of dass 11, Ill 

or IV liable to be tilted, the influence of tilting shall be determined under the effect of a lengthwise or 

transverse tilting equal to 2/1000 or corresponding to the limiting value of tiltlng marked on, or indicated 

by a level Indicator, whichever is the greater tilt. The absolute value of the difference between the 

indication of the instrument in iÉ reference position (not tilted) and the indication in the tilted position 

shall not exceed: — at no toad, two verification scale intervals, (the instrument having first been adjusted 

to zero at no load in its reference position) except instruments of class 11. — at self indication capaclty 

and at maxlmum capacity, the maximum permissible error (the Instrument having been adjusted to zero at 

no toad both in the reference and in the tilted position). An Instrument shali be fitted with a levelling 

device and a level indicator fixed firmly on the instrument in a place clearly visible to the user, unless the 

Instrument is: Note : (b) freely suspended, or installed in a fixed position, or complying with the 

requirements on tilting when tilted to 5% in any direction. The limiting value of the level indicator shall be 

obvious, so that tilting is easily noticed. Limiting value of tilting : Displacement of 2 mm from a central 

position. On a class I instrument, the limiting value of tilting shall correspond to a tilt of no more than 

2/1000 otherwise the Instrument shall meet the requirement for Instruments of class 11. (ii) Temperature 

(a) (b) (c) Prescribed temperature limits If no particular working temperature is stated in the descriptive 

markings of an Instrument, this instrument shall maintain its metrological properties within the following 

temperature limits: -100c + 400c Special temperature limits An instrument for which particular limits of 

working temperature are stated in the descriptive markings shall comply with the metrological 

requirements within those The limits may be chosen according to the application of the instrument. The 

ranges within those limits shall be at least equal to: 5 oc for instruments of class (I) 15 oc for instruments 
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of class (11) 30 oc for instruments of class (Ill) and Temperature effect on no-load indication The 

indication at zero or near zero shall not vary by more than one verification scale interval for a difference in 

ambient temperature of IOC for of class (I)and 50C for other classes. For multi-interval instruments and 

for multiple range instruments this applies to the smallest verification scale interval of the instrument. 

Mains power supply An instrument operated from a mains 3(i)] power supply shall comply with the 

metrological requirements if the power supply varies: in voltage from :—15% t0+10%of the value marked 

on the Instrument, in frequency : from—2% t0+2% of the value marked on the instrument, if alternate 

current is used. (iv) Time Ur-der reasonably constant environmental conditions, an instrument of class I, 

11 or Ill shall meet the following requirements. (a) When any load is kept on the instrument, the difference 

between the Indication obtained Immediately after placing a load and the indication observed during the 

following 30 minutes, shall not exceed 0.5 e. However, the difference between the indication obtalned at 

15 minutes and after that at 30 minutes shall not exceed 0.2 e, If these conditions are not met, the 

difference between the Indication obtained immediately after placing a load on the instrument and the 

indication observed durlng the following four hours shall not exceed the absolute value of the maximum 

permissible error at the load applied. (b) The deviation on returning to zero as soon as the indication has 

stabilized, after the removal of any toad which has remained on the instrument for one half hour, shall not 

exceed 0.5 e. For a multi-interval instrument, the deviation shall not exceed 0.5 q. On a multiple range 

instrument, the deviation on returning to zero from Maxi shall not exceed 0.5 el. Furthermore, after 

returning to zero from any load greater than Maxi and immediately after switchlng to the lowest weighing 

range, the indication near zero shall not vary by more than el during the following 5 minutes. (c) The 

durability error due to wear and tear shall not be greater than the value of the maximum permissible error. 

4. 391 Adherence to this requirement is assumed if the instrument has passed fre endurance test specified 

in paragraph 9, which shall be performed only for instrument with 100 kg. (10) Pattem evaluation tests 

Upon pattern evaluation, the tests given in paragraph 9 and Annexure A shall be performed, to verify 

adherence to the requirement in sub-paragraphs (6), (7)/ (8) and clauses (i) to (iv) of sub-paragraph (9) of 

this paragraph, sub-paragraph (5) and (6) of paragraph 4, sub-paragraph (3) of paragraph 5 and sub-

paragraph (1) of paragraph 6. The endurance test shall be performed after all Odier in paragraph 9 and 

Annexure A. rechnlcal •equirements for a self or seml- selflndlca&ng instrvmen& (1) Genera/ 

requiremenG of construction (i) Suitability (a) (b) (c) Suitability for application An instrument shall be 

designed to suit its intended purpose of use. Suitability for use An instrument shall be solidly and carefully 

constructed in order to ensure that it maintains its metrological qualities during a period of use. Suitability 

for verification An instrument shall permit the tests set out in this specification to be performed. In 

particular, load receptors shall be such that the standard masses can be deposited on them easily and In 

total safety. If weights cannot be placed, an additional support may be required. It must be possible to 

identify devices that have been subject to a separate type examination procedure (e.g. load cells, printers). 

(11) Security (a) Fraudulent use An instrument shall have no characteristics likely to facilitate its 

fraudulent use. 392 THE GAZETTE OF INDIA : EXTRAORDINARY (b) Accidental. breakdown and 

mal- adjustment An instrument shallbe soconstructed that an accidental .breakdown or a mal-adjustment of 

control elements likely to disturb iE arrect functioning cannot take place without 'its effect beingevident. 

(c) Controls Controls shall be so designed that they cannot:normally come to rest in positions other than 

those intended by {design, unless duhng the manoeuvre •all indication is made possible, keys shall be 

marked unambiguously. (d) Securing (Sealing) of components and pre-set controls An Instrument shall 

have provisions as .required by the director legal metrology, for securing components and preset controls 

to whlch access or adjustment likely to affect the metrological characterlstics of the Instrument, is possible. 

On a class I instrument devices to adjust sensitivity may remain unsecured. (e) Adjusü-nent If an 

instrument is fitted with an automatic or a semi-automatic span adjustment device, this device shall be 

incorporated inside the instrument. External influence upon this device shall be practically impossible after 

sealing. (f) Gravity compensation A gravity sensitive instrument may be equipped with a device for 

compensating the effects of gravity variation. After securing, external influence on or access to this device 

shall be practically impossible. [PART 11—SEC. (2) Indication of weighing resu/& (i) Quality of reading 

Reading of the results shatt be reliable, easy and unambiguous under conditions of normal use: the overall 

inaccuracy of reading of an analogue indicating device shall not exceed 0.2 e. the figures forming the 

results shall be of a size, shape and clarity for reading to be easy. Tie scale, numbering and printing shall 
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permit the figures which form the results to be read by simple juxtaposition: Provided that this requirement 

shall not be applicable in the case of steel yard type weighing instruments. Form of the indication 

Weighing results shall contain the names or symbols of the units of mass in which they are expressed, For 

any one indication of weight, only one unit of mass shall be used. The scale interval shall be in the fom 1 x 

10k, 2 x 10k or 10k, in which the result is expressed, the index k being a positive or negative whole 

number or equal to zero. Ali indicating, printing and tare weighing devices of an instrument shall, within 

any one weighing range, have the same scale jnterval for any given toad. A digital indication shall display 

at least one figure beginning at the extreme right. Where the scale interval is changed automatically the 

decimal sign shall maintain its position in the display. A decimal fraction shall be separated from its 

integer by a decimal sign (comma or dot), with the indication showing at least one figure to the left of the 

sign and alt figures to the Zero may be indicated by one zero to the extreme right, without a decimal sign. 

The unit of mass shall be chosen so that weight values have not more than one non-significant zero to the 

right. For values with decimal sign, the non-significant zero is allowed only in the third position after the 

decimal sign. Limits of indication There shall be no indication above Max + .9 e Approximate indication 

device The scale interval of an approximate indicating device shall be greater than Max/100 without being 

smaller than 393 20 e. This approximate device is considered as giving secondary indications. (v) 

Extending the range of self-indication on a semi-self-indicating instrument The extension intetval of the 

range of self- indication shall not be greater than the value of the self-indication capacity. (a) The scale 

interval of extension of the range of the self-indication should be equal to the apacity of self, indication 

(comparator instruments are excluded from this provision). (b) An extension device with accessible sliding 

poises is subject to the requirements of clause (ij) of sub- paragraph (2) of paragraph 6. (c) On an 

extension device with enclosed sliding poises or mass switching mechanisms each extension should 

involve an adequate change in the numbering. It should be possible to seal the housing and .the adjusting 

activities of the weights or masses. I f Ill I I I (3) Ana/gue indicating devte. The following requirements 

apply in addition to those in clause (i) to (iv) of sub-paragraph (2) of this paragraph. (I) Scale marks : 

Length and width Scale shall be designed and numbered so that reading the weighing results is easy and 

unambiguous. (b) Forms of scale marks. Scale marks shall consist of tines of equal thickness; this 

thickness should be constant and bebNeen 1/10 and 1/4 of the scale spacing, without being less than 

0.2mm. The length of the shortest scale mark should be at least equal to the scale spacing. Arrangements 

of scale marks Scale marks should be arranged in accordance with one of the sketches in Figure 32—D 

(the line joining the end of the scale marks optional). n n Figure 32 D—Examples of the application to 

rectilinear scales (c) Numbering On one scale, the scale Interval of numbering should be: —constant, —in 

the form 1 x 10k, 2 x 10k, 5 x 10k units (k being a positive or a negative whole number or equal to —not 

greater than 25 times as the scale interval of the instrument. If the scale is projected on a screen, at least 

two numbered scale marks Lt7Zt 4 b? // — 99 should appear wholly in the projected zone. The height of 

the number (real or apparent) expressed in millimetres should be not less than 3 times the minimum 

reading distance expressed in metre, without being less than 2 mm. This height should be proportional to 

the length of the scale mark to which it relates. The width of a number, measured parallel to the base of the 

scale, 394 THE GAZETTE OF INDIA : EXTRAORDINARY [PART 11—SEC. 3(i)] should Kbe.tess 

than .the distance between two consecutive numbered scale marks. (d) Indicating component The width of 

the pointer of the indicating components„ should be approximately equal to •that of the scale marks and of 

the 'léngth such that the tip.is åt least _level with the shortest mark. .The distancebetween the scale and tie 

pointer should be at tie most equal to the .scale spacing, without being greater than 2 mm. (ii) Scale 

spacing on an instrument of class (I) or (11); 1 mm for indicating devices; 0.25 mm for complementary 

indicating devices; 1.25 mm for dial indicating devices. 1.75 mm for optical projection Indicating devices. 

(iii) Limi&ofindication Stops shall be provided to limit the movement of the indicating component whilst 

allowing it to travel below zero and above the capacity of self-indication, This re-requirements does not 

apply to multi- revolution dial instruments. The stops limiting the movement of the jndjcatjng components 

should permit it to travel across zones of at least 4 scale spacings below zero and above he capacity of self-

indication (three zones are not provided with a scale on fan charts and on dials wJth a single revolution 

pointer they are called "blank zone"). (iv) æmp/ng Damping should achieve a stable indication within 5 

simple half periods of oscillation. Hydraulic damping elements sensitive to variations In temperature 

should be provided with an automotive regulating device or an easily accessible manual regulating deuce. 
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It should be Impossible for the fluid of hydraullc damping elements on portable instruments to spill when 

the instrument is inclined at 450. (4) Digital indicating and printing devices The following requirements 

apply in addition to those in clauses (i) to (v) of sub-paragraph (2) of this paragraph. Change of indication 

After a change in load, the previous indication shall not persist for longer than 1 second. Stable 

equilibrium Equilibrium is deemed to be stable when,— In case of printing and/or data storage, the 

requirement in clause (v) of sub- paragraph (4) of this paragraph are met, in case of zero or tare operations 

dauses ('v), (vi), (vii) of sub-paragraph (5) and (vlii) of sub-paragraph (6) of this paragraph, it is 

sufficiently close to the final equilibrium to allow a correct operation of the device within relevant 

accuracy requirements. Extended indicating déviæ An extended indicating device shall not be used on an 

instrument with a differentiated scale division. When an instrument is fitted with an • extended indicating 

device, displaying the Indication with a scale interval smaller than shall be possible only. during pressing a 

key, or for a period not exceeding 5 seconds after a manual command. In any case printing shall not be 

possible. Multiple use of indicating device Indications other than primary indication may be displayed in 

the same indicting device, provided that,— Quantities other than weight values are identified by the 

appropriate unit of measurement, or symbol thereof, or a special sign. Weight values that are not weighing 

results (sub-clause (i) through clause (iil) of sub-paragraph (2) of paragraph 5 Partl ) shall be clearly 

identified, or they may be djspJayed only temporarily on manual command and shall not be printed. No 

restrictions apply if the weighing mode Is made inoperative by a special command. 3(i)] (v) Printing 

device Printing shall be clear and permanent for the intended use, printed figures shall be at least 2 mm 

high. If printing takes place, the name or the symbol of the unit of measurement shall be either to the right 

of the value or above a column of values. Printing shall be impossible when the equilibrium is not stable. 

Stable equilibrium is considered to be achieved when over a period of 5 seconds following printout, no 

more than two adjacent values are indicated, one of which being the printed value. (vi) Memory storage 

device The storage of primary indications for subsequent indication, date transfer, totalizing, etc, shall be 

impossible when the equilibrium is not stable. The criterion of stabte equilibrium is the same as in clause 

(v) of sub-paragraph (4) of paragraph 4. (5) Zero setting and zero-tracking devices An instrument may 

have one or more zero- setting devices and shall have not more than one zero-tracking device. (i) 

Maximum effect The effect of any zero setting device shali not alter the maximum weighing capacity of 

the instrument. The overall effect of zero setting and zero tracking device shall be not more than 4% and of 

the (nitial zero setting device not more than 20% of the maximum capacity. (ii) Accuracy After zero 

setting, the effect of zero deviation on the result of the weighing shall be not more than 0.25 e; however, 

on an Instrument with auxiliary Indicating device this effect shall be not more than 0.5 d. (iii) Multiple 

range instrument Zero setting in any weighing range shall be effective also in the greater weighing ranges 

jf switching to a greater weighing range is possible while the instrument is loaded. (iv) Control of the zero 

setting device An instrument except an Instrument 395 according to sub-paras (13) and (14) of this 

paragraph, whether or not equipped with an initial zero-seting device, may have a combined semi-

automatic zero-setting device and a semi-automatic tare-balancing device operated by the same key. If an 

instrument has a zero device and a tare-weighing devlce, the control of the zero-setting device shall be 

separated from that of the. tare-weighing device. A semi-automatic zero setting device shall function only; 

and when the instrument is in stable equilibrium, it cancels any previous tare operation. Zero indicating 

device on an instrument with digital indication An instrument with digital indication shall have device that 

displays a special signal when the deviation from zero is not more than 0.25 e. This device may also work 

when zero is indicated after a tare operation. This device is not mandatory on an Instrument that has an 

auxiliary indicating or a zero-tracking device provided that the rate of zero tracking is not less than 0.25 

d/second. Automatic zero setting device An automatic zero-setting device shall operate only when,— the 

equilibrium is stable, and the indication has remained stable below zero at least 5 seconds. Zero tracking 

device A zero tracking device shall operate only when,— the indication is at zero, or at a negative net 

value equivalent to gross zero, and the equilibrium is stable, and the corrections are not more than 0.5 d/ 

second. When zero is indicated after a tare operation, the zero tracking device may operate within a range 

of 4% of max around the actual zero value. (6) 7bte deWce (I) General requirements : A tare device shall 

comply with the relevant provisions of sub-paragraph (1) through (4) of this paragraph. 396 THE 

GAZETTE OF INDIA : EXTRAORDINARY [PART IPSEC. 3(i)] (ii) Scale interval-: The scale interval 

of a tare-weighing device shall be equal to the scale interval of the instrument for any given load. (iii) 
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Accuracy : A tare device "Shall •permit setting the an accuracy better than: ± 0.25e for electronic 

instruments and any instrument with analogue indication. ± 0.25e for mechanical instruments with digital 

indication and instruments with auxiliary indication device. ± 0.5e for mechanical instruments with digitäl 

indication and instruments with auxiliary indication device. On a mufti-interval instrument e shall be 

replaced by el. (iv) Operating range The tare device shall be such that It cannot be used at or below its zero 

effect or above its maximum indicated effect. (v) Visibility of operation (vill) (ix) (x) Note : Operadon of 

the tare device shall be visibly indicated on the instrument. In the case of instruments with digital 

indication this shall be done by marking the indicated net value with the sign "NET" or "Net" or "net". If 

an instrument is equipped with a device that allows the gross values to be displayed temporarily while a 

tare device is in operation, the "NET" symbol disappears while the gross value is displayed. This is not 

required for an instrument with a combined semiautomatic zero-setting device and a semi-automatic tare- 

balancing device operated by the same key. (vi) Subtractive tare device : When the use of subtractive tare 

device does not allow the value of the residual weighing range to be known, a device shall prevent the use 

of the instrument above its maximum capacity or Indicate that this capacity has been reached. (vii) 

Multiple range instrument: On a multiple range instrument the tare operation shall be effective also in the 

greater weighing ranges, if switching to a greater weighing range is possible while the instrument is 

loaded. Semi-automatic or automatic tare devices These devices shall operate only when the instrument is 

in stable equilibrium. Combined zero settling and tare ZE/ancing device If the semi automatic zero setting 

device and semi automatic tare balancing device are operated by the same key; sub clause (11) and (v) of 

sub-paragraph (5) of this paragraph and if appropriate sub-clause (vil) of sub-paragraph (5) of this 

paragraph appty at any toad. Consecutive tare operations Repeat operation of a tare device is permitted. If 

more than one tare device is operative at the same time, tare weight values shall be clearly designated 

when indicated or printed. Printing of weighing results Gross weight values may be printed without any 

designation. designation by a symbol, only "G" is permitted. If only net weight values are printed without 

corresponding gross or tare values, they may be printed without any deignation. A symbol for designation 

shall be "N". This applies also where semi- automatic zero setting and seml- automatic tare balancing are 

initiated by the same key. Gross, net or tare values determined by a multiple range instrument or by a 

muJtj- interval instrument need not be marked by a special designation referring to the (partial) weighing 

range. If net weight values are printed together with the corresponding gross and/or tare values, the net and 

tare values shall at least be identified by the corresponding symbof "N" and "T". However, 'it is permitted 

to replace the symbols G, N, T by complete words. If net weight values and tare values determined by 

different tare devices are printed separately, they shall be suitably Identified. 11-auz 3(i)] (7) Presettare 

device (7)(i) Scale Interval Regardless of how a preset tare value is oduced into the device, its scale 

interval shall be equal or automatically rounded to the scale interval of the instrument. On a multiple range 

instrument, a preset tare value may only be transferred from one weighing range to another one with a 

larger verification scale interval but shall then be rounded to the latter. For a multiple interval instrument, 

the maximum preset tare value shall not be greater than Maxi and the indicated or printed, alculated net 

value shall be rounded to the scale interval of the instrument for the same net weight value. (ii) Modes of 

operation A preset tare device may be operated together with one or more tare devices provided that: 

clause (x) of sub-paragraph (6) of this paragraph is complied, and a Preset tare operation cannot be 

modified or cancelled as long as any tare device operated after the preset tare operation is still in use. 

preset tare devices may operate automatically only if the preset tare value is clearly identified with the load 

to be measured. (iii) Indication ofoperation For the indicating device clause (v) of sub- paragraph (6) of 

this paragraph applies. It shall be possible to indicate the preset tare value at least temporarily. Provisions 

of clause (xi) of sub-paragraph (6) of paragraph 4 applies accordingly provided that if the calculated net 

value is printed, at least the preset tare value is printed as well, with the exception of an instrument covered 

by sub-paragraphs (13), (14) or (16) of this paragraph. Preset tare values are designated by the symbol 

"PT"; however, it is permitted to replace the symbol "PT" by complete words. (8) Locking positions (i) 

Ptevenäon ofweighingou&idethe "weight"' psition If an instrument has one or more locking device, these 

devices shall only have two 397 stable positions corresponding to Mlocked" and "weigh"; and weighing 

shall only be possible in the "weigh" position. A "pre-weigh" position may exist on any instrument of class 

I or 11, except under sub-paragraphs (13), (15) or (16) of this paragraph. (ii) Indication ofposrtion The 

"locked" and "weigh" positions shall be clearly shown. (9) Auxiliary calibration devices (removable or 
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fixed) Devices with one or mote platform Tie nominal value of the ratio between the weights to be placed 

on the platform to balance a certain load and this load shall not be less than 1/5000 (it shall be visibly 

Indicated just above the platform). The value of the weights needed to balance a load equat to the 

verification scale interval shall be an integer multiple of O.Ig Numbered scale devices The scale interval of 

the auxiliary verification devices shall be equal to or smaller than 1/5 of the verification scale interval for 

which it is intended. (10) Selection of weighing ranges on a weighing scale on a multiple range instrument 

The range which is actually in operation shall be clearly indicated. (a) Manual selection of-the weighing 

range is allowed —from a smaller to a greater weighing range at any load; —from a greater to a smaller 

weighing range when there is no load on the load receptor and the indication is zero at a negative net 

value. The tare operation receptor shall be cancelled and the zero shall be set to ± 0.25 e both 

automatically. (11) Device for selection (or switching) tetween various load receptors—Load transmitting 

devices and various Joad measuring devices (i) Compensation of no load effect The selection device shall 

ensure compensation for the unequal no load effect 398 THE GAZETTE OF INDIA : 

EXTRAORDINARY range ± gram (kg, t) of the various "load •receptors-load transmitting devices, 

in..use. Zemsetting Zero: setting 'Of an •instrument with any multiple •tcombination of various toad 

measuting ,deVices and various load receptors •shall be possible without any .ambigutty and Jin 

accordance with the provisions Of sub-paragraph (5) of paragraph A. (iii) Impsslbl/Wof:weighing 

Weighing shall not be possible while selectbn devices are being used. (iv) Ident/flcat/on of the 

combination use Combination of load receptors ahd load measuring devices used shall be readily 

identifiable. (12) 'Plus" and "minus-comparative Instrument For the purpose of verification a "heavy" or 

"plus" and "light" or "minus" comparators instrument is consldered to be a semi-self indicating Instrument. 

(i) Distincåon "plus" and "minus" zone On an analogue indicating device, the zones situated on either side 

of zero shall be distinguished by "+" and "-1'. On a digital indicating device, an inscription nearer the 

indicating device shall be given. (11) about the correct zero position, tare, and pre-set tare operation, Zero 

setting device An Instrument for direct sale to the public shall not be fitted with a non-automatic zero 

setting device unless operated with a tool. Tare device A mechanical instrument with a weight receptor 

shall not be fitted with a tare device. An instrument shall not be fitted with a device which can recall the 

gross value while a tare or pre-set tare device is In operation. range (ii) Form of scale gram (kg, + . .. 

...gram Scale of a comparator instrument shall have at least one scale division dequal to e (d = e) on either 

side of zero. The corresponding value shall be shown at either end of the scale. (13) Addit/ona/ 

requirement for an instrument for direct sales to the pub/k The following requirements apply to an 

instrument of class 11, Ill, or IV with a maximum capacity not more than 100 kg capacity designed for 

direct sale to the public. (i) Primam Indication On an Instrument for direct sale to the publlc, the primary' 

indications are the weighing results and the information (b) (c) Non-automatic tare device A displacement 

of 5 mm of a point of the control shalt be at the most equal to one verification scale interval. Semi-

automatic tare devjce An instrument may be fitted with semi automatic tare device if— the action of the 

tare device does not permit the reduction of the tare; and their effect can only be cancelled when there is 

no load on the load receptor. In addjtjon, the instrument shall comply with at least one of the following 

requirements : the tare value is indicated permanently in a separate display, the tare value is indicated with 

a sign "-" (minus), when there is no load on the load receptor, or the effect of the device is cancelled 

automatically when the indication returns to zero when unloading the load receptor after the stable net 

weighing results greater than zero has been indicated. Automatic tare device An instrument shall not be 

fitted with an automatic tare devices. Preset tare device A preset tare device may be provided if the preset 

tare •value is indicated as a primary indication on a separate display .3(i)] which is clearly differentiated 

from the weight display sub-clause (b) of clause (iii) of sub-paragraph (13) of this paragraph, applies. It 

shall not be possible to operate a pre- set tare device, if a tare device is Tn use. Where a preset tare is 

associated with a price look up (PLU), the preset tare value may be cancelled at the same time, as the PLU 

is cancelled. (v) Impossibility of weighing It shalt be Impossible to weigh or to guide the Indicating 

element during the normal locking operation or during the normal operation of adding or subtracting 

weights. (vi) Visibility All primary Indications shall be displayed clearly and simultaneously to both the 

vendor and the customer. On digital devices that display primary indications, the numerical figures on 

either set shall be of the same dimension and at least IO mm high, with a tolerance of 0.5 mm On an 

instrument to be used with weights, it shall be, possible to distinguish the value of the weights. (vii) No 
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auxiliary and extended indicating device An instrument shall not be fitted with any auxiliary indicating 

device nor an extended indicating device. (viii) Instrument of class 11 An instrument of class 11 shall 

comply with the requirements given in sub-paragraph (9) of paragraph 3 for an Instrument of class Ill. (ix) 

Significant fault When a significant fault has been detected, a visible or audible alarm shall be provided for 

the customer, and data transmission to any peripheral equipment shall be prevented. This alarm shall 

continue until such time as the user takes action or the cause disappears. (x) Counting ratio The counting 

ratio on a mechanical counting Instrument shall be 1/10 or 1/100. 399 (14) Additiona/ requiremen& for an 

instrument ( ill) for direct sale to the public with price indication The following requirements are to be 

applied in addition to sub-para(13) of this Primary indications On a price indicating instrument, the 

supplementary primary indication are unit price and price to pay and if applicable, number, unit price and 

price to pay for non-weighed articles and price totals. Price charts, sudl as fan charts, are not subject to the 

requirements of this specification. Instrument with price scales For unit price and price-to-pay scales, sub- 

paragraph (2) of this and dauses (i) to (iii) of sub-paragraph (3) of this paragraph apply accordingly. The 

decimal shall be indicated to two places. Reading from price scales shall be so possible that the absolute 

value of the difference between the product of the indicated weight W and unit price U and the indicated 

price to pay P is not greater than the product of e and the unit price of that sca}e. IW.u- P Is e.U Price 

computing instrument (a) (b) (c) (d) The price to pay shall be calculated and rounded to the nearest interval 

of price to pay, by multiplication of weight and unit price, both as indicated by the instrument. The device 

which performs the calculations in any case considered a part of the instrument. The unit price is restricted 

to price/ 100g or price/kg. Notwithstanding. the provisions In clause (i) of sub-paragraph (4) of this 

paragraph, the indication of weight unit. price and price to pay, shall remain visible after the weight 

indication is stable and after any introduction of the unit price, for at least one second and while the load is 

on the load receptor. Notwithstanding the provisions In clause (i) of sub-paragraph (4) of this paragraph, 

these indications 400 THE•GAZEITE OF INDIA : EXTRAORDINARY . may rernain visible for not 

more than 3:seconds after •removing the load, ;provlded indication has' been stable before and the 

Indication would .otherwise be zero. As long as there Is a weight •indication -after iremoving the load, fit 

shall notbe .possible to introduce or -changea lunit price. (e) transaction performed by the linstrument 'is 

printed, weight, unit i.prtce price-to-pay shall all be vrinted. (f) 'The data may be stored in a memory .of 

the instrument before printing. same data shall not be printed b4.'ice on the ticket for the customer. 

Instrument that can be used for pr:ice labelling purpose, must comply with sub-paragraph (16) of this 

paragraph as well. [PART IPSEC. 3(i)] (iv) Spæialapplications ofa price computing instrum"t Only if all 

transaction performed by the instrument or by connected peripheral are printed on a ticket or label 

Intended for the customer, a price computing instrument may perform additional functions which facilitate 

trade and management. These functions shall not lead to confusion about the results of weighing and price 

computing. Other operations or indications not covered by the following provislons may be performed, 

provided that no Indication which could possibly be misunderstood as a primavy Indication, is presented to 

the customer. (a) Non-weighed articles An instrument may accept and record positive or negative prices to 

pay one of several non-weighed articles, provided the weight indication is zero or the weighing mode is 

made inoperative. The price-to-pay for one or more of such articles, shall be shown In the price- to-pay 

display. If the price to pay is calculated for more than one equal article, the number of such articles shall 

be shown on the weight display, without being possibly taken for a weight (d) (e) and the price for one 

article on the unit price display, supplementary display are used to show the number of articles and articles 

price. Totalization An instrument may totalize transaction on one or several tickets; the price total shall be 

indicated on the price-to-pay display and printed, accompanied by a special word or symbol, either at the 

end of the price-to-pay column or on a separate label ticket with appropriate reference to the commodities 

whose prices to pay have been totalized; all prices to pay that are totalized shall be printed and the price 

total shall be the algebraic sum of all these prices as printed. An instrument may totalize transaction 

performed on other instruments linked to it, directly or over metrologically controlled peripherals, and if 

the price-to-pay scale intervals of all connected instruments are identical. Multi-vendor operation An 

instrument may be designed to be used by more than one vendor or to serve more than one customer at the 

same time provided that the connection between the transactions and the relevant vendor or customer is 

appropriately identified. Cancellation An instrument may cancel previous transaction, where the 

transaction has already been printed, the relevant price-to-pay cancelled shall be printed with an 
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appropriate comment. If the transaction to the cancelled is displayed to the customer, it shall be clearly 

differentiated from normal transaction. Additional information An instrument may print additional 

information if this is clearly correlated to the transaction and does not interfere with the assignment of the 

weight value to the unit symbol. 401 (v) Se/fseMce Instrument A self sen./ice instrument need not have 

two sets of scales displayed. If a ticket or label is printed, the primary indications shall include a 

designation of the product when the instrument used to sell different products. (15) Instrumen& similar to 

one noma//y used for direct sale to the public An instrument similar to one normally used for direct sale to 

the public which does not comply with the provisions of sub-paragraphs (13) and (14) of this paragraph 

shall carry near the display, the indelible marking : "NOT TO BE USED FOR DIRECT SALE TO THE 

PUBLIC" (16) Price label//ng instrument Clause (vill) of sub-paragraph (13), sub- clauses (a) and (e) of 

clause (Ili) of sub- paragraph (14), sub-clause (a) of clause (iv) of sub-paragraph (14) and sub-dause (e) of 

dause (iv) of sub-paragraph (14) of this paragraph respectively apply. A price labelling instrument shall 

have at least one display for the weight. It may be used temporarily for set-up purpose such as supervision 

of setting. weight limits, unit price, preset tare values, commodity names, It shall be possible to verify, 

during use of the instruments, the actual values of unit price and preset tare value. Printing below 

minimum capacity shall not be possible. Printing of labels with fixed values of weight, unit price and 

price-to-pay is allowed provided that the weighing mode is made in-operative. (17) Mechan/ca/ counting 

instrument Mth unit- weight receptor For the purpose of verification, a counting instrument is considered 

to be a semi- self indicating instrument. (i) Indicating device To permit verification, a counting instrument 

shall have a scale with at least one scale division d = e on either side of zero, the corresponding value shall 

be shown on the scale. 5. (ii) Counting ratio The counting ratio shall be shown dearly just above each 

cöunting platform or each counting scale mark. Requlremen& elec&onjc instrumen& In addition to 

paragraphs 3 and 4, an electronic instrument shall comply with the following requirements. (1) Genera/ 

requiremenG Note: (lil) (iv) An electronic instrument shall be designed and manufactured such that when 

it is exposed to disturbances : either; (a) significant faults do not occur, or (b) significant are detected and 

acted upon. A fault equal to or smaller than eis allowed irrespective of the value of the error of Indication. 

The requirements in sub-paragraphs (6), (7), (8) and (9) of paragraph 3 and clause (i) of sub-paragraph (1) 

of this paragraph shall be met durably in accordance with the intended use of the instrument. A pattern of 

an eléctronic instrument Is presumed to comply with the requirements in clause (i) and sub-paragraph (1) 

and clause (ii).of sübrparagraph (3) of this paragraph, if it passes the examinations and tests specified in 

sub-paragraph (4) of this paragraph. The requiremenG in (i) of sub-paragraph (1) of this paragraph may be 

applied separately to— (a) each individual clause of significant fault, and/or; (b) each part of the electronic 

instrument The choice; where sub-clause (a) or (b) of clause (i) of sub-paragraph (1) of paragraph 5 is 

applied, is left to the manufacturer. (2) Acting upon significant fau/É When a significant fault has been 

detected, the instrument shall either be made Inoperative a visual or audible indication shall be provided 

automatically and shall continue until such time as the user takes action or the fault disappears. 1 402 THE 

GAZETTE OF INDIA : EXTRAORDINARY [PART IPSEC. 3(i)] (3) Functional (i) Upomswltch on 

(switch-on of indication), a special procedure shall be performed that shows all- relevant signs of the 

indicator Inthe active and non-active state sufficiently long to be checked by the operator. (ii) In addition 

to the sub-paragraph (9) Of paragraph 3 an electronic instrument shall comp!y •with the .requirements 

under relative:humldity of 85% at the upper limit of the temperature range. This is not applicable to an 

electronic instrument of class •I and of class 11, if els less than 1 g. (iii) Electronlc Instruments, dass I 

instruments exempted, shall be subjected to the span stability test specified in dause ('v) of sub- paragraph 

(4) of this paragraph. The error near maximum capability shall not exceed the maximum permissible error 

and the absolute value of the difference between the errors • obtained for any two measurements shall not 

exceed half the verificadon scale interval or half the value of the maximum permissible error, whichever Is 

greater. (iv) When an electronic instrument is subjected to the disturbances specified in clause (iii) of sub-

paragraph (4) of this paragraph, the difference between the weight indication without the disturbance 

(intrinsic error), shall not exceed e or the instruments shall detect and react to a significant fault. (v) 

During the warm-up time of an electronic instrument there shall be no Indication or transmission of the 

weighing result. (vi) An electronic instrument may be equipped Interchange point between an instrument 

and peripheral devices or other Instruments. (a) (b) (c) It shall not be possible to introduce into an 

instrument, through an interface, instructions or data intended or suitable to: display data that are not 
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clearly defined and could be mistaken for a weighing -result, falsify displayed, processed or stored 

weighing results, adjust the instrument or change any adjustment factor; however instructions may be 

given through the interface to carryout an adjustment procedure using a span adjustment device 

incorporated inside the instrument or for instruments jn class I, using an external standard mass, falsify 

primary indication displayed in case of direct sales to the publlc. An interface through the functions 

mentioned in sub-clause (a) of clause (vi) of sub-paragraph (3) of this paragraph cannot be performed or 

initiated, need not be secured. Other interface shall be secured as per sub-clause (d) of clause (ii) of the 

sub-paragraph (1) of paragraph 4. An interface intended to be connected to a peripheral device to which 

the requirements of this (Schedule) apply, shall transmit data relating to primary indication in such a 

manner that the peripheral device can meet the requirements. Note : with interfaces permitting the 

coupling of the instrument to any peripheral devices or other Instruments. An interface shall not allow the 

metrological functions of the Instruments measurement data to be inadmissibly influenced by the 

peripheral devices (for example computers), by other interconnected instruments, or by disturbances acting 

on the Interface. Functions that are performed or Initiated via an Interface shall meet the relevant 

requirements and conditions of clause (iv) of this sub-paragraph. An "interface" comprises ail mechanical, 

electrical and logic properties at the data (vii) A battery operated electronic instrument shall either 

continue to function correctly or not indicate any weight values, whenever the voltage is below the 

manufacturer's specified value. (4) PeMormance and span stability tests 7?st considerations : All electronic 

instruments of the same category, whether or not equipped with checking facilities, shall be subjected to 

the same performance test programme. State of instrument under test : Performance tests shall be carried 

out on fully operational equipment in its normal 3(i)] operational state or in a status, as similar as possible 

thereto. If an electronic instrument is equipped with an interface permitting the coupling of the instrument 

to externai equipment, the instrument shall, during the tests mentioned In sub-paragraphs (2), (3) and (4) of 

paragraph 3 of Annexure A be coupled to external equipment, as specified by the test procedure. (iii) 

ærfomanæ test Performance tests shall be performed according to paragraphs 2 and 3 of Annexure A. 

TABLE 43-A 403 (2) Indicating deviæ (i) Genera/provisbns. (a) Equilibrium]ndlcatlng component rest 

Static temperature Damp heat, steady state Power voltage variations Short time power reductions Bursts 

(transients) Electrostatic discharge Electromagnetic susceptibility Characteristic under test Influence factor 

Influence factor Influence factor Disturbance Disturbance Disturbance Disturbance (b) (c) If two indices 

are provided, with one fixed and another movable then the thickness of the two indicating components 

shall be equal and the distance between them shall not exceed their thickness. However, this distance may 

be equal to 1 mm, if •the thickness of the indices is less than this vatue. Securing It shall be possible to 

secure the sliding poises, the removable masses and the adjusting cavities or the housings of such devices 

as prescribed by Director. Printing If the device permits printing, this should be possible only if sliding 

bars or poises or a mass switching mechanism are each in a position corresponding to a whole number of 

scale divisions. Except for accessible sliding poises or bars, printing should be possible only if the 

equilibrium indicating component is in the reference position to within the nearest half scale interval. (iv) 

Span stability test Span stability test shall be performed according to paragraph 4 of Annexure A 
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6. Technical requirements for a non-self Indica&ng Ins&ument A non-self•indicating instrument 

shall comply, as far as applicable, with paragraphs 3 and 4.(1) Minimum sensitivity An extra load 

equivalent to the absolute value of-the maximum permissible error for the applied load, shall be placed on 

the instrument at equilibrium and shall cause a pemanent displacement of the Indicating element of at least 

1 mm for an instrument of class I or 11 2 mm for an instrument of class Ill or IV with Max. 30 kg 5 mm 

for an instrument of dass Ill or IV with Max. 30 kg The sensitivity tests shall be carried out by placing 

extra loads with a slight Impact in order to eliminate the effects of discrimination threshold. (11) Sliding 

poise device (b) (c) Form of scale marks On bars on which the scale interval is the verification scale 

interval of tie instrument, the scale marks shall consists of lines of constant thickness. On other major (or 

minor) bars, the scale marks shall consist of notches. Scale spacing The distance between scale marks shall 

not be less than 2 mm and be of sufficient length so that the normal machining tolerance for notcheS or 

scale marks does not cause an error in the weighing result exceeding 0.2 of the verification scale interval. 

Stops The displacement of sliding poises on major and minor bars shall be limited 404 THE GAZETTE 

OF INDIA : EXTRAORDINARY [PART 11—SEC. 3(i)] to the graduated part of major and minor bars. 

(d) Indicating component Each sliding poise device shall be provided with an indicating component. (e) 

Accessible sliding poise device •.There shall be no moving parts in sliding poises, except sliding minor 

:bars. •There shall be no cavity on sliding poises that could accidentally hold foreign bodies. It shall be 

possible to secure parts that are detachable. The displacement of sliding poises on major and minor bars 

shall requlre a certain effort. (iii) Indication by use of proportional weights The reduction ratios shall be in 

the 
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form 10k, k belng an integer or zero. On an Instrument intended for direct sale to the publlc, the height of 

the raised edge of the weights receptor platform should not exceed one-tenth of the greatest dimension of 

the platform, without being more than 25 mm. (3) Condition of construction (i) Equilibrium indicating 

compnent An instrument shall be provided with two moving indices or one moving indicating component 

and a fixed datum mark, the respective position of which Indicates the reference position of equilibrium. 

On an instrument of class Ill or IV designed to be used for direct sale to the public, the Indices shall allow 

the equilibrium to be seen from the opposite sides of the Instrument. (ii) Knives, bearings and friction 

plates. (a) IYpes of connection Levers shall be fitted with knives only and these shall be pivoted on 

bearings. The llne of contact of the knives and bearing shall be a straight line. Counter beams shall be 

pivoted on knife edges. (b) Knives The knives shall be fitted to the (c) (d) levers in such a way that the 

invariability of the ratios of the lever arms is assured. They shall not be welded or soldered. The edges of 

the knives of one and the same lever shall be practically parallel and shall be situated in one Bearings : -

The bearings shall not be welded or soldered to their supports or in their mountings, It shall be possible for 

bearings of an instrument wlth ratio platforms and steelyards to oscillate in all directions on their supports 

or in their mountings. On such instuments and- disconnection devices shall prevent the disconnection of 

aråculated parts. Friction plates : The longitudinai play of the knives shall be limited by friction plates. 

There shall be point contact between knife and friction plates and it shall be situated on the extension of 

the line(s) of contact between knife and bearing(s). The friction plate shall form a plane through the point 

of contact with the knife and its plane shall be perpendicular to the line of the contact between knife and 

bearing. It shall not be welded or soldered to the bearings or their support. (iii) (v) HaMrzs Contact parts of 

knives, bearings, friction plates, inter levers, inter lever supports and links shall have a hardness of at least 

58 Rockwell C. Protecüve cæting A protective coating may be applied to the parts in contact of jointed 

components provided that this does not lead to changes of metrological properties. rare devices No 

instrument shall be fitted with a tare device. (4) Simple sliding poise instrument (steelyard) (I) General (a) 

Scale marks : ne scale marks shall be lines or notches, either on the edge, or on the flat of the graduated 

shank. The minimum scale spacing is 2 mm between notches and 4 mm between lines. (b)' Pivots : The 

load per unit length on the knives shall be not more than 10 kg/mm. The bores of bearing in the form of an 

annulus shall have a diameter at least equal to 1.5 times the largest dimension of the cross section of the 

knife. (c) Equilibrium indicating component The length of the equilibrium indicating component, if 

provided taken from the edge of the fulcrum knife-edge of the instrument, shall be not fess than 1/15 of the 

length of the graduated part of the major sliding poise bar. (d) Distinctive mark The head and the sliding 

poise of an Instrument with detachable sliding poises shall bear the same distinctive mark. (ii) Instrument 

with single capacity (a) Minimum distance between knife- edges The minimum distance between knife-

edges is,— 25 mm for maximum capacities less than or equal to 30 kg. 20 mm for maximum capacities 

exceeding 30 kg. (b) Graduation The graduation shall extend from zero to the maximum capacity. (c) Zero 

setting If an instrument of class Ill or IV is provided with a zero-setting device, this Shal! be a captive 

screw or nut arrangement with a maximum effect of 4 verification scale intervals per revolution. (5) 

Instrument with a /oad measuring device with accessible sliding poises (of steelyard type) (i) Genera/ The 

provisions of sub-paragraph (2) of paragraph 6 relating to load measuring 4 69/1—1 e 2 (iii) (iv) (vi) (vii) 

405 devices with accessible sliding poises shall be observed. Range of numberéd scale Te numbered scale 

of the instrument shall permit continuous weighing from zero to the maximum capacity. Minimum scale 

spacing The scale spacing ix of the different bars ix 2 dx/(e x 0.05) mm but ix 2mm Ratio platform If an 

instrument is provided with a ratio platform for extending the indicating range of the numbered scale, the 

ratio between the value of the weights placed on the platform to balance a load and the load itself shall be 

1/10 or 1/100. This ratio shall be indicated legibly and on the beam in a position close to the ratio platform, 

in the form 1 : IO, 1 : 100 or 1/10, 1/100. Zero setting An instrument shall have a zero-setting device 

consisting : either of a cup with greatly convex cover or of a captive screw or nut arrangement with a 

maximum effect of 4 verification scale intervals per revolution. Locking of the beam An instrument shall 

have a manual device for locking the beam, the action of which prevents the equilibrium indices 

coinciding when at rest. Wooden parts If certain parts of an instrument, such as the frame, the platform or 

the board are of wood, this shall be dry and free from defects. It shall be covered with a paint or an 

effective protective varnish. No nails shall be used for the final assembly of wooden parts 
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7. Marking of an instrument (1) Descriptive markings instruments Shal! carry, in Order, the 

following markings : (i) Compulsory in a// cases manufacturer's mark, or name written in 406 THE 

GAZETTE OF INDIA : EXTRAORDINARY indication of accuracy class in the 
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form counting ratio on a counting instrument - range of plus/minus indication of a digital 

comparator instrument [PART [I—SEC. 3(i)] in the form 1 : ...mg/g/kg/t for special accuracy for high 

accuracy for medium accuracy for ordinary accuracy - maximum capacity in the form - minimum capacity 

in the form - vertfiædon scale intetval in frefom (ii) Compulsow/fapp/icab/e 1 11 111 Max Min - mark of 

manufacturer's agent for •an imported instrument, - identification mark on each unit of an instrument 

consisting of separate but associated units. - pattern approval mark, - scale interval if d< e maximum 

additional tare effect - maximum subtractive tare effect if different from Max - maximum safe load in the 

form d = in the form T = + in the form T = - ... in the form Lim = (iii) (a) - the special temperature in the 

form oc/ limits within which the instrument complies with the prescribed conditions of correct operation 

Presentation of descriptive markings -The descriptive marklng shall be indelible and of a size shape and 

clarity allowing easy reading. They shalt be grouped together in a dearly visible place either on a 

descriptive plate fixed to an instrument, or on a part of the instrument itself. The markings:Max........,..... d 

if d e and Accuracy class....... shall also be shown near the display of the result if they are not already 

located It shall be possible to seal the plate bearing the descriptive marking. Markings in special cases : In 

special case, some of the markings shall be in the form of a table as illustrated below:— For an instrument 

with For a multi-intetva/ instrunænt Max 2/5/15 kg Min 20 g e = 1/2/5 g (b) Dimensions : For an 

Instrument with more than one weighing range (WI, h) Max 20 kg Min 200 g 100 kg 1 kg 50 g Max 1000 

g weighing ranges in different classes 5000 g 40 g When several plates are placed one abdve the other (as 

for example in the case of an instrument consisting of several separate devices) they should be of the same 

width. This common width is fixed at 80 mm. (c) Fixing : The plate shall be fixed by rivets or screws with 

one of the rivets of red copper or material having qualities recognised as similar. It should be possible to 

secure the head of one of the screws by means of a lead cap inserted in a device that cannot be dismantled. 

The diameter of the rivet or of the lead cap should be able to accommodate a stamp 4 mm in diameter. (d) 

Dimension of the letters : The height of capital letters should be at least 2 mm, (tv) Spedfic cases (a) 

Instrument having several load receptors and toad measuring devices Each load measuring device which Is 

connected or can be connected to one or (2) more load receptors, shall bear the descriptive markings 

reladng to these viz. identificatioh mark, maximum capacity, minimum capacity, verification scale interval 

and if appropriate, maximum safe load and maximum additive tare effect. (b) Instruments consisting of 

separately built main parts If main pare cannot be exchanged without altering the metrological 

characteristics of the instrument, each unit shall have an identficatlon mark which shall be repeated in the 

descriptive markings. Verification marks (i) Pasitlon An Instrument shall have a place for the application 

of verification marks. This place shall,— be such that the part on which it is located cannot be removed 

from the instrument without damaging the marks allow easy application of the marks without changing the 

metrological qualities of the instrument be visible without the instrument having to be moved, when it is in 

servlce. (ii) Mounäng An instrument required to bear verification marks shall have a verification mark 

support, at the place provided for above, which ensures the conservation of the marks: (a) When the mark 

is of the self-adhesive type, a space shall be provided on the instrument for the application of the mark. (1) 

Verification (i) Visual inspection Before testing, the instrument shall be visually Inspected for 

metrological characteristics, i.e., accuracy class, Min, Max e, d. prescribed inscription and position for 

veriflcatlon and control marks. (iii) 407 model approval number wherever applicable. rests Tests shall be 

carried out to verify compliance with the following requirements : clause (i) of sub-para (6) of paragraph 

3—Value of maximum permissible error, sub-clauses (b) and (c) of clause (iii) of sub-paragraph (6) of 

paragraph 3—Maximum permissible error for net and tare values, clause (ii) of sub-paragraph (6) of 

paragraph 3—Scale interval of the tare weighing device, dause (iii) of sub-paragraph (7) of paragraph 4 

operation of the tare device shall be visible. clause (i) of sub-paragraph (7) of paragraph 3 repeatability (3 

weighing on classes Ill and IV and 6 weighing for I and 11) clause (ii) of sub-paragraph (7) of paragraph 

3-Eccentric loading sub-paragraph (8) of paragraph 3— Discrimination Stamping Verification shall be 

testified by verification marks. All components whose dismantling or maladjustment might alter the 

metrological characteristics of the instrument should be secured by a seal. (Z) Inspection During inspection 

the following tests shall be carried : - maximum permissible error; clause (i) of sub-paragraph (6) of 

paragraph 3, - Eccentric loading; clause (ii)- of sub- paragraph (7) of paragraph 3, - the seal applied during 

verification shall remain intact. 9. rest procedure during verification and Inspection (1) Evaluation of error 

At a certain load L, the indicated value, I Is noted. Additional weights of say 1/10 e are successively added 
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until the 408 GAZETTE INDIA : EXTRAORDINARY indicatiomof the instrumentiis increased 

unambiguously by •.one •interval (I + e). i The addjtjonalZload added to the load receptor.gives 

the:indication P, by using the formula The error Is P -L s:mpe [PART [I—SEC. 3(i)] Unload in reverse 

order to zero, i.e. unload the weights and determine the change over point. Place the weights back and 

remove the substitution material until the same changeover point is reached. Repeat this procedure until 

no-load is reached. (5) Tare (l) We weighing Weighing tests shall be performed at least at two different 

tare values. At least 5 steps may be selected including Min. loads close to values at which mpe changes 

and the value close to the maximum possible load (or maximum additive Ere if provided). (6) Ecæntricity 

test (2) WeighS (i) standard.weightsused for verification of an•instrumentshall not have an error greater 

than 1/3 of the maximum pemlsslble.error of the instrument for the applled.load. (ii) Substitution of 

standard weights : While verifying Instrument with maximum of I tonne and more, instead of standard 

weights, any other constant load may be used, provided that standard weights of at least 1 tonne or 50% of 

maximum, whichever is greater, is used. (3) Weighing tes& Apply test loads from zero up to and including 

Max. and similarly remove the test loads back to zero. During verification 5 test loads shall be selected and 

during inspection 3 test loads. ne test loads selected shall Include Max., Min and values at or near those at 

which the maximum permissible error changes. When loadlng or unloading, the weights shall be 

progressively Increased or decreased. If the instrument Is provided with an automatic zero setting device, it 

shall remain In operation durlng test. Error is calculated as given in sub-para (I).above. (4) Weighing test 

using subsätutlon method Apply the test loads from zero up to and including maximum portion of the 

standard weights. Determine the error and then remove the weights so that the no load indication, or in the 

case of an Instrument with a zero tracking device, the Indication of say 10e, Is reached. Substitute the 

previous weights with substitution material until the same changeover point, as used for the determining of 

the error is reached. Repeat the above procedure until Max. of the instrument is reached. ( ill) Large 

weights should be used in preference to several small weights. The load shall be applied centrally in the 

segment If several weights are used. The locationof the load shall be marked on a sketch in the report. The 

automatic zero-setting device shall not remain in operation during the sets. Instrument with load receptor 

having not more than four poine of supgn-t The four quarter segments roughly equal to 1/4 of the surface 

of the load receptor shall be loaded in turn. Ihstruments with a load receptor having more than four points 

of support The load shall be applied over each support on an area of the same order of the magnitude as the 

fraction of l/n of the surface area of the load receptor, where n Is the number of points of support. 

Instument with /æd reæptor (tank, hoprr) The load shall be applied to each point of support. Instrument 

used for weighing rolling loads A rolling load shall be applied at different positions on the load receptor. 

These positions shall be at the beginning, the middle and at the end of the load receptor In the normal 

driving direction. The positions shall then be tested in the reverse direction. (7) D/scrim/nat/on test The 

following tests shall be performed with three different toads, i.e. Mint 1/2 load and Max. (i) Non-

se/f/nd/æffon andana/gue Ind/caffon An extra load shall be placed gently on or removed from the load 

receptor while the instrument Is at equilibrium, (ii) Digna/ Indication : A load plus sufficient additional 

weights (say 10 times 1/10 of e) shall be placed on the load receptor. The additional weights shall then be 

removed until the indication, I is decreased unambiguously by one actual scale interval i.e. I-d. One of the 

addltlonai shall be replaced and a load equal to 1.4 e shall then be placed gently on the load receptor and 

give a result, increased by one actual scale interval above the initial Indication, i.e. 1+d. (8) Repeatability 

test Two series of weighing shall be performed; one at 1/2 load and the other at max. Readings shall be 

taken when the instrument is loaded and unloaded. (9) Creep test Load the Instrument close to Max. Take 

one reading as soon as the Indlcadon has stabilized and then note the Indication while the load remains on 

the Instrument for a perlod of four hours. During this test the temperature should not vary more than 20C. 

The test may be terminated after 30 minutes If the indication differs less than 0.5e during the first 30 

minutes and the difference beMeen 15 and 30 minutes is less than 0.2e. (10) Zero return test The deviation 

in the zero indication before and after a period of loading with a load close to Max for half an hour, shall 

be determined. The reading shall be taken as soon as the indication has stabilized. For multiple range 

instruments, continue to read the zero indication during the following 5 minutes after the indication has 

stabilized. 409 If fre instrument is provided with automatic zero-setting or zero-tracking, it shall not be in 

operation. Test for the stability of equilibrium (instruments with printing and/or data storage devices) Load 

the instrument up to 50 per cent of Max. Manually disturb the equilibrium and Initiate the command for 
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data printing or data storage as soon as possible. Read the indicated value 5 seconds after printing. Perform 

the test 5 times. (11) Influence fåctors (D ruting The instrument shall be tilted both forwards and 

backwards longitudinally, and from side to side transversely. In the text that follows, class 11 instrument 

Intended for direct sates to the public are designated class 11* and class 11 Instrument not intended for 

direct sale to the public are designated class 11. In practice the tests (no load and loaded) can be combined 

as follows : After zero setting in the reference position, the indication is determined at no load and at the 

two test loads. The instrument is then unloaded and tilted (without a new zero setting), after which the 

indication at no load and at the two test loads are determined. This procedure is repeated for each of the 

tilting directions. In order to determine the influence of tilting on the loaded instrument, the Indication 

obtained at each tilt shall be corrected for the deviation from zero which the instrument had prior to 

loading. If the instrument is provided with automatic zero-setting or zero tracking, it shall not be in 

operation. (a) Tilting at no-load (class 11* , Ill and The instrument shall be set to zero in its reference 

position (not tilted). The instrument shall then be tilted longitudinally up to 2/1000 or the limiting value of 

the level indicator, 410 GAZETTE OF INDIA : EXTRAORDINARY whichever is greater. The zero 

Indication. is noted. The test shall be repeated with transverse tilting. (b) Tilting when loaded (class 11, 

11* , Ill Thelnstrument shall be set to zero in its reference position and two weighlngs 'Shall be carrled out 

at a 'load.close to the lowest load where ithe maximum permissible error •Changes, and at a load close to 

Max. Theinstrument is then unbaded and tilted longitudinally and set to zero. The tilting shait be 2/1000 or 

the •limiting value of the level Indicator, whichever is greater. Weighing tests as described above shall be 

performed. The test shall be repeated with transverse tilting. (c) Tilting class I instrument : The Instrument 

shall be tilted longitudinally up to the limiting value of the level indicator. Check the tilt. ReRat with 

transverse tJItlng. If the tilt is not greater than 2/1000, no further testing Is required. Otherwise test as per 

"tiitlng when (b) above. (d) Instrument without level Indicator : For an instrument liable to be tilted and 

not fitted with a level indicator as given in (a) and (b) shall be performed except that the instrument shall 

be tilted 5% instead of 0.2%, [PART IPSEC. 3(i)] of the operating manual for the time following 

connection to the mains shall be observed. (13) Temperature tes& See Figure 32 E for practical approach 

to performing the temperature tests. (I) Static temperature tests : The test consists of exposure of the 

equipments under test (EUT) to constant temperatures within the range stated under free air conditions, for 

a 2 hour period after the EUT has reached temperature stability. The weighing tests (loading and 

unloading) shall be carried out The at a reference temperature (normally 200C but for class I instruments 

the mean value of the specified temperature limits); at the specified high temperature; at the specified low 

temperature or at a temperature of 50C if the specified low temperature is below 100C; and at the 

reference temperature. change of temperature shall not (12) Warm up time test An instrument using 

electrlc power be disconnected from the supply for a period of at least 8 hours prior to the test. The 

instrument shall then be connected and switched on and as soon as the indication has stabilized, the 

instrument shall be set to zero and the error at zero shall be determined. Caåcuiatfon of error shall be 

made. The instrument shall be loaded with a load close to Max. These observations shali be repeated after 

5, 15 and 30 minutes. For Instruments of class I, the provisions exceed IOC/min during heating and 

cooling down. For class I instruments changes in barometric pressure shall be taken into account. The 

absolute humidity of the test atmosphere shall not exceed 20 g/m3, unless the operating manual gives 

different specifications. Temperature effect on the no-load indication : The instrument shall be set to zero 

and then changed to the prescribed highest and lowest temperature as weli as at 50C If applicable. After 

stabilisation the error of the zero indication shall be determined. The change in zero indication per IOC 

(class I) instrument or per 50C (other Instruments) shall be calculated. The changes of these errors per IOC 

(class I Instruments) or per 50C (other Instruments) shall be calculated for any ovo consecutive 

temperature of this test. Note : 3(i)] This test may be performed together with the temperature test. The 

errors at zero shall then be additionally determined immediately before changing to the next temperature 

and after the 2 hour period after the instrument has reached stability at this temperature. Pre-loadlng is not 

allowed before these measurements. If the instrument is provided with automatic zero-setting or zero-

tracking, it shall not be in operation. 411 (14) Voltage variation Stabilize the EUT under constant 

environmental conditions. The test consists of subjecting the EUT to variations of AC mains voltage. The 

test shall be performed with test loads of IOe and a load between 1/2 Max and Max. Test severity : Voltage 

variations : upper V + Lower limit V Where V is the value marked on the Instrument. Maximum allowable 
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variations : All functions shall operate as designed, and all indications shall be within the maximum 

permissible errors. If the instrument is provided with an automaäc zero-setting or a zero tracking device, it 

may be in operation during the test. (15) Endurance test : (Applicable only to instruments of class 11, Ill 

endurance test shall be performed after all other tests. Under normal conditions of use, the instrument shall 

be subjected to the repetitive loading and unloading of a load approximately equal to 50% of Max. The bad 

shall be applied 100 000 times. Ille frequency and speed of application shall be such that the instrument 

attains an equilibrium when loaded and when unloaded. The force of the load applied shall not exceed the 

force ablned In a nomat loading operation. A weighing test in accordance with the Drocedure shall be 

performed before the endurance test is started to obtain the intrinsic error. A weighing test shall be 

performed after the completion of the loadings to determine the durability error due to wear and tear. Ifthe 

Instrument is provided with automatic zero-setting or zero-tracking device it may be in operation during 

the test. FIGURE 32 E Proposed test sequence for tests given in clauses (i) and (ii) of sub-paragraph (13) 

of Paragraph 9 of Pan-11 (temperature test where the temperature limits are +400C / IOOC) Annex-A 

ADDmONAL IE-STS FOR ELECFRONIC INSTRUMENTS FOR MODEL APPROVAL General 

requlmmen& for electronic instrumen& under test (EUT) Energise the EUT for a time period equal to or 

greater than the warm up time specified by the manufacturer and maintain the EUT energised for the 

duration of the test. Adjust the EUT as closely as practicable to zero prior to each test, and do not re-adjust 

it at any time during the test, except to reset it If a significant fault has been indicated. The deviation of the 

no-load indication due to any test condition shall be recorded, and any load indication shall be corrected 

accordingly to obtain the weighing result. 412 THE GAZETTE OF INDIA : EXTRAORDINARY [PART 

11—SEC. 3(i)] The handlingof the Instrument shell be such that no condensation of water occurs on the 

instrument: Z PeMormance tes& for influence lactom 2(1) Static temperatures. 2(2) Damp heat, steady 

state (not applicable to class I instrument or class 11 Instruments where e Is less than 1 gram). Test 

procedure in brief : The test consists of exposure of the EUT to a constant temperature and a constant 

relative humidity. The EUT shall be tested with at least five different test loads. o at the reference 

temperature (20 oc or the mean value of the temperature range whenever 200C is •outside this range) and a 

relative humidity of 50% following conditioning. o at the high temperature of the range specified In clause 

(ii) of sub-paragraph (9) of paragraph 3 of Part 11 and a relative humidity of 85%, two days following 

temperature and humidity stabilization, and o at the reference temperature and relative humidity of 50%. 

Maximum allowable variations : All functions shall operate as designed. All indications shall be within 

maximum permissible errors. 3, Power voltage variations Performance tests for disturbances (1) Short time 

power reductions Test procure in brief : Stabilize the EUT under constant environmental conditions. A test 

generator capable of reducing the amplitude of one or more half cycles (at zero crossings) or the AC mains 

voltage shall be used. The test generator shall be adjusted before connecting the EUT. The mains voltage 

reduction shall be repeated ten times with an Interval of at least 10 seconds. The test shall be performed 

with test loads of 10e and a load between 1/2 Max and Max. Test severity Reductions 100% to the 

disturbance and the indication without the disturbance shau either not exceeds eor the instrument shall 

detect and react to a significant fault. (2) Burst (3) Number of half cycles 2 Maximum allowable variations 

: The difference between the weight indlcation due The test consists in exposing the EUT to specified 

bursts of voltage spikes. Before any test stabilize the EUT under constant environmental conditions. The 

test shall be applied separately to: power supply lines, 1/0 circuits and communications lines, if any. The 

test shall be performed with test loads of 10 eand a load between 1/2 Max and Max. Test severity : Open 

circuit output test voltage for: o power supply lines 1 kV 1/0 signal 1, data and oontrol tines 0.5kV. 

Maximum allowable variations : The difference between the weight indication due to the disturbance and 

the indication without the disturbance shall either not exceeds e or the instrument shall detect and react to a 

significant fault. Electrostatic discharge The test, consists in exposing the EUT to specified, direct and 

indirect, electrostatic distharges. This test includes the paint penetration method, if appropriate, for direct 

discharges the air discharge shall be used where the contact discharge method cannot be applied. Before 

any test stabilize the EUT under constant environmental conditions. At least 10 direct discharges and 10 

Indirect discharges shall be applied. The time interval between successive discharges shall be at least 10 

seconds. The test shall be performed with test loads of 10e and a load between 1/2 Max. and Max. 

Maximum allowable variations : The dlfference between the weight indication due to the disturbance and 

the indication without the disturbance shall either not exceeds e or the instrument shall detect and react to a 
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significant fault. 3(i)] (4) Immunity to radiated ele&omagnetic fields The test consists in exposing the 

EUT to specified electromagnetic fields. Before any test, stabilize the EUT under constant environmental 

conditions. The EUT shall be exposed to electromagnetic fields of the strength and character as specified 

by the severity level. The test shall be performed witl one small test load only : Frequency range 26-1000 

Field strength Modulation 3 Wm AM 1 kHzsine wave 413 Test load : Near Max : The same test weights 

shall be used throughout this test. Number of measurement at least 8. Test sequence : Stablllze all factors 

at sufficiently constant ambient conditions. Adjust the Elfl as close to zero as possible. Automatic zero-

tracking shall be made Inoperative and automatic bullt In span adjustment device shall be made operative. 

Appty ute test weight(s) and detemined the error. At the first measurement Immediately repeat •zeroing 

and loading four times to determine the average value of the en-or. For une next measurements perform 

only one unless either the result is outside the specifed tolerance or the range of the five readings of the 

initial measurements Is more than 0. le. Record the following data:— Maximum allowable varlatlons : The 

difference between the weight indication due to the disturbance and the Indlcation without the disturbance 

either shall not exceed e or the instrument shall detect and react to a significant fault. 4, Span stability test 

(Not applicable to class I instruments) Test procedure In brief : The test consists in obsen.'ing the 

variations of the error of the El.n under sufficiently constant ambient conditions (reasonably constant 

conditions In a normal laboratory environment) at various intervals before, during and after the EUT has 

been subjected to performance tests. The performance test shall Include the temperature test and If 

applicable, the damp heat test; they shall not Include any endurance test; other performance test in thls 

Annexure and In paragraph 9 shall be performed. The EUT shall be disconnected from the mains power 

supply, or battery supply where fitted, two times for at least 8 hours during the perlod of the test. The 

number of disconnections be Increased If the manufacturer specified so or at the discretion of the approval 

authority in the absence of any such specification. For the conduct of this test the manufacturer's operating 

instructions shall be considered, The EUT shall be stabilised at sufficiently constant, amblent conditions 

after swltch-on for at least 5 hours, but at least 16 hours after the temperature and damp heat test have been 

performed. Test duration : 28 days or the period necessary for the performance tesG to be carried out, 

whichever is shorter. Time between measurements : Between 1/2 and 10 days. (a) (b) (c) (d) (e) data and 

time temperature barometric pressure relative humidiö' test load Indication errors changes in test locations 

and apply all necessary corrections resulting from variations of temperature, pressure, etc. beueen the 

various measurements. Allow full recovery of the EUT before any other test is performed. Maximum 

allowable variations The variation in the errors of indication shall not exceed half the verification scale 

interval or half the absolute value of the maximum permissible error on initial verification or the test load 

applied, whichever is greater, on any of the n measurements. Where the difference of the results indicate a 

trend more than half the allowable variation specified above, the test shall be continued until the trend 

comes to rest or reverses itself, or until the error exceeds the maximum allowable variation. sa•1EmJ1.E 

HEADING-B (See rule 13) GENER.AL REQ1-n.B4ENTS 1. Category Weighing instruments of the 

folbwing categories are included in this Part: (a) Beam Scales (b) Counter Machines 414 THE GAZETTE 

OF INDIA : EXTRAORDINARY [PART IPSEC. (a) Weighing instruments shall Ebe of such materials, 

design and construction that under normal conditions of.service: (i) They maintain accuracy. (ii) They 

function•satisfactorlly without the need forTrequent •adjustnent. (iii) Excessive stresses •do not develop In 

the vitalparts. (b) The pivots, :knife-edges and bearings, wherever •used shall be of agate or suitable; 

hardmatenal or of suitable quality steel. The steel knife-edges and bearings shall have ithe hardness 

spedfied below: (i) For beam scale of clasæs C and D and wlth capacities 10kg. and below not less than 54 

Rockwell C. (ii) other weighing instruments-60 to 66 Rockwell C. (c) The pivots, knife-edges and bearings 

shall be against corrosion and dirt. (a) All weighing Instruments shali cany the following markings:— (i) 

manufacturer's name, or his registered trade mark. (ii) to weight kg, or g as appropriate. (iii) dass, 

wherever applicable. Note : The manufacturer's name or registered trade marks shall be such as will not be 

mistaken for the stamp or seal of the verification authority. (b) -The markings shall be indelible and of a 

size, shape and clarity allowing easy reading under normal conditions of use of the instruments. (c) All 

numerals appearing on weighing instruments shall be international form of Indian numeral 

4. Sealing All weighing instruments shall be provided by the manufacturers with a plug or stud of 

soft metal to receive the stamp or seal of the verification authority.Such plug or stud shall be provided 
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in a conspicuous part of the Instrument and shall be made in such a manner as to prevent its removal 

without obliterating the seal 

PART 1 BEAM SCALES 1. Definitions (a) Beam Scale—A weighing instrument with equal arms having 

three knife edges, three bearings, an indicator (pointer) in the centre, and pans suspended from the end 

knife-edges. (b) (c) (d) (e) Sensitivity figure—It is expressed in terms of milligrams per division. 

Sensitiveness—It is expressed as the least weight, required to be added to or removed from one of the 

pans, to cause a visible displacement of the pointer from its position of equilibrium. Note : 1. Sensitivity 

figures shall be determined only for those beani scales which have a pointer with sector plate. For other 

beam scales the sensitiveness test shall apply 

2. All class 'A' beam scales shall be provided with a pointer with sector plate or the scale.Error (Due 

to inequality of arms)—The error due to inequality of arms of a beam scale under specified load conditions 

Is equal to the mass of the additional weights required to bring to equipoise the balance, carrying weights 

of equal masses In the pans. Greatest Error (Due to Inequality of Arms)—The greatest error due to 

Inequality of arms is the error determined with two weights each equal to the capacity (full load) of the 

balance 
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2. Classes and Capacides (a) (b) (c) Beam scales shall be of any one of the four classes namely, A, B, 

C or D, based on limits for sensitivity figure/sensitiveness and greatest error specified in Tables 21-A 

to 21-D, respectively.Beam scales of the different classes shall be of one of the capacities mentioned in 

21-A to 21-Dt The trades for which the different classes of scales may be used are: Class of Scale Use A B 

C D * Commercial assay and in 'Dharam Kantar for verifying the weights of bullion and precious stones. 

Precious stones, jewels, pearls, bullion, precious metals, saffron and similar expensive commodities, 

chemists and druggists preparations, perfumery, etc. Base metals and commodities such as cereals, tea, 

coffee, tobacco, jute, cotton, dry fruits, spices, oil seeds, etc. Weighment of cheaper commodities such as 

scrap iron, fuel, wood, charcoal, vegetables, etc. Shg/e pan balances may also be used in place of Class A 

or B beam xa/es. (For tests to be conducted on sud) balances sæ annexure at the end of this part.) TABLE 

21 A LIMITS FOR SENSITIVITY FIGURE AND GREATEST ERROR FOR BEAM SCALES Class 'A' 

Verification Capacity .1 20 g 50 g 200 g 500 g 1 kg 2 kg Capacity 1 10 g Sens/tlvity figure per d/v/s/on of 

scale at no load and at full load 2 mg 0.02 0.05 0.10 0.20 0.50 1 2 5 10 20 30 50 100 200 Greatest error 

a/lowed when fully loaded* 3 mg • 0.04 0.10 0.20 1 2 4 10 20 40 60 100 200 400 TABLE 21 B Inspection 

Senslt/v/ty figure per division of scale at no /æd and at full load 4 mg 0.06 0.15 0.30 0.60 1.5 3 6 15 30 60 

90 150 300 600 LIMITS FOR SENSITIVENESS AND GREATEST ERRORS FOR BEAM SCALES 

Class 'B' Verification Sensitiveness at fu// load 2 1 mg 2 mg 3 mg Greatest error allowed when fully 

loaded 3 2 mg 4 mg 6 mg Inspection Sensitiveness at full Joad 4 3 mg 6 mg 9 mg 415 Greatest error 

allowed when fu//y loaded 5 mg 0.08 0.20 0.40 0.80 2 4 8 20 40 80 120 200 400 800 Greatest error 

allowed when fully loaded 5 4 mg 8 mg 12 mg 416 1 15 mg 20 g 30 mg 50 g 10 mg 60 mg 100 g 20 mg 90 

mg 200 g 30 mg 100 mg 150 mg 500 g 50 mg 1 kg 100 mg 200 mg 300 mg 400 mg 600 mg 5 kg 600 mg 

900 mg 100 kg 200 kg Capacity 1 100 g 100 mg 200 mg 400 mg 200 g 200 mg 500 mg 500 g 1 kg 5 kg 

200 kg 300 kg 500 kg tooo kg THE GAZETTE OF INDIA : EXTRAORDINARY 2 5 .mg 200 mg 300 mg 

500 mg 10 g 3 10 mg 20 mg 40 mg 60 mg lg 10 g 20 g TABLE 21 C 4 1.5 g 15 g 30 g [PART 11—SEC. 5 

20 mg 40 mg 80 mg 120 mg 200 mg 400 mg 800 mg 1.2 g 20 g 40 g OF SENSITIVENESS AND 

GREATEST ERRORS FOR BEAM SCALES Verification Sensitiveness at full /æd 2 10 g 15 g 25 g 50 g 

75 g 100 g Greatest error allowed when fully loaded 3 lg 10 g 20 g 30 g 50 g 100 g 200 g 300 g Inspection 

Sensitiveness at fu//y load 4 300 mg 600 mg 1.5 g 15 g 30 g 45 g 75 g 300 g Greatest error allowed when 

fully loaded 5 400 mg 800 mg 12 g 20 g 40 g 60 g 100 g 200 g 300 g 400 g 600 g 3(i)] Capacity TABLE 

21 D LIMITS OF SENSHWENESS AND GREATEST ERRORS FOR BEAM SCALES Class 'D' 

Verification Greatest error allowed when fully loaded kg 1 5 10 20 50 100 200 300 500 1000 3. Materials 

Sensitiveness at full load g 2 5 10 20 30 50 100 150 200 300 g 3 10 20 40 60 100 200 300 600 4. 

Inspection Sensitiveness at full load g 4 15 30 60 90 150 300 450 600 900 417 Greatest error allowed 

when fully loaded g 5 20 40 80 120 200 400 600 800 1200 (c) (a) Material for Class A Beam Scales—

Class A beam scales shall be made of non-magnetic materials only, except knife-edges and bearings. (b) 

Material for other Class of Beam Scales— Beams and pans shall be made of stainless steel, mild steel, 

brass or bronze. Aluminium alloy may be used in balances, having a capacity of not more than 50g. The 

pans of Class B beam scales may be made of glass also. In the case of beam scales of Classes C and D, 

pans of hard-wood shall be permitted for capacities 100 kg. and above. The pans of beam scales, when 

made of timber, shall be adequately reinforced and protected against wear. BEAM Suspension—Pans shall 

be suspended from the beam by metal chains through stirrups, hooks or rings. In the case of Class B beam 

scales of capacity 100 g or less, the pans may be suSpended by silk or nylon threads. Ail mild steel parts 

used In beam scales shall be suitably protected against rust. Construction (a) Knife-edges and Bearings (i) 

The knife-edges and bearings used in beam scales shall be of one of the following types:— Agate-box—

Wherein agates bearings are fitted in a brass or iron box, with side holes which permit the projecting ends 

of the knife-edges to pass into the boxes and rest on or rise to their bearings (See Fig- 33 A). AGATE 

BOX BEAM FIGURE-33 A 469 les 418 THE GAZETTE OF INDIA : EXTRAORDINARY [PART [I—

SEC. 3(i)] Dutch-end—Wherein the end bearings are fixed • ashackle (See Figure- 33 B) inside plates 

bolted together across thebeam to 
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form DITCH-END BEAM FIGURE-33B Swan-neck—Wherein the ends are curved and slotted, the 

bottom of the slot forming a knife-edge, the extremities of Ble beam being widened in direction at right 

angles to its length so that the base of the slot is parallel to the central knife-edge (See Figure SWAN 

NECK BEAM FIGURE-33C Continuous knife-edgeQWhereIn the knife- edges bear along their whole 

length (See Fig 33 D) BEAM CONIINUOUS KNIFE FIGURE 33 D 3(i)] (ii) Class A beam scales shall 

have continuous knife-edges and shall be provided with means for relieving all the knife-edges from the 

bearings. (iii) Class B, beam scale shall not have swan- neck fittings. (b) Glass Every beam scale of Class 

A shall be provided with a glass case. It shall also be provided with bubble or a plumb line and levelling 

screws to facilitate levelling of the instrument. TABLE 21 E 419 (c) Leading Dimensions No dimensions 

have been spedfied for Class A beam scales. Beam sale of Classes B, C and D shall have the leading 

dimensions specified in Tables 21 E to 21 1 and Figure 33 E to 33 1 as applicable to within the tolerances 

specified In 4(d). For Class C beam scales ofgapacltles 5 kg and below fixed hooks may also be provided. 

LEADING DIMENSIONS OF BEAM Class B (with pointer above the beam) Opacity 1 10 g 20 g 50 g 

100 g 200 g 500 g 1 kg 2 kg 5 kg 100 kg 200 kg 200 g 500 g 1 kg 100 kg Length beWveen ends (Nominal) 

2 mm FLAT TYPE 70 95 110 120 135 150 170 200 250 300 450 500 600 750 1000 1250 Depth at the 

centre (Nominal) D 3 mm 10 12 15 20 22 25 25 30 40 45 50 58 58 100 110 125 OPEN (BRIDGE) TYPE 

170 260 310 350 450 500 600 750 1000 25 37 44 48 60 70 80 120 150 Thickness of plate at the centre 

(Nominal) 4 mm 2 2 2 3 3 4 5 5 6 6 6 8 10 15 18 25 5 5 5 5 6 8 10 15 20 THE GAZETTE OF : 

EXTRAORDINARY [PART H—SEC. 3(i)] 420 TABLE 21 F LEADING DIMEN50NS OF BEAM Class 

B (Flat and Open Pattern Type with pointer below the beam) Capacity 200 g 500 g 100 kg 200 kg 

Capacity 200 g 500 g 100 kg 200 kg 300 kg 500 kg 1000 kg Length between the ends (Nominal) 150g 235 

300 320 800 1250 Depth at the centre (Nominal) TABLE 21 G LEADING DIMENÄONS OF BEAM 

Class C (Swan Neck Type) Thickness of plate at the centre knife edge (Nominal) Thickness of plate at the 

centre knife edge (Nominal) Length between the ends (Nominal) 200 1200 1350 1650 1800 2000 Depth at 

the centre (NominaD 200 TABLE 21 H LEADING DIMENSIONS OF BEAM Class C (Dutch End Wpe) 

Capacity 1 200 g 500 g 1 kg 2 kg 100 kg 200 kg 300 kg 500 kg 1000 kg Capacity 1 kg 5 10 20 50 100 200 

300 DETACHABLE FLAT HOOKS 500 1000 Length between end knife-edges (Nominal) 2 mm 150 200 

300 350 450 450 600 750 900 1050 1350 1650 Depth at the centre (Nominal) 3 mm 35 40 40 45 45 70 75 

75 80 120 133 142 192 203 TABLE 21 1 LEADING Length between the end knife-edges (Nominal) 2 mm 

Class 'D' Depth at the centre (Nominal) 3 mm SWAN-NECK WITH FIXED FLAT HOOKS 550 600 750 

900 1200 1350 1650 1800 2000 —-106 70 80 108 116 138 148 154 178 200 421 Thickness of plate at the 

knife-edge (Nominal) 4 mm 4 5 6 6 6 6 8 8 8 14 16 16 20 25 Thickness of plate at the centre (Nominal) 4 

mm 6 6 6 8 14 16 18 25 32 422 THE GAZETTE OF INDIA : EXTRAORDINARY BEAM SCALE 

CLASS B (FLAT TYPE) FIGURE-33 E . SEAL [PART 11-—SEC. 3(i)] SECTION SECTION XX x x x 

SEAL BEAM SCALE CLASS C (DUTCH END TYPE) SEAL SECTION XX o BEAM SCALE CLASS 

C (SWAN NECK WITH SEPARABLE FLAT HOOKS FIGURE 33 G 423 FIGURE-33 G SEAL x 

BEAM SCALE CLASS B (OPEN PATTERN TYPE) FIGURE-33H 5 TO 10 MM x SECTION XX x 

APROX 2 HOLES APROX BEAM SCALE CLASS D (SWAN-NECK WITH FIXED FLAT HOOKS) 

FIGURE 33 1 Note : Class D beam sales shall be distinguished from Class C scale by the existence of two 

Identical holes 5 to 10 mm in diameter through the beam, one on either side of the central knife-edge. (d) 

Permissible variation in Dimensions—The dimensions of the beam scales shall notvary by more than 10 

per cent of the dimensions prescribed In Täbles 21 E to 211. (e) Attachment for Adjusting the Balance ofa 

Beam scale—Beam scales of Classes B, C and D may be provided with a balance ball or balance box 

securely attached to one of the suspended chains or. pans in such a manner that it is not possible to alter it 

easily. The balance ball or balance box shall not be so large as to contain more loose material 424 THE 

GAZETTE OF INDIA : EXTRAORDINARY than an amount exceeding one: percent in weight ofthe 

capacity of beam scales under 100 kg or an amount exceeding. r kg for beam scale of.capaclty 100 kgand 

above. [PART IPSEC. 3 (g) (f) Arrangement adjusting sensitivity figure— Beam scales of Class,'A shall 

be provided with an attachment for adjusting the sensitivity figure. Beam scales of other classes shall not 

be provided with an attachment to adjust their sensitiveness. For the purposes of postal transactions Class 

C beam scales may be provided with an open type pan as illustrated in Figure 33 J. OPEN TYPE PAN 

FIGURE 33 J 5. Tess (a) Test for sensitivity figure or sensltiveness Only -Class 'A' beam scales shall be 

tested for sensitivity figure. The sensitivity figure shali be determined at zero and full loads and shall 
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comply with the requirements specified in Table 43-8, Beam scales other than Class 'A' shall be tested for 

sensitiveness at full bad only and shall comply with the requirements specified in Tables 43-C to 43-E. (i) 

Class A Beam Scales—For determining the sensitivity figure of a Class A beam scale at no load, the beam 

scale shall be properly balanced without any load in the pans. A small weight whose mass Is accurately 

known shall be put on one of the pans. This small weight shall be so chosen that the turning points of the 

pointer remain within the reading Index. The rest point shali be determined by the usual oscillation 

method. The weight shall then be transferred to the other pan and the second rest point shall be 

determined. If the rest points shift by 'n' divisions on the scale and if the mass of the test weight is 'w' mg., 

the sensitivity figure 's' in milligrams per division, at no load, is given by the relation: s = 2w/n. A similar 

test with appropriate weights in each pan representing the full capacity of the beam scale, shall be 

performed to determine the sensitivity figure of the beam iCale at fuli load. (ii) Class A beam scales 2g to 

20g—As it is not practicable to make weights of denominations smaller than one milligram, the sensitivity 

figure of beam scales of smaller capacities, that is, from 2 g to 20 g shall be determined by means of a pair 

of weights, each weight having a mass of approximately 5 mg. The difference in the masses of the two 

weights of the pair shall be adjusted to be of the order of 0.05 mg, 0.12 mg., 0.25 mg, or 0.5 mg depending 

on the beam scale under test* that is, for testing 2 g, 5 g, 10 g or 20 g, beam scale, respectively. This 

difference should be known accurately. After balancing the beam scale at zero load, one of the two weights 

in the pair shall be put on the right pan and the other weight on the left pan. The rest point shall be 

determined. The two weights shall then be inter-changed and the second rest point shall be similarly 

determined. If the rest point shifts by 'n' divisions and if the 3(i)] difference between the masses of the two 

test weight is 'w' mg., the sensitivity figure 's' of the beam scale in milligrams per division at zero load is 

given by the relation: s = 2w/n. To determine the sensitivity figure of the beam scale at full load a similar 

test shall be performed with weights equal to the maximum capacity of the beam scale in each pan. (iii) 

Beam scales other than dass ..4—Pans of a beam scale other than Class A, shall be loaded with weights 

representing Its full capacity and the scale is balanced. Weights of such mass shall then be added on one of 

the pans as may move the tip of the pointer from its equilibrium posltlon by an appreciable distance. After 

removing these weights the same test shall be repeated on the other pan and the weights required for 

moving the tip of the pointer by the same distance on the other side of the equilibrium posidon shall then 

be added. If these weights are denoted by 'WI' and 'w2' respectively, the sensitiveness "s" of the beam 

scale is given by the relation: 2 2 (b) Inawa/ity ofArms Test (i) Class A Beam Scale—The error due to 

inequality of arm of Class A beam scale shall be determined by the following method. The beam scale 

shall be properly balanced without any load in the pans. The rest point (Ro) shall be determined by the 

usual oscillation method. After arresting the beam both the pans shall be loaded with equal weights of 

same material and representing the full apadty of the beam scale. The beam scale shall then be properly 

balanced by adding small weights. The rest point (RI) shall be determined by the oscillation method. After 

arresting the beam, the loads, including the small weights, shall be interchanged and scale balanced again 

by putting additional weights (m), if necessary' on one of the pans. The rest point (RO shall again be 

determined. The error (E) caused due to Inequality of the arms of the scale is given by 2 2 where S is the 

sensitivity figure of the beam scale. 97 q Q //71/—107 425 (ii) æamscalesotherthan aassA—In the case of 

beam with fixed hooks the beam with hooks but without chålns and pans shall be checked for balance. If 

detachable hooks are provided the beam alone shall be checked. The loose hooks shall then be attached 

and the assembly checked for balance. The chains and pans shall then be attached In the case of both the 

types of balances and checked again for balance. After checking at no load, each of the pans shall be 

loaded with weighG equal to the maximum capacity of the beam scale and the scale shall be balanced. The 

loads thereon shall then the interchanged and the beam scale balanced again by adding necessary weights 

on one of the pans. The additional weight shall be equal to twice the error due to inequality of arms of the 

beam. In the case of beams with attached hooks, the loads shall be interchanged along with the chains, and 

pans and In the case of beams with detachable hooks the loads shall be interchanged along with the hook 

chains and pans. (lil) The figure so obtained shall be halved to determine the error at full-load. These 

should be within the limits specified in Täbles 43-8 to 43-E. (c) Shift Test—Beam scales other than Class 

A. With the pans loaded to half the capacity, no appreciable difference in the accuracy of the instrument 

shall result from moving the knife-edges or bearings laterally or backwards and forwards within their 

limits of movement. Similarly when the above load is moved to any position on the pan, the difference 
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shown shall not be appreciable. Note : The words 'appreciable difference' shall mean 'a dlfference which 

can be detected', but the Legal Metrology Officer should exercise his discretion in each particular case. 6. 

*allng All beam scales shall be provided by the manufacturer with a plug/plugs or stud/studs of soft metal 

to receive the stamp or seal of the verification authorlW. Such plug/plugs or stud/studs shall be provided in 

a conspicuous position and shall be made in such a manner as to prevent its removal without obliterating 

the seal/seals. MND(UR.E Tess for single pan balances 

1. Sensitiveness—The balance shall be tested for sensitiveness near zero, middle and extreme position of 

the projection scale under three conditions 426 THE GAZETTE OF INDIA : EXTRAORDINARY [PART 

11—SEC. 3(i)] of loading namely no load, half load and full load. The balance shall be.such so as to 

record the change in mass of the order of 1- sub-division of the projection scale accurately within the 

limits of the value equivalent to the least count otthe vernier or micrometre scale if provided, otherwise 

.within Ihaif a division of the projection scale 

2. Accuracy ofprojection scale—Theaccuracy of the projection scale shall beexamined at 10 points of the 

scale underthree different conditions of loading namely at no load, half load and full load. The maximum 

error at any point shall notexceed the value of the one half-sub-divisionof the projection scale, if no vernier 

or micrometer scale is provided or two divisions of the vernier or micrometre scale 

3. Consistency of performance—Ten consecutive readings shall be noted by releasing and arresting the 

balance in the unloaded condition followed by another ten readings when the balance is in fully loaded 

condition. The standard deviation from the mean of the rest point shall be calculated separately for each 

condition, which in no case shall exceed half the division of the projection scale if no vernier or 

micrometer scale is provided or two divisions of the vernier or micrometer scale. PART n - COUNTER 

MACHINES 1. DennWon A counter machine is an equal arm weighing instrument of capacity not 

exceeding 50 kg, the pans of which are above the beam. Figure 33 K illustrates a typical counter machine. 

FIGURE 33 K 2. Capacities The machines may be of the following maximum capacities:— 5009, Ikg, 

2kg, 3kg, 5kgr 10kg, 15kg, 20kg, 25kg, 30kg and 50kg 

3. General Requlæmen& (a) When the beam of body has sides, they shall be connected further by 

not less than (b) two cross-bars.The supports for the pans shall be of a suitable rigid structure such as 

cross members strengthened by straps. Central pieces or forks shaii be fixed so that they are not twisted or 

dislocated. Bearing surfaces, knife-edges and points of contact of all stays, hooks and loops shall be of 

hard steel or agate. The knife-edges and bearings shall be so fitted as to allow the 3(i)] beam to move 

freely. The knee-edges shall rest upon the bearings along the whole length of their working part. (c) A 

counter machine may have a balance box for minor adjustments. In such a case, the balance box shall be 

permanently fixed beneath the weight pan and shall be large enough to contain loose material to an amount 

upto one per cent of the capacity of the machine. No other adjusting contrivance shall be used. (d) The 

pans may be made of any suitable material such as mild steel, stainless steel, brass or bronze, aluminium or 

its alloys, porcelain, enamel coated steel, glass or plastic material. They may be of any convenient shape. 

(e) The minimum fall of the extremities of the beam, either way, of counter machlnes shall be as 

follows:— Capdty 500 g, 1 kg and 2 kg 3 kg, 5kg, 10 kg, 15 kg 20 kg, 25 kg and 30 kg 4. Tests Minimum 

fall 6 mm 10 mm 12 mm 13 mm (a) The machine shall be tested on a horizontal level plane. (b) 

Sensitiveness and Error (i) The machine shall be tested for sensltiveness at full load with the beam in a 

horizontal posltlon. The TABLE 21 427 addition of the webht specified in col. 2 or 4 as the gase may be of 

Table 21 J shall cause the pointer to have a displacement corresponding to the minimum limits specified In 

paragraph 3(e). The error that is the weight required to bring the beam of the instrument to- horizontal 

position when fully Ibaded with weights each equal to its apacity on boti pans shall not exceed the limits 

specified in cols. 3 and 5 as the case may be of Table 21 JK. Shift Test When the goods pan is in the form 

of a scoop, the counter machine shall be correct to the prescribed limits of error if half the full load is 

placed against the middle of the back of the scoop and the other half at any position on the scoop. When 

the goods pan is not in the fom ofa scoop, the counter machine shall indicate the same weight within half 

the prescribed limits of error, if the centre of a load equal to half the capacity placed on the goods pan Is 

moved any where within a distance from the centre equat to one-third of the length of the pan. If the pan 

has a vertical side against the middle of that side, the weight being entirely on the weight pan, but in any 

position on it. SENSITIVENESS AND MAXIMUM PERMISSIBLE ERRORS FOR COUNTER 
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MACHINES Capacity 1 500 g 1 kg 2 kg 3 kg Sensitiveness when fully loaded 2 2.0 g 3.0 g 4.0 g 6.0 g 7.0 

g 8.0 g 9.0 g Verification Maximum permissible error, in excess or deficiency, when fully loaded 3 2.2 g 

3.0 g 4.5 g 6.0 g 9.0 g Inspection Sensitiveness when fully loaded 4 4.5 g 6.0 g 9.0 g Maximum 

permissible error in excess or deficiency, when fully loaded 5 4.5 g 6.0 g 9.0 g 428 THE GAZETTE OF 

•INDIA : EXTRAORDINARY (ii) Aprons SEC. .3(i)] Each machineshall.•be provided with a:tplug or 

stud of soft metal on a corispicuous part of the beam or body.to receive the stamp verification authority. 

Such a-plug. or :stud :shall •be made irremovable by undercutting-it or by some suitable method. 

SEVENTHSCHEDULE HEADING—C Al.rOMATIC RAIL -WEIGHBRIDGES PARTI 

TERMINOLOGY (Terms and de6nfBons) 1, æneral ±flnldons (1) Weighing •instrument Measuring 

instrument that serves to determine the mass of a load by using the action of gravity. (2) Automatic 

weighing instrument An instrument that weighs without the intervention of an operator and follows a 

predetermined program of automatic processes characteristic of the Instrument. (3) Rail-weighbridge : A 

weighing Instrument having a load receptor, inclusive of rails for conveying railway vehicles. (4) 

Electronic instrument An instrument equipped with electronic devices. (5) Contd Instrument A non-

automatlc weighing instrument used to determine the mass of a reference wagon. (6) Weigh zone Zone in 

which a wagon must be located when it is weighed 

2. Cons&ucdon : In tlis Recommendation the tem "devioe" is applied to any part which uses any 

means to perform one or more specific functions.(1) Load receptor The part of the weigh zone that Is 

intended to , receive the load and which realizes a change in the balance of the instrument when a load is 

placed upon it. (i) Multiple load receptors Two or more load receptors placed in series that are used as a 

single load receptor for full draught weighing. The parts of the weigh zone that are not the load receptor 

nor part of the load receptor. (2) Electmn/c device A device comprised of electronic subassemblies and 

performing a specific function. An electronic device is usually manufactured as a separate unit and is 

capable of being independently tested. (i) Electronic sub-assembly A part of an electronic device 

comprised of electronic components and having a recognizable function of its own. (il) 

E/ætoniccomponent Tle smallest physical entity that uses electron or hole conduction in semiconductors, 

gases, or in a vacuum. (3) Indicating device The part of the instrument that displays the value of a 

weighing result in units of mass. (4) Ancillary devices (a) (b) (c) Zero-setting device The means used to set 

to zero the weight indicating device when the load receptor is empty: Non-automatic zero-setting device : 

A zero- setting device that must be operated manually. Semi-automatic zero-setäng device : A zero- setting 

device that operates automatically following a manual command. Automatic zero-setting device : A zero- 

setting device that operates automatically and without the intervention of an operator. Printing deviæ The 

means to print the weight values of wagons weighed on the instrument and/or a summation of those wagon 

weights 

3. Mehloglcal (1) Weighing Full draught weighing Weighing a wagon that is entirely supported on 

the load receptor(s).Partial weighing Weighing a wagon in two or more parts on the same load receptor. 

The results are automatically added to indicate or print the wagon weight. (iii) Welghlng-ln-moäon (Wim) 

Weighing objects that are in motion. 429 two consecutive indicated or printed values for digital indication. 

(i) Scale interval for stationary load : scale interval used for static tests. (5) Speed (a) (b) (c) Uncoupled 

wagon weighing : Weighing-in-motion of wagons that travel independently across a load receptor. (This is 

usually achieved by means of an incline of the approach to the load receptor) Coupled wagon weighing : 

Weighing-in-motion of a train of coupled wagons to obtain a weight Indication or printout of the 

individual wagons. Train weighing : Weighing-in-motion of a number of coupled wagons to obtain a 

totalized weight of all the wagon weights. (iii) (iv) Maximum operating speed : The greatest velocity of a 

wagon that the instrument is designed to weigh-in-motion and above which the weighing results may be 

subject to an excessive relative error. Minimum operating speed : The lowest velocity of a wagon that the 

instrument is designed to weigh-ln-motion and below which the weighing results may be subject to an 

excessive relatlve error. Range of operating speeds : The difference between the mlnimum and maximum 

operating speeds at which a wagon may be weighed-in-motion. Maximum transit speed : The maximum 

speed that a railway vehlcte can travel on the weigh zone without producing a permanent shift In the 

performance characteristics of a weighing instrument beyond those specified. (iv) Static weighing 

Weighing a wagon while stationary and uncoupled to obtain a weight for the purposes of testing. (i) 

Maximum capacity (Max) The largest load that an instrument is designed to weigh-in-motion without 



LEGAL METROLOGY (GENERAL) RULE, 2011 

63 / 207 

totalizing. (ii) Minimum capacity (Min) The load below which a weighing-in-motion result before 

totalizing may be subject to an excessive relative error. (3) Wagon weight (i) Maximum wagon weight The 

largest in-motion installation is approved particular site. (ii) Minimum wagon weight load that the to 

weigh for a The wagon weight below which a weighing- in-motion result may be subject to an excessive 

relative error. (4) Scale Interval (d) A value expressed in units of mass for weighing- in-motion that is the 

difference between: the values corresponding to two consecuUve scale marks for analogue indication, or u 

7 C/ 4691' (6) Warm-up time The time between the moment that power is applied to an instrument and the 

•moment at which the Instrument is capable of complying with the requirements, (7) Durability Ability of 

an instrument to maintain Its performance characteristics over a period of use 

4. Indlcatlons and errors (1) Methods of indicaffon Ana/cyue indication : An indication allowing the 

determination of an equilibrium position to a fraction of the scale interval.Digital Indication : An 

indication in which the scale marks are a sequence of aligned figures that do not permit interpolation to a 

fraction of a scale interval. (2) Errors (i) Ermr(ofindication) : The indication of an instrument minus the 

(conventional) true value of the mass. 430 (ii) Intrinsic-error : GAZETTE OF INDIA : 

EXTRAORDINARY 5. Influenæ quanäty [PART [I—SEC. 3(i)] The error of an instrument.under 

reference conditions (iii) Initialintr/nslcerror : The Intrinsic error 'Of .an instrument as determined.prior:to 

performance tests and durability evaluations. (iv) Fault: The difference between the error of indication 

and.théintrinsic error of a weighing instrument. Note i: Principally, a fault is the result of an undesired 

change of data contained in or flowlngthrough an electronic instrument. Note 2.: From the definition it 

follows that in this specification a "fault" is a numerical value. (v) Significmtfau/t : A fault greater than d. 

The following are not consideréd to be significant faults: faults that result from simultaneous and mutual'y 

independent causes in the instrument or jn Its checking facility, faults that imply the Impossibility of 

performing any measurement, transitory faults that are momentary variations in the indications which 

cannot be interpreted, memorized or transmitted as a measurement result, faults that are so serious that 

they will Inevitably be noticed by those interested in the measurement. (vi) Span stabl/lty: The capability 

of an instrument to maintain the difference between the Indication of weight at maximum capacity and the 

indication at zero within specified limits over a period of use, (vii) Maximum span stability error : A span 

stability error greater than one half of the absolute value of the maximum permissible error applicable to 

the load. (viii) Rounding error : The difference between a digital measurement result (indicated or printed) 

and the value of the measurement result with an analogue indication. (1) A quantity that is not the subject 

of the measurement but which influences the value of the measurand and or the indication of the 

instrument. Influence factor : An Influence quantity having a value within the specified rated operatiog 

conditions of the instrument. Disturbance : An influence quantity having a value that falls within the limits 

specified in this specificadon but that falls outside the rated operating conditions of the instrument. (2) 

Rat" operating conditions : Conditions of use which give the ranges of the influence quantities for which 

the metrological characterlstlcs are intended to lie within the specified maximum permissible errors. (3) 

Reference conditions : A set of specified values of influence factors fixed to ensure valid inter-comparison 

of the results of measurements. (1) Static test : A test with standard weights or a load that remains 

stationary on the load receptor to determine an error. (2) In-metion (dynamic) test : A test with reference 

wagons that are in motion on the load receptor to determine an error. (3) S/mu/ation test : A test carried out 

on a complete instrument or part of an instrument in which any part of the weighing operation is simulated. 

(4) PeMormance test : A test to verify' that the equipment under test (Elfl) is capable of accomplishing its 

Intended functions. (5) Span stability test : A test to verify that the EUT is capable of maintaining its 

performance characteristics over a period of use 

7. Rall vehlcles (1) Wagon : A loaded or unloaded railway goods vehicle that is recognized by the 

instrument as a vehicle to be weighed.3(i)] (2) Reference wagon : A wagon of known weight that is 

typical of those to be used for weighing on the instrument and which has been selected for the purposes of 

in-motion testing. (3) Total train : A number of coupled wagons whose totalized weight is be obtained 

PART 11 AND TECHN.1uL 1. Scope (1) This part specifies the requirements and test methods for 

automatic rail-weigh-bridges, hereinafter referred to as "instruments" that are used to determine the mass 

of railway wagons, when they are weighed in motion 
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2. Requlæmens (1) Acuracy classæ Instruments are divided into four accuracy classes as follows:—

An instrument may be in a different accuracy class for wagon weighing than that for train weighing. (2) 

Maximum permissible errors (i) Weighing In motion : The maximum permissible errors for welghing-in-

motion shall be as specified in Table I 431 (a) A minimum of 500 metre rail track length shall be available 

with a gradient of not more than 1 : 400 on eithei side of automatic rail weighbridge. Static weighing : The 

maximum permissible errors on static weighing for increasing or decreasing loads shall be the appropriate 

values In Ta 11. Maximum permissible errors TABLE 11 Load (m) expressed in number of scale intervals 

±O.5d 500 ± I.Od SOOS m < 2000 ± 1.5d 2000' m s 10000 (3) Scale Interval (d) For a particular method 

of weighing-in-motion and combination of load receptors, all weight indicating and printing devices on an 

instrument shall have the same scale Interval. The relationship between the accuracy class, the scale 

interval and the maximum wagon weight divided by the scale interval shall be as specified in Table 111. 

Acuracy (kg) TABLE 111 (Maximum wapn class 0.2 0.5 1 2 50 100 200 500 minimum 1000 500 250 100 

weight)/d maximum 5000 2500 1250 600 Accuracy Verification TABLE 1 Percerfrge of mass of single 

wagon or class total train as appropriate 0.2 0.5 1 2 ± 0.10% ± 0.25% ± 0.50% ± 1.00% *0.20/0 ± 2.00/0 

Note : For the application of maxlmum permissible errors refer to paragraphs and 2(8)(ii)(b) ofthis part. 

On initial verification of an instrument weighing coupled wagons, the errors of not more than 10% of the 

weighing results taken from one or more passes of the train may exceed appropriate maximum permissible 

error given in Table I but shall not exceed two time that value. The scale intervals of the indicating or 

printing devices shall be in the form of 1 x 10k, 2 x 10k, or 5 x 10k, "W' being a positive or a negative 

whole number or zero. (4) Mn/mum capacity The minimum capatity shall not be less than it, and not 

greater than the value of the result of the minimum wagon weight divided by the number of partial 

weighings. (5) Mlnimum wagon weight The minimum wagon weight shall not be less than SOd. (6) Single 

axle or bogie weights Single axle or bogie weights shall not be indicated or printed without an associated 

warning that these weighing results cannot be verified. 432 THE GAZETTE OF INDIA : 

EXTRAORDINARY [PART 11—SFß. 3(i)] (7) Agreement between indicating & printing devi'B. For the 

same load, the difference between the weighing results provided by any two devices having the same scale 

intervals shall be as föllows:— zero for digitaldevices fit greater than the:absolute .value of the maximum-

permissible errorfor weighing in motion for analog:devices. (8) Weighing test meth"s The appropriate 

:procedures are specified in paragraph 5(1) (pattern evaluation) 5(2) (initial verification) of this part. (i) 

Static welghlng: An instrument to be used as a control instrument shall meet the requirements of paragraph 

2(8)(iii)(b) and paragraph -to inclusive. The maximum permissible errors shall comply with Table 11. (a) 

(b) (c) (d) Multiple load receptors : Eadi load receptor shall be tested by the static-weighing method both 

independently and in combination. Zero-setting : The instrument shall be capable of setting to zero within 

± 0.25% of the scale Interval for a stationary load. Eccentric loading : The indications for different 

positions of the load shall comply with the maximum permissible errors for the given load. Verification 

standards : The error of the standard weights or masses used shall not be greater than one-hird of the 

maximum permissible error for the load, as specified in Table 11. (e-ii) (e-iii) (a) (b) (e) Test loads (e-i) 

Load at which errors are to be determined Errors shall be determined for test loads of: minimum capacity, 

maximum capacity, and at or near a load where the maximum permissible error changes Distribution of 

test load Except for eocentridty test, standard weights or masses shall be evenly distributed on the load 

receptor. Eccentricity tests : Tests shall be carried out without excessive stacking or overlapping of the 

load on the load receptor provided that the conditions are practical and safe. The test load shall be equal to 

one half of tte maximum capacity rounded up to the next I tonne increment. The test load shall be on the 

rails coverlng the least area as is practicable and stacked across each pair of supports of the load receptor. 

Discrimination tests : An additional load that is equal to 1.4 times the scale interval for a stationary load, 

when gently placed on or withdrawn from each load receptor in turn when at equilibrium at any load shall 

change the initial indication. Welghing-in-motion Wagon weighing : The maximum permissible error for 

coupled or uncoupled wagon weighing shall be one of the following values, whichever is greater: the value 

calcula!ed according to Table : I, rounded to the nearest scale interval. the value calculated according b 

Table I, rounded to the nearest scale interval for the weight of a single wagon equal to 35% of the 

maximum wagon weight (as inscribed on the descriptive markings), or ld. Train weighing : The maximum 

permissible error for train weighing shall be one of the following values, whichever is greater: the value 

calculated according to Table I, rounded to the nearest scale interval, the value calculated according to 
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Table I, for the weight of a single wagon equal to 35% of the maximum wagon weight (as inscribed on the 

descriptive markings) multiplied by the number of reference wagons in the train (not exceeding 10 

wagons) and rounded to the nearest scale interval, or • ld for each wagon in the train but not exceeding 10d 

See Figure 1 for an Illustration of this requirement. (iii) Verification standard (a) Separate control 

instrument : A control instrument capable of being used to determine the mass of each reference wagon 

when stationary and 433 uncoupled shall be available for in- motion tests. The error of that instrument 

shall not be greater than either of the following vatues:— one-diird of tte appropriate maximum 

permissible error for in-motion- . weighing in dause paragraph of this part ahd Table I if the control 

instrument is verified immediately prior to the in-motion tests. one-# of the maximum permissible error if, 

the control instrument Is verified at any other time. Figure I AUTOMATIC RAIL-WELGHBRIDGES 

Illustration of maximum permissible errors and in-modon test requirements for a sample train Wagon 

weighing Malimnm wa..sn weigh' • 100 • 0.2 Reiß"vnu• 2.0. Err'K• (t) (tonnes) 1.0. 0.7. 0.35 - 0.2 % rn'u• 

(ar6 oat 00 lefevence r' weighfngs % 54 we-i*b.irigi• _X o! reference wagon* 90 % or weighing* .35 50 - 

Load (Ion"es) Triin¯weizhing Number uf wngons 50', number rereferre 1 5 25 20 EITor ( 2) (Eonne.) 7.5 5 

1.75 Waann wolyht • 1001 Class 4.5 O, 5 tnpe ror4 15 wagonm (4 15 • 60 wagons welzht*) IO d 0 350 1 

DOO 1500 2500 (tonnes) An instrument constructed only for partial weighing of two axle wagons may be 

used as the control instrument provided that the alignment calibration in Annex B has been successfully 

applied. (b) Integra' control instrument An instrument under test may be used as the control instrument 

pmvided that it meets the following requirements :— Q 74 SOOO it must have an appropriate scale 

interval or scale interval for land, and it must comply with the requirements in paragraph 2(8)(i) and para 

2(8)(iii)(a) of this part. An instrument constructed only for partlal weighlng of two-axle wagons may be 

used as the 434 THE-GAZETTE. OF INDIA : EXTRAORDINARY [PART II—SEC. 3(i)] control 

instrument, provjded• that • the alignment calibration in Annex B has been successfullygpplied. (9) 

Influence quantities (i) Temperature : Instruments .comply •.wlth ;the appropriate-metrological and 

technical requirements at temperaturesfrom•- IOOC to + 450C. For *he limits of the. temperature;range 

maydiffer;providedithat this range shall not be]ess than,300C andshallbe specified in the descriptive 

markings. Instruments shall be tested •in accordance with the static temperature tests in paragraph 8(1) of 

Annexure A. (ii) Main Power Supply (AC) : Instrumentsthat are powered by an AC supply shall comply 

with the aopropriate metrological and technical requirements when operated under variations of •voltage 

from --15% to + 10% of the value marked on the instruments. Instruments shall be tested in accordance 

with main power supply (AC) test jn paragraph 8(3) of Annexure A. (iii) : Instruments that are powered by 

a DC supply shall, comply with appropriate metrological paragraph and technical requirements in 

accordance with paragraph 4(3)(viii) of this part. Instruments shall be tested in accordance with the DC 

power supply test in paragraph 8(4) of Annexure A. (IO) Conditions of use (i) Use as a non-automatic 

weighing instru- ment : An instrument that can be used as a non-automatic weighing instrument shall meet 

the requirements for accuracy class Ill (medium accuracy) specification for "non•automatic weighing 

instruments" given in Heading A of the Seventh Schedule. (ii) Scale Interval for stationary load : If the 

scale interval for staåonary load Is not equal to the verification scale interval (d), it shall be automatically 

out of.service when the instrument is in use for weighing-in-motion. In addition, if the instrument is not 

verified for use as a non-automatic weighing instrument, the verification scale interval for stationary load 

shall not be readily accessible and shall only be used for static testing. 3. rednlcal requitement (1) 

Composition : Instruments shall include the following: one or more load receptors, aprons, • vehicle type 

identification devices (e.g. track switch, load cells, transpohder, etc.), • Indicating devices, 0 printer, , 

control unit. (2) Suitability for use : Instrument shall be designed to suit the vehicle, site and method of 

operation for which they are intended. constructed only for partial weighing shall not be used to weigh 

liquid loads or any other load that may be subjected to fluctuations in gravity centre, unless there is a 

possibility to anticipate and compensate for such fluctuations. (3) Secur/5' 01 operation Addental 

maladjustment : Instruments shall be constructed so that maladjustments likely to disturb their 

•metrological performance cannot normally take place without the effect being easily detected. Interlocks : 

Interiodc shall prevent the use of any control device that may alter a weighing operation. Uncoupled 

wagon weighing : Instruments used for uncoupled wagon weighing shall recognize and indicate the 

following situations: the passage of two or more coupled wagons, the passage of two or mote uncoupted 

wagons that is sufficiently close to 3(i)] cause either a malfunction of the or errors exceeding the 
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appropriate maximum permissible errors. (iv) Useasa non-autornatic weühiry/nstrument: An instrument to 

be used as a non-automatic weighing instrument shall comply with the requirements of accuracy class Ill 

or class IV of "speclfication for non-automatic weighing instruments prescribed in Seventh Schedule 

Heading A, and be equipped with an enabling device for non-automatic operation that prevents both 

automatt operation and in-motlon weighing. (v) Zero setting device : An instrument shall be equipped with 

a semi-automatic or automatic zero setting device for each load receptor. Its operation shall be possible 

only when the instrument is In stable equillbrlum and when the rate of correction is no more than 0.5d/s. 

The range of the zero-setting device shali not exceed 4% of the maximum capacity. (4) Indicating and 

printing devices (i) Quality of Indication : weight indication shall be the self- indicating ype. Indicatng and 

printing device shall allow reliable, simple and unambiguous reading of results by simple juxtaposition and 

shall bear the name or symbol of the appropriate unit of mass. (ii) Printing: The minimum printout 

resulting from each normal weighing operation shall be each wagon weight in the case of wagon weighing 

and total train weight in the case of train weighing. (iii) Weighing range: Instruments shall not indicate or 

the weight of any wagon, or a totalized weight incluslve of any wagon, that will cause a weighing results 

less than Min or greater than Max + 9d. 435 Operating speed : The printer shall not print the weight or any 

wagon that has travelled over the load receptor at a speed the range of operating speeds. An appropriate 

indication shall be induded on the printout for any wagon weight not printed and subtotal may be printed 

exclusive of unweighed wagons provided that an indication clearly specified that it is not the total train 

weight. Ro// back : The weight indication and printout shall not be altered due to any part of any wagon 

travelling over the load receptor more than once. If Rollback takes place at the time of testing the entire 

weighing operation has to be repeated a new. lhe speed difference shall not be more than 3 kmph. (5) 

Insä//atlon Ease of static testing : The instrument shaff be accessible to vehicle for test weÉht.s if It is to be 

used as the control instruments. Drainage : If the weighing mechanism is contained in a pit, there shall be a 

provision for drainage to ensure that no portion of the instrument becomes submerged or partially 

submerged In water or any other liquid. (6) Descriptive markings Instruments shall bear the following 

basic markings at each location having a weight indicating or printing device. (D Markings shown in fu// 

identification mark of the manufacturer identification mark of the importer (If applicable) designations of 

the instrument serial number of the instrument on each load receptor (if applicable) weighing method (see 

item 1) under part I) maximum wagon weight-kg or t minimum wagon weight-kg or t 436 THE GAZETTE 

OF .1NDlA : EXTRAORDINARY [PARTII SEC. 3(i)] not to be to weigh liquid products (if applicable) 

full' draught or number of partial weighing. per wagon not to be usedto weighliquid product (if applicable) 

maximum transit speed-km/h direction ofweighing (if•applicable) wagons. pushed/pulled (whichever is 

applicabE) scale :lnterval for stationary load (if ort electric power supply voltage and frequency-v...... Hz 

(ii) Markingshown in code (a) For all instruments patern approval mark accuracy class (for each weighing 

method, if applicable) 0.2, 0.5, 1 or 2. maximum capacity Max-kg or t minlmum capacity Min-kg or t scale 

inter d-kg or t maximum operating speed V max- km/h minimum operating speed V min-km/h (b) For 

coupled wagon and train weighing : Marking required for each weighing method applicable: maximum 

number of wagons per train -n max. minimum number of wagons per train -n min. (iii) Othermarklngs : 

The designation of the liquid(s) which the Instruments is designed to weight (If applicable) (iv) 

Presentation of descriptive markings : Descriptive markings shall be Indelible and of a size, shape and 

clarity that permit' legibility under normal conditions of use of the instrument Markings shali be grouped 

together in a clearly visible place on the Instrument, either on a descriptive plate fixed r:ear the Indicating 

(Edice or on Indicating device itself It shall be possible to seal the plate bearing the markings, unless it 

cannot be removed without being destroyed. (7) Verification marks Position : Instruments shall have a 

place for the application of verification marks. The following applies for this place: The part on which the 

marks are located cannot be removed from the instruments without damaging the marks. The place shall 

permit the easy application of the marks without changing tie metrological qualities of the instruments. 

'The marks shall be visible when the instrument Is In service. Mounting : Instruments required to bear 

verification marks shall have a verification mark support located as specified above, which shall ensure the 

conservation of the marks as follows:— When the mark is made wit' a stamp, the support may consist of a 

strip of lead or any other material with similar qualities inserted into a plate fixed to the instrument or a 

cavity bored into the instrument. When the mark consists of an adhesive transfer, a space shall be provided 

for this purpose 
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4. Requlremen& for electronic Instrumen& Electronic instruments shall comply with the following 

requirements, in addition to the applicable requirements of all other clauses.(1) Genera/ requirements 

(l) Ratedoperaffngconditions : Electronic weighing instrumen& shall be designed and manufactured so 

that they do not exceed the maximum permissible errors under rated operating conditions. Disturbances : 

Electronic instruments shall be designed and manufactured so that when they are exposed to disturbances, 

either (a) significant faulb do not occur, or (b) significant faults are detected and acted upon. Note : A fault 

equal to or less than the significant fault (ld) is allowed irrespective of the value of the error of indication. 

(iii) Durability: The requirements in paragraphs 4(1)(1) and 4(1)(ii) of this part shall be met durably in 

accordance with the intended use of the instrument (iv) Evaluation for compliance : A pattern of an 

electronic instrument is presumed to comply with the requirements in paragraphs 4(1)(i), 4(1)(ij) and 

4(1)(iii) of this part if it passes the examination and tests specified in Annexure A. (2) Application (i) The 

requirements in paragraph 4(1)(ii) of this part may be applied separately for the following :— each 

individual cause of significant fault, and/or each part of the ele<ronic instrument (iD The choice as to 

whether to apply paragraph 4(1)(ii)(a) or paragraph of this part is left to the manufacturer. (3) Functional 

requiremen& (i) Acting a significant fault: When a significant fault has been detected, a visual or audible 

indication shall be provided and shall continue until the user takes action or the fault disappears. Means 

shalt be provided to retain any totalized bad information contained in the instrument when a significant 

fault occurs. (ii) Switch-on procedure : Upon switch-on (in the case of electronic instruments permanently 

connected to the mains at switch-on of indication), a special procedure shall be performed that indicates all 

the relevant signs of the indicator in their active and non-active state for a sufficient time to be easily 

observed by the operator. (iji) Influence factors: An electronic instrument shall comply with the 

requirements of paragraph 2(9) of this (iv) (vi) (vili) 437 part and in addition it shall maintain its 

metrological and technical characteristics at a relative humidity of 85% at the upper limit the temperature 

range of the instrument. Disturbances : When an electronic Instrument is subjected to the disturbances 

specified in Annex A, either of the following shall apply: The difference between the weight indication 

due to the disturbance and the indication without the disturbances (intrinsic error) shall not exceed the 

significant fault (ld). The instrument shall detect and act upon a significant fault. Warm up time : During 

the warm-up time of an electronic Instrument, there shall be no indication or transmission of the weighing 

result and automatic operation shall be inhibited. InteMace : An instrument may be. equipped with an 

interface permitting the coupling of the instrument to external eqgipment. When an jnterface is used, the 

linstrument shall continue to function tbrrectly and its metrological functiohs shall not be Influenced. 

Mains power supply (AC) : An instrument that operates from the mains shall in the event of a power 

failure retain tie metrological information contained in the Instrument at the time of failure for at least 24 

hours. A switch-over to an emergency power supply shall not cause a significant fault. Battewpower 

supply (DC) : An instrument that operates from a battery power supply shall, whenever the voltage drops 

below the manufactureds specified value, either continue to function correctly or automatically be put out 

of service. (4) Exam/nat/on and tests : The examination and testing of an electronic weighing instrument is 

intended to verify compliance with the applicable requirements of this specification and especially with the 

requirements in paragraph 4 of this part. 438 (i) Examinations : THE GAZETTE OF INDIA : 

EXTRAORDINARY (1) Pattem evaluation [PART II—SEC. 3(i)] An electronic weighing instrument 

shall be examined to obtain a general appraisal of the design and construction. (ij) PeMomance tes&: An 

electronic weighing instrument or electronic device, as appropriate, shall be tested asspecified inthe Annex 

to determine their correct functioning. Tests are to be conducted .on .the whole instrument except •when 

the size and/or configuration of the instrument dæs not lend itself to testing as a unit. It such cases, the 

separate electronic devices shall be subjected to testing. It is not intended that electronic devices be further 

dismantled for separate testing of componene. In addition, an examination shall be carried out on the fully 

operational weighing instrument or, if necessary, on the electronic devices in a simulated set-up that 

sufficientty represents the weighing instrument. The equipment shall continue to function correctly as' 

specified in Annexure A. (iii) Span stability tests: The instrument shall be subjected to span stability' tests 

at various intervals, before during and after being subjected to performance tests. When the instrument is 

subjected to the span stability tests specified in paragraph 10 of Annexure A. The maximum allowable 

variation in the errors of indication shall not exceed half the absolute value of the maximum permissible 

error in Table 11 for the test load applied on any of the measurements. Where the difference of the results 
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indicate a trend more than half the allowable variation specified above, the test shall be continued until the 

trend comes to rest or reverses itself, or until the error exceeds the maximum allowable variation 

5. Metrological mntmls The metrological controls of instruments shall consist of the followlng:—• 

pattern evaluation initial verification • in-service inspection (Ill) The application for pattern evaluation 

shall Include documentation which provides the following information:— metrological characteristics of 

the instrument; a standard set of specifications for the instruments; a functional description of the 

components and devices; drawings, diagrams and general soft ware information (if applicable), explaining 

the construction and operation; any document or other evidence demonstrating that the design and 

construction of the instrument complies with the requirements of this specification. Genera/ Requiremen& 

: Pattern evaluation shall be carried out on at least one and normally, not more than three Instruments that 

represent the definitive pattern. At least one of the instruments shall be completely installed at a typical 

site and at least one of the instruments or the major component of an instrument shall be submitted in a 

form suitable for simulation in a laboratory. Pattern evaluation shall be carried out as prescribed under the 

Model Approval Rules. The evaluation shall consist of the tests specified in paragraph 5(1)(iii) of this part. 

Pattern evaluation tests : Instruments shall comply with the following:— the metrological requirements In 

paragraph 2 of this part, particularly with reference to maximum permissible errors and, if appropriate, 

when the instrument is operated in accordance with the manufacturer's specification for products; Note : 

Evaluation for static weighing [paragraph shall be excluded unless the instrument is constructed for use as 

a control Instruments [paragraph 2(8)(iii)(b)]. • the technical requirement in paragraph 3 of this part. 3(i)] 

Additlonally, electronic instruments shall comply with the requirements in paragraph 4 of this part. (a) In-

motion tests : The Instrument shall be tested in accordance with the provisions in paragraph 2(8)(ii) of this 

part by reference to "initial verification" as appmpriate and shall comply with the requirements in 

paragraph 2(7) of this part. Errors shall be determined by comparing the tests results with the reference 

wagon mass derived as in paragraph 2(8)(iii) of this part. The range of speeds used during these tese shall 

be in accordance with the pattern specification. (a-I) Uncoupled wagons : Instruments for weighing 

individual un coupled wagons shall be tested using not less than five reference wagons having a range of 

loads from zem load (wagon tare weight) to that ofa fully loaded wagon. A minimum of five weight 

indications or print outs of each wagon shall be used for assessing compliance with the requiremenb in 

paragraph of this part. (a-11) Coupled wagons : Instruments designed to weigh either individual coupled 

wagons or a total train of coupled wagons shait be tested in either of the following manners:— By using a 

test train of empty reference wagons and a test train of both full and partially filled reference wagons, Each 

test train shall be comprised of not less than five (and normally not more than 15) reference wagons and 

shall be weighed repeatedly and in each direction (if applicable) to yield not less than 60 wagon weights or 

the equivalent in total train weight. • According to the requirements in paragraph 5(2)(ii) of this part. Each 

weight indication and printout obtained in the test shall be used for assessing compliance with 

requirements in either paragraphs (b) 439 2(8)(ii)(a) or 2(8)(ii)(b) of this part, as appropriaæ: PROVIDED 

ffEtwhere test wagons ate not available loaded wagon weighed on a static machine fulfilling conditions 

laid down in paragraph 2(8)(i)(d) of this part shall be used as a reference wagon. Simulation tests : 

Influence factors shall be applied during simulation tests in a manner that will reveal an alteration of the 

weighing results for any weJghing process to which' the instrument could be applied, in accordance with 

the followi ng:— Paragraph 2(9) of this part for all instruments Paragraph 4 of this part for electronic 

instruments. When conducting such tests on a load cell or on an electronic device equipped with an 

analogue component, the maximum permissible error for the device under test shall be 0.7 times the 

appropriate value specified in Table 11. If the metrological characteristics of the load cell, or other major 

component has been evaluated in accordance with the requirements of the 01ML International 

Recommendation R60 or any other applicable Recommendation that evaluation shall be used to aid in the 

pattem evaluation, If so requested by the applicant. Note : Since the requlrements of this clause apply only 

to the instrument submltted for pattern evaluation and not to those subsequently submitted for verification, 

the means used to determine if the appropriate maximum permissible error or maximum allowable 

variation has been exceeded will be decided and mutually agreed upon between the Metrological Authority 

and the applicant. Following are examples of these means:— an adaptation of the indicating device to give 

greater resolution thali that of the scale inierval; the use of the scale interval for stationery load; • the use 

of change points; • any other means mutually agreed upon. (3) Tests for compliance to determine 440 THE 



LEGAL METROLOGY (GENERAL) RULE, 2011 

69 / 207 

GAZETTE INDIA : EXTRAORDINARY [PART II—SEC. 3(i)] compliance with the requirements Iin 

paragraphs 3(3) and 3(4) of this part. (iv) Provisions of means for. testing : For the purpose 

oftesting;theapplicant may be required to {furnish the JMetrological Enforcement Authority with the test 

vehicles, material,.qualified- personnel and a control instrument. The instrument under test may be used as 

a control instrument provided it complies with the requirements •in paragraph of this part. (v) 

P/aceof.testlng : Instrumentssubmitted for pattern approval may be.tested at the following places: aslte at 

which all necessary tests can be conducted and agreed upon between the Metrological Authority and the 

applicant, a laboratory considered appropriate by the Metrological Authority, any other suitable place 

mutually agreed upon by the Metrological Authority and the applicant. (2) Verification (i) Tes&: 

Instruments shall comply with the requirements in paragraph 2 [except 2(9)] and paragraph 3 of this part 

for any product(s) for which they are Intended and when operated under normal condltions of use Tests 

shall be carried out in-situ, 'n a normal installation. The instruments shall be Installed so that an automatic 

weighing operatlon will be virtually the same for testing as It is for a transaction. (ii) In-motion tests : In-

motion tests shall be conducted in accordance paragraph of this part with the exception that the types of 

vehicles and, for test with coupled wagons the number of vehicles in the test train shah be in accordance 

with the normal operation of the Instruments and used in accordance with paragraph 6 of this part. (iii) 

Provisions of means of testing : For the purposes of testing, the applicant may be requlred to furnish the 

enforcement authority with the test vehicles, material, qualified personnel and a control instrument. The 

instrument under test may be used as a control instrument provided it complies with the requirements In 

paragraph 2(8)(iii)(b) of this part. Place of testing : Verification test shall be conducted entirety at the place 

of installation and during testing, the instrument shall Include all parts which form the assembly as 

Intended for normal use. (3) Inspection : Inspection shall be carried out tn accordance with the same 

provisions as in paragraph 5(2) of this part for verification with the exemption that the maximum 

permissible errors applicable for inspection shall be applied 

6. On site test methods (1) Ptvpodion ofreferenæ wagons in a test train The proportion of reference 

wagons to the remaining wagons in a test train Shail be in accordance with Table-IV.Total number of 

wagons In test train(n) 10 < n TABLE Minimum number of reference wagons 10 15 (2) In-motion tes& 

with coupled wagons If the number of reference wagons is less than the total number of wagons in a test 

train, the reference wagons shall be distributed throughout the train, (3) In motion tes& with liquid load 

When using liquid load, tests shalt be consistent with the Intended use of the instrument. ANNEXURE A 

TEST PROCEDURES FOR AUTOMATIC RAIL- waGHBRIDGES (Mandatory) Meaning of symbols: I - 

Ind'cation AL = Additional load to next changeover point P = I + 0.5d - AL = Indication prior to rounding 

Pn = nth indication prior to rounding d = Scale intervat Eo = Error calculated at zero Ec = Corrected error 

mpe = Maximum permissible error EUT = Equipment under test Max = Maximum capacity Min = 

Minimum capacity 1. Documentadon Review the documentation that is submitted, including necessary 

photographs, drawings, diagrams, general software information, relevant technical and functional 

description of main components, devices etc. to determine if It is adequate and correct. Consider the 

operational manual 

2. CompaHng construcäon documenätion Examine the various devices of the instrument to ensure 

compliance with the documentation.Examine the simulator to ensure that it is adequate for train 

movement simulation. It shall provide the signals from track swltches, or other vehicle type identification 

devices, normally transmitted when a vehicle passes over the weighing system. It is not expected to 

simulate effects such as dynamic loading 

3. Iniäal examinadon (1) Metrological character/stics : Note metrological characteristics in the test 

report.(2) Descriptive marWngs (3(6)] : Check the descriptive markings. (3) Verification marks : Check 

the arrangements for verification marks 

4. General (1) General requirements for electronic instruments under test (EUT) : Energize the Etn 

for a time period equal to or greater than the warm-up time specified by the manufacturer and 

maintain it energized for the duration of the test.Adjust the EUT as closely as practicable to zero prior 

to each test, and do not readjust it at anytime during the test, except to reset it if a significant fault has been 

indicated. The deviation of the no-load indication due to any test condition shall be recorded, and any load 

t-.f7t.{ 4621/ —r V/ 441 indication shall be corrected accordingly to obtain the weighing results. The 
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handling of the instrument shall be such that no condensation of water occurs on the instrument. (i) 

Indication with a scale Interval sma//er than d If an instrument wth dlgltal indication has a device for 

displaying the Indication with a smaller scale interval, this device may be used to calculate the error. If a 

device Is used it should be noted In the test report. (2) Calculation of error : For instrumen& with dlgltal 

indication with a test scale Interval [see note in less or equal to 0.1 d, the device may be used directly to 

read the error. For Instruments with digital Indlcation and with a test scale interval greater than O.I.d, 

changeover points are used to determine the Indication of the instrument, prior to rounding, as follows:— 

At a certain load, L, the Indicated value, I, is noted. Additional weights of for example 0.1d are 

successively added until the indication of the instrument is increased unambiguously by one scale interval 

(I+d). "The additional load -L added to the load receptor gives ttzindication, P, prior to rounding by using 

the following formula:— P=1+O.5d-AL The error prior to rounding is: E=P-L E = (1 + O.5d - AL) -L 

Example : An instrument with a scale interval, df of 10 kg is backd with 1000 kg and tereby indicates 1000 

kg. After adding successive weights of 1 kg. the indication changes from 1000 kg to 1010 kg at an 

additional load of 3 kg. Inserted in the above formula these observations give: P = (1000 +5-3) 1002 kg 

Thus the true Indication prior to rounding is 1002 kg, and the error is: E = (1002 - 1000) kg = 2 kg 5 Test 

program (i) Pattern evaluation ; Ali tests of paragraphs 6 to 10 of Annexure A shall normally be applied 

for pattern evaluation. The tests for paragraphs 6 to IO of Annexure A shall be performed with static load, 

a wheel movement 442 THE GAZETTE •OF ,INDIA : EXTRAORDINARY [PART II—SEC. 3(i)] 

simulator (switches) may be used if necessagy for the calculation of the we!ghlng results. (2) Initial 

verification [5(2)] : Initial verification tests normally onty,lncludesthe tests in paragraph 11 of Annexure 

A. The test Shalle Include ali dynamlc In-motion effects corresponding to :normai operation of the 

instrument. 6, evaluadon The equipment wnder test should have the following items associated with lit, for 

the purpose of testing:— Weight simulator. 0 Train wheel simulator. For practical reasons, the weight 

simulator may take various forms. For example, it may be a weigh pan or platform scale of approximately 

l/ 1000th of the weight range of a site Installation. Whichever method is adopted, it must be independenty 

calibrated and readable to at least 0. ld. (1) General condit/ons (i) Temperature : The tests shall be 

performed at a steady ambient temperature, usually normal room temperature unless otheMise specified. 

The temperature is deemed to be steady when the difference bewveen the extreme temperatures noted 

during the test does not exceed one-fifth of the temperature range of the given instrument without being 

greater than 50C and the rate of change does not exceed 50C per hour. (ii) Power supply ; Instruments 

using electric power shall normally be connected to the power supply and "on" throughout the tests. (iii) 

Automatic zero-setting : During the tests, the automatic zero-setting device may be switched off. When 

this is done it should be mentioned jn the test report. For certain tests tie test description specifies whether 

the automatic zero-setting shall be operative or inoperative. Recovery : After each test the instrument 

shoutd be allowed to recover sufficiently before the following test. (2) Checking of zero (D Range of zero-

setting (a) (b) Semi-automatic zero-setting : This test shall not be carried out during the span stability test. 

With the load receptor empty, set the instrument to zero. Place a test load on the load receptor and use the 

zero- settng device. Continue incrementing the test load until the zero-setting device fails to re-zero when 

activated. The maximum load that can be rezeroed is the positive portion of the zero-setting range. To test 

the negative portion of the zero-setting range, recalibrate the instrument with an additional weight on the 

load receptor at the zero and span points. This additional weight should be greater than the negative zero-

setting range. Then remove weights and after each weight Is removed, use the zero-setting device. The 

maximum load that can be removed while the instrument can still be re-zeroed by the zero-setting device, 

is the negative portion of the zero-setting range. Recalibrate the instrument without this additional weight. 

Automatic zero-setting : This test shall not be carried out during the span stability test. With the load 

receptor empty, add weights in small quantities and after each weight is added allow time for the automatic 

zero-setting device to function to see if the instrument is re- zeroed automatically. Repeat this procedure 

until the instrument will not be re-zeroed automatically. The maximum load that can be re-zeroed is tie 

positive portion of the automatic zero-setting range. 3(i)] To test the negative portion of the zero-setting 

range recalibrate the instrument with an additional weight on the load receptor at the zero and span points. 

This additional weight should be greater than the negative zero-setting range. Then remove weights and 

after each weight is removed, allow time for the automatic zero-setting device to function to see if the 

instrument is re-zeroed automatically. -The maxlmum load unat can be removed while the Instrument can 
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still be re-zeroed by the zero- setting device, is the negative portion of the zero-setting range. Re-zero the 

instrument without this additional weight. (3) Setting to zero before loading : For instruments with digital 

indication, the adjustment to zero, or the determination of the zero point is carried out as described in 

paragraph 6(5)(i) of this Annexure. (4) Assæiation of indicating and printing device [2(7)] If the 

instrument has more than one indicating device, the indications of the various devices (both indicating and 

printing) are compared during the test. (5) Non-automatic tests ofthe control Instrument Note : This sub-

clause is only applicable to instruments which are to be used as control instruments. (i) Accuracy of zero-

setting (a) Semi-automatic zero-setting : The accuracy of the zero-setting device is tested by setting the 

instrument to zero and then detemining the additional load at which the indication changes from zero to 

one scale interval above zero. The error at zero is calculated according to the descrlption in paragraph 4(2) 

of this part. 443 (b) Automatic zero-setting : The indication is either brought outside the zero range, or the 

automatJc zero-setting is disabled. Then the additional load at which the indication changes from one scale 

interval tothe next above Is determined and the error is calculated according to the description in paragraph 

4(2) of this Annexure. It is assumed that the error at zero load would be equal to the error at the load in 

questjon. Detemjnation of welghlng performance (a) Preloading : Before the first weighing test the 

instrument shall be preloaded once to Max. (b) Weighing test : Apply substitution material from zero up to 

and including Max, and then remove the material back to zero. When determining the intial Intrinsic error, 

at least ten different load values are selected, and for other weighing tests at least five are selected. The 

values of the loads selected shall include Max and Min, and values at or near those at which the maximum 

permissible error (mpe) &langes. It should be noted that when loading or unloading weights the load must 

be respectively increased or decreased in a uniform progression. Dlscrimination test : The following tests 

are performed with three different loads, e.g. Min, 0.5 Max and Max. A bad plus sufident substitution 

material (e.g. 10 dmes 0.1 d) is placed on the load reeptor. The acEitional material is then successively 

removed until the indication, I, is decreased unambiguously by one acWal scak inerval, I- d. Replace 

substitution material equivalent to 0.1 d and then a load equal to 1.4 d shall be gently placed on the toad 

receptor and the result will be increased by one actual scale Interval above the initial indication, I + d. Add 

1/10d 190 g Example : instrument with d = 10g gadd 1.4 d— 14 g 200 g I-d- 190g 200 g 444 THE 

GAZETTE OF 'INDIA : EXTRAORDINARY (PART IPSEC. 3(i)] The indicationrat start is 20Qg. 

Remove additional weights until the indication.changes to •I - d = 190g. Add O. ld -;lg and thereafter 1.4 d 

= 14g. The indications must then be 1 + d = 210g. Z Addidonal fundonality (1) Warm-up time test (i) 

Disconnect.the instrument from the power supp'Yifor least' 8 hours prior to thetest. (ii) Reconnect the 

instrument and switch on while observing the indicating device. Verify that it is not possible to initiate 

automatic weighing or printout until the indication has stabilized or until completion of the warm- up time 

If this is specified by the manufacturer. (iii) As soon as the indication of the indicating device has 

stabilized, set the instrument to zero and determine the error of zero-setting. (iv) Apply a toad close to 

Max. Determine the error by the method in paragraph 4(2) of this Annexure. (v) Repeat stages (3) and (4) 

after 5, 15 and 30 minutes. (2) Agræment beevæn indicating and pHnting deviæs During the course of the 

tests verify that for the same load, the difference between any two indicating devices having the same scale 

interval is as follows: Zero for digital indicating or printing devices; Not greater than the maximum 

permissible error for weighing-in-motion for analogue devices 

8. Influence factor tes& SUMMARY OF TESTS (1) Static temperature tests : Static temperature 

tests are carried out according to Table V.TABLE V Environmenä/Phenomena Test Specification 

Temperature Reference of 200C hßh 2 tuts Specified low for 2 hours 50C Reference of 200C (1) Static 

temperature (2) Damp heat, steady state (3) Mains power supply voltage variation (AC) Characteristics 

Conditions under test applied Influence factor mpe(*) Influence factor mpe Influence factor mpe (4) 

Battery power supply Influence factor mpe Voltage variation (DC) ( * ) mpe : maximum permissible error 

Supplementary information to the test procedure Object of the test : •To verify compliance with the 

provlslons in paragraph 2(9)(i) of part 11 under conditions of dry heat (non-condensing) and cold. Test 

procedures in brief : Precondition : 16 hours Condition of the EUT : Normal power supplied and "on" for a 

time period equal to or greater than the warm-up time specified by the manufacturer. Power is to be "on" 

for the duration of the test. Stablllzatlon : 2 hours at each temperature under "free älr" conditions. 

Temperature : As specified in paragraph of part 11. Temperature sequence : Reference tempera- ture of 

200C; Specified high temperature; Specified low temperature; A temperature of 50C; Reference 
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temperature of 200C. At least one cycle. Number of test cycles : Weighing test : Adjust the EUT as close 

to zero indicadon as practicable prior to the test (if an automatic zero-tracking device is connected, adjust 

it to a value near zero). The EUT shall not be readjusted at any time during the test. After stabilization at 

the reference temperature and again at each specified temperature, apply at least five different test loads or 

simulated loads and record; (a) date and time; (b) temperature; (c) relative humidity; 11-7408 3(i)] (d) test 

toad; (e) indications (as applicable); (f) errors; (g) functional performance. Maximum allowable variations 

: All functions shall operate as designed. All errors shall be within the maximum permissible errors 

specified in Table 11. (2) Damp heat, steady state Damp heat, steady state tests are carried out according to 

Table VI. TABLE VI 445 The upper limit temperature at 85% humidity; Reference temperature of 200C at 

50% humidity. Number of tesWcIes : At least one cycle. Weighing test and test sequence : After 

stabilization of the EUT at reference temperature and 50% humidity, apply at least five different test toads 

or simulated loads and record : Environmental Phenomena Damp heat, Steady state speificaffon upper 

limit temperature and relative humidity of for 2 days (48 hours) (b) (c) (d) (e) date and time; temperature; 

relative humidity; test load; indications (as applicable); errors; functional performance 

SUPPLEMENTARY INFORMATION TO THE TEST PROCEDURE Object of the test : To verify 

compliance with the provisions in paragraph 4(1)(i) of. part 11 under conditions of high humidity and 

constant temperature. Precondition : None required. Condition of the EUT : Normal power supplied and 

"on" for a time period Equal to or greater than the warm-up time specified by the manufacturer. Power is 

to be "on" for the duration of the test. Adjust the EUT as close to zero indication as Practicable prior to the 

test (if an automatic zero- tracking device is connected, adjust it to a value near zero). The EUT shall not 

be readjusted at any time during the test. The handling of the EUT shat) be such that no condensation of 

water occurs on the EUT. Stabilization : 3 hours at reference temperature and 50% humidity. 2 days (48 

hours) at the upper limit temperature as specified in paragraph 2(9)(i) of part 11. Temperature : Reference 

temperature of 200C and at the upper limit as specified in paragraph 2(9)(i) of part 11. Relative humidity : 

50% at reference temperature; 85% at upper limit temperature. Temperature-humidity sequence : 

Reference temperature of 200C at 50% humidity; Increase the temperature in the chamber to the upper 

Ilmtt and increase the relative humidity to 85%. Maintain the EUT at no load for a period of 2 days (48 

hours), Following the 2 days, apply at least five test loads and record the data as indicated above. Allow 

full recovery of the EUT before any other tests are performed. •maximum allowable variadons : All errors 

shall be Within the maximum permissible errors specified in Table 11. (3) Mains per supply voläge 

vaHation (AC) Power voltage variation tests are carried out accord(ng to Table VII. TABLE VII 

Envimnmenä/phenomena Voltage variation rest sæcificaäon Reference voltage Reference Reference 

voltage- Reference voltage SUPPLEMNTARY INFORMATION TO THE TEST PROCEDURES Object 

of the test : To veriW compliance with the In paragraph of part 11 under conditions of voltage variations, 

Test procedures ih brief: Precondldon : None required. 446 •THE GAZETTE OF INDIA: 

EXTRAORDINARY [PART II—SEC. 3(i)] Condition of the EUT : Normal power supplied and "on" for a 

time perlod •equal to or. greater than the warm-up time specified •by the manufacturer, ,Power is to be 

"on" for the duration of the test, Adjust the Etn as-close•to zero Indication as practicable prior has an 

automatic zero-setting function then the instrument Should be set to zero after applying each: level of 

voltage. Number of test,cycles one cycle. Weighing test.: The EUT shall be tested at no load and with one 

test bad .orsimulated load beueen 50% and maximumcapaclty ofthe'EUT. Test sequence Stabilize the 

power supply at the reference voltage within the defined iimje and record: (a) (b) (c) (d) (e) (g) date and 

time; temperature; relative humidity; power supply voltage; test loads; indications (as applicable); errors; 

functional performance. former Is operating under normal atmospheric condidons with one test load or 

simulated load between 50% and maximum capacity of the EUT. Test severity : Supply voltage: lower 

limit, une voltage at which the EW clearly ceases to function (or is automatically put out of service) + 2% 

of this voltage. Number of test cycles : At least one cycle. Conduct of the test : Precondition : None 

required. Test equipment : Variable DC power source; Calibrated voltmeter; Load cell simulator, if 

applicable. Condition of the EUT : Normal power supplied and "on" for a time period equal to or grater 

than the warm- up time speclfied by the manufacturer. Adjust the Elfl as close to zero indication as 

practicable prior to the test. If it has an automatic zero-setting function as part of the automatic weighlng 

process, then the instrument should be set to zero after applying each level of voltage. Test sequence : 

Stabilize the power supply at nominal battery voltage and record the following data at no load and with 
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one load or simulated load between 50% and maximum capacity of the EUT: Repeat the test weighing for 

each of the voltages and record the indications. Maximum allowable variations : All functions shall 

operate as designed. All errors shall be wlthin the maximum permissible errors specified in Table 11. 8(4) 

Battery power supply voltage varlat/on (DC) Test method : Variation in DC power supply. Where the El-ff 

continues to operate below the stated battery voltage, the following test shall be conducted using an 

equivalent variable DC power source. Object of the test : To verify compliance with the provisions in 

paragraph 2(9)(iii) and of part 11 under conditions of varying DC power supply. -The requirements shall 

be met either by use of an equivalent variable DC power source or by allowing the battery voltage to fall 

by use. Reference to standard : No reference to international standards can be given at the present Test 

procedures In brief : -The test consise of subjecting the EUT to DC power yariations when the (a) (b) (d) 

(e) (g) date and time; teriperature; relative humidity; power supply voltage; test load; Indications (as 

applicable); errors; functional performance. Reduce the power supply to the EUT until the equipment 

clearly ceases to function and note the voltage. Switch the EUT "off" and increase the power supply 

voltage to nominal battery voltage ±2%. Switch the El.ff"on" and reduce the power supply voltage to the 

above noted voltage (out of service voltage) + 2% of the noted voltage. Record the data indicated above. 

Maximum allowable variations : All functions shall operate as designed. All errors shad be within the 

maximum permissible errors specified in Table 11. 

9. Disturbanæ tes& and SUMMARY OF TESTS Test 1.Voltage dips and short Interruptions 2. 

Electrical fast transients/burst immunity 3. Electrostatic discharge 4. Electromagnetic susceptibility 

Characteristic under test Disturbance Disturbance Disturbance Disturbance Condiüons applid sf sf sf 447 

Adjust the EUT as close to zero indication as practicable prior to the test. The Elfl shall not be re- adjusted 

at any time during the test except to reset If a significant fault has been indicated. Number of test cycles : 

At least one cycle. Weighing test and test sequence : Stabilize all factors at nominal reference condiüons. 

Apply one load or simulated bad between 50% and maximum apacity of the EUT and record: ( * ) sf : 

value of the significant fault [see 4(2)(v) of (1) Vo/äge dips and short Interruptions Short time power 

reduction (voltage dips and short interruptions) tests are carriedout according to Table WII. TABLE VIII 

(b) (c) (d) (e) (g) date and time; temperature; relative humidity; power supply voltage; test load; 

indications (As applicable); errors; functional performance. Environmental phenomena Voltage dips and 

short Test Speclfication Interruption from reference voltage to zero voltage for one half cycle Interrupdon 

from reference voltage to 50% of reference voltage for two half cycles 'Ihese mains voltage interrup- tions 

shall be repeated ten times with a time interval of at least 10 seconds Interrupt the power supply to zero 

voltage for a period equal to one half cycle and conduct the test. During Interruption observe the effect on 

the EUT and record as appropriate. Reduce the power supply to 50% of nominal voltage for a period equal 

two half cycles and conduct the test. During reductions observe the effect on the EUT and record, as 

appropriate. Maximum allowable variations : The difference between the weight indication due to the 

disturbance and the Indication without the.d!sturbance either shall not exceed the välues given in 

paragraph 4(2)(v) of part I/ or the EUT shall detect and act upon a significant (2) Electrical fast 

transien&/burst immunity Electrlcal fast transients/burst immunity tests are carried out for 2 minutes with 

a positive polarity and for 2 minutes with a negative polarity and according to Tables IX, X and XI. 

TABLE IX PORTS FOR SIGNAL LINES AND CONTROL SUPPLEMENTARY INFORMATION TO 

THE TEST PROCEDURES Object of the test : To verify compliance with the provisions in paragraph 

4(1)(ii) of part 11 under conditions of short time mains voltage Interruptions and reductions. Test 

procedures In brief : Precondition : None required. Condition of the EUT ; Normal power supplied and 

"on" for a time period equal to or greater than the warm-up time specified by the manufacturer. LINES 

phenomena Fast transient common mode Test specification 0.5 k V (peak) 5 k H, rep. frequency Note : 

Applicable only to ports or interfacing with cables whose total length may exceed 3m according to the 

manufacture's functional specification. 448 THE GAZETTE OF INDIA : EXTRAORDINARY [PART 

11—SEC. 3(i)] TABLE INPUT AND OUPUT DC POWER PORTS Environmental phenomena Test 

specification Fast transient common mode 0.5 k V (peak) 5/50,ns 5 kHz rep. frequency Note: Not 

applicable to battery operated appliances that cannot be connected to the mains white in use. TABLE X1 

INPUT AND OUTPUT AC POWER PORTS Environmental phenomena Test spemcat/on Fast transient 

common mode 0.5 k V (peak) 5/50 ns Ti/Th 5 kH7 rep. frequency Note. Not applicable to battery operated 

appliances that cannot be connected to the mains while In use. A coupling/decoup'ing network shall be 
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applied for testing AC power ports. SUPPLEMENTARY INFORMATION TO THE TEST 

PROCEDURES Object of the test: To verify compliance with the provisions in paragraph 4(1)(ii) of part 

11 under conditions where fast transients are super-Imposed on the mains voltage, interruptions and 

reductions. rest procedures In brief: Precondition: None required. Condition of the EUT: Normal power 

supplied and "on" for a time period equal to or greater than the warm-up time specified by the 

manufacturer. Adjust the EUT as close to zero indicatlon as practicable prior to the test. The EUT shall not 

be re- adjusted at any time during the test except to reset if a significant fault has been indicated. 

Stabilization: Before any test stabilize the EUT under constant environmental conditions. Weighing test: 

Stabilize all factors at nominal reference conditions. Apply one load or simulated load between 50% and 

maximum capacity of the EUT and record the following with and without the transients: (a) date and time; 

(b) temperature; (c) relative humidity; (d) test load; (e) indications (as applicable); (f) errors; (g) functional 

performance. Maximum allowable variations: The difference between the weight Indication due to the 

disturbance and the indication without the disturbance either shall not exceed the value given in paragraph 

4(2)(v) of part I or the instrument shall detect and act upon a significant fault. (3) Electrostatic discharge 

Electrostatic discharge tests are carried out wth test signals and conditions as given in Table XII. TABLE 

XII Environmental phenomena Electrostatic discharge Test speificat/on 8 kV air discharge 6 kV contact 

discharge Note: The 6 kV contact discharge shall be applied to accessible conductive parts. Metallic 

contacts e.g. in battery compartments or in socket outlets are excluded from this requirement. Contact 

discharge is the preferred test method. 20 discharges (10 with positive and 10 with negative polarity) shall' 

be applied on each accessible metai part of the enclosure. The time interval between successlve discharges 

shall be at least IO seconds. In the case of a non-conductive enclosure, discharges shalt be applied on the 

horizontal or vertical coupling planes. Air discharges shall be used where contact discharges cannot be 

applied. Tests with other (bwer) voltages than those given in Table X are not required. 

SUPPLEMENTARY INFORMATION TO THE TEST PROCEDURES Object of the test: To verify 

compliance with the provislons in paragraph 4(1)(ii) of part 11 under conditions where electrostatic 

discharges are applied. Test procedures in brief: Precondition: None required. Condition of the EUT: 

Norma' power supplied and "on" for a time period equal to or greater than the warm-up time specified by 

the manufacturer. Adjust the EUT as close to zero indication as practicable prior to the test. The EUT shall 

not be re• adjusted at any time during the test except to reset if a significant fault has been indicated. 

Stabilization: Before any test stabilize the EUT under constant environmental conditions. Weighing test: 

Stabilize all factors at nominal reference conditions. Apply one load or simulated load between 50% and 

maximum capacity of the EUT and record the following with and without electrostatic discharge: (a) date 

and time; (b) temperature; (c) relative humidity; 3(i)] (d) test load; (e) indications (as applicable); (f) 

errors; (g) functional performance. Maximum allowable variations: The difference between the weight 

indication due to the disturbance and the indication without the disturbance either shall not exceed the 

value given in paragraph 4(2)(v) of part I or the instrument shall detect and act upon a significant fault. 10, 

Span stablllty test (4)(iii) SUMMARY OF 'TE-ST Test Characteristic under test Span stability Stabllity 

Condition applied 1/2 absolute (*) mpe: maximum permissible error on initial verification in Table 11, 

Note: The maximum permissible error for the zero point shall also be taken into consideration. Test 

method: Span stability. Object of the test: To verify compliance with the provisions in paragraph 4(4)(iii) 

after the EUT has been subjected to the performance tests. Reference to standard: No reference to 

international standards can be given at the present time. Test procedures In brief: The test consists of 

observing the variations of the error of the EUT or simulator under sufficiently constant ambient 

conditions (reasonable constant conditions in a normal laboratory environment) at various intervals: 

before, during, and after the Elfl has been subjected to performance tests. The performance tests shall 

include the temperature test and, if applicable, the damp heat test; an endurance test shall not be included. 

Other performance tests Ilsted in this Annex may be performed. The EUT shall be disconnected twice 

from the mains power supply (or battery supply where fitted) for at least 8 hours during the period of the 

test. The number of disconnections may be increased if so specified by the manufacturer or at the 

discretion of the approval authorlty in the absence of any specification. In the conduct of this test, the 

operating instructions for the Instrument as supplied by the manufacturer shall be considered. The EUT 

shall be stabilized at sufficiently constant ambient conditions after switch-on for at q 7 14 c r / ) 3 449 least 

five hours, and at least 16 hours after the temperature and damp heat tests have been performed. Test 
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severities: Test duration: 28 days or the time perlod necessary to conduct the performance tests, whichever 

is less. Time (t) between tests (days): 0.5 S t 10. Test load: near maximum capacity (Max): the same test 

weights shall be used throughout the test. Maximum allowable variations: The variation in the errors of 

indication shall not exceed half the absolute value of the maximum permisslble error In Table 11 for the 

test load applied on any of the n measurements. Number of test(n): At least 8 except where the differences 

of the results indicate a trend more than half the allowable variation specified, the measurements shall be 

continued until the trend comes to rest or reverses itself, or until the error exceeds the maximum allowable 

variation. Precondition: None required. Condition of the EUT: Normal power supplied and "on" for a time 

period equal to or greater than the warm-up time specified by the manufacturer. Adjust the EUT as close to 

zero indication as practicable before each test. The automatic zero- tracking should be made inoperative 

during the test (if the EiJT Is so equipped). Test sequence: Stabilize all factors at nominal reference 

conditions. Adjust the Eiff as close to zero as possible. Automatic zero-tracking shall be made inoperative 

and the automatic built-in span adjustment device shall be made operative. Inltlal measurement Determine 

the span error using the following method: 1. Determine the initial zero error (Eo) If necessary disable any 

automatic zero-setting or zero-tracking devices, by placing a "zero weight" of for example 10 times the 

scale interval on the load receptor. Note the indication at •zero (Io). Either by use of an indicator with a 

suitable higher resolution scale interval or using the change ,point weight method in paragraph 4(2)(ii) of 

Annexure A (noting the total addition change point weight • Lo) determine and record the initial zero error 

(Eo). 450 .THE GAZETTE OF INDIA : EXTRAORDINARY [PART IPSEC. 3(i)] 2. Determlnethe-error 

aenearT4ax .capacity Carefully remove the change point weights (if used) and apply the test load (or 

simulated load) and note the indication (IL). Either by use of an indicator with a suitable higher resolution 

scale Interval,or using the change point weight method qn paragraph of Annexure A (noting the total 

addition change pojnt weight • Lo) determine and record the error at near Max capacity (EL). Record: (a) 

date and time; (b) temperature; (c) bårometric pressure; (d) relative humidity; (e) value of 0.1 d; (f) test 

Joad; (g) total of added change point weights at zero load (h) total of added change point weights at test 

bad 01; (i) the followJng indications: e indication at zero (Io); the indication of test load (ILL); (j) 

calculate; o initial zero error Eo; e error at test load (EL). (k) change In location and apply all necessary 

corrections resulting from variations of temperature, pressure, etc. between the various measurements. 

Immediately repeat steps 1 and 2 four more times and.determine and record the average value of the error 

for the five tests. Subsequent measurements After observing the time between measurements requirement 

repeat the test sequence 1 to 2 once recording the data above unless: o either the result is outside the 

maximum allowable variation, or o the range of the five readings of the Initial measurement is more than 

0.1. d, In which case continue four more tlmes repeating steps 1 and 2 recording the data above and 

determine and record the average value of the error of the five tests. The measurements shall continue until 

there are at least 8 measurements except where the differences of the results indicate a trend more than half 

the allowable variation specified, the measurements shall be continued until the trend comes to rest or 

reverses itself, or until the error exceeds the maximum allowable variation. 11. rn-sltu tess (1) General: 

Note the accuracy class -required for wagon weighing and train weighing. Ensure that the desired scale 

interVal and the maximum wagon weight comply with Table Ill Check that the minimum capacity 

complies with paragraph 2(4) of part 11. Check that the minimum wagon weight complies with paragraph 

2(S) of part 11, For patern evaluation, testing may be carried out for coupled weighing, uncoupled 

weighing or train weighlng depending on the approval required by the applicant. For initiat verification, 

tests shall be carried out corresponding to the normal site operation of the instrument. (2) Rail alignment: 

If exemption from the alignment calibration at Annexure g Is required, alignment of ±1 mm must be 

demonstrated to the satisfaction of the metrological authority by means of: survey by the authority; 

submission of independent survey results; o other mutually acceptable procedure. (3) Control Instrument: 

Establish whether or not the instrument is to be used as the control instrument. If it is to be used as the 

control instrument it shall comply with paragraph 2(8)(iii)(b) of part 11. If not the static weighing [2(8)(i)] 

shall be omitted. If wagons have to be moved over some distance from the control instrument to the EUT, 

the conditions must be closely controlled. Differences in weather conditions will cause errors which wilt 

not be determinable and so this should be avoided where possible. 11—7gug 3(i)J (4) Static weighing 

(2(8)(i)]: Apply test loads from zero up to and including Max, then remove the test loads back to zero. 

Ensure that the error is recorded at change in load (normally in steps of one tonne). Ensure that errors are 
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recorded in line with paragraph 4(2) of Annexure A. Record the errors and compare them to the limts in 

Table 11. (5) Eccentricity Apply the eccentricity test only where it is practical and safe to do so. On 

installations where the weighed length Is very short it may not be possible to apply this test fully. If so 

note the reduced load. (6) Coupled weighing (i) Static welghlng (empty): Select the required number of 

reference wagons as in Table IV and weigh them individually, statically and uncoupled on the control 

instrument. Any errors shall not exceed the appropriate mpe as given in Table I. (ii)Coupld wagon 

weighing (em"): Record the wagon weights of the coupled reference wagons, In-motion [6(2)] as they are 

displayed or printed by the instrument under test at a variety of speeds up to the maximum. Record the 

errors. The instrument under test must behave correctly for the condition of operating speed The printer 

shall not print the weight of any wagon that has travelled over the load receptor at a speed outside the 

range of operatlng speeds. An appropriate indicatlon shall be included on the printout for any wagon 

weight not printed. A sub- total may be printed exclusive of wagons which have not been weighed 

provided that it is Indicated it is not the total train welght. The instrument shall also operate in the 

following manner in the case of rollback The roll-back condition shall be detected automatically and the 

weighing process shall be aborted, i.e. the instrument shall either: (a) not indicate or print any weighing 

result, or (b) give a clear indication that any Indicated or printed weighing result may. not be correct. 

Repeat the In-motion tests to obtain not less than 60 wagon weights. (iii)Stat/t weighing (full): Select the 

requlred number of reference wagons (see Table IV) and weighs them individually, statically and 

uncoupled on the control instrument, 451 Take note of the need to only particularly fill some of the 

wagons. Any errors shall not exceed the appropriate mpe as given in Table I. ('v) Coupled wagon welghlng 

(full): Record the wagon weights of the coupled reference wagons, in-motion as they are displayed or 

printed by the instrument under test at a variety of speeds up to the maximum. Record the errors. The 

instrument under test must behave correctly for the condition of-operating speed The printer shall not print 

the weight of any wagon that has travelled over the load receptor at a speed ou&lde the range of operadng 

speeds. An appropriate indication shall be induded on the printout for any wagon weight not printed. A 

sub-total may be printed exclusive of wagons which have not been weighed provided that it is indicated it 

is not the total train The Instrument shall also operate in the following manner in the case of rollback 

3(4)(v). The roll-back condition shall be detected automatically and the welghing process shall be aborted 

i.e. the instrument shall either: (a) not indicate or print any weighing result, or (b) give a clear indication 

that any indicated or printed weighing result may not be correct. (7) Uncoupled weighing [5(1)(W)(a-1)]. 

Static weighing: Select not less than 5 wagons and fill them with a range of toads from zero load to that of 

a fully loaded wagon and weigh them statically on the control instrument. Uncoupled wagon weighing: 

Record the wagon weights of the uncoupled reference wagons, in-motion, as they are displayed or printed 

by the instrument under test at variety of (controlled) speeds including near Max, near Min and the typical 

site operating speed. Record the errors. The instrument under test must behave correctly for the condition 

of operating speed 3(4)(iv). The printer shall not print the weight of any wagon that has travelled over the 

load receptor at a speed outside the range of operating speeds. An appropriate indication shall be included 

on the printout for any wagon weight not 452 -f = -0.01 THE GAZETTE .OF INDIA : 

EXTRAORDINARY [PART 11--SEC. 3(i)] printed. sub-total may •be printed exclusive of wagons which 

have not been weighed provided. jt Is not the total train weight. A minimumof:sweight printouts of each 

wagon shall be •obtained. (8) Train weighing Tests,are the.sameasin paragraph 11(6) of this.„Annexure -

and may be carried out in conjunctlon withparagraph 11(6) of this Annexure •without :repeating the test, if 

both' modes of-operation are required. The reference wagons shall be summed and any errors shall not 

exceed Ithe appropriate mpe as given in Table I and applied to the summation. ANNEX B ALIGNMENT 

CALIBRATION OF SINGLE-AXLE WEIGHING INSTRUMENT The alignment calibration is not 

recommended as an adequate substitute for verification of reference wagons by full draught weighing and 

shall only be applied under the condldons in paragraph 2(8)(iii)(b) of part 11 

1. The alignment calibration applies to instruments that operate by partial welghlng of MIO- axle wagons 

and the same instrument is required for use as the control Instrument for the purposes of determining the 

mass of reference wagons in paragraph of part 11 

2. Instruments that operate by partlal weighing are exempt from the alignment calibration 

procedure provided the following:—• the top surface of both rails along the length of the weight zone 

are vertically aligned to mm, and • the alignment has been checked along both rans at not less than Mo 
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positions on the load receptor and not less than two posltions within a wagon length from the load receptor 

on each associated apron. 3.For instruments not covered by para 2 of Annexure B, a calibration correction 

shall be determined by application of the alignment calibration procedure in para 4 of Annexure B. This 

calibration correction shall be added to each totalized wagon weight to determine the mass of each 

reference wagon 

4. The alignment calibration is conducted with the use of a single empty uncoupled wagon of a 

wheelbase similar to those wagons used for in-motion testing.An example of an alignment cailbration is 

given in para 5 of Annexure B. (1) While motionless, each axle shall be weighed in the centre and at each 

end of the load receptor. (2) The six weight indications noted in para 4(1) of Annexure B shall be summed 

up and the result divided by three. (3) Standard weights, as specified in para 4(4) of Annexure B shall be 

evenly djstrjbuted over the empty wagon and the weighing procedure in para 4(1). and (2) of Annexure B 

shall be repeated. (4) The sum of the standard weights referred to in para 4(3) of annexure B shall be at 

least equal to the larger of the following values:— • the difference between the maximum capacity and 1.5 

times the weight of the wagon as determined in para 4(2) of Annexure B with the result rounded down to 

the nearest 1 tonne; 10 tonne. (5) The difference between the results of the computations in accordance 

with para 4(2) and (3) of Annexure B shall be subtracted from the totat value of the standard weights, the 

result being the calibration correction 

5. Example of alignment calibration test sheet Accurao,' class: 1 Maximum capacity: a = 35t Wplcal 

wagon tare weight: b = 11.5t Mass of standard weights required: c = 17t (a - 1.5b, rounded down) Scale 

interval: 0.1 t Scale Interval for stationary load: 0.01 t TABLE XII on load receptor Leading end First axle 

Middle Tailing end Second axle Total of six weighings Divide total by three Derived mass of standard 

weights Calibration Indicated weight (t) Empty Loaded wagon 5.76 5.75 5.75 5.75 5.75 5.74 34.50 14.27 

14.26 14.26 14.25 14.25 14.24 85.53 11.50e = 2 17.01 11-au•g 3(i)] The calibratlon correction shall be 

added to the totalized indicated weight of each reference wagon weighed while stationary and uncoupled. 

In the case given above, the minus sign should be noted, Therefore, if the totalized indicated weight Is 

41.38, the corrected weight will be: 41.38 + (-0.01) = 41.37 Note: The calibration correction computed in 

this example is not intended to be typical. SEVENTH SCHEDULE HEADING—D AUTOMATIC 

GRAVIMETRIC FILLING INSTRUMENTS PART r 1. General dennltlons (1) Weighing instrument: 

Measuring instrument that serves to determine the mass of a load by using the action of gravity on that 

load. According to its method of operation, a weighing instrument is classified as automatic or non- 

automatic. (2) Automatic weighing instrument: An instrument which weighs without the intervention of an 

operator and follows a predetermined programme of automatic process characteristic of the instrument. (3) 

Automatic gravimetric filling instrument.' An instrument which fills containers with predetermined and 

virtually constant mass of product from bulk by automatic weighing, and which comprises essentially an 

automatic feeding device or devices associated with one or more welghlng uniG and the appropriate 

control and discharge devices. (i) Associative (selective combination) weigher: Automatic gravimetric 

filling instrument comprising one or more weighing units and which computes an appropriate combination 

of the loads and combines them for subsequent discharge as a fill. (ii) Cumulative weigher: Automatic 

gravimetric filling Instrument with one weighing unit with the facility to affect the fill by more than one 

weighing cycle. (iii) Subtractive weigher: Automatic gravimetric filling instrument for which the fill is 

determined by 453 controlling the output feed from the weigh hopper. One or more loads discharged into a 

single container to make up the predetermined mass. (5) E/ectrvn/c instrument: An Instrument equipped 

with electronic devices (6) Control Instmment: A weighing instrument used to determine the mass of the 

test fills delivered by the filllng instrument 

2. Construction Note: In this Part the term device is applied to any part whlch uses any means to 

perform one or more specific functions.(1) Principal par& (Ili) Weighing units: A device which provides 

information on the mass of the load to be measured. This devise may consist of all or parts of non- 

automatic weighing instruments. Local receptor: Part of measurement instrument intended to receive the 

load. Feeding device: Device which provides the supply of the product from bulk to the weighing unit. It 

may operate in one or more stages. Control devices (a) Feed control device—Device which regulates the 

rate of the feed of the feeding device (b) Fill setting device—Device which allows the setting of the pre-set 

value (c) Final feed cut off device—Device which controls the cut off the final feed so that the average 

mass of the fills corresponding to the preset value. This device may include an adjustable compensation for 
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the material in flight. (d) Correction device—Device, which automatically corrects the setting of the filling 

instrument. (2) Elettonlc parts (i) Electronic device: A device comprising electronic assemblies 454 THE n 

GAZETTE IOF INDIA : EXTRAORDINARY [PART II—SEC. 3(i)] and•:: performjog-a„ specific 

function. Electronic devices are usually manufactured as separate units and capable of: being 

independently tested. (ii) Electronic subrassemb/y: A patt•of an electronic device employing electron]c: 

components and having a recognlzable function of its own. (iii) Electronic components: The smallest 

physicalentitythat uses the electron•, or%hole .conduction In semi- or,in :a vacuum. (3) Indicating:dev/ce: 

The part:of• measuring instrument that displays an. indication. Notes 1. Fora weighing •instrument, the 

indicatihg device is a •set of components, which displays the value, •in units of mass, of theesult of a 

weighing operation. may indicate either the mass of the load or difference between the mass and the preset 

-value provided the Intention is made clear. (4) Ancillary devices (i) Zero setting device: A device for 

setting the indicating device to zero when the load -receptor Is empty. (a) Non automatic zero setting 

device— A device for setting the Indicating devlce to zero by an operator (b) Semi automatic zero setting 

device— A devlce for setting the indicting device to zero automatically following a manual command (c) 

Automatic zero setting device—A device for setting the indicating device to zero automatically without 

the intervention of an operator. (ii) Tare device: A device for setting the indication to zero when a load is 

on the load receptor (a) without altering the weighing range for net loads (additive tare device), or (b) 

reducing the weighing range for net loads (subtractive tare device). 3, Metrological characteristics (1) 

Scale Interval (d): Value expressed in units of mass, of the difference between— (a) the values 

corresponding to two consecutive scales mark for analogue indication. (b) Wyo consecutive indicated 

values for digital indication. (2) Reference particle mass of a product; Mass equal to the mean of ten of the 

largest elementary particles or pieces of the product taken from one or more loads, (3) Pre set value: 

Value, expressed In units of mass, preset by the operator by means of the fill setting device, in ordér to 

define the nominal value of the fills. (4) Static set point: Value of the test weights or masses, which, in 

static tests, balance the value, selected on the indication of the fill setting device. (5) Weighing cycle: The 

sequence of the operation which Includes: (a) delivery of the material to the load receptor; (b) a weighing 

operation; and (c) the discharge of a single discrete load. (6) Fina/ feed time: Time taken to complete the 

tast stage of delivery of the product to a load receptor. (7) Mln/mum capacity (min): Smallest discrete load 

that can be weighed automatically on a load receptor. (8) Maximum capacity (max): The largest discrete 

load that can be weighed automatically on a load receptor. (9) Warm up time: The time between the 

moment power is applied to an instrument and the moment at which the instrument is capable of 

complying with the requirements. (10) Average number of loads per fill: Half the sum of the maximum 

and minimum number of loads per fill that can be set by the operator or, in cases where the number of 

loads per fill is not directly determined by the operator, either the 3(i)] means of the actual number of loads 

per fill (if known) in a period of normal operation, or the optimum number of loads per fill as may be 

specified by the manufacturer for the type of product which is to be weighed. (11) Rated minimum fill: 

The rated value of the fill below which the weighing results may be subject to errors outside the limits 

specified in this part. (12) Minimum discharge: The smallest load that can be dlscharged by a subtractive 

weigher. 4. rndications and errors (1) Methods of indication (i) Analogue indication: An Indication 

allowing the evaluation of equillbrium position to a fraction of the scale interval. (ii) Digital Indication: An 

Indication in which the scale mark comprises a sequence of an aligned figure that do not permit 

Interpolation to fractlon of a scale interval. (2) Errors (i) Error of indication: The Indication of an 

instrument minus the (conventional) true value of the mass. (iD Intrinsic error: The error of an instrument 

under reference conditions (iii) Initial Intrinsic error: The Intrinsic error of an instrument as determined 

prior to performance and span stability tests, (iv) Fault: The difference between the error of indication of 

an instrument and the intrinsic error. Note.Principally, a fault is the result of an undesired change of data 

contained in or flowing an electronic instrument. (v) Significant fault: A fault greater than 0.25 of the 

maximum permissible deviation of each fill [as 455 specified in sub-paragraph (2) of para 2] for an in-

service verification, for a fill equal to the rated minimum fill. Note: The following are not considered to be 

significant faults even when they exceed the value defined above: (a) Faults arising from simultaneous and 

mutually independent causes in the instrument. (b) Faults implying the impossibility to perform any stage 

of operation. (c) Faults being so serious that they are bound to be noticed by an operator. (d) Transitory 

faults bring momentary variations in the indication or operation which cannot affect the final results of the 
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automatic cycles. Note: For Instruments where the filt may be greater than one load, the value of 

significant fault applicable for a test on one static load shall be calculated in accordance with the test 

procedures. (VD Span stability. The capability of an instrument to maintain the difference between the 

Indication of weight at maximum capacity and the indication at zero within specified limits over a period 

of use. (3) Reference value for accuracy dass The value of accuracy class determined by static testing of 

the weighing unit during influence quantity testing at pattern approval stage. reference value for accuracy 

class is equal to the best accuracy class for which the instrument may be verified for operational use 

5. Influences and reference conditions (1) Innuenæ quantity A quantity, which is not the subject of 

the measurement but which influences the value of measurand or the indication of the instrument.(i) 

Influence factor: An Influence quantity having a value within the specified rated operating conditions of 

the instrument. (1) Disturbance: An influence quantity having a value within the limits specified in this 

Part but outside the rated operating conditions of the Instrument 456 THE' GAZETTE IOF ilNDIA : 

EXTRAORDINARY [PART 11—SEC. 3(i)] (2) Ratedoperating conditions Conditions:of the ranges of 

the• measurand ..and Ithe unfluence quantjtles•Tor Whith 'the characteristics.arei intended to Ile with in 

the ";maxlmum permissible ;dev.iatlon specified. (3) Reference conditions A set of specified values of 

'influence factors ifixed *ensure valid inter- comparison .af the results of measurements. 6, Tess (1) 

Materla/test: A test carried out on a complete instrument using the type of material, which vis Intended to 

weigh. (2) Simulation tests: A test carried out on a complete instrument or a part of an instrument in which 

any part of the weighing operation is simulated. (3) test: A test to verify whether the equipment under test 

(EUT) is able to accomplish its intended functions (4) Span stability test: A test to verify that the EUT Is 

capable of maintaining performance characteristics over a period of use 

PART 11 1, General (1) Scope: This Part specifies the metrological and technical requirements for 

automatic gravimetric filling instruments (hereafter called "filling instruments"), which sub-divide a bulk 

product into fills of predetermined and virtually constant mass by automatic weighing, the fills being kept 

separate. Note: (1) Thls specification places no constrain on the maximum or minimum capacities of the 

instruments for which this specification Is applicable. (2) Filling instrumenG may also be required to 

comply with certain requirements e.g. an instrument which could operate as a non-automatic instrument 

witl need to comply with the specification for non- automatic weighing Instruments. 2. Me&ologlc.al 

requlrements (1) Accuracy classes The accuracy class and reference value for accuracy class shall be 

specified in accordance with sub-paragraph (2) of paragraph 2 and marked an the instrument in accordance 

with sub- paragraph (10) of paragraph 3. Accuracy class shall be specified for intended usage, I.e. nature 

of the product to be weighed, type of Installation, value of the fill, and operating rate. Note: The limitation 

of accuracy classes to certain application may be determined by these (2) L/ml& of error Maximum 

rnnis.sib/e enor for stäc test: This instrument shall have a reference value for accuracy class Ref (x), 

applicable for static testing only, for which the maximum' permissible error for influence factor tests shall 

be as specified in sub- paragraph (4) of paragraph 2, multiplied by the class designation factor (x). 

Maximum permissible deviation of each fills: The instrument shall have a specified accuracy class X(x) 

for which the maximum permissible deviation of each fill from the average shall be equal to the limits 

specified in Table I given below, multiplied by the dass designation factor (x). (x) shali be 1 x 10k, 2 x 

10k, 5 x 10k, k being a positive or negative whole number or zero. Value of the mass of the TABLE 1 

Maximum permissible deviation of each fill from the average for class X (1) Initial In service verification 

Inspection 50 < M < 100 100 < M < 200 200 < M < 300 300< M < 500 500 < M < 1000 1000 < M < 

10000 10000 < M < 15000 15000 < M 3.15% 6.3g 1.05% 4.5g 9g 15g 150% (See Table 2 under sub-

paragraph (3) of para 3(i)] 6 for the number of fills required to find the average For in-service testing, 

when the reference particle mass exceeds 0.1 of the maximum permissible in-service deviation, the values 

derived from Table 1 shall be increased by 1.5 times the value of the reference particle mass. However, the 

maximum value of the maximum permissible deviation shall not exceed (x) x 9%. Note Particle mass 

correction is not applicable to limits, which are derived from Table I, e.g. influence quantity' test, zero 

setting, etc. (3) Maximum permissible preset value error (setting error): For instruments where it is 

possible to preset a fill weight the maximum difference between the preset value and the average mass of 

the fill shall not exceed 0.25 of the maximum permissible deviation of each fill from the average, as 

specified for in service inspection In item (ii) of sub-paragraph (2) of this paragraph. This limit will apply 

for initial verification and for in-service inspedon testing. (4) Maximum permissible error for Influence 
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factor tests: The maximum permissible error for any static test load during influence factor tests shall be 

0.25 of the maximum permissible deviation (as specified in item (ii) of sub-paragraph (2) of thls paragraph 

for in-service inspection, corresponding to the value of a fill equal to that load. Note: For instruments 

where the fill may not be equal to one load, the maximum permissible error applicable for a test on one 

static load shall be calculated in accordance with the test procedures. (5) Influence factors: Refer to Annex 

A for test conditions. (i) Static temperatures: Instruments shall comply with the appropriate metrological 

and technical requirements at temperatures from -IOOC to +400C. However, for special applications the 

limits of .the temperature range may differ from those given above but such a range shall not be less than 

300C and shall be specified in the descriptive markings. (ii) Power supply (AC): Instruments which are 

powered by an AC electricity supply shall comply with the appropriate metrological and technical 

requirements when operated at voltages from - 15% to +10% of the reference voltage. IIC 457 (iii) 77/ting: 

Instruments which are not intended for installation in a fixed position and which do not have a level 

indictor shall comply with the appropriate metrological and technical requirements when tilted by 5%. 

Where a level indictor is present it shall enable the instrument to be set to a titt of 1% or less. (6) UniG of 

measurement; The unlts of mass to be used on an instrument are the milligram (mg), the gram (g), the 

kilogram (kg) and the tonne (t) 
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3. Technical requiremen& (1) Suitability for use A filling instrument shall be designed to suit the 

method of operation and the products for which it is intended.It shall be of adequately robust 

construction so that it maintains its metrological characteristics. (2) Security of operation (i) Accidental 

ma/-ad]ustment: An instrument shall be so constructed that an accidental. breakdown or a mal- adjustment 

of control elements likely to disturb its correct functioning cannot take place without its effect being 

evident. use ofa printer: Any print-out is for information purposes only and not for use in a commercial 

transaction, except for preset values and number of weighings. (iii) Ancillary devices: Any ancillary 

device provided for use with a filling instrument shall not affect the correct functioning of the instrument. 

(v) Scale interval (d): Scale intervals of all indicating devices associated with a weighing unit shall be the 

same. (3) Fill setting device If fill setting is by means of a scale, it shall be graduated in units of mass. If 

fill setting is by means of weights, they shatl be either weights in accordance with these rules or purpose-

designed of any nominal value, distinguishable by shape and identified with the filling instrument. 458 

THE GAZETTE OF INDIA : EXTRAORDINARY [PART IPSEC. 3(i)] (4) Fina/ fed cut-off device The 

final feed cut-off device shali be clearly differentiated from any other device. ne direction of movement 

corresponding to the sense•of the desired result shall be shown, where applicable. (5) Feed/ng:devlce: The 

feeding device shall be designed to provide sufficient and regular now rate(s). An adjustable feeding 

device shall be fitted with an Indlcation of the direction of movement corresponding to the sense of the 

adjustment of the feed where applicable. (6) Load æceptor (i) The bad receptor, and feed and discharge 

devices as appropriate, shall be designed to ersure that residual material retained after each discharge is 

negligible. (ii) Instruments using the subtractive weighing principle shall be designed to ensure that 

residual material retained at feed from the discharge gate Is negligible. (iii) The load receptor shall provide 

access and facilities so that where necessary test weights or masses up to the maximum capacity can be 

placed -in position, in a safe and secure manner. If these facilities are not a permanent fixture of the 

instrument, they should be kept in the vicinity for the instrument. (iv) Manual discharge of the load 

receptor shalt not be possible during automatic operation, (7) Zero setting and tare devices (i) The filling 

Instrument shall be provided with a zero-setting device, which may also be used for the setting of tare. The 

device may be— (a) Manual; (b) Semi-automatic, or (c) Automatic (ii) Zero-setting and tare devices shall 

be capable of setting to less than or equal to 0.25 of the maximum permissible deviation for in-service 

inspection for a fill equal to the minimum capacity for -instruments with one weighing unit, and for a fill 

equal to the rated minimum fill for selective combination weigher. (iii) Non-automatic or semi-automatic 

zero- setting and tare device should be locked during automatic operations. (iv) The weighing unit shall be 

in stable equilibrium when the zero setting and tare device is being set. (8) Equi//brlum mechanism The 

equilibrium mechanism may be provided with detachable masses which shall be either weights in 

accordance with 01ML requirements or purpose- designed masses of any nominal value, distinguishable 

by shape and Identified with the filling instruments. (9) Security A security means shall be provided for 

components and pre-set controls to which access is prohlblted. (10) Descrlptlve markings Fllling 

Instruments shall bear the following markings (i) Marking shown in full (a) Name or identification mark of 

the manufacturer (b) Name or identification mark of the Importer (if applicable) (c) Serial number and 

type designation of the Instrument (d) Product(s) designation (i.e. materials that may be weighed) (e) 

Temperature range (if applicable, see 2.5.1) in the form .......C/....C (f) Electrical supply voltage in the 

form......V (g) Electrical supply frequency in the form..,Hz (h) Working fluid pressure (if applicable) in the 

form......kPa (l) Average number of loads/fill (if applicable) (j) Maximum fill (if applicable) (k) Minimum 

fill (if applicable) (l) Rated minimum fill (m) Maximum rate of operation (if applicable) In the form ..... .. 

Load per minute (ii) Marking shown in code (a) Pattern approval sign (b) Indication of the accuracy' class 

X(x) (c) Reference value for accuracy class Ref (x) (d) Scale interval (if applicable) in the 
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form 3(i)] (e) Maximum capacity (or minimum discharge where applicable) in the form Max=.,.., (f) 

Maximum additive tare in the form (g) Maximum subtractive tare In the form An instrument may be 

verified for different materials for which different classes shall apply or which require different operating 

parameters to maintain limits of error. Marking shall be such that the alternative class or operating 

parameters are clearly associated with the appropriate material designation. In the case of subtractive 

weigher the minimum load to be discharged shall be specified. (iii) Presentation of descriptive markings: 

The descriptive marking shall be indelible and of a size, shape and clarity to enable legibility under normal 

conditions of use of the filling instrument. They shall be grouped together in a clearly visible place on the 

filling instrument, either on a date plate fixed to the instrument or on the filling instrument itself. Where 

the markings are placed on a date plate, it shall be possible to seal the plate bearing the markings. Where 

they are marked on the filling instrument itself it shall not be possible to remove them without destroying 

them. The descriptive markings may be shown on a programmable display, which is •controlled by 

software. In this case, means shall be provided for any access to reprogramming of the markings to be 

automatically and non-erasable, recorded, e.g. by traceable access software when a programmable dfspfay 

is used, the plate on the instrument shall bear at least the following markings: (a) -Type and designation of 

the instrument; (b) Name or identification mark of the manufacturer; (c) Pattern approval number; (d) 

Electrical supply voltage; (e) Electrical supply frequency; and (f) Pneumatic pressure (11) Verification 

marks (i) Position: The filling instruments shall have a place for the application of verification marks. This 

place shall: (a) be such that the part of which it is located 459 cannot be removed from the filllng 

instrument without damaging the marks (b) allow easy application of the mark without changing the 

metrological qualities of the filling instruments (c) be visible without the filling instrument having to be 

moved when it is in service, (ii) Mounting: Filling instruments required to bear verification marks shall 

have a verification mark support, at the place provided for above, •which shall ensure the consetvation of 

the marks. When the mark is made with a stamp, this support may consists of a strip of lead or any 

together material with similar qualities, inserted into a plate fixed to the filling instrument or a cavity bored 

in the filling instrument itself. When the marks consist of an adhesive transfer, a space shall be prepared 

for this purpose. (12) Contro/ instrument: The control instrument may be separate from an integral part of 

the filling Instrument 

4. Requlæmen& for electmnlc Instrumen& Electronic filling instruments shall comply with the 

following requirements, In addition to the requirements of ail other clauses of this specification.(1) 

Genera/ requiremen& (i) Rated operating conditions: Electronic operating conditions Electronic 

instrument shall be so designed and manufactured that they do not exceed the maximum permissible errors 

under rated operating conditions. (ii) Influence factors: (iii) An electronic instruments shall comply with 

the requirements of sub-paragraph (5) of paragraph 2 and shall also comply with appropriate metrological 

and technical requirements at a reiatlve humidity of 85% at the upper limit of the temperature range of the 

instrument. Disturbances: Electronic instruments shall be so designed and manufactured that when 

exposed to disturbances, either:— (a) significant faults do not occur, i.e. the difference between the weight 

indication due to the disturbance and 460 THE (GAZETTE OF INDIA : EXTRAORDINARY [PART [I—

SEC. 3(i)] the •indication Mjithou't the disturbance(intrinsic error) shall not exceed ithe value specified in 

paragraph I; or (b) significant ',faults •are *detected and acted ..upon. Note: A fauttequalto orless•than the 

value in paragraph irrespective of the value of the errorgof\indication. (iv) Evaluation:forcomp/iance: The 

pattern •of an electronic instrument is presumed to comply with the requirements of paragraphs and If it 

passes the examination and tests specified in Annex A. (v) Application: The. requirements in paragraph 

4(1) (iii) may be applied separately— (a) either to each individual cause of significant fault; or (b) to ead) 

part of the electronic instrument; or (c) to both. The choice of whether sub-item (a) or sub item (b) above 

should be applied is left to the manufacturer. (2) Functional requiremen& (i) Indicator display tests: If the 

failure of an indicator display element can cause a false weight indication, then the instrument shall have a 

display test facility which is automatically initiated at switch-on of indication, e.g. indication of all the 

relevant signs of the indicator in the active and non-active states for a sufficient time to be easily observed 

by the operator. (ii) Acting upon a significant fault; When a significant fault has been detected, the 

instrument shall either be automatically made inoperative or a visual or audible indication shall be 

provided automatically and shall continue until such time as the user takes action or the fault disappears. 

(iii) Warm-up time: During the warm-up time of an electronic instrument there shall be no indication or 
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transmission of the result of weighing, and automatic operation shall be inhibited. (iv) InteMace: An 

instrument may be equipped with an interface within allows it to be coupled to external equipment. When 

an interface is used, the instrument shall continue to function correctly and its metrological functions shall 

not be influenced. Battery power supply: An instrument that operates from a battery power supply shall, 

whenever the voltage drops below the manufacturer's specified minimum value, either continue to function 

correctly or automatically be put out of service. (3) Examination and tests: The examination and testing of 

an electronic instrument is intended to verify compliance with the applicable requirements of this 

specification and especially with the requirements of this paragraph. (iii) Examinations An electronic 

instrument shall be examined to obtain a general appraisal of the design and construction. Performance 

tests: An electronic instrument or electronic device, as appropriate, shall be tested as specified in Annex A 

to determine the correct functioning of the instrument. Tests are to be carried out on the whole instrument 

except when either the size or the configuration or both of the instrument does not lend itself to testing as a 

unit. In such cases the electronic devices shall be tested, where possible as a simulated instrument 

including all electronic elements of a system which can affect the weighing result. In addition, an 

examination shall be carried out on the fully operational instrument. Susceptibility that would result from 

the use of electronic Interfaces to other equipment shall be simulated in the tests. Span stability: When an 

electronic instrument is subjected to the span stability test specified in paragraph 7 of Annexure A, the 

absolute value of the difference between the errors obtained for any two measurements shall not exceed 

half the maximum permissible error for influence factor tests for a near maximum capacity load 

5. Metrological controls (1) Genera/ (i) Provision of means of testing: For the purposes of testing, the 

metrological authority may require from the applicant the product (i.e. the material to be weighed), 

the handling equipment, the approprlately qualified personnel and a control Instrument. (ii) Materia/ tests: 

(a) For pattern evaluation—The material used as the test load for pattern evaluation shall be representative 

of a product for which the instrument is designed. The test shall be conducted in accordance with the test 

procedure in paragraph 8(1) of Annexure (b) For initial verification and in-service verification—The in-

situ material tests shall be done in accordance with the descriptive marking under the normal conditions of 

which the instrument is intended. The test shalt be conducted in accordance with the test procedure laid 

down in paragraph 8(2) of Annexure A. (2) Pattern approval (i) Documentation: The application for 

pattern approval shall include documentation comprising: (a) metrological characteristics of the 

instrument, (b) a set of specifications for the instrument, (c) a functional description of the components and 

services, (d) drawings, diagrams and general soft ware informatioh (if applicable), explaining the 

construction and operation, including interlocks, (e) any document or other evidence that the design and 

construction of the instrument complies with the requirements of this specification. (ii) Genera/ 

requirements: The pattern evaluation shall be carried out on one or more (and normally not more than 

three) units that represent the definitive pattern. One or more of the units shall be complete and fully 

operational of the purposed of paragraph 5(2)(iii)(a). One or more of the units shall be submitted in a form 

suitable for simulation testing In a laboratory and shall include the whole of the electronics which affect 

4DII—116 (iii) 461 the weighing result except In the case of an associative weigher where only one 

representative Weighing unit may be included. The instrument or simulated instrument shall have a load 

Indicator, or an interface allowing access to a quantity that can be calibrated to provide an indication of 

load, so that the requirements of paragraph 2(2)(i) (maximum permissible errors for static tests) may be 

tested and so that the instrumént ma.y be tested for influence quantities. The scale Interval of the load 

indicator shalt not exceed 0.125 of the maximum permissible deviation for in- service verification for a fill 

equal to the minimum capacity. The evaluation shall consist of the tests specified in paragraphs 5(1)(ii)(a) 

and Pattern evaluation: The submitted documents shall be examined and tests carried out to verify that the 

instrument complies with: (a) the requirements specified for static tests in paragraph 2, (b) the technical 

requirements in paragraph 3, (t) the requirements In paragraph 4 for electronlc Instruments, where 

applicable. The appropriate metrological authority shall conduct the test in a manner, which prevents an 

unnecessary commitment of resources. Note: The appropriate metrological authority may accept with the 

consent of the applicant, equivalent test data obtained from other metrological authorities. (a) Tests for 

compliance with technical requirements Operational test with material shall be done in accordance with 

the procedure in paragraph 8(1) of Annex A on a complete instrument to assess compliance with the 

technical requirements of paragraph 3. (b) Influence factor tests Influence factors shall •be applied during 
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simulation tests in a manner that will reveal a corruption of the weighing results of any weighing process 

to which the instrument should applied, in accordance with— 462 THE GAZETTE OF INDIA : 

EXTRAORDINARY [PART IL—SEC. 3(i)] (a) Paragraph 2(5) for all instruments; and (b) Paragraph 4 

for electronic instruments (c) Apportioning of errors Where parts of an instrument are examined separately 

in the process of pattern approval, the following requirements shall apply— The error limits applicable in a 

part which is examined separately are equal to a fraction -Pi of the maximum permissible errors or the 

allowed variations of the indication of the complete instruments. The fractions for any part have to be 

taken for the same accuracy class as for the complete instrument incorporating the part. The fraaions Pi 

shall satisfy the following equation: The fraction Pi, shall be chosen by the manufacturer of the part and 

shall be verified by an appropriate test. However, the fraction shall not exceed 0.8 and shall not be less 

than 0.3 when more than one part contributes to the effect tn question. Note: As the requirements of this 

sub- paragraph only apply to the instrument submitted for pattern evaluation and not to those subsequently 

submitted for verification, the means by which it will be possible to determlne whether the appropriated 

maximum permissible error or maximum allowable variation has been exceeded while decided mutually 

between the metrological authority and the applicant. The means may be for example: (a) the provision or 

adoption of the indicating device to give the required resolution, (b) the use of change point weights, or (c) 

any other means mutually agreed. (iv) Place to testing: Instruments submitted for pattern approval may be 

tested either— (a) on the premises of the metrological authority to which the application has been 

submitted; or (b) In any other suitable place agreed to between the metrologlcal authority concerned and 

the applicant. Certificate of approval and determination of paragraph [2(2)(i) and paragraph 5 01 Annex 

A]: The pattern approval certificate shall state the reference value for the accuracy class as determined by 

the static tests In paragraphß of Annex A and shall state that the actual class (equal to the greater than the 

reference value) shall be determined by compliance with the metrological requirements at initial 

verification. (3) Initial verification (ii) (iii) Genera/ requirements: Instruments shall be examined for 

conformity with the approved pattern where applicable and shall be tested for compliance with paragraph 2 

[excluding paragraph 2(2)(i) and paragraph 2(5)] for the intended products and corresponding accuracy 

classes under normal conditions of use. Tests shall be carried out by the appropriate metrological authority, 

in-sltu, with the instrument fully assembled and fixed in the position in which it is intended to be used. The 

installation of an instrument shall be so designed that an autdmatic weighing operation will be the same 

whether for the purposes of testing or for use for a transaction. Material tests: Material test shall be carried 

out In compliance with paragraph 5(1)(ii) using the test methods specified in paragraph 6. Conduct of the 

test: The appropriate metrological authority: (a) shall conduct the test in a manner which prevents an 

unnecessary commitment of resources, (b) may, where appropriate and to avold duplicating tests 

previously done on the instrument for pattern evaluation under paragraph 5(2)(iii) (a) use the results of 

observed tests to assess for initial verification. Determination of accuracy c/ass: 11-7408 3(i)] The 

appropriate metrological authority (a) determine the accuracy class for the materials used in the tests in 

accordance with paragraph 5(2)(v) by reference to the material test results and the limits of error specified 

in paragraph 2(2)(ii) and paragraph 2(3) for initial verification, (b) Verify that accuracy classes determined 

as above. (4) In-service verification In-service verification shall be as specified in para 5(3)(i) and para 

5(3)(ii). The maximum permissible errors shali be as specified in para 2(2)(ii) for in-service verification. 

The appropriate metrological authority shall conduct the test in a manner, which prevents an unnecessary 

commitment of resources. Quite often a question is asked as to how to calculate R(x). The method is as 

follows: Ref. (x) or simply x, is a numeral indicating the class of the gravimetric filling machine, which is 

to be assigned at the time of model approval. Once the value of x or Ref. (x) Is assigned, one can 

determine Its MPD by multiplying the figures given in Table I of this part of this book. At the time of 

verification, one has to see only for the compliance to the MPD and other requirements. For calculating x 

or Ref. (x), one should calculate (l) value of setting error se and (2) maximum deviation md as explained in 

this part on. Remember mpse(l) is 1/4 of mpdl given in table of 5(3)(i) and last column of the observation 

sheet gives deviation from the mean fill, so maximum deviation md is calculated from here. Number of 

fills to be taken is chosen with the help of Table 2. Then examine the values of se/mpsel and md/ mpdß), 

these may be a whole number (including then class of the Instrument is one plus the whole number 

irrespectlve of the value of fraction, i.e. 3 in the given example. In case whole number is zero then Ref. (x) 
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or x Is 1. If the values of se/mpse 1 and md/mpdl are 3.575 and 3.265 then Ref. (x) or x will be 5 and not 4, 

as x has to be either of 1, 2, 5 or multiples of 10 of 1, 2 and 5 

6. Test methods (1) Determination of the mass of Individual fills The mass of the individual fills is 

463 determined using one of the methods specified in paragraph 6(5)(i) or in paragraph 6(5)(ii), (2) 

Conduct of material tests (a) The tests shall be carried out on fills using loads at or near to, the 

maximum capacity and' also at, or near to, the minimum capacity.Materlal tests should only be carried 

out with the products the instrument is intended to be used for. (b) Cumulative weighers shall be tested as 

above with the maximum practical number of load per fill and also with the minimum number of loads per 

flit, and associative weighers as above with the average (or optimum) number of loads per fill. (c) If the 

minimum capacity is less than one third of the maximum capacity then tests shall also be carried out near 

the centre of the load weighing range preferably at a value close to, but not above, 100g, 300g, 1000g or 

15000g as appropriate. (d) All tests shall be conducted with any adjustable parameter critical to 

metrological integrity e.g. final feed time or rate, set to the most onerous condition allowed by the 

manufacturer's printed instructions and incorporated in the descriptive markings. (i) Testing the effect ofa 

correction device (a) Any correction device e.g. in-flight correction or automatic zero setting fitted to an 

instrument shall be operated durlng the tests according to the manufacturer's printed instructions. (b) If the 

correction device is not activated during each filling operation, then tests at minimum capacity shall be 

arranged to include the effect of one or more regular operations of the correction device, e.g. buy including 

in the test at least three fills immediately before and after the activation of the device. (c) The initial fills 

after the charge between maximum capacity and minimum capacity shall be included in the test unless the 

instrument bears a clear warning to discard the stated number of fills after a change to the instrument 

settings. (GAZETTE OF INDIA : EXTRAORDINARY [PART 11—SEc. 3(i)] (3) Number of fids The 

number of indiVidual tests fill depends upon the preset value (m):asspecified in-.Tåble 2 below:— TABL-

E/2 m S 10kg 10kg S m s,25kg 25kg S m s }100kg 100kg S m (4) Accuracy of standards 60 fills 32 fills 

20 fills 10 fills The control iinstr.ument and standard weights used in testing shallensure thatchecklng of 

the test fills to an error than either— (a) one-third •of the maximum permissible deviation and maximum 

permissible preset value error (as appropriate) for automatic weighing [paragraph 2(2) and paragraph 2(3) 

respectively] if the control instrument or the device used for control purposes Is verified immediately prior 

to the material test; or (b) one-fifå' of the maximum permissible deviation and maximum permissible 

preset value error (as appropriate) for automatlc weighing [paragraph 2(2) and paragraph 2(3) respectively] 

in all other cases: (5) Materia/ test methods (i) Separate verification method: The separate verification 

method requires the use of a (separate) control instrument to find the conventional true value of the mass 

of the test fill. (ii) Integra/ verification method: With this method the instrument being tested Is used to 

determine the conventional true value of the mass of the test fill. The integral verification method shall be 

conducted using either:— (a) an appropriately designed fndicating device, or (b) an indicating device with 

standard weights to assess the roundlng error. The total uncertainty of the test method (separate or integral 

verification) shall be not greater than one-third of the maximum permissible error for the instrument. Notes 

(1) The integrat verification method depends on determining the masses of the loads. Limits of error as 

specified in paragraph 2(2) are for the mass of the fill. If it Is not possible to ensure that in normal 

operation, all load is, discharged at each cycle of operation, i.e. that the sum of the loads is equal to the fill, 

then the separate verification' method [paragraph 6(5)(i)] should be used. (2) When using the integral 

verification method for a cumulative weighing instrument a sub-division of the test fill is unavoidable. 

When calculating the conventional true value of the mass of the test fill, it is necessary •to consider the 

Increased uncertainty due to the division of the test fill. (a) Interruption of automatic operation An 

automatic filling operation of a test fill be initiated as for normal operation. However, the automatic 

operation shall be interrupted twice during each filling cycle i.e. after the load is assembled and after the 

load is discharged. An automatic operation shall not be Interrupted during consecutive weighing cycles if 

the speed of operation is so high that the interruption would significantly affect the mass of the fill. (i) 

Predischarge (full) interrupt The automatic operation shall •be interrupted after the load receptor(s) has 

(have) been loaded and the feed of material has ceased. Wheh the load receptor(s) has (have) stabilized, 

the net weight of the fill indicated or determined by balancing with standard weights shall be recorded and 

the instrument switched back to automatic operation. (ii) Post-discharge (empty) interrupt The automatic 

operation shall be Intekrupted after the toad(s) has (have) been discharged and the load receptor(s) Is (are) 
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ready to receive a further load. When the load receptor(s) has (have) stabilized, the empty load receptor 

weight Indicated or determined by balancing with standard weights shall be recorded and the instrument 

switched back to automatic operation. (6) Preset value The indicated preset value of the fill shall be noted 

where applicable. (7) Mass and average value of the test fi// The test fill shall be weighed on a control 

instrument and the result shall be considered as being the conventional true value of the test fill. The 

average value of all the fills in the test shatt be calculated and noted. (8) Deviation for automatic weighing 

The deviation for automatic weighing used to determine compliance of each fill with the maximum 

permissible deviatlon for automatlc weighing paragraph 2(2) shall be the difference between the 

conventional true value of the mass of the test fill [as defined in paragraph 6(7)] and the average value of 

all the fills In the test, (9) Preset value ertvr for automatic weighing The preset value error for automatic 

weighing used to determine compliance with paragraph 2(3) shall be the difference between the average 

value of the conditional true value of the mass of the test fill (as defined in paragraph 6(7) and the preset 

value for the fills. ANNEXURE A TESTING PROCEDURES FOR AUTOMATIC GRAVIMETRIC 

FILLING (Mandatory) [See paragraph 2(5)) Meaning of symbols I = Indication In = nth Indication L = 

Load AL = Additional load to next changeover point P = I +1/2 d- AL + Indication prior to rounding 

(digital indication) mpd = Maxlmum permissible deviation of each fill from the average EUT = Equipment 

under test se = Setting error mpse = Maximum permissible setting error md = Maximum deviation of each 

flll from the average 1. Examination for pattem approval (1) Administrative examination [paragraph 5(2)] 

Review the documentation that is submitted to determine if it is adequate and correct. For pattern approvat 

the documentation shall include:— I(l)(a) metrological characteristics of the instrument, I(l)(b) a set of 

specifications for the instrument, I(l)(c) a functional descriptlon of the components and devices, and I(l)(d) 

drawings, diagrams and general software information (if applicable), explaining the construction and 

operation, including interlocks. q 714 4 09/1— / 17 465 Consider any document or other evidence that the 

design and construction of the instrument complies with the requirements of this specification. (2) 

Compare construction with documentation [paragraphs 4(3) and Examine the various devices of the 

instrument to ensure conformity with the documentation. (3) Technical requirements (Paragraph 3) 

Examine the instrument for conformity with technical requirements according to the checklist given In the 

test report format. (4) Functional requirements {Paragraphs 4(2) and Examine the instrument for 

conformity with functional requirements according to the checklist given in the test report format 

2. Examination for initial verification (1) Compare construction with documentation [paragraph 

Examine the instrument for conformity with the approved pattern.(2) Descriptive markings 

(paragraph Check the descriptive markings according to the checklist given in the test report format 

3. General test requiremen& (1) Power supply Power up the equipment under test (EIJT) for a time 

perlod equal to or greater than the warm-up time specified by the manufacturer and maintain the 

EUT energized for the duration of each test.(2) Zero-setting Using the manual or semi-automatic zero- 

setting facility, adjust EUT as closely as practicable to zero prior to each test, and do not readjust it at 

anytime during the test, except to reset if a significant fault has been indicated. Status of automatic zero 

facilities shali be as specified for each test. (3) Temperature The tests shall be performed at a steady 

ambient temperature, usually normal ambient temperature unless otherwise specified. The temperature is 

deemed to be steady when the difference between the extreme temperatures noted during the test does not 

exceed one-fifth of the temperature range of the instrument without being greater than 50C, and the rate of 

change does not exceed 50C per hour. 466 .TI.[E (GAZETTE OF INDIA : EXTRAORDINARY [PART 

11 —SEC. 3(i)] The handling:of the instrument -shall he such that no condensation :water toccurs on the 

instrument. (4) Control instrumen& (i)Accuracy.äf testrsystemlparagraph 6(4)] The control, instrument 

and standard weights• used in testing shall,ensurethedetermination of the weight of test loads;andfills .toan 

error not greater than either: (a) one-third tof •the maximum permissible error in the case of one-third of 

the maximum permissible dev.iation and maximum permissible preset value error (as appropriate) for 

automatic weighing, if the control Instrument or the device used for contrdl purposes is verified 

immediately prior to the material test; or (b) one-fifth of the maximum permissible error of the Instrument 

i.e., in the case of materlal tests, one-fifth of the maximum permissible deviation. and maximum 

permissible preset value error (as appropriate) for automatic weighing, in all other cases. Note: Accuracy 

requirements for the test system depend on the limits of error which depend on the accuracy class. 

However, the class is determined from the results of the tests. It is, therefore, necessary that the 
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metrological authority responsible for testing should be informed of the best accuracy class that may be 

achieved, prior to commencement of testing. (ii)Use of standard weights to assess rounding error (a) 

General method to assess error prior to rounding: For instruments with digital indication having a scale 

interval d, changeover points may be used to interpolate between scale Intervals, i.e. to determine the 

indication of the instrument, prior to rounding, as follows:— At a certain load, L, the indicated value, I, is 

noted. Additional weights of say 0.1 d are successively added until the indication of the instrument is 

increased unambiguously by one scale interval (I +d). The additional load OL added to the load receptor 

gives the indication, P, prior to rounding by using the following formula:— P = 1+0.5 d -AL The error 

prior to rounding Is: E P -L = 1+0.5 d -AL-L Example An instrument with a scale interval, d, of 5g is 

loaded Ikg and thereby Indicates 1000g. After adding successive weights of 0.5g, the indication changes 

from '1000g to 1005g at an additional load of 1.5g. Inserted in the above formula these observations give: 

P = (1000 + 2.5 - 1.5).g = 1001g Thus the true indication prior to rounding is 1001 g, and the error prior to 

rounding is: E = (1001 - 1000) g -+1 g (b) Correction for error at zero Evaluate the error at zero load, (E 0) 

by the method specified in paragraph 3(4)(ii)(a) of this Annex. Evaluate the error at load L, (E) by the 

method specified in paragraph 3(4)(ii)(a) of this Annex. The corrected error prior to rounding, (Ec) Is: 

Example: if, for the example in paragraph 3(4)(ii)(a), the error calculated at zero load was: The corrected 

error is: Ec = +1-(+ 0.5) = + o.5g 4. Test pmgram (1) Patten evaluation (paragraph 5(2)(iii)] (i) Paragraphs 

1, 5, 6, 7 and 8(1) of this Annex shall normally be applied for pattern evaluation, (ii) For instruments in 

which the weighing function is provided by a non-automatic weighing instrument that has been approved 

of its model, the tests specified in paragraph 4(1)(i) may be omitted. (2) Initial verification [Paragraph 

5(3)1 Paragraph 2 and paragraph 8(2) of this Annex shall be applied for initial verification tests. Static 

weighing test method (paragraph 5(4) of this Annex) may aiso be used if necessary to verify the indicator 

for the integral verification method of material tests. 5 Statlc tests (pattern approval stage) (1) Genera/ 

Paragraph 5(2)(ii) Electronic instruments or Instrument simulators are required to have a load indicator, or 

an interface 11-uvg 3(i)] allowing access to quantity that can be calibrated to provide an indication of load 

so that the effect of influence quantities may be tested and the reference accuracy class determined. This 

facility also enables testing of warm-up time and zero-and tare-setting where applicable. This static 

weighing tests are normally done as part of influence quantity testing, Limits for warm-up time tests and 

for accuracy of zero-and tare-setting are derived from Paragraph 2(2), and are therefore dependent on the 

reference accuracy class. Therefore the results of these tests must be evaluated after the reference accuracy 

class has been determined. (2) Warm-up time (Paragraph This rest Is to verify that in the period 

immediately after switch-on, operation is inhibited until the warm-up time is finished, I.e. until the 

metrological performance can be maintained. The method is to check that automatic operation is Inhibited 

until a stable indication is obtained and to verify that zero and span errors comply with the specified 

requirements during the first 30 minutes of operation. If the zero is set as part of the normal automatic 

weighing o,'cle then this function shall be enabled or simulated as part of the test. Other test methods 

which verify that metrological performance is maintained during the first 30 minutes of operation may be 

used: (i) Disconnect the instrument from the power supply for a period of at least 8 hours prior to the test. 

(ii) Reconnect the instrument and switch on while observing the load indicator. (iii) Check that it is not 

possible to initiate automatic weighing until the indicator has stablllzed, (iv) As soon as the indication has 

stabilized, set the Instrument to zero if this is not done automatically. (v) Determine the error at zero by the 

method of para 3(4)(ii)(a) of Annexure A. (vi) Apply a static load close to Max. Determine the error by the 

method of paragraphs 3(4)(ii)(a) and 3(4)(ii)(b) of this Annex. (vii) Repeat steps (v) and (vi) after 5, 15 

and 30 minutes. (viii) From (v) verify thät the zero-setting error is not greater than the limit specified in 

paragraph 3(7); (ix) From steps (vi) and (vii) verify that: 467 (a) the error (corrected for zero error) for a 

static load close to Max is not greater thah the limit specified in paragraph 2(4), (b) after each time Interval 

the error at zero is not greater than twice the limit specified In paragraph 3(7). Note: Zero-setting' accuracy 

Is specified as 0.25 mpd so the additional allowance of 0.25 mpd is added for variation of zero after the 

initial zero-setting. This is consistent with paragraph 2(4) (mpe for a static test load) and paragraph of this 

Annex (temperature effect on no load Indication). (3) Zero- and tare-setting paragraph 3(7) (i) Generah 

Unless it is clear that zero and tare functions are performed by the same process then both function shall be 

tested separately. Zero-and tare-setting may be by-more than one mode, for example: (a) non-automatic or 

semi-automatic, (b) automatic at switch-on, (c) automatic at start of automatic operation, (d) automatic as 
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part of weighing cycle. It is normally only necessary to test the accuracy (if -zero-and tare-setting in one 

mode if it is clear that the same process is used for each mode. If zero or tare is set as part of the automatic 

weighing cycle then this mode shall be tested. To test automatlc zero-or tare-setting it is necessary to allow 

the instrument to operate through the appropriate part of the automatic cycle and then to halt the 

instrument before testing. (ii) Accuracy of zero-settlng [paragraph (1) Set the instrument to zero in a mode 

as determined by paragraph 5(3)(i) of this Annex. (2) Add weights to the load receptor to determine the 

additional load at which the Indication changes from zero to one scale inten•al above zero, (3) Calculate 

the error at zero according to the description in paragraph 3(4)(ii)(a) of this Annex. (iii) Accuracy of tare-

setting [paragraph Accuracy of tare shall be tested at the maximum tare as specified by the manufacturer. 

(1) Place the tare load on the load receptor and allow the tare function to operate 'n a mode as determined 

by paragraph 468 GAZETTE OF INDIA : EXTRAORDINARY [PART [I—SEc. 3(i)] 5(3)(j).of this 

Annex and in accordance with the manüfacturer!s instructions. (2) Add weights •_the .load receptor to 

determine the additfonalload at which the indicatlon:changesfr.om zero to one scale interval-above zero. 

(3) Calculate •the error according to the description in paragraph of this Annex. (4) Static 5(2)(jii)] Apply 

testiloads from zero up to and including Max, and similarlyxemove the test loads back to zero. The test 

loads selected shall include values close to Max and Min and other critical loads as specified in paragraph 

6(2)(a), subject to requirements of this Annex. Determine error at each test load, using the procedure of 

paragraph 3(4)(ii) of this Annex, if necessary, to dbtäin the accuracy requirements of paragraph of this 

Annex. It should be noted that when loading or unloading weights, the load shall be progressively 

increased or progressively decreased. (5) Determination of reference accuracy class (paragraph 5(2)(v)1 

The static weighing tests during application of influence factors (as appropriate) shall be used at pattern 

approval stage to establish the reference value for accuracy' class, i.e. Ref(x), as follows :— (i) Perfom 

static weighing tests for Influence factors and loads as specified in this Annex. (ii) For each load determine 

the maximum permissible error for influence factor tests for class X(l), mpe(l) (Refer to para 2(4) and to 

this Annex where appropriate). (iii) Calculate [Error/mpe(l)] for each load. (iv) From (iii) determine the 

maximum value of [Error/mpe(l)] for all the influence factor tests, [Error/mpe(l) (v) Determlne Ref (x) 

from [Error/mpe(l) such that : Ref (x)> [Error/mpe(l)] max and Ref (x) = 1 x 10k, 2 x 10k , or 5 x 10k, the 

index k being a positive or negative whole number or zero. Values for significant fault shall then be 

calculated from the mpd for the reference class 

6. Influence factor and disturbance tes& (1) Test conditions (i) Genera/ requirements : Influence 

factor and disturbance tests are intended to verify that electronic instruments can perform and 

function as intended in the environment and under the conditions specified.Each test Indicates, where 

appropriate, the reference condition under which the intrinsic error is determined. It is generally not 

possible to apply the influence factorS or disturbances to an instrument which is processing material 

automatically. The instrument shall therefore be subjected to the influence factors or disturbances under 

static conditions or simulated operation as defined herein. The permissible effects of the influence factors 

or disturbances, under these conditions, are specified for each case. When the effect of one influence factor 

is being evaluated, all other factors are to be held relatively constant, at a value close to normal. After each 

test the instrument shall be allowed to recover sufficiently before the following Where parts of the 

instrument are examined separately, errors shall be apportioned in accordance with paragraph The 

operational status of the instrument or simulator shall be recorded for each test. When the instrument is 

connected in other than a normal configuration, the procedure shall be mutually agreed on by the 

approving authority and the applicant. (ii) Simulator requirements (a) General The simulator for influence 

factor and disturbance tests should include all electronic elements of the weighing system. (b) Load cell 

The simulator should also include the load cell and a means to apply standard test loads. Where this Is not 

possible, e.g. for high capacity instruments, then a load cell simulator may be used or alternatively the load 

cell interface 3(i)] may be modified to incorporate a scaling factor to give the design output for a small test 

load. Repeatability and stability of a load cell simulator should make it possible to determine the 

performance of the instrument with at least the same accuracy as when the instrument Is tested with 

weights. (c) Interfaces Susceptibility that would result from the use of electronic interfaces to other 

equipment shall be simulated In the tests. For this purpose it is sufficient to connect 3 m of interface cable 

terminated to simulate the interface impedance of the other equipment. (d) Documentation Simulators shall 

be defined in terms of hardware and functionality by reference to the instrument under test, and by any 
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other docu- mentation necessary to ensure reproducible test conditions. This information shall be attached 

to, or be traceable from the test report. (iii) Test Ilmits for multi-load instruments : For instruments where 

the fill may consist of more than one load, the value of a significant fault and the limit of error for 

influence factor tests must be determined by the metrological authority after considering the design of the 

instrument and the method of test, such that the effect on the fill is equivalent to the values speclfled In 

paragraph 4(2)(v) specified in Part I and paragraph 2(4) of Part 11. (a) Significant fault for multi-load 

Instruments The foElowing examples show how to determine the value of a significant fault on selective 

combination weighers and cumulative weighers when testing. (a-I) Significant fault for selective 

combination weighers A fault greater than 0.25 of the maximum permissible deviation of 'q 7 14 each fill 

(as specified in Table 1) for in-service verification divided by the square root of the average (or optimum) 

number of loads in a fill, for a fill equal to the minimum capacity multiplied by the average (or optimum) 

number of toads In a Example . For .a class X(l) instrument with Min - designed for an average of 8 loads 

per fill, fill = 1600g, the maximum permissible deviation of each fill from the average fill (as specified In 

Table 1) for in-service verification is 1.5% = 24g. Hence the value of significant fault is : 0.25 x (24/ 8) = 

2.12g (a-ii) Significant fault for cumulative weighers : A fault greater than 0.25 of the maximum 

permissible deviation of each fill (as specified in Table 1) for in-service verlflcation, for a fill equal to the 

rated minimum fill, divided by the square root of the minimum number of loads per fill. Example : For a 

class X (1) instrument with Max = 1200g and rated minimum fili of 8 kg : 8 kg/1.2 kg = 6.67; therefore the 

minimum number of loads per fill is 7. The maximum permissible deviation (as specified in Table 1) for 

the minimum fill of 8 kg is 1.5% or 120g. Hence the value of significant fault Is : 0.25 X (120/ Al 7) - - 

11,349 Note : This definition of significant fault for cumulative weighers does not include Mln. A 

cumulative weigher would normally be used at or near to Max. (b) Limits of error for influence factor tests 

The following examples show how to determine the limit Of error for influence factor testing for selective 

combination weighers and cumulative weighers when testing. (b-i) For selective combination weighers the 

maximum permissible error for [PART II—SEC. 3(i)] THE GAZETTE OF INDIA : EXTRAORDINARY 

470 any•static test load during influence factor tests shall be 0.25 of the maximum permissible deviation 

for In-service •verification for the appropriate mass of the fill divided by the square root of the average (or 

optimum) number of loads per Example : Class X(l) selective combination weigher, where the average 

number of loads per fill = 4. For-a static test40ad = 100g the appropriate mass of the fill will be 400g for 

which the maximum permissible deviation for in-service verification is 3% i.e. 12g. Hence the maximum 

permissible error for influence factor tests is : 0.25 ' (12g/4) = 1.5g (b-il) For cumulative weighers the 

maximum permissible error for any static test load during influence factor tests shall be 0.25 of the 

maximum permissible deviation for In-service verification for the rated minimum fill divided by the 

square root of the minimum number of loads per fill. Example . For a class X(l) instrument with Max 

1200g and rated minimum fill of 8kg : 8 kg/1.2 kg = 6.67; therefore the minimum number of loads per fill 

= 7. The maximum permissible deviation (as specified in Table 1) for the minimum fill of 8 kg is 1.5%, 

i.e. 120g. Hence the maximum permissible error for influence factor tests is : 0.25' (120/ 47) = 11.35g 

Note : For cumulative weighers the average number of loads per fill is not known. Therefore it is not 

possible to define the limit of error for- influence factors in terms of per and appropriate mass of the fill. 

The above definition is based on maximum load and rated minimum fill. Test (2) Influence factor tests 

SUMMARY OF TESTS Characterisåc under test Static temperatures Temperature effect on no-foad 

indication Damp heat, steady state Power voltage variation Influence factor Influence factor Influence 

factor Influence factor Influence factor Conditions applied Mpe(*) (*) mpe : maximum permissible error 

(i)Stat/c temperatures (paragraph 2(5)(i) Statlc temperature tests are carried out according to Table 3 given 

below : TABLE 3 Environmental Phenomena Test specification Temperature Reference of 200C Specified 

high for 2 hours Specified low for 2 hours 50c Reference of 200C Object of the test : to verify complaince 

with the provisions in paragraph 2(5)(i) under conditions of dry heat (non condensing) and cold. The test 

specified In 6(2)(ii) of this Annex may be conducted during this test. Test pmcedures in brief Precondition 

: Condition of the EUT : Stabilization : Temperature ; Temperature sequence : 16 hours Normal power 

supplied and "on" for a time period equal to or greater than the warm-up time speclfied by the 

manufacturer. Power Is to be "on" for the duration of the test. The automatic zero-setting should be 

disabled. hours at each 2 temperature under "free air" conditions. As specified in paragraph Reference 

temperature of 200c Specified high tem- perature Specified low temperature Temperature of 50C 
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Reference temperature of Number of test cycles : Weighing test : Record : Maximum allowable variations 

: At least one cycle. After stabilization at the reference temperature and again at each specified temperature 

conduct the following . Adjust the EUT as close to zerö indication as practicable. It is impotant to ensure 

that the test result is unaffected by the automatic zero-setting function which should therefore be disabled. 

The EUT shall be tested with at least five different static test loads (or simulated loads) includlng 

Maximum and Minimum capacities. When loading or unloading weights the load must be respectively 

increased or decreased monotonically. (a) date and time (b) temperature (c) relative humidity (d) test load 

(e) indications (f) errors (g) functional perform- ance All functions shall operate as designed. All errors 

shall be within the maximum permissible specified in errors paragraph 2(4). 471 Maximum permissible 

variations : The change in zero indication shall not yary by more than the maximum permissible error for 

Influence factor tests for•a load equal to the rated minimum fill, for a temperature difference of 50C. 

Condition of EUT: Normal power supplied and "on" for a time period equal to or greater than the warm-up 

time specified by the manufacturer, Power is to be "on" forthe duration of the test, (iii) Damp heat, steady 

state [paragraph 4(3)(ii)] Damp heat, steady state test are carried out according to Table 4. TABLE 4 

Environmental phenomena Damp heat, steady state Supplementary information : Test specification Upper 

limit tem- and perature relative humidity of for 2 days Object of the test : Precondition : Test load : 

Condition of the EUT : (11) Temperature effect on no-load indication Note : This test should not be 

performed for instruments that have automatic zero-setting as part of the automatic weighing process. The 

instrument Is set to zero, the temperature is then changed to the prescribed highest and lowest temperatures 

as well as at 50C. After stabilization, the error of the zero Indication is determined. The change in zero 

Indication per 50C is calculated. The changes of these errors per 50C are calculated for any two 

consecutive temperatures of this test. To verify compliance with the provisions of paragraph 4(3)(i) under 

conditions of high humidity and constant temperature. None required. One static test load close to 

minimum capacity. Normal power süppiled and "on" for a time perlod equat to or greater than the warm• 

up time specified by the manufacturer. Power Is to be "on" for the duration of the test. The zero-setting and 

zero- tracking facilities shall be enabled as for normal operation. Adjust the EUT as dose to zero indication 

as is practicable, prior to the test. The handling of the EUT shall be such that no This test may be 

performed during the temperature test [paragraph 6(2)(i) of this Annex], condensation of water occurs on 

the EUT. 472 Stabilization : Temperature : Relative humidity:; Temperature humidity sequence r: Number 

of testcyc\es : Weighing-test and test sequence : Record : "{THE *GAZETTE OF : EXTRAORDINARY 

[PART 11—SEc. 3(i)] (a) (b) (c) (d) Three hoursat reference temperature and •50% humidity. TIWo.days 

at the . upper limit temperature specified'in paragraph Réference temperature ,of.200C and at the upper 

limit as specified in •paragraph 500/0 at reference temperature. 85% at upper limit temperature. The 

reference tem- perature of 200C at 50% humidity. The upper limit temperature at 85% humidity. The 

reference temperature of 200C at humidity. At least one cycle. After stabilization of the reference EUT at 

temperature and 50 % humidity apply the test load. date and time temperature relative humidity test load 

indications errors TABLE 5 Environmental phenomena Test specification Voltage variation Reference 

voltage Reference voltage +10% Reference voltage - 15% Reference voltage SUPPLEMENTARY 

INFORMATION : Increase the temperature im the chamber to the upper limit and Increase the relative 

humidity to 85%. Maintain the El.JT at no load for a period of 2 days. Following the 2 days, apply the 

static test load and record the data as indicated above. Allow full recover of the EUT before any other tests 

are performed. Maximum allowable variations : All errors shall be within the maxlmum permissible errors 

specified in paragraph 2(4). Power voltage variation [paragraph 2(5)(ii)] Power voltage variation tests are 

carried out according to Table 5. Object of the test : Test pmcedures in brief Precondition : Condition of 

the EUT : Number of test,cycles : Weighing test : Test sequence : Record Yie following data :(a) (b) (d) 

(g) To verify compliance with the provisions of paragraph 2(5)(ii) under conditions of voltage variations. 

None required. Normal power supplied and "on" for a time period equal to or greater than the warm- up 

time specified by the manufacturer. Adjust the EUT as close to zero indication as practicable, prior to the 

If it has an automatic zero-setting function then the instrument should be set to zero after applying each 

level Of voltage. At least one cycle. The EUT shall be tested with a test approximately equat to the 

minimum capacity. Zero-setting function shall be in operation. Stabilize the power supply at the reference 

voltage within the defined limits and apply the test load. date and time temperature power supply voltage 

test load indications applicable) errors (as functional performance 3(i)] Maximum allowable variations : 
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All functions operate as designed. All errors shall be within the. maximum permissible errors specified in 

paragraph (v) Tilting [paragraph 2(5)(iii)] Note : This test only applies to instruments that will not be 

permanently Installed. This test Is not required for mobile instruments with a level indicator If It can be 

established that the tllt can be adjusted to 1% or less. Test sequence : Test method : Object of the test : Test 

procedure In brief : Test severities : Maximum allowable variations : Condition of EUT : 119 Static tests 

whilst the EUT is tilted. To verify compliance with the provisions in paragraph 2(5)(iii) under conditions 

of tilt. The test consists of tilting the EUT both forwards and back- wards, longitudinally and from side to 

side (transversely), while observing the weight indications for a static test load. Instruments without level 

indicators shall be tested at a tilt of 5%. All indications shall be within maximum permissible errors 

specified in paragraph Normal power supplied and "on" for a time period equal to or greater than the 

warm- up time specified by the manufacturer. Power is to be "on" for the duration of the test. Adjust the 

EUT in its reference position (not tilted) as close to zero indication as practi- cable. If the instrument is. 

provided with automatic zero-setting 473 it shall not be in . operatbn. The test shall be performed with a 

test load approximately equal to the maximum capacity. Record the zero Indication. Apply the test load 

and record the Indication. Remove the test load. Tilt the EUT longitu- dinally to the appropriate extent and 

record the zero indication. Apply the test load and record the indication, Remove the test load. Without 

further adjust- ment to any control affecting metrological performance tilt the EUT to the appropriate 

extent in the opposite direction and repeat the static weighing tests as above. Tilt the EUT in the transverse 

direction to the appropriate extent and repeat the tests. Tilt the EUT in the opposite direction and repeat the 

tests. In order to determine the influence of tilting on the loaded instru- ment, the indicat(on obtained at 

each tilt shall be corrected for the deviation from zero which the instrument had prior to loading. (3) 

Disturbance tests [paragraph • (i)Short time power reduction Short time power reduction (voltage dips and 

474 THE :GAZETTE •.OF : EXTRAORDINARY short interruptions),-.tests are:carried out:according to 

Table 6. TABLE-6 Environmenta/ phenomena Voltage dips and short interruptions. "Test-specification -

'interruption from :reference •voltage .to.zero voltage for conehatf:cycle. -Interruption from T.eference 

voltage •500/0 ofreference voltagefortwo half cycles, These mains vcfäge interruptions shall be repeated 

ten Umes with a time interval of at least 10 seconds Number of test cycles : Weighing test and test 

variations : Supplemehtary information to the test procedures : Object of the test : Test procedures In brief 

: Precondition : Condition of the EUT : To verify compliance with the provisions in paragraph 4(1) (iii) 

under conditions of short mains voltage interrup- tions and reductions while observing the weight 

indication for load static a approximately equal to the minimum capacity. None required. Normal power 

supplied and "on" for a time period equal to or greater than the warm-up time specified by the 

manufacturer. Adjust the EUT as close to zero indication as practi- cable, prior to the test. Zero•setting (a) 

(b) (c) (d) IPART II—SF.C. 3(i)] functions shall not be in operation. Not to be adjusted or readjusted at 

any time during the test except the reset if a slgnificant fault has been indicated. At least one cycle. The 

EUT shall be tested with a test load approximätely equal to the mini- mum capacity. Stabilize all factors at 

nominal reference con-ditions. Apply the test load and record the following data : date and time 

temperature povver suppty volbge test load indications errors functional perfor- mance Interrupt the power 

supply' to zero voltage for a period equal to one half cycle and conduct the test. During interruption 

observe the effect on the EUT and re- cord, as appropriate. Reduce the power supply to 50% of nominal 

voltage for a period equal to two half cycles and conduct the test. During reductions observe the effect on 

the EUT and re- cord, as appropriate. 11-?YÜE 3(i)] Maximum allowable variations : The difference 

between the weight indication due to the disturbance and the indication without the disturbance either shall 

not exceed the values given in paragraph or the EUT shall detect and act upon a significant fault. 475 

Supplementary information to the test procedures : Object of the test : To verify compliance with the 

provisions in paragraph under conditions where electrical bursts (fast transients) are super• imposed on the 

mains voltage while observing the weight indication for a statlc test load approximately equal to the 

minimum capacity. rest procedures in. brief : (ii) Electrica/bursts (fast transient tes&) Electrical bursts tests 

(fast transient tests) are carried out for two minutes with a positive polarity and for 2 minutes with a 

negative polarity according to Tables 7.1, 7.2 and 7.3 given below : TABLE 7.1 Ports for signal lines and 

control lines Environmenta/ phenomena Test specification Fast transient common mode 0.5 kV (peak) 

5/50 ns TifTh 5 kHz rep. Frequency Note : Applicable only to ports or interfacing with cables whose total 

length may exceed 3m according to the manufactures functional specification. TABLE 7.2 Input and 



LEGAL METROLOGY (GENERAL) RULE, 2011 

92 / 207 

Output DC Power Ports Test specification Environmental phenomena Fast transient common mode 0.5 kV 

(peak) 5/50 ns Tl/Th 5 kHz rep. frequency Note : Not applicable to battery operated appliances that cannot 

be connected to the mains whi\e in use. TABLE 7.3 Input and Output DC Power Ports Environmental 

phenomena Test specification Fast transient common mode 0.5 kV (peak) 5/50 ns Tl/Th 5 kHz rep. 

Frequency A coupling/decoupiing network shall be applied for testing AC power ports. Precondition , 

Condition of the EUT : Stabilization : Weighing test : Maximum allowable variations : None required. 

Normal power supptied and "on" for a time period equal to or greater than the warm- up time specified by 

the manufacturer. Reset the Elfi if a slgnlflcant fault has been indicated. Before any test stabilize the EUT 

under constant environmental conditions. With the single static load in place record the following with and 

without the transients :— (a) date and time (b) temperature (c) test load (d) indications applicable). (as The 

difference between the weight Indication due to the disturbance and the indication without the disturbance 

either shall not exceed the value given in paragraph 4(2)(v) of Part I, or the instrument shall detect and act 

upon a significant fault. (iii) Electrostatic discharge Electrostatic discharge tess are carried out with test 

signals and conditions as given in Table 8 below: TABLE 8 Environmental phenomena Electrostatic 

discharge Test specification 8 kV air discharge 6 kV contact discharge 476 THE GAZETTE OF •INDIA : 

EXTRAORDINARY Note : The 6 kV contact discharge shall be applied to conductive accessible parts. 

Metallic contacts e.g. in battery •compartments or in socket outlets are from this •requirement. Contact 

discharge js the preferred.test method. 20 discharges (IO with positive and 10 With negative polarity) Sha" 

be applied on each accessible metal part of the enclosure. The time iinterval between successive dlscharges 

shall be •at ileast 10 s. In the case of a non conductive enclosure, discharges shall be applied on the 

horizontal •or vertical coupling planes. Alr discharges shall be used where contact discharges cannot be 

applied. Tests with other (lower) voltages than those given Table 8 are not required. Supplementary 

information to the test procedures : Object of the test : To verify compliance with the provisions of 

paragraph 4(1)(iii) under conditions where electrostatic discharges are applied while observing the weight 

indication for a static test load approximately equal to the minimum capacity. rest procedures In brief : 

[PART II—SEC. 3(i)] detect and act upon a significant fault. Precondition : Condition of the EUT : 

Stabilization : Weighing test : Maximum allowable : variations : None required. Normal power supplied 

and "on" for a time perlod equal to or greater than the warm-up time specified by the manufacturer. Reset 

the EUT if a significant fault has been indicated. Before any test stabilize the EUT under constant 

environmental conditions. With the single static load in place, record the following with and without 

electrostatic discharge : (a) date and time (b) temperature (c) test load (d) indications (as appli- cable). The 

difference between the weight indication due to the disturbance and the indication without the disturbance 

either shall not exceed the value given in paragraph 4(2)(v) of Part I or the instrument shall 7. Span 

stability test [paragraph Test method : Span stability. Object of the test : To verify compliance with the 

provisions of paragraph after the EUT has been subjected to the performance tests. Reference to standard : 

No reference to international standards can be given. Test procedure in brief : -me test consists of 

observing the variations of error of the EUT under sufficiently constant ambient conditions (reasonably 

constant conditions in a normal laboratory environment) at various intervals, before, during and after the 

El.JT has subjected to performance tests. The performance tests shall include the temperature test and, if 

applicable, the damp heat test. Other performance test listed in this Annex may be performed. The EUT 

shall be disconnected from the mains power supply, or battery supply where fitted, two times for at least 

eight hours during the period of the test. The number of disconnections may be increased if the manu- 

facturer specifies so or at the discretion of the approval authority in the absence of any such specification. 

In the conduct of this test, the operating instructions for the Instrument as supplied by the manu-facturer 

shall be considered , The EUT shall be stabilized at sufficiently constant ambient conditions after 11-uuz 

3(i)] Test severities : Maximum allowable variations Number of tests (n) : Precondition : Test equipment : 

Condition of the EUT : Test sequence : switch-on for at least five höurs, and at least sixteen hours after the 

temperature and damp heat tests have been performed. Test duration : TWenty eight days or over the 

period necessary' for the conduct of the performance tests, whichever is less. Time t (days) between tests : 

0.5 Test load : a static test load near maximum capacity (Max); the same test weights shall be used 

throughout the test. The variation indication of the test load shall not exceed 1/2 the absolute value of the 

mpe for influence factor tests paragraph 2(4) for the test toad applied on any of the (n) tests conducted. n > 

8. If the test results indicate a trend more than the permissible variation specified above, conduct additional 
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tests untit the trend comes to rest or reverses itself, or until the error exceeds the maximum permissible 

variation. None required. Verified mass standards. Adjust the EUT as close to indication as zero 

practicable before each test. Stabilize all factors at nominal reference conditions. If the instrument Is 

provided with automatic zero-setting it shall not be in operation. Apply the test load (or simulated load) 

and record the following data (a) date and time (b) temperature (c) barometric pressure (d) relative 

humidity (g) and 477 test load indication errors changes in test location apply all necessary 8. corrections 

resulting from variations'-of temperature, pressure, etc. between the various measurements. At the first 

measurement immediately repeat zeroing and loading four times to determlne the average value of error. 

For the next measurements perform only one, unless either the result is outside the specified tolerance or 

the range of the five readings of the initial measurement was more than 1/10 of the maximum permissible 

variation. Repeat this test at periodic intervals during and after the conduct of the various performance 

tests. Allow full recovery of the EUT before any other tests are performed. Procedure for material tests (1) 

Materia/ tests at pattern evaluation [paragraph 5(1)(li)(a) and paragraph Operational tests with material 

shall be done on a complete instrument to assess compliance with the technical requirements of sub-

paragraph (3) with material for the test load as specified in paragraph (i) Feeding device [paragraph 3(5)] 

Check that the feeding device provides sufficient and regular flow rate. Check that any adjustable feed 

device has an indication of the direction of movement corresponding to the sense of the adjustment of the 

feed (where applicable). For instruments using the subtractive weighing principle check that residual 

material retained at the feeding device after each load is delivered, is negligible relative to limits of error. 

478 THE •GAZETTE INDIA : EXTRAORDINARY [PART [I—SEC. 3(i)] (ii) Load receptoMparagraph 

3(6)] For instruments •that,weigh material in a separate load •receptonprior to discharge to a:container, 

check that the residual material' retained' at the load receptorafter each: discharge {is , negligible ;relative 

to limits:ofrerror. Check thatmanual discharge the load receptorÅsnotpossible during automatic operation. 

(2) Materia/ tests at Initial verification (paragraph 5(1)(ii)(b) and paragraph 5(3)] Metrological tests with 

material shall be done on a complete instrument, fullyassembled and fixed in the position in which It 

intended to be used and as specified in paragraph 5(1)(ii)(b). The accuracy class (or classes) shall be 

determined from the results. (i) Requirements for metrological materia/ tests Types of loads [paragraph 

5(3)(i) and paragraph : Mass of test toads and fills [paragraph 6(2)] : (a) Separate verification method : the 

separate verification method is as defined in paragraph (b) Integral verification method : the integral 

verification method is as defined in paragraph (iii) Procedure for metrological material tests STEPS : (1) 

Set up the instrument In accordance with paragraph 6(2) (d) and 6(2)(i). (2) Select a preset value for the 

fill and set the load value if dfferent from the fill, In accordance with paragraph 6(2). Record the indicated 

preset value. (3) Run the instrument to produce a number of fills as specified in paragraph 6(3). (4) Weigh 

all the fills by one of the methods in paragraphs 6(5)(i) or 6(5)(ii). (5) Calculate the average value of all the 

fills in the test and the preset value error [paragraph 2(3)]. (6) Calculate the deviation of each fill from the 

average paragraph [2(2)]. (7) Repeat stages (2) to (6) for other loads as specified in paragraph 6(2). The 

materials used as the test load shall be as specified in paragraph 6(2) (a). The mass of the test loads and 

fills specified in paragraphs 6(2) (a, b and c). Adjustments [paragraph 6(2) : The adjustments Correction 

devices [paragraph : Number of fills [para 6(3)] : shall be set as specified in paragraph 6.(2) Any 

correction device shall be operated as specified in paragraph 6(2)(i). The number of fills shall be as 

specified in Paragraph 6(3). (ii) Methods for metrological material tests (paragraph One of the following 

verification methods shall be used : Concerning paragraph 6(7) : Concerning Paragraph 6(8) : Concerning 

paragraph 6(9) : The of weighing the test flll on the control instrument shall be considered as the 

conventional true value of the test fill. The deviation for automatic weighing used to determine compliance 

of each the maximum per- missible deviation for automatic weighing [paragraph 2(2)] be the difference 

between the conventional true value of the mass of the test fill as defined in paragraph 6(7) and the average 

value of all the fills in the test. The preset value error for automatic ll—uuz 3(i)] weighing used to 

determine com- paragraph 2(3) shall be the difference between the average of the conventional true value 

of the mass of the test fills, as defined in para 6(7) and the preset value for the fills. (iv) Determination of 

accuracy class [paragraph (1) For each preset value of the test fill, determine the preset value error (i.e. the 

setting error, se) and the maximum permissible preset value error for class X(l), mpse : Then calculate 

[se/mpse ] for each preset value of the test fill. (2) For each preset value of the test fill determine the 

maximum actual deviation from the average (md) and the maximum permissible deviation from the 
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average for class X(l), mpd . Then calculate md/mpd for each preset value of the test fill. (3) From (1) 

determine the maximum value of [se./mpse [se/mpse ] max (4) From (2) determine the maximum value of 

md/mpd , [md/mpd ] max. (5) Determine the accuracy dass (x) such that (x) > [se/mpse ] max and (x) > 

[md/mpd ] max 1 x 10k, 2 X 10k, or 5 X 10k, and (x) = the index k being a positive or negative whole 

number or zero. SEVENTH SCHEDULE HEADING-E DISCONTINUOUS TOTALIZING 

AUTOMATIC WEIGHING INSTRUMENTS (TOTALIZING HOPPER WEIGHERS) PART 1 1. 

General dennltlons (1) Weighing instrument A measuring instrument that serves to determine the mass of a 

load by using the action of 479 gravity. According to its method of operation, a weighing instrument is 

classifJed as automatic or non- automatic. (2) Automatic weighing instrument An instrument that weighs 

without the intervention of an operator and follows a predetermined programme of automatic processes 

characteristic of the instrument. (3) Discontinuous totalizing automatic weighing instrument (totalizing 

hopper weigher) An automatic weighing •instrument that weighs a bulk product by dividing It into discrete 

loads, determining the mass of each discrete load in sequence, summing the weighing results and 

delivering the discrete loads to bulk. (4) Electronic instrument An instrument equipped with electronic 

devices. (5) Control instrument A non-automatic weighing instrument used to determine the mass of the 

product used as the test load during material tests 

2. Construction Note : In this Part and Part 11, the term "device" is applied to any part which uses 

any means to perform one or more specific functions.(1) Load receptor The part of the instrument 

intended to receive the load, (2) Electronic parts (iii) Electronic device A device comprised of electronic 

sub- assemblies and performing a specific function. An electronic device is usually manufactured as a 

separate unit and is capable of being independently tested. Electronic sub-assembly A part of an electronic 

device comprised of electronic components and having a recognizable function of its own. Electronic 

component The smallest physical entity that uses electron or hote conduction in semi- conductors, gases or 

in a vacuum. (3) Indicating device The part of the instrument that displays the value of a welghing result in 

units of mass. (i) Totalization indicating device The part of the instrument that indicates 480 OF INDIA : 

EXTRAORDINARY [PART II—SEC. 3(i)] the sum Of.consecutive loads we!ghed and (a) Principal: 

totalization indicatlng•device The part.of. the the sum,'0f loads •aweighed and discharged,.to.bulk. (b) 

Partial' totalization, indicating device The part of the-instrument that indicates the sum {Of •a limited 

number of consecutlveiloadsdelivered to bulk. (c) Supplementary totalization indicating device An 

indicating.device •with a scale interval greater than that of the principal totalization 'indicating device and 

indicating the sum of consecutive loads weighed over a fairly long period of time. ( ii)Contrd indicating 

device An indicating device that enables the use of the instrument as a control instrument to weigh discrete 

loads for control purposes. (4) Ancillary devices (i) Zem-seting device The means used to set the weight 

indicating device to zero when the load receptor is empty. (a) Non-automatic zero-setting device A zero-

setting device that must be operated manually. (b) Semi-automatic zero-setting device A zero-setting 

device that operates automatically following a manual command. (c) Automatic zero-setting device A 

zero-setting device that operates automatically and without the Intervention of an operator. (ii) Printing 

device The means to print the value of each discrete load weighed in the load receptor, or the sum of 

consecutive loads weighed and discharged to bulk or both 

3. Metrologlcal characteristics (1) Scale-intewa/ A value expressed in units of mass that is the 

difference between (a) the values corresponding to two consecutive scale marks for analogue 

indication, or (b) two consecutive indicated values for digital indication.(i) Totalization scale Interval 

(dt) The scale interval of a principal totalization indicating device. Control scale interval (d) The scale 

interval on a control indicating device. (2) Weighing cycle The sequence of weighing operations that 

includes the following : (D one delivery of a toad to the load receptor, (iD a single weighing operation, (lil) 

the discharge to bulk of a single discrete (3) Automatic weighing range The range from minimum capacity 

to maximum capacity. (i) Maximum capacity (Max) The largest discrete load that can be weighed 

automatically. (ii) Minimum capacity (M/n) The smallest discrete load that can be weighed automatically. 

(iii) Target load Thé preset value of the load in the load receptor that causes the flow to stop in each 

weighing cyde. (4) Minimum totalized load (Emin) The value of the smallest bulk load that can be 

totalized without exceeding the maximum permissible error when the automatic operation is comprised of 

discrete loads, each within the automatic weighing range. 3(5) Warm-up time The time between the 



LEGAL METROLOGY (GENERAL) RULE, 2011 

95 / 207 

moment that power is applied to an instrument and the moment at which the instrument is capable of 

complying with the requirements 

4. Indications and errors (1) Methods of indication (i) Analogue indication An indication allowing 

the determination of an equilibrium position to a fraction of the scale interval.481 (ii) 

Dig/ta/ind/cation An indication in which the scale marks are a sequence of aligned figures that do not 

permit interpolation to a fraction of a scale interval. (2) Errors (i) Error (of Indication) The indication of an 

instrument minus the (conventional) true value of the mass. (ii) Intrinsic error The error of an instrument 

under reference conditions. (iii) Initial Intrinsic error The Intrinsic error of an instrument as determlned 

prior to performance tests and durability evaluations. (iv) Fault The difference between the error of 

indication and the intrinsic error of a weighing instrument. Note 1 : Principally, a fault is the result of an 

undesired change of data contained in or flowing through an electronic instrument. Note 2 : From the 

definition it follows that in this heading a "fault" Is a numerical value. (v) Significant fault A fault greater 

than dt. The following are not considered to be significant faults, namely :— (a) faults that result from 

simultaneous and mutually independent cause in the instrument or in Its checking facility, (b) faults that 

imply the Impossibility of performing any measurement, (c) transltory faults that are momentary variations 

in the indications which cannot be interpreted, memorized or transmitted as a measurement result, and (d) 

faults that are so serious that they will inevitably be noticed by those Interested in the measurement. (vi) 

Span stability The capability of an instrument to maintain the difference between the indication of weight 

at maximum capacity and the Indication at zero within specified limits over a period of use. 5. (vii) 

Maximum span stability error A span stability ernr greater than one half of the absolute value of the 

maximum permissible error applicable to the load. rnnuences and refeænce conditions (1) Influence 

quantity A quantity that 'is not the subject of the measurement but which influences the value of the 

measurand or the indication of the instrument. (i) Influence factor An influence quantity having a value 

within the specified rated operating conditions of the instrument. (ii) Disturbance An influence quantity 

having a value that falls within the limlts specified in this International Recommendation but that falls 

outside the rated operating conditions of the instrument. (2) Rated operating conditions Conditions of use 

which give the ranges of the influence quantities for which the metrologlcal characteristics are intended to 

Ile within the specified maximum permissible errors. (3) Reference conditions A set of specified values of 

influence factors fixed to ensure valid inter-comparison of the results of measurements 

6. Tess (1) Materia/ test A test carried out on a complete instrument using the type of material that it 

is intended to weigh.(2) Simulation test A test carried out on a complete instrument or part of an 

instrument in which any part of the weighing operation is simulated. (3) ÆMormance test A test to verify 

that the equipment under test (EUT) is capable of accomplishing its intended functions. (4) Span stability 

test A test to verify that the EUT is capable of maintaining its performance characteristics over a period of 

use 

1. General (1) Scope PART rr This specification specifies the requirements and 482 •GAZETTE 

INDIA : EXTRAORDINARY [PART 11—SEc. 3(i)] test methods for: discontinuous totalizing 

automatic weighing instruments (totalizing, hopper weighers), [hereafter referred to: as '!instruments'.0. It 

is intended to rprovjde istandardized requirements and'•test procedures to revaluate the metrological 

andttechnical •characteristics of •an Instrument in a unfformrandtraceable way. (2) Application This 

speclflcatlon applies to instruments having a load receptor This Part does .tothe following types of 

instruments (a) "weighing4n•motion" instruments, (b) instruments thattotälize the bulk toad by 

multip!Ylng the weightof a preset constant load bythe ,number of welghlng cycles 

2. Metrologicalæqulrements (1) Accuracy classes Instruments shall be divided into four accuracy 

classes as föllows :—(2) Maximum pemisslb/e errors (i) Automatic weighing The maximum permissible 

errors for each accuracy class shall be the appropriate values in Table 1 given below rounded to the nearest 

totalization scale interval. Maximum permissible errors apply to loads not less than the minimum totalized 

toad (Emin). Digital indications and printed results shall be corrected for the rounding error, and the error 

shall be determined with an accuracy of at least 0.2 dt. (3) Form of the scale interval The scale intervafs of 

the indicating and printing devices shall be in the form of 1 x 10k, 2 x 10k , or "k" being a pos{tlve or 

negative whole number or zero. (4) Totalization scale intewa/ (dt) The totalization scale Interval shall be : 

(a) not less than 0.01 % of maximum capacity; and (b) not greater than 0.2 % of maximum capacity. 
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(5)Minimum value ofminimum totalized /oad(EmIn) The minimum totalized load shall not be less (a) the 

value of the load .for which the maximum permissible error for automatic weighing on initial verification 

is equal to the totalization scale interval (dt); and (b) the minimum capacity (Min). Note : It results from 

the first indent above that the maximum permissible error on initial verification (mpe in the following 

example) for a load equal to shall not be less than dt. Therefore, using table 1, shall not be less than : 

Accuracy class 0.2 0.5 1 2 TABLE 1 Percentage of the mass of the totalized load Verification ± 0.10 % ± 

0.25 % ± 0.50 % ± 1.00 0/0 Inspection + 0.2 % + 1.0 0/0 + 2.0 % Example (ii) Influence quantities The 

maximum permissible errors applied in tests to assess the effect of influence quantities shall be as 

specified in Table 2 below TABLE 2 Maximum permissible errors .Load (m) expressed in tota/lzat/on 

scale intewa/s 500 500 < m < 2000 2000 < m 10000 1000 x dt for class 0.2 instruments, 400 x dt for class 

0.5 instruments, 200 x dt for class 1 instruments; and 100 x dt for class 2 instruments. : maximum capacity 

= 1000 kg minimum capacity = 200 kg totalization scale Interval = 0.2 kg (see paragraph 2M) accuracy 

class of instrument = 0.5 400 x 0.2 = 80 kg But to satisfy the second indent above : min = 200 kg 

Therefore, in this example the minimum value Of the minimum totalized load Is 200 kg. (The values used 

in this example are not intended to be typical.) (6) Agreement between indicating and printing devices For 

the same load, the difference between the weighing results provfded by any two devices having the same 

scale Interval shall be as follows :— (a) zero for digital indicating or printing devices; (b) not greater than 

the absolute value of the maximum permissible error for automatic weighing for analogue devices. (7) 

Influence quantities (i) Static temperature Instruments shall comply with the approprlate metrological and 

technical requiremene at temperatures from - IOOC to + 450C. For special applications, however, the 

limits of the temperature range may differ from the above provided that this range is not less than 300C 

and is specified in the descriptive markings. Instruments shall be tested In accordance with the static 

temperatures test in as specified in paragraph 8(3)(i) of Annex A. (ii) Mains power supply (AC) 

Instruments that are powered by an AC supply shall comply with the appropriate metrological and 

technical requirements when operated under variations of voltage from - 15 % to + 10 % of the value 

marked on the instrument. Instruments shall be tested In accordance with the mains power supply (AC) 

test as specified in paragraph 8(3)(iil) of Annex A. (iii) Battery power supply (DC) Instruments that are 

powered by a DC supply shall comply with the appropriate metrological and technical requirements in 

accordance with paragraph 4(3)(viii). Instruments shall be tested in accordance with the battery power 

supply (DC) test as specified in paragraph 8(3)(iv) of Annex A 

3. Technical requirements (1) Suitability for use Instruments shall be designed to suit the method of 

operatlon and the materials for which they are intended.(2) Securi5' of operation (i) Accidental 

maladjustment Instruments shall be constructed so that 483 a maladjustment likely to disturb their 

metrological performance cannot normally take place without the effect being eastly detected. (ii) Purging 

of load reæptor The design' of the load receptor and the operation of the instrument shall be such that the 

weighing results are not adversely affected by any variation in the quantity of the load remaining In the 

load receptor after discharge durlng a weighing cycle. (lil) Automatic weighing conditions (iv) (v) An 

automatic operation shall be Interrupted, printing shall be prevented or marked and a warning signa} shall 

be given in the following cases :— (a) if the maximum capacity (Max) has been exceeded by more than 9 

d; and (b) if the value of the load to be weighed and discharged to bulk is less than minimum capacity 

(Min), unless processed as the last discrete load of the transaction. Operational adjustments It shall not be 

possible to make operating adjustments nor to reset the indicating devices during an automatic weighing 

operation, with the exception of the possibility to interrupt the weighing cycle during testing as described 

in paragraph 6.3.1. Dust extraction The operation of a dust extractor shall not affect the result of the 

measurement. (VI) Zero-setting device Instruments that do not tare-weigh after each discharge shall be 

provided with a zero-setting devlce. An interlock shall be provided to stop an automatic operation If the 

zero indication varies by : (a) ldt on instruments with an automatic zero-setting device; or (b) 0.5dt on 

instruments with a semi- automatic or non-automatic zero- setting device. A zero-setting device shall be 

capable of setting zero to ± 0.25 of the smallest scale interval of all the 484 •GAZETTE OF INDIA : 

EXTRAORDINARY [PART II—SEC. 3(i)] •Indfcating devices of the instrument :and havea range 

of,adjustment not c exceeding 4% Of maximum capacity. (vii) Fraudulent use Instruments shall: not have 

characteristics likely-tofad"tate their fraudulent use. (3) Instruments wth .contro/ indicating devices For an 

instrument '.with control indicating device, the load •receptor shall have the facility to support a weights 'ih 
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accordance with Table 3 '.:— Maximum capacity (Max) Max < 5t 5 t < Max S 25 t < Ma x t 50 t < Max 

Minimum quantity of stan±M w4ghts Max 20 % Max IO t supplementary totalization indicating device 

shall be at least equal to ten times the totalization scale interval indicated In the descriptive markings. (iv) 

Combind indicating devices Two or more types of indicating devices may be combined so that the 

indication required can be displayed on demand provided that it is clearly identified. (5) Ancillary devices 

Ancillary devices shall not affect the indicated totalization(s) representing a bulk load for a transaction. (6) 

Sealing Components that are not intended to be adjusted or removed by the user shall either be fitted with 

a sealing device or be enclosed, When enclosed, it shall be possible to seal the enclosure. (7) Descr/pt/ve 

markings InstrumenÉ shall bear the following markings :— Marking shown in full o identification mark of 

the manufacturer o identification mark of the importer (if applicable) serial number and type designation 

(4) Totalization indicating and printing devices Instruments shall include a principal totalization indicating 

device and may include a supplementary totalization indicating device, partial totalization indicating 

devices, and printing devices. On an instrument equipped with a printing device, the following shall apply 

:— (a) It shall not be possible to reset the principal totalization indicating device to zero unless the printing 

device automatically prints the tast total indicated before resetting to zero. (b) An automatic printout of the 

last total shall be generated if the automatic operation is interrupted and operating adjustments can be 

made. (i) Qua//ty of indication A totalization indicating and printing device shall allow reliable, simple and 

unambiguous reading of the results by simple juxtaposition and shall bear the name or symbol of the 

appropriate unit of mass. (ii) Scale interval Except for a supplementary totalization indicating device, the 

scale Intervals of all totalization Irdlcating devices shall be the same. (iii) Supplementary totalization 

Indicating devices The scale interval of a of the instrument o nature of product o control scale interval (if 

applicable) .... g or o Electrical supply voltage o Electrical supply frequency o Working auld pressure (if 

applicable) kPa or bar o Operational speed Max and min Markings o pattern approval sign in accordance 

with national requirements e accuracy class o maximum capacity Max = ... o minimum capacity Min = ... g 

or kg or t 3(i)] minjmum totalized load . g or kg or t • totalization scale interval 'Output per hour at 

maximum operating speed Model approval mark (iii) Presentation of descriptive markings CÄriptive 

markings shall be indelible and of a size, shape and clarity that permit legiblllty under rated operating 

conditions. Markings shall be grouped together in a clearly visible place on the Instrument, either on a 

descriptive plate fixed near the indicating device or on the Indicating device Itself. It shall be possible to 

seal the plate bearlng the markings, unless the plate cannot be removed without being destroyed. (8) 

Verification marks (i) Position Instruments shall have a place for the application of verification marks. The 

fotlowlng applies for this place : (a) the part on which the marks are located cannot be removed from the 

Instrument without damaging the marks; (b) the place shall permit the easy appllcatlon of the marks 

without changing the metrological qualities of the instrument; and (c) the marks shall be vislble without 

requlrlng that the instrument or its protective covers be moved when it Is In service. (ij) Mounting 

Instruments required to bear verification marks shall have a verification mark support located as specified 

above, which shall ensure the conservation of the marks as follows :— (a) When the mark is made with a 

stamp, the support may consist of a strip of lead or any other material with similar qualities inserted into a 

plate fixed to the instrument or in a cavity bored into the instrument; 14714 4 d) 4. 485 (b) When the mark 

consists of an adhesive transfer, a space shalt be provided foi this purpose. Requirements for electmnlc 

Instruments Electronic instruments shall comply with the following requirements, in addition to the 

applicable requirements of all other clauses. (1) Genera/ requirements (i) Rated operating conditions 

Electronic instruments shall be designed and manufactured so that they do not exceed the maximum 

permissible errors under rated operating conditions. (ii) Disturbances Electronic instruments shall be 

designed and manufactured so that when they are exposed to disturbances, either— (a) significant faults do 

not occur; or (b) significant faults are detected and acted upon. Note : A fault equal to or less than the 

value specified in paragraph 4(2)(v) of Part I (1 dt) is allowed irrespective of the value of the error of 

indtcatlon. (iii) Durability The requirements In paragraphs 4(1)(i) and 4(1)(ii) shall be met durably in 

accordance with the intended use of the instrument. (iv) Evaluation for compliance A pattern of an 

electronic instrument Is presumed to comply with the requirements in 4(1)(i), 4(1)(ji) and if it passes the 

examination and tests specified in Annex A. (2) Application of requirements for disturbances (i) The 

requirements In paragraph 4(1)(li) may be applied separately to : (a) each individual cause of significant 

fault, and/or (b) each part of the electronic instrument. (ji) The choice as to whether to apply paragraphs 
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4(1)(ii)(a) or (b) is left to the manufacturer. (3) Funct/ona/ requirements (l) Acting upon a significant fault 

When a significant fault has been detected, a visual or audible indication 486 THE GAZETTE OF : 

EXTRAORDINARY [PART II—SEC. 3(i)] shall be provided and shall continue until the user •takes 

action or •.the fault disappears. Means ,shall •be provided to ,retaln any totalized,load 

information;contained in the instrument when a-significantfault occurs. (ii) Switch-on:procedure upon 

switch-on (jn •thecase of electronic instruments permanently.connected to the mains,atswitth-onof 

indication), a special procedure shall be performed that indicates •all the *relevant signs of the indicator 

Iin théir active and non-active states for a sufficient time to be easily observed by the operator. (iii) 

Influence quantities An electron!c shall comply with the requirements paragraph 2(7) and in addition dt 

shall maintain its metrological and technical characteristics at a relative humidity of 85 % at the upper 

Ilmit of the temperature range of the instrument. (iv) Disturbances When an electronic instrument is 

subjected to the disturbances specified in Annex A, either of the following shall apply : (a) the difference 

between the weight indication due to the disturbance and the indication without the disturbance (intrinsic 

error) shall not exceed the value specified in paragraph 4(2)(v) of part I (1 dt) (b) the instrument shall 

detect and act upon a significant faült. (v) Warm-up time During the warm-up time of an electronic 

instrument, there shall be no indication or transmission of the weighing result and automatic operation 

shall be Inhibited. (vi) InteMace An instrument may be equlpped with an interface permitting the coupling 

of the instrument to external equipment. When an interface is used, the instrument shall continue to 

function correctly and its metrological functions shall not be influenced. (vii) Mains power supply (AC) 

An instrument that operates from the mains shall, in the event of a power failure, retain the metrological 

information contained in the Instrument at the time of failure for at least 24 hours. A switch- over to an 

emergency power supply shall not cause a significant fault. (viii) Battery power supply (DC) An 

instrument that operates from a battery power supply shall, whenever the voltage drops below the 

manufacturer's specified value, either continue to function correctly or automatically be put out of service. 

(4) Examination and tests The examination and testlng of an electronlc weighing instrument is intended to 

verify compliance with the applicable requirements of these specifications and especially wlth the 

requirements in paragraph 4. (i) Examination An electronic weighing instrument shall be examined to 

obtain a general appraisal of the design and construction. (11) Performance tests An electronic weighing 

instrument or electronic device, as appropriate, shall be tested as specified in Annex A to determine its 

correct functioning. Tests are to be conducted on the whole (iii) instrument except when either the size or 

cpnfiguration or both of the instrument does not lend itself to testing as a unit. In such cases, the separate 

electronic devices shall be subjected to testing. It (s not intended that electronic devices be further 

dismantled for separate testing of components. In addltlon, an examination shall be carried out on the fully 

operational weighing instrument or, if necessary, on the electronic devices in a simulated set• up that 

sufficiently represents the weighing instrument. The equipment Shati continue to function correctly as 

specified in Annex A. Span stability tests The instrument shall be subjected to span stability tests at 

various intervals, i.e. before, during and after being subjected to performance tests. When the instrument is 

subjected to span stability test specified in paragraph 9 of Annex A— (a) the maximum allowable 

variation in the errors of indication shall not exceed half the absolute value of the maximum permissible 

error specified In paragraph 2(2)(ii), Table 2 for the test load applied on any of the n measurements; (b) 

where the differences of the results Indicate a trend more than half the allowable variation specified above, 

the test shall be continued until the trend comes to rest or reverses itself, or until the error exceeds the 

maximum allowable variation. 5 Metrologlcal wntmls (1) Pattern evaluation (i) 'Documentation The 

application for pattern evaluation shall include documentation comprising : (a) metrological characteristics 

of the instrument; (b) a standard set of specifications for the instrument; (c) a functional description of the 

components and devices; (d) drawings, diagrams and general software information (if applicable), 

explaining the construction and operation; (e) any document or other evidence demonstrating that the 

design and construction of the instrument complies with the requirements of these specifications. (ii) 

Genera/ requirements Pattern evaluation shall be carried out on at least one and normally, not more than 

three instruments that represent the definitive pattern. At least one of the instruments shall be completely 

installed at a typical site and at least one of the instruments or the major component of an instrument shall 

be submitted in a form suitable for simulation testing in a laboratory. The evaluation shall consist of the 

tests specified in paragraph 5(1)(iii). (iii) Pattern evaluation tests (a) Instruments shall comply with : The 
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metrological requirements in paragraph 2; particularly with reference to maximum permissible 487 errors, 

when the instrument Is operated in accordance with the manufacturer's specifications for range and 

product(s); • The technical requirements in paragraph 3 including the requirement for security of operation 

in paragraph 3(2). Additionally electronic instruments shall comply with the requirements in paragraph 4. 

(b) The appropriate metrological authority : • shall conduct the tests in a manner that prevents unnecessary 

commitment of resources; • shall permit, when the same instrument Is involved; the result of these tests to 

be assessed for inltlai verification; is advised to accept, with the consent of the applicant, test data obtained 

from other metrological authorities without repeating the tests; • shall ensure that an instrument that can be 

operated as a non-automatic weighing instrument meets the relevant requirements for class Ill or class IV 

of non-automatlc weighing instruments. (c) Material tests Instruments shall be subjected to in- situ 

material tests in accordance with either the separate verification method as specified in paragraph 6(2)(ii) 

of Annex A or the integral verification method •as specified in paragraph of Annex A Where the material 

test is conducted using the integral control instrument the integral verification method weighing test in 

paragraph 6(2)(iii)(a) of Annex A shall be performed, In-situ material tests shall be carried out as follows : 

• in accordance with the descriptive markings; under the rated operating conditions for the instrument; not 

less than three material tests shall be conducted, one at minimum 488 THE •GAZETTE OF INDIA : 

EXTRAORDINARY [PART 11--SEC. 3(i)] capacity, one at ma*imum capacity :and one at-close Ito the 

•minimum totalized load (Smin); • each test shall be conducted at the maximum .rate of Mieighing cycles 

per-hour; • with a test load:representative of the range and type ofprodu& for which the Instrument •is 

likely to be used or •a product for which the äinstrument specified to be used; • vwlth aguantity of material 

not less than the minimum totalized load (Smln) marked on the instrument; when the quantity of material 

equal to the minimum totalized load (Smin) can be totalized jn less than •five weighing cycles, the 

following additional material tests shall be conducted, five cycles each at maximum capacity (Max) and 

five cycles at minimum capacity (Min); equipment near the automatic weighing instrument, including 

conveyors, dust collection systems etc. that are in use when the instrument is in normal operation, shall be 

jn use; e if the Instrument can divert weighed material through alternative dlscharge facilities, the test 

program shall be performed for each alternative unless it can be established that the weigh hopper is not 

affected for example by different air flow. When a load receptor cannot be loaded with sufficient standard 

weights to verify and determine the rounding error of the control instrument indicating device or partial 

indicating device, then the instrument shall be subjected to material tests by the separate verification 

method. For this method an appropriately designed control Instrument shall be available so that the 

material tests can be effectively and efflciently conducted. The error for automatic weighing Sha!! be the 

difference between the conventional true value of the mass of the test load as defined In paragraph 6(2)(ii) 

or 6(3)(iii) as appropriate and the indicated weight observed and recorded as defined in paragraph 6(2)(i) 

or 6(3)(ii) as appropriate. The maximum permissible error for automatic weighing shall be as specified in 

paragraph 2(2)(i) Table 1 for initial verification and as appropriate for the class of instrument. (iii) 

Simulation tests Influence quantities shall be applied during simulation tests in a manner that will reveal an 

alteratlon of the weighing result for any weighing process to which the instrument could be applied, in 

accordance with : paragraph 2(7) for all instruments; • paragraph 4 for electronic instruments. When 

conducting such tests on a load cell or on an electronic device equipped with an analogue component, the 

maximum permissible error for the device under test shall be 0.7 times the appropriate value specified in 

Table 2. Note : Since the requirements of this paragraph apply only to the instrument submitted for pattern 

evaluation and not to those subsequently submitted for verification, the means used to determine the 

appropriate maximum permissible error or maximum allowable variation has been exceeded will be 

decided and mutually agreed upon between the Metrological Authority and Che applicant. Following are 

examples of these means : (iv) (a) an adaptation of the totalization indicating device to give greater 

resolution than that of the totalization scale interval; (b) the use of change point weights; (c) any other 

means mutually agreed upon. Provision of means for testing For the purposes of testing, the applicant may 

be required to furnish the Metrological Authority with the material, handling equipment, qualified 

personnel, and a control instrument. Place of testing Instruments submitted for pattern approval may be 

submitted at the following places : (a) the premises of the Metrological Authority to which the application 

has been submitted; (b) any other suitable place mutually agreed upon by the Metrological Authority and 

the applicant. (2) Tests to be carried out during verification and re- verification (i) Tests Instruments shall 
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comply with the requirements in paragraph 2 [except paragraph and paragraph 3 for any product(s) for 

which they are intended and when operated under normal conditions of use. Tests shall be carried out 

insitu, in a normal Installation. The instrument shall be installed so that an automatic weighing operation 

will be virtually the same for testing as Jt Is for a transaction. (a) Non-automatic weighing instru- ments 

When an instrument can be operated as a non-automatic weighing instrument, it shall meet the relevant 

requirements for class Ill or class IV of non-automatic weighing instruments. (b) Material tests Instruments 

shall be subjected to in- situ material tests in accordance with either the separate veriflcation method as 

specified in paragraph of Annex A or the integral verification method as specified in paragraph 6(2)(iii) of 

Annex A. Where the material test is conducted using the integral control instrument the integral 

verification method weighing test in paragraph 6(2)(iii)(a) of Annex A shall be performed. Insitu material 

tests shall be carried out as follows :— in accordance with the descriptive markings; under the rated 

operating conditions for the instrument; • not less than. three material tests shall be conducted, one at 

minimum capacity, one at maximum capacity and one at close to the minimum totalized load (•min); each 

test shall be conducted at the 489 maximum rate of weighing cycles per hour; with a test load of products 

or products for which the instrument is intended; o with a quantity of material not less than the mlnlmum 

totalized load (emin) marked on the instrument; when the quantity of material equal to the mlnlmum 

totalized load (omin) can be totalized in less than five weighing cycles, the following additional material 

tests shall be conducted, five cycles each at maximum capacity (Max) and five cycles at minimum capacity 

(Min); equipment near the automatic weighing Instrument, including conveyors, dust collection systems 

etc. that are In use when the instrument Is in normal operation, shall be in use; • if the instrument can 

divert weighed material through alternative discharge facilities, the test program shall be performed for 

each alternative unless it can be established that the weigh hopper is not affected for example by different 

air flow. Testing for the full range of products only needs to be done for one discharge facility. When a 

load receptor cannot be loaded with sufficient standard weights to verify and determine the rounding error 

of the control instrument indicating device or partial indicating device, then the Instrument shall be 

subjected to material tests by the separate verification method. F-or this method an appropriately designed 

control instrument shall be available so that the material tests can be effectively and efficiently conducted. 

The error for automatic weighing shall be the difference between the conventional true value of the mass 

of the test load as defined in paragraph 6(2)(ii) or paragraph 6(3)(iii), as appropriate and the indicated 

weight observed and recorded as deflned in paragraph 6(2)(1) or paragraph as appropriate. The maximum 

permissible error for automatic weighing shall be as specified 490 ;THE ZGAZETT.E OF INDIA : 

EXTRAORDINARY [PART [I—SEC. 3(i)] in paragraph. Table 1 for 'Initial verification as 

apprppriate'forthe Class of instrument. (ii) Provision ofmeansfortesting For the.pur.poses oftesting, 

:theapplicant shall be;required •to 'furnish with the material, : handling equipment, qualified personnel,ænd 

•a•contröl instrument. (3) Tes& Inspection -Shall he , carried out f'in accordance with the same provisions 

as lin sparagraph 5(2) for verification, wlth •the exception that the inspection maximum permissible errors 

shali 'be applied 

6. Test methods (1) Contrv/iinstrument and test standards The control instrument and standard 

weights used for tests shall ensure the checking of the test load to an error not greater than : (a) one-

third of the maximum permissible error for automatic weighing when the control Instrument or the 

device used for control purposes {s verified immediately prior to the material test, or (b) one-fifth of 

the maximum permissible error for automatic weighing in all other cases.Note : When using the 

integral verification •method, a sub-division of the test load is unavoidable and this may also be true when 

using the separate verification method. When calculating the conventional true value of the mass of the test 

load, It is necessary to consider the increased uncertainty due to sub- dlvldlng the test load. (2) Separate 

verification method With this method, an instrument other than the instrument being verified is used to 

determine the conventional true value of the mass of the test load. (i) Indlcated weight A test load shall be 

weighed as an automatic buk to bulk weighing operation and the indicated weight value on the principal 

totalization indicating device shall be observed and recorded. (ii) Mass of the test load The test load shall 

be weighed on a control instrument and the result shall be considered as the conventional true value of the 

mass of the test load. (3) verification method With this method, the instrument being verified is used to 

determine the conventional true value of the mass of the test load. The integral verification method shall be 

conducted by using either of the following : oa partial totalization indicating device with standard weights 
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to assess the rounding error; or o an appropriately designed control indicating device. (i) Interruption of 

automatic operation An automatic weighing operation of a test load shalt be inltiated following the same 

procedure as for weighing bulk to bulk. However, the automatic operation shall be interrupted twice during 

each weighing cycle necessary to weigh and discharge a sub-division of the test load. An automatic 

operation shall not be interrupted during consecutive weighing cycles if the instrument is installed as an 

air-enclosed system. (i)(a)Pre-discharge (gross) interrupt After the load receptor has been loaded and the 

instrument has automatically processed a gross weight, the automatic operation shall be interrupted. When 

the load receptor has stabilized, the gross weight indicated or determined by balancing with standard 

weights shall be recorded and the instrument switched back to automatic operation. (b) Post-discharge 

(tare) interrupt (ii) (iii) After the load has been discharged and the instrument has automatically processed 

a tare weight, the automatic operation shall be interrupted. When the discharged load receptor has 

stabilized, the tare weight indicated or determined by balancing with standard weights shall be recorded 

and the instrument switched back to automatic operation. Indicated weight The principal totalization 

indicating device shall be used in obtaining the indicated weight of the test load. Mass of the test load For 

each discharge, the tare weight value subtracted from the gross weight value is 491 the net weight of the 

material discharged. A summation of the net weight values of all the discharges in the test load shall be the 

conventional true value of the mass of the test load. ANNEXURE A TESTING PROCEDURES FOR 

DISCONTINUOUS TOTALIZING AUTOMATIC WEIGHING INSTRUMENTS (Mandatory) Meaning 

of symbols : I = Indication L= Load A L: Additional load to next changeover point P= I + 0.5d - AL = 

Indication prior to rounding P -L = error Eo= Error calculated at zero Ec= Corrected error mpe= Maximum 

permissible error EUT- Equipment under test 1, Documentation [Paragraph Review the documentation that 

is submitted, including necessary photographs, drawings, diagrams, general software information, relevant 

technical and functional description of main components, devices etc. to determine if it is adequate and 

correct'. Consider the operational manual. Z Comparing construction with docu-. mentation [Paragraph 

Examine the various devices of the instrument to ensure compliance With the documentation 

3. Initial examination (1) Metrological characteristics Note metrological characteristics according to 

the test report format, (2) Descriptive markings [Paragraph 3(7)] Check the descriptive markings 

according to the checklist given in the test report format.(3) Sea/lng and verification marks [Paragraph 

3(6) and Paragraph 3(8)1 Check the arrangements for sealing and verification. marks according to the 

checklist given in the test report format 

4. General (1) Genera/ requirements for electronic instruments under test (EUT) (i) Power supply 

Energize the EIJT,for a time period equal to or greater than the warm-up time specified by the 

manufacturer and maintain it energized for the duration of the test.(ii) Zero-setting (iii) Adjust the 

EUT as closely as practicable to zero prior to each test, and do not readjust it at any .tlme during the test, 

except to reset it •if a significant fault has been indicated. Temperature The tests shall be performed at a 

steady ambient temperature, usually normal room temperature unless otherwise specified. The temperature 

is deemed to be steady when the difference between the extreme temperatures noted during the test does 

not exceed one-fifth of the temperature range of the instrument without being greater. than 50C and the 

rate of change does not exceed 50C per hour. The handling•of the instrument shall be such that no 

condensation of water occurs on the instrument. (2) Control instrument and test standards [Paragraph 6(1)] 

Contro/ instruments A control instrument meeting the requirements of clause Paragraph 6(1) shall be used 

for conduct of material tests. Where necessary, standard weights may be used to assess the rounding error. 

Use of standard weights to assess rounding error For instruments with digital indication having scale 

interval d, changeover points may be used to interpolate between scale intervals i.e. to determine the 

indication of the instrument, prior. to rounding, as folbws. At a certain load, L, the indicated value, I & is 

noted. Additional weights of for example 0.1 d are successively added untu the indication of the 

instrument is increased unambiguously by one scale Interval (I + d). The additional load A L added to the 

load receptor gives the 492 THE GAZETTE OF INDIA : EXTRAORDINARY [PART IPSEC. 3(i)] to 

roundingby using the following formula :— The error-prior. to-rounding is : thus E (1.+.O;Ed - A L)- L 

The corrected error prior to rounding is : Where: Eo' is the error calculated at zero. Example: an 

Instrument with a scale interval, d, of 1 kg is, toadedwlth 100 •kg and thereby indicates 100 kg. After 

addlng successive •weights of 0.1 kg, the indication changes from 100 kg to 101 kg at an additional load of 

,0.'3 kg. Inserted in the above formula these observations give : P = (100 + 0.•5 - 0.3) kg = 100.2 kg Thus 
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the true Indication prior to rounding is 100.2 kg, and theerror is : E (100.2 -100) kg -0.2 If the error prior to 

rounding as calculated above was Eo =+0.4 kg. the corrected error Is : E = 0.2 kg -(+0.4 kg) = 0.2 kg 5 

Test program (1) Pattern evaluation [Paragraph 5(1)] All tests In sections Paragraph 6 to Paragraph 9 of 

this Annex shalt normally be applied for pattern evaluation. Paragraph 6(1) of this Annex may be omitted 

if the integral instrument is not to be used as the control indicating device for material testing. Tests in 

Paragraph 7(1), Paragraph 8(3)(ji), Paragraph 8(3)(ilI) (AC supply), Paragraph 8(3)(iv) (DC supply) and 

Paragraph 8(4)(i) to Paragraph 8(4)(iv) of this Annex apply only for instruments that have an efectrical 

power supply. (2) Initial verification [Paragraph 5(2)] Only paragraph 6 of this Annexure 'Metrological 

performance tests' is normally required for initial verification tests 

6. Metrological peMormance tess Metrological performance tests shall be applied to the complete 

instrument under normal operating conditions, except when the size and/or configuration of the 

instrument does not lend itself to testing as a unit.In such cases, the separate electronic devices shall be 

subjected to testing. (1) Zero-setting device [Paragraph 3(2)(vi)] (i) Genera/ Zero-setting may be by more 

than one modet for example : (a) Non-auComatic or semi-automatic zero; (b) Automatic zero at switch-on; 

(c) Automatic zero at start of automatic operation; (d) Automatic zero as part of weighing cycle. It is 

normally only necessary to test the range and accuracy of zero-setting in one mode. If zero is set as part of 

the automatic weighing cyde then this mode shall be tested. To test automatic zero it is necessary to allow 

the instrument to operate through the appropriate part of the automatic cycle and then to halt the 

instrument before testing. (ii) Range of zero-setting Non-automatic and semi-automatic zero- setting 

Positive range With' the load receptor empty, set the instrument to zero. Place a test load on the load 

receptor and use the zero-setting device. Continue to increment the. test toad until the device fails to re- 

zero. The maximum load that can be re-zeroed Is the positive portion of the zero-setting range. Negative 

range Steps : (a) Remove any load from the load receptor and set the instrument to zero. Then, if possible 

remove non- essential components of the load receptor, such that the instrument , cannot be re-zeroed by 

use of the zero setting device. (If this is not possible then any mass that can be removed without disabling 

the zero function may be considered as the negative portion of the zero-setting range). (b) Add weights to 

the load receptor until the instrument indicates zero again. (c) Then remove weights and, after each weight 

Is removed, use the zero-setting device. The maximum load that can be removed while the instrument can 

still be re-zeroed by the zero-setting device, is the negative portion of the zero-setting range. (d) 

Alternatively, and if it is not possible to test the negative range of zero- setting by removing parts of the 

11-@uz 3(i)] instrument, then the instrument may be temporarily recalibrated with a test load applied 

before proceeding to step (c) above. (The test load applied for the temporary recalibration should be 

greater than the permissible negative zero-setting range which can be calculated from the result of the 

positive range test. (e) If it is not possible to test the negative zero-setting range by these methods then 

only the positive part of the zero-setting range need be considered. (ii) Reassemble or recalibrate the 

instrument for normal use after the above tests The zero-seting range is the sum of the positive and 

negative portions. (iii) Accuracy of zero-setting (a) Set the instrument to zero. (b) Add weights to the load 

receptor to determine the additional load at which the indication changes from zero to one scale interval 

above zero. (c) Calculate the error at zero according to the description in Paragraph 4(2) of this Annex. (2) 

Materia/ tests (Paragraph 5(1)(iii)(b) and Paragraph (i) Materia/ test requiremen& Materia' tests shall be 

conducted with the material, test load, requirements and methods in : (a) Paragraph 5(I)(iii)(b) for pattern 

examlnation; (b) Paragraph 5(2)(i)(b) for initial verification and in-service inspection; (c) Paragraph 

6(2)(ii) or 6(2)(iii) of this Annex (using one of the methods therein). (ii) Separate verification method For 

this method a separate control instrument Is used to weigh the material either before or after it is weighed 

on the discontinuous totalizing automatic weighting instrument. (iii) Integra/ verification method For this 

method the integral control instrument is used for static weighting of 493 material test loads by use of a 

special facility to interrupt operation during the automatic process: (a) Integra' verification method 

weighing test The weighing performance may be determined as follows, prior to the material tests, when 

the integral verification method is to be used for determining the errors in material testing. Apply test loads 

from zero up to and including Max, and similarly remove the test loads back to zero. When determining 

the initial intrinsic error, at least IO different test loads shall be selected, and for other weighing tests at 

least 5 shall be selected. The test loads selected shall include Max and Min so that the errors may be 

determined for the nominal hopper loads that wilt be used in the material tests. Determine the error at each 
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test load using the procedure in Paragraph 4(2)(ij) of this Annex if necessary to obtain the accuracy 

requirements of Paragraph 4(2)(i) of this Annex. It should be noted that when loading or unloading 

weights the load shall be progressively increased or decreased. Errors of indication shall be recorded and 

taken Into account when determining the errors in material testing. (b) Substitution material Apply test 

loads from zero up to and including the maximum portion of standard weights. Determine the error 

[Paragraph 4(2) of this Annex] and then remove the weights so that the no-load indication is reached. 

Substitute the previous weights with substitution material until the same changeover point as used for the 

determination of the error is reached. Repeat the above procedure until Max of the instrument is reached. 

494 THE GAZETTE OF INDIA : EXTRAORDINARY Unload ln•reverse order to zero, i.e. unload the 

weights and determine the changeover point. Load the weights back on and remove the substitution 

material until the same changeover point is reached. Repeat this procedure until no-load indication is 

.reached. Similar eqüiva'ent procedures may be .applied. (c) Method (c-1) Automatic gross weighing 

Automatic operation is Interrupted after the filling of the weigh hopper and completion of the automatic 

gross weighing but before discharge of the hopper. Thus the hopper rernalns loaded. (c-2) Static gross 

indication Then, all surrounding equipments such as dust extractors shall be stopped. When the system has 

come to a complete rest such that the condttlons are identical to those for non-automatic testing, the static 

control weighing indication shall be obtained. If necessary, standard weights may be used to interpolate 

between scale intervals. The static control indicatlon shall be corrected for the errors determine in 

Paragraph of this Annex (for Increasing loads) (c-3) Ali surrounding equipment is started up again. (c-4) 

Automatic tare weighing Automatic operation is interrupted after the discharge of the weigh hopper and 

completion of the automatic tare weighing but before the hopper is loaded again. (c-5) Static tare 

indication Repeat stage (2) with an empty hopper. The static indication shall be corrected for the errors 

determined in Paragraph 6(2)(ili)(a) of this Annex (for decreasing loads). (c-6) The complete system is 

started up again and stages (1) through (5) are repeated. [PART ll—SEc. .3(i)] (c-7) The net weight of the 

material delivered at each cycle is determined by subtracting the corrected indication obtained at (5) from 

the corrected indication obtained at (2). (c-8) The conventional true value of the mass of the total test load 

is determined by summation of the net weights obtained at each cycle. If the instrument Is installed in an 

air- enclosed system, the moving mass of material causes alr turbulence that can affect the weighing 

results. To ensure that such an instrument is tested in normal conditions of use, the automatic operation 

shall not be interrupted during consecutive weighing cycles. In this case it is necessary' for the automatic 

weighing made at stages (2) and (4) to be dlsplayed or recorded so that a separate total may be derived for 

the automatic weighing which has also been carried out under static conditions. Materia/ test procedure 

[Paragraph 5(1)(iii)(a) and Paragraph 5(2)(i)(b)] The test procedure shall be as follows :— (a) Start up the 

automatic weighing system, including the surrounding equipment which Is normally in use when the 

Instrument is itself in use. (b) Run the system for five weigh cycles (or more if necessary) to ensure normal 

working conditions. (c) Aalt the automatic weighing system and record the indication of totalized weight. 

(d) Run the weighing system for a number of weighing cycles as specified for each test in Paragraph 

6(2)(i) of this Annex, ensuring that the processed material can be weighed on the control instrument 

(integral or separate) in accordance with one of the alternative methods of Paragraph 6(2)(ii) of this Annex 

or 6(2)(iii) of thls Annex. (e) Halt the weighing system, and record the final indication of totalized weight. 

(f) Determine the indicated totalized weight for the test from the difference between the indication at start 

(3) and finish (5). 3(i)] qT(7 : (g) Repeat the above procedure for further tests as specified in Paragraph 

6(2)(i)(d) of this Annex. (h) Determine the material test error from the difference between the indicated 

totalized weight as determined in (6) and the total weight of material determined using the control 

instrument as in (4). (v) Calculation of material test error [Paragraph 5(1)(iii)(a) and Paragraph When 

calculating the error It is necessary to consider the scale interval of the control indicating device and the 

number of sub- divisions of the test load. Separate verification method [Paragraph The weight value(s) on 

the separate control Instrument is noted. Integral verification method [Paragraph 6(3)] A The weight 

values obtained under static conditions on the control indicating device or those values obtained by 

balancing with standard weights are noted and totalized. For each weighing cycle, the net value is the 

dffference between the values obtained in stages (2) and (5) in Paragraph 6(2)(iii)(c). B The weight values 

obtained automatically on the principal totalization indicating device are noted and totalized. For each 

weighing cycle, the net value is the difference between the values obtained in (1) and (4) in Paragraph For 
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each method, the difference between the values obtained from the totalization indication and from the 

separate control instrument or between procedures A and B In the integral verification method, represents 

the automatic weighing error. This is the value that shall be used for comparison with the appropriate 

maximum permissible error for automatic weighing in Paragraph 2(2)(i) 

7. Additional functionality (1) Warm-up time test [Paragraph 4(3)(v)] (i) Disconnect the instrumént 

from the supply for a period of at least 8 hours prior to the test.(ii) Reconnect the instrument and 

switch on while observing the control indicating devlce (if present) and the totalization indlcator(s). Verify 

that it Is not possible to inltlate automatic weighing or printout 495 until all indicators have stabilized, or 

until completion of the warm-up time if this is specified by the manufacturer. (iii) As soon as the 

indication of the control indicating device (if present) has stabilized, set the Instrument to zero and 

determine the error of zero setting according to Paragraph 6(1)(iii) of this Annex. (iv) Apply a load close 

to Max. Determine the error by the method In Paragraph 4(2) of this Annex. (v) Repeat stages (3) and (4) 

after 5, 15 and 30 minutes: (2) Agreement between indicating and printing devices (Paragraph 2(6)] 

During the course of the tests verify that for the same load, the difference between any two indicating 

devices having the same scale interval fs as follows :— Zero for digital indicating or printing devices; Not 

greater than the maximum permissible error for analogue devices. (3) Automatic mode interlocks 

[Paragraph 3(2)(iv)) Verify that it is not possible to make operating adjustments nor to reset the indicatlng 

devices during an automatlc weighing operation. (4) Printer Interlocks [Paragraph 3(4)] If the instrument is 

equipped with a printing device, verify that : (i) The principle totalization device cannot be reset to zero 

unless the printing device automatically records the total. Test by disabling the printer and attempting to 

reset the principle totalization indicator; (ii) An automatic printout of the total Is generated if the automatic 

operation is Interrupted. (5) Battery power supply interlocks [Paragraph Reduce power supply voltage 

until the instrument ceases to operate or ceases to give a weight indication. Verify that no malfunction or 

significant fault occurs before the instrument is thus put out of service. Measure and record the voltage 

value when the instrument ceases to operate or ceases to glve a weight indication and compare this 

measured value with the manufacturer's specified 496 (GAZETTE INDIA : EXTRAORDINARY [PART 

—SEC. 3(i)] (6) Retention of Switch off power,' to the;jnstrument ,while the principle totalizationidevice 

isiindicating 'total of not less than lis retained for at least 24 hours. (7) Zero offset inteHocK[paragmPh (i) 

Posit/ve•ofiet Set by the method used fortthe tests 7n Paragraph 6(1)(ii) and Add a load to the load: dt, for 

instruments with arrautomätic.zero-setting device, or > 0.5 kdt, for ;instruments without an automatic 

zero:setting device. Confirm that automatic operation is no longer possible. (ii) NegatiÆ01%et Add a load 

tD the load receptor of > dt for instruments with an automatic zero- settlngdeyice, or > 0.5 dt for 

instruments without an automatic zero-setting device. Set the in*rument to zero by the method used for E'e 

tests in paragraph 6(1)(iD and 6(1)(iii) of this annex. Remove the test weights and confirm that automatic 

operation is no longer possible 

8. Influence factor and disturbance tests (1) Genera/ It is generally not possible to apply the 

influence factors or disturbances to an instrument which is processing material automatically.The 

instrument shall therefore be subjected to the influence factors or disturbances under static conditions or 

simulated operation as defined herein. The minimum requirements for simulators are listed under the test 

equipment heading for each test. The permissible effects of the influence factors or disturbances, under 

these conditions, are specified for each case. Where It is possible to conduct the tests on a complete 

instrument under normal operation then this is the preferred option. After each test the instrument shall be 

allowed to recover sufficiently before the following test. The operational status of the instrument or 

simulator shall be recorded for each test. Simulators shall be defined in terms of hardware and 

functionality by reference to the instrument under test, and by any other documentation necessary to 

ensure reproducible test conditions and this information shall be attached to or. traceable from the test 

report. (2) Simulator requirements (D Genera/ Simulators shall be designed to enable verification of the 

accuracy of the weighing function an the Integrity of the totalization storage and ind(catlng function. The 

automatic process control and data processing functions should be verified where possible. Where possible 

the simulator should include all electronic elements of the weighing and weight processing system. It 

should also include the load cell and a means to apply standard test loads. Where this is not possible, e.g. 

for high capacity instruments, then a load 'cell simulator may be used or alternatively the load cell 

interface may be modified to incorporate a scaling factor to give the design output for a small test load. 
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Repeatabilib,' and stabltity of a load cell simulator should make it possible to determine the performance 

of the instrument with at feast the same accuracy as and when the instrument is tested with weights. 

Weighing function The weighing function may be verified by observation of the control indicating device, 

if available, during application of the iofluence factors or disturbances. Alterriatively the totalization 

indicator may be observed white the total is being incremented by continually adding the result of 

weighing a static load during application of the Influence factors or disturbances. This may be achieved by 

special test software or by manual intervention or combinations thereof. Other methods which enable the 

weighing function to be verified may be used as appropriate. The maximum permissible errors, in terms of 

mass, will be the same regardless of the method used. Totalization storage and indication function The 

simulator must display a recorded total of not less than the minimum totalized load, •min. It must be 

verified that the recorded total is retained during and after application of influence factors or disturbances. 

Transient errors that are record and temporary failure of indication when disturbances are applied are 

acceptable. (3) Influence factor tests SUMMARY OF TESTS (iii) rest Static temperature Damp heat, 

steady state Mains power supply Characteristic Conditions applied under test Influence factor Influence 

factor Influence factor voltage variation (AC) Battery power supply Influence factor voltage variabon 

(DC) ( * ) mpe : maximum permissible error mpe(*) mpe mpe mpe (i) Static temperature tests {Paragraph 

Static temperature tests are carried out according to Table 4. TABLE 4 Test specification Reference of 

200C Temperature Specified high for 2 hours Specified low for 2 hours 50c Reference of 200C 

SUPPLEMENTARY INFORMATION TO THE TEST PROCEDURES Object of the test : To verify 

compliance with the provisions in paragraph 2(7)(i) under conditions of dry heat (non condensing) and 

cold. rest procedures In brief: Precondition : Condition of the EUT : Stabilization : Temperature : 

Temperature sequence : Sixteen hours. Normal power supplied and "on" for a time period equal to or 

greater than the warm-up time specified by the manufacturer. Power is to be "on" for the duration of test. 

Two hours at each temperature under "free air" conditions. As specified in paragraph Reference 

temperature of 200c; Number of test cycles : Weighing test : (a) (b) (d) (e) (g) Maximum allowable 

variations : 49 Specified high tempere Specified low tempera A temperature of 50 C; Reference 

temperature c 200c At least one cycle. Adjust the EUT as closi to zero indication a practicable prior to test 

(if an automati* zero-tracking device i: connected, adjust it to value near zero). T hf EUT shall' not be 

readjusted at any timc during the test. The EUT shall display recorded total not les! than the minimurr 

totalized load, After stabilization at the reference temperaturE and again at eacy specified temperature 

apply at least five different test loads 01 simulated loads anc record : date and time; temperature; relative 

humidity; test load; indications (as appli- cable); errors; functional performance. Alf functions shall 

operate as designed. All errors shall be within the maximum permissible errors specified in Table 2. 

(ii)Damp heat, steady state [paragraph Damp heat, steady state tests are carried out aecording to basic 

standard according to Table 5 given below :— 498 .THE{GAZETTE OF INDIA : EXTRAORDINARY 

TABLE-6 Test specification En v/ronmenta/ phenomena Damp heat, steady state Upper , perature tem- 

and relative humidity of 85%for.2 days (48 hours) SUPPLEMENTARY INFORMATION TO THE TEST 

PROCEDURES Object of the test.: Precondition : Condition of the EUT : compliance with the provisions 

in paragraph under conditions of high humidity and temperature. None required. Normal power supplied 

and "on" for a time period equal to or greater than the warm-up time specified by the manufacturer. Power 

is to be "on" for the duration of the test. Adjust the EUT as close to zero indicatlon as practicable prior to 

the test (if an automatic zero- tracking device is connected, adjust it to a value near The EUT shall not be 

readjusted at any time during the test. The EUT shall display a recorded total not less than the minimum 

totalized load, The handling of the EUT shall be such no condensation of Stabilization : Temperature : 

Relative humidity : Temperature-humidity sequence : Number of test cycles : Weighing test and ,test 

sequence: [PART IPSEC. 3(i)] water occurs on the Three hours at temperature and 50% humidity. Two 

days (48 hours) at the upper limit temperature as specified In paragraph 2(7)(i). Reference tem- perature of 

200C and at the upper limit as specified In paragraph 2(7)(i). 50% at reference temperature. 85% at upper 

tirnlt temperature. Reference temp- erature of 200C at humidity. The upper limit temperature at 85% 

humidity; Reference tem- perature of 200C at 50% humidity. At least one cycle. After stabilization of EUT 

at reference temperature and humidity, apply at least flve different test loads or simulated loads and record 

(a) (d) (e) (g) date and time; temperature; humidity; test load; indications (as applicable); errors; functional 

performance. the Increase temperature in the 3(i)] Maximum allowable variations: chamber to the upper 
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limit and the increase relative humidity to 85%. Maintain the EUT at no load for a period of two days (48 

hours). Following the two days, apply at least five test-loads and record the data as indicated above. Allow 

full recover of the EUT before any other tests are performed. All errors shall be within the maxlmum per- 

misslble errors specified in Table 2 (iii) Mains power supply voltage variation (AC) [paragraph Power 

voltage variation tests are carried out according to Table 6 given below Number of test cycles : Weighing 

test : Test sequence . 499 Power is to be Mon" for the duration of the test. Adjust the EUT as close to zero 

indication as practicable prior to the If it has an automatic zero-setting function then the Instrument should 

be set to zero after applying each level of voltage. The EUT shall display a recorded total not less than the 

minimum totalized load! *min. At least one cycle. The EUT shall be tested at no load and with one test 

load or simulated between 50% and maximum capacity of the EUT. Stabilize the power supply at the 

reference voltage within the defined limits and record. TABLE 6 environmental phenomena Voltage 

variation Test spec/ficat/on Reference voltage Reference voltage +10% Reference voltage -15% Reference 

voltage SUPPLEMENTARY INFORMATION TO THE TEST (a) (b) (d) (g) PROCEDURES Object of 

the test : Test procedures In brief : Precondition : Condition of the EUT : date and time; temperature; 

humidity; power supply voltage; test loads; indications (as applicable); errors; functional performance. To 

verify compliance with the provisions in paragraph 2(7)(ii) under conditions of voltage variations. None 

required. Normal power supplied and "on" for a time period equal to or greater than the warm- up time 

specified by the manufacturer. Repeat the test weighing for each of the voltages (nothing the need in 

certain cases to repeat the test weighing at both ends of the voltage range) and record the indications. -soo 

Maximum allowable variations : E.GAZETT,E OF 'INDIA : EXTRAORDINARY *All . functions shall 

operate as.designed. ;AII ,er.ror.s shali .be .within ithe maximum permissible errors .specified 'in Table 2. 

(v) Battery power, supply .vo/tage variation (DC) [paragraph Test method : Object of the test t: Reference 

to standard : Test procedures in brief : Test severity : Number of test cycles : variation DC power :supply. 

Where the EUT continues to operate below the stated battery• voltage, the following test shall be 

conducted using an equivalent variable DC power source. To verify compliance with the provisions in 

paragraph 2(7)(iii) under conditions of varying DC power supply. The requirements shall be met either by 

use of an equivalent variable DC power source or by allowing the battery voltage to fall by use. No 

reference , to international standards can be given at the present time. The test consists of subjecting the 

EUT to DC power variations when the former is operating normal atmospheric conditions with one test 

load or simulated load between 50% and maximum capacity of the EUT. Supply voltage : lower limit, the 

voltage at which the EUT clearly ceases to function (or is automatically put out of service) +2% of this 

voltage. At least one cycle. Conduct of the test : Precondition : Test equipment : Condition of the EUT : 

Test sequence : [PART [IZSEC. 3(i)] None required. Variable DC power source; Calibrated voltmeter; 

Load cell simulator, if applicable. Normal power supplied and "on" for •a time period equal to or greater 

than the warm- up time specified by the manufacturer. Adjust the EUT as close to zero indication as 

practicable prior to the . If it has an automatic zero-setting function as part of the automatic weighing 

process, then the instrument should be set to zero after applying each level of voltage. Stabilize the power 

supply at nominal battery voltage ±2% and record the following data at no load and with one load or 

simulated load between 50% and maximum capacity of the EUT : (a) (b) (c) (e) (g) (h) date and time; 

temperature; relative humidity; supply power voltage; test load; indications (as applicable); errors; 

functional per- formance. Reduce the power supply to the EUT until the equipment clearly ceases to 

function and note the voltage. Switch the EUT "off" an increase the* power supply voltage to nominal 

battery voltage ±2%. Switch the EUT "on" and reduce the power supply voltage to the above noted voltage 

(out of service voltage) +2% of the noted voltage. Record the data indicate above. functions shall operated 

as designed. Ail errors Shai) be within the maximum permissible errors specified in Table 2. 501 These 

mains voltage interruptions shall be repeated ten times with a time interval of at least 10 seconds 

SUPPLEMENTARY INFORMATION TO THE TEST PROCEDURES Maximum allowable variations : 

(4) Disturbance tes& (paragraph 4(l)(ii) and 4(3)(iv)] Test SUMMARY OF TESTS Characteristic under 

test Vo!tage dips and Disturbance short interruptions Conditions applied sf sf (iii) (iv) Electrical fast 

transients/burst immunity Electrostatic discharge Electromagnetic Susceptibility Disturbance Disturbance 

Disturbance Object of the test Test procedures in brief : Precondition : Condition of the EUT : Number of 

test cycles : Weighing test and test sequence : (*) sf : value of the significant fault [see paragraph 4(2)(v) 

of Part I] (i) Voltage dips and short interruptions Short time power reduction (voltage dips and short 
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interruptions) tests are carried out according to Table 7 given below :— TABLE 7 Environmental 

phenomena Test specification To verify compliance with the provisions in paragraph 4(1)(ii) under 

conditions of short time mains voltage interruptions and reductions. None required. Normal power 

supplied and "on" for a time period equal to or greater than the warm- up time specified by the 

manufacturer. Adjust the EUT as close to zero indication as practicable prior to the test. The EUT shall not 

be readjusted at any time during the test except to reset if a significant fault has been indicated. At least 

one cycle. Stabilize all factors at nominal reference conditions. Apply one load or simulated load between 

50% and maximum capacity of the EUT and record : Voltage dips and short interruptions 12b Interruption 

from referenc voltage to zero voltage for one half cycle. Interruption from reference voltage to 50% of 

reference voltage for two half cycles .(a) (b) (c) (d) (g) date and time; temperature; relative humidity; 

supply power voltage; test load; indications (as applicable); errors; 502 Maximum allowable variations : -

OF : EXTRAORDINARY [PART 3(i)] (per- formance. Interrupt the ,power supply tozero voltage requal 

to ._one , half cycle and .conduct :the test. During zinter.ruption observe -the .effect on : the :EUT an 

record as •appropriate. Reduce the power supply Ito 50% of (nominal •voltage for a ;period equal to two 

•.half cycles and conduct the test. During reductions obServe the effect on the EUT and record, as 

appropriate. The difference between the weight indication due to the disturbance and the indication 

wlthout the disturbance and the indication without the disturbance either shatl not exceed the values given 

in paragraph 4(2)(v) of part I, or the EUT shall detect and act upon a significant TABLE 8.2 INPUT AND 

OUTPUT DC POWER PORTS Test specification Environmental phenomena Fast transient common 

mode 0.5 kV (peak) 5/50 ns Tl/Th 5 kHz rep. frequency Note : Not applicable to battery operated 

appliances that cannot be connected to the mains while in use. TABLE 8.3 INPUT AND OUTPUT AC 

POWER PORTS Test specification Environmental phenomena Fast transient common mode 0.5 kV (peak) 

5/50 ns Tl/Th 5 kHz rep. frequency A coupling/decoupling network shall be applied for testing AC power 

ports. SUPPLEMENTARY INFORMATION TO THE TEST (it) Electrical fast transients/burst immunity 

Electrical fast transients/burst immunity tests are carried out for 2 minutes with a positive polarity and for 

2 minutes with a negative polarity and according to Tables 8.1, 8.2 and 8.3 given below :— TABLE 8.1 

PORTS FOR SIGNAL LINES AND CONTROL LINES Environmental phenomena Test specification 

Fast transient common mode 0.5 kV (peak) 5/50 ns TITTh 5 kHz rep. frequency Note : Applicable only to 

ports or interfacing with cables whose total length may exceed 3m functional according to the 

manufacturers' specification. PROCEDURES Object of the test : Test procedures in brief : Precondition : 

Condition of the EUT : Stabilization : Weighing test : To verify compliance with the provisions in 

paragraph 4(1)(ii) under conditions where fast transients are superimposed on the mains voltage. None 

required. Normal power supplied and "on" for a time period equal to or greater than the warm- up time 

specified by the manufacturer. Adjust the EUT as close to zero indication as practicable prior to the test. 

The EUT shall not be readjusted at any time during the test except to reset if a significant fault has been 

indicated. Before any test stabilize the EUT under constant environ- mental conditions. Stabilize all factors 

at nominal reference conditions. Apply one 3(i)] Maximum allowable variations : 503 

SUPPLEMENTARY INFORMATION TO THE TEST load or simulated load between 50% and 

maximum capacity of the EUT and record the following with and without the transients PROCEDURES 

Object of the test : Test procedures in brief : To verify compliance with the provisions in paragraph 4(1)(ii) 

under conditions where electrostatic dis- charges are applied. (a) (b) (c) (d) (g) The date and time; 

temperature; relative humi- dity; test load; indications (as applicable); error S ; functional per- formance. 

difference between the weight indication due to the disturbance and the indication without the disturbance 

either shall not exceed the value given in Paragraph 4(2)(v) of part I or the instrument shall detect and act 

upon a significant fault. (iii) Electrostatic discharge Electrostatic discharge tests are carried out as given in 

Table 9 given below :— TABLE 9 Environmental phenomena Test specification 8 kV air discharge 6 kV 

Electrostatic discharge contact discharge Note : The 6 kV contact discharge shall be applied to accessible 

conductive parts. Metallic contacts e.g. in battery compartments or in socket outlets are excluded from this 

requirement. Contact discharge is the preferred test method. 20 discharges (10 with positive and 10 with 

negative polarity) shall be applied on each accessible metal part of the enclosure. The time interval 

between successive discharges shall be at least IO seconds, In the case of a non-conductive enclosure, 

discharges shall be applied on the horizontal or vertical coupling planes. Air discharges shall be used 

where contact discharges cannot be applied. Tests with other (lower) voltages than those given .in Table 9 
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are not required. Precondition : None required. Condition of the EUT : Normal power supplied and "on" 

for a time period equal to or greater than the warm- up time specified by the manufacturer. Adjust the EUT 

as close to zero indication as practicable prior to the test. The EUT shall not be readjusted at any time 

during the test except to reset if a significant fault has been indicated. Stabilization : Before any test 

stabilize the EUT under constant environ.- mental conditions. Weighing test : Stabilize all factors at 

nominal reference conditions. Apply one load or simulated load between 50% and maximum capacity of 

the EUT and record the fotlowing with and without electrostatic discharge : Maxmum allowable variations 

: The (a) (b) (c) (d) (e) (g) date and time; temperature; relative humidity; test load; indications (as 

applicable); errors; functional per- formance. difference between the weight indication due to the 504 THE 

EGAZETT,E OF : EXTRAORDINARY • disturbance and the indication •without the disturbanceeither 

shall not *exceed the value given in paragraph 4(2)'(v) of Part I or the . instrumentshall detect and act upon 

a significant fault. 9, Span stabllltytest[paragraph 4(4)(iii)1 rest SUMMARY OF TEST CharacteHstic 

:under test Condition applied Span stability Stability 1/2 absolute mpe (*) (*) mpe r: maximum 

permissible error on initial verification in paragraph 2(2)(ii). Table 2. Note : the maximum permissible 

error for the zero point shall also be taken into consideration. Test method : Object of test : Reference to 

standard : Test procedures in brlef : Span stability. To verify compliance with the provisions in paragraph 

4(4)(iii) after the EUT has been subjected to the performance tests. No reference to international standards 

can be given at the present time. The test consists of observing the variations of the error of the EUT or 

simulator under sufficiently constant ambient conditions (reasonable constant conditions in a normal 

laboratory environment) at various intervals before, during, and after the EUT has been subjected to 

perform- ance tests. The performance tests include the temperature test and, if applicable, the damp heat 

test; an endurance test shall not be Test severities : Maximum allowable variations : The variation in the 

[PART [I—SEC. 3(i)] included. Other per- formance tests listed in this Annex may be performed. The 

EUT shall be disconnected twice from the mains power supply (or battery supply where fitted) for at least 

eight hours during the period of the test. The number of disconnections may be increased so specified by 

the manufacturer or at the discretion of the approval authority in the absence of any specification. In the 

conduct of this test, the operating instructions for the instrument as supplied by the manufacturer shall be 

considered. The EUT shall be stabilized at sufficiently constant ambient conditions after switch- on for at 

least five hours, and at least sixteen hours after the temperature and damp heat tests have been performed. 

Test duration : Twenty eight days or the time period necessary to the conduct performance tests, whichever 

is less. Time (t) between tests (days) : 0.5 10. Test load near maximum capacity (Max); the same test 

weights shall be used throughout the test. errors of indication shall not exceed half the absolute value of 

the 11-u•ug 3(i)] Number of tests (n) : Precondition . Test equipment : Condition of the EIT : Test 

sequence : maximum permissible error in paragraph 2(2)(ii) Table 2 for the test load applied on any of the 

n measurements. At least eight except where the difference of the results indicates a trend more than half 

the allowable variation specified, the measurements shall be continued until the trend comes to rest or 

reverses itself, or until the error exceeds the maximum allowable variation. None required. Verified mass 

standards or simulated load. Normal power supplied and "on" for a time period equal. to or greater than the 

warm- up time specified by the manufacturer. Stabilize all factors at nominal reference conditions. Adjust 

the EUT as close to zero as possible. Automatic tracking shall be made and inoperative automatic built-in 

span adjustment device be made operative. Initial measurement Determine the .span error the following 

method :— 1. Determine the initial zero error (Eo) If necessary disable any automatic zero- setting or zero-

tracking devices by placing a 'zero weigfof for.' example lö times the 127 (a) (b) (d) (e) (g) 505 scale 

interval on the toad receptor. Note the indication at zero (Io). Either by use of an indicator with a suitable 

resolution scale interval or using the change point weight method specified in paragraph 4(2)(ii) of this 

Annex (noting the total addition change point weight •L o) determine and record the initial zero error 2. 

Determine the error at near Max capacity Carefully remove the change point weights (if used) and apply 

the test load (or simulated load) and note the indication (IL). Either by use of an indicator with a suitable 

resolution scale interval or using the change point weight method specified in paragraph 4(2)(ii) of this 

Annex (nothing une total addition change point weight A L) determine and record the error at near Max 

capacity (EL). Record : date and time; temperature; barometric pressure; relative humidity; value of 0.1 d; 

test load; total of added change point weights at zero load •Lo; total of added change 506 THE GAZETTE 

OF INDIA • EXTRAORDINARY poinbwe!ghts •test load •L; .following indications : indication at zero 
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(Io); indication •of test load (j) calcülate I: .initial zero error Eo, ,er.ror at test load (EL); ;change in 

location and apply all necessary corrections resulting from variations of temperature, pressure, between the 

etc. various measure- ments. Immediately repeat steps 1 and 2 four more times and determine and record 

the average value of the error .for the five tests. measurements After observing the between measurements 

requirement repeat the test sequence 1 to 2 once recording the data above unless : (a) either the result is 

outside the maximum allowable variation; or (b) the range of the five readings of the initial measurement 

is more than 0.1 d, in which -case continue four more times repeating steps 1 and 2 recording the data 

above and determine and record the average value of the error of the five tests. The measurements shall 

continue until there are at least 8 [PART II—SEC. 3(i)] measurements except where the difference of the 

results indicates a trend more than half the allowable variation specified, the measurements shall be 

continued until the trend comes to rest or reverses itself, or until the error exceeds the maximum allowable 

variation. EIGHTH SCHEDULE SPECIFICATIONS FOR MEASURING INSTRUMENTS [See Rule 13] 

General requirements 1. (a) A measuring instrument shall be of such material, design and construction as 

to ensure, under normal working conditions, the following requirements :— (i) accuracy is maintained, (ii) 

operating parts continue functioning satisfactorily, and (iii) adjustment remains reasonably permanent. (b) 

A measuring instrument shall not be stamped unless it is complete with all parts and attachments 

concerned with the operation of measurement and delivery. (c) Wherean instrument has interchangeable or 

reversible parts, their interchange ability or reversal shall not affect the accuracy of the instrument. (d) 

Every measuring instrument of fixed type shall be so installed that the viewer can readily obtain a clear 

and unobstructed view of the indication of measurement and delivery. (e) The design and construction of 

measuring instrument shall be such as would prevent, as far as possible tampering with the accuracy of the 

instrument either by inadvertent use or otherwise 

PART 1 VOLUMETRIC CONTAINER FILLING MACHINES Description (a) A volumetric container 

filling machine shall consist of a basin or basins, the capacity of each of which shall depend on the 

capacity of the containers, which is intended to be filled. The operation shall consist of first filling the 

machine to the required level and then emptying out the contents into the container or containers. (b) The 

machine shall have any one or more of the following capacities :— It 2, 5, 10, 15, 20, 50, 100 and 200 

litres 

2. General requirements (a) The design of the filling machine shall be such that the measured 

quantity shall be entirely drained out on opening of the delivery valve.(b) The basin shall be provided 

with adequate sight glasses, observation windows, cut- off valve or other means indicating clearly that the 

basin or basins are properly filled. (c) The basin shall be provided with a suitable device such as a 

displacer to enable adjustment of the capacity of the basin. (d) Every flexible hose for discharging liquid 

from the basin together with the rigid delivery pipe which empties itself on discharge, shall be so arranged 

as to provide for ready and adequate drainage of the liquid. (e) The filling machine shall be rigidly fitted 

on a stand. (f) The walls of the basin shall be strong enough as not to cause any appreciable deflection due 

to the pressure of the liquid. 3. (a) A volumetric container filling machine shall (d) (e) 507 The check 

measure shall be tested, for accuracy, against a working standard capacity measure of appropriate capacity 

and accuracy. The procedure for testing the accuracy of volumetric container filling machines shall bé as 

follows , (i) The machine shall be filled to the full capacity. (ii) The contents of each container of the 

machine shall be measured with a check measure/measures and the quantity so measured will indicate 

whether the capacity is within or beyond the maximum permissible error. (iii) If the capacity is beyond the 

maximum permissible error, the container shall be adjusted until the errors are brought within the 

permissible limits; and the test shall be repeated until the filling machines give two consecutive deliveries 

within the maximum permissible error. 4. 5 Maximum permissible error Capacity 10 litres and above 

below 10 litres Sealing Error in excess only 0.1 per cent per cent The volumetric container filllng 

machines shall be provided by the manufacturer with a plug/plugs or stud/studs of such soft metal to 

receive the stamp or seal of the verifying authority, Such plug/plugs or stud/studs shall be provided in a 

conspicuous part of the machine and shall be made in such a manner as to prevent its removal without 

obliterating the seal/ seals. The adjusting device also shall be properly sealed so as to avoid any tampering 

of capacity. (b) (c) be tested under the actual working conditions with a suitable Ijqujd preferably the one 

which the instrument is intended to deliver. Before checking a volumetric container filling machine, the 

inside of the basin or basins and the discharge hose and pipe shall be wetted by filling the machine and 
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emptying. For testing volumetric container filling machines check measure of appropriate capacity shall be 

used 

1. PARTZ BULK METERS General (a) This Part deals with the accuracy requirements for bulk 

meters used in petroleum trade.508 THE GAZETTE OF •INDIA : EXTRAORDINARY [PART [I—

SEC. 3(i)] Z 3. (b) Bulk metersshall not have a capacity below 100 litres. Definitions (a) Pressure drop—

The difference between the inlet and outlet pressures of the meter is the pressure •required to force liquid 

through the -meter and overcome its resistance-to movement. (b) Hydraulic.s//p or-slippage—That 

quantity of liquid:.which passes through the meter withoutccausing .any registration. (c) Flow;range—That 

portion of the meter's totalflow capacity in which it operates to meet the required degree of accuracy in 

measurement. Types and construction (a) Bulk meters used for measuring liquid petroleum products shall 

be positive displacemeht meters in which the liquid under a positive pressure head causes the measuring 

elements in the meter to rotate, reciprocate or otherwise move through and defined volumetric 

displacement before the liquid passes from the meter. This movement is interpreted through a train of 

gears on a register as a measure of liquid volume. (b) Meters differ widely in construction, but in general 

they may be divided into the following two main classes : (i) Capillary sea' meter—Capillary seal meters 

which may either be of reciprocating, rotary or other types are sealed with a thin film of the liquid being 

measured and are usually characterized by a relatively low pressure-drop. (ii) Packed or mechanical seal 

meter— 'Packed or mechanical seal meters' which are always of the reciprocating piston type are sealed by 

a suitably designed piston ring or washer to prevent 'slip' or leakage. They have a higher pressure-drop 

than capillary seal meters. (c) Capillary seal meters are generally preferable for installation where gravity 

discharge is essential. Both 'packed' and capillary seal meters are suitable for pressure discharge. (d) 

Meters are usually constructed of aluminium, (e) aluminium alloys, bronze, brass or gun metal and 

stainless steel or special steels for certain small components. Carbon bearings and carbon vanes are also 

used since they operate satisfactorily without lubrication. Meters are sometimes fitted with automatically 

or manually operated temperature compensating devices. These devices correct the expansion or 

contraction of the liquid being measured with change of temperature and directly indicate the volume 

which the liquid would occupy at a standard temperature. The devices are satisfactory when the liquid 

temperature remains substantially constant; but when marked fluctuations in temperature occur, they 

should be used for accurate measurement only when their response to temperature change is very 4. Meter 

Instållation The installation of the bulk meter has a direct bearing upon its operation and such 

characteristics as the rate of flow and accuracy may be seriously affected if it is not correctly installed. It 

is, therefore, essential that where possible the layout be based on the followlng : (i) Meters shall be 

protected by a strainer or filter and an air eliminator fitted as close to the inlet as possible so as to remove 

all particles which are injurious to the meter and which might impair its accuracy. They shali not be at a 

lower level. (it) The pipe work shall be so arranged that the strainer, air separator and meter cannot be 

accidentally drained. (iii) All pipe work and fittings shall be cleaned and flushed out to remove scale and 

foreign matter before installing the meter. (iv) The meter shatl be mounted securely on a horizontal base 

using rubber mounting pads to reduce shock and vibration where these are likely to occur. (v) Inlet and 

outlet pipe work shall not exercise strain on the meter body. Acute bends, toes and elbows shall be avoided 

as far as 3(i)] possible. (VD The layout shall be so designed as to facilitate removal of the meter without 

unnecessa?ily disturbing the pipe work and sufficient space shall be provided to allow for meter 

calibration, cleaning and small servicing requirements. (vii) If pipe jointing compounds are used, these 

shall be applied to the male parts not to female. It is vital not to allow any compound to enter the meter. 

(viii) The meter shall be located so that the register is clearly readable by the operator from the control 

point. (ix) Flow control valves, when fitted, shall be installed adjacent to the outlet of the meter. If a valve 

is installed on the inlet side, it shall be located at a sufficient distance on the upstream side to ensure a 

uniform steady flow through the meter when the valve is throttled. (x) Pulsating flow, such as that caused 

by piston pumps, shall be avoided, if this is not possible to achieve, a surge tank or allevlator should be 

installed upstream of the meter(s), (xi) Meters shall not be installed on the function side of pumps 

5. Tests (a) All meters shall be tested under conditons whlch duplicate normal operating condltlons 

as closely as possible particularly In respect of rates of flow and the product involved.(b) Before 

commencing checking of a meter, the meter shall be run for several minutes to ensure that all units are 

functioning smoothly, (c) For testing of meters, a proving tank shall be used. The capacity of the proving 
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tank shall be sufficient in size to contain at least one minute's flow through the meter at its normal 

operating rate when used for bulk loading. The proving tank. shall be tested against the working standard 

capacity measure of appropriate capacity. (d) The procedure for testing shall be as follows q 79 ) 2 e 6. 509 

(i) After all connections have been made fill the proving•tank once with the full quantity in order to wet all 

surfaces, to fill the discharge hose and to ascertain that there are no leaks in the con nection; (ii) Empty the 

proving tank and close the outlet vaive after it is completely drained; (iii) Set the meter dial to zero 

reading; (iv) Fill the proving tank through the meter to a point where the meter dial records the capacity of 

the proving tank. If the meter is fitted with an automatic presetting device, set this to deliver the capacity 

of the proving tank; (v) Note the reading on the graduated gauge glass of the proving tank, which would 

show that the meter is, within or beyond the maximum permissible error; (vi) If it is beyond the maximum 

permissible error, adjust the meter until the errors are brought within the permissible limits; (vii) Repeat 

steps (ii), (iii), (iv) and (v) until the meter gives two consecutive deliveries. within the maximum 

permissible error. (viil) If the meter has been found to give accurate measure in the initial test itself, make 

at least one more test to check the accuracy recorded. Maximum permissible error (a) The errors shall not 

exceed ±0.1 per cent for any quantity discharged. (b) The bulk meter shall be complete with all parts and 

attachments concerned with the operation of measurement and delivery. (a) Every bulk meter shall be 

conspicuously, clearly and prominently marked with the following indications :— 510 (iii) THE 

GAZETTE OF INDIA : EXTRAORDINARY [PART 11—SEc. 3(i)] registering-capacity; name or 

registered trade mark of the manufacturer; identification:number. (b) The bulk meter •shall be provided 

with a plate fastened in a prominent place to receive the .markings ,mentioned in (a) above and to receive 

the stamp of the Legal Metrology Officer's seal. Every bulk meter shall be provided with a suitable sealing 

arrangement to receive the stamp or seat of the verification authority 

PART 111. WATER METERS (DOMESTIC TYPE) 1, General This Part applies to water meters intended 

for metering potable cold water with threaded end connections and of nominal sizes upto and including 50 

mm. The part applies to both wet dial and dry dial meters 

2. Terminology (i) Nominal pressure The internal pressure, expressed in MPa corresponding to the 

maximum permissible working pressure.(i') Flow rate The volume of water passing through the water 

meter per unit of time; the volume being expressed in litre and the time in hours, minutes or seconds. (iii) 

How delivered The total volume of water whith has passed through meter in a given time. (iv) Maximum 

flow rate, qmax The highest flow rate at which the meter can function over limited periods without 

damage and without exceeding the maxlmum permissible errors and the maximum permissible value for 

loss of pressures, expressed in kl/h. (vi) (vii) (viii) (x) (xi) Nominal flow rate, Qn Half the maximum flow 

rate, Qmax; expressed in kVh. At the nominal flow rate Qn, the meter should be able to function in normal 

use, i.e. in continuous and intermittent operating conditions, without exceeding the maximum permissible 

error. Minimum flow rate, Qmin The lowest flow rate at which the meter is required to give indications 

within the prescribed maximum permissible error. It is determined in terms of Qn. How rate range The 

range limited by the maximum and the minimum flow rates (Qmax and Qmin). The range is divided into 

two zones called upper and lower zones, separated by the transitional flow rate Qt. Transitional flow rate, 

Q The flow rate which divides the upper and lower regions of the flow range and the rate at which the 

maximum permissible errors become discontinuous. Pressure loss The pressure loss caused due to the 

presence of the water meter in the pipe Water Meter-Dry Dial Meter in which the counter mechanism is 

isolated from water flowing. through the meter. Water Meter; Wet-Dial Wpe Meter in which the complete 

counter unit is in contact with water flowing through the meter 

3. Nominal Size' Water meters shall be of the following nominal sizes : 15 mm, 20 mm, 25 mm, 40 

mm and 50 mm.The nominal size of the water meter shall be denoted by the nominal bore of its end 

connections. 3(i)] 4. Classes of Water Meters The water meters are classified as Class A and Class B based 

on the maximum verification scale interval and metrological characteristics 

5. Materials and Manufacture (1) Genera/ : Water meters and their parts, especially parts coming in 

continuous contact with water shall be made of materials resistant to corrosion and shall be non-

toxic and non-tajnting.Use of dissimilar metals in contact under water Shai( be avoided as far as possible 

in order to minimize electrolytic corrosion. (2) Construction : The meters shall be constructed in such a 

way as to— (i) give long service and guarantee against any fraud or tampering; and (ii) conform with the 
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provisions of these (3) Body: The body shall be free from all manufacturing and processing defects, such 

as blow-holes and spongy structure and shall not be repaired by plugging, welding or by the addition of 

materials. The internal shape of the body shall ensure smooth fbw of water and easy dismantling. (4) 

Registration Box : The registration box of dry-dial water meters shall be provided with one or two escape 

holes for minimizing the accumulation of condensed water. In the case of magnetic driven type or where 

the registration box and capare integral with the body, no escape hole shall be provided. (5) Cap: Where 

the cap and registration box are integral, the material for cap shall be the same as used for registration box. 

The cap shall be so designed and fixed to the registration box as to avoid entry of water (5) (7) 511 and 

dirt. The transparent window which covers the dial shall be inserted from the inside into the cap. The 

protective lid shall be secured by a robust hinge or other suitable method of robust construction. Cap ring 

where applicable should be of the same material as of the cap. For dry type water meters, the transparent 

window covering the dial shall be provided with a wiper on the inner side for wiping off condensed water. 

Connections : The meter casing shall be fitted in the pipe line by means of two cylindrical nipples or 

tailpieces with connecting nuts which shall be provided with each meter. The internal diameter of the 

nipple where it connects the pipeline shall be equal to that corresponding to the nominal size of the meter. 

(8) Strainers : Water meters shall be provided with strainers. Strainers shall be of a material which is not 

susceptible to electrolytic corrosion. They shall be of corrosion resistant materials. They shall be rigid, 

easy to remove and clean and shall be fitted on the inlet side of the water meter. It shall be possible to 

remove and clean the strainer in such a way as not to permit disturbing the registration box or tampering 

with it. The strainer shall have a total area of holes not less than twice the area of the nominal inlet bore of 

the pipe to which the meter is connected. However in the case of meters provided with internal strainer, 

involving opening of the registration box for cleaning, an additional external strainer shalt be fitted on the 

inlet side satisfying the above requirements. (9) Impellers and pistons : Impeller and impeller shaft 

assembly shall rest on a self-lubricating, lubricating with low frictional resistance. (10) Rotary or 

oscillating pistons in the case of semi-positive type meters shall be of non-absorbent material, such as 

vulcanite or ebonite. Pistons shall be accurately finished and shall operate freely. 512 THE GAZETTE OF 

INDIA: EXTRAORDINARY [PARI, II—.SEC, 3(i)] (11) Impeller or Measuring Chamber: The impeller 

or measuring chamber shall be of a corrosion .resistant material and shall be rigid and shall not change its 

form as a result of internal stresses or with use. (12) Gears and p/nions : Gears and plnionsshall be so 

constructed properly .and smoothly mesh with each other and shall be firmly fitted on their shafts. (13) 

Bearings Impellerhearings shall be suitably ground and polished. The shape of the impeller bearing shall 

be such as to prevent the penetration of particles of sand and to preclude the deposit of anything in solution 

or suspension in water and to facilltte Wie washing way of such deposits by the water flow. lhe shafts of 

the gears shall revolve freely in their bearings. The length of the bearings shall ensure their effective 

operation. (14) Counter : The non-reversible counter shall be of the circular multi-pointer pattern with all 

pointers reading clockwise or straight reading cyclometer type or a combination of pointer and cyclometer. 

The rollers of the counters shall be made of specially suitable for the purpose and shall be self- lubricating. 

The pointers made of suitable materials shall be soldered to the spindle. (15) Dial : The dial shall be of 

vitreous enamel powder coated on copper or plastics ensuring indestructible marking and good legibility. 

(16) Regulator : Every meter shall be provided with a regulator. The regulator accessible from outside 

shall be operated by a key without dismantling the meter and not without breaking the seal. The internal 

regulating device shall not be accessible from outside. (17) Location of Serial Number : The serial number 

of the meter shall be clearly indicated on the screw cap or in any other suitable place. 6. (18) Frost 

Protection Device : Meters liable to be damaged by frost when so ordered by the purchaser shall be 

protected with suitable frost protection device. Indicating device (1) Indicating device shall be able to 

record 9999 kl (minimum) for meter size of 15, 20; and 25 mm and 99999 kl (minimum) for size 40 and 

50 mm and shall thereafter indicate zero. (2) The indicator shall allow, by simple (3) (4) (5) (6) 

juxtaposition of its various constituent elements, a reliable, easy and unambiguous reading of the volume 

of water measured, expressed in litres. The volume is indicated by one of the following systems :— (i) the 

position of one or more pointers or circular scales; (ii) reading of a row of in-line consecutive digits in one 

or more apertures; (iii) a combination of these two systems. The kilolitres and its multiples shali be 

indicted in black and sub-multiples of the kilolitres in red. This colour coding applies to the pointers on 

circulars scale type indicting devices and to the drum in in-line digit indicting devices. The actual or 
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apparent height of the digits on the drums shall not be less than 4 mm. For digital indicators the visible 

displacement of an digits Sha)) be upward in value. The advance of any given digital unit shall be 

completed while the digit of the immediately next lower value describes the last tenth of its travel. The 

drum showing the digits of lowest value may move continuously. The whole number of kilo-litres shall be 

clearly indicated. Indicators with pointer shall be non- reversible and rotate in, a clockwise direction. The 

value in litres for each scale division shall be expressed as 1 On, wherein n is a positive or 3(i)] negative 

whole number or zero, thereby establishing a system of consecutive decades. Each scale shall be either— 

(i) graduated in values expressed in litres, or (ii) accompanied by a multiplying factor (x.001, (7) In both 

cases (dial and digital indicators)— (i) the unit symbol 'KILO-LITRES' shah . appear either on the dial or 

in the Immediate vicinity of the digital indication; (ii) fastest-moving visible graduated •element, the 

control element, the scale interval of which is known as the "scale interval", shall move continuously. (8) 

The length of scale interal shall be not less than 1 mm and not more than 5 mm. The scale shall consist— 

(i) either of lines of equal thickness not exceeding one quarter of the distance between the axes of two 

consecutive lines and differing only in length, or (ii) of contrasting bands of a constant width equal to the 

length of the scale division. (9) The width of the pointer index tip shall not exceed one quarter of the 

distance between two scale divisions, and in no case shall it be greater than O.S mm. (10) Value of Scale 

Division (i) Value of scale interval for Class 'A' and Class 'B' meters shall be as given in Table 1. TABLE 

1 VALUE OF SCALE INTERVAL 50 2.0 2.0 (ii)Acce/erating Device 513 1.0 2.0 The use of an 

acceleration device for increasing the speed of the meter below Qmln is prohibited 

7. Technical (1) Pressure tightness (2) A meter shall be able to withstand constantly without defects 

in its functioning, leakage, seepage through the walls or permanent deformation, the continuous 

Water pressures of (i) 1.6 MPa for 15 minutes, and (11) 2 MPa for 1 minute, when tested In accordance 

with the procedure described In Annexure A. Loss of pressure Loss of pressure through the meter when 

determined in accordance with the procedure described in Annex. A shall not exceed 0.025 MPa at the 

nominal flow rate Qn and 0.1 MPa at the maximum flow rate, 8. eter Ize ax,'mum aueo cae n erva Note : 

Nominal flow rate..Qn shall be taken as per Table 2 and maximum flow rate Q as twice the nominal flow 

rate. (3) Temperature suitability This test shali be carried out in accordance with the procedure described 

in Annexure A. This test is to be carried out for Model approval only. Metrological characteristics (1) 

Metering accuracy The maximum permissible error in the metering accuracy, when determining as per the 

procedure described in Annexure A shall be as under :— (i) In the lower region of flow, Qmin (inclusive) 

to Qt (exclusive) ± 5% (ii) In the upper region of flow, Qt (inclusive) 15 20 25 Lt7 9 g 60/1 — litre Class 

A 0.2 0.5 129 Class 8 0.2 0.2 0.5 Note : (2) to Qmax (inclusive) ± 2% Value of Qmin•, Qt and Qmax for 

the three dasses of water meters are given in Table 2. Minimum starting flow The minimum flow at which 

the meter starts registering shall be as given in Table 514 THE GAZETTE OF INDIA : 

EXTRAORDINARY TABLE 2 I 11—SEc. 3(i)] NOMINAL FLOW, MINIMUM STARTING FLOW 

RATE, TRANSITIONAL FLOW RATE AND MAXIMUM FLOW RATE VALUES Nominal Meter Size 

Minimum Starting Flow rate Qmin l/h Class A (3) 60 100 140 400 600 Transitional Flow rate Qt (1) 15 20 

25 40 50 How rate Qn k//h (2) 10 115 Class B (4) 30 50 70 200 300 in Vh for Class A (5) 150 250 350 

1000 1500 class B (6) 120 200 280 800 1200 Maximum How rate Qmax k//h (7) 3 5 7 20 30 2 for the two 

classes of water meters. The test shall be carried out in accordance with the procedure described in 

Annexure A. (3) Tests during verification (i) Loss of pressure (ii) Metering accuracy (4) Mode/ approval 

tests In addition to all tests mentioned for Verification, the following additional tests shall be carried out 

:— Constructional details, Pressure tightness, Life test (Accelerated Endurance test, Temperature 

suitability test) and temperature suitability test. It shall be carried out in accordance with the procedure 

described in the Annex. A. (5) After the meter has undergone the life test, they shall again be subjected to 

metering accuracy test and pressure tightness test and the meter shall be deemed satisfactory only when 

their performance fulfils the requirements. Each water meter shall be marked with the following 

information :— 9(i) Manufacturer's name or trademark, 9(ii) Nominal slze of the meter, 9(iii) Direction of 

flow of water on both sides of the meter, 9(iv) Accuracy class, 9(v) Serial number, 9(vi) Model approval 

number, and 9(vii) Year of manufacture 

10. Sealing Sealing holes shall be provided with a suitable sealing arrangement to receive the seal of 

the verification authority and the meter shall be seated in such a manner as to render it impossible 

to obtain access to the measuring unit without breaking the seals.The sealing wire shall be rust-proof. 



LEGAL METROLOGY (GENERAL) RULE, 2011 

114 / 207 

ANNEXURE FLOW TESTS 1. Meterlng Accuracy Test (1) After preliminary running and setting, allow 

the water to pass through the meter in such a way that flow rates corresponding to the values in Table 2 for 

Amax, Qt, Qmin and Qn are achieved. This may be accomplished by manipulating the inlet valve or outlet 

valve for finer adjustment. For each of the flow rate the reading on the meter(s) shalt be compared with the 

volume collected in the measuring tank. The test shall be carried out at least at three intermediate rates, 

coverihg the above ranges. (2) The error shall then be computed as under :— Percent error = x 100 Vc 

Where Vi —Volume of water collected in the water tank, and — Volume of water indicated on individual 

meter. Metering accuracy shall also be calculated and reported separately for the following discharges (i) 

Qmax, (ii) Qt, and (iii) Qmin Notes : 1. The metering accuracy test at Qn may be done if required by the 

purchaser 

2. Recording of volume of water in the meter at Qmin shall be deemed as meter complying with the 

'minimum starting flow test'.Z LossofPressure Testat Qn and Qmax This test may be carried out 

concurrently with the metering accuracy test at Qn and Qmax. The meter shall be tested for loss of 

pressure within the meter at nominal flow rate Qn and The loss of pressure maximum flow rate Qmax. 

should not exceed 0.025 MPa and 0.1 MPa respectively at the above two stages. (For value of Qn and 

Qmax)• The pressure loss within the meter may be measured with the help of manometer or differential 

pressure gauge or pressure gauges provided each at up-stream and down-stream. While the meter(s) are 

being tested for accuracy at Qn and Qmax, the readings between the up-stream and down-stream in the 

pressure gauges Pi and P2 or manometers shall be taken for the purpose of computing the vatue of loss of 

pressure within the meter. In case one meter is being tested the difference between the pressure gauge 

reading of Pl and P2 or the dlfferential pressure shown by the differential pressure gauge/manometer shall 

be the loss of pressure within the meter. In case loss of pressure is being measured for more than one meter 

at a time, the difference between the readings of and P2 be divided by number of meters to obtain the loss 

of pressure in an individual meter. This, however, shall contain the line loss(es) contributed by the 

connecting pieces between the two meters. For an accurate approach line loss(es) may be measured by 

joining the up and down-stream spacers/pipe faces together in the absence of the meter/s (carefully 

avoiding protrusion into the pipe bore or misalignment of the two faces), and measuring the pipe pressure 

loss/line losses of the measuring section for each test at appropriate flow rates. While computing loss of 

pressure, across 1 or N number of meters tested in series, the loss registered by spacers/pipes in line losses 

be subtracted from the total value of pressure loss registered by difference between the readings of 

pressure gauge at up-stream and down-stream to obtain the value of loss of pressure across 1 or N number 

of meters 

3. Pressure Tlghtness Test The meter(s) shall be subjected to hydrostatic continuous water pressure 

of—(1) 1.6 MPa for 15 minutes, and (2) 2.0 MPa for 1 minute. Note : Only when the meter has qualified 

for (1) above, it should be subjected for the test for (2) above. After mounting the meter(s) on the test 

bench, the pump or the pumping medium should be switched on to let the •water flow through the meter(s) 

and 515 the air is purged out of the system. The down-stream valve should then be closed. The pressure 

shall then start building up and should be maintained at the above value for the given time, The meter 

should withstand constantly the above pressure without defects in its function, leakage, seepage or 

permanent deformation. Note : The meter(s) may be tested individually or in series. 4. rest equipment for 

Temperature Suitability Test For carrying out the temperature suitability test, a container of appropriate 

dimensions fitted with heating elements, and temperature control device to maintain temperature at 450C + 

IOC shall be used 

5. Temperature Suitability Test As a general rule, at least one meter shall be put to temperature 

suitability test every three months and records maintained.The meter for test may be selected at 

random. The meter which has qualified the technical and metrological characteristics, shall be taken and 

placed in-•the test equipment meant for temperature suitability test maintained at 450C + 1 oc. It should be 

kept there for 10 hours. While the meter is immersed in water dust cap or device stopping entry of water 

inside wet chamber of the meter be removed. After 10 hours of continuous immersiön at 450C + "IPC the 

meter shall be taken out and kept for some time in the open to acclimatize it at the ambient temperature. It 

shall then be rested again for flow test and pressure tightness test. They shall •be deemed satlsfactory if 

their performance after the temperature suitability test satisfies the above requirements. Note : In case any 
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material/design changes are carried out, this test shall be performed and checked for satisfactory 

performance before introducing the change(s) on mass scale production 

6. Test equipment for Life Test The test equipment shall consist of the following (a) A centrifugal pump 

along with regulating vaives capable of delivering water at the rate of Qn through two water meters in 

series, (b) A suitable horizontal test bench, and (c) A pressure gauge of appropriate range 

7. Life rest (Accelerated Endurance Test) -TWO unopened meters in each size and class, selected at 

random shall be subjected to the life test every six months, in accordance with the requirements 

specified in Table.Note : Meter(s) may be tested individually or in series. [PART II—SF.C. 3(i)] THE 

GAZETTE OF INDIA : EXTRAORDINARY 516 Nominal Flow Rate (1) 10 TABLE 1 LIFE TEST 

REQUIREMENTS Wpe of Test No. of Duration of Test Flow Rate (2) 2Qn Interruptions (4) 100 ooo 

Pauses s (5) 15 (3) Dis- continuous Continuous Continuous Continuous Period of Operation at Test (6) 15 

s 100 h 800 h 200h Duration of Start up and Run Down s (7) with a minimum * Qn is the number equal to 

the value of Qn expressed in kl/h. After the meters having undergone the life test, they shait again be 

subjected to flow tests and pressure tightness test. They shall be deemed satisfactory if their performance 

after the Ilfe test satisfies the above requirements. One of the meter which has undergone the life test 

(preferably the one that has shown greater deterioration in its performance under the flow test) shall be 

dismantled completely and examined with a view to ensuring that there is no undue wear or distortion. 

Particular attention shall be paid during examination to the wear of the actuating unit comprising vane 

wheel or piston, the impeller and measuring chamber, bearings, gears and pistons, pivots and the gland 

packing 

PART IV MEASURING SYSTEM FOR LIQUIDS OTHER THAN WATER PART-I 1, Measuring 

system and its constituents (1) Meter for volumes of liquids An instrument intended to measure 

continuously, memorize and display the volume of liquid passing through the measurement transducer at 

metering conditlons. Note: A meter includes at least a measurement transducer, a calculator (including 

adjustment or correction devices if present) and an indicating device. (2) Measurement transduær A part of 

the meter which transforms the flow or the volume of the liquid to be measured into signals which are 

passed to the calculator. It may be autonomous or use an external power source. Note : For the purposes of 

this specification, the measurement transducer includes the flow or volume sensor. (3) Calculator A part of 

the meter that receives the output signals from the transducer(s) and, possibly, from associated measuring 

instruments, transforms them and, if appropriate, stores in memory the results until they are used. In 

addition, the calculator may be capable of communicating both ways with peripheral equipment. (4) 

Indicating device A part of the meter which displays continuously the measurement results. Note : A 

printing device which provides an indication at the end of the measurement is not an indicating device. (5) 

Ancillary device A device intended to perform a particular function, directly involved in elaborating, 

transmitting or displaying measurement results. 3(i)] Maln ancillary devices are:— zero setting device; 

517 (iv) (v) (vil) (viii) (ix) repeating indicating device; printing device; memory device; price indicating 

device; totalizing indicating device; conversion device; pre-setting device; and self-service device. (6) 

Additional device A part or a device, other than an ancillary device, required to ensure correct 

measurement or intended to facilitate the measuring operations, or which could in any way affect the 

measurement. Main additional devices are:— (iii) (iv) (vli) (vili) gas elimination device; gas Indicator; 

sight glass; filter, pump; device used for the transfer point; anti-swlrl device; branches or bypasses; and 

vab.tes, hoses. (7) Measuring system A system which comprises the meter itself and all the ancillary 

devices and additional devices. (8) Pre-setting device A device whlch permits the selection of the quantity 

to be measured and which automatically stops the flow of the liquid at the end of the measurement of the 

selected quantity. Note : The pre-set quantity may be the volume, the mass or the related price to pay. (9) 

Adjustment device A device incorporated in the meter, that only allows shifting of the error curve 

generally parallel to itself, with a view to bringing errors within the maximum permissible errors. (10) 

Associated measuring instruments Instruments connected to the calculator, the correctlon device or the 

conversion device, for measuring certain quantities which are characteristics of the liquid, with a view to 

making a correction or a conversion or both. (11) Correction device (i) A device connected toor 

incorporated in the meter for automatically correcting the volume at metering conditions, by taking into 

account the flowrate or the characteristic of the liquid to be measured (viscosity, temperature and pressure) 

and the pre-established calibration curves or both. (ii) The characteristics of the liquid may either be 
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measured using associated measuring instruments, or stored in a memory In the Instrument. (12) Con 

version device (i) A device Whfch automatically converts the volume measured at metering conditions 

into a volume at base conditions, or into a mass, by taking account of the characteristics of the liquid 

(temperature, pressure, density, relative density.. measured using associated measuring instruments, or 

stored in a-memory. (ii) The quotient of the volume at base conditions; or of the mass, to the volume at 

meteririg conditions is referred to as "conversion factor". (13) Metering conditions The conditions of the 

liquid of which the volume is to be measured, at the point of measurement (example: temperature and 

pressure of the measured liquid). (14) Base conditions The specified conditions to which the measured 

volume of liquid is converted (example: base temperature and base pressure). Notes (i) Metering and base 

conditions (which refer only to the volume of liquid to be measured or indicated) should not be confused 

with the "rated operating conditions" and "reference conditions" which apply to influence quantities. The 

values chosen as base conditions should •preferably be 150C or 200C, and 101 325 Pa. 518 (15) Transfer 

point THE GAZETTE OF INDIA : EXTRAORDINARY [PART ll—Sec. A point at which the liquid is 

defined;as being delivered or received. (15) Gas separator A device used for continuously separating, and 

air or gases contained in the liquid. Note : In general, devices defined from paragraphs .1(19) are called 

gas eliminatforvdevices. (17) Gas extractor A devlce :used 'ito extract air or gases 

accumulated."ntthesupply line of the meter in the form of pockets that are no more than slightly mixed 

with the liquid. (18) Special gas extractor A device which, like the gas separator but under less Stringent 

operating conditions, continuously separates any air or gases contained in the liquid, and which 

automatically stops the flow of liquid if there is a risk of air or gases, accumulated in the form of pockets 

no more than slightly mixed with the liquid, entering the meter. (19) Condenser tank In pressurized 

liquefied gas measuring systems, a closed tank used to collect the gases contained in the liquid to be 

measured and to condense them before measuring. (20) Gas Indicator A device allowing easy detection of 

any air or gas bubbles which may be present in the llqufd flow. (21) Sight glass A device for checking, 

before start-up and after shut-down, that all or part of the measuring system is filled completely with 2. 

Specific types of measuring systems (1) Fuel d/spenser A measuring system intended for the refuelling of 

motor vehicles, small boats and small aircraft. (2) Measuring system on a pipeline A measuring system 

which in principle is installed on a fixed pipeline connecting two or more fixed tanks. (3) (4) (5) (6) (7) (8) 

Note : This pipeline is characterized by a flowrate of the liquid to be measured which, in general, either 

does not change or changes little during a prolonged period. Aircraft refuelling tanker measuring system A 

tanker mounted measuring system intended for refuelling aircraft, supplied from a tank mounted on the 

vehicle. Aircraft hydrant measuring system A mobile measuring system intended for refuelling aircraft, 

supplied from hydrant Blend dispenser A fuel dispenser providing mixtures of various grades of gasoline 

(multigrade- dispenser) or mixtures of gasoline and lubricating oil (gasoline-oil-dispenser) through a single 

nozzle. Self-service arrangement An arrangement that allows the customer to use a measuring system for 

the purpose of obtaining liquid for his own purchase. Self-service device A specific device that is part of a 

self-service arrangement and which allows one or more measuring systems to perform in this self- service 

arrangement. Note : The self-service device includes all the elements and constituents that are mandatory 

so that a measuring system performs in a self-service arrangement. Attended service mode An operating 

mode of a self-service arrangement in which the supplier Is present and controls the authorization for the 

delivery. Notes : (i) In attended service mode, the settlement of the transaction takes place before the 

customer leaves the site of the delivery. A transaction is settled when the parties interested in the 

transaction have made their agreement known (explicitly or implicitly) as regards the amount of the 

transaction. This may be a payment, signing a credit card voucher, signing a delivery order, etc. The 

parties interested in a transaction may be the parties 3(i)] themselves or their representatives (for example: 

the employee in a filling station, the driver of a truck). (jv) In attended service mode the measurement 

operation ends at the moment settlement of the transaction takes place. (9) Unattended service mode An 

operatlng mode of a self-service arrangement in which the self-service arrangement controls the 

authorization for the delivery, based on an actlon of the customer. Note : In unattended service mode, the 

end of the measurement operation is the end of the registration (printing or memorizing) of information 

concerning the measurement operation. (10) Pre-payment A type of payment in attended or unattended 

service mode requiring payment for a quantity of liquid before the delivery commences. (11) Attended 

post-payment (or post-payment) A type of payment in attended service mode requiring payment for the 
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delivered quantity after the delivery but before the customer leaves the ste of the delivery. (12) Unattended 

post-payment (or delayed payment) A type of payment in unattended service mode in which payment for 

the delivered quantity is required after the delivery, but in which the transaction is not settled when the 

customer leaves the site, following an implicit agreement with the suppler. (13) Authorization ofa 

measuring system An operation that brings the measuring system into a condition suitable for the 

commencement of the delivery. (14) Direct se///ng to the public A transaction (selling or buying) of 

quantities of liquids whose settlement is associated with indications brovided by a measuring system, any 

of the parties having access to the place of measurement and one of them being a consumer. Nots : (i) The 

consumer can be any person. Generally the consumer is the buyer but he can also 'be the 519 Main 

measuring systems used for direct selling to the public are : • fuel dispensers, measuring systems on road 

tankers for the transbort and delivery of domestic fuel 011. 3 Metrological charactedstlcs (1) (2) (3) (4) 

Primary indication An indication (displayed, printed or memorized) which Is subject to legal metrology 

control. Note : Indications other than primary indications are commonly referred to as secondary 

indications. Absolute error of measurement The result of a measurement minus the (conventional) true 

value of the measurand. Relative error The absolute error of measurement divided by the (conventional) 

true value of the measurand. Maximum permissible errors The extreme values permitted by the 

specification for an error. Notes: (i) Maximum permissible errors are (5) (6) (7) stated as relative errors or 

absolute errors. (ii) Where the comparison of a volume (for instance: difference between a result obtained 

at some specified conditions and a result obtained at reference conditions) with maximum permissible 

error is involved then, it is obvious that it is the absolute maximum permissible error, associated with the 

relative maximum permissible error, which applies. Minimum measured quantity ofa measuring system 

The smallest volume of liquid for which the measurement is metrologically acceptable for that system. 

Minimum specified volume deviation The absolute value of the maximum permissible error for the 

minimum measured quantity of a measuring system. Minimum specified price deviation The price to pay 

corresponding to the minimum specified volume deviation. 520 THE GAZETTE OF INDIA : 

EXTRAORDINARY [PART II—SEC. 3(i)] (8) Repeatability error For the purposes of this 

Recommendation, the difference between thelargest.and the smallest results of successive measure- ments 

of the same quantity carried out under the same conditions. (9) Intrins/c error The error of:a measuring 

system used under reference conditions. (10) Initial intrinsic error The a measuring system as determined 

prior to all performance tests. (11) Fault The difference between the error of indicatlon •and the intrinsic 

error of a measuring system. (12) Significant fault A fault the magnitude of which is greater than the larger 

of these two values:— (i) one-fifth of the magnitude of the maximum permissible error for the measured 

volume; (i') the minimum specified volume devlatlon. The following are not considered to be significant 

faults, namely:— (j) faults arising from simultaneous and mutually independent causes in the measuring 

instrument itself or in its checklng facilities; (iD transitory faults being momentary variations in the 

indication, which cannot be interpreted, memonzed or transmitted as a measurement result; and (iii) faults 

Implying the impossibility of performing any measurement. (13) Durability The capability of the 

measuring system to keep Its performance characteristics over a perlod of use. (14) Interruptible or non-

interrupt/ble measuring system A measuring system is considered as interruptible or non-interruptible 

respectively when the liquid flow can or, as the case may be, cannot be stopped easily and rapidly. (15) 

(16) (17) Cyclic volume The volume of liquid corresponding to the working cycle of the measurement 

transducer, i.e. the sequence of movements at the end of which all the internal moving parts of this 

transducer return, for the first time, to their initial positions. æriodic variation The maximum dlfference, 

during one working cycle, between the volume produced by the displacement of the measuring parts and 

the corresponding volume as shown by the Indicating device, the latter being connected without play or 

slip to the measuring device and in such a way that it indicates at the end of the cycle, and for this cycle, a 

volume equal to the cyclic volume; this variation may be reduced In some cases by the incorporation of a 

suitable correction device. Note : The effect of the correction device is included when the periodic 

variation is determined. First element of an indicating device Element which, in an indicating device 

comprising several elements, carries the graduated scale with the smalfest scale Interval 

4. Test conditions (1) (2) (3) (4) Influence quantity A quanyty which is not the subject of the 

measurement but which influences the value of the measurand or the indication of the measuring 

system.Influence factor An influence quantity having a value within the rated operating conditions of the 
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measuring system, as specified in this specification. Disturbance An influence quantity having a value 

within the limits specified but outside the specified rated operating conditions of the measuring system. 

Note : An influence quantity is a disturbance if for that influence quantity the rated operating conditions 

are not specified. Rated operating conditions Conditions of use, giving the range of values of influence 

quantities for which the metrological characteristics are intended to be within the maximum permissible 

errors. (5) Referenæ conditions A set of specified values of influence factors fixed to ensure valid inter-

comparison of results of measurements. (6) PeMormance test A test Intended to verify whether the 

measuring system under test (Equipment Under Test) is capable of accomplishing its intended functions. 

(7) Endurance test A test intended to verify whether the meter or the measuring system is able to maintain 

its performance characteristics over a perlod of use. (8) Unærta/ntyofthe determination of an error An 

estimate characterizing the range of values within which the true value of an error lies, including 

components due to the standard and Its use, and components due to the verified or calibrated instrument 

itself. Note : Components due to a verified or calibrated meter are notably linked to the resolution of its 

indicating device and to the periodic variation 
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5. Electronic or electrical equipment (1).Electronic device A device employing electronic sub- 

assemblies and performing a specific function. Electronic devices are usually manufactured as separate 

units and are capable of being tested independently. Note : Electronic devices, as defined above, may be 

complete measuring systems or part of measüring system', In particular such as those mentioned in 

paragraph 1(1) to 1(5). (2) Electronic sub-assembly A part of an electronic device, employing electronic 

components and having a recognizable function of its own. (3) Electronic component The smallest 

physical entity which uses electron or hole conduction in semi- conductors, gases, or in a vacuum. (4) 

Checking facility A facility which is incorporated in a measuring system and which enables (5) (6) (7) (8) 

(9) 521 significant faults to be detected and acted upon. Note: The checking of a transmission device aims 

at verifying that all the information which is transmitted (and only that information) is fully received by 

the receiving equipment. Automatic cheklng facility A checking facility operating without the intervention 

of an operator. Permanent automatic checking facility (tyr P) An automatic checking facility operating 

during the entire measurement operation. Intermittent automatic checking facility (type-I) An automatic 

checking facility operating at least once, either at the beginning or at the end of each measurement 

operation. Non-automatic checking facility (type N) A checking facility which requires the intervention of 

an operator. Power supply device A device which provides the electronic devices with the required 

electrical energy, using one or several sources of a.c. or d,c. PART-2 MEASURING SYSTEM FOR 

LIQUIDS OTHER THAN WATER 1. Held of application (1) Scope This Specification provides the 

metrotoglcai and technical requirements applicable to dynamic measuring systems for quantities of liquids 

other than water subject to legal metrology controls. It also provides requirements for the approval of parts 

of the measuring systems (meter, etc.). In principle, this Specification applies to all measuring systems 

fitted with a meter as defined under paragraph 1(1) of Part 1- Terminology (continuous measurement), 

whatever be the measuring principle of the meters or their application, except— (iii) drum meters for 

alcohol; measuring systems for cryogenic liquids; direct mass measuring systems, the provisions of 

paragraph 4 shall 522 2. GAZETTE OF : EXTRAORDINARY apply to electronic measutingsystems for 

alcohol and for crypgenic liquids. This• Specification also •applies to systems • in -which völume 

measurements ..are converted to mass Indication. Moreoverspecific provisions could be developed for -

measuring systems equipped with e.g. Ultrasonic or vor.tex .meters. •will then be aopropriateitodecide 

whether such meters should be included in the scope ofithis•Specification. This Specification is not 

intended to prevent the development of new technologies. [PART II—SEC. 3(i)] (iii) (v) (vii) a hydraulic 

circuit with particular characteristics which must be taken into account, a gas elimination device, a filter 

device, a pumping device, correction devices related to temperature, viscosity, etc. (2) Liquids to be 

measured Measuringsystems that are covered by this Specification may be used for the following liquids, 

namely :— (i) //auid petroleum and related crude oil, products hydrocarbons, liquefied petroleum gas 

(LPG), liquid fuel, lubricants, industrial oils, etc.; (ii) liquid food : dairy products (milk, cream, etc.), beer 

and brewer's worth, wine and musts (cider, etc.), alcoholic beverages (liquor, whisky, etc.) non-alcoholic 

carbonated and not carbonated beverages, juices and concentrates, vegetable oils (Soya-bean-oil, palm-oil, 

etc.); (iii) alcohol: pure ethanol (ethyl alcohol) and mixtures of only ethanol and water (except drum 

meters for alcohol) ; (iv) chem/ca/pWuctsinliqu/dstate: HCl, H SO., ammonia water etc; and (v) 

otherliquids: ail other llqulds except cold potable water and hot water; examples: distilled water and 

delonised water, liquids used for calibration of tanks. General requlrements (1) Constituents ofa measuring 

system A meter itself is not a measuring system. The smallest possible measuring system includes— (i) a 

meter, (ii) a transfer point, (2) (3) The measuring system may be provided with other ancillary and 

additional devices. If several meters are intended for a single measuring operation, the meters are 

considered to form a single measuring system. If several meters intended for separate measuring 

operations have common elements (calculator, filter, gas elimination device, conversion devices, etc.) each 

meter is considered to form, with the common elements, a measuring system. Ancillary devices Ancillary 

devices may be a part of the calculator or of the meter, or may be peripheral equipment, connected through 

an interface to the calculator. In addition these devices shall bear a legend which is clearly visible to the 

user to indicate that they are not controlled when they display a measurement result visible to the user. 

Such a legend will be present on each print out likely to be made available to the consumer. Held of 

operation (a) (c) (d) Ille field of operation of a measuring system is determined by the following 

characteristics, Åamely :— minimum measured quantity, measuring range limited by the minimum 
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flowrate, Qmjn, and the maximum flowrate, Q maximum pressure of the liquid, P minimum pressure of 

the liquid P nature of the liquid(s) to be measured and the limits of kinematic or dynamic viscosity when 

an indication of the nature of the liquids alone is not sufficient to characterize their viscosity, 11-Qau•g 

3(i)] (f) maximum temperature of the liquid, max' (g) minimum temperature of the liquid, (h) 

environmental class. (iD The minimum measured quantity of a measuring system shall have the 
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form 1 x Ion, 2 x Ion or 5 x Ion authorized units of volume, where n is a positive or negative whole 

number, or zero. The minimum measured quantity shall satisfy the conditions of use of the measuring 

system; except in exceptional cases, the measuring system shall not be used for measuring quantities less 

than this minimum measured quantity. The minimum measured quantity of a measuring system shall be 

not (ess than the largest minimum measured quantlty of any one of its constituent elements (meter(s), gas 

extractor(s), special gas extractor(s), etc.). However, for gas elimination devices this provision does not 

need to be fulfilled if it is demonstrated (including tests) that it is not necessary. (iii) Ihe measuring range 

shall satisfy' the conditions of use of the measuring system; the latter shall be designed so that the flowrate 

is between the minimum flowrate and the maximum flowrate, except at the beginning and at the end of the 

measurement or during interruptions. The measuring range of a measuring system shall be within the 

measuring range of each of its elements. Except in the case of specific provisions of certain types of 

measuring systems, the maximum flowrate of the. measuring system shall normally be equal to at least 

four times the minimum flowrate of the meter or the sum of the minimum flowrates of the meters with 

which it is fitted, In some particular cases the ratio may be two. (4) Class 0.3 0.5 523 A measuring system 

shall exclusively be used for measuring liquids having characteristics within its field of operation, as 

specified in the pattern approval certificate. The field of operation of a measuring system shall be within 

the fields of measurement of each of its constituent elements (metres, gas elimination devices). When two 

or more meters are mounted in parallel in the same measuring system, the limiting flowrates (Q Q nn) of 

the various metres are taken into consideration, especially the sum of the limiting flowrates, to verify if the 

measuring system meets the provision above. Accuracy classes Taking into consideration their field of 

application, measuring systems are ctassified into four accuracy classes according to Table 1. TABLE 1 

Field of application Measuring systems on pipeline [see paragraph 5.(6)] All measuring systems if not 

differently stated elsewhere in this table; Iri particular: fuel dispensers fo? motor vehicles (other than LPG 

dispensers) [see paragraph and 5.(9)] measuring systems on road tankers for liquids of Iow viscosity [see 

paragraph 5.(2)] measuring systems for the unloading of ships' tanks and rail and road tankers [see 

paragraph 5.(3)] measuring systems for milk [see paragraph 5.(5)] measuring systems for loading ships 

(see paragraph 5.(6)) measuring systems for refuelling aircraft [see paragraph 5.(8)). Measuring systems 

(other than LPG dispensers) for liquefied gases under pressure measured at a temperature equal to or 

above - IOOC [see paragraph 5.(4)] 524 1.5 THE GAZETTE OF INDIA : EXTRAORDINARY [PART 

11—SF.c. 3(i)] • LPGdispensersf0F motorwehides(see paragraph .5.(7)] • Measuringsystems 

normallyin.class 0.3 or 0.5 but used•for liqüids: ' whose temperature is less .than - IOOC or greater than 

•500C, or ' whose dynamic ..viscoSity is higher than '1000 MPa.s, or ' whose maximum volumetric 

flowrate Is 20 L/h Measuringsystemsfor liquefied carbon dioxldeTParagraph Measuring systems (other 

than LPG dlspenset) for [quefied gases under pressure measured at a temperature below - IOOC 

[Paragraph 5(4)] (iii) However, whatever the measured quantity may be, the magnitude of the maximum 

permissible error is given by the greater of the following two values: (a) where absolute value of the 

maximum permissible error given in Table 2 or Table 3, minimum specified volume deviation. For 

minimum measured quantities greater than or equal to two litres, the minimum specified volume deviation 

(Emin) is given by the formula: = (2 vmin) X (A/IOO) is the minimum measured (5) Maximum 

permissible errors (i) For volumes not smaller than two litres, and without prejudice to paragraph 2(5)(iii) 

the maximum permissible relative errors, positive or negative, on volume indications are specified jn Table 

2. TABLE 2 Accuracy classes 0.3 0.5 1.0 0.6% 1.5 (iD For volumes smaller than two litres, and without 

prejudice to paragraph the maximum permissible errors, positive or negative, on volume Indications are 

specified in Table 3. TABLE 3 Measured quantity From 1 to 2 L From 0.4 to 1 L 0.2 to 0.4 L From 0.1 to 

0.2 L Less than 0.1 L Maximum permissible errors Value fixed in Table 2, applied to 2 L TWice the value 

fixed in Table 2 twice the value fixed in Table 2, applied to 0.4 L quadruple the value fixed in Table 2 

quadruple the value fixed in Table 2, applied to 0.1 L quantity, A is the numerical value specified in line A 

of Table 2 for the relevant accuracy class. For minimum measured quantities less than two litres, the 

minimum specified volume deviation is baice the value specified in Table 3, and related to line A of Table 

2. Note : The minimum specified volume deviation is an absolute maximum permissible error. (6) 

Condltlons, for applying maximum permlsslble errors Provisions in this sub-clause apply to volume 

indicatiöns at metering conditions [see Paragraph 2(7) for converted indications]. Maximum permissible 

errors in line A of Table 2 apply to complete measuring systems, for ail liquids, all temperatures and all 
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pressures of the liquids, and alt flowrates for which the system is intended to be, or has been approved, 

without any adjustment between the various tests, for: (a) pattern approval, (b) initial verification in one 

stage or the second stage of a two-stage initial verification, (c) subsequent verifications. Explanation : An 

adjustment is allowed for each liquid, but in this case the pattern approval certificate provides information 

on El—Gog 3(i)] the capability of the meter to measure all the liquids without particular precautions. For 

example, the meter may be allowed only for measuring one liquid In normal use, or an automatic device 

that provides an adaptation to each liquid may be necessary. (iii) When stated in the pattern approval 

certificate, a one-stage initial verification or the second stage of a two-stage initial verification of a 

measuring system intended to measure two or more liquids may be carried out with one liquid only or with 

a liquid dfferent from the intended liquids. In this case and if necessary, the pattern approval certificate 

provides a smaller range or a shift for maximum permissible errors, so that Paragraph 2(6)(i) is fulfilled by 

the measuring system for all intended liquids. When stated in the pattern approval certificate, the Initial 

verification of a meter of a measuring system intended to measure two or more "quids may be carried out 

with one liquld only or with a liquid different from the Intended liquids. In this case and if necessary, the 

pattern approval certificate provides a smaller range or a shift for maximum permissible errors, so that is 

fulfilled by the meter for all Intended liquids. The above considerations may be extended to the case of a 

measuring system or a meter Intended to measure only one liquid 525 but verified with another liquid. (7) 

Provisions for convened Indications Maximum permissible errors on conversion devices When a 

conversion device for converting into a volume at base conditions or into a mass• (including all Its 

components and associated measuring Instruments) is verified separately, maximum permissible errors on 

converted Indications due to the conversion device, positive or negative, are equal to ± (A - B), A and B 

being the values specified in Table 
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2. However, the magnitude of the maxlmum permissible error shall not be less than the greater of 

the two following values:—(a) one-half scale interval of the indicating device for converted indications, 

(b) half of the value corresponding to the minimum specified volume deviation. Accuracy of associated 

measuring instruments When verified separately, associated measuring instruments shall exhibit an 

accuracy at least as good as the values in Table 4. These values apply to the indications of associated 

measuring instruments taken into account for the calculation of the converted quantity (they include errors 

mentioned in Paragraph 2(7)(iii). TABLE 4 Accuracy classes of the measuring system Maximum 

permissible errors on measuring Temperature Pressure Density Density 0.3 0.5 +0.50C 1.0 +0.50C 1.5 

±0.50C (iii) Accuracy for calculation of characteristic quantities of the liquid When the calculating 

function of a conversion device Is verified separately, the maximum permissible error for the calculation 

of each characteristic quantity of the liquid, 411.11 ! 3 2— less than 1 MPa : + 50 kPa between 1 and 4 

MPa : ± 5% more than 4MPa: + 200 kPa ± 1 kg/m3 ± 1 kg/m3 ±2 kg/m3 ±2 kg/m3 positive or negative, is 

equal to two- fifths of the value fixed in paragraph 2(7)(ii). However, the magnitude of the maximum 

permissible error shall not be less than one-half scale interval of the indicating device for converted 

indications. 526 THE '"GAZETTE OF •INDIA : EXTRAORDINARY [PART [I—Sec. 3(i)] (iv) Direct 

verifiatiomofaconverted:mass indication When a •conversion device is only associated with (or included -

in) a meter and when the converted mass indication ris verified directly by comparison to.mass standards 

(e.g. using a weighing machine) the maximum permissible errors (MPE) on the converted indication, 

positive or negative, are given by the formula: MPE = ± + (A — where A and B are the values specified in 

Table 2. When a conversion device is included In a measuring system, maximum permlssible errors of line 

A of Table 2 apply •to' the converted mass •Indlætlon. However, in any case, the magnltude of maximum 

permissible errors shall not be less than the mass corresponding to the minimum specffied volume 

deviation. (v) Direct verification of.a converted volume indication Standards delivering directly the true 

value of converted volume indlcatlons are not available for general uses. Such standards only exist for a 

given liquid or for very similar liquids. When such standards are available, provisions in paragraph 

2(7)(iv) can be applied by analogy. (8) Maximum permissible errors on calculators Maximum permissible 

errors on quantities of liquid Indications applicable to calculators, positive or negative, when they are 

tested separately, are equal to one- tehth of the maximum permissible error defined In line A of Table 2. 

However, the magnitude of the maximum permissible error shall not be less than one-half scale interval of 

the measuring system in which the calculator is intended to be included. (9) Indications (i) The volume 

indication shall be made In cubic centimetres or millilitres, in cubic decimetres or litres, or in cubic metres. 

The symbol or the name of the unit shall appear In the immediate vicinity of the indlcation. (iii) (v) (vi) 

Mass may only be indicated in tonnes, kilograms or grams. The symbol or the name of the unit shall 

appear in the immediate vicinity of the indication. Measuring systems shall be provided with an indicating 

device giving the volume of "quid measured at metering conditions. Without prejudice to the provisions in 

paragraph 2(9)(iii) when a measuring system is fitted with a conversion devlce, it shalt be fitted (in 

addition to the device indicating volumes at metering conditions) with a device Indicating the volume at 

base conditlons or the mass. Provisions applicable to devices which indicate the volume at metering 

condltlons apply to devices which indicate the volume at base conditions and by analogy to devices which 

indicate the mass. The use of the same display for the indications of volume at metering conditions and of 

volume at base conditions or of mass is authorized provided that the nature of the displayed quantity is 

clear and that these indications are available on request. A measuring system may have qeveral devices 

Indicating the same quantity. Each shäll meet the requirements of this specification. The scale intervals of 

the various indications may be different. For any measured quantity relating to the same measurement, the 

indications provided by various devices shall not deviate one from another by more than one scale interval 

or the greatest of the two scale intervals if they differ, except otherwise provided in clause 5 (see paragraph 

5 (10)(i)(c)). Subject to specific provisions for certain types of measuring systems, use of the same 

indicating device for the indications of several measuring systems (which then have a common indicating 

device) is authorized provided that one of the following conditions is met:— 11-@us 3(i)] (a) it is 

impossible to use any two of these measuring systems slmultaneously, (b) the indications relating to a 

given measuring system are accompanied by a clear identification of that measuring system and the user 

may obtain the indication corresponding to any of the measuring systems concerned, using a simple 

command. (IO) Eliminatlon of alr or gases (i) General requirements Measuring systems shall be 
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constructed and installed so that during normal operation, neither air intake nor gas release wili occur in 

the liquid upstream of the meter. If there is a risk that this requirement may not be met, the measuring 

systems shall incorporate a gas elimination device permitting the proper elimination of any air or 

undissolved gases which may be contained In the liquid before it enters the meter, The gas elimlnation 

device Shail be suitable for the supply conditions and be arranged in such a way that the effect due to the 

influence of the air or gases on the measuring result does not exceed— (a) 0.5% of the quantity measured 

for liquids other than potable liquids and for llqulds of a viscosity not exceeding (b) 1% of the quantity 

measured for potable liquids and for liquids of a viscosity exceeding 1 MPa.s. However, it is not necessary 

for this effect to be less than 1% of the mlnlmum measured quantity. The values specified in this paragraph 

apply to the gas elimination device when It ts subject to separate control, e.g. for pattern approval. In this 

case, they apply to the dfferences between: * the meter errors with air intake or with gas, and * the meter 

errors without air intake or gas. 527 (ii) Pumped flow A gas separator shall be provided when, subject to 

the provisions in paragraph the pressure at the pump inlet may, even momentarlfy, fall below either the 

atmospheric pressure or the saturated vapour pressure of the liquid. No gas elimination devlce is required 

when the pressure at the pump inlet is always greater than the atmospheric pressure and the saturated 

vapour pressure of the liquid, and if any gaseous formation liable to have a specific effect greater than 1% 

of the minimum measured quantity cannot form or enter the inlet pipe work of the meter, whatever be the 

conditions of use. A gas elimination device is required when the pressure at the pump inlet is always 

greater than the atmospheric pressure and the saturated vapour pressure of the liquid, but gaseous 

formations liable to have a specific effect greater than 1% of the minimum measured quantity can occur. 

When applying this provision, it is necessary to consider, in particular— (b) gaseous formations likely to 

occur owing to thermal contraction during shutdown periods; if gaseous formation is possible, a gas 

extractor is required. air pockets likely to be introduced into the pipework when the supply tank is 

completely empty; in case there Is a possibility of gaseoüs formation, a special gas extractor iS ?éqÜired. 

The gas elimination device shatt be installed downstream of the pump or be combined with the pump. If 

the gas elimination device is installed below the level of the meter, a non-return valve fitted, if necessary, 

with a pressure limiting device shall be incorporated to prevent the pipework . between the two 

components from emptying. The loss of pressure caused by the flow of liquid between the gas elimination 

device and the meter shall be as small as possible. If the pipework upstream of the meter incorporates 

several high points, it may be necessary to provide one or 528 THE GAZETTE OF INDIA : 

EXTRAORDINARY mote automatic or manual evacuation devices. [PART II—SEC. 3(i)] (iii) Non-

pumped flow When a meter is supplied by gravity without use of a pump, and if'the pressure of the liquid 

in all parts of the:pipework upstream of the meter and in the meter itself .is greater thamthe saturated 

vapour pressure of the the atmospheric pressure at measurlng conditions, a gas elimination device 

istnotnecessary. However, after the measuring system has been put into service, an arrangement is required 

to ensure that Jit remains correctly filled. If the pressure of the liquid is likely to be lower than the 

atmospheric pressure while remaining greater than the saturated vapour pressure, an appropriate device 

shall prevent entry of air into the meter. If a meter is supplied under gas pressure, the measuring system 

shall be so constructed that separation of afr or gas is avoided. An appropriate device shall prevent entry of 

gas into the meter. In at' circumstances, the pressure of the liquid between the meter and the transfer point 

shall be greater than the saturated vapour pressure of the liquid. (i!) Viscous liquids Since the effectiveness 

of gas separators and gas extractors decreases as the viscosity of the liquids increases, these devices may 

be dispensed with for liquids with a dynamic viscosity of more than 20 mPa.s at 200C. In this case, it is 

necessary to make provisions to prevent entry of air. The pump shall be so arranged that the Inlet pressure 

is always greater than the atmospheric pressure. If it is not always possible to meet this condition, a device 

shall be provlded to stop the flow of liquid automatically as soon as the Inlet' pressure falls below the 

atmospheric pressure. A pressure gauge shall be used to monitor this pressure. These provisions are not 

necessary if devices are provided which ensure that no air can enter through the joints in the sections of the 

pipework under reduced pressure and if the. measuring system is so arranged that no air or dissolved gases 

will be released. Removal of gases The gas removal pipe of a gas elimination device shall not include a 

manually controlled valve if closure of this valve prevents the operation of the -gas elimination device. 

However, if such a closing element is required for safety reasons, it shall be possible to ensure by means of 

a sealing device that it remains in the open position, unless closure of the valve automatically prevents 
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further measurement. Anti-swirl device If the supply tank of a measuring system Is normally to be 

completely emptied, the outlet of the tank shatl be fitted with an anti-swirl device, unless the measuring 

system incorporates a gas separator. General provisions for gas elimination devices (vii) (viii) (a) (b) (aa) 

(bb) (cc) In principle, the gas separated in a gas elimination device is evacuated automatically. However, 

the automatic operation is not necessary if a device is provided which automatically either stops or 

sufficiently reduces the flow of liquid when there is a risk of air or gases entering the meter. In the case of 

shutdown, no measurement shall be possible unless the air or gases are automatically or manually 

eliminated. The operational limits of a gas elimination device are as follows:— the maximum flowrate(s) 

for one or more specified liquids, the maximum pressure (with no now running) and minimum pressure 

(with liquid and without air intake while the pump is running at maximum flowrate) compatible with the 

correct operation of the gas elimination device, the minimum measured quantity for which it is designed. 

Special provisions applicable to gas separators 3(i)] (a) Within the error limits specified in paragraph 

2(10)(i), a gas separator fitted In a measuring system that does not incorporate a gas indicator as specified 

in paragraph 2(11) shall ensure the elimination of air or gases mlxed with the liquid to be measured under 

the following test conditions :— (aa) wlthout air or gases the measuring system operates at the maximum 

flow rate and at the minimum pressure specified for the gas separator, (bb) then air is 'introduced or gases 

are created as long as the measuring system operates. Any proportion by volume of air or gases relative to 

the liquid is permitted if the gas separator is designed for a maximum flowrate lower than or equal to 20 

rn3/h; It is limited to 30% if the gas separator is designed for a maximum flowrate higher than 20 m3/h 

(the volumes of air or gases are measured at atmospheric pressure in determining their percentages). The 

percentage is considered only when the meter is running. Furthermore, when provided, the automatic gas 

removal devlce must continue to operate correctly at the maximum pressure fixed for these gas separators. 

(b) Within the error limits specified in paragraph 2(10)(i), a gas separator fltted in a measuring system that 

incorporates a gas indicator shall ensure the elimination of air or gases mixed with the liquid to be 

measured under the following conditions : (aa) without air or gases the measuring system operates at the 

maximum flowrate and at the minimum pressure specified for the measuring system, (bb) then air is 

introduced or gases are created as long as the measuring system operates. The proportion by volume of air 

or gases relative to the liquid does not exceed— 20% for liquids of a viscosity not exceeding 1 MPa.s, 

other than potable liquids, —133 529 . 10% for potable liquids and for liquids a Viscosity exceeding of 

The percentages are considered only when the meter is running, When the proportion by volume of air or 

gases relative to the liquid .is greater than the abovementioned percentages and when the gas separator 

does not meet the requirements with respect to the maximum permissible errors, the gas indicator must 

clearly reveal the presence of air or gas bubbles. Special provisions applicable to gas extractors A gas 

extractor or special gas extractor shall, at the maxlmum flowrate of the measuring system, ensure that 

elimination of an air or gas pocket of a volume (measured at atmospheric. pressure) at least equal to the 

minimum measured quantity with no resulting additional effect greater than 1% of the minimum measured 

quantity. Moreover, a special gas extractor shall also be capable of separating continuously a volume of air 

or gas mixed with the liquid equal to 5%. -of the volume of liquid delivered at the maximum flowrate 

without the resulting additional effect exceeding the limits fixed in paragraph 2(10)(i). Notes : (i) A special 

gas extractor is used mainly in measuring systems mounted on road tankers. (ii) Installing a special gas 

extractor is subject to feeding conditions. Therefore, no performance 'is required for proportions greater 

than 5%. (11) Gas Indicator The gas indicator shall be designed so as to provide a satisfactory indication of 

the presence of air or gases in the liquid. The gas indicator shall be installed downstream of the meter. In 

empty hose measuring systems, the gas Indicator may be in the form of a weir-type sight glass and may 

also be used as the transfer The gas indicator may be fitted with a bleed screw or with any other venting 

device when it forms 530 THE GAZETTE OF INDIA : EXTRAORDINARY [PART 11—SEc. 3(i)] a 

high point of the pipe work. No pipe must be connected to the venting device. .Elow indicating devices 

(e.g. spinners) may be incorporated in gas indicators provided that such devices do not prevent observation 

of any gaseous formations which could be present in the liquid. (12) Transfer point (i) Measuring systems 

•shall incorporate a transfer.polnt. This transfer point Is located downstream .of the meter -in delivery 

systems {and of the meter in receivlng.systems. (ii) Measuring systems may be of two Wpes: "empty 

hose" systems and "full hose" systems:the term "hose" includes rigid pipe work. (a) Emptyhose systems 

are, in the case of delivery equipment, measuring systems in which the transfer point is 'located upstream 
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of the delivery hoe. This transfer point may be in the form of either a weir type sight glass, or a closing 

device combined, In each case, with a system which ensures the emptying of the delivery hose after each 

measurlng operation. (b) Full hose systems, in the case of delivery equipment, are measuring systems in 

which the transfer point consists of a closing devlce located in the delivery line. When the delivery line has 

a free end, the closing device must be installed as close as possible to thls end. (c) In the case of receiving 

equipment, the same provisions apply by analogy to the reception pipe work upstream of the meter. (13) 

Complete filllng of the measuring system (i) The meter and the pipe work between the meter and the 

transfer point shall be kept full of liquid during measurement and during shutdown periods. When this 

condition is not met, especially in the case of permanent installations, the complete filling of the measuring 

system up to the transfer point shali be effected manually and monitored during measurement and 

shutdowns. To ensure complete elimination of air and gases from the measuring system, venting devices 

(iii) (v) fitted with small sight glasses whenever possible shall be placed in appropriate positions. The 

additional effect of the pipe work between the meter and the transfer point shall not be greater than 1% of 

the minimum measured quantity due to variations in temperature, equal to— IOOC for exposed pipes, • 

20C for insulated or underground pipes. To calculate this additional effect the coefficient of thermal 

expansion for the liquid shall be rounded to 1.10-3 per degree Celsius. Subject to the provisions in 

paragraph 2(10)(iii), a pressure maintaining device shall, if necessary, be installed downstream of the 

meter to ensure that the pressure In the gas elimination device and in the meter Is always greater than both 

the atmospheric pressure and the saturated vapour pressure of the liquid. A measuring system in which the 

liquid could flow in the opposite direction to that of normal flow when the -pump is stopped shall be 

provided with a non-return valve, fitted with a pressure limiting device, If necessary, when reversal of the 

flow could result in errors greater than the minimum specified volume deviation. In empty hose measuring 

systems, the plpework downstream of the meter and, if necessary, the pipework upstream of the meter 

shall have a high point so that all parts of the measuring system always remain fun. In full hose measuring 

systems which are used for measuring liquids other than liquefied gases, the free end of the hose shall 

incorporate a device which prevents the draining of the hose during shutdown periods. When a closing 

device is installed downstream of this device, the volume of the space between them shall be as small as 

possible and, in ail cases, be less than the minimum specified volume deviation. If the hose comprises 

several components, these shall be assembled either by means of a special connector which keeps the hose 

11-zau•g 3(i)] full, or by a connection system which is either sealed or requires the use of a special tool to 

be disconnected. (14) Draining (i) In empty hose measuring systems, draining of the delivery hose referred 

to in paragraph 2(12)(ii)(a) is ensured by a venting valve. In some cases, this valve may be replaced by 

special devices, e.g. •an auxiliary pump or a compressed gas injector. In measuring systems intended for 

minimum measured quantities of less than 10 rn3, these draining devices shall operate automatically. 

However, when it is not possible, for duly established technical or safety reasons, to deliver (or to receive) 

the measured volume contained in hoses of an empty hose measuring system (for example, when 

measurlng "quefied carbon, dioxide), this volume shall be smaller than or equal to half the minimum 

specified volume deviatlon. (ii) In full hose measuring systems, particularly those Intended for measurlng 

viscous liquids, the nozzle shall be so designed that it cannot retain a volume of liquld exceeding 0.4 times 

the minimum specified volume deviation. (15) Variations In the internal volume of full hoses For full 

hoses In a measuring system provided with a hose reef, the increase in internat volume due to the change 

from the coiled hose position when not under pressure to the uncoiled hose position when under pressure 

without any flow of liquld, shall not exceed twice the minimum specified votume deviation. If the 

measuring system is not provided with a hose reel, the increase in internal volume shall not exceed the 

minimum specified volume deviation. (16) Branches and bypasses (i) In measuring systems intended to 

deliver liquids, no means shall be provided by which any measured liquid can be diverted downstream of 

the meter. However, two or more delivery outlets may be permanently installed and operated 

simultaneously or alternatively provided so that any diversion of flow to other than the intended receiving 

receptacle(s) cannot be readily -1 (iii) 531 accomplished or is readily apparent. Such means include, for 

example, physical barriers, visible valves or indications that make it clear which outlets are in operation, 

and explanatory signs, if necessary. For measuring systems Intended to receive liquids, such provisions 

apply by analogy. A manually controlled outlet may be available for purging or draining the measuring 

system. Effective means shall be provided to prevent the passage of liquid through any such outlet during 
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normal operation of, the measuring system. In measuring systems which may operate either with an empty 

hose or with a fuli hose and which are equipped with flexible pipes, a non-return valve shall, if necessary, 

be incorporated in the rigid pipework/ leading to the full hose immediately downstream from the selector 

valve. In addition, the selector valve shall not, in any position, permit connection of the discharge hose, 

operating as an empty hose to the pipework leading to the fult hose. Any connections which may be 

provided for bypassing the meter shall be closed by means of blanking flanges. However, if the operating 

requirements make such a bypass necessary, it shall be closed either by means of a closing disc or a double 

closing device with a monitoring valve in between. It shall be possible to ensure closure by means of seals, 

or there shall be an automatic monitoring of the double block-and-bleed valve in the bypass giving an 

alarm signal In case of leakage in this valve. (17) Control and closing mechanisms If there is a risk that the 

supply conditions can overload the meter, a flow limiting device shall be provided. This device shall be 

installed downstream of the meter. It shall be possible to seal it. The various positions of the controls of 

multi-way valves shall be easily visible and located by notches, stops or other fixing devices. Deviations 

from this requirement are permissible when the adjacent positions of the controls form an angle of 900 or 

more. (18) Various provisions (i) If provided, filters shall not disturb the measuring operation. 532 THE 

GAZETTE OF INDIA : EXTRAORDINARY [PART II—SEC. 3(i)] (ii) In the case of measuring liquid 

petroleum products, means for vapour recovery shall Influence the accuracy of not measurements such that 

the maximum permlsslble error is exceeded: (19) Markings (i) Each measuring system, component or sub- 

system for which pattern approval has been granted shall bear, placed together legibly and Indelibly either 

on the dial of the indicating device or on a special data plate, .the followlng information :— (a) pattern 

approval sign (b) manufacturer's identification mark or. trademark (c) designation selected by the 

manufacturer, if appropriate (d) serial number and year of manufacture (e) characteristics as defined in 

paragraphs 2(3)(1), 3(1)(i)(a), or (f) accuracy class, if other than 0.5. Note : The Indicated characteristics 

should be the actual characteristics of use, if they are known when the plate Is affixed. When they are not 

known, the indicated characterlstics are those allowed by the pattern approval certificate. However, the 

minimum and the maximum temperatures of the liquids shall appear on the data plate only when they 

differ from — IOOC and + 500C respectively. The mlnlmum measured quantity of the measuring system 

shall in all cases be clearly visible on the dial of any Indicating device visible to the user during the 

measurement. If several meters operate in a single system using common components, the marking 

required for each part of the system may be combined on a single plate. When a measuring system can be 

transported without being dismantled, the markings required for each component may also be combined on 

a single plate. (ii) Any information, markings or diagrams specifled by this Recommendation or possibly 

by the pattern approval certificate, shall be clearly visible on the dial of the indicating device or within 

proximity to it. (lil) The markings on the dial of the indicating device of a meter 
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forming a part of a measuring system shall not contravene those on the data plate of the measuring system. 

•When volume at base conditions is indicated, these base conditions shall be dearly mentioned tn the 

vicinity of the result of measurement, in the form . ..... .. kPa or Pa or bar). (20) Sealing devices and 

stamping plate (l) General Sealing is preferably carried out by means of lead seals. However, other types 

of sealing are permitted on fragile instruments or when these seals provide sufficient integrity, electronic 

seals for instance. The seals shall, in all cases, be easily accessible. Sealing should be provided on all parts 

of the measuring system which cannot be materially protected in any other way against operations liable to 

affect the measurement accuracy. It must be prohibited to change parameters which participate in the 

determination of the results of measurement (parameters for correction and conversion in particular) by 

means of sealing devices. Except for direct selling to the public, it may be acceptabte that the nature of the 

measured liquid or its viscosity be manually entered into the calculator at the beginnlng of the 

measurement operation [see paragraph 3(1)(v)], even when this datum participates in the correction. This 

datum and a note explaining that this quantity has been entered manually shall then be printed at the same 

time as the measurement results. A plate,• referred to as the stamping plate, aimed at receiving the control 

marks, shall be sealed or permanently attached on a support of the measuring system. It may be combined 

with the data plate of the measuring system referred to in paragraph In the case of a measuring system used 

for potable liquids, sealing shall be applied [ qPT Il—uoz 3(i)] such that the equipment may be dismantled 

for cleaning purposes. (ii) Electronic sealing devices (a) When access to parameters that participate in the 

determination of results of measurement is not protected by mechanical sealing devices, the protection 

shall fulfil the following provisions (except In cases related to the 5th paragraph of paragraph 2(20)(i):— 

(aa) access shall only be allowed to authorized people, e.g. by means of a code (key-word) or of a special 

devlce (hard key, etc.); the code must be changeable; access by means of only a code is not allowed In the 

case of direct selling to the public; (bb) It shall be possible for at least the last Intervention to be 

memorized; the record shall include the date and a characteristic element Identifying the authorized person 

making the intervention [see (a) above]; the traceability of the last Intervention shall be assured for at least 

two years, if it is not over-written on the occasion of a further intervention; if it is possible to memorize 

more than one Intervention, and if deletion of a previous intervention must occur to permit a new record, 

the oldest record shall be deleted. (b) For measuring systems with parts which may be disconnected one 

from another by the user and which are Interchangeable, the following provisions shall be fulfilled:— (aa) 

It shall not be possible to access parameters that participate in the determination of results of 

measurements through disconnected points unless the provisions in 2(20)(ii)(a) are fulfilled; (bb) 

interposing any device which may Influence the accuracy shall be prevented by means of eiectronic and 

data processing securities or, if not possible, by mechanical means. (c) For measuring systems with parts 

which may be disconnected one from 3. 533 another by the user and which are not interchangeable, the 

provisions in 2.20,2.2 ipply. Moreover, these measuring systems shall be provided with devices which do 

not allow them to operate If the various parts are not associated according to the manufacturer's 

configuration. Note : Disconnections which are not allowed to the user may be prevented, for example by 

means of a device •that prevents any measurement after disconnecting and reconnecting, Requirements for 

meters and ancillary devices of a measuring system (1) Meter The meter(s) of a measuring system shad 

meet the following requirements, whether or not it (they) is (are) subject to a separate pattern approval:— 

(i) Field of operation (a) The field of operation of a meter is determined at least by the following 

characteristics (aa) (bb) (cc) (dd) minimum measured quantity; measuring range limited by the minimum 

flowrate, Qnn, and the maximum flowrate, maximum pressure of the liquid, p max' nature of the liquid(s) 

to be measured and limits of kinematic or dynamic viscosity when the indication of the nature of the liquid 

atone is not sufficient for characterizing its viscosity, maximum temperature of the liquid, T minimum 

temperature of the liquid, T (b) The value of the minimum measured quantity shall be in the form 1 x 10", 

2 x Ion or 5 x Ion authorised units of volume, n being a positive or negative whole number, or zero, (c) In 

general, the ratio between the maximum and the minimum flowrate of the meter shall be:— (i) at least 

equal to ten for meters 1 534 (1) THE GAZETTE OF INDIA : EXTRAORDINARY for liquids having a 

viscosity less than 20 MPa.s at measurement temperature, other,than liquefied gases, at least •equal to five 

for meters for. liquids having a viscosity equal to•or greater .than 20 MPa.s and for meters for liquefied 

gases. '•However, when .the requirements applicable to a particular : measuring system specify a lower _.-

ratio .for that system or Its meter, the ratio for the meter may be less than specified above, without being 
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lower than two in .application of 2.3(iii), [PART II—SF.C. 3(i)] (ii) Metrological requirements (a) (b) (c) 

The maximum permissible errors for a meter, within its field of operation, are equal to those .spedfied in 

line B of Table 2. For any quantity equal to or greater than five times the minimum measured quantity, the 

repeatability error of the meter shall not be higher than two-fifths of the value specified in line A of Table 

2. For a given liquid within their fields of operation, meter shall present a magnitude of the difference 

between the initial intrinsic error and the error after the endurance test equal to or less than the value 

specified in line B in Table 2. (iii) Connections bebæeen the flow sensor and the indicating device In the 

text, the expression "flow sensor" also means "volume sensor". The connections between the flow sensor 

and the indicating device shall be reliable and, for electronic devices, durable, in accordance with 

paragraphs 4(1)(iii) and 4(3)(ii). This provision also applies to connections between primary and (v) (vi) 

devices secondary electromagnetic meters, (iv) Adjustment device Meters may be provided adjustment 

device which for with an permits modification of the ratio between the indicated volume and the actual 

volume of liquid passing through the meter, by a simple command. When this adjustment device modifies 

this ratio in a discontinuous manner, the consecutive values of the ratio shall not differ by more than 

0.0005 for meters Intended to equip measuring systems of class 0.3, and 0.001 for other meters. 

Adjustment by means of a bypass of the meter is prohibited. Correction device Meters may be fitted with 

correction devices; such devices are always considered as an integral part of the meter. The whole of the 

requirements which apply to the meter, in particular the maximum permissible errors specified in 

paragraph 3(I)(li)(a), are therefore applicable to the corrected volume (at metering conditions). In normal 

operation, non-corrected volume shall not be displayed. The aim of a correction device is to reduce the 

errors as close to zero as possible. All the parameters which are not measured and which are necessary for 

correcting shall be contained in the calculator at the beginning of the measurement operation. The 

correction device shall not allow the correction of a pre-estimated draft in relation to time or volume flow, 

for example. Associated measuring instruments shall be fitted with checking devices, as specified in 

paragraph 4(3)(vi). Measuring systems equipped with volumetric meters The periodic variation of a 

volumetric meter shall be less than half the minimum specified volume deviation. When a volumetric 

meter is approved separately, the pattern approval certificate shall indicate the value of its cyclic volume. 

(vii) Measuring systems equipped with turbine meters (b) (a) (b) (c) The pressure downstream of the 

satisfy the meter manufacturer's specification. The minimum pressure shall be indicated on the data plate 

of the meter. Measuring systems equipped with turbine meters shall be fitted with flow straightening 

devices for preventing, as far as possible, the liquid from any possible rotation and for.regulating the flow 

at the inlet of the meter. These are straight pipes, or straighteners, or a combination of straight pipes and a 

flow straightener. The flow straightening device shall be placed immediately upstream of the meter and its 

internal diameter shall be equal to the diameter of the inlet of the meter. The length of the necessary 

straight pipes characteristics of the flow straighteners are speclfied by the pattern approval of turbine 

meters. Each turbine meter shall be followed by a straight pipe having an Internal diameter equal to the 

outlet diameter of the meter and a length of at least five times this diameter. 535 The time necessary for 

determining the minimum measured quantity at maximum flow rate, must be at least twenty times the 

duration of one complete cyde for meters using a.c. or pulsed d.c. field excitation. The maximum 

permissible cable length between primary and secondary devices, shall be not more than 100 metres or not 

more than the •value L expressed in metres according to the following formula, whichever is smaller: L = 

(k x c)/(fx C) Where: k = 2 x IO-5m cis the conductivity of the liquid, in S/m fis the field frequency during 

the measuring cycle, in Hz C is the effective cable capacitance per metre, in F/m (2) Indicating device (i) 

General provisions (viii) Measuring systems equipped with electromagnetic meters (a) Measuring systems 

equlpped with electromagnetic meters shall be fitted with a straight pipe upstream of the meter and with a 

straight pipe downstream of the meter. The upstream pipe shali have an internal diameter equal to the inlet 

diameter of the meter and a length of at least ten times this diameter. The downstream pipe shall have an 

internal diameter equal to the outlet diameter of the meter and a length of at least five times this diameter. 

(a) (b) (c) (d) Reading of the indications shall be precise, easy and non-ambiguous whatever position the 

indicating device comes to rest; if the device comprises several elements, it shall be arranged in such a way 

that the reading of the measured volume can be made by simple juxtaposition of the indications of the 

different elements. The decimal sign shall appear distinctly. The scale interval of indication shall be in the 

form 1 x 10", 2 x 10" or 5 x Ion authorized units of volume, where n is a positive or negative whole 
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number, or zero. Non-significant scale intervals should be avoided: This does not apply to price 

indications. The minimum specified volume deviation shall be equal to or greater than the following 

vaiue:— (i) for continuous indicating devices, the volume corresponding to 2mm 536 TI•IE GAZETTE 

OF INDIA : EXTRAORDINARY •on the scäfe or to one-fifth of the -scale interval (of the first element 

for, mechanical indicating devices), . whichever is greater, (li) for .discontinuous indicating device, the 

volume corresponding scale intervals. [PART (iii) (iv) (ii) Mechanical.lndicating device (a) 'When the 

graduation of an element entirely visible, the value of one :revolution of that element shall be '.in the form 

Ion authorized units of volume; this rule however, does not •apply to the element corresponding to the 

maximum range of the tindicating device. (b) On an indicating device having several elements, the value 

of each :revolution of an element whose graduation is entirely visible must correspond to the scale interval 

of the following element. (c) An element of the indicating device may have continuous or discontinuous 

movement, but when elements other than the first have only part of their scales visible through the 

windows, these elements shall have discontinuous movement. (d) The advance by one figure of any 

element having discontinuous movement shall occur and be completed when the preceding element passes 

from 9 to 0. (e) When the first element has only a part of its scale visible through a window and has a 

continuous movement, the dimension of that window shall be at least equal to 1.5 times the distance 

between two consecutive graduated scale marks. (f) All scale marks shall have the same width, constant 

along the line and not exceeding one quarter of the scale spacing. The apparent scale spacing shall be equal 

to or greater than 2 mm. The apparent height of the figures shall be equal to or greater than 4 mm, unless 

otherwise specified in the requirements for particular measuring systems. Electronic indicating device The 

continuous display of volume during the period of measurement is only mandatory in the case of direct 

selling to the public. However, if interrupting the display of volume interrupts the action of some checking 

facilities that are mandatory or necessary to ensure correct measurement, the volume passing through the 

meter during each -interruption shall be smaller than or equal to the minimum measured quantity. Zero 

setting device for volume indicating device (a) (b) (c) (d) A volume indicating device may be provided 

with a device for setting the indication to zero either by manual operation or by means of an automatic 

system. The zero setting device shall not permit any alteration of the measurement result shown by the 

volume indicating device (other frian by making the result disappear and displaying zeros). Once the 

zeroing operation has begun it shall be impossible for the volume indicating device to show a result 

different from that of the measurement which has just been made, until the zeroing operation has been 

completed. Indicating devices on fuel dispensers and electronic measuring systems shall not be capable of 

being reset to zero during measurement. On other measuring systems, either this provision shall be 

fulfilled or a dearly visible notice shall be provided on the indicating device stating that this operation is 

prohibited. On continuous indicating devices, the residual indication after return to zero shall not be more 

than half the minimum specified volume deviation. On discontinuous indicating devices, the indication 

after return to zero shall not be zero without any ambiguity. (3) Price indicating device (i) A volume 

indicating device with aligned figures and zero setting may be 11-aoz _3(i)] complemented with a price 

indicating device, also with aligned figures and tero setting. ('i) The selected unit price shall be displayed 

by an indicating device before the start of the measurement. The unit price shall be adjustable; changing 

the unit price may be carried out either directly on the measuring system or through peripheral equipment. 

The indicated unit price at the start of a measurement operation shall be valid for the whole transaction. A 

new unit price shall only be effective at the moment a new measurement operation may start. A time of at 

least 5 s. shall elapse between indlcating a new unit price and before the next measurement operation can 

start, if the unit price is set from peripheral equipment. (iii) The provisions in paragraph 3.(2) relating to 

volume indicating devices apply also, by analogy, to the price indicating devices. (iv) The monetary unit 

used, or its symbol, shall appear in the immediate vicinity of the indication. (v) The zero setting devices of 

the •price indicating device and of the volume indicating device shall be designed in such a way that 

zeroing either indicating device automatically involves zeroing the other. (vi) The minimum specified 

price deviation shall be greater than or equal to the following value:— • for continuous indicating devices, 

the price corresponding to 2 mm on the scale or to one-fifth of the scale interval (of the first element for 

mechanical indicating devices), whichever is greater, • for discontinuous indicating devices, the price 

corresponding to two scale intervals. However, the interval of one-fifth of the scale interval or of 2 mm in 

the case of the first hyphen or the scale interval in the case of the second hyphen needs not correspond to a 
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value less than that of the smallest coin in circulation in the countty in which the equipment is used. (vii) 

The difference between the indicated price and the price calculated from the unit price and the indicated 

volume shall not exceed the minimum specified price deviation. (viii) 537 However, this difference need 

not be less than the smallest monetary value as defined in paragraph Moreover, this requirement does not 

apply when the unit price has been changed between two measurements. On continuous Indicating 

devices, Ithe residual indication after zeroing shall not exceed half the minimum specified price deviation. 

However, this indication need not be less than the smallest monetary value as defined in paragraph 

3(3)(vi). On discontinuous indicaung devices, the indication after zeroing Shåll be zero without any 

ambiguity, (4) Printing device The printed scale interval shall be in the form of 1 x 2 x Ion or 5 x Ion 

authorized units of volume, n being a positive or negative whole number, or zero, and shall not be greater 

than the minimum specified volume deviation. The printed scale interval shall not be smaller than the 

smallest scale interval of the indicating devices:. The volume printed shall be expressed in one of the units 

authorized for the indication of volume. The figures, the unit used or its symbol and the decimal sign, if 

any, shall be printed on the ticket by the device. The printing device may also print information identifying 

the measurement sequence number, date, such as: identification of the dispenser, type of liquid, etc. If the 

printing device is connected to more than one measuring system, it must print the identification of the 

relevant system. If a printing device allows repetition of the printing before a new delivery has started, 

copies shall be clearly marked as such, for example by printing, "duplicate". If the volume is determined 

by the difference between two printed values, even if one is expressed in zeros, it shall be impossible to 

withdraw the ticket from the printing.device during measurement. Where the printing device and volume 

indicating device each have a zeroing 538 THE GAZETTE •OF INDIA : EXTRAORDINARY that 

resetting one of them to zero also resets the other. [PART II—SEC. 3(i)] (vii) The printing device may 

print, in addition to the measured quantity, •either -the corresponding price or this price and the unit price. 

In the case of "direct selling to the public" it may. also print only the price to be paid (without the volume) 

when it isconnected to a volume Indicating device and to a price •indicating device both of Which are 

visible to, the purchaser. The figures, the monetary unlt used or its symbol,and the decimal sign,• if any, 

shall be prlnted by the device. (viii) The printed price scale interval shall be in the form 1 x Ion, 2 x Ion or 

5 x IOD monetary being a positive or negative whole number, or zero; it Shaif not exceed the minimum 

specified price deviation. However, it need not be less than the smallest monetary value specified in 

paragraph 3(3)(vi). (ix) Ifthe volume indicating device Is not fitted with a price Indicating device, the 

difference between the printed price and the price calculated on the basis of the Indicated . volume and the 

unit price shall comply with •the requirements in paragraph 3(3)(vii). (x) •Electronic printing devices are 

also subject to the requirements in paragraph 4(3)(v). (5) Memory device (i) Measuring systems may be 

fitted with a memory device to store measurement results until their use or to keep a trace of commerdal 

transactions, providing proof in case of a 'dispute. Devices used to read stored information are considered 

as included- In the memory devices. (ii) Themedium on which data are stored must have sufficient 

permanency to ensure that the data are not corrupted under normal storagecondltions. There shall be 

sufficient memory storage for any particular application. (iii) When •the storage is full, it is permitted to 

delete •memorized data when both the folloWing conditions are met: }data are deleted in the same order 

asthe recording order and the rules -.established for • the particular application are respected, (iv) deletion 

iscarried out after a special manual operatlon. Memorization shall' be such that it is •iimpossible in normal 

use to modify stored .values. Memory •devices shall be fitted with checking facilities according to 

paragraph 4(3)(v). The aim of the checking facility is to ensure that stored data correspond to the data 

provided by the calculator and that restored data correspond to stored data, (6)' Pre-setting device The 

selected quantity is pre-set by operating a device provided with scales and scale marks or.a numerical 

device whlch indicates that quantity. The preset quantity .shall be indicated before the start of the 

measurement. Where pre-setting Is effected by means of several controls which are independent of each 

other, the scale interval corresponding to one control shall be equal to the pre- setting range of the control 

of the next tower order. Pre-setting devices may be so arranged that the repetition of a selected quantity 

does not require a new setting of the controls. Where it is possible to view simultaneously the figures of 

the display device of the pre- setting device and those of the volume indicating device, the former shall be 

clearly distinguishable from the latter. 'Indication of the selected quantity may, during measurement, either 

.remain unaltered or return progressively to zero, 'However, for an electroniq pre-setting device it is 



LEGAL METROLOGY (GENERAL) RULE, 2011 

132 / 207 

acceptable to indicate the present value on the indicating device for volume or price by means of a special 

operation with the restrictioh that this value shall be replaced by the zero •indication for volume or price. 

before the measurement operation can start. In the case of a prepaid or: pre-ordered delivery, the difference 

found under normal operating conditions, between- the pre-set ,quantity and the quantity .showmby the 

volume or price indicating device at the end measurement not -. exceed the minimum specified volume or 

prlce deviatiori. (vii) t The pre-set quantities and the quantities shown by the Volume indicating device 

shall be expressed in the same unit. This unit (or its symbol) shat('be marked on the pre- setting 

mechanism. (viii) The scale interval•of the pre-setting device shall not be less than the scale interval of the 

indicating device. (i*) Pre-setting devices may incorporate a device to permit the flow of liquid to be 

stopped quickly when necessary. (x) Measuring systems with a price indicating device may also be fitted 

with a price pre- setting device which stops the flow of the liquid when the quantity delivered corresponds 

to the pre-set price. The requirements in paragraph 3(6)(i) to 3(6)(ix) apply by analogy. (7) Conversion 

device (i) Measurlng systems may be fitted with a conversion device as defined in paragraph 1(12) of Part 

1. The provisions of the paragraph 3(7) mainly apply to electronic conversion devices in which conversion 

calculations are made numerically by an electronic computer. Analogous provisions could apply by 

analogy to mechanical conversion devices. (ii) The calculation of the conversion factor shali be made 

according to these specifications. (iii) As a rule, the parameters which characterize the measured liquid and 

which intervene in the conversion formula •shall be measured using associated measuring instruments. 

However, some of these parameters may be not measured, or associated measuring instruments may be not 

subject to control when their Influence on the conversion factor is negligible (less than one-tenth of the 

maximum permissible error as specified in paragraph 2(5)(i). For example, in many cases it is possible to 

make a conversion to volume irrbase conditions by measuring temperature only, when pressure and 

density vary little. (iv) Assoclated measuring instruments Shail comply with applicable International 

Recommendations and Standards: In addition, maximum permissible errors for (v) (vii) 539 these 

instruments are those specified 'in paragraph Associated measuring :instruments shall- be installed near the 

meter so as to determine the relevant quantities as they existjn the meter in a sufficiently accurate way. The 

changes in Indication due to •the location of the measuring points shall not exceed 0.2 times the maximum 

permissible error for the measuring system. Subject to fulfilment of this requirement, the same associated 

measuring (nstruments may .be used for making conversions '(and corrections) for several meters. These 

instruments shall not affect the correct functioning of the meter(s). Note : These requirements are chécked 

by calculation. All the parameters which are not measured and which are necessary for the conversion 

shall be present in the calculator at the beginning of the measurement operation. It must be possible to 

print or to indicate them from the calculator. For a mechanical conversion device that cannot print or 

indicate these values, a seal must be broken to change any setting. In addjtjon to the volume at metering 

conditions and the volume in base conditions or the mass, which shall be displayed according to paragraph 

2(9)(il) the values of other measured quantities (density, pressure, temperature) .shall be accessible for 

each test measurement. Scale intervals for density, pressure-and temperature shall be smaller than orequal 

to one quarter of the maximum permissible errors fixed in paragraph for associated measuring Instruments. 

(8) Calculator All parameters necessary' for, -the elaboration of indications that are Subject to legal 

metrology control, such as.' unit price, calculation ta*ble, correction polynomial, etc. shall be present in 

calculator at the beginning of: the measurement operation. The calculator may be providéd with interfaces 

permitting the coupling of peripheral- equipment. When, these 540 THE GAZET'I'E OF INDIA : 

EXTRAORDINARY [PART II—SEC, 3(i)] interfaces are used, the instrument shall continue to function 

correctly and its metrological functions shall not be capable of being affected. 4, MeasuHng systems 

equipped with electronic devices (1) Genera/ requirements (i) Electronic measuring systems shall be 

designed and manufactured such that their errors do not exceed the maximum permissible errors as deflned 

in paragraph 2(5) under rated operating conditions. (iii) (v) (a) • (b) Interruptible electronic measuring 

systems shall be designed and manufactured such that, when they are exposed to the disturbances specified 

in paragraph 4 of Annexure A. either (a) significant faults do not occur, or- (b) significant faults are 

detected and acted upon by means of checking facilities. This provision may apply separately to: each 

individual cause of signifiant fault and/or each part of the measuring system. Non-interruptible measuring 

systems shall be designed and manufactured in such a way that no significant faults •occur when they are 

exposed to the specified in disturbances paragraph 4 of Annexure A. (2) (3) lhe requirements in paragraph 
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4(1)(i) shall be met durably, For this purpose electronic measuring systems shall be provided wlth the 

checking facilities specified in 4(3). A pattern of a measuring system is presumed to comply with the 

requirements In paragraph 4(1)(i) and Øaragraph 4(1)(iii) if it passes the inspection and tests specified in 

paragraph 6(1)(xi)(a) and paragraph Measuring systems shall permit the retrieval of the information 

relating to the measured volume contained within the instrument when a significant fault occurred and was 

detected by checking facilities. supply device When the flow is not interrupted during the failure of the 

principal power supply device, the measuring system shall be provided with an emergency power supply 

device to safeguard all measuring functions during that failure. When the flow Is interrupted during the 

failure of the principal power supply device, the provisions in paragraph 4(2)(ii) shall be met, or data 

contained at the moment of the failure shall be saved and displayable on an indicating device subject to 

legal metrology control for sufficient time to permit the conclusion of the current transaction. The absolute 

value of the maximum permissible error for the indicated volume in this case is increased by 50/0 of the 

minimum measured quantity. (ii) It is the responsibility of the manufacturer to decide whether a given 

pattern of measuring system Is Interruptible or not, taking 'into account the applicable rules of security. 

However, measuring systems for direct selling to the public shalt be interruptible. When, at the time of 

pattern approval, it is not possible to specify the future utilization of the Instrument, the requirements in 

paragraph 4(1)(i)(b) apply. Checking facilities (i) Action of checking facilities The detection by the 

checking facilities of significant faults shall result in the following actions, according to the type: (b) (aa) 

Checking facilities of type N: a visible or audible alarm for the attention of the opefator. Checking 

facilities of type I or P: for non-interruptible measuring systems: (bb) automatic correction of the fault, or 

stopping only the faulty device when the measuring system without that device continues to comply with 

the regulations, or a visible or audible alarm for the operator; this alarm shall continue until the cause of 

the alarm is suppressed. In addition, when the measuring system transmits data to peripheral equipment, 

the transmission shall be accom- panied by a message indicating the presence of a fault. Note : The third 

hyphen is not applicable for the disturbances speclfied in Para 4 of Annexure A. In addition, the instrument 

may be provided with devices to estimate the amount of liquid having passed through the installation 

during the occurrence of the fault. The result of this esthmate shall not be capable of being mistaken for a 

valid indication. for interruptible measuring systems, in partjcular for fuel dispensers: automatic correction 

of the fault, or stopping only the faulty device, when the measuring system without that device continues 

to comply with the regulations, or stopplng the flow. (ii) Checking facilities for the measurement 

transducer The objective of these checking facilities is to verify the presence of the transducer, its correct 

operation and the correctness of data transmission. (a) When the signals generated by the flow sensor are 

in the form of pulses, each pulse representing an elementary volume, at least security level B defined by 

ISO 6551 Cabled transmission of electric and/or electronic pulsed data is required. 1 (b) (c) 541 These 

checking facilities shall be of type P and the checking shall occur at time intervals not exceeding the 

duration of the measurement of an amount of liquid equal to the minimum specified volume deviation. It 

shall be possible during pattern approval and initial verification to check that these checking facilities 

function correctly: (aa) by disconnecting the transducer, or (bb) by interrupting one of the sensor's pulse 

generators, or (cc) by interrupting the electrical supply of the transducer. For ekectromagnetic meters only, 

where the amplitude of the signals generated by the measurement transducer is proportional to the 

flowrate, the following procedure may be used: A simulated signal with a shape to that of the measurement 

signai is fed into the input of the secondary device, representing a flowrate between the minimum and 

maximum flowrate of the meter. The checking facility shall check the primary and the secondary device. 

The equivalent digital value is checked to verify that it is within predetermlned limits given by the 

manufacturer and consistent with the maximum permissible errors. This checking facility shall be of type 

P or I. In the latter case, the checking shall occur at least every five minutes. Note : Following this 

procedure, additional checking facilities (more than two electrodes, double signal transmission etc.) are not 

required. For other technologies checking facilities providing equivalent levels of security remain to be 

developed. 542 (iii) THE GAZETTE OF INDIA : EXTRAORDINARY Checkjng facilities for the 

calculator The objective of these checking *fecilities• is• to verify that •the calculator -system functions 

correctly and to ensure the validity •of the calculations made. There lare no special means .required for 

indicating*hatthese checking, facilities •function cecorrectly. [PART II—SEC. 3(i)] (a) The checking of 

the 'functioning of the:calcufation system •Shall be of type* tor 'I. "-In 'the latter .caSe, the checking shall 
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.occur at deast every fjve• minutes, the case of fuel dispensers, for •which it shall occurat each •delivery: 

The objective orthechecking lis to verify that: (aa) • (bb) the •values of all permanently memorized 

'instructions and data are .cor_rect, by such means as— summing up all instructions and data codes and 

comparing the sum with a fixed value, tine and column parity bits (LRC and VRC), cyclic redundancy 

check (CRC 16), double Independent storage of data, storage of data In "safe coding", for example 

protected by checksum, line and column parity bits, all procedures of internal transfer and storage of data 

relevant to the measure- ment result are performed correctly, by such means as : write-read routine, 

conversion and re- conversion of codes, use of "safe coding" (check sum, parity bit), double storage. to 

peripheral equipment through an interface; this check may be carried out by such means as parity bit, 

check sum or double storage. In addition, the calculation system shall be provided with a means of 

controlling the continuity of the calculation program, Checking facility for the Indicating device The 

objective of this checking facility is to verify that the primary Indications are displayed and that they 

correspond to the data provided by the calculator. In addition, it aims at verifying the presence of the 

indicating devices, when they are removable. These checking facilities shall either have the form as 

defined in paragraph 4(3)(iv)(a) or the form as defined in paragraph 4(3)(iv)(b). (a) The checking facility 

of the indicating device is of type P; however, it may be of type I If a primary indication is provided by 

another device of the measuring system, or if the indication may be easily determined from other primary 

indications (for example, in the case of a fuel dispenser ft is possible to determine the price to pay from the 

volume and the unit price). Means may include, for example: (aa) (bb) (cc) (dd) for indicating devices 

using incandescent filaments or LEDs, measuring the current in the filaments, for indicating devices using 

fluorescent tubes, measuring the grid voltage, for indicating devices using electromagnetic shutters, 

checking the impact of each shutter, for indicating devices using multiplexed liquid crystals, output 

checking of the control voltage of segment lines and of common electrodes, so as to detect any 

disconnection or short circuit between control circuits, (b) The, checking of the validity of calculations 

shall be of type R This conslsts of checking the correct value of all data related to the measurement 

whenever these data are internally stored or transmitted (b) The checking facility for the indicating device 

shall include type I or type P checking of the electronic circuits used for the indicating deviæ (except the 

driving circuits of the 3(i)] display itself); this checklng shall meet the requirements in paragraph It shall 

also provide visual checking of the entire display which shall meet the following description:— (aa) for 

fuel dispensers: displaying all the elements ("eights" test) blanking all the elements ("blank" test) 

displaying "zeros" Each step of the sequence shall last at least 0.75 second. (bb) for all other measuring 

systems, the test sequence as described under (a) or any other automatic test cycle which indicates all 

possible states for each element of the display. This visual checking facility shall be of•type I for fuel 

dispensers and of type N for other measuring systems, but It is not mandatory for a malfunction to result in 

the actions described in paragraph 4(3)(i). (c) It shall be possible during verification to determine that the 

checking facility of the indicating device is working, either: by disconnecting all or part of the Indicating 

device, or by an action which simulates a failure in the display, such as using a test button. (v) Checking 

facilities for ancillary devices An ancillary device (repeating device, printing device, self-service device, 

memory device, etc.) with primary indications shall include a checking facility of type I or P. The object of 

this checking facility is to verify the presence of the ancillary device, when It is a necessary devite, and to 

verify the correct transmission of data from the calculator to the ancillary device. in particular, the 

checkinå of a printing device alms at ensuring that the printing controls correspond to the data transmitted 

by the calculator. At least the following shall be checked: 543 5. • presence of paper, • the electronic 

control circuits (except the driving circuits of the printing mechanism Itself). It shall be possible during 

pattern approval and other verifications to check that the checking facility of the printing device is 

functioning by an action simulating a printing fault, such as using a test-button. Where the action of 

thechecking facility is a warning, this shall be given on or by the ancillary device concerned. Checking 

facilities for the associated measuring instruments Associated measuring inStruments shall include a 

checking facility of type P. The aim of this checking facility is to ensure that the signal given by these 

associated Instruments is inslde a pre-determined measuring range. Examples: • four wire transmission for 

resistive sensors, • frequency filters for density meters, control of the driving current for 4-20 mA pressure 

sensors. Requlremen& specmc to certain types of measurlng systems (1) Fuel dispensers Except where 

otherwise specified, the requirements in this sub-clause do not apply to LPG dispensers, By design, the 
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ratio between the maximum flowrate and the minimum flowrate for these systems shall be at least ten; on 

site, this ratio may be smaller provided that it is not less than five. When the .measurlng system includes 

its own pump, a gas elimination device shill be installed, immediately upstream of the meter inlet. Where a 

gas indicator is fitted, it shall not have a venting device as mentioned in paragraph 2(11). When the 

measuring system is intended for installation in a centrally pumped system, or for a remote pump, the 

general provisions in paragraph 2(10) shall be applied. If It is not intended to install a gas elimination 

device the manufacturer or 544 THE »GAZETTE OF 'INDIA : EXTRAORDINARY installer has to- 

prove that-there 'is no :risk (b) for air intake or gas release. In this •case the minimum level in thestorage 

tank.must be automatically secured-and:any leakage Note : shall be •.checked .also paragraph [PART I I—

Spc. 3(i)] (iv) Fuel dispensers shall be equipped with a device for-resetting the volume indicating device 

to:zero. The minimum height for the figures of the resettable volume.indicator •is 10 mm. If these systems 

.also include a price indicating indicating device shall be fitted with •a zero resetting device. The minimum 

height for the price indicator remains•4 mm [paragraph (v) When only one nozzle can be used during a 

delivery, and after the nozzle has been next delivery shall be Inhibited until the iindicating device has been 

reset to zero. When two or more nozzles can be used simultaneously or alternately, and after the utilized 

nozzles have been replaced, the next delivery shall be inhibited until the indicating device has been reset to 

zero. Moreover, by design, the provisions in the first paragraph of paragraph 2(16)(i) shall be fulfilled: The 

above requirements do not apply when an auxiliary hand pump is used. (vi) Measuring systems having a 

maximum flowrate not greater than 3.6 m3/h shall have a minimum delivery not exceeding (vii) When the 

measuring system is fitted with a ticket printing device which is subject to control, this printing device 

shall comply with the retevant requirements in 3.4. In addition, any printing operation shall prevent the 

continuation of the delivery until a reset to zero has been performed. However, the printing operation shall 

not change the quantity indicated on the indicating device. (viii) fuel dispensers shall be interruptible. (ix) 

In addltlon to requirements in paragraph electronic fuel dispensers shall be such that the minimum duration 

of operation of the display shali be either— (a) at least 15 min continuously and automatically after the 

failure of the principal' electrical supply, or (2) a total of at least 5 min in one or several periods controlled 

manually during one hour after the failure. If a test during pattern approval is necessary to verify that the 

fuel dispenser fulfils this requirement, the instrument has to be supplied with electric power normally for 

the 12 hours which preceded the test. Before this supply the battery (if provided) may be unloaded. In 

addition, fuel dispensers shall be designed so that an interrupted delivery cannot be continued after the 

power supply device has been re-established if the power failure has lasted more than 15 s. Electronic fuel 

dispensers shall be such that the delay time between the measurement value and the corresponding 

indicated value shall not exceed 500 ms. Several fuel dispensers may have a common indicating device if 

and only if the first provision in paragraph 2(9)(vi) is met. (xi) The checking of the operation of the 

calculator, as described in paragraph 4(3)(iii)(a), shall be performed at least once for each delivery. (xii), It 

is not required to display volumes, and prices if applicable, that correspond to a small number of scale 

intervals at the beginning of the delivery, and to start the display with that volume and the corresponding 

price. The volume thus hidden shall not be greater than two times the minimum specified volume 

deviation. The hidden price shall not be greater than the price corresponding to that volume. Measuring 

systems on road tankers for the transport and delive0' of liquids of low viscosity (S 20 MPa,s) and stored at 

atmospheric pressure with the exception of potable liquids (i) The provisions hereafter apply to measuring 

systems mounted on road tankers or transportable tanks. 3(i)] (ii) Tanks equipped with measuring systems 

may comprise one or more compartments. (iii) The compartments of road tankers shall be. fitted with an 

anti-swirl device, except when the measuring system is fitted with a gas separator which complies with 

paragraph (iv) When a tank comprises more than one compartment, each compart- ment shall be provided 

Withl an individual (manual or automatic) closing device in each outlet line. (v) In conformity with 

national- regulations on their use, each measuring system shall be allocated to a specific product or to a 

range of products for which the meter Ihas been approved. The pipework shall, as farl as possible, be 

designed so that products cannot become mixed in the measuring system. (vi) Subject to the requirements 

in paragraph 2(16), a measuring system mounted on a road tanker may include empty or full hoses or both. 

Where several hoses are intended to operate alternatively; the changing of the delivery path Shall be 

impossible during a measurement operation. To this end, the change of the delivery path may be linked to 

the resetting to zero of the volume indicating device. (vii) The volume indicating device shall include a 
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zero resetting deyice complying with paragraph 3(2)(iv). When the measuring system is fitted with a ticket 

printing device, any printing operation shall prevent the continuation of the delivery until a reset to zero 

has been performed, except for printing devices determining the delivered volume by means of two 

consecutive indications. (vili) Measuring systems mounted on road tankers may be designed to operate by 

pump only, or by gravity only, or with the choice of either pump or gravity, or by gas pressure. (a) (b) (d) 

545 Measuring systems fed by pump only may operate either empty hose or full hose. If there is a risk that 

the requirements in paragraph 2(10)(ii) related to the absence of air or gas cannot be complied with, the 

meter shall have one of the following gas eliminatlon devices upstream of it: a suitable gas separator 

conforming to paragraph a special gas extractor, conforming to paragraph a gas extractor, conforming to 

paragraph 23(10)(ix). When, in a measuring system, the pressure at the outlet of the meter can be lower 

than the atmospheric pressure while remaining higher than the saturated vapour pressure of the measured 

product, the above devices shall be combined wfth an automatic system for slowing down and stopping the 

flow to prevent any air from entering the meter. When the pressure at the outlet of the meter cannot be 

lower than atmospheric pressure (this is especially the case for systems operating solely full hose), the use 

of automatic devices for slowing down and stopping the flow is not required. The special gas extractor 

shall be fitted with a sight glass. Measuring systems operating solely by gravity shall comply with the 

foJJowjng requirements. The equipment shall be so constructed that the total contents of the 

compartment(s) can be measured at a flowrate greater than or equal to the minimum flowrate of the 

measuring system. If there are connections with the gas phase in the tank of the road 546 THE GAZETTE 

OF INDIA • EXTRAORDINARY [PART "—Sec. 3(i)] (g) tanker, appropriate devices shall prevent any 

gas from entering the meter. The requirements in paragraph 2(10)(iii) concerning non-pumped flow shall 

apply. A pump downstream of the transfer point for increasing the flowrate may be authorized if the 

foregoing provisions are complied with. This pump Shail not cause a fall in pressure in the meter. For 

measuring systems which manual release to the immediately atmosphere downstream of the transfer point, 

a gas indicator is fijandatory. capable of being operated either by gravity or by pump shall comply with the 

requirements in paragraph and Measuring systems operated by means of gas pressure may operate empty 

hose or full hose. The pipework which links the meter to the device intended to prevent any gas from 

entering the meter as specified in point paragraph 2(10)(iii) shall have no constriction or component likely 

to cause a pressure loss which could generate gas pockets by releasing the gas dissolved in the These 

systems Shati include a pressure gauge which indicates the pressure in the tank. The dial of this gauge 

shall indicate the range of permissible pressures. (iii) minimum specified volume deviation corresponds to 

a difference in level of at 'east 2 mm. In the case of road and rail tankers, the intermediate tank shall 

automatically ensure a constant level, visible or detectaue, at the beginning and at the end of the 

measurement operation. The level is considered to be constant when it settles within a range corresponding 

to a volume of no more than the minimum specified volume deviation. In the' case of ships' tanks, it is not 

necessary to provide for the automatic maintenance of a constant level. Where such a provision iS not 

made, it shall be possible to measure the contents in the intermediate tank. If the ship's tank is unloaded by 

means of pumps located in the bottom of the ship, the intermediate tank may be used only at the beginning 

and at the end of the measurement operation. (4) Measuring systems for liquefied gases under pressure 

(other than LPG dispensers) (i) Only full hose measuring systems are authorized. (ii) A pressure 

maintaining device, located downstream of the meter, shall ensure that the product in the meter remains in 

a liquid state during the measurement. The necessary pressure may be maintained either at a fixed value or 

at a value adjusted to suit the measurement conditions. (3) Measuring systems for the unloading of ships' 

tanks and of rail and road tankers using an intermediate tank (i) Measuring systems designed to measure 

volumes of liquids during the unloading of ships' tanks and of rail and road tankers may include an 

intermediate tank in which the liquid level determines the transfer point. This intermediate tank may be 

designed to ensure the elimination of gas. The cross section of the intermediate tank shall be such that a 

volume equal to the (a) (b) (c) When the pressureis maintained at a fixed value, this value shall be at least 

equal to the vapour pressure of the product at a temperature 150C above the highest possible operating 

temperature. It shall be possible to protect the adjustment of the pressure maintaining device with a When 

the pressure is adjusted to suit the measurement conditions, this pressure shall exceed the vapour pressure 

of the liquid during the measurement by at least 100 kPa (1 bar). This adjustment shall be automatic. For 

stationary measuring systems for industrial use, the competent metrology service may authorize 3(i)] 
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manually-adjustable pressure maintaining devices. The pressure at the meter outlet shall then be at least 

equal to the vapour pressure of the product at a temperature 150C above the temperature of the 

measurement. It is then necessary to attach a diagram to the measuring system, giving the vapour pressure 

of the measured product as a function of its temperature. If it is anticipated that these measuring systems 

may have to operate unsupervised over long periods, the temperature and pressure shall be registered 

continuously by means of appropriate instruments. (iii) A gas elimination device shall be fitted upstream 

of the meter. However, if it is demonstrated that no vapour release will occur during measurements a gas 

elimination device is not mandatory. This demonstration shall include tests under the worse conditions. (a) 

The gas separator shall comply with the general requirements in paragraph 2(10)(i), either for the liquefied 

gas itself or for a liquid of higher viscosity. However, because of the fow viscosity of liquefied gases and 

due to the difficulty of control, it is accepted that when the length of the pipework linking the meter to the 

feed tank does not exceed 25 m, a gas separator. may be approved if its useful volume is at least equal to 

1.5% of the volume delivered in one minute at maximum flowrate. When the length of this pipework 

exceeds 25 m, the useful volume of the gas separator shall be at least equal to 3% Of the volume delivered 

in one minute at maximum flowrate. The gas outlet pipe of the separator may be connected to the space in 

the feed tank which contains the gaseous phase, or to an independent pressure maintaining device set to a 

pressure from 50 to 100 kPa (0.5 : 3TKNT(üT 547 to 1 bar) lower than the pressure at the nieter outlet. 

This pipe may incorporate a shut-off valve, which meets •the requirements In paragraph 2(10)(v). -The 

volume of the condenser tank depends on the volume of the pipework between the supply tank valve and 

the pressure maintain- ing valve, downstream of the meter. The volume of this condenser tank shall be at 

least equal to twice the reduction In volume of the liquid which is likely to occur between these valves if 

the temperature drops by a value conventionally fixed at IOOC for exposed pipes and 2 oc for insulated or 

underground pipes. To calculate the contraction, the coefficient of thermal expansion shall be rounded to 3 

x 10-3 per degree Celsius for propane and propylene and 2 x 10-3 per degree Celsius for butane and 

butadiene. For other products with a high vapour pressure, the values of the coefficient to be adopted shall 

be specified by the competent metrology service. The condenser tank shall be fitted with a manual blow 

off valve. It shall be fitted at the high point in the pipework of the measurlng system of which it is part. 

The volume resulting from the above calculation may be divided between several condenser tanks located 

at. high points in the pipework. A thermometer well or, when thls thermometer well is not imposed by 

specific professional practices, another means for measurlng temperature, shall be provided close to the 

meter. The thermometer used shall have a scale interval not exceeding 0.50C and shall be verified. 

Provisions shall be made for fitting a pressure measuring device between the meter and the pressure 

maintaining device. This measuring 548 THE GAZETTE OF : EXTRAORDINARY device shall be 

available for verification. If necessary, provisions for sealing shall be made. (v) When the volume is 

measured using a system mounted on a road tanker, any connection beoveen the gaseous phases of the 

vehicle's tank and of the receiving tank is prohibited unless it is essential for completing a measurement, in 

which case a non- return valve is mandatory. For other measuring systems for liquefied gas, such 

connections are permitted when the volumes of gas transferred via these connections are measured by 

means of suitable measuring instruments. (vi) Safety valves may be incorporated in measuring systems in 

order to prevent abnormally high pressures. If they are located downstream of the meter, they shall open to 

the atmosphere or be connected to the receiving tank. In no case shall the safety valves located upstream of 

the meter be connected to the valves located downstream by pipes which bypass the meter. (vii) When the 

conditions of operation require the use of detachable hoses, these hoses shall remain full if their volumes 

are greater than the minimum specified volume deviation. Detachable full hoses shall be fitted with special 

connections for full hoses, so-called couplers or self- sealing valves. Manually operated blow-off devices 

shall be provided at the ends of these hoses, if necessary. (viii) The control valve of the double closing 

device mentioned in paragraph for pipework bypassing the meter, if provided, may be closed for safety 

reasons. In this case, any leakage shall be monitored by a pressure gauge located between the two shut off 

valves or by any other equivalent system. (ix) For measuring systems mounted on road tankers the volume 

indicating device and its printing device, if provided, shall comply with the requirements in paragraph 

5(2)(vii). [PART [I—SEC. .3(i)] (x) -me provisions in paragraph 5(4) also apply for measuring systems for 

liquefied carbon dioxide with the following exceptions: • only empty hose measuring system [are 

authorized (see paragraph the connection between the gaseous phases of the vehicle's tank and of the 



LEGAL METROLOGY (GENERAL) RULE, 2011 

138 / 207 

receiving tank is authorized if (i) a device is installed to allow compensation of the delivered quantity by 

an amount relating to the quantity of vapour returned in the gas line, or (ii) compensation is made by 

automatic or manual calculation. However, in both cases, flow from the delivery tank to the receiving tank 

by means of the gas return line shall be securely prevented [see paragraph the requirements of paragraph 

5(4)(vii) are not mandatory for these systems. (5) Measuring systems for milk The following requirements 

apply to transportable measuring systems which are mounted on road tankers and used for the collection of 

milk, to fixed measuring systems used for the reception of milk at the dairy, and to fixed or transportable 

measuring systems used for the delivery of milk. The transfer point in reception installations is defined by 

a constant level in a tank upstream of the meter. It must be possible to check this constant level before and 

after each measurement. The level shall be established automatically. (b) When the meter is fed by means 

of a pump, the constant level tank may be placed either upstream of the pump or between the pump and the 

meter. If the constant level tank is placed upstream of the pump, the tank itself may be fed by gravity, by 

emptyihg milk churns, by means of an auxiliary pump or by means of a vacuum system. If the milk is 

introduced by means of a pump or a vacuum system, a gas elimination device is necessary. This device 

may be combined with the constant level tank. (c) If the constant level tank is placed between the pump 

and the meter, this tank shall ensure that gas is ellmlnated. (d) Notwithstanding the requirements of 

paragraph 2(13)(iii), the meter may be fed by means of a vacuum system. In this case, the pressure inside 

the pipework connecting the constant level tank to the meter will be lower than atmospheric pressure and 

the tightness of the joints of this connection must be particularly well ensured. It must be possible to check 

the tightness and a notice plate drawing attention to this checking shall be provided. (e) In all installations 

for reception, the pipework upstream of the constant level device shall empty completely and 

automatically under the rated operating conditions. (f) The constant level is monitored by means of a sight 

glass or a level Indicating device. The level is considered to be constant when it settles within a range 

denned by two marks at least 15 mm apart and corresponding to a difference in volume of no more than 

twice the minimum specified volume deviation. (g) If, in order to meet the above condltlon, devices for 

reducing the flowrate are incorporated in the measuring system, the flowrate during the period of reduced 

flowrate shall be at least equal to the minimum flowrate of the meter. (h) If, In a reception installation at a 

dairy, the measured liquid flows to a level lower than that of the meter, a device shall automatically ensure 

that the pressure at the outlet of the meter remains above atmospheric pressure. (i) If a volume of liquid is 

required to fill the measuring system prior to the first measurement, it shall be indicated on the •data plate 

of the measuring system so that it can be (iii) (iv) (v) 549 taken into account, by alcuiation, in the first 

measurement of a reception period. lhe first volume measured by the measuring system during a reception 

perlod shall be equal to or greater than the volume which Is necessary for the complete filling of the 

measuring system. Measuring systems used for delivery shall comply with the general requirements in 

clause 2 and with those in clause 3. Notwithstanding the general requirements in paragraph 2(10) 

concerning the elimination of alr or gases, the gas elimination devices shall comply with the requirements 

in paragraph 2(10)(i) solely under the conditions of use, i.e. with entry of air at the beginning and end of 

each measuring operation of dellvery. The mounting of delivery installations shall be such that the 

pressure of the liquid at the level of the joint to the supply tank is always greater than atmospheric 

pressure. The volume indicating device of a transportable measuring system and its printing device, if 

provided, shall comply with the requirements in paragraph (6) Measuring systems on pipe/ine and systems 

for loading ships The ratio between the maximum flowrate and the minimum flowrate of the meter of the 

measuring system may be less than the value specified In the relevant paragraph in paragraph 3(1)(i)(c). In 

this case, the measuring system shall be fitted with an automatic checking device to verify that the flowrate 

of the liquid to be measured is within the restricted measuring range of the measuring system. This 

checking device shall be of type P and shall meet the requirements in paragraph The maximum and 

minimum flowrates may be determined in relation to the liquid to be measured and manually introduced 

into the calculator. Prevention of gas flow The measuring system shall be provided with a means of 

eliminating any air or gas contained in the liquid unless the entry of air into the liquid or release of gas 

from 550 THE GAZETTE OF INDIA : EXTRAORDINARY [PART II—SEO. 3(i)] the liquid is 

prevented by the configuration of the pipework or by the arrangement and operation of the pump(s). (iii) 

Special conditions of installation Reserve flow of the liquid t0±be measured in the measurjng•system 

shall'be prevented by a sultabie device, unless otherwise approved. (iv) Sampllng.devfcé The measuring 
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.system may •include a to determine the -liquid to•be measured. It is not necessary to take into account the 

volume of the sample in the results of the measurement if this sample is less than 0.1 times themaximum 

permissible error of the measuring system. (v) Testing devices Measuring systems in pipelines should be 

provided with devices allowing verification of the systems in situ. However, this .princlple may be waived 

provided that: ' the meters are verified on a control test station with liqulds having the same characteristics 

as those to be measured at the place of installation. The verification is carried out on the measurement 

transducer only, associated with a compatible and equivalent indicating device, provided that all the 

elements having a direct mechanical link with the measurement transducer and being able to influence the. 

measurement are verified at the same time, ' the meters benefiting from this exemption shalt be subject to 

periodic calibration controlled and fixed by the metrology service, and • to complete the verification, the 

measuring systems concerned shall be subjected to a qualitative check of function and installation, In situ. 

Subject to this exemption, the measuring systems shall be constructed so that a standard of appropriate size 

can, be fitted for testing the meters. When a test can Only be carried out with the pumps running, which 

normally does not allow for testing with the meter stopped at the start and at the end of the test, the 

standard shall be suitable for continuous operation (for example, volume standard with a flow diverting 

mechanism, pipe prover etc.). Moreover, these capacities shall represent at least 10,000 scale intervals of 

the indicating device of the meter to be verified or of the auxiliary' indicating device used for the test or 

10,000 electrical pulses of the measurement transducer. However, a lower capacity may be permitted if a 

visual or automatic interpoiatlon allows one to ascertain the indlcatlon of the meter with an error. smaller 

than or equal to one per ten thousand of this capacity. Furthermore, it shall be possible to carry out a 

metrological test of the associated measuring instruments which may be Incorporated and which aim at 

measuring pressure and density, viscosity, temperature, under actual operating conditions. (7) Fuel 

dispensers for liquefied gases under pressure (LPG dispensers) (iii) Requirements in paragraph 5(1)(i), 

5(1)(iv)) and 5(1)(vii) to 5(1)(xii) are applicable to LPG dispensers for motor vehicles. However, the ratio 

between the maximum flowrate and the minimum flowrate shall be at least five by design. Requirements 

in paragraph 5(4)(i), and are applicable to LPG dispehsers for motor vehicles. The manufacturer or the 

owner of the measuring system shall provide a thermometer well or an equivalent means for measuring the 

temperature close to the meter. The thermometer used shall have a scale interval not exceeding 0.50C and 

shall be verified. Connection between the gas phases of the feed tank and of the vehicle's tank is 

prohibited. When only one nozzle can be used during a delivery, and after the nozzle has been replaced, 

the next delivery shall be inhibited until the indicating device has been reset to zero. When two or more 

nozzles can be used slmultaneously or alternately, and after the utllized nozzles have been replaced, the 

next delivery shall be inhibited until the Indicating device has been reset to zero. 3(i)] Moreover, by 

design, the provisions in the first paragraph of 2(16)(i) shall be fulfilled. Moreover, in both cases, when the 

flow is stopped by emergency means and a predetermined delay is exceedéd, the current delivery shall be 

stopped and the next delivery shall be preceded by a reset to zero. (vi) A non-return valve, located between 

the gas elimination device and the meter, is mandatory, The pressure loss caused by it shall be sufficiently 

low to be considered negliglble. (vii) Hoses shall be fitted with special connections for full hoses, so-called 

couplers or self-sealing valves. (viii) Safety features shall not affect the metrological performance. (ix) 

When the measuring system is provided with a conversion device, it shall be possible to verlfy separately 

the indications of volume at measuring conditions and assoclated measuring instruments, (x) Closing 

valves in vapour return lines shall automatically result in stopping the delivery or preventing the start of 

the next delivery, unless these valves have been sealed in the open position. (xi) The construction of the 

nozzle shall be such that, at the moment of coupling or uncoupling, the loss of liquid does not exceed the 

minimum specified volume deviation. (8) Measuring systems intended for the refuelling of ah'traft The 

requirements of this sub-clause also apply to the refuelling of helicopters. (i) General (a) 

Measuring..systems Intended for refuelitng aircraft, are full hose measuring systems.' (b) The gas 

elimination device function may be performed by a microfilter water elimination device provided that 

provisions in paragraph 2(10) are fulfilled. (c) They shall be interruptible measuring systems. 551 

Stationary measuring systems (a) (c) lhe requirements applicable to fuel dispensers apply to stationary 

measuring systems intended for the refuelling of aircraft, except those in paragraph S(l)(i). -mese systems 

may include their own pumps dr be designed for installation in a centrally pumped system. The 

microfilter-water elimination device shall be fitted upstream of the gas elimination device when these 
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devices are separate one from another. (iii) Mobile measuring systems (a) (b) (c) (e) General If more than 

one transfer point is provided, interlocks should prevent the usage of two or more together unless the 

arrangement is such that it would be difficult to use them on different aircrafts at the same time. They may 

be designed for defuelling aircraft provided that the connecting point for defuelling• is located upstream of 

the gas elimination device. A weir-type sight glass is not mandatory. Interlocks may also be necessary to 

prevent bypassing metered liquid through the return line back to the supply tank while delivering fuel to 

the aircraft, Where the microfilter-water elimination device may be used to perform the function of the gas 

elimination device, it may be verified by an examinatlon Of documents only if provisions in paragraph 

2(10) are fulfilled. Each installation shall be provided with or accompanied by— instructions for use, • a 

liquid circulation plan, • a description of necessary operations for use, • a description of control and 

connecting devices positions related to their use. (f) Aircraft refuelling tanker measuring systems 552 THE 

GAZETTE OF INDIA : EXTRAORDINARY The -paragraphs and apply. Note : For good use of the 

system, when the aircraft refuelling tanker, measuring system a•device used to.pefform the-Æas• extractor 

or special gas extractor function, a :manometer should be. provided upstream of the pump inordento 

detect.depressions when ,they ioccur. lindications Should .be easily •visible by the pperator. (g) 

Arcraftihydrant measuring systems (h) •The,gas elimination device may be Ea.-device performing the 

function of extractor when the under- ground pipe— ifs designed for easy elimination of the air contained 

In the pipe with appropriate devices, is fitted with special connecting devices for full hoses, is supplied so 

that, in designed supply conditions, no gaseous formation can occur or enter the underground pipe. (i) 

When the aircraft hydrant measuring system is equipped with a device for froth recovery and re-injection, 

it shall be located upstream of the gas elimination device and it shall not permit permanent introduction of 

gas into the meter. (j) Depressurization valves for the hoses so that connection and disconnection can. be 

easily made, shall be accompanied with interlocks to prevent metered liquid from being diverted. [PART 

11—SEc. replaced, the next delivery shall be inhibited until the indicating device has been reset to zero. 

When two or more nozzles can be used simultaneously or alternately, and when the utilized nozzles have 

been replaced, the next delivery shall be Inhibited until the Indicating device has been reset to zero, 

Moreover, by design, the provisions in the first paragraph of paragraph 2(16)(i) shall be fulfilled. The 

requirements in paragraph 5(9)(iv) through paragraph 5(9)(viii) do not apply if the designations of the 

various mixtures do not allow conclusions to be drawn concerning the ratio of volumes of the two 

components. Examples for such designations: number of stars (2, 3, 4 starts), octane-number (92, 95, 98 

octane), two-stroke-mixture (without designation such as 5%). Moreover, the requirement in paragraph 

5(9)(lv) or 5(9)(v) only applies where the measuring system provides the Indication of the mixed volume 

and the price of the mixture depends on the blending ratio. It does not apply where the measuring system 

provides— • an indication of the mixed volume and the price does not depend on the blending ratio, or • a 

volume indication for each component of the mixture and does not provide an indication of the mixed 

volume. To permit compliance with the requirement In paragraph 5(9)(iv) or paragraph 5(9)(v) to be 

verifled, it is necessary— (9) Blend dispensers (i) The requlrements in paragraph 5(1)(i) to 5(1)(iv) and 

5(1)(vi) to are applicable to both parts of the multigrade- dispenser and to the gasoline part of the gasoline-

oil-dispenser. However, by design, the ratlo between the maximum flowrate and the minimum flowrate 

may be at least five in the case of multigrade-dispensers. (ii) When only one nozzle can be used during a 

dellvery, and after the nozzle has been (iv) for multigrade-dispensers to measure the volumes of both 

components, for gasoline-oil-dispensers to measure either the volumes of oil and gasoline or the volumes 

of oil and mixture, for both types to make the separate collection of both components feasible during 

verification. The accuracy of the blending ratio for multigrade-dispensers shall be as follows:— 3(i)] The 

designationS of the various mixtures béing indicated as the ratio of volumes of the two components (for 

example 1: 1), the real rado of the volumes of two components shall be within the limits of ±5%, i.e. the = 

VJVI of volumes of both real ratio k rul components determined during the verificatlon shall be equal to 

the nominal (indicated) ratio m, within the limits: = -0.05 and = + 0.05 (vii) (viii) 553 If blend disperær Is 

capable of delivering one or both single components (in addition to the mixtures) with a common nozzle, a 

device shall prevent the liquid flow through the unused part of the blend device. The lubricating oil part of 

a gasoline-oil* dispenser shall be designed so as to prevent alr bubbles in •the oil passing through the oil 

measuring device. There shall also be a device to detect the presence of oil. In the absence of oil, delivery 

has to be stopped by means, e.g. of: nom Examples: Designation 3:1 0.333 0.316 0.350 1:1 1.00 0.95 1.05 
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3.00 2.85 3.15 The accuracy of the blending ratio for gasollne-oll-dispensers shall be as follows:— If Vi Is 

the volume of the minority component in the mixture and V2 the volume of the majority component, the 

real volumetric ratio related to the minority component, expressed as a percentage [T = 100 x shall be 

equal to the nominal ratio within a limit of plus or minus: • 5% in relative value, • 0.2% absolute, 

whichever is greater. In other words, T being the real volumetric ratio as a percentage, and Tn 0 m the 

nominal volumetric ratio as a percentage, the following must be satisfied:— nom if the nominal volumetric 

ratio is at least 4%, and IT-T I s 0.02%. if the nominal volumetric ratio Is less than 4 per cent. If the blend 

dispenser lis capable of delivering moie than one mixture with the same nozzle, the installation of two 

hoses and a special blending device close to the transfer point is required. If the blend dispenser can 

deliver only one mixture per nozzle, the blending device may be installed inside the dispenser, using a 

single hose per nozzle. 2.17 'T 4 • an intermediate oil reservoir and a device which stops the delivery when 

the oll reservoir is empty, • a pressure detecting device which stops the delivery in the case of an oil 

pressure (10) Self-service arrangement with fuel dispensers The following requirements apply to 

measuring systems covered by paragraph 5(1), 5(7) or 5(9) when fitted with self-service arrangements. (i) 

General requirements (a) (b) (c) (d) (e) Marking, sealing and connection of the components are left to 

appropriate authority approving the pattern. Where the self-service device serves two or more dispensers, 

each dispenser shall. be provided with a dispenser identification number that shall accompany any primary 

indication provided by the self- service device. The primary indications on indicating devices and printing 

devices of the self-service- arrangement shall not indicate any mutual differences. The scale intervals of 

the primary indication on indicating devices and the printing devices and memory devices of the self-

service arrangement shall be the same. Printing devices on the self-service arrangement shall not reproduce 

the indications of a dispenser as the difference between two printed values. Indication of Information that 

is not subject to metrological control is allowed, provided that it cannot be 554 THE GAZETTE OF 

INDIA : EXTRAORDINARY confused with metrological information. (f) The control device ofthe self-

service devlce should be -capable of indlcating the status of the dispensers (e.g. running, authorized or 

unauthorized)that are connected to the self-ser.,'ice device and in the case •of multiple modes of service 

and/or .type of payment also that particular status .of the measuring system. (g) A .change of the type of 

payment •and/or mode of operation shall not be effective before the end of the current measurement 

operation. (h) The self-service arrangement, including provisions related to dearly defined methods of 

operation, shall be such that at least one primary indication for the benefit of the customer must be 

available at least up to the settlement of the transaction to enable the delivered quantity and the price to 

pay to be checked. (i) In the case of a self-service arrangement that totalizes the delivered volumes for 

different registered customers over the course of time, the minimum measured quantity is not affected by 

the scale Interval used for such totalizations. [PART ll—Sæ. 3(i)] (c) of the supplier together with a 

display for the benefit of the customer. Note: As a consequence of paragraph 3(4)(vii), the reproduction of 

the volume and price is necessary when the dispenser can be authorized before the settlement of the 

transaction. For self-service devices with temporary storage (temporary storage mode) of measurement 

data of dispensers the following requirements apply:— (ii) Attended service mode If the dispenser 

indicating device provides the only primary indication, provisions shall be made to Inform the customer 

that the next authorlzation of a particular dispenser can only be given by the supplier after settlement of the 

current transaction. (a) Attended post-payment (b) Where the self-service arrangement includes a device 

that provides an additional primary indication (additional to those of the indicating it shall device of the 

dispenser), consist of at least one installation for the reproduction of the volume and/ or the price indicated 

by the dispenser indicating device, consisting of— • a printing device for the issue of a receipt of the 

customer, or • an Indicating device for the benefit (b) (c) (d) (e) (g) of storage temporary measurement 

data shall be restricted to one delivery for each dispenser, the primary indication shall be accompanied by 

a clear mark representing the sequen&e. For example, the number 1 or 2 or the letter A or B, when a 

primary indication of the self-service. device is out of the self-service service, arrangement may continue 

its operation provided that it no longer uses any temporary storage, and that the dispenser indicating device 

remains the primary indication, where the mandatory primary indication for the benefit of 'the customer Is 

provided by a device in the form of a separate constructional unit and this unit becomes uncoupled, or if 

the checking facilities detect a malfunction, the temporary storage mode shall be prohibited and the 

dispenser indicating device remains the primary indication, pre-payment in attended service mode, the 
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requirements of paragraph 3(6) are applicable, a printed or hand-written receipt of the pre-paid amount 

shall be provided. 3(i)] (iii) Unattended sen.'ice mode (a) General (b) The self-service arrangement shåil 

provide additional primary indica- tions by means of— • a printing device for the Issue of a receipt of the 

customer, and ' a device (printing or memory device) on which measurement data are registered for the 

benefit of the supplier. (c) When the printing devices or memory device, as required by paragraph are not 

able to provide any indication or become unserviceable, the customer shall be clearly warned by automatic 

means before the operation commences. Passing from attended to unattended service mode shall not be 

possible before correct operation of the arrangement is concluded as feasible by the checking facilities, 

Including compliance with the above provision. (d) Where the self-service arrangement is used by 

registered customers, the provisions of paragraph 5(10)(iii)(b) and 5(IO)(iii)(c) do not apply to 

measurements related to such customers. An additional individual volume totalizer is considered to 

provide a primary indication. (e) Micro-processors, which upon disturbance or interference influence the 

measurement operation, shall be equipped with means for controlling the continuity of the processor 

programme and for ensuring the discontinuation of the current delivery when the continuity of the 

processor program Is no longer ensured. The next effective. acceptance of notes, cards or other equivalent 

mode of payment shall only take place If the continuity of the processor programme is re- established. (f) 

When a power supply failure occurs, the delivery data shall be memorized. The requirements of apply. (g) 

(j) 555 Delayed-payment The printed and/or memorized indications as mentioned in 5.10.3.1 shall contain 

sufficient information for further checking and at least, the measured quantity, the price to pay and 

informatlon to identify the particular transaction (e.g. the dispenser number, location, date, Pre-payment in 

unattended service mode. Following the termination of each delivery, the printed and/or memorized 

indications as intended in paragraph 5(10)(iii)(a) shall be made available, clearly indicating the amount 

which has been pre-paid and the price corresponding to the liquid obtained. These printed and/or 

memorized indications may be divided into parts as follows:— (a) (b) one part provided prior to the 

delivery on which the pre-paid shown and is amount recognizable as such, one part provided following the 

termination of delivery, provided that it is clear from the information provided on both parts that they are 

related to the same delivery. The requirements of 3(6) are applicable. (11) Other self-service arrangemen& 

Measuring systems, especially those for loading road or rail tankers, may be designed in such a way that 

the transaction is not settled when the customer leaves the loading site, in implicit agreement with the 

supplier. In this case, national or international regulations may prescribe . that the self-service arrangement 

provide additional primary Indlcations by means of— • a printing device for the issue of a receipt to the 

customer, and a device (printing or memory device) on which measurement data •a?e registered for the 

benefit of the supplier. The printed and/or memorized indications shall contain sufficient information for 

further checking and at least the measured quantity and information to identify the particular transaction 

(e.g. the system number, location, date, time). 556 THE GAZETTE OF INDIA : EXTRAORDINARY 

[PART ll—sec. Moreover, after a delivery, measuring systems shall not be capable of being reset to zero 

and authorized until measurement data are memorized or printed out. 5, Metrologlcal control When a test 

is conducted, the expanded uncertainty of the determination of errors on Indications of volume or mass 

shall be less than one- fifth of the maximum permissible error applicable for that test on pattern approval 

and one-third of the maximum permissible error applicable for that test on other verifications. (1) Pattern 

approval (i) General Measuring systems subject to legal metrology control shall be subject to pattern 

approval. In addition, the constltuent elements of a •measuring system, mainly those listed below, and the 

sub-systems which include several.of these elements, may be subject toseparate pattern approval: meter, 

tranSducer, gas separator, . gas-extractor, Siecial gas extractor, electronic calculator (Including the 

Indicating device), conversion device, ancillary devices providing or memorizing measurements results, 

pre-setting device, densitometer, temDerature sensor, The constituent elements of a measuring system 

shall comply with the relevant requirements even when they have not been subject to separate pattern 

approval (except, of course, in the case of ancillary devices that are exempted from the controls). Unless 

otherwise specified in this Recommendation, a measuring system should fulfil the requirements without 

adjustment of the system or of its devices during the course of the tests. If (b) an adjustment is carried out, 

this condition shall still be considered as valid. Documentatlon (a)The application for pattern approval of a 

measuring system or of a constituent element of a measuring system shall include the followlng documents 

:— a description giving the technical characteristics and the principle of operation, a drawing or 
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photograph, a list of the components with a description of their constituent materials when this has a 

metrological influence, an assembly drawing with identification of different components, for measuring 

systems, the references of the, approval certificate of the constituent elements, If any, for measuring 

systems and meters fitted with correction devices, a description of how the correction paraméters are 

determined, a drawing showing the locat\on of seals and verification marks, a drawlng of regulatory 

markings. In addition, the application for pattern approval of an electronic measuring system shall 

include— a functional description of the various electronic devices, a flow diagram of the logic, showing 

the functions of the electronic devices, any document or evidence which shows that the design and 

construction of the electronic measuring system comply with the requirements of this specification in 

particular paragraph 4(3). The applicant shall provide the body responsible for the evaluation with an 

'instrument representative of the fihal pattern. 3(i)] Other specimens of the pattern may be considered 

necessary by the body responsible for the pattern evaluation to . estimate the reproducibility of the 

measurements. (iii) Pattern approval certificate The following information shall appear on the pattern 

approval certificate :— .name and address of the recipient of the approval certificate, name and address of 

the manufacturer, if it is not the recipient, type and/or commercial designation, principal metrological and 

technical characteristics, pattern approval mark, period of validity, environmental classification, if 

applicable, • Information on the location of marks for pattern approval, verification and sealing (e.g. 

picture or drawing), list of documents accompanying the pattern approval certificate, specific remarks. 

When applicable, the version of the metrological part of the evaluated software shall be indicated in the 

pattern approval certificate or in its annexes. (iv) Modification of an approved pattern (a) The recipient of 

the pattern approval shall inform the body responsible for the approval of any modification or addition 

which concerns an approved pattern. (b) Modifications and additions shall be subject to a supplementary 

pattern approval when they influence, or are likely to influence, the measurement results or the 

instrument's regulatory conditions of use. The body having approved the initial pattern shall decide to 

which extent the examinations and tests described below shall be carried out on the modlfled pattern in 

relation with the nature of the modification. (c) 557 When the body having approved the initial pattern 

judges that the modifications or additions are not likely to influence the measurement results, this body 

allows the modified instruments to be presented for initial verification without granting a supplementary 

pattern approval. A new or supplementary pattern approval must be issued wheneVer the modified•pattern 

no longer fulfils the provisions of the initial pattern approval. Pattern approval of a meter or of a 

measurement transducer (a) (b) A pattern approval may be given for a complete meter; it may also be 

given for the measurement transducer only when this is intended to be connected to different types of 

calculators. The following examinations and tests shalt be carried out on the meter alone or on the 

measurement transducer when it is the subject of a separate application for pattern approval.•They may 

also be carried dut on the whole measuring system. Tests arenormally carried out on the complete meter, 

fitted with an indicating device, with all the ancillary devices and with the correction devicet if any. 

However, the meter subject to testing need not be fitted with Its ancillary devices when the latter are not 

likely to influence the accuracy of the meter and when they have been verified separately (for example : 

electronlc printing device). The measurement transducer may also be tested alone provided that the 

computing and indicating device has been subject to a separate pattern approval. If this measurement 

transducer is intended to be connected to a calculator fitted with •a correction device, the correction 

algorithm as described by. the manufacturer must be applied to the output signal of the transducer to 

determine its •errors. Accuracy tests The errors of the meter shall be determined at a minimum of six 558 

THE GAZETTE OF INDIA : EXTRAORDINARY [PART [I—SEC. flowrates which are distributed over 

the measuring range aeregular intervals. At each flowratethe errors shall be determined. at {least three 

independently. Each error shall -not be:greater than the •rmaxlmum permissible error (in value). I In 

•addition, for guantitles equal than nvettimes the 'minimum •measured .the :repeatability :guantity, 

r.quirement in;paragraph applies. (d) •Tests •should be carried out at the IJmItsof the field of operation, i.e. 

at the •tlmits of pressure, temperature and viscosity. However, pressure tests are not necessary when the 

technology of the meter Is such that it is possible to calculate the Influence of pressure and to show that it 

is negligible (for example: meter with pressure-balanced measuring chambers). Note : It ts often 

unnecessary to carry out tests with liquids having a temperature which differs from the ambient 

temperature when the meter Is intended to measure liquids having a temperature between -100C and 
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+500C. (e) The following tests shall also be carrled out:— accuracy test at minimum measured quantity, 

determination of the periodic variation, if appropriate, tests with flow disturbances, if appropriate. For tests 

with flow disturbances, the applicable maximum permissible errors are those fixed In paragraph 2(5) for 

the measuring system and not those fixed in paragraph 3(1)(ii) for the meter, (f) When preliminary 

verification of the meter (s ptanned to be carried out with a liquid which differs from the llquid the meter is 

Intended to measure, comparative tests with these two liquids shall also be carried out to determine the 

maximum permissible errors on preliminary verification. It may be necessary to have several specimen of 

the pattern available. Example : It is necessary to make a distinction between a pattern of a meter intended 

to measure several products (In the same measuring system) and a pattern of a meter of which different 

copies may be used for measurlng dfferent products (in different measurlng systems), each copy being 

Intended to measure a given product only. For example, meter A may be intended to measure butane and 

propane alternatively, whereas meter B is intended to measure either butane or propane. Both meters will 

be subject to accuracy tests with butane and with propane at the time of pattern approval. For meter A, the 

error curves for propane and for butane shall both be within the maximum permissible errors as specified 

jn paragraph 3(1)(ii). For meter B, the error curves for butane on the one hand, and for propane on the 

other hand, shall satisfy the maximum permissible errors; unlike meter A, however, these error curves may 

be determined using different copies of the meter, or alternatively on the same copy whose adjustment (or 

correction parameters) has been modified between the test with butane and the test with propane. Copies of 

meter A will bear the mention of butane and propane on their data plate and they may also be used to 

measure mixtures of butane and • propane in any proportion. Copies of meter B will bear either the 

mention "butane" or the mention 'propane" and shall be used for measuring the corresponding product 

exclusively. The preiiminary verification of pattern A copies may be carried out with either butane or 

propane, indifferently (with, if appropriate, a reduction of the maximum permissible errors range). the 

preliminary In general, verification of pattern B copies will be carried out with the liquid Intended to be 

measured; however, it may be carried out with the other liquid provided that the maximum permissible 

errors have been shifted, The value of shifting shall be determined at the time of pattern evaluation by 

evaluating the deviation between the error curves determined with butane and with propane, on the same 

meter, without modification of the adjustment. The deviations shall be reproducible from one copy of the 

meter to another. To check this, it is necessary to carry out accuracy tests on several instruments. (g) 

Endurance tests Endurance tests should be carried out at the maximum flowrate of the meter using the 

liquid the meter is intended to measure or a liquid with similar characteristics. When the meter Is intended 

to measure different liquids, the test should be carried out with the liquid that provides the most severe 

conditions. An accuracy test shali precede the endurance tests. In princlple the duration of the endurance 

test shall be 100 hours in one or several periods. In specific cases (e.g. new technologies, new alloys, new 

liquids) the duration may be increased up to 200 hours. The test shall be carried out at a flow rate 

beb.Neen 0.8 X Q xnx and Qmax As far as possible, the meter is subjected to the endurance test on a test 

bench. However, it Is accepted that the meter be temporarily mounted in a measuring system in normal 

operation, in which case it is necessary that the nominal operating flowrate of the measuring system Is 

more than 0.8 x Q After the endurance test, the meter is again subject to a new accuracy test. The 

deviations between the errors determined before and after the endurance test shall remain within the limits 

specified in paragraph 3(1)(ii)(c) without any changes of the adjustment or corrections. (vi) Pattern 

approval of a gas elimination device (vli) 559 As a rule, tests shall be carried out to prove that the air or 

gas. eliminating devices satisfy the requlrements in paragraph It is however acceptable that tests are not 

carried out at, flowrates greater than 100 m3/h and that the air separating devices are approved by analogy 

with devices of the same design, having smaller dimensions. Annexure B describes tests which should be 

carried out on these devices. The tests are given as examples only. Pattern approval of an electronic 

calculator When an electronic calculator is submitted to separate pattern approval, pattern approval tests 

are conducted on the calculator alone, simulating differentinputs with appropriate standards. (a) (b) 

Accuracy tests include an accuracy test on the indications of measurement results (volume at metering 

conditions or price to pay). For this purpose, the erroi obtained on the indication of the result is calculated 

considering the true va!ue. is the one calculated taking into account the •value of the simulated quantities 

applied to inputs rof the calculator and •using standard methods for calculation. The maximum permissible 

errors are those fixed in paragraph 2(8), When the calculator carries out calculations for a conversion 
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device, tests specified in paragraph 6(1)(vii)(a) are performed for the calculation of volume at base 

conditions or mass. Accuracy tests also include an accuracy test on the measurement of each characteristic 

quantity of the liquid. For this purpose, the error obtained on the indication of each of these characteristic 

quantities these indications are mandatory considering paragraph 3(7)(vii) is calculated by considering the 

true value as that provided by the standard connected to the inputs of the calculator and which simulates 

the corresponding associated, measuring instrument. For each of 560 GAZETTE OF INDIA : 

EXTRAORDINARY t: these quantities, the• maximum , fixed in.paragraph shall beapplied. It 

isthervnecessary to perform a' test to check the presence and.operation '.of._thecking {facilities ..relevant 

to ' associated instruments mentioned in: paragruh (c)?.Examinations and!tests.desctibed in for ,electronic 

'instruments :..shalF6e• petformed. [PART II—SEC. 30)] (viii) device It Is: necessary.to verify whether 

the cconversion device connected to all Itassociated measuring Instruments complies •with provisions in 

2(7)(i). For that purpose, the volume at metering conditions which is converted is supposed to be without 

:any error. Ilt may also be verified that the provisions in paragraph 2(7)(vi) [and paragraph 2(7)(v) if 

applicable] are fulfilled. In the' case of an electronic device, the tests and examination described In 

paragraph be performed, (b) Electronic conversion device Instead of the procedure in paragraph 

6(1)(viii)(a), it is also to Veriß' separately the accuracy of associated measuring instruments [see paragraph 

to verify that the provisions in paragraph 6(1)(vii)(b) are fulfilled, and to perform examinations and tests 

described in paragraph 6(1)(xi). (ix) Pattern approval of an ancillary device (a) When an ancillary devlce 

that provides primary indlcations is intended to be approved separately, •its Indications shall be compared 

with those provided by an Indicating device that has already been approved and which has the same scale 

interval, or a smaller one. The results shall satisfy the provisions in paragraph 2(9)(v). As far as possible, 

the necessary conditions for compatibility with other devices of a measuring system are stated In the 

pattern approval certificate. Electronic devices may be approval separately when they are used for the 

transmission of primary indications or other information necessary for their determination, e.g. a device 

which concentrates- information from two or more calculators and transmits it to a single printing device. 

When at least one of the signals of this information is analogue, the device shall be tested in association 

with another device whose maximum permissible errors are provided by this Recommendation. When all 

the signals of this information are digital, the above provision may be applied; however, when the inputs 

and outputs of the device are available, the device can be tested separately, in which case it shall introduce 

no error; only errors due to the testing method may be found out. rn both cases and as far as possible, the 

necessary conditions for compatibility with other devices of a measuring system are stated in the pattern 

approval certificate. Pattern approval of a measuring system The pattern approval of a measuring system 

consists of verifying that the constituent elements of the system, which have not been subject to separate 

pattern approvals, satisfy the •applicable requirements, and that these constituent elements are compatible 

with one another. Tests for carrying out the pattern approval of a measuring system shall therefore be 

determined on the basis of the pattern approvals already granted for the constituent elements of the system. 

When none of the constituent elements has been subject to separate pattern approval, all the tests provided 

for in paragraph 3(i)] 6(1)(vi) and 6(1)(vii) (in particular) shall be performed on the complete measuring 

system. On the contrary, when the various constituent elements are all approved separately, it is possible to 

replace pattern approval based on tests by pattern approval of drawings. It is also appropriate to reduce the 

pattern evaluatlon program when the measuring system Includes constituent elements identlcal to those 

which equip another measuring system that has already been approved, and when the operating condltlons 

of these elements are identical. For example, it is not necessan,' to perform the expansion test of a hose in a 

fuel dispenser when the hose in this measuring system Is Identical to the hose equipping another 

measuring system already approved with the same minimum measured quantity. Note : It Is advisable that 

constituent elements be subject to separate pattern approval when they are intended to equip several 

patterns of measuring systems. This is particularly advisable when the various measuring systems have 

different manufacturers and when the bodles in charge of pattern approval are different. (xi) Pattern 

approval of an electronic device In addition to the examinations or tests described in the preceding 

paragraphs, an electronic measuring system or an. electronlc constituent element of this system shall been 

subject to the following tests and examinations:— (a) Design inspection Thls examination of documents 

aims at verifying that the design of electronic devices and their checking facilities comply with the 

provisions of this specification, clause 4 in particular. It includes— (a) an examination off the mode of 
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construction and of the electronic sub-systems and components used, to appropriateness for their intended 

use, (b) consideration of faults likely to occur, to verify that in all considered cases these devices : 3-

NTEXTOT 561 comply with the provisions of paragraph (3), (c) verification of the presence and 

effectiveness of the test device(s) for the checking facilities. Performance tests These tests aim at verifying 

that the measuring system complies with the provisions of paragraph 4(1)(i) with regard to Influence 

quantities. These tests are speclfled in Annexure A. (b) Performance under the effect of influence factors: 

When subjected to the effect of influence factors as provided for in Annexure A, the equipment shall 

continue to operate correctly and the errors shall not exceed the applicable maximum permissible errors. 

Performance under the effect of disturbances: When subjected- to external disturbances as provided for in 

Annexure A, the equipment shall either- continue to operate correctly or detect and indicate the presence 

of any significant faul&. Significant faults shall not occur on non-interruptible measuring systems. 

Equipment under test (EUT) Tests are carrled out on the complete measuring system where size and 

configuration permitt except where othenaise specified in Annexure A. Where tests are not carried out on a 

complete system, they shall be carried out on a sub-system comprising at feast the following devices:— 

measuring transducer, calculator, indicating device, power supply device, correction device, appropriate. 

This sub-system shall be included simulation in a 562 THE GAZETTE OF INDIA : EXTRAORDINARY 

[PART II—SEC, 3(i)] representative of the normal operation of the measuring system. . For example, the 

movement of the liquid may be simulated by an appropriate device. • The calculator shall beiin its final 

housing. In all cases, peripheral equipment may be.tested -separately, (2) Initial verification (i) 'General 

Initial 'verification of a measuring systemis carried out in a single stage when the system can be 

transported without dismantling and when it is verffied under the intended conditions of use; in all other 

cases, .itiis carded out in rwo stages. The first stage concerns at least the measurement transducer, alone or 

fitted with associated ancillary devices, or possibly included in a sub- system. Tests of the first stage may 

be carried out on a test bench, possibly In the factory of the manufacturer, or on the installed measuring 

system. At this stage, the metrological examinations may be carried out with different liquids than those 

which the system is intended to measure. The first stage also concerns the calculator and the density 

sensor. If necessary, the measurement transducer and the calculator can be verified separately. The second 

stage concerns the measuring system in actual working condition. It is carried out at the piace of 

installation under operating conditions and with the intended liquid of use. However, the second stage may 

be carried out in a place chosen by the verification body when the measuring system can be transported 

without dismantling and when the tests can be performed under the operating conditions intended for the 

measuring system. Initial verification of electronic systems shall include a procedure for (a) (b) verifying 

the presence and correct operation of checking facilities by the use of test devices as specified in paragfaph 

4(3). Tests When initial verification takes place in two stages, the flrst stage shall include— an 

examinat(on for conformity of the meter, including the associated ancillary devices (conformity with the 

respective patterns), a metrological examination of the meter, including the associated ancillary devlces. 

The second stage shall include— an examination for conformity of the measuring system, including the 

meter and the ancillary and additional devices, a metrological examination of the measuring system; if 

possible, this examination is carried out within the limits of operating conditions for the system, an 

operational test of the gas elimination device, where appropriate, with no need to verify that the maximum 

errors applicable to this device and specified in 2.10 are met, an inspection of the adjustment of the 

prescribed pressure maintaining devices where appropriate, when necessary, a test of the variations of the 

internal volume of the hoses in full hose measurlng systems, e.g. in the case of a hose reel, an operational 

test of the control valve preventing the emptying of the hose during non- operating periods, for full hose 

measuring systems, a determination of the resldual quantities In empty hose measuring systems. When 

initial verification takes place in one stage, all tests In paragraph 6(2)(ii)(a) shall be performed, 3(i)] (3) 

Subsequent verification (i) Subsequent verification of a measuring system may be identical to initial 

verification. (ii) The preliminary examination of the meter should only be repeated if the protective marks 

on the measuring element of the meter have been damaged. This examination may be replaced by a test of 

the measuring sysern if the conditions for the preliminary examination are met and if the measuring system 

can undergo testing with a volume of liquid corresponding to the minimum measured quantity. For the 

determination of the enr curve, at least 60% of the maximum flowrate should be reached. (iii) The 

ancillary devices shall be considered as having been subjected to the preliminary examination if the 
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protective marks are not damaged. It is sufficient to carry out a reduced number of measurements during 

the simplified examination of the ancillary devicee. ANNEXURE A. PERFORMANCE TEST FOR 

ELECTRONIC MEASURING SYSTEMS. ( Mandatory) 

1. General This Annexure •defines the program of performance tests intended to verify that 

electronic measuring systems may perform and function as intended in a specified environment and 

under specified conditions.Each test indicates, where appropriate, the reference conditions for 

determining the intrinsic error. These tests supplement any other prescribed test. When the effect of one 

influence quantity is being evaluated, alt other influence quantities are to be held relatively constant, at 

values close to reference conditions. 563 2. Severity levels For each performance test, typical test 

conditions are indicated: they correspond to the climatic and mechanical environment conditions to which 

measuring systems are usually exposed. Measuring systems are dlvlded into three classes according to 

climatic and mechanical environmental conditions: Class B for fixed Instruments installed in a building, 

Class C for fixed Instruments installed outdoors, Class I for mobi\e Instruments, in particular measuring 

systems on trucks. However, the applicant for pattern approval may indicate specific environmental 

conditions in the documentation supplied to the metrology service, based on the intended use of the 

instrument. In this case, the metrology service carries out performance tests at severity levels 

corresponding to these environmental conditions. If pattern approval Is granted, the data plate shall 

indicate the corresponding limits of use. Manufacturers shall inform potential users of the conditions of 

use for which the instrument is approved. The metrology service shall verify-that the conditions of use are 

met 

3. Reference conditions Ambient temperature Relative humidity Atmospheric pressure Power 

voltage Power frequency 200C ± 50C : 86 kPa to 106 kPa Nominal voltage (Vnom) .Nominal 

frequency During each test, the temperature and relative humidity shall not vary by more than 50C or 10% 

respectively within the reference range 

4. Performance tests The following tests can be carried out in any order:—Severity level for the dass 

1. 2. 3. 4. 5. 6. 7. 8. 9 

10. Test Dry heat Cold Damp heat, cyclic Vibration (sinusoidal) Power voltage variation Short time 

power reductions Bursts Electrostatic discharge Electromagnetic susceptibility Nature of the 

influence quantity Influence factor Influence factor Influence factor Influence factor Influence 

factor Disturbance Disturbance Disturbance Disturbance 2 2 1 1 2 3 3 2 2 3 3 2 3 2 2, 2, Disturbances 

on d.c. voltage powered equipment 564 THE GAZETTE .OF 'INDIA : EXTRAORDINARY The above 

tests,involve the electronic part of the measur(ng *'Stem or'•its devices. The following .•rüles shall 'be 

:.täken into consideration for these tests:— (i) Tests volumes Some;.influence quantities should have a 

constantéffect on:measurementresutts and not aproportional •effect ;related to the measur.ed wolume. The 

value of the significant{faütt is elated•to the measured volume; therefore, an order to be able to compare 

results Obtained in different laboratories, lit •is necessary to perform a test on •volume corresponding to 

that delivered iin one minute at the maximum flowrate, hut not less than the minimum measured quantity'. 

Some tests, however, may reuire more than one minute, in which case they shall be carried out in the 

shortest possible time. (ii) Influence of the liquid temperature Temperature tests concern the ambient 

temperature and not the temperature of the liquid used. It is therefore advisable to use a simulation test 

method so that the temperature of the liquid does not influence the test results. Test severities: (1) 

Temperature level 2: severity level 3. (2) Duration : 2 hours [PART 11—SEc. 3(i)] . severity • 550C 

Number of test Cycles: One cycle Maximum allowable All functions Shall operate as variations: (2) Cold 

Test method: Object of the test: designed. All errors shall be within the maximum permissible errors, Cold 

To verify compliance with the provlslons in paragraph 4(1)(1) under conditions of low temperature. Test 

procedure in brief: The test consists of (1) Dry heat Test method: Object of the test: Test procedure in 

brief: Dry heat (non-condensing) To verify compliance with the provisions in paragraph 4(1)(i) under 

conditions of high temperature. The test consists of exposure of the EUT to a temperature of 550C (classes 

C or 1) or (class B) under "free air" conditions for a 2-hour period after the EUT has reached temperature 

stability. The EUT shall be tested at least one simulated flowrate (or flowrate): reference the at temperature 

of 200 C following conditioning, at the temperature of 550C or 400C, 2 hours after temperature 

stabilization, after recovery of the EUT at the reference temperature of 200C. Test severities: exposure of 
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EUT to a temperature of-250C (classes C or I) or -IOOC (dass B) under "free air" conditions for a 2- hour 

perlod after the EUT has reached temperature stability. lhe El-n shall be tested at least one flowrate (or 

simulated flow rate): reference the at temperature of 200C following conditioning, at a temperature of -

250C or -IOOC, 2 hours after temperature stabilization, after recovery of the EUT the at temperature of 

200C. (1) Temperature : severiö,' level severity level 3: -250C (2) Duration : 2 hours Number of test 

cycles: One cycle Maximum allowable All functions shall operate as variations: designed. Ail errors shall 

be within the maximum permissible errors. (3) Damp heat, cyclic Damp heat, cyclic (condensing) Test 

method: To verify compliance with the Object of the test: provisions in 4.1.1 under conditions of high 

humidity when combined with cyclic temperature changes. Tst procedure in brié: The test consists of 

exposure 3(i)] Test severities: of the EIT to cyclic temperature variations beMeen, 250C and the upper 

temperature of 550C (class Cor I) or 400C (class B), maintaining the teiaåve humidity above 95% during 

the temperature changes and during the phases at low temperature, and at 93% at ; the upper temperature 

phases. Condensation should occur on the EUT during the temperature rise. Standard stabilizing period 

before and recovery after the cyclic exposure are indicated in IEC Publication 68-2-30. The power supply 

is not on when the influence factor is applied. (1) Upper temperature: severity level 1: severity level 2: 

550C (2) Humidity : > (3) Duration: 24 hours Test severities: Number of test cycles: Maximum allowable 

variations: 565 shall normally be mounted so that the gravitational force acts in the same direction as it 

would in normal use. The instrument is non- operationa I when the influence factor is applied. (1) 

Frequency range: 10-150 Hz (2) Max. acceleration level : 20 m.s¯ 20 sweep cycles per axis After the 

application of the influence factor and recovery: all functions shall operate as designed and all errors shall 

be within the maximum permissible errors. (5) Power voltage variation Number of test cßes: TWO cycles 

Maximum allowable After the application of the variations : (4) Vibration Test method : Object of the test: 

influence factor and recovery: all functions shall operate as designed, and all errors shall be within the 

maximum permissible errors. Sinusoidal vibration To verify compliance with the provisions in paragraph 

4(1)(i) under conditions of sinusoidal vibration. This test should normally apply to mobile measuring 

systems Test method: Object of the test: Tæt prooeduæ in brief: Test severities: Number of test cydes: 

Maximum allowable variations: Variation in a.c. mains power supply (single phase) To verify compliance 

with the provisions in paragraph 4(1)(i) under conditions of varying a.c. mains power supply. The test 

consists of exposure of the EUT to power voltage variations, while the EUT is operating under normal 

atmospheric conditions, Main voltage : upper limit lower limit V One cycle All functions shall operate as 

designed. All errors shall be within the maximum permissible errors. (6) Short time power reduction Tst 

procedure in brié: The EUT shall be tested by sweeping the frequency in the specified frequency range, at 

1 octave/minute, at the specified acceleration level with a specified number of sweep cycles per axis. The 

EUT shalt be tested in its three, mutually perpendicular main axes, mounted on a rigid fixture by its 

normal mounting means. It Test method: Object of the test: Test procedure in brief: Short time 

interruptioris and reductions in mains voltage. To verify compliance with the provisions in paragraph 

4(1)(i) under conditions of short time mains voltage interruptions and reductions. The test consists of 

subjecting EUT to voltage the interruptions from nominal voltage to zero voltage for a duration equal to 

half a cycle q 74 4 571/ 566 Test severities: THE' INDIA : EXTRAORDINARY [PART 11—SEc. 3(i)] Of 

iine "frequency, and reductions from nominalvoltage to 50% of nominal for a duration equal to one •cycle 

of dine freqs.iency. The; mains voltage and reductions be repeated ten times with a time interval of _at 

•least ten voitageinterr.uption for a equal to half a cycle: tvo\tage deduction for a to one cycle. Number of 

test Åeast .ten and reductionsy each with a Maximum allow? variations: (7) Burs& Test method: Object of 

the test: Tst proceduæ in of ten seconds between tests, and interruptions •reductions are repeated 

throughout the time necessary perform the whole test; for this reason, more than ten interruptions and 

reductions :nay be necessary. (a) measuring syr. •ems, either ' difference e indication d'i ing the and the 

unci-3" reference C.radit.!ons shah exceed the •.dues given in (.nragraph 3(12) or the measuring system 

detect and act upon a cant in comp'iance , \.'L3i ft-interruptible asurinG systems, the •arence the volume 

during the test and under reverence 'Ji'ii.fi-t:ions f,hali not exceed the va• S-s given in paragraph 3(12) 

"orat-l. G!ectrica! bursts verify compliance with the provisions in paragraph 4(1)(i) under conditions 

where are 'uperimposed on the mains The test consists of subjecting FUT to brsts of double exponential 

waveform transient voltages. Each spike shall have a rise time of 5 ns and a half amplitude duration of 50 

ns. The burst length shall be 15 MS, the burst period (repetition time interval) shall be 300 ms. Ali bursts 
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shali be app!ied during the same measurement or simulated measuærnent in symmetrical mode and 

asymmetrical mode. Test severities : (peak value) 1000 V Numberoftæt(.ychs: ".t ten positive and ten 

randomly phased Shal! be applied at are appiied during the time necessary to the test; to that more bursts 

than icated above may be Maximum atiowab; For interruptible measuring stems, either the difference 

variations: -'tween the vo+ume indication ring the lest and the :.iication reference nnditions Shei? not 

exceed the given Daragraph 3(12) part-I or the ifieasuring system "ail detect and act upon a .:nificant fault, 

in compliance parav aph 4(3)(i). (8) Electrosta$;'c dischar: Test method: Object of the test th Ele. Tc 

pmoedure in brt' • For non-interruptibie • asurfr#? systems, the renc:•:: 5jetween the volume during the test 

ard • -.ition under refe:-ence shall not exc•,'•:• 3rd the æn in paragray .h 3(12) . static discharge (ESC) 'fy 

compliance with the •ons in paragraph 4(1)(1) conditions of direct and electrosbtic diS( larges. ,acitor of 

150 pF Is ed by a suitai„ite DC source. lhe capacitor . 'en discharged through the by connecting one mina' 

to ground (chassis) 3(i)] and the other via 330 ohms to surfaces which are normally accessible to the 

operator. The test includes the paint penetration method, if appropriate. For direct discharges the air 

discharge sha!l be used where the contact discharge method cannot be applied. 8 kV for air discharges 6 

kV for contact discharges cycies: At each test point, at least ten direct discharges shall be applied at 

intervals of at least seconds between ten discharges, during the same measurement or simulated 

measurement. As for indirect discharges, a total of ten discharges shall be applied on the horizontal 

coupling plane, and a total of ten discharges for the various positions of the vertical coupling plane. (a) For 

interruptible measuring systems, either the difference between the volume indication during the test and 

the indication under reference conditions shall not exceed the values given in paragraph 3(12) of part-I or 

the measuring system shall detect and act upon e significant fault, in compliance with paragraph (b) For 

non-interruptib!, measuring systems, th€ difference between the volume indication during the test and the 

indication under reference conditions shall not exceed the values given in paragraph 12) of part-I. 

E/e.:.tgomagnetic susceptibility Electromagnetic fields ( 'adiated) of the test: To verify compliance with 

the provisions in paragraph 4(1)(i) conditions of under electromagnetic fields. uooedure in brig: The EUT 

shall be exposed to 567 electromagnetic field strength as specified by the severity The fiéld strength can be 

generated in various ways: the strip line is used at low frequencies below 30 MHz (or in some cases 150 

MHz) for sman EUTs; the long wire is used at low frequencies (below 30 MHz) for larger EUTs; dipole 

antennas or antennas with circular polarization placed 1 m from the EUT are used at high frequencies. The 

specified, filed strength shall be established prior to the actual testing (without EUT in the field). The field 

shall be generated in two orthogonal polarizations and the frequency range shall be scanned slowly. If 

antennas VJith circular polarization i.e. log-spiral or helical antennas are used to generate the 

electromagnetic field, a change in the position of the antennas is not required. When the test is carried out 

in a shielded enclosure to comply with international laws prohibiting interference to radio 

communications, care should be taken to handle reflections from the walls. Anechoic shielding may be 

necessary. f:requency range 26-500 MHz 500-1000 MHz Field syength 3 V/m Modulat:ion 80% AM 1kHz 

sine wave x.imurr.• ai\cwable (a) For interruptible measuring variations: systems, either the difference 

between the volume indication during the test and the indication under reference conditions shall not 

exceed the values given in paragraph 3(12) of part-I or the measuring system shall detect and act upon a 

significant fault, in 568 •THE GAZETTE •OF INDIA : EXTRAORDINARY [PART [I—SEC. 3(i)] 

compliance With paragraph for •non-interruptible measuring systems, the difference between the volume 

indication dutihg the test and the indication under reference conditions shall not exceed the .väluesgiven 

Iin paragraph 3(12) of partfl. (10) '"Perturbations on dc voltage powered instruments Electronic measuring 

systems supplied with dc voltage shall the tests in Annexure A 4(1) to Annexure A, paragraph 4(9), with 

the exception of Annexure A, •paragraph 4(5), 4(6) and 4(7) which are to be replaced by the following 

provisions:— General provision For under-voltages or over-voltages all errors shall be within maximum 

permissible errors when the instrument is still operating. The under-voltage or over-voltage is applied for a 

complete measurement or part of a measurement. Provision applicable to instruments fed by the battery of 

a vehicle Tests pulses 1, 2 and 3 of the relevant part of ISO 7637 Electrical disturbance by conduction and 

coupling, Part 1: Vehicles with nominal 12 V supply voltage, and Part 2: Commercia/ vehicles with 

nominal 24 V supply voltage, are applied at the various severity levels specified in this Standard. Pulses 

are repeated for as long as necessary to complete the test. The pattern approval certificate shall indicate, 

for each type of pulse, the maximum severity level met by the instrument. ANNEXURE B TESTING OF 
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GAS ELIMINATION DEVICES (Informative) 1. Testing of a gas elimination device as a unit separate 

from the measuring system for which it is intended (1) General proviSions In order to examine whether the 

pattern of a gas elimination device complies with the requirements in, paragraph 2(10), a specimen of the 

pattern must be installed on a suitable test bench equipped with a meter and a conventional proving tank. 

Note: In tests on gas elimination devices, the proving tank may be replaced by any appropriate standard. 

The efficiency of the gas elimination device is determined with reference to the meter error at the same 

flowrate. The test bench must, as far as possible, comply with the following provisions:— (iii) (iv) The 

capacity of the proving tank should be at least equal to the greater of the following two values: volume 

delivered in one minute at maximum flowrate, or 1000 times the scale interval of the meter of the test 

bench. It is recommended that an adjustable non- return valve be installed downstream of the meter in 

order to prevent back flow of the liquid which has been measured and to obtain the minimum back 

pressure required for the proper operation of the gas elimination device. There should be no reverse 

gradient in the pipework downstream of the meter so that gas bubbles are allowed to escape in the normal 

way in order to keep this pipework filled to the same level at the beginning and end of the test. The liquid 

used for the tests should either be Che same as that for which the device is intended or should be of a 

viscosity which is at feast equal to that of the liquid for which it is -intended. Tests on gas elimination 

devices should be carried out for flowrates up to a maximum of 100 m3/h. For higher flowrates, 

characteristics may be determined by analogy with equipment of the same design and smaller dimensions. 

"By analogy" means that parameters like Reynolds number, Froude number, etc., are to be taken into 

account for the gas elimination device. (2) Tests on gas separators The volume of air or gas continuously 

entering may be measured by a gas meter and isothermally converted to atmospheric pressure on the basis 

of the indication of a pressure gauge fitted upstream of the gas meter. A pressure gauge positioned 

upstream of the meter for liquid makes it possible to determine the lowest pressure at which the gas 

separator still meets the efficiency requirements. Before starting a test, the whole apparatus is made to 

operate at the desired liquid and gas flowrates so that all parts of the apparatus (except the proving tank) 

fill up under set conditions as regards the entry of alr or gas. The air may be introduced either by injection 

downstream of the pump or by suction upstream of it (see Figures 1, 2 and 3, which are given as 

examples). In the former case, which makes it possible to operate without changing the performance of the 

pump due to the entry of air, the liquid and gas flows are adjusted by means of control valves. The air or 

gas is introduced through a tube positioned in the centre of the pipework for the liquid, for example at an 

elbow. In the latter case, which reproduces the conditions encountered in reality (pressure reduction by 

suction), the pump must be set to the maximum flowrate of the separator. If the pump has too great a 

flowrate, .it must be possible to regulate it with a speed reducer. The pump should preferably be of the 

volumetric type but it may also be of the centrifugal type if the supply tank feeds the pump by gravity. The 

pressure reduction must then be regulated by a valve positioned upstream of the pump, and the air Inlet 

must be equipped with a non-return valve which prevents any leakage at the movement of switching off. 

(3) Test on gas extractors An example of test bench is shown in Figure 4. It includes a container for 

creating a pocket of air to be removed with a volume equal to the minimum measured quantity of the gas 

extractor (the minimum measured quantity of the system being not yet specified). When the test is carried 

out with a proving tank having such a great capacity that the maximum permissible error cannot be 

evaluated correctly on the basis of a single operation of the gas extractor, the number of operations during 

the same test shall be multiplied by 2, 3 or 4, to obtain the required accuracy, (4) Tests on special gas 

extractors Special gas extractors, mainly used for measuring systems on road tankers, are principally 

intended to prevent measurement errors which may arise from the complete emptying of one compartment. 

They must also separate and continuously remove introduced air, although to a lesser degree than a gas 

separator. In the case of separate approval, they should be tested on a test bench which corresponds in 

principle to Figure 5, 47///—/93 569 This test bench is similar to that in Figure 1 but it differs in order to 

reproduce the actual conditions of delivery from road tankers to underground tanks, as is the case when 

service stations are supplied with petrol, and domestic fuel oil deliveries are made. Thus, the supply tank is 

located above the special gas extractor and the meter, i.e. at a level corresponding to that of road tanker, 

and the proving tank is approximately 4 m below the meter, In order to determine the additional error 

arising from the complete emptying of a road tanker, which may be caused by the air drawn in at the end 

of the delivery by the formation of a vortex, the supply tank is filled with a volume of liquid equivalent to 
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that of the proving tank. The liquid is then emptied through the meter into the proving tank without 

operating the shut-off valve. For delivery by gravity, pipework is used which bypasses the pump. Due to 

the existence of the automatic shut-off valve in the hydraulic circuit connected to the gas extractor, the 

pocket of air to be evacuated (described in Annexure-Bl paragraph 1(3)) may be created by emptying the 

pipework between the tank and the gas extractor. Furthermore, given that a special elimination device 

should also perform the function of a separator o-for a small percentage of air introduced continuously it is 

necessary to carry out this test in a manner comparable to the tests described for separators In Annexure-B, 

1(2), with air being either injected into the supply pipework or drawn in upstream of the pump by creating 

an entry of air and partly closing the valve of the supply tank 

2. Tests on gas elimination devices forming part of a measuring system during pattern approval The 

tests are carried out with a proving tank of the capacity specified in Annexure B, paragraph 1(1) or 

any appropriate standard.(1) Tests on a gas separator This examination particularly applies to patterns of 

separators included in measuring systems which can be mass produced and transported without 

dismantling, such as petrol pump fed by their own supply pumps. The essential part of the test bench 

(Figure 6) is the measuring system itself (in this case, the fuel dispenser). In accordance with conditions 

encountered in actual use, the liquid is drawn up from a 570 THE GAZETTE OF INDIA : 

EXTRAORDINARY [PART [I—SEC. 3(i)] tank on a lower level than the meter. The air is drawn in by 

suction through a special inlet equipped with a•control valve. The air can be measured by agas;meter, 

,However, it is not necessary:to.use agas meter •if the separator is capable trof •separating and eliminating 

'the :air üntroduced in any proportion, as provided :in, paragraph They requirements iin, paragraph 2(10)(i) 

and •should be complied with under 'test •conditions such that the maximum.flowrateof the measuring 

system is reached when no air enters. (2) Tests on a gas extractor and a special gas extractor The 

measuring system comprising the gas elimination device must be constructed so that the tests can be 

carried out as described in Annexure Bt Paragraph 1(3) or 1(4) 

3. Tests on gas elimination devices forming part of a measuring system during verification The gas 

elimination devices are tested without it being necessary to verify that the maximum permissible 

errors for the individual units are complied with.Q, Gas separator to be tested E 8 FIGURE-I TEST 

BENCH FOR GAS SEPARATORS 3(i)] proving tank Gas meter (as required) Gas separator to be tested) 

Flow meter Non-return valve (adjustable) 571 Slghtglass CaFibrated air inlet Vacuum gau e Supply tank 

Non-return valve FIGURE-2 TEST BENCH FOR GAS SEPARATORS [PART II—SEC. 3(i)] THE 

GAZETTE OF INDIA : EXTRAORDINARY Supply tank Gas meter . Pressure gau e Flow meter Supply 

tank Gas Cylinder Compressor Container for as separator (with float to be tested Pressure gauge Tarottie 

Pump för• valve gas Suction Flow meter FIGURE-3 TEST BENCH FOR GAS SEPARATORS with gas 

injection with gas suction sepal Pnlnp l;uek FIGURE-4 TEST BENCH FOR SPECIAL GAS 

EXTRACTORS 11-uoz 3(i)] Suppty tank Non return valve Gas meter (for suction) Gas meter if necessary 

(see point 2.1 of Annex A) Air inlet Valve Connection for automatjc closing Special gas extractor to be 

tested 573 Gas indicator Empty hose Pressure gauge Flow meter Gas meter (for injection) Proving tank 

Pressure gauge Gas cylinder compressor FIGURE 5 - : Test bench for special gas extractors Pressure 

gauge Gas indicator (If necessary) Flow meter Gas separator to be tested Valve Proviny tank Pump 

Pressure gauge Supply tank FIGURE-6 TESTING FACILITY FOR GAS SEPARATORS IN FUEL 

DISPENSERS 574 THE' GAZETTE , OF ANDIA : EXTRAORDINARY [PART 11—SEC. 30)] PART V 

VOLUMETRIC CONTAINER TYPE LIQUID MEASURING DEVICE 1. General The volumetric 

container type liquid measuring device consists a' float and •a (dip stick suitably graduated to Indicate the 

volume',of liquid at different heights in the "bucket. The •device is generally used formeasuring:.the 

•.quantity:of milk at milk purchasing centres 

2. Nominal capacities (a) The unit of ,evolume •shalt be the cubic decimetre:or; litre; {or the cublc 

centimetre (b) The volumetric contäiner type liquid measuring device may .be one of the 

followingtcapacities I: 5 dm3, •ID dm3, .20 dm3 and •50 .dm3 (c) The value of the smallest graduation on 

the dipstick shall be.ofthe form of 1 x Ion, 2 x IOn 5 x .10n where 'n' represents a whole number, positive 

or negative or is equal to zero 

3. General requirements (a) The bucket shall be made of suitable metal or alloy.The metal or alloy 

used shall be thermally stable, shall resist deformation, shall not have an unduly high coefficient of cubical 
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expansion, and shall not affect the liquid being measured in any way or be injurious to health. Some of the 

materials considered suitable are : (i) mild steel, (ii) stainless steel, (iii) brass sheet, (iv) copper sheet, (v) 

aluminium alloy. (b) The wall thickness of the bucket shall be so selected that the bucket will not get 

dented in normal use or become unusable after a few years in service. (c) The bucket shall be free from 

surface defects and indentation. External and internal surfaces of the bucket made of mild steel, copper 

sheet and brass sheet shall be well tinned or tin plated. (d) All seams shall be filled and smoothened to 

prevent the entrapment of air or liquid. (g) (h) (m) (n) (o) The bucket shall be provided with a well formed 

ard proportionate spout to facilitate pouring of liquid. The bucket shall be cylindrical in form. The bottom 

of the bucket shall be slightly concave to prevent change of shape due to the weight of the liquid. The 

maximum depth of the concavity shall not be more than 20 mm. -The bottom of the bucket shall be 

reinforced with angle strip of thickness not less than 5 mm. The upper edge of the bucket shall be 

reinforced round the circumference with a reinforcing band having a thickness not less than 5 mm. The 

bucket shall be provided with a suitable handle on the side opposite the spout. The top of the bucket shall 

be provided with a cross band across the diameter. The band shall have groove of appropriate size and 

centrally located for Inserting the dip stick. The float shall be suitably fabricated so as to be free from 

holes, pockets, dents or crevices. A dip stick shall be firmly welded on the upper centre of the float. The 

dip stick together with the float shall be so constructed that the device so formed maintains verticality In 

all positions. The dip stick shall have a rectangular cross• section of minimum dimensions 20mm x. 

10mnf. The graduations shall be made by engraving or other means on both sides of the vertical surface. 

The dip stick shall be graduated at suitable Intervals throughout the nominal capacity of the measure. The 

graduation lines on the dip stick shall be clear straight, perpendicular to the axis of the stick and of 

urdform thickness not exceeding 1 mm. The dip stick shall be Identified with the bucket by a number of 

identifications, which shall be clearly legible and indelible 

4. Marklng The following inscriptions shall be clearly and indelibly marked at a conspicuous place 

on the bucket special plate securely attached to the or on a bucket :—(a) nominal capacity, 

manufacturer's name or trade mark, (c) the words "for edible liquids". 

5. Sealing A suitable plate or other device shall be provided to receive the stamp or seal of the verification 

authority 

PART VI CLINICAL THERMOMETER PART A CLINICAL THERMOMETER—SOLID STEM TYPE 

Scope : This part specifies the requirements and methods of tests for solid stem type mercury in glass 

clinical thermometers having a maximum indicating device, 1. Terminology For the purpose of this 

standard the definitions given in IS 2627—1979 Glossary of terms relating to liquid-in-glass thermometers 

(first Revision) as revised from time to time in addition to the following, Shal! apply 

2. Types The thermometers shall be of the solid stem mercury-in-glass type 

3. Temperature Scale The thermometers shall be graduated in degrees Celsius (DC) and shall have a range 

from 350 to 420C or 350 to 430C 

4. Testing Thermometers shall be tested for total vertical immersion 

5. Requirements (1) Patterns—There shall be two paterns of bulb, namely, oral and rectal as follows:— 

(a) Oral—for thermometers for use in mouth and (b) Rectal—for thermometers for use in rectum Note 1: 

Oral thermometers may also be used in armpit or groin. Note 2: Rectal thermometers may also be used in 

the mouth, armpit or groin after proper disinfection. Rectal thermometers if used orally, may however give 

slightly lower reading. (2) Materials (i) Glass tubing—The thermometers shall be made from glass tubing 

conforming to IS 4529—1968 Specification for glass tubes for medical thermometers. (ii) Bulb—The 

thermometer bulb shall be made from a type of glass which assures that the depression of zero, determined 

in accordance with the (iii) (lv) 575 procedure given jn Appendix D, does not exceed 0.070C. The glass 

shalt be identified -visible and indelible, either by the glass manufacturer or by the manufacturer of the 

thermometer. The types of glass used for the maximum device, capillary tube, and bulbs shall meet the 

following requirements:— When the glass is analyzed according to the requirements of IS 2303 (Part 

I/Section 1), the quantity of alkali passed into Solution for lg of glasg must correspond to not more than 

263.5g of Nap. Thermometric liquid — The thermomebic fiquld shall be pure, dEY mercury. (3) 

Construction (i) The stem shall be in alignment with the bulb. (a) Ille free end of the stem shall be finished 

smooth, preferably hemispherical in shape, as shown in Figure 1. FIGURE 1 STEM OF CLINICAL 
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THERMOMETER 576 *THE i GAZETTE {OF •,INDIA : EXTRAORDINARY (ii).' Maximum 

Zindieating device (constriction)—The thermometers . shalF have-a .maximum *indicating z"device• 

(constriction) constructed Iin 'the capillary, ' between .the mercury bulb and the scale in order to prevent 

the mercury {in •the stem from returning to the bulb omcooling. It shall be located.in the bore between the 

top of the bulb and the bottom cofthe scale. ' (t) The 'maximum indicating device shall pass the hardness 

test Appendix A when an 'acceleration of 600 m/sec2 is . applied the dosed end of the bulb for a period of 

at least 2 rnlnutes. (iiD may be drawn on the stem before the stat of the scale to facilitate positioning the 

thermometer so that the mercury column Is in full view. The locator [PART If—SEC 3(i)] (4) TABLE 1 

DIMENSIONAL AND SCALE REQUIREMENTS FOR SOLID STEM CLINICAL THERMOMETERS 

may comprise a thick (1 mm of more) dot or line or a rectangle of 1 x 3 mm. ('v) Bulb—The bulb shall be 

cylindrical with a smooth rounded end and shall be in alignment with the stem. (a) The diameter of bulb 

and the joint of bulb with stem shall nowhere exceed that of the stem. lhe joint shall be smooth and 

regular. (b) The bulb shall be hemispherical at the tip. (v) The bulb, capillary tube and mercury shall be 

sufficiently free from entrapped gas, debris and foreign bodies in order to ensure the correct functioning of 

the thermometer. Dimensions The dimensional and scale requirements for solid stem type clinical 

thermometers, shall be as given in Table 1. Requiremen& (3) Sl. No. (iii) (iv) (vii) (viii) (ix) (x) 

Characteristic Scale range, oc Smallest scale division, oc Over all length, mm Scale length, mm External 

diameter of stem, mm Bulb length, mm (a) Oral thermometer (b) Rectal thermometer External diameter of 

bulb, mm (a) Oral thermometer (b) Rectal thermometer Disence from top of the constriction to the 35.50C 

mark, mm, Min. Distance from the highest graduation line to top of stem, mm, Min Scale spacing, mm 

Min 35.0 to 42,0 or 35.0 to 43.0 0.1 to 115 40 to 65 12 to 18 Not more than 9 3.0 to 6.0 (But not exceeding 

that of stem) 10 8 0.5 Note : See Figure 3 in IS 8757 : 1977 (5) Graduatøn and Numbering (i) The 

thermometer scale shall be sub- divided in 0.10C as shown in Figure 55Q. (iD The graduation lines shall 

be equally spaced and at right angles to the axis of tie thermometer. (iii) All graduation lines shall be of 

equal and uniform thickness of not more than 1/4 of the length of the smallest scale division or 0.15 mm 

whichever Is less. (iv) The pattern of graduatlon and numbering shall be as follows:— (a) Every tenth 

graduation line shall be a long line (about 2 mm) which shall be numbered. (b) There shall be a medlum 

line (about 1.5 mm) midway beueen two consecutive long tines, and (c) There shall be four short lines 

(about 1 mm) equally spaced between consecutive medium and long lines. (v) When the thermometer is 

held in a vertical position and viewed from the front, the left-hand ends of the graduation lines shall Ile on 

an imaginary vertical line (see Figure 55Q). (vi) The numbers shall be placed to the right of the axis in 

such a way that extension of the line to which they refer, would bisect them. The figures shall be placed 

parallel to the axis of the thermometer. (vii) A distinguishing mark (say, an arrow) shall be marked at 

37.00C mark to indicate the normal temperature. (viii) All graduation lines and numbering shall be clearly 

and permanently marked or etched on the stem and filled with a pigment. The marking shall pass the test 

for permanency given in Annex B. Note : The pigment may be black, red, green or blue as agreed to 

between the purchaser and the supplier 

6. Performance requirements (1) 4Dpearance When heated to 420C or so the mercury column 

shall.look like a strlp of uniform GJ/D-/4t5 577 width with clarity and brightness throughout. Note : This 

test takes care of all visual defects, for example, twist in the glass, aberrations, cloudiness, devitrification, 

etc. (2) Ageing and Accuracy The clinical thermometers shall meet all the requirements after ageing by 

natural or artificial means. Natural Ageing involves holding the thermometers at room temperature for four 

months after completion of the construction. Artificial ageing method involves heat treatment of the bulb 

and constriction of the unfilled thermometer at a temperature and duration to be speclfled by the 

manufacture of the glass tubing, Clinical thermometers shall after ageing ensure that their accurao,' as 

measured by the method prescribed in Appendix C shall be ± 0.1 oc for at least one year after the first 

official verification. (3) Influence of Immersion Time If a thermometer at temperature tl (150C t < 300C) 

is suddenly immersed in a well-stirred water bath having a constant temperature tz (35.50C < tz < 420C) 

and is withdrawn after 20 seconds the thermometer reading, after cooling to ambient temperature (150C to 

300C) (l) shall comply with maximum permissible error requirement, and (il) shall not deviate from its 

stabilized reading for temperature t20C by more than 0.005 - tl)0C. This stabilized reading is the 

thermometer reading obtained when the thermometer has been cooled to ambient temperature, after 

reachlng complete thermal equilibrium with the water bath at a temperature t20C. This reading shall also 
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meet the maximum permissible error requirements stipulated in paragraph 6(2)(ii). Note : A free choice of 

test method is permitted, provided the taw of the variation of the indication of the thermometer as a 

function of immersion time is known 

7. Marking and Packing (1) Marking Each clinical thermometer shall be legibly and indelibly 

marked on its stem with the following:—578 THE'GAZETTE OF INDIA :.EXTRAORDINARY [PART 

IPSEC. 3(i)] (a) The:letter oc near the top df the. scales; (b) The word.OraI OF Rectat,..as. the case may 

be; (c) The manufacturet..'s name or hisrecpgnized any; (d) A code number '4to •trace •the batch of 

manufacture; (e) A mark of the verityjng.authority showingthe year-.•of• initial verification; (f) An 

indicatlon for the butb; If theglasSisnot already;identified by its (g) ne Standard"ark ofthe;Bureau of Indian 

Standards. (2) PacWng Clinical thermometers shall be securely packed, individually and:collectlvety, _in 

anymanner acceptable to the purchaser so:as .tominimize the risk of damage in handling, transport and 

.storage. APPENDIX A TEST FOR HARDNESS OF MAXIMUM INDICATING DEVICE 1. Apparatus 

(1) Centrifuge—A centrifuge with radial arms 15 cm each. Each arm shall be provided with a pocket for 

keeping one or more clinical unermometers. Speed of the centrifuge shall be either fixed or adjustable to 

600ppm 

2. Procedure (1) Place the thermometers for sometime in water at a temperature anywhere between 

420C —430C. Then put them In the pockets of all the centrifuge, bulb facing outwards, that Is away from 

the axis of the centrifuge while in rotation. Let the centrifuge work steadily at Its correct speed for at least 

2 minutes. Then stop It. Take the thermometers out of the pockets and observe the mercury column. 

Thermometers shall be taken as having satisfied the requirement of this test, if the mercury rests below or 

at 350C mark. Important—It Is necessary that the room temperature does not exceed 34.50C during the 

test. APPENDIX B TEST FOR PERMANENCY OF MARKING 1. Procedure (1) Place the thermometers 

in a 5 per cent (m/ v) solution of phenol In water maintained at 37 ± 0.50C for a period of 20 minutes. (2) 

Wipe the thermometers dry with a piece of •soft cloth and examine. (3) The thermometers shall be 

considered to 'have passed the test if, after this treatment, the marking does not peel off anywhere. 

APPENDIX C TEST FOR ACCURACY 1. Apparatus (1) Comparator Bath—Elther screw type or bubbler 

type, as prescribed In IS 6274-1971 Method of calibrating liquid-in-glass thermometers, filled with water. 

(2) Reference Thermometers—Calibrated reference thermometers (see schedule mark ISTI of IS 4825 : 

1968) 2. Procedure (1) After preliminary check of the clinical thermometers, carry out the accuracy test in 

accordance with 6.2 of IS 6274—1971 at 37.0 + 0.50C, 39.0 + 0.50C and 41.OOC ± 0.50C respectively. 

(2) The thermometers shall be considered to have passed this test if the accuracy so determined lies within 

limits prescribed In paragraph 6(2)(ii). APPENDIX D DETERMINATION OF THE MEAN 

DEPRESSION OF ZERO OF THERMOMETERS 1. It Is not possible to determine the depression of zero 

of clinical thermometers (mercury-in-glass, with the maximum indicating device) covered by this 

specification. Therefore, special test thermometers (paragraph 2) shall be manufactured from the glass 

being examined in order to conduct the necessary measurements 

2. The test thermometers must meet the following requirements—(1) (2) (3) (4) (5) Scale Range At 

least from - 3.00C to + 3.00C. Scale Interval 0.020C, 0.050C or 0.10C The scale spacing must be at least 

1.0 mm. The expansion chamber must be large enough to allow the thermometers to be heated to 4000C 

without damage. The thermometers must be properly stabilized by the manufacturer and must meet the 

requirements of the stabilization test (see paragraph 3). 3(i)] 3. The proper stabilization of each test 

thermometer must be tested in accordance with the following provisions:— (1) The thermometer is heated 

in a test bath (liquid bath or metal block type oven) from ambient temperature up to 3500C + IOOC and 

keep at this temperature for at least five minutes. It is then cooled to 500C in the test bath, which decreases 

in temperature by 10 to 150C/h. (2) When the thermometer has reached a temperature of 500C, it is 

removed from the test bath and its OOC correction value (1<1) is determined with the help of a zero point 

(OOC) ice bath, which consists of a Dewar flask filled with finely crushed ice covered over with water. 

The water used to make the Ice and the water in which ice is submerged must be pure. Its electrical 

conductivity must not exceed 10—3 S.ml at 200C. The ice must be carefully tamped so that there are no 

air bubbles in the ice- water mixture. It must be compacted as much as possible both prior to measurement 

and periodically during measurement, It is recommended that a water purifier, a refrigerator with ice trays 

and an ice crusher be employed for preparing the ice-water mixture. (3) The thermometer is then heated a 

second time to 3500C + IOOC in the test bath and kept at this temperature for 24 hours. It is then cooled to 
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500C, as before {paragraph (4) When the thermometer has reached a temperature of 500C, it is removed 

from the test bath and its OOC correction value (K2) is detemlned once more. (5) K2 must not differ from 

Kl by more than 0.150C. Thermometers which do not meet this requirement must not be used to determine 

the depression of zero 

4. The mean depression of zero is determined in accordance with the following provisions:—(I) At 

least three test thermometers must be used. They must be manufactured from the glass being tested, must 

have met the requirements of the stabilization test (paragraph 3), and not have been heated above the 

ambient temperature once value K2 has been determined [paragraph 3(4)]. 579 (2) Each of these 

thermometers must be tested at least three times in accordance with the provisions of [paragraphs 4(2)(i), 

4(2)(ll) and 4(2)(iii) below]. (11) The thermometer is kept in a test bath at 1000C ± 1.00C for 30 minutes. 

It is then removed from the bath and allowed to cool in air. While it is cooling to amblent temperature, its 

bulb must not come into contact with other objects. The OOC correction of the thermometer is determined 

not later than 15 minutes after the thermometer has been removed from the test bath. The correctlon value 

obtained is designated by the symbol Kr The thermometer Is then kept for one week at a temperature 

between 200C and 250C. At the end of the week the OOC correction Is determined. Illis correction value 

Is designated 1<4. The procedures described in paragraphs and 4(2)(ii) are then repeated, and a OOC 

correction value, designated Ks, is obtained. The procedures described in paragraph 4(2)(iii) are repeated 

to obtain a series of n differences K2 • Ky K 4 - KS , KZ n - Kzn+t. These are the values of the 

thermometer's depression of zero from the first, second and n the series of measurements, respectively. 

When n series of measurements have been made with m test the following thermometers, expression is 

obtained for the mean depression of zero of these thermometers. mn which must not exceed 0.070C 

{paragraph In accordance with tie provisions of paragraphs 4(1) and 4(2), the conditions m 3 and n 3 must 

be met for m and n, and the standard deviation of the mean depresslon of zero determined in accordance 

with the aforementioned provisions, must not exceed + 0.01 OC. 580 • THE 'GAZETTE g-OF 

EXTRAORDINARY [PART 11—SEC. 3(i)] (vi) a I.•more accurate value for •the meandepression of zero 

is required, atleastfive series .of measurements on •at _least? five: test thermometers must be carried" out. 

CLINICAL THERMOMETER—ENCLOSED SCALE TYPE Scope : This:Part specifies the requirements 

and methods of.testfortenclosed:scale type cliriical thermometers indicating device 

1. Terminology (1) For the purpose of this standard the definitions given .in. IS 2627=1979 Glossary 

of terms relating to liqui&inrglass thermometers as revised from time to time,an addition to the following, 

shall apply. (2) tubes, capillary tubes and bulb tubes 

2. Type The thermometers shali be of the enclosed- scale mercury*in-glass type 

3. Temperature Smle The thermometers shall have a translucent paper or plastic .material strip duly 

graduated in degrees Celsius (oc) and shall have a range from 35 to 420C or 35 to 430C 

4. Immersion Thermometers shall be calibrated for total vertica'/horizontal Immersion.6 31 5. 

.Requirements (1) Patterns—There shall be two patterns of bulb, namely, oral and rectal as follows: (c) 

Oral-for thermometers for use in mouth, and (d) Rectal-for thermometers for use in rectum. Note 1 : Oral 

thermometers may also be used in armpit or groin. Note 2: Rectal thermometers may also be used in the 

mouth, armpit or groin after proper disinfection (2) Materials (ill) Glass tubing—The thermometers shall 

be made from glass tubing conforming to IS 4529-1968 Specification for glass tubes for medical 

thermometers. Thermometric liquid—The thermometric liquid shall be pure, dry mercury. Strip—The strip 

bearing the scale shall be of a translucent or plastic material suitable for the temperature to be read. (3) 

Construction (i) The thermometer sheath shall be in alignment with the bulb and it shall be round or oval. 

(a) The free end of the sheath shall be finished smooth, preferably hemispherical in shape as shown in 

Figure 2 FIGURE-2 CLINICAL THERMOMETER : ENCLOSED SCALE TYPE (ii) Maximum 

Indicating device (constriction)— 600 m/sec2 is applied at the closed The thermometers shall have a 

maximum end of the bulb for a period of at indicating devices (constriction) constructed least 2 minutes. in 

the capillary, between the mercury bulb (Ili) Bulb—The bulb of the oral thermometers and the scale in 

order to prevent the shall be cylindrical with a smooth rounded mercury in the stem from returning to the 

end and shall be in alignment with the bulb on cooling. sheath. The bulb of the rectal thermometers shall 

be pear-shaped. (a) The maximum indicting device shall pass the hardness test prescribed in (a) The 

diameter of bulb and the joint Appendix A when an acceleration of of bulb with sheath shall no where 3(i)] 
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exceed that of the sheath. The joint shall be smooth and regular. (b) The bulb shall be hemispherical at the 

tip. (iv) Strip bearing the scale—It shall be placed tightly against the capillary tube inside the sheath and 

shall be firmly and securely fastened at the top of the thermometer in such a way that it can freely expand 

in length. ne fixing shall not obscure the scale. 581 Note : A suitable method of fixing is by fusing a glass 

tube •or •rod to the sheath and to the upper end of the strip bearing the scale. (v) Capillary tube—The 

capillary tube shall be smooth and uniform. (4) Dimensions—The dimensional and scale requirements for 

clinical thermometers, enclosed scale shall be as given in Table 2. TABLE 2 DIMENSIONAL AND 

SCALE REQUIREMENTS FOR CLINICAL THERMOMETERS, ENCLOSED SCALE Sf. No. (1) (iii) 

(vi) (vii) (viii) (ix) (x) (xi) Characteristic (2) Scale range, oc Smallest scale division, oc Over all length, 

mm, Max Scale length, mm External diameter of sheath, mm (round or oval), max External diameter of 

capillary, mm External diameter of the bulb, mm Bulb length, mm, max Thickness of strip, mm Distance 

above the constriction upto the 350C mark, mm, Min Distance from the highest graduation line to top of 

sheath, mm, Min Requirements (3) 35 to 42 or (5) Graduation and Hguring (i) The thermometer scale shall 

be sub-divided in 0.1 oc as shown in Figure 55R. (ii) The graduation lines shall be of black pigment, 

marked permanently on the strip. They shall be equally spaced and at right angles to the axis of the 

thermometer. (iii) All graduation lines shall be of equal and uniform thickness of not more than 0.2 mm. 

(d) Every tenth graduation line shali be a long line (about 2 mm) which shall be figured. (e) There shall be 

a medium line(about 1.5 mm) midway between two consecutive tong lines, and 35 to 43 0.1 120 45 to 65 

12 21 10 8 (v) (f) nere shall be four short lines (about 1 mm) equally spaced between consecutive medium 

and long lines. When the thermometer Is held in a vertical position and viewed from the front, the left- 

hand ends of the graduation lines shall lie on an imaginary vertlcal line (see Figure The figures shall be 

placed to the right of the axis in such a way that extension of the line to which they refer, would bisect 

them. The figures shall be placed parallel to the axis of the thermometer. A distinguishing mark (say, an 

arrow) shall be marked at 37.00C mark to indicate the normal temperature. 582 THE (GAZETTE "OF 

ANDIA : EXTRAORDINARY [PART U—SEC. 3(i)] (vii) All graduation lines and Tigures Shall be 

clearly visible 

6. Performance reqüirements (1) Aprarance+When heated!to 420C or so the mercury column-shall 

looklike astrip•ofuniform width with clarity arid •brightness throughout.Note : This testtakescare of 

all.visual defects, for twist?in the sglass, aberrations, cloudiness, devitrification„ etc. (2) Ageieg •and 

Accuracy—Clinical thermometersshäll be iadequate!y •aged •to ensure that their accuracy ..as :measured 

by the method prescribed in Appendix."B.shalibe IOC for at least one year after the first-official 

•verification. (3) Time time of response of clinical thermometers, as checked by the method prescribed in 

'Appendix C shall not exceed 8.0 seconds. When the•temperature is rising very slowly at a uniform rate, 

*he jumping of the meniscus of the thermometric llauid,does not exceed one-half of the smallest scale 

division 

7. Marking and Packing (1) Mark/h9—Each clinical thermometer shali be legibly and indeiibty marked 

on its stem with the following:— (a) lhe letter oc near the top of the scales; (b) -nne word Oral or rectal as 

the case may be; (c) lhe manufacturer's name or his recognized trade-mark, If any; (d) A code number to 

trace the batch of manufacture; and (e) A recognized mark of the verifying authority showing the year of 

initial verification; (f) The Standard Mark of the Bureau of Indian Standards. (2) Packing—-ClinIcal 

thermometers shall be securely packed, Individually and collectively, in any manner acceptable to the 

purchaser so as to minimize the risk of damage in handling, transport and storage. APPENDIX A TEST 

FOR HARDNESS OF MAXIMUM INDICATING DEVICE 1. Apparatus (1) Centrlmge—A centrifuge 

with radlal arms 15 each. Each am shall be provided with a pocket for keeping one or more clJnical 

thermometers. Speed of the centrifuge shall be either fixed or adjustable to 600 rpm 

2. Procedure (1) Place the thermometers for some time in water at a temperature anywhere between 

42 and (2) Then put them in the pockets of all the centrifuge, bulb facing outwards, that is away 

from the axis of the centrifuge while In rotation.(3) Let the centrifuge work steadily at its correct speed 

for at least 2 minutes. Then stop it. (4) Take the thermometers out of the pockets and observe the mercury 

column. (5) Thermometers shall be taken as having satisfied the requirement of this test, if the mercury 

rests below or at 350C mark. rmportant—lt is necessary that the room temperature does not exceed 34,50C 

during the test. TEST FOR ACCURACY 1. Apparatus (1) Comparator Bath—Elther screw type or 

bubbler type, as prescribed In IS 6274-1971 Method of calibrating liquid-in-glass thermometers, filled 
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with water. (2) Reference Thermometers—Calibrated reference thermometers [see Schedule Mark 8 and 9 

of the IS 4825-1982 specification of liquid-in-glass solid-stem reference thermometers (first revision)] 

2. Procedure (1) After preliminary check of the clinical thermometers, carry out the accuracy test in 

accordance with 6.2 of IS 6274-1971 at 37.6 ± 0.50C, 39.0 + 0.50C and 41 + 0.50C respectively. (2) The 

thermometers shall be considered to have passed this test if the accuracy so determined lies within limits 

prescribed in paragraph 6(2). APPENDIX C TEST OF TIME OF RESPONSE 1. Apparatus Same as in 

paragraphs 1(1) and 1(2) of Appendix B provided that some automatic arrangement is made to switch off 

stirring at the instant the bulb of thermometers under test touch the water surface and to switch it again 

immediately after the thermometers are taken out of the water 

2. Procedure (1) Set the comparator oath at a temperature of 41' + 0.50C. Note the temperature on the 

reference thermometer. (2) Shake down the clinical thermometers under test to maximum extent. Note : 

Centrifuge mentioned under para 1(1) of Annexure A may be used for this purpose, if required. (3) Plunge 

the clinical thermometers into the bath upto 350C mark. Take out suddenly after 7.5 to 8.0 seconds wipe 

and dry. Take their readings. (4) Thermometers shall be considered to have passed this test, If they indicate 

temperature within + 0.10C of the comparator bath temperature noted in paragraph 2(1) of this Appendix. 

Important—It is necessary that the room temperature does not exceed 34.50C during the test 

PART C CLINICAL ELECTRICAL THERMOMETERS WITH MAXIMUM DEVICE 1. Scope (1) This 

Part specifies the metrological and technical requirements for clinical electrical thermometers with a 

maximum device. Such instruments are designed to measure human or animal body temperature. They 

indicate a maximum temperature measured after a steady state is reached or predicted after a time specific 

to the design of the instrument. Until the maximum temperature is indicated, the actual temperature may 

be indicated by the thermometer. (2) The measuring range of clinical thermometer shah be either of 350C 

to 420C or 350C to 430C. Two accuracy classes, dass I and dass 11, are covered by this specification. (3) 

This specification applies.to battery-powered instruments which provide a digital Indication of 

temperature. (4) Clinical electrical thermometers designed to measure skin temperature are not covered by 

this specification. (5) This specification does not exclude the use of any contract devlce based on other 

measurement principles that meets equivalent performance standards in determining maximum body 

temperature at specified time intervals 

2. Terminology (1) A clinical electrical thermometer, as covered by this specification is a contåct 

thermometer comprising a temperature probe and an indicating unit, and that is designed to 

measure human or animal body temperature.(2) A temperature probe is the component of a 

thermometer of which part is applied to a body cavity or tissue with which it establishes thermat 

equilibrium. 583 It comprises a temperature sensor with associated parts including coverage, sels, Inner 

leads, and connecting plug, where appropriate. Notes: 1. A body or dssue may be the mouth (sublingual), 

rectum, or armplt 

2. The part of the probe fn contact with a body cavity or tissue is called the 'applied part' 

3. An Indicating unit Is the component of a thermometer that process the output signal of the temperature 

sensor and displays the measured temperature 

4. A maximum device is the component of a thermometer that monitors over a specified time the 

temperature measured by a probe in contact with a body cavity or tissue, at which it indicates the 

maximum temperature and maintains the indicatlon until reset by the user 

5. Predicting clinical electrical thermometer calculates the maximum temperature of a probe In 

contact with a body cavity or tissue, without waiting for thermal equilibrium to occur, by using heat 

transfer data and a mathematical algorithm, 3.Descrlption of the instrument (1) A complete 

thermometer consists of a temperature probe con nected to any indicating unit. The Instrument may be of 

the following type:— —Indicating unit that is compatible with the characteristic response of a probe 

4. Metrological requirements ( 1) Unltofmeasuæment-measuring range-scale interval (a) (b) (c) The 

unit of temperature shall be the degree Celsius oc.The measurement range shall be a minimum of 350C 

to 430C or 350C to 420C. Greater measuring ranges may be sub- divided into partial ranges; however, the 

range 350C to 420C shall be continuous. The scale interval or digital increment shall not exceed— • 0.01 

oc for dass I thermometers, • 0.1 oc for class 11 thermometers. (2) Maximum permissible (a) The 
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maximum permissible error under reference conditions for the temperature range 32.00C to 42.00C for the 

b„vo accuracy classes covered shall be as follows:— 584 Accuracy dass class I class 11 .THE (GAZETTE 

.OF 31NDIA : EXTRAORDINARY [PART IPSEC. 3(i)] Maximumpermissible errors'(range32.00C to 

42.•00C) Complete thermometer ± 0.15'C ..lndicating Temperature unit pmbe ±.o.050C (b) Outside,the 

temperature .range •320C to 420C,.the maximum errors shall beat Wvice the valuesspecified an paragraph 

4(2)(a). (3) Reference mnd/tions The reference,conditionsfor the requirements of paragraph be: 

ambient•.temperature of 270C + 50C relative'humldity to 50% ± 20% • the instrument operating within the 

specified range of battery voltage (specified power supply conditions). (4) Time tesponse ne thermometer 

shall be submitted by *the manufacturer to a testing laboratory to determine its time response. The test 

shall be based on any analysis of a significant sample of human subjects. The difference between the 

dlsplayed calculated temperature and the corresponding measured temperature at thermal equilibrium of 

calculating (predicting) thermometer shall not exceed 5. Technical requirements (1) Temperature probe (i) 

For an Interchangeable probe of the resistance type, the manufacturer shall specify the maximum power 

that may be supplied to the probe by an Indicating unit; this power shall not cause energy dissipation (PR) 

giving rise to any Increase in temperature by more than 0.020C when immersed in a reference water bath 

maintained at a temperature range of 36.90C to 37.10C. Note :(1) For a description of the reference water 

bath, see Annexure A. (2) A test •of this requirement is only applicable to inter-changeable probes 

submitted for pattern approval without a specific indicating unit. When a probe is submitted with an 

associated Indicating unit, the requirement in 5(2)(7) applies. (v) Note : (vil) Notes : (viii) The thermal 

stability of the probe, after exposure for 100 hours at 800C + 20C or 300 hours at 550C + 20C, shall be 

such that the requirement for maximum permissible errors specified in paragraph 4(2) is met. The 

electrical insulation of the probe shall be sufficient to prevent a change In Indicated temperatures greater 

than + 0.020C when the probe is immersed In an electrically conducting liquid having an Insulation 

resistance of 80 MW at 200C. This insulation includes that between the inner lead wires, that between the 

wires and the surface of the probe, and that encasing and protecting connections and transitions. The 

locations of the sensors in the probe shall be such that, when the probe is Immersed to depths greater than 

50 mm from its tip in a reference water bath at a temperature does not vary by more than 0.050C from that 

Indicated at a depth of 50 mm. The probe shall be strong enough to withstand mechanical stresses 

expected under normal conditions of the use. If the probe is inter-changeable, it shall be fitted with either a 

plug-in or quick dis- connectable electrical connector. The contact resistance of the connector or the 

Insulation resistance between the circuits of the; connector or to ground shall not cause a variation in the 

indicated temperature greater than 0.020C. The connectors may not be required to be water resistant. The 

probe shall meet the requirements for maximum permissible errors specified In paragraph 4(2) when the 

applied part has been subjected to the cleaning in and disinfecting procedure specified by the 

manufacturer. (1) For small compact thermometers this applies to the complete instrument. (2) The 

materials of the probe that come into contact with the body should 'be selected for compatibility with body 

tissue. The output signa' of the probe shall not vary by more than ± 0.050C when the temperature of the 

cable connecting it to an indicating unit varies by 200C. 3(i)] (2) Indicating unit (i) When connected to a 

resistance-type temperature probe, the indicating unit shall provide an energizing potential sufficiently low 

so that energy dissipation (12 R) in the probe shall not cause an increase in indicated temperature of over 

0.01 oc when the probe is immersed in a reference water bath at a temperature within the specified 

measuring range. (ii) The indicating unit shall not Indlcate a temperature when connected to a battery 

charger. (iii) lhe digital display of temperature shall be at least 4 mm In height or it shall be optically 

magnified so as to appear at least 4 mm in height. (iv) The indicating unit shall provide a clear indicating 

or warning signal when the measured temperature is outside the specified measuring range. (v) The 

indicating unit shall include a self- checking device that meets the requirements of the paragraph 4(2). This 

device, which may be manual or automatic, shall input a predetermined electrical signal. Failure shall be 

clearly indicated. Note : This device checks only the operation of the indicating unit and does not ensure 

that a temperature measurement Is correct. It provides a means of detectlng a faulty operation caused by a 

defective component or other disturbance. (vi) In the case of a predicting thermometer, the indlcating unit 

shall provide a means of displaying the measured temperature after reaching the thermal equilibrium. (3) 

Complete thermometer Note : The reference thermometer is that indicated (either before the test, or before 

and after the test, as appropriate) by the thermometer probe immersed in the reference water bath 
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according to the paragraph I of Annexure A, thé temperature being hetd constant within the working range 

of the thermometer. (i) The thermometer shall provide a clear indication or warning signals when the 

battery voltage is the specified limits and it shall meet the requirement specified in paragraph 4(2) when 

the voltage Is within these limits. 63/11-1147 (Iji) (vi) (vii) (viii) 585 The indicated temperature shall not 

vary by more than + 0.10C from the reference temperature when the temperature of the thermometer 

casing varies from IOOC to The indicated temperature shall not vary more than ± 0.1 oc from the 

reference temperature after a thermal shock resulting from an abrupt change In temperature from -SOC 

t0+500C. The indicated temperature shatt not vary by more than + 0.10C from the reference temperature 

after storage for 24 hours at - ± 20C and at + 20C. The indicated temperature shall not vary by more than + 

0. IOC from the reference temperature after storage at a relative humidity of 91% to 95% at a temperature 

constant within + 20C in the range 200C to The indicated temperature shall not vary by more than ± 0.30C 

from the reference temperature during exposure to electromagnetic field having a frequency between 150 

kHz and 500 MHz and a field strength of IOV/m. The indicated temperature shall not vary by more than ± 

O. IOC from the reference temperature after fall on to a hard surface from a height of 1m from three 

different orientations. Small and compact complete thermometers shall be water resistant 

6. Practical Instructions (1) Manufacturers shall provide an operating manual, or instructions, 

including the following informatlon:—description of appropriate uses and means of applications, • 

Identification of the specified temperature measuring range of the complete thermometer taking into 

account, if applicable, the specified measuring ranges of both the interchangeable probes and the 

Indicating unit, • instructions and precautions for deanlng and disinfecting the complete thermometer or 

the inter-changeable probes, • identification of components and suitable Inter-changeable parts such as 

probes and 586 THE GAZETTE OF .1NDIA : EXTRAORDINARY [PART [I—SEC. 3(i)] nominal 

voltage, "lif applicable, minimum time. for ..achievlng ithermal equilibrium, • description of transition 

from•thepredicted temperature:measuring rmode 'Into the actual temperature:measuring mode, • 

instruction for the self:checkjng device, • information-on the:correct 'environmental conditions .of use, 

storage, and transport of the thermometer. (2) Specific: information should be provided by the 

manufacturer, on request, regarding possible sub- standard performance •if used under the following 

conditions:— • outside Ithe :presaribed environmental temperature.and humidity range, • after an 

accidental mechanical shock 

7. Metrological controls (1) Pattemevaluation (i) Manufacturers shall provide the following 

information;—location of sensor from tip of probe, description and prlnciples of measurements of 

complete thermometer, description of electjcal principles and of any necessary equlpments provided, 

description of test for self-checking device, specified working range for battery, nominal and specified 

temperature measuring ranges, nominal values of calibrations data for type of temperature probe, as 

applicable, precautions for cleaning and disinfecting complete thermometer or temperature probes, as 

appropriate, including test results as specified in paragraph 3 of Annexure B, Indicating on instrument if a 

displayed value is calculated, test results, results of clinical test of time responses [paragraph 4(4) and 

Annex D], Note : Probe operating manual and/or instructions (see clause 6)' Thermometers shall be 

subjected to the following tests:— Requirements for the reference water bath and the test for maximum 

permissible errors are provided In Annexure A. The performance requirements for the Instrument and Its 

major components are provided in paragraphs 4 and 5. Where appropriate, an additional description of 

required tests is provlded In Annexure B. maximum permissible errors [4(2) and paragraph 2(2)(i) of 

Annexure A] long-term thermal stability electrical insulation and water resistance [5(1)(iii) and paragraph 

2 of Annexure B]. location of sensor [5(1)(iv)] mechanical strength [5(1)(v)] electrical contact resistance 

of connector cleaning and disinfecting and paragraph 3 of Annexure B] stability with changes in 

temperature of cables rndlcatlng une maximurn permissible errors [4(2) and Annexure A] power provided 

to probe [5(2)(i) and paragraph 1 of Annexure B] indication when connected to battery charger [5(2)(ii)] 

indication if the thermometer •is outside the specified measuring range self-checking device [5(2)(v)] 

display of predicting thermometer Complete thermometer maximum permissible errors [4(2) and 

Annexure A] low battery indication [5(3)(i) and paragraph 4 of Annexure B] ambient temperature [5(3)(ii) 

and paragraph 6 of Annexure B] 3(i)] thermal shock [5(3)(iii) and paragraph 6 of Annexure B] storage 

temperatures humidity [5(3)(v) and paragraph 7 of Annexure B] electromagnetic radiation inter- ference 

[5(3)(vi) and paragraph 8 of Annexure B] mechanical shock [5(3)(vii) and paragraph 9 of Annexure B] 
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water resistance of small compact thermometers and Annexure C] instructions and precautions for 

cleaning and disinfecting the complete thermometer or the inter- changeable probes, identification of 

components and suitable inter-changeabte parts such as probes and batteries, Including nominal voltage, if 

applicable, minimum time for achieving thermal equilibrium by an indicating energy dissipation 

requirements [5(1)(a) and paragraph 1 of Annexure B] (iii) A report of the results of tests required in 

paragraphs 7(1)(ii) and shall be prepared. (2) Marks and (i) Manufacturers shall provide a space for marks 

and labels. (ii) Manufacturers shall affix on the thermo- meter or indicating unit, if separate, the following 

marks or labels:— name and address of manufacturer or supplier, and/or trademark, model or type 

designation, and serial or tot number, temperature values or Indications given by the self-checking device, 

indicatlon of the orientation or position in sue, wheré appropriate, indication if a displayed value is 

calculated. (iii) Inter-changeable temperature probes shall bear the following marks or labels:— name and 

address of manufacture and/or trademark, type designation, (v). 587 serial or tot number, or relevant 

manufacturing production data. A single-use temperature probe shall be sealed in a package on which the 

information specified In paragraph 7(2)(iii) and the measuring range shall be indicated. In addition, 

suffident space on the package shall be provided for the application of official approval marks. It shall be 

clear if the package has been opened and the instructions shall stipulate that the user only opens the 

package Immediately before use. The testing laboratory shall permit the application in a consplcuous 

place, of the following pattern approval mark or label, on each complete thermometer or indicating unit 

and associated temperature probe(s). indication of the specified temperature measuring range If the total 

range of the thermometer Is greater. (3) Verification (ill) Note : The laboratory shall examine the 

Information provided by manufacturers as specified in paragraph 6. The laboratory shall examine the 

Instrument's pattern approval certificate mark(s) or label(s). The laboratory shall carry out any of the tests 

indicated in paragraph 7(1)(ii) that may be critical for the designated application of the instrument. The 

tests indicated in paragraph 2 of Annexure A may be sufficient for verification. The laboratory shall 

provide a verified Instrument with a mark or label. The water resistance of small and compact complete 

thermometers shall be examined by means of the procedure described in paragraph 2 of Annexure C. The 

laboratory shall indicate the period of validity of the verification. ANNEXURE A ESTABLISHING 

REFERENCE TEMPERATURES AND DETERMINING MAXIMUM PERMISSIBLE ERRORS 

(Mandatory) 1. Reference temperatures (1) A well-regulated and stirred water bath containing at least one 

litre in volume shall be used 588 THE GAZETTE OF .:INDIA.: EXTRAORDINARY [PART II—SEC. to 

establish reference temperatures ;over the measuring range for conducting various performance tests on an 

instrument, Thebath shall•becontrolled to a temperature stability ± '0.020C over the Shall not have a 

temperaturesradient greater •than within its worklog spaceat a specified temperature. This temperature 

gradient shallbe:assured under all conditions and, methods of loading temperature probes. Note : The 

:water 'bath described above is referred to •.water bath" 'in this specification. (2) A reference 

thermometerwith an expanded uncertainty .O.030C (calculated for a coverage factor 3) shall be used to 

determine the temperature of!the water bath. The calibration shall be traceable to national measurement 

standards 

2. Determining maximum permisslble errors (1) Complete themometer (i) The temperature probe of 

a complete thermometer shall be immersed in a reference water bath at a constant temperature until 

temperature equilibrium is established.The temperature Indicated by the thermometer shall be 

compared to that indicated by the reference thermometer. The bath temperature shall then be increased or 

decreased, the temperature equilibrium re-established, and the measurement process repeated. The 

difference between the measured and reference temperatures shall meet the requirements for maximum 

permissible errors as specified in paragraph 4(2). (ii) The number of measurements at different 

temperatures depends on the measuring range of the instrument; however, measurements shall be carried 

out for at least the following number of temperatures within the measuring range:— temperature value by 

using an appropriate instrument to measure a change in that properW as a function of temperature. For a 

resistance-type probe, an appropriate instrument for measuring its output signal may be an ohm meter that 

can apply power to the probe at a level below the limit specified in paragraph 5(2)(i) and the temperature 

value Is obtained from the manufacturer's data of resistance versus temperature. The expanded 

measurement uncertainty of the appropriate instrument shall not be greater than a value equivalent to 0.01 

oc (calculated for a coverage factor k = 3), referring to the manufacturer's data at a temperature of 370C. 
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The calibration shall be traceable to national measurement standards. Each temperature value obtained for 

the probe in this way shall be compared to that Indicated by the reference thermometer in the bath. The 

difference between these temperature values shall meet the requirements for maximum permissible errors 

as specified in paragraph (11) The number of measurements required shall be the same as specified in 

paragraph 2(1)(ii) of Annexure A. (3) Indicating unit Note : Measuring range < 100C Number of 

temperatures 3 5 (2) Inter-changeable and single-use probe (i) An inter•changeable or single-use probe 

shall be Immersed 'n a reference water bath as specified in paragraph of Annexure A measured physical 

property of the probe shall be converted to a The performance of an indicating unit shall be tested using a 

device that simulates the relevant physical properties of the appropriate probe Wpe. The expanded 

measurement uncertainty of ihe simulatlng device shall not be greater than a value equivalent to 0.01 oc 

(calculated for a coverage factor k = 3), referring to the manufacturer's data at a temperature of 370C. The 

calibration shall be traceable to national measurement standards. For example, a calibrated decade 

resistance box may be used to provide a variable resistance to simulate a resistance-type probe. Values of 

resistance for input to the indicating unit over its specified measuring range shall be selected from the 

manufacturer's data of resistance •versus temperature. Similarly, variable voltage sources may be used to 

simulate a thermocouple. The difference between the temperatures dlsplayed by the indicating unit and the 

corresponding simulated values of 3(i)] temperature shall meet the requirements for maximum permissible 

errors specified in paragraph 4(2). (iii) The number of measurements shall be the same as specified in 

paragraph 2(1)(ii) of Annexure A. ANNEXURE B BRIEF DESCRIPTION OF INSTRUMENT 

PERFORMANCE TESTS (Mandatory) 1. Energy dlsslpatlon of a resistance-type Interchangeable probe 

(1) The probe shall be placed in a reference water bath as specified in paragraph 1(1) of Annexure A at a 

temperature of 37 oc + 1 oc. Measurements shall be carried out at three or more DC currents with the 

highest power being 2mW. For each applied current, the voltage and current shall be measured. (2) The 

equivalent resistance values shall be calculated and then converted to temperature values using the 

manufacturer's characteristic (resistance versus temperature) table for the probe type. A linear (least-

squares fit) curve of temperature as a function of applied power shall be drawn. From this curve, power 

corresponding to the maximum energy dissipation that will cause a change in indicated temperature by 

0.01 oc for reusable, interchangeable, or single-use probes shall be determined. This value is the maximum 

power that may be provided by an indicating unit for the ype of probe tested and the manufacturer's 

specified value shall be equal to or less than the value determined 

2. Electrical Insulation resistance of the probe (1) The resistance of the temperature probe shall be 

determined at one or more temperatures using the procedure specified in paragraphs 2(1)(i) or 

2(2)(ii) of Annexure A.The probe shall then be immersed to a length equal to that intended to be in 

contact with the body, or 50 mm, whichever is greater, in a physiological saline solution (9.5g of NaCl per 

litre of distilled water). (2) After at least one minute, the resistance between the electrical connections of 

the probe taken together and an electrode immersed Jn the physiological saline solution shall be measured 

using an instrument that applies a voltage of 10 V ± 1 V the probe connections and the The resistance 

measured shall be greater than the shunt resistance that would correspond to a change in indicated 

temperature of 0.020C. (3) The probe shall be left in the physiological saline solution for 24 hours, after 

which its resistance 589 shall be re-measured as specified in paragraph 2(1) of Annexure B. The difference 

in indicated temperature between measurements shall not be greater than 0.020C 

3. Cleaning and disinfectlng the probe (1) The applied part of the temperature probe or of the 

complete compact thermometer shall be cleaned and disinfected twenty times according to the 

manufacturer's instructlons.(2) After cleaning and dlslnfectjng as specified in paragraph 3(1) of 

Annexure B, the requirements of paragraph 4(2) shall be met 

4. Low battery indication Note: Paragraphs 4 to 9 of Annexure B it is to be understood that the 

temperature indication of a complete thermometer shall be generated within the measuring range 

by insetting the probe in a reference water bath or in another bath with similar qualities.The 

temperature indication of an indicating unit designed for use with interchangeable probes shall be 

generated by replacing the probe by an auxiliary device, such as an appropriate precision resistor 

simulatlng the temperature of a resistance probe. The reference temperature indication is that obtained 

under the reference conditions described in paragraph (1) Te battery shall be replaced by a variable DC 

voltage source. (2) The voltage of the source shall be reduced unit a low battery indication or warning 
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signal is activated at the level specified by the manufacturer. The test shall be carried out at three different 

temperatures; 370C + IOC, and the lower and upper limits of the measuring range 

5. Ambient temperature ( 1) The complete thermometer or indicating unit shall be placed in a test 

chamber, and the temperature of the chamber varied from 100C to 400C with each temperature 

setting constant within + 20C.Sufficient time shall be allowed at each temperature setting to permit the 

complete thermometer or indicating unit to reach thermal equilibrium with the chamber. (2) At each 

temperature tested, the requirements specified in paragraph 4(2) shall be met 

6. Thermal shock (1) The indicating unit shall be placed in a test chamber at - 50C + 20C.(2) After 

thermal equilibrium has been established, the complete thermometer or indicating 590 THE OF INDIA : 

EXTRAORDINARY [PART 11—SEC. 3(i)] unit shall be placed ima test chamberat;500C + 20C until 

thermal equilibrium has. been-established and all traces of condensed moisture; have evaporated. (3) The 

process-described'.in paragraphs 6(1) and 6(2) of Annexure B shall be performed five times. (4) The 

indicating unit shall be allowed to achieve thermal• equilibrium room temperature after which the, 

indicated temperature shall not change by more than +. O. 1 OC.as•a result of exposure to the thermal 

shocks described Ein •paragraphs 6(1) and 6(i) by Annexure,B. Note : Thermal equilibrium may be 

achieved more quickly and completely iby opening the casing of the thermometer, If possible 

7. Humidity (1) The complete thermometer or indicating unit shall be stabilized ate temperature 

twithln the range 200C to 320C for4 hours or more.During this time, t shall remain constant within ± 

20C. (2) After aChieving a stable temperature as specified in paragraph 7(1) of Annexure B, the complete 

thermometer or indicating unit shall be placed in a humidity test chamber containing air at a temperature 

between and r + 40C and a relative humidity between 91% and 95% for a perlod of 48 hours. (3) After 

exposure as specified in paragraph 7(2) of Annexure B, the complete thermometer or indicating unit shall 

be removed from the test chamber and allowed to stabilize at room temperature for 48 hours. The indicated 

temperature shall not vary by more than ± 0.1 oc as a result of this test 

8. Electro-magnetic radiation interference (l) The complete thermometer or Indlcating unit shall be 

exposed to an electromagnetic field with a field strength of IO V/m at frequencies between 150 kHz 

and 500 MHz modulated by a 1 kHz sine wave and 80% amplitude modulation.(2) The specific field 

strength shall be established prior to testing and without the instrument being placed in the electro-

magnetic field. The field strength may be generated as follows :— • a strip line for low frequencies (below 

3 MHz) or In some cases 150 MHz) for small instruments, dipole antennas, or antennas with circular 

polarizadon, placed 1m from the instrument at higher frequencies. (3) The field shall be generated with 

two orthogonal polarlzatlons and then slowly scanned through the range. Antennas with circular 

polarization may be used to generate the electro- magnetic field without a change in their positions. The 

test shall be carried out in a shielded enclosure to comply with international laws prohibiting interference 

with radio communications, but care shall be taken to minimize reflections. (4) During the test, the 

requirements specified in paragraph 5(3)(vi) shall be met 

9. Mechanical shock (1) lhe complete thermometer or indicating unit shall be allowed to fail from a 

height of 1m on to a härd surface (for example, a block of hard wood of density greater than 700 

kg/m3 and of suitable size lying flat on a rigid base).The drop shall be performed once for three 

different orientations of the complete thermometer or indicating unit. (2) After the 'test, the requirements 

specified in paragraph 5(3)(vii) shall be met. ANNEXURE C TEST OF WATER RESISTANCE OF 

COMPLETE THERMOMETERS (Mandatory) 1. Pattern approval (1) A total of 10 samples shall be 

tested. (2) The battery casing shall be opened and closed several times before the tests if the thermometer 

Is equipped with replaceable batteries. (3) The thermometer shall be totally immersed in an equivalent 

physiological solution (9.5g NaCl per litre of distllled water) to a depth of' 15 cm and at temperatures of 

500C and 200C for' the following periods of time and in the sequence indicated :— 1 hour at 500C + 20C • 

1 hour at + 20C • 24 hours at 500C + 20C • 24 hours at 200C + 20C (4) The indicated values shall be 

measured at two or more temperatures near the lower and upper limit of the measuring range before the 

first immersion and after the second and last immersion. The thermometers shall have reached equilibrium 

with room temperature before recording the indicated values, After the last immersion, the thermometers 

shall be stored for 14 days in air at room temperature before taking the last measurement. (5) The test may 

be discontinued if it is obvious that water has penetrated into the casing of a thermometer. (6) The 
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thermometer pattern shall be declared to be water resistant if, for nine out of ten thermometers, the 

difference in indicated 11—auz 3(i)] temperatures for any individual thermometer is less • 0.040C for 

thermometers with a minimum digital increment of 0.01 oc (class I), • 0.1 oc for thermometers with a 

minimum digital Increment of 0.1 oc (class 11) 

2. Verification (1) The thermometers shall be totally immersed in an equivalent physiological 

solution at a temperature of 500C + 20C to a depth of 15 cm for one hour, after which they shall be 

immersed for another hour under same conditions but at a temperature of 200C + 20C.Before the 

first immersion and after the second immersion, the indicated values shall be measured at two 

temperatures. (2) A thermometer shall be accepted jf the performance requirements specified In paragraph 

1(6) are met. ANNEXURE D CLINICAL TEST OF RESPONSE TIME (Mandatory) 1. Non-predictlng 

clinical electrical thermometers The minimum time for achievlng thermal equilibrium at each appropriate 

body site shall be determined on the basis of testing at least ten persons 

2. Predicting (calculating) clinical electrical thermometers (1) The difference between the displayed 

calculated temperature and the corresponding measured temperature at thermal equlllbrium of a 

calculating (predicting) thermometer shall be determined on the basis of testing at least 100 

persons.The predicted temperature of each person at an appropriate body site shall be determined by the 

method speclfled by the manufacturer. After the predicted indication, the thermometer shall remain at the 

site for measuring and indicating the actual temperature of Its sensor. The total time allowed shall be 

sufficient to attain thermal equilibrium. The difference in the first and second Indicated temperatures for 

95% of the persons tested shall not be more than 0.20C. (2) If an oral (sublingual) test has been carried out, 

the minimum number of persons required fer rectal measurement shall be twenty. 591 PART 

MANOMETERS OF INSTRUMENTS FOR MEASURING ARTERIAL BLOOD PRESSURE 

(SPHYGMOMANOMETARS) PART VII•A NON-INVASIVE MECHANICAL 

SPHYGMOMANOMETERS 1. Scope This Part specifies general performance, efficiency and mechanical 

•and electrical safety requirements, including test methods for type for non-invasive mechanical approval, 

sphygmomanometers and their accessories which, by means of an inflatable cuff, are used for the non- 

invasive measurement of arterial blood pressure. The application of the cuff is not Ilmlted to a particular 

extremity of the human body (e.g. the upper arm). Within the scope of this specification are 

sphygmomanometers with a mechanical pressure sensing element and display, used In conjunction wth a 

stethoscope or other manual methods for detecting Korotkoff sounds and for cuff Inflation. Note : Luer 

locks shall not be used with these devices 

2. Termlnology (1) Bladder : The inflatable component of the cuff is called bladder.(2) Pressure in a 

blood vessel : It refers to pressure in the arterial system of the body. (3) cuff: It is that component of the 

sphygmomanometer, comprising a bladder and a sleeve, which is wrapped around the limb of the patient. 

(4) Diastolic blood pæssuæ (value) : The minimum value of the arterial blood pressure as a result of 

relaxation of the systemic ventricle is called diastolic blood pressure. Note: Because of hydrostatic effece, 

this value should be measured with the cuff at the heart level. (S) Mean arteria/ blood pressure (value) : It 

Is the value of the integral of one cycle of the blood pressure curve divided by the time of one heart beat 

perlod. Note : Because of hydrostatic effe&, this value should be measured with the cuff at the heart level. 

(6) Non-invasive blæd pressure measurement : Indirect measurement of the arterial blood pressure without 

arterial puncture is called non- invasive blood pressure measurement. 592 (7) Pneumaticsystem : THE 

GAZET.TE OF •INDIA t EXTRAORDINARY [PART [I—SEC. 3(i)] A system•thathincludes all 

pressurized and pressure-controlling zparts :such as •cuff, •tubing, connectors, valves; transducer -and 

pump .is calléd pneumatic system. (8) Sleeve : It is essentially; inelastic part of the cuff that encloses the 

bladder. (9) Sphygmomanometer : It is an instrument used for the non-invasive measurement of'.the• 

arterial ;blood pressure. (10) Systöllc.blood pressure (value) : The maximum •value of the arterial blood 

pressure as a result Of the contraction of the systemic ventricle is caltedvsystolic blood pressure. Note : 

Becauseof hydrostatic effects, this value should be measured with the cuff at the heart level. (11) 

Mechanic—I sphygmomanometer : The. sphygmomanometer which uses either a mercury or an aneroid- 

manometer or another mechanical measuring device for the non-invasive measurement of the arterial 

blood pressure by means of an inflatable cuff, is called mechanical sphygmomanometer. (12) Auscultatory 

method : It' is that technique whereby sounds (known as Korotkoff sounds) are heard over an occluded 

artery as the occluding pressure is slowly released, the appearance of sounds coinciding with the systolic 
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blood pressure and the disappearance of sounds with the diastolic blood pressure in adults. In children 

under age of 13, "k4" (I.e. 4th phase Korotkoff sound) maybe appropriate. (13) Deflation valve : The valve 

used for controller exhaust of the pneumatic system during measurement. (14) Rapid exhaust valve : The 

valve used for rapidly exhausting the pneumatic system. (15) 7ämper proofing : It is that means of 

preventing the user from gaining easy access to the measuring mechanism of the device 

3. Description of the category of Instrument The basic components of a sphygmomanometer are a 

cuff and bladder that can be wrapped around a patient's limb, a manual system for applying and 

releasing pressure to the bladder, and a means of measuring and displaying the Instantaneous 

pressure in the bladder.Mechanical sphygmomanometers, which use either mercury or an aneroid 

manometer or another mechanical measurlng device for the non- invasive measurement of the arterlal 

blood pressure by means of an inflatable cuff. Notes : Components of these devices are manometer, cuff, 

valve for deflation (often In combination with rapid exhaust valve), hand pump or electro-mechanical 

pump and connection hoses, These devlces may also contain electro-mechanical components for pressure 

control 

4. Units of measurement The blood pressure shall be indicated either in kilo-Pascal (kPa) or in 

millimetres of mercury (mmHg), 5.Metrological requirements (1) Maximum permissible errors of the 

cuff pressure Indication Under ambient conditions For any set of conditions within the ambient 

temperature range of ISOC to 250C and the retative humidity range of 20% to 85%, both for increasing 

and for decreasing pressure, the maximum permissible error for the measurement of the cuff pressure at 

any point of the scale range shall be ± 0.4 kPa (± 3 mmHg) in case of verifying the first time and ± 0.5 kPa 

4 mmHg) for sphygmomanometers in use. Testing shall be carried out in accordance with paragraph 1 of 

Annexure A. undér storage conditions The sphygmomanometer shall maintain the maximum permissible 

error requirements specified in this paragraph 5(1)(i) after storage for 24 h at a temperature of -200C and 

for 24h at a temperature of 700C and a relative humidity of 85% (non-condensing). Testing shall be 

carried out in accordance with paragraph 3 of Annexure A. Under varying temperature conditions For tie 

ambient temperature range of IO'C to 400C and hurnåity of 85% (non- oondersing), the difference of the 

cuff pressure indiæöon of the sphygmomanorneter shall not exceed ± 0.4 kPa (± 3 mmHg). Testing shall 

be carried out in accordance witl paragraph 2 of Annexure A 

6. Technical requirements (1) Technical requirements for the cuff and bladder The cuff shall 

contain a bladder.For reusable cuffs the manufacturer shall indicate the method for clean!ng in the 

accompanying documents. Note : The optimum bladder size is one with dimensions such that its widån is 

40% of the limb circumference at the midpoint of the cuff application, and its length is at least 80%, 

preferably 100%, of the limb circumference at the midpoint of cuff application. Use of the wrong size can 

affect the accuracy of the measurement. (2) Technical requiremen& for the pneumaffc system (i) Air 

leakage Air leakage shall not exceed a pressure drop of 0.5 kPa/min (4 mmHg/min). Testing shall be 

carried out in accordance with paragraph 4 of Annexure A. (ii) Pressure reduction rate Manually operated 

deflation valves shall be capable of adjustment to a deflation rate from 0.3 kPa/s to 0.4 kPa/s (2 mmHg/s to 

3 mmHg/s). Manually operated deflation valves shall be easily adjusted to these values. Deflation valves 

shall be tested in accordance with paragraph 5 of Annexure A. (iii) Rapid exhaust During the rapid exhaust 

of the pneumatic system, with the valve fully opened, the time for the pressure reduction from 35 kPa to 2 

kPa (260 mmHg to 15 mmHg) shall not exceed IOS. Testing shall be carried out in accordance with 

paragraph 6 of Annexure A. (3) Technlca/ requiremen& for the pressure indicating devices (i) Nominal 

range and measuring range (a) (b) (c) (d) 593 The nominal range shall be equal to the measuring range. 

The nominal range for the cuff gauge pressure shall extend from O kPa to at least 35 kPa (O mmHg to at 

least 260 mmHg). Ana,mæ indiCatøn Sca le The scale shall' be designed and arranged so that the 

measuring values can be read clearly and are easily recognized. Testing shall be carried out by visual 

inspection, First scale mark The graduation shall begin with the first scale mark at 0 kPa (O mmHg). 

Testing shall be carried out by visual inspection. Scale interval The scale interval shall be— 0.2 kPa for a 

scale graduated in kPa; or 2 mmHg for a scale graduated in mmHg. Each fifth •scale mark shall be 

indicated by greater length and each tenth scale mark shall be numbered. An example of a scale In mmHg 

is given in Figure 1. Testing shall be carried out by visual inspection. Scale spacing and thickness of the 

scale marks The distance between adjacent scale marks shall be not less than 1.0 mm. The thickness of the 

scale marks shall not exceed 20% of the smallest scale spacing. All scale marks shall be of equal thickness. 
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Testing shall be carried out in accordance with papgraph 7 of Annexure A. 740 = (Figure 1 Example of an 

aneroid manometer scale division In mmHg without a tolerance zone at zero) t' 74 6T //—/Q9 594 THE 

GAZETTE OF : EXTRAORDINARY [PART 11—SEC. (4) Additional technica/ requirements for 

mercury manometers (i) Interna/ diameter of the tube containing mercury The nominal internal diameter of 

the mercury tube shall be at least 3.5 mm. The tolerance on diameter shall not exceed + 0.2 mm. Testing 

shall be carried out in accordance with paragraph 8 of Annexure A. (ii) R)/tab/e devices A portable device 

shall be provided with an adjusting or locking mechanism to secure it In the specified position of use. 

Testing shall be carried out by visual inspection. (iii) Devices to prevent mercuo,' from being spilled 

during use and transport A device shall be placed jn the tube to prevent mercury from being spllled during 

use and transport (for example: stopping device, locklng device, etc.). This device shall be such that when 

the pressure in the system drops rapidly from 27 kPa to 0 kPa (from 200 mmHg to 0 mmHg), the time 

taken for the mercury column to fall from 27 kPa to 5 kPa (from 200 mmHg to 40 mmHg) shall not exceed 

1.5 s. Thls time is known as the "exhaust time". Testing shall be carried out In accordance wifh paragraphs 

9 and 10 of Annexure A. (iv) Quality of the mercury (a) The mercury shall have a purity of not less than 

99.99% according to the decla•ration of the supplier of the mercury. (b) The mercury shall exhibit a clean 

meniscus and shall not contain air bubbles. (v) Graduatlon of the mercury tube Graduations shall be 

permanently marked on the tube containing mercury. If, numbered at each fifth scale mark, the numbering 

shall be alternately on the right and left-hand side of, and adjacent to, the tube. Testing shall be carried out 

by visual inspection. (5) • Additional technical requirements for aneroid manometers (iii) (6) Scale mark at 

zem If a tolerance zone is shown at zero it shall not exceed ± 0.4 kPa (± 3 mmHg) and shall be clearly 

marked. A scale mark at zero shall be indicated. Note : Graduations within the tolerance zone are optional. 

Testing shall be carrled out by visual inspection. zem The movement of the elastic senslng element 

including the pointer shall not be obstructed within 0.8 kPa (6 mmHg) below Neither the dial nor the 

pointer shall be adjustable by the user. Testing shall be carried out by visual Inspection. Pointer The 

pointer shall cover between 1/3 and 2/3 of the length of the shorteSt scale mark of the scale. At the place 

of indication it shall be not thicker than the scale mark. The distance between the pointer and the dial shall 

not exceed 2 mm. Testing shall be carried out by visual Inspection. Hysterisis error The hysterisis error 

throughout the pressure range shall be within the range O kPa to 0.5 kPå (O mmHg to 4 mmHg). Testing 

shall be carried out in accordance with paragraph 11 of Annexure A. Construction and materials The 

construction of the aneroid manometer and the material for the elastic sensing elements shall ensure an 

adequate stability of the measurement. The elastic senslng elements shall be aged with respect to pressure 

and temperature. After 10,000 alternating pressure cycles the change In the pressure indication of the 

aneroid manometer shall be not more than 0.4 kPa (3 mmHg) throughout the pressure range. Testing shalt 

be carried out in accordance with paragraph 12 of Annexure A. Safety (i) Resistance to vlbratlon and 

shock The sphygmomanometer shall comply with the requirements of paragraph 3(i)] (ii) Mechanical 

safety It shall be possible to abort the blood pressure measurement at any time by activating the manual 

rapid exhaust valve, which shall be easily accessible. (iii) Tamper proofing of the manometer shall be 

achieved by requiring the use of a tool or breaking a seal. Testing shall be carried out by visual. inspection, 

7. Metrological controls (1) Mode/ approval At least three samples of a new type of sphygmomanometer 

shall be tested. The tests to verify conformity to metrological and technical requirements shall be carried 

out according to Annexure A. (2) Verification (i) Initial verification At initial verification the requlrements 

of paragraphs 5(1)(i), 6(2)(i) and shall be fulfilled. Testing shall be carried out according to paragraphs 1, 

4 and 11 of Annexure A. (ii) Subsequent verification Each instrument of an approved type of 

sphygmomanometer shall be verified every 2 years or after repair. Requirement of paragraphs 5(1)(i) and 

6(2)(i) shall be fulfilled and tests must be carried out according to paragraph 1 of Annexure A. (3) Sealing 

(i) Control marks will be put on lead seats for which corresponding punched screws shall be attached 

whenever necessary. These seals shall prevent, without destruction of the control marks: in the case of 

mercury manometers: the separation of reservoir and scale; in the case of all other manometers: the 

opening of the casing. (ii) If the construction of the instrument guarantees security against any 

interference, the metrological control marks or the security marks may be attached in form of labels. 595 

(iii) All seals shall be accessible without using a tool. (4) Marking of the device The device shall be 

marked with the following information:— name and/or trademark of manufacturer; serial number and year 

of fabrication; measuring range and measuring unit; model approval number; centre of the bladder, 
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indlcating the correct position for the cuff over the artery; and marking on the cuff indicating the Ilmb 

clrcumference for which it is appropriate In paragraph 6(1). • The following additional markings are 

required for mercury manometers— Indication of the internal nominal diameter and the tolerance of the 

tube containing mercury in paragraph 6(4)(i). Manufacturer's information (5) The manufacturer's 

instruction manual shall contain the following Information:— (b) (c) (d) explanation of the operating 

procedures which are important for correct application (such as the selection of the appropriate cuff size, 

positioning of the cuff and adjustrnent of the pressure reduction rate); a warning to users of equipment 

intended for use in environments employing intravascularfiuid systems not to connect the output of the 

blood pressure measuring device to such systems as air might inadvertently be pumped into a blood vessel 

if, for example, Luer locks were used; methods for cleaning reusable cuffs; nature and frequency of the 

maintenance required to ensure that the device operates correctly and safely at all times; it is recommended 

that the performance should be checked at least every 2 yeaß and after maintenance and repair, by-re- 

verifying at least the requirements in paragraphs 5(1)(i), 6(2)(i) (testing 596 (e) GAZETTE 'OF .1NDIA : 

EXTRAORDINARY [PART IPSEC. .at least at7 kPa (50 mmHg) and 27 kPa (200 •mmHg). and 

*paragraph Internal-nominal diameter and tolerance„ of:the tube •containing mercury; and detailed• 

instructions (for the safe •handeling ofrmercuty. ANNEXURE,A TEST PROCEDURES(Mandatotv) 1. 

Method of test for the maximum Dermissible errors of the cuff pressureindicatlon (1) Apparatus (i) rigid 

metahvessel witha•capaclty of 500 ml (it) calibrated •reference 'manometer with an uncerüinw.less•than 

0.1 kPa (0.8 mmHg); (iii) pressure .generator, e.g. ball pump (hand deflation valve; (iv) T-pieæconnectors 

and hoses. (2) Procedure Replace the cuff with the vessel, Connect the calibrated reference manometer by 

means of a T-piece connector and hoses to the pneumatic system (see Figure 2). After disabling the 

electro-mechanical .pump (if fitted), connect the pressure generator into the pressure system by means of 

another T-piece •connector. Cany out the test in pressure steps of not ,more than 7 kPa (50 mmHg) 

beMeen 0 kPa (0 mmHg) and the maximum pressure of the scale •range. (3) Expression of Express the 

results as the dlfferences between the indicated pressure of the manometer of the device to be tested and 

the corresponding readings of the reference manometer 

2. Method of test for the influence ot temperature on cuff pressure Indication (1) Apparatus (D 

apparatus as specified In paragraph 1(1) of this Annexure plus (it) a climatic chamber.(2) Ptocdure 

Replace the cuff with the vessel. Connect the calibrated reference manometer by means of a T-piece 

connector to the pneumatic system (see Figure 3). After disabling the electromechanical pump (if fitted) 

connect the additional pressure generator into the pneumatic system by means of another T-piece 

connector. 1 3 - Reference manometer - Metal vessel 2 - Manometer of the device to be tested 4 - Pressure 

generator Figure 2. Measurement system for determining the limits of error of the cuff pressure indication 

11 1 - Reference manometer 3 - Manometer of the device to be tested 5 - Pressure generator 597 2 - 

Climatic chamber 4 - Metal vessel Figure 3. Measuiement system for determining the influence of 

temperature For each of the following combinations of temperature and humidiö,', condition the device for 

at least 3 h in the climatic chamber to allow the device to reach steady conditions:— 85% relative IOOC 

ambient temperature, humidity (non-condensing); 85% relative 200C ambient temperature, humidity (non-

condensing); 400C ambient temperature, 85% relative humidity (non-condensing). Carry out the test of the 

cuff pressure indication as described in paragraph 1(2) of this Annexure for each of the combinations of 

temperature and humidity mentioned above. (3) Expression of results Express the results as the differences 

between the indicated pressure of the manometer of the device to be tested and the corresponding readings 

of the reference manometer at the relevant temperature 3. Method of test for the maximum permissible 

error after storage (1) Apparatus • apparatus as specified in paragraph 1(1) of this Annexure. (2) Procedure 

Replace the cuff with the vessel. Connect the calibrated reference manometer by means of a T-piece 

connector to the pneumatic system 474 GT///-/Sö (see Figure 3). After disabling the electro-mechanical 

pump (if fitted), connect the additional pressure generator Into the pneumatic system by means of another 

T-piece connector. Store the instrument under test for 24 h at a temperature of -200C and subsequently for 

24 hours at a temperature of 700C and a relative humidity of 85% (non-condensing). Note : This is one test 

and not ovo separate tests. Carry out the test in pressure steps of not more than 7 kPa (50 mmHg) between 

O kPa (O mmHg) and the maximum pressure of the scale range. (3) Expression of results Express the 

results as the differences between the indicated pressure of the manometer of the device to be tested and 

the corresponding readings of the reference manometer 
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4. Method of test for alr leakage of the pneumatic system (1) Apparatus rlgld metal cylinder of an 

appropriate size; pressure generator, e.g. ball pump (hand pump) with a deflation valve; time measuring 

device. (2) Ptvcedure Wrap the cuff around the cylinder. Note : Electro-mechanical pumps which are part 

of the device may be used for the test. Carry out the test over the whole measuring range at least five 

equally spaced pressure steps 598 THE, GAZETTE OF INDIA : EXTRAORDINARY [PART 11—SEC. 

3(i)] (e.g.) 7 kPa (50 mmHg), 13 kPa (100 kPa (150 mmHg), 27 kPa (200 mmHg) and' 34 kPa (250 

mmHg). Test the air leakage over a perlod of 5 min and determinethe measured valuefrom this. (3) 

Expression of results Express the ;rate of the pressure loss per minute 

5. Method of test for for denation valves (1) Apparatus T-pieæconnector; calibrated reference 

manometer with signal output and an uncertainty less than 0.1 kPa (0.8 mmHg); artificiäl limbs [see 

Notes under paragraph 5(2) of this.•Annexure]. recordingunit. (2) Præedure Measure the:pæssure 

reduction rate either on human limbs or artificial limbs. Note 1 : Note2 : is to use afflcial limbs, but as 

these are still under consideration, measurements performed with human volunteers are acceptable. It is 

intended that the properties of the artificial limbs reflect some elastic properties of human limbs. Because 

cuff deflation rate may be Influenced by the way that a cuff is applied, the cuff should be applied and 

removed for each of at 'east ten repeated measurements, on at least two different limb sizes. These two 

limb sizes should be equal to the upper and lower limits of limb circumferences for which a particular size 

of cuff is recommended to be used. A resetting of the deflation valve is permitted during the test. Connect 

the calibrated reference manometer to the cuff by means of a T-piece connector. Connect the output of the 

calibrated reference manometer to the recording unit. Plot the pressure reduction in the form of a pressure 

curve as a function of time. (3) Expression of resu/& Determine the rate of pressure reduction by graphical 

evaluatlon (by drawing tangents) at the pressure values of 8.0 kPa (60 mmHg), 16.0 kPa (120 mmHg) and 

24.0 kPa (180 mmHg). The pressure reduction rate is the mean value calculated separately for these three 

pressure values and for the various limb circumferences. Method of test for the rapid exhaust 6. valve (1) 

Apparatus rigid metal vessel, with a capacity of 500 calibrated reference manometer, with an uncertainty 

less than 0.1 kPa (0.8 mmHg); T-piece connector; time measuring device. (2) Præedure Carry out the test 

with the vessel in place of the cuff. Connect the calibrated reference manometer by means of a T-piece to 

the pneumatic system. Inflate to the maximum pressure and open the rapid exhaust valve. (3) Expression 

of resul& Measure the time between the pressure values specified in paragraph 7. Method of test for the 

thickness of the scale marks and the scale spaclng (1) Apparatus scaled magnifying lens or similar device. 

(2) Ptuedure Determine the thickness of the scale marks and the scale spacing using the scaled magnifying 

lens 

8. Method of test for the internal diameter of the mercury tube (1) Appara?us limit plug gauges or 

sjmjlar devices, with a tolerance less than 0.05 mm. (2) Procedure Test the nominal internal diameter of 

the tube at each end by using the limit plug gauge 

9. Method of test for security against mercury losses (1) Apparatus collecting vessel of an adequate 

size; calibrated reference manometer, with an uncertainty less than 0.1 kPa (0.8 mmHg); T -piece 

connector; pressure generator, e.g. ball pump (hand pump) with a deflation valve. (2) Procedure Place the 

sphygmomanometer to be tested in the collecting vessel. Connect the pressure generator and a T-piece 

connector attached to a calibrated reference manometer directly to the hose leading to 3(i)] the mercury 

reservoir. Use the pressure generator to raise the pressure in the manometer to 13.3 kPa (100 mmHg) 

greater than the maximum indicated scale reading on the test manometer. Maintain this pressure for 5s and 

then release the pressure in the system. Check that no mercury has spilled 

10. Method of test for the influence of the mercury stopping device (1) Apparatus time measuring 

device, e.g. a stopwatch or an electronic timing device; pressure generator, e.g. ball pump (hand pump) 

with a deflation valve. (2) Procedure Connect the pressure generator directly to the hose leading to the 

mercury reservoir, i.e. without connecting a cuff. When a gauge pressure of more than 27 kPa (200 

mmHg) has been reached, occlude the tube and remove the pressure generator. After removing the 

occlusion from the tube, measure the time taken for the mercury column to fall from the 27 kPa (200 

mmHg) mark to the 5 kPa (40 mmHg) mark. Check that the exhaust time does not exceed 1.5 s 

11. Method of test for the hysterisls error of the aneroid manometer (1) Apparatus (i) rigid metal 

vessel, with a capaclty of 500 (ii) calibrated reference manometer, with an uncertainty less than 0.1 
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kPa (0.8 mmHg); (iii) pressure generator, e.g. bali pump (hand pump) with a deflation valve; (iv) T-piece 

connectors. (2) Procedure Replace the cuff with the vessel. Connect the calibrated reference manometer by 

means of a T-piece connector to the pneumatic system. After disabling the electro-mechanical pump (if 

fitted) connect the additional pressure generator into the pneumatic system by means of another T-piece 

connector. Test the device with increasing pressure steps of not more than 7 kPa (50 mmHg) to the scale 

maximum, at which point hold the pressure for 5 minutes and then decrease it by. the same steps. 

Disconnect the calibrated reference manometer 599 during the 5 minutes at maximum pressure. (3) 

Expression of resu/&• Express the results as the difference between the indicated values on the manometer 

at the same test pressure steps when increasing the pressure and when decreasing the pressure 

12. Method of test for the construction (1) Apparatus alternating pressure generator, which 

generates a sinusoidal pressure variation between 3 kPa and 30 kPa (20 mmHg and 220 mmHg) at a 

maximum rate of 60 cycles per minute.(2) Procedure Carry out the procedure specified in paragraph 1 of 

this Annexure. Connect the aneroid manometer directly to the alternating pressure generator and perform 

10,000 alternating pressure cycles. One hour after the stress test carry out the procedure as specified in 

paragraph, 1 of this Annexure at the same test pressure levels as before the stress test. (3) Expression of 

results Express the results as the differences between the indicated values on the manometer at the same 

test pressure steps before and after the stress test 

PART VII-B NON-INVASIVE AUTOMATED SPHYGMOMANOMETERS 1. Scope This specification 

gives general performance, efficiency and mechanical and electrical safety requirements, including test 

methods for type approval, for non-invasive electronic or automated sphygmomanometers and their 

accessories which, by means of an inflatable cuff; are used for the non- invasive measurement of arterial 

blood pressure. This specification only applies to devices measuring at the upper arm, the wrist or the 

thigh. Note : Luer locks shall not be used with these devices [see paragraphs 6(11)(iii) and 7(5)] 

2. Terminology (1) Bladder : It is the inflatable component of the cuff.(2) Pressure in a blood vessel : 

It refers to pressure in the arterial system of the body. (3) cuff: It is that component of the 

sphygmomanometer, 600 THE, GAZETTE OF ANDIA : EXTRAORDINARY [PART IPSEC. 3(i)] 

comprising a bladder and a Sleeve, which is wrapped around the limb of the•patient. (4) Diastolic blood 

pressure (value). : The minimum, value:of the arterial ;blood pressure as a result-of relaxation: of {the 

systemic ventricle. Note : Because of hydrostatic effects; this value should be measured with the cuff.at 

theheartlevel. (5) Mean atteria/:b/oodpressure (value) : It is the value.otthe• integral of..onecycle of the 

blood pressure curve heart beat period. Note : Because of;hydrostatic effects, this value should be 

measured with the cuff at the heart level. (6) Non-invasive blou pressure measurement : Indirect 

measurement of the arterial blood pressure with01.t arterial puncture is called non- invasive blood pressure 

measurement. (7) Pneumatic system : A system that Includes all pressurized and pressure-controtllng parts 

such as cuff, tubing, connectors, valves, tansducer and pump Is called pneumatic system. (8) Sleeve : It is 

essentially inelastic part of the cuff that encloses the bladder. (9) Sphygmomanometer : It is an instrument 

used for the non-invasive measurement of the arterial blood pressure. (10) Systolic blood pressure (value) : 

The maximum value of the arterial blood pressure as a result of the contraction of the systemic ventricle is 

called systolic blood pressure. Note : Because of hydrostatic effects, this value should be measured with 

the cuff at the heart level. (11) Electro-mechanical blood pressure measuring system : It is that system that 

consists of: (i) at least one cuff, which is connected to the pneumatic system; (ii) at least one electro-

mechanical transducer to measure cuff pressure; (iii) at least one measured value display; and (iv) if 

needed, signal inputs and outputs. (12) Electro-mechanical pressure transducer : It is that component that 

transforms pressure signals into electrical signals. (13) Oscillometric method : It is that method, wherein a 

cuff Is placed on the limb and the pressure in the cuff Is increased until the blood flow in the artery is 

interrupted and then the pressure in the cuff is slowly reduced. Note : During the inflation and deflation of 

the cuff small pressure changes (oscillations) occur In the cuff as a result of the arterial blood pressure 

pulses. These oscillations, which first increase and then decreäse, are detected and stored together with the 

corresponding cuff pressure values in the measurement system. With these stored values the systolic, 

diastolic and mean arterial blood pressure values can be mathematically derived using an approprlate 

algorithm. It is possible to carry out the measurement during the inflation phase. (14) Zero setting : The 

procedure that corrects a deviation of the pressure reading to O kPa (O mmHg) at atmospheric pressure 

[gauge pressure: 0 kPa (O mmHg)] is called zero setting. (15) Patient simulator : Device for simulating the 
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oscillometric cuff pulses and/or auscultatory sounds during inflation and deflation. Note : This device is 

not used for testing accuracy but is required in assessing stability of performance. (16) Auscultatory 

method : It Is that technique whereby sounds (known as Korotkoff sounds) are heard over an occluded 

artery as the occluding pressure is slowly released, the appearance of sounds coinciding with the systolic 

biood pressure and the disappearance of sounds with the diastolic blobd pressure. In children under the age 

of 13, "k4" (i.e. 4th phase Korotkoff sound) may be appropriate. (17) Self-linearizing deflation valve : The 

valve used for controlled linearizing exhaust of the pneumatic system during measurement 

3. Description of the category of instrument I'he basic components of a sphygmomanometer are a cuff and 

bladder that can be wrapped around a patient's limb, a system for applying and releasing pressure to the 

bladder, and a means of measuring and displaying the instantaneous pressure in the bladder 

4. Units of measurement The blood pressure shall be indicated either in kilo-pascals (kPa) or in millimetres 

of mercury (mmHg) 

5. Metrological requirements (1) Maximum permissible errors of the cuff pressure Indication For 

any set of conditions within the ambient temperature range of 150C to 250C and the relative 

humidity range of 20% to 85%, both for increasing and for decreasing pressure, the maximum 

permissible error for the measurement of the cuff pressure at any point of the scale range shalt be ± 

0.4 kPa (± 3 mmHg) in case of verifying the first time and ± 0.5 kPa ( ± • 4 mmHg) for 

sphygmomanometers in use. Testing shall be carried out in accordance with para 2 of Annexure A. (2) 

Maximum permissible ermrs of the overall system as measured by clinical tests* The following maximum 

permissible errors shall apply for the overall system:— maximum mean error of measurement : ± 0.7 kPa 

± 5 mmHg); maximum experimental standard deviation : 1.1 kPa (8 mmHg). (3) Environmental 

peMomance (i) Storage: Blood pressure measuring systems shall maintain the requirements specified after 

storage for 24 h at a temperature of -50C and for 24 hours at a temperature of 500C and a relative humidity 

of 85% (non- condensing). Testing shall be carried out at environmental conditions In accordance with 

paragraph 2 of Annexure A after the test sample has been placed for 24 h at a temperature of -50C and 

immediately afterwards for 24 hours at a temperature of 500C in a climatic chamber. Note : Integrated 

multi-parameter monitors may contain components which may be damaged during storage. The general 

temperature range as stated in para 3 of Annexure A has therefore been reduced. (ii) Temperature, relative 

humidity : For the ambient temperature range of IOOC to 400C and a relative humidity of 85% (non-

condensing), the difference of the cuff pressure Indication of the sphyg- momanometer shall not exceed ± 

0.4 kPa (± 3 mmHg). Testing shall be carried out in accordance with paragraphs 2 and 11 of Annexure A. 

The signal processing for the determination of the blood pressure values shall not be Influenced within the 

range of temperature and relative humidity. For any set of conditions all the devia•flons between 974 GL 

1/-15/ 601 the reference pressure and the indicating cuff pressure of the instrument must be less than or 

equal to the maximum permissible error 

6. Technical requiremene (1) General: Equipment, or parts thereof, usihg materials or having forms 

of construction different from those detailed In this Recommendation shall be accepted If it can be 

demonstrated that an equivalent degree of safety and performance Is.obtalned. (2) Technical 

requiremen& for the cuff and bladder : The cuff shall contain a bladder. For reusable cuffs the 

manufacturer shall indicate the method for cleaning in the accompanying documents. Note : The optimum 

bladder size is one with dimensions such that its width is 40% of the limb circumference at the midpoint of 

the cuff application and its length is at least 80%, preferably 100% of the limb circumference at the 

midpoint of cuff applicatlon. Use of the wrong size can affect the accuracy of the measurement. (3) 

Technical rawirements for the display : The display shall be designed and arranged so that the information 

including measuring values can be read and easily recognized. Testing shall be carried out by visual 

inspectlon.• If abbreviations are used on the display they shall be as follows:— systolic blood pressure "S" 

or "SMS" : (value); • "D" or "DIA" : diastolic .blood pressure (value); • "M" or "MAP" : mean arterial 

blood pressure (value). Single letter abbreviations shall be positioned in such a way to avoid confusion 

with SI units. (4) Effect of voltage variations of the power source (i) Internal electrical power source (a) 

(b) Changes of the voltage within the working range determined according to para 4(1) of Annexure A 

shall not influence the cuff pressure readlng and the result of the blood pressure measurement. Outside this 

working range no cuff pressure reading and no result of the blood pressure measurement shall be 
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displayed. 602 THE, GAZETTE OF INDIA : EXTRAORDINARY [PART IPSEC. 3(i)] Testitig shall be 

carried out in accordance with paragraphs 4(1) and 5(.1) of Annexure A. (ii) External-electrical power 

source (a) Changes of the voltage within the tworking range specified by the manufacturer shall not 

'influence the (.cuff pressure reading and the result pressure measurement. (b) .lncorrect •values •resulting 

from voltage variations ouGide the limits •.glven paragraph shall displayed. Testing shall be carried out 

according to para 4(4) (alternating current) and para 4(5) (direct current) of Annexure A. Note: In the case 

of any malfunction of the equipment, deflation to below 2 kPa (15 mmHg) must be guaranteed within 180s 

in the case of adult patients and to below 0.7 kPa (5 mmHg) within 90s in the case of neonatal/infant 

patients. (5) Pneumatic system (i) Air leakage: Air leakage shall not exceed a pressure drop of 0.8 kPa/mIn 

(6 mmHg/min). Testing shall be carried out In accordance with paragraph 6 of Annexure A. (ii) Pressure 

reducing system fordev/ces using the auscultatory method: The pressure reducing system for manually 

operated and automated deflation valves shall be capable of maintainlng a deflation rate of 0.3. kPa/s to 

0.4 kPa/s (2 mmHg/s to 3 mmHg/s) within the target range of systolic and diastolic blood pressure. For 

devices which control .the pressure reduction as a function of the pulse rate, a deflation rate of 0.3 

kPa/pulse to 0.4 kPa/ pulse (2 mmHg/puise to 3 mmHg/pulse) shall be maintained. Note: Manually 

operated deflation valves should be easily adjustable to these values. Testing shall be carried out in 

accordance with paragraph 7 of Annexure 7. (iii) Rapid exhaust: During the rapid exhaust of the pneumatic 

system, with the valve fully opened, the time for the pressure reduction from 35 kPa to 2 kPa (260 mmHg 

to 15 mmHg) shall not exceed IO seconds. For blood pressure measuring systems having the capability to 

measure in a neonatal/in-fant mode, the time for the pressure reduction from 20 kPa to 0.7 kPa (150 

mmHg to 5 mmHg) during the rapid exhaust of the pneumatic system with the valve fully opened shalt not 

exceed 5s. Testing shall be carried out in accordance with paragraph 8 of Annexure A. (lv) Zem setting: 

Blood pressure measuring systems shall be capable of automatic zero setting. The zero setting shall be 

carried out at appropriate Intervals, at least starting after switching on the device. At the moment of the 

zero setting a gauge pressure of 0 kPa (0 mmHg) shall exist and be displayed thereafter. Devices 

performing zero setting only immediately after switching on, shall switch off automatically when the drift 

of the pressure transducer and the analog signal processing exceeds 0.1 kPa (1 mmHg). Testing shall be 

carried out In accordance with para 9 and paragraph 10 of Annexure A. (6) Electromagnetic compatibility 

Either: electrical and/or electro-magnetic interferences shall not lead to degradations in the cuff pressure 

indication or in the result of the blood pressure measurement; or If electrical and/or electro-magnetic 

Interferences lead to an abnormality, the abnormality shall be clearly indicated and it shall be possible to 

restore normal operation within 30 s after cessation of the electro-magnetic disturbance. (7) Stability of the 

cuff pressure indication The change in the cuff pressure indication shall not' be more than 0.4 kPa (3 

mtnHg) throughout the pressure range after 10,000 simulated measurement cycles. Testing shall•be carried 

out in accordance with paragraph 12 of Annexure A. (8) Pressure indicating device (i) Nominal range ånd 

measuring range: The nominal range for the cuff pressure measurement shall be specified by the 

manufacturer. Tie measuring and indication ranges of the cuff pressure shalt be equal to the nominal range. 

Values of blood 3(i)] pressure measurement results outside the nominal range of cuff pressure shall be 

clearly indicated as out of range. Testing shall be carried out by visual inspection. (ii) Digital indication : 

The digital scale interval shall be 0.1 kPa (1 mmHg). If the measured value of a parameter is to be 

indicated on more than one display, all the displays shall indicate the same numerical value. Measured 

numerical values on the display(s), and the symbols defining the units of measurement shall be arranged in 

such a way so as to avoid misinterpretation. Numbers and characters should be clearly legible. Testing 

shall be carried out by visual Inspection. (9) Signal input and output ports The construction of the signal 

input and output ports (excluding internal interfaces, e.g. microphone signal input) relevant to the non-

invaslve blood pressure measurement shall ensure that incorrectly fitted or defective accessories shall not 

result in erroneous indication of cuff pressure or erroneous indication of blood pressure. Testing shall be 

carried out in accordance with paragraph 13 of Annexure A. (IO) Alarms If alarms are used they shall be 

of at least medium priority. (11) Safety (i) Cuff pressure: It shall be possible to abort any blood pressure 

measurement at any time by single key operation and this shall lead to a rapid exhaust. Testing shall be 

carried out in accordance with paragraph 14 of Annexure A. (ii) Unauthorized access : All controls which 

affect accuracy shall be sealed against unauthorized' access. Testing shall be carried out by visual 

Inspection. (iii) Tubing connectors: Users of equipment intended for use in environments employing 
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intravascular fluid systems shall take all necessary precautions to avoid connecting•the output of the blood 

pressure measuring device to such systems (iv) (v) 603 as alr might inadvertently be pumped Into a blood 

vessel if, for example, Luer locks were used. Electrical safety: Electronic or automated sphygmomano- 

meters shall comply with the relevant national safety regulatlons. Resistance to vibration and shock: After 

testing, the devlce shall comply with the requirements of paragraph 5(1) 

7. Metrological controls (1) Model approval At least three samples of a new type of 

sphygmomanometer shall be tested.The tests to verify conformity to metrologlcal and technical 

requirements shall be carried out accordlng to Annexure A. (2) Verification (1) In/tla/ verification At 

Initial verification the requirements of paragraphs 5(1) and 6(5)(i) shall be fulfilled. Testing shall be 

carried out according to paragraphs 2 and 6 of Annexure A. Subsequent verification Each instrument of an 

approved type of sphygmomanometer shall be verified every 2 years or after repair. Requirement of 

paragraphs 5(1) and 6(5)(i) shall be fulfil\ed and tests must be carried out according to paragraphs 2 and 6 

of Annexure A. (3) Sealing (i) Control marks will be put on lead seals for which corresponding punched 

screws shall be attached whenever necessary. These seals shall prevent, without destruction of the control 

marks: (a) (b) in the case of patient-monitors In which the sphygmomanometer Is one part of a system: the 

manipulation of the metrologically relevant parts for measuring blood pressure; in the case of all other 

manometers: the opening of the' casing. 604 THE .GAZET,TE OF INDIA : EXTRAORDINARY [PART 

II—SEC. 3(i)] (ii) If the-construction Of •the Instrument guarantees security against any interference; the 

metrological contröl marks or be •attached in the form of.labels. (iij) All seals shall•.be accessible •without 

using a tool. (4) Marking of,the device The device:shall; •with the following information (iii) 

nameand/.ortrademark of manufacturer; serial, number rand year of fabrication; measuring ;range and 

measuring unit; modet approval .number; centreofthe bladder, indicating the correct position forthe cuff 

over the artery; and marking am the cuff indicating the limb circumference for which it Is appropriate. (5) 

Manufacturer's information (i) The manufacturer's instruction manual shall contain the following 

infomatjon: (g) (m) (n) (o) 1. General carried out according to Annexure C or an equivalent method; a list 

of all components belonging to the pressure measuring systems, including a description of the operating 

principles of the blood pressure measuring device; remarks on the environment or operational factors 

which affect the performance ( e.g. electro- magnetic fields, arrhythmia); specification of the single input/ 

output ports(s); specification of the rated voltage, If applicable; specification of the intended power source, 

if applicable; nominal range for the result of the blood pressure measurement; warm up time , if 

applicable; description of the meaning .of the "out of range signal" and description of the alarms, if 

applicable. ANNEXURE A TEST PROCEDURES (Mandatory) (a) (b) (c) (d) (e) explanation of the 

operating procedures which are important for correct application (such as the selection of the appropriate 

cuff size, positioning of the cuff and adjustsnent of the pressure reduction rate); a warning to users of 

equlpment intended for use in environments employing intravascular fluid systems not to connect the 

output of the blood pressure measuring device to such systems as air might inadvertently be pumped into a 

blood vessel if, for example, Luer locks were used; methods for cleaning reusable cuffs; nature and 

frequency of the maintenance to ensure that the device operates properly and safely at all times; it is 

recommended that the performance should be checked at least every 2 years and after maintenance and 

repa!r, by re- verifying at least the requirements in paragraphs 5(1) and 6(5)(i) (testing at least at 7 kPa (50 

mmHg) and 27 kPa (200 mmHg)); a reference method for dinlcal tests For digital ihdications an 

uncertainty of 0.1 kPa (1 mmHg) shall allowed in any displayed value, because the display system cannot 

indicate a change of less than one unit 

2. Method of test for the maximum permissible errors of the cuff pressure indication Requirements 

in paragraph 5(1) shall apply.(1) Apparatus (a) rlgid metal vessel with a capacity of 500 ml (b) 

calibrated reference manometer with an uncertainty less than 0.1 kPa (0.8 mmHg); (c) pressure generator, 

e.g. ball pump (hand pump) with a deflation valve; (d) T-piece connectors and hoses. (2) Procedure: 

Replace the cuff with the vessel. Connect the calibrated reference manometer by means of a T-piece 

connector and hoses to the pneumatic circuit (see Flgure 1). After disabling the electro-mechanical 11-

@uz 3(i)] 605 C) 1 - Reference manometer 3 - Metal vessel 90 •l 2 - Device to be tested 4 - Pressure 

generator Figure 1: Measuæment system for determining the limi& of error of the cuff pressure indication 

pump (if fitted), connect the additional pressure generator into the pressure system by means of another T-

piece connector. Carry out the test in pressure steps of not more than 7 kPa (SO mmHg) between O kPa (O 
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mmHg) and the maximum pressure of the scale range. (3) Expression of results: Express the results as the 

differences between the indicated pressure of the manometer of the device to be tested and the 

corresponding readings of the reference manometer. 1 - Reference manometer 3 - Device to be tested 2 • 

Climatic chamber 4 — Metal vessel 5 - Pressure generator Figure 2: Measurement system for determining 

the Influence of temperature r.47d/ GI //—/52 606 THE GAZETTE •OF [PART 11—SEC. 3(i)) 3. Method 

of test for the influence of temperature on cuff pressure indication (1) Apparatus apparatus as specified in 

paragraph 2(1) of Annexure A; climatic chamber. (2) Replace the cüff with the vessel. Connect the 

calibrated reference manometer 'by means -of a T- piece connector to the pneumatic Figure 2). After 

disablingi.the electro-methanical pump (if fitted), connect the additional pressure generator into the 

pneumatic system -by'.means.ofanother T-piece connector. For each of ithe following combinations of 

temperature and •humidity, condition the device for at least 3 h in 'the (climatic chamber to allow the 

device to reach •steady conditions: (i) 100C:ambient temperature, humidity (non-condensing); (ii) 200C 

ambient temperature, humidity (non-condensing); (iii) 400C ambiff)t temperature, humidity (non-

condensing). relative relative relative (Ili) Præedure : Replace the intefhal electrical power soute of the 

blood pressure measuring system with a DC voltage supply having an impedance which Is equivelent to 

the impedance of the Internal electrical power source specified by the manufacturer. Measure the variation 

In applied DC voltage supply with a voltmeter. Test the blood pressure measuring system by altering the 

DC voltage supply In steps of 0.1 V and determine the lowest voltage limit at which the cuff pressure 

reading is still displayed. Carry out the test with the maximum permissible impedance of the internal 

electrical power source. Carry out the test according to the procedure specified In paragraph 2 of Annexure 

A at the lowest voltage limit increased by 0.1 V and also at the nominal voltage. Expression of results: 

Express the results as the difference between the cuff pressure indication of the blood pressure measuring 

system to be tested and that of the reference manometer at the lowest voltage limit increased by 0.1 V and 

at nominal voltage. Carry out the test of the cuff pressure Indication as described in paragraph 2(2) of 

Annexure A for each of the combinations of temperature and humidity mentioned above. (3) Expression of 

results: Express the results as the differences between the indicated pressure of the manometer of the 

device to be tested and the corresponding indications of the reference manometer at the relevant 

temperature 4. Test methods for the effect of voltage variations of the power source on the cuff pressure 

indication (1) Internal electrical power source (i) Apparatus adjustable direct current voltage supply; 

voltmeter with an uncertainty of less than 0.5% of the measured value; calibrated reference manometer 

with an uncertainty of tess than 0.1 kPa (0.8 mmHg). (2) Externp/ electrical power source-alternating 

current (11) Apparatus (a) (b) (c) adjustable alternating current voltage supply; voltmeter with an 

uncertainty of less than 0.5 % of the measured value; calibrated reference manometer with an uncertainty 

of less than 0.1 kPa (0.8 mmHg). Præedure : Connect the blood pressure measuring system to the 

adjustable alternating current voltage supply. Measure the variation in AC voltage supply with the 

voltmeter. Carry out the test according to the procedure specified in paragraph 2 of this Annexure. 607 the 

maximum rated voltage, declared by the manufacturer, increased by 10%; the mean value of the maximum 

and minimum rated voltage, declared by the manufacturer; the minimum rated voltage, declared by the 

manufacturer, decreased by 10%. (iii) Expression of results: Express the results as the difference between 

the cuff pressure indication of the blood pressure measuring system to be tested and that of the reference 

manometer. (3) External electrical power source-direct current (i) Apparatus: Use the apparatus listed In 

paragraph 4(1)(i) of this Annexure. (ii) Procedure: Connect the blood pressure measuring system to the DC 

voltage supply. Control the DC voltage supply by reference to a voltmeter. Carry out the test according to 

the procedure specified in paragraph 2 of Annexure A at— (iii) Apparatus: Use the apparatus* listed in 

paragraph 4(2)(i) of this Annexure. Procedure: Connect the blood pressure measuring system to the AC 

voltage supply. Measure the variation in the AC voltage supply with the voltmeter. Test the blood pressure 

measuring system by altering the DC voltage supply in steps of 5V and determine the lowest voltage Ilmlt 

at which the cuff pressure reading Is displayed. Carry out the test according to the procedure specified 'n 

paragraph 2 of this Annexure at the lowest voltage limit increased by 5V and also at the rated voltage. 

Expression of results: Express the results as the difference between the cuff pressure indication of the 

blood pressure measuring system to be tested and that of the reference manometer at rated voltage and the 

lowest voltage limit Increased by 5V. (5) Voltage variations of the external electrical power souræ - direct 

current (a) (c) the maximum rated voltage, declared by the manufacturer, increased by 10%; the mean 
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value of the maximum and minimum rated voltage, declared by the manufacturer; the minimum rated 

voltage, declared by the manufacturer, decreased by 10%. (iii) Expression of results : Express the results as 

the difference between the cuff pressure indication of the q)lood pressure measuring system to be tested 

and that of the reference manometer. (4) Voltage variations of the extemalelectrica/ power source - 

alternating current (lil) Apparatus: use the apparatus listed in paragraph 4(1)(i) of this Annexure. 

Præedure: Connect the blood pressure measuring system to the DC voltage supply. Measure the variation 

in the DC voltage supply with the voltmeter. Test the blood pressure measuring system by altering the DC 

voltage supply in steps of 0.1 V and determine the lowest voltage limit at which the cuff pressure reading 

is displayed. Carry out the test according to the procedure specified in paragraph 2 of Annexure A at the 

lowest voltage limit increased by 0.1 V and also•at the rated voltage. Expression of results: Express the 

results as the difference between the cuff pressure indication of the blood pressure measuring system to be 

608 THE *GAZETTE OF •INDIA : 'EXTRAORDINARY [PART IPSEC. 3(i)] tested andthat of the 

reference manometer at rated voltage and at the lowest voltage limit increased by, Oil".V 

5. Test methods 'for the effect of voltage variations of the power source on-theresult of the blood 

pressure measurement (1) Internal electrical power source (i) Apparatus a<justable •direct .cur.rent 

voltage svpply; voltmeter -with •an uncertainty less measured value; patlent simulator [see paragraph 

'2(15)] for the auscultatory and/or 'oscillometric method, having tadditfonaf deviations originating from 

thesimulator of not more than 0.27 .kPa(2 mmHg) for the mean value of the measurements and generating 

•signals for blood pressure values of approximately —.systolic: 16 kPa (120 mmHg); — diastolic: 11 kPa 

(80 mmHg); — pulse rate: 70 min-I-80mln-1. (ii) Procdure: Replace the internal electrical power source of 

the blood pressure measuring system by a DC voltage supply having an impedance which is equivalent to 

the impedance of the internal electrical power source specified by the manufacturer. Devices intended to 

be used with consumer batteries shall be tested with an Impedance of less than 1 h. Control the DC voltage 

supp'y by reference to the voltmeter. Connect the blood pressure measuring system to the patient 

simulator. Carry out the test at the maximum permissible impedance of the internal electrical power 

source, Carry out 20 simulated blood pressure measurements at the lowest voltage limit as determined in 

paragraph 4(1)(ii) of Anhexure A increased by 0.1 V and at nominal voltage. (iii) Expression of results: 

Determine the mean value (systolic and diastolic values separately) of the 20 consecutive readings taken at 

each voltage (2) External electrical power source • a/temating current ( iii) (3) current Apparatus: 

adjustable alternating current voltage supply; voltmeter with an uncertainty less than 0.5% of the measured 

value; patient simulator as described In paragraph of Annexure A. Procedure: Connect the blood pressure 

measuring system to the AC voltage supply. Control the AC voltage supply by reference to the voltmeter. 

Connect the blood pressure measuring to the simulator. Carry out 20 simulated blood pressure 

measurements each at: the maximum rated voltage, declared by the manufacturer, increased by 10%; ' the 

mean value of the maximum and minimum rated voltage, declared by the, manufacturer; the minimum 

rated voltage, declared by the manufacturer, decreased by 10%. Expression of resu/G : Determine the 

mean value (systolic and diastolic values separately) of the 20 consecutive readings taken at each voltage 

External electrical pwer source - direct Apparatus (a) adjustable direct current voltage supply; (b) 

voltmeter with an uncertainty less than 0.5 % of the measured value; 3(i)] (c) patient simulator as 

described in paragraph 5(1)(i) of Annexure A. (ii) Procedure: Connect the blood pressure measuring 

system to the DC voltage supply. Control the DC voltage supply by reference to the voltmeter. Connect the 

blood pressure measuring system to the Simulator. Carry out 20 simulated blood pressure measurements 

each at: (a) (b) (c) the maximum rated voltage, declared by the manufacturer, increased by 10%; the mean 

value of the maximum and minimum rated voltage, declared by the manufacturer; the minimum rated 

voltage declared by the manufacturer, decreased by (iii) Expression of results: Determine the mean value 

(systolic and diastolic values separately) of the 20 consecutive readings taken at each voltage 6. Method of 

test for air leakage of the pneumatic system (1) Apparatus: 6(1)(i) rigid metal cyllnder of an appropriate 

size; 6(1)(ii) pressure generator, e.g. ball pump (hand pump) with deflation valve; 6(1)(iii) stopwatch. (2) 

Procedure If because of technical reasons, the test as described in this sub-clause cannot be performed, use 

an alternative test procedure specified by the manufacturer. Carry out the test at constant temperature in 

the range 150C to 250C. Before beginning the test, allow the blood pressure measuring system to reach 

working temperature. 609 Wrap the cuff around tte cylinder (see 6.2) such that, for devices measuring Qt 

the upper arm and the thigh, the circumference of the applied cuff does not exceed that of the o,'linder by 
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more than 7%. Note 1 : Electro-mechanlcal pumps which are a part of the system may be used for the test. 

Valves which are permanently opened may be disconnected for the test. Note 2 : For this test no calibrated 

reference manometer is required because the cuff pressure display of the unit under test can be used when 

the error of the cuff pressure Indication is taken into account. The advantage of this test is that the unit 

under test is in its original configuration. Additional connections can increase the leakage. Carry out the 

test over the whole measuring range at least five equally spaced pressure steps [e.g. 7 kPa(50 mmHg), 13 

kPa (100 mmHg), 20 kPa (150 mmHg), 27 kPa (200 mmHg) and 34 kPa (250 mmHg)]. Because the 

thermodynamic equilibrium is influenced by decreasing or increasing the pressure when changing to the 

next pressure step, wait at least 60 s before reading the values. Test the air leakage over a period of 5 

minutes and determine the measured value from this. (3) Expression of results: Express the aiöleakage as 

the rate of pressure loss per minute 

7. Method of test for the pressure reduction rate (1) Apparatus (i) T-piece connectors; (ii) calibrated 

reference manometer with signal output pot and an uncertainty less than 0.1 kPa (0.8 mmHg); (iii) 

artificial or human Ilmbs; (iv) recording unit. (2) Procedure Measure the pressure reduction rate either on 

human subjects or artificial Ilmbs. Note 1 : The intention Is to use artificial limbs, but as these are still 

under consideration, measuremene performed with human volunteers are acceptable. Note 2 : TWO limb 

sizes should be used, being equal to the upper and lower limits of limb 610 THE GAZETTE OF INDIA : 

EXTRAORDINARY [PART II—SEC. 3(i)] circumferences with which,a particular. size of cuff is 

recommended for use. Note 3 : It is Intended that the characteristics of the artificial limbs reflect some 

elastic characteristics of human limbs. Because the cuff deflation rate may be influenced by the way that a 

cuff is applied, apply and remove the cuff for each of at least ten repeated measurements on at least two 

different limb sizes. The deflation may be reset. Connect the calibrated reference manometer to the cuff by 

means of a T-piece. Connect the output part of the calibrated •reference manometer to the recording unit. 

(3) Expression of resu/& Determine.the rate of pregsure reduction (e.g. by graphical evaluation and 

drawing tangents) at the pressure values 8 kPa (60 mmHg), 16 kPa (120 mmHg) and 24 .kPa (180 mmHg). 

Calculate the pressure reduction rate as the mean value calculated separately for the pressure values 8 kPa 

(60 mmHg), 16 kPa (120 mmHg) and 24 kPa (180 mmHg) and for the various limb clrcumferences. If the 

pressure reduction rates are dependent on the pulse, record the pulse rate. In this case, express the result as 

pressure reduction rate per 8. Method ot test for the rapid exhaust valve (1) Awratus two rigid vessels with 

capacities of 100 ml ± 5% and 500 mi ± 5%, respectively; callbrated reference manometer with an 

uncertainty less than 0.1 kPa (0.8 mmHg); T-plece connector; stopwatch. (2) Proæduæ Carry out the test 

with the 500 ml vessel in place of the cuff. For blood pressure measuring systems having the capability of 

measuring In a neonatal/infant mode and for devices measuring at the wrist, carry' out the test with the 100 

ml vessel In place of the cuff. Connect the calibrated reference manometer by means of a T-piece to the 

pneumatic system. Innate at least to the maximum pressure given in paragraph 6(5)(iii), wait 60 seconds 

and activate the rapid exhaust valve. Measure the time between the pressure values specified in paragraph 

6(5)(iii) using the stopwatc.h. (3) Expression of resu/& Express the results as the measured exhaust times 

9. Test method for the zero setting (1) Apparatus (ill) (iv) rigid vessel with a capacity of 500 

calibrated reference manometer with an uncertainty less than 0.1 kPa (0.8 mmHg); electro-mechanical 

pressure/suctlon pump; pressure generator, e.g. ball pump (hand pump) with deflation valve; T-piece 

connectors; hoses. (2) Prxedure and evaluation If, because of technical reasons, the test as described ih this 

sub-clause cannot be performed, use an alternative test procedure specified by the manufacturer. To test 

the function of the zero setting, apply a pressure of + 0.8 kPa (+ 6 mmHg) and subsequently - 0.8 kPa (- 6 

mmHg) to the pneumatic system and initiate a zero setting of the device. Ensure that all displayed pressure 

values have a systematic error of - 0.8 kPa (- 6 mmHg) and + 0.8 kPa (+ 6 mmHg), respectively. Before 

beginning the test, allow the blood pressure measuring system to reach working temperature . Set up the 

blood pressure measuring system to be tested as follows:— 611 replace the cuff with the 500 ml vessef; 

insert the calibrated reference manometer into the pneumatic system by means of a T-piece connector; 

insert the pressure/suction pump into the pneumatic system by means of a T-piece connector; insert the 

pressure generator into the pneumatic system by means of a T- piece connector. Note: If convenient, one 

adjustable pump may be used in place of the pressure/suction pump and pressure generator to generate the 

pressures. Proceed in the following way:— (a) Initiate a zero setting as described by the manufacturer. Set 

the blood pressure measuring system to the service mode, if available. Ralse the pressure to 13 kPa (100 
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mmHg) immediately afterwards and record the displayed value. (b) Generate a constant gauge pressure of 

+ 0.8 kPa (+ 6 mmHg) in the pneumatic system by using the pressure/suction pump at the moment of zero 

setting. During this period close the deflation valve of the device under test or close the hose to It, e.g. by 

pinching the hose tightly. Set the blood pressure measuring system to the service mode, If available. Raise 

the pressure to 13 kPa (100 mmHg) Immediately afterwards. The zero setting is operating correctly If the 

displayed value decreases by 0.8 kPa (6 mmHg) compared to the value taken in (a). (c) Repeat (b) with a 

constant gauge pressure of - 0.8 kPa 6 mmHg) in the pneumatic system. Set the blood pressure measuring 

system to the service mode, if available. Raise the pressure to 13 kPa (100 mmHg) immediately 

afterwards. The zero setting is operating correctly if the displayed value increases by 0.8 kPa (6 mmHg) 

compared to the value taken in (a) 

10. Test method for the drift of the cuff pressure indication (1) Genera/ This test applies for devices 

performing zero setting only immediately after.switching on. (2) Apparatus rigid vessel with a capacity 

of 500 ml ± calibrated reference manometer with an uncertainty less than 0.1 kPa (0.8 mmHg); stopwatch; 

T-piece connectors; patient simulator as described in paragraph 5(1)(i) of this Annexure. (3) Procedure and 

evaluation Replace the cuff with the 500 ml vessel. Insert the calibrated reference manometer and the 

patlent simulator into the pneumatic circuit by means of T- piece connectors. Before beginning the test, 

allow the blood pressure measuring system to reach operating temperature as described in the Instructions 

for use. Test the stability of the cuff pressure indication after the zero setting at a pressure value of 7 kPa 

(50 mmHg) according to the procedure specified in paragraph 2 of this Annexure. Under the same 

environmental conditions determine the time (tl) until the change of the cuff pressure Indication exceeds 

0.1 kPa (1 mmHg). Switch off the device and switch on afterwards. Perform one blood pressure 

measurement and walt until the device has switched off automatically. Determine the time (t2) between 

switching on and automatically switching off. The time (t2) shall be less than or equal to the time (to 

11. Test method for the stability of blood pressure determination (influence of temperature and 

humidity) (1) Apparatus (l) patient simulator as described In paragraph 5(1)(i) of this 

Annexure.climatic chamber, capable of adjustment to an accuracy of IOC for the temperature and 5% for 

the relative humidity. (2) Procedure Carry out the testing of the signal processing by means of the patient 

simulator. For each of the 612 THE GAZETTE OF INDIA : EXTRAORDINARY [PART 11—SEC. 3(i)] 

following combinations of temperature and humidity, place the blood pressure measuring system for at 

least 3 h in the climatic chamber to allow the system to reach steady conditions: (i) IOOC ambient 

temperature, 85% relative humidity (non-condensing); (ii) 200C ambient temperature, 85% relative 

humidity (non-condensing); (iji) 400C ambient temperature, 85% •relative humidity (non-condensing). For 

each combination of temperature and humidity, take 20 consecutive readings of the blood pressure 

measuring system under test. Place the blood pressure measuring system in the climatic chamber for at 

least 3 hours. At each combination of temperature and humidity switch on the blood pressure measuring 

system before starting the test. Wait until the warm up time (described jn the instructionstfor use) has 

elapsed, carry out the measurement (20 consecutive readings) and switch off the blood pressure measuring 

system afterwards. (3) Expression of results Determine the mean value (systolic and diastolic values 

separately) of the 20 consecutive readings taken at each combination of temperature and humidity. Note: 

Because the testing of the influence of temperature and humidity for the signa! processing canriot be 

separated from the temperature/humidity effect on the pressure transducer and the deviations originating 

from the simulator, both contributions should be taken into account for the evaluation of the test 

12. Test methods for the stability of cuff pressure indication following prolonged usage (1) 

Procedure Carry out the test according to the procedure specified in paragraph 2 of this Annexure 

prior to prolonged usage.Perform 10,000 simulated measurement cycles with the complete blood 

pressure measure-ment system at which at least the following cuff pressure vaiues shall be reached: adult 

mode: 20 kPa (150 mmHg); neonatal/infant mode: 10 kPa (75 mmHg). Note 1: For devices which measure 

with the auscultatory and oscillometric method this test should be carried out for both modes. Note 2 : For 

dev(ces which measure in both modes (adult and neonatal/infant) the test should be carried out In both 

modes. (2) Expression of results Express the result as the difference between the cuff pressure indication 

before and after 10,000 simulated blood pressure measurement cycles at the same test pressure and under 

the same environmental conditions. 13. rest methods for the effect of external voltages and abnormal 

connections to the signal Input/output por& (1) Apparatus rigid vessel with a capacity of 500 ml calibrated 
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reference manometer with an uncertainty less than 0.1 kPa (0.8 mmHg); T-piece connectors; pressure 

generator, e.g. ball pump (hand pump) with deflation valve. (2) Præedure Replace the cuff with the 500 ml 

vessel, insert the calibrated reference manometer into the pneumatlc system by means of a T-piece and 

proceed as follows:— (i) Raise the pressure to 13 kPa (100 mmHg) and record the displayed value. (ii) 

Repeat (i) whilst short circuiting all contacts of the signal input/output ports belonging to the non-invasive 

blood pressure measuring system. (lil) Repeat (i) whilst applying the maximum voltage specified by the 

manufacturer to each contact belonging to the non-invasive blood ßressure measuring system. (3) 

Evaluation Compare the indicated value under (i) with the indicated values under (ii) and (Iii) 
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14. Test method for the cuff pressure deflation following an aborted measurement (1) Apparatus (i) 

calibrated reference manometer with an uncertainty less than 0.1 kPa (0.8 mmHg); (11) T-piece 

connectors. (2) Procedure and evaluation Insert the calibrated reference manometer into the pneumatic 

system by means of a T-piece. Start a blood pressure measurement. Abort the measurement during 

inflation. Start an-other measurement and abort it during the pressure reduction. If interval measurements 

are possible repeat the test in this mode. Check by visual inspection whether the rapid exhaust is activated. 

11-7:guz PART TAXIMETERS (a) 'Taximeter'—A measuring instrument which totalizes continuously 

and indicates at any moment of the journey the charges payable by the passenger of a public vehicle as 

function of the distance travelled and, below a certain speed, of the length of time occupied, independent 

of supplementary' charges, according to the authorised tariffs. (b) Basicd&änæ äriff—The tariff for 

distance corresponding to all the intervals except the initial interval. (c) Basic time tariff—The tariff for 

time onesponding to all except Ble initial interval. (d) Cleared—A taximeter is cleared when no indication 

of fare is shown and when all parts are in the positions in which they are designed to be, when the vehicle 

on which the taximeter is installed is not engaged by a passenger. (e) Reading side of a taximeter upon 

which the indications of interest to the passenger are indicated. (f) Fare—That portion of the charge for the 

hire of a vehicle that is automatically calculated by a taximeter through the operation of the distance or 

time mechanism. (g) Flag—A device by which the operating conditions of a taximeter is controlled. (h) 

Initial distance or time interval—The interval corresponding to the initial money drop. (i) Money drop—

An increment of fare Indication. (j) Initial money drop—The inltial charges appearing on the reading face 

of the taximeter at the time when it hired by passenger. (k) Distance of time intervals—The intervals 

corresponding to money drops following the initial money drop. (l) Consent 'k'ofthe äximeter—The 

constant 'k' of a taximeter is a characteristic quantity showing the type and number of signals which the 

instrument must receive in order to indicate correctly a covered distance of 1 km. This constant 'k' is 

expressed— 613 According to the construction of the instrument the constant 'k' may be fixed or may be 

adjustable by fixed amounts. (m) Charaderisticcoemcient 'w'ofthe vehicle— The characteristic coefficient 

'w' of a vehide is a quantity Indicating the type and number of signals intended to drive the taximeter 

which appear at the component provided for this purpose, for a distance travelled of 1 km. This coefficient 

'w' is expressed— in 'revolutions per kilometre travelled' (rev/km.); or (ii) in 'impulse per kilometre 

travelled' (imp/ km), dependlng on whether the information relating to the distance travelled by the vehicle 

appears in the form of a number of revolutions of the component driving the taximeter or in the form of 

electrical signals. This coefficient varies as a function of several factors, principally the wear and pressure 

of the tyres, the load carried by the vehicle, the conditions under which the vehicle makes a journey. It 

shall be measured under the standard test conditions for the vehicle. (n) Adapting device—A special 

device which allows the values of 'k' and 'w' to be adjusted in such a way that maximum permissible error 

laid down In paragraph 5(c) shall not' be exceeded. 3. (A) 2. General (a) The following units of 

measurements shall be used for taximeters:— the metre or kilometre, for distance (11) the second, minute 

or hour for time. (b) The fare for the journey shall be expressed In the legat monetary units. Teånlcal 

characterlstlß Genera/ constructional features (b) (ii) in 'revolutions per indicatedkllometre' (rev/ km) If the 

information relating to the distance oovered by vehicle Is inboduced into the taximeter in the form of a 

number of revolutions of its main shaft (drive shaft at entry point to the instrument). in 'impulse per 

indicated kilometre' (imp/ km) if this informatjon is introduced in the form of electrical signals. GT///-I 

SC/ The taximeter shall be robust and well- constructed. The functional parts of the taximeter shall be 

made of materials which guarantee adequate strength and stability. The casing of the taximeter and that of 

the adapting device as well as the covers of the transmission devices shall be so made that the essential 

parts of the mechanism are out of reach from outside and are protected against dust and humidity. 614 (B) 

THE GAZETTE OF ANDIA : EXTRAORDINARY [PART 11—SEC. 3(i)] (c) Access to devices for, 

adjustment shall be made impossible without damäge to the sealing arrangements. In the case of 

electronietaximeters, the electronic devices whiCh calculate the charge payable. shall ,.operate •without 

failure;end.at any time it shallhe posSible to check their correct operation. This may • be. achieved means 

of a special control programme which is automatfc:or manually-activated. Any fault •.identified by this 

control programme shäll be •clear!y Indicated. Measuring device—Calcu/ating device (g) (h) (j) (b) (d) 

Except when the taximeter is being cleared, Indications of fare shall be clearly visible:atall times. The 

taxlmetershall be so designed that it calculates and indicates the fare for the journeysd!ely on the basis of: 
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the distance travelled when the vehide moves at a speed higher than the changeover speed; or the period of 

time when the vehicle moves at a speed less than the changeover speed. The changeover speed Is attained 

by dividing the time tariff by the distance tariff and may vary according to the variation in these tariffs. 

The distance drive shall be made through the medium of the wheels, and the reverse motion shall not cause 

a reduction in the fare or distance shown. The time drive shall be obtained by a mechanical or electronic 

movement of the dock work, which can be activated only by operating the mechanism of the taximeter. If 

the working of the clockwork mechanism is operated by manual winding, it shall work for at least 8 hours 

without rewinding or for at least two hours if rewinding is necessary at each manual operation before it is 

set in operation. The ele&onic clockwork, shall be capable of functioning at any time. During the distance 

drive, the first increment of fare indication (money drop) shall occur after travelling the initial distance. 

The subsequent money drops shall correspond to equal distance between each of them. During the time 

drive, the first increment of fare indication (money drop) shall occur after the initial time interval. The 

subsequent money drops Shail correspond to equal time intervals between each of them. Without change 

of drive, the ratio between the Initial distance and the subsequent distances shall be the same as the ratio 

between the initial time and subsequent time Intervals. An adapting device, situated inside or outside the 

instrument case, shall allow the adaptation of the taximeter constant to the characteristic coefficient of the 

vehicle on which It Is mounted, with an accuracy such that the maximum permissible errors laid down in 

paragraph 5(c) shall not be exceeded. The taximeter shall be so designed as to facilitate necessary 

adjustment of the calculating device for making it conform to the changes In the tariff. If the number of 

tariffs provided on the Instrument is greater than the number of tariffs in force, the taximeter shall, In the 

superfluous positions, calculate and indicate a fare based on one of the authorised tariffs. (C) Control 

mechanism (a) (b) The mechanism of the taximeter shall be capable of being set In motion after having 

been engaged by a single control mechanism. For the electronic taximeter this mechanism may consist of 

various push buttons and switches for speclai operations. The mechanism of the taximeter shall be capable 

of being set in motion in one of the positions indicated in clauses (b), (c) and (d). FREE position (for hire) 

In this position— there Shail be no indication of the fare to be paid or, this indication shall be equal to zero 

or to a value of the •initial' money drop but in the latter case, the indication shall be covered by a shutter; 

(c) (d) (ii) the distance drive and the time drive shall not operate the device which Indicates the fare to be 

paid; (iii) the totalizer indicating the total distance travelled shall remain turned off; (iv) the window 

through which possible extras are seen shall be blank or Indicate "Zero". "WORKING" position (hired)—

ln this position, the time and distance drives and the extras indicator, if any, shall be engaged, "TO PAY" 

position—In this position, which shows the final total fare due from the passenger for the journey 

excluding any extras, the time drive shall be disconnected and the distance drive shall remain connected to 

the authorised tariff. In case of electronic taximeters it is permitted, by operating a special button in the TO 

PAY position, to add any possible extras to the fare, and to indicate on the indicator, the total fare payable 

by the passenger. When this button Is released the two amounts shall be indicated separately. The control 

mechanism, shall be so designed that starting from FREE position, the taximeter can be set successively in 

WORKING position and TO PAY position. The operation of the control mechanism is subject to the 

following restrictions:— Starting from the WORKING position, it shall not be possible to put the 

taximeter back in the "FREE" position without going through the "TO PAY" position. Starting from the 

TO PAY position, it shall not be possible to put the taximeter in the WORKING position without going 

through the FREE position. (c) (d) (e) 615 As soon as the instrument is put into operation from the FREE 

position by operating the control mechanism, the shutter, if any, covering the indication of fare to be paid, 

shall retract and a fixed amount corresponding to the initial money drop shall appear. The fare indicator 

shall thereafter advance by successive steps of a constant monetary value, as soon as the amount of the 

initial money drop has been used up. The taximeter shall be provided with a device indicating at any 

moment on the reading face the engaged working position. The taximeter shall have a means for 

illuminating the readings appearing on the reading face and it shall be possible to replace the light bulbs 

without opening the sealed parts of the meter. In the case of self-luminous indications no additional 

illumination is required if readability of the indications of interest to the passenger is ensured. (E) Optional 

additional devices The taximeter may in addition be provided with supplementary devices, such as— (D) 

Indicating device (a) (b) The "reading face" of the taximeter shall be so designed that the indications of 

interest to the passenger can be easily read by him. The fare to be paid, excluding possible extras, shall be 



LEGAL METROLOGY (GENERAL) RULE, 2011 

179 / 207 

ascertained from the fare indicator by simple reading of an indication in aligned figures having a minimum 

height of 10 mm. When electronic indicating elements are used it shall be possible to check the operation 

of the indication. (a) (c) an indicator of extras Independent of the fare indicator mentioned in dause 

3(D)(b) and automatically returning to zero In the FREE position. In the TO PAY position It is permitted 

to add the extras to the fare by operating a push button; totalizers which give, In aligned figures having a 

minimum height of 4 mm, Indications of— the total distance travelled by the vehicle; (ii) the total distance 

travelled on hire; (Ill) the total number of "engagement"; ('v) the total number of money drop. The 

totalizers may be also non-erasable electronic memories which can be recalled and indicated in the FREE 

position of the taximeter. The data in the memory shalt be protected for at least 72 hours after a power 

supply failure; a device detecting the presence of a passenger (pressure sensor): 616 4. Inscrlpäon THE 

GAZETTE OF INDIA : EXTRAORDINARY [PART II—SEC. 3(i)] (a) (b) (c) (d) Every taximeter shall 

bear the following indicatlons:— (i) name and address of the manufacturer or his trade mark. (ii) the 

constant 'k' in rev/km. or Imp/km. Every taximeter shall have places to permit : Affixation of marks of 

initial and periodical verifications. In the vicinity of the windows of all indicating devices the meanings of 

the values shown shall be given dearly, legibly and unambiguously. The name or the symbol of the 

monetary unit shall be alongside the fare indication for the journey and the indication of extras to be paid. 

(b) 5. Maxlmum permissible errors the case of adjusting device (if this device is outslde the case of the 

taximeter); the covers of electrical or mechanical devices 



LEGAL METROLOGY (GENERAL) RULE, 2011 

180 / 207 

forming the connection between the entrance of the taximeter and the corresponding part provided on the 

vehicle for alignment with the instrument, including the detachable parts of the adjusting device. A plate of 

approved size and pattern shall be attached to the taximeter gear box or to the taximeter itself in such a 

manner that it cannot be removed without either removing the seals affixed by the testing authority or 

openlng the taximeter or taximeter gear box. The plate shall show In raised or sunken words and figures, 

the type of cab on which the taximeter is to be used. These seals shall be such that all access to protected 

components particularly the components of adjustment is impossible without damaging the seal. (a) (b) (c) 

During drive by distance the maximum dispersion of the indications shall not exceed : (i) for the Initial 

distance, 2 per cent of the true value. However, for initial dlstances less than 1000 metres, the dispersion 

may be up to 20 metres; (ii) for distances succeeding the initial distance 2 per cent of the true value. 

During drive by time the maximum dispersion of the indications shall not exceed— (i) for the initial time : 

3 per cent of the true value however, for initial times less than 10 minutes, this error may be up to 20 

seconds, (ii) for times succeeding the initial time: 3 per cent of the true value. 'The adaption shall be 

carried out under the standard test conditions such that the constant 'K' of the taximeter differs by less than 

1 per cent from the characteristic number 'W' of the vehicle on which it is mounted, 7. Standard test 

conditions for the vehlcle (a) (b) (c) The load carried by the vehicle corresponds to the weight of four adult 

persons including the driver. The tyres are inflated to the pressure pres«ibed by the vehicle manufacturer 

and are in good condition (e.g., conforming to the road safety rules). The vehicle is moving, under its own 

power, on level ground in a straight line, at a speed less than 40 km/h 

6. Protection and guarantee seals (a) The under mentioned part of the taximeter shall be so 

constructed that they can be sealed with lead or by marks of protection and guarantee: the case 

enclosing the internal mechanism of the taximeter; 8.Test methods TO determine compliance with 

distance tolerances a distance test of the taximeter shall be conducted utilizing anyone of the following test 

methods:— (a) Road test method—A road test consists of driving the vehicles over a precisely measured 

road course. Fifth wheel test method—This test (b) consists of driving the vehicle over any reasonable 

road course and determlnlng the distance actually travelled through the use of a mechanism known as 

"fifth wheel" that is attached to the vehicle and that independently measures and indicates the distance. 

3(i)] (c) Simulated road test method—This test consists of determining the distance travelled by 

computation from rolling circumference and wheel turn data 

9. Test procedure 617 (a) (b) The distance test of a taximeter, whether (a), (b) or (c) shall include at 

least duplicate runs of sufficient length to cover at least the third money drop or one km., whichever 

Is greater, and shall be at a speed approximating the average speed travelled by the vehicle in normal 

service. If the taximeter is equipped with a mechanism through which charges are made for time intervals, 

a test shali be conducted to determine whether there is interference between the time and distance 

mechanism. During this test, the vehicle is operated at a speed of 3 or 4 km./h faster than changeover 

speed 

PART IX (2) Measurement transducer A part of the meter which transforms the flow of the gas to be' 

measured into signals which are passed to the calculator. [t may be autonomous or use an external power 

source. Note: For the purposes of these specifications, the measurement transducer includes the flow or 

quantity sensor. (3) Calculator A part of the meter that receives the output signals from the transducer(S) 

and, possibly, from åssoclated measuring iostruments, transforms them and, If appropriate, stores In 

memory the results until they are used. In addition, the calculator may be capable of communicating both 

ways with peripheral equipment. (4) Indicating device A part of the meter, whlch displays continuousty the 

measurement results. Note: A printing device which provides an indication at the end of the measurement 

is not an indicating device. (5) Ancil/aty device A device intended to perform a particular function, 

directly involved in elaboraäng, transmitting or*displaying measurement results. Main ancillary devices 

are:— COMPRESSED GASEOUS FUEL (CNG) MEASURING SYSTEMS FOR VEHICLES 

HEADING—A 1. Scope (1) These specifications lay down the metrological and technical requirements 

applicable to compressed gaseous fuel measuring systems for vehicles. It also specifies the requirements 

for the approval of constituents elements of the measuring systems (meter, etc.). Measuring systems for 

liquid petroleum gas are not in the scope of this specification as the fluid is at liquid state. (2) In general, 

the measuring systems that are covered by this specification are intended for the refuelling of roadside 

motor vehicles, small boats, aircraft and for trains. In principle, these specifications apply to all measuring 
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systems fitted with a meter as defined in paragraph 1, sub-paragraph (1) (continuous measurement), 

whatever be the measuring principle of the meters or their application. TERMINOLOGY 1. Measuring 

system and its constituen& (1) Meter An instrument intended to measure continuously, memorizes and 

display the quantity of gas passing through the measurement transducer at metering conditions. Note: A 

meter includes at least a transducer, a calculator (including adjustrnent or correction devices, if present) 

and an indicating device. GT//I-ISS (b) (c) (d) (e) (g) zero setting devices, repeating indicating device, 

printing device, memory device, . price indicating device, totalizing indicating device, pre-setting device, 

and self-service device. (6) Additional device A part or a device, other than an ancillary device, required to 

ensure correct measurement or intended to facilitate the measuring operations, or which could in any way 

affect the measurement. Main additional devices are:— (a) (b) (c) (d) filter, device used for the transfer 

point, and-swirl device, branches or bypasses, valves, and hoses. 618 (7) Measuring system THE 

GAZETTE OF INDIA : EXTRAORDINARY [PART IPSEC. 30)] A system which comprises the meter 

Itsetftand all the ancillary devices,and additional' devices. (8) Compressdgaseous fuel measuring systems 

for vehicles A measuring system intended for therefuelling of motor vehiclés with compressed gaseous 

fuel. (9) Pre-setting device A device which permits *the selectlon of the quantity to be measured •and 

.which •automatically stops the flow .•of gas at the end of the measurement of: the •selected, quantity. 

Note: The;pre-set quantity may be the mass or the related prlceto pay. (10) Adjustment devlæ A device 

incorporated in the meter, that only allows shifting of the error curve generally parallel to itself, with a 

view to bringing errors wlthin the maximum permissible errors. (11) Associated measuring instrumen& 

Instruments connected to the calculator or the correction device, for measuring certain quantities which are 

characteristics of the gas, with a view to making corrections. (12) Correction device A device connected to 

or incorporated in the meter for automatically correcting the mass, by taking into account the flow rate or 

the characteristics of the gas to be measured (viscosity, temperature, pressure) and the pre-established 

calibratlon curves or both. (13) Transfer point A point at which the gas is defined as being delivered 

2. Self service measuring systems (1) Self-sewice arrangement An arrangement that allows the 

customer to use a measuring system for the purpose of obtaining gas for his own purchase.(2) Self-

service device A specific device that is part of a self-service arrangement and which allows one or more 

measuring systems to petform in this self-service arrangement. Note: The self-service device includes all 

the elements and constituents that are mandatory so that a measuring system performs in a self-service 

arrangement. The arrangement is made of a self-service • device and connected measuring systems. (3) 

Attended service mode An operating mode of a self-service arrangement in which the supplier is present 

and controls the authorization for the delivery. (4) Unattended service mode An operating mode of a self-

service arrangement in which the self-service arrangement controls the authorization for a delivery, based 

on an action of the customer. Note: In unattended service mode, the end of the measurement operation is 

the end of the registration (printing and/or memorizing) of information concerning the measurement 

operation. (5) Pre-payment A type of payment in attended or unattended service mode requiring payment 

for a quantity of gas before the delivery commences. (6) Attended post-payment (or post-payment) A type 

of payment in attended service mode requiring payment for the delivery but before the. customer leaves 

the site of the delivery. (7) Unattended post-payment (or delayed payment) A type of payment in 

unattended service mode in which payment for the delivered quantity Is requlred after the delivery, but in 

which the transaction Is not settled when the customer leaves the slte, following an implicit agreement 

with the supplier. (8) Authorization ofa measuring system An operation that brings the measuring system 

into a condltion suitable for the commencement of the delivery 

3. Metrological characteristB (1) Primary Indication An indication (displayed, printed or 

memorized) which is subject to legal metrology control.Note: Indications other than primary indications 

are commonly referred to as secondary indications. (2) Absolute error of measurement The result of a 

measurement minus the (conventional) true value of the measurand. (3) Relative error The absolute error 

of measurement divided by the (conventional) true value of the measurand. (4) Maximum rrmlssible errors 

The extreme values permitted by the specification for an error. (5) Minimum measured quantity of a 

measuring system The smallest mass of gas for which the measurement Is metrologically acceptable for 

that system. Note: In measuring systems intended to deliver, this smallest mass is also referred to as the 

minimum delivery. (6) Minimum specified mass deviation The absolute value of the maximum 

permissible error for the minimum measured quantity of a measuring system. (7) Minimum specified price 
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deviation The price to pay corresponding to the minimum specified mass deviation. (8) Repeatability error 

For the purposes of this specification, the difference bewveen the largest and the smallest results of 

successive measurements of the same quantity carried out under the same conditions. (9) Intrinsic error 

The error of a measuring system determined under reference conditions. (10) Initial intrinsic error The 

intrinsic error of a measuring system as determined prior to all performance tests, (11) Fault The difference 

between the error of Indication and the (initial) intrinsic error of a measuring system. (12) Significant fault 

For the mass, a fault means magnitude of which is greater than the larger of these two values :— (ii) one-

tenth of the magnitude of the maximum permissible error for the measuring system and for the measured 

mass, (iii) the minimum specified mass deviation. For the price to pay, the price corresponding to the 

significant fault for the mass. Note: No fault is allowed for the unit price. The following are not considered 

to be significant faults (v) faults arising from simultaneous and mutually independent causes in the 

measuring instrument itself or in its checking facilities; 619 (vi) transitory faults being momentary 

variations in the Indicatfon, which cannot be interpreted, memorized or transmitted as a measurement 

result. (13) Durability The capability of the measuring system to keep its performance characteristics over 

a period of use, for electronic purposes 
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4. Tests and test condltlons (1) Influence quantity A quantity which is not the subject of the 

measurement but which influences the value of the measurand or the indication of measuring 

system.(2) Influenæ factor An influence quantity having a value within the rated operating conditions of 

the measuring system, as specified in these specifications. (3) Disturbance An influence quantity having a 

value outside the specified rated operating conditions of the measuring system. Note : An influence 

quantity is a disturbance If for that influence quantity the rated operating conditions are not specified. (4) 

Rated orraüng condltions Conditions of use, giving the range of values of influence quantities for which 

the metro!oglcal characteristics are intended to be within the maximum permissible errors. (5) Reference 

conditions A set of specified values of influence factors fixed to ensure valid jnter comparison of results of 

measurements. (6) Pentmance test A test intended to verify whether the measuring system under test 

(EUT) is capable of accomplishing its intended functions. (7) Enduranæ test A test intended to verify 

whether the meter or the measuring system is able to maintain Its performance characteristics over a period 

of use. (8) Bank A test reservoir or a set of test reservoirs manifolded together which forms part of a multl- 

segment gas storage system. The segments operate at different pressure levels from one another in 

refuelling systems fitted with or using a sequential control device. Note: Testing by using banks generate 

transient flow rates. 620 THE GAZETTE u'OF "INDIA EXTRAORDINARY [PART IPSEC. 3(i)] (9) 

Sequential control device A device from a bank to another one. -ms dB/ioe may„beinduded]na measuring 

system or may be part:of the refuelling:sbtlon. 5 Electronlc or electrical equ!pment (1) Electronic device A 

device employing electronic•sub-assemblies and performing:a-spetlfic function. Note: Electronic devices, 

as denned above, may be complete;measuring systems :or ,part• of measuring systems. (2) Electronic 

subgssemb/y A part of:an electronic device, employing electronic components and having a recognizable 

function of its own. (3) Electronic component The smallestphysical entity which uses electron or hole 

conduction .in semi-conductors, gases, or in a vacuum. (4) Checking fui/ity A facility Which Is 

incorporated In a measuring system and which enables significant faults to be detected and acted upon. 

Note: The checking of a transmission device aims at verifying that all the information which is transmitted 

is fully received by the receiving equibment. (5) Automatic checking facility A checking facility operating 

without the intervention of an operator. (6) Permanent automatic checking facility (type P) An automatic 

checking facility operatlng during the entire measurement operation. (7) Intermittent automatic checking 

facility (tupe I) An automatic checking facility operating at least once, either at the beginnlng or at the end 

of each measurement operation. (8) Power supply device A device which provides the electronlc devices 

with the required electrical energy, using one or several sources of a.c. or d.c. HEADING—B 1. General 

requlremen& (1) Constituen& of a measuring system A meter itself is not a measurlng system. A 

measuring system includes at least— (a) a meter, (b) a transfer point, (c) a gas circuit with particular 

characteristics which must be taken into account. The measuring system may be provided with other 

ancillary and additional devices [paragraph 2 sub-paragraph (2)]. If several meters Intended for separate 

measuring operations have common elements calculator filter, etc.) each meter is considered to form, with 

the common elements, a measuring system. A measuring system shall Include only one meter, (2) 

Ancillary and additional devices (I) Ancillary devices may be a part of the calculator or of the meter, or 

may be peripheral equipment, connected through an Interface to the calculator. These devices shall bear a 

legend which is dearly visible to the user to indicate that they are not controlled when they display a 

measurement result visible to the user. Such a legend shall be present on each print-out likely to be made 

available to the customer. (11) By definition, additional devices likely to be installed in a measuring 

system shall not corrupt the metrological behaviour of the measuring apparatus. (3) Field of operation (i) 

The field of operation of a measuring system is determined by the following characteristics:— minimum 

measured quantity, measuring range limited by the 'minimum flow rate, Qmin and the maximum flow rate, 

Qmax, maximum pressure of the gas, p max, minimum pressure of the gas, Pmln, if appropriate, nature 

and characteristics of the gases to be measured, maximum temperature of the gas, max• minimum 

temperature of the gas, environment class The environmental class may be different according to devices 

of the measuring system, provided each devite is used according to its own environmental class. In 

particular this is applicable to some parts of a self-service device which can be used at different 

temperatures than the rest of the measuring system. 3(i)] (ii) The minimum measured quantity of a 

measuring system shall have the 
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form 1 x Ion, 2 x Ion or 5 x Ion authorised units of mass, where n is a positive or negatlve whole number, 

or zero. The minimum measured quantity shall satisfy the conditions of use of the measuring system. 

Except in exceptional cases, the measuring system shall not be used for measuring quantities, less than this 

minimum measured quantity. Measurlng systems having a maxi- mum flow rate not greater tian 30 kg/ 

min shall have a minimum measured quantlW not exceeding 2 kg. Measuring systems having a maxlmum 

flow rate larger than or equal to 30 kg/min but not greater than 100 kg/min shall have a minimum 

measured quantity not exceeding 5 kg. (iii) The measuring range shall satisfy the conditions of use of the 

measurlng system; the latter shall be deslgned so that the flow rate is bebneen the minimum now rate and 

the maximum flow rate, except at the beginning and at the end of the measurement or durlng inter- 

ruptlons. In normal conditions of use, the measurlng system shall not be capable of delivering quantities at 

now rates smaller than the minimum flow rate. The measuring range of a measuring system shall be within 

the measuring range of each of its elements. The ratio between the maximum flow rate and the minimum 

flow rate shall be at least fifteen. (iv) A measuring system shall exclusively be used for measuring gas 

having characteristics within its fleld of operation, as specified In the model approval certificate. The field 

of operation of a measuring system shall be within the fields of measurement of each of its constituent 

elements, in particular the meter. (4) Indications (i) Measuring systems shall be provided with Q 74' (v) 

(vii) 621 an indicating device giving the mass of gas measured. If the system is fitted with a price 

indicating device, then— I(4)(i)(a) indications of unit price and price to be paid are related onty to mass. 

I(4)(i)(b) these indications are displayed only when displaying the mass. Mass shall only be indicated in 

kilogram. The symbol or the name of the unit shall appear in the immediate vicinity of the Indication. A 

measuring system may have several devices indiating the same quantity. Each shall meet the requirements 

of this spedfcation if subject to control. The scale Intervals of the various indications shall be the same. For 

any measured quantity relating to the same measurement, the indications provided by various devices shall 

not deviate one from another. The use of the same indicating device for the indications of several 

measuring systems (which then have a common indicating device) is authorized provlded that it is 

impossible to use any two of these measuring systems simultaneously, and that the measuring system 

providing the Indication is clearly identified. The scale interval shall be in the form 1 x Ion, 2 x Ion or 5 x 

Ion authorized units of mass, where n is a positive or negative whole number, or zero. The scale interval 

shall be equal to or smaller than half the minimum specified mass deviation. However non-signiflcant 

scale intervals should be avoided. Thus does not apply to price indications. When relevant, the provisions 

relating to mass indications apply also to price Indications by analogy, and to secondar,' indications of 

other quantities as well. (5) Suitabl/ity of additional devlces Measuring systems shall incorporate a transfer 

point. This transfer point is located down stream of the meter. No means shall be provided by which any 

measured gas .can be diverted down stream of the meter during the filling operation. Two or more delivery 

t:ransfer points may 622 THE GAZETTE OF INDIA : EXTRAORDINARY [PART 11—SEC. 3(i)] be 

permanently installed and operated simultaneously or alternately provided so that any diversion of gas to 

other than the intended receiving receptacle(s) cannot be readily accomplished or is readily apparent. Such 

means Include, for example, physical barriers, vlslble valves or indicatlons that make it clear which 

transfer polnts are in operation, and explanatory signs, if necessary. When only onetransfer point can be 

used during a deliver,', and after the transfer point has been replaced, the next delivery shall be inhibited 

until the indicating device has been reset to zero. When two or more transfer points can be used 

simultaneously or alternately, and after. the utilized transfer points have been replaced, the next delivery 

shall be, inhibited until the indicating device has been zero. Moreover, by design, the provisions of 

paragraph 2 sub- paragraph (5) clause (iii) shall be fulfilled. : The system shall be designed •In order to 

ensure that the measured quantity is delivered. In particular if the hose down stream of the meter is likely 

to be de- pressurized beueen two delt•ædes, his shall lead for insunce to systemadc correction or re-

pressurizing before countlng. Whatever is the operating principle, in particular what constitutes the hose or 

the transfer point, in the worst measuring conditions, the mass which Is measured but not delivered shall 

be smaller than or equal to half the minimum speclfled mass deviation. Note: The purpose of this provislon 

is not to allow a systematic deviation. This shall be verified by design examination, tests or calculation. 

(vi) If there Is a risk that the supply conditions can overload Qmax of the meter, a flow limiting device 

shall be provided. It shall be possible to seal it. (vii) A pressure gauge shall be permanently installed on the 

measuring system In order to check Pmax and Pmin• 2. Metrological requirements for measuring systems 
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and meters (1) Maximum permissible errors and other metrological characteristic (i) Without prejudice to 

paragraph 2 sub- paragraph (1) clause (iii) the maximum (Ili) permissible relative errors on mass 

indications, posltlve or negative, at model approval are, — ± 1% of the measured quantity for the meter 

alone, and — ± 1.5% of the measured quantity for the complete measuring system. The maximum 

permissible relative errors on mass indications, positive or negative, • at initial verification or subsequent 

verifications and when these verifications are performed under rated operating conditions on-site of use, 

are ± 2% of the measured quantity for the complete measuring system. The maximum permissible errors 

applicable to the minimum measured quantity are twice the corresponding values stated in paragraph 2, 

sub- paragraph (1), clause (i). So the minimum specified mass deviation (Emin) for the measuring system 

is given by the formula: mi Where Mmin is the minimum measured quantity having the form specified In 

paragraph 1, sub-paragraph (3), clause Note: The minimum specified mass deviation is an absolute 

maximum permissible error. Whatever the,measured quantity may be, the magnitude of the maximum 

permissible error (expressed as an absolute error) for the complete system Is never less than the minimum 

specified mass deviation. For any quantity equal to or greater than 1000 scale intervals, the repeatability 

ermr of the meter shall not be greater than ± Within their field of operation, meters shall present a 

magnitude of the difference between the initial intrinsic error and the error after the endurance test equal to 

or less than ± 1%. The requirement on repeatability applies after the endurance test. (2) Conditions for 

applying maximum permissible errors (i) Maximum permissible errors apply for all gas, all temperatures 

and all pressures of 3(i)] the gas, and all flow rates for which the system or tie meter is intended to be 

approved. A measuring system or a meter shali be capable of fulfilling all requirements without adjustment 

or modification during the relevant evaluation procedure. When stated in the model approval certificate, a 

verification of a measuring system or of a meter intended to measure gas may be carried out with air (or 

with another fluid). In this case and if necessary, the pattern approval certificate provides a smaller range 

or a shift for maximum permissible errors, so that maximum permissible errors are fulfilled for gas 

3. RequiremenE for meters and ancillary devices ofa measuring system The meter and ancillary 

devices of a measuring system shall meet the following requirements, whether or not they are 

subject to a separate model approval:—(1) Meter (i) Field of operation The field of operation of a meter 

is determined at least by the following characteristics:— minimum measured quantity, measuring range 

limited by the minimum and the maximum flow flow rate, Qmin• rate, Qmax, maximum pressure of the 

gas, Pmax, if appropriate, nature and characteristics of the gases to be measured, maximum temperature of 

the gas, Tmax, minimum temperature of the gas Tmin. The temperature range shall be +100C to + 400C. 

(ii) Metrological requirements See paragraph 2 under Heading—B. (iii) Connections between the flow 

sensor and the Indicating device The connections between the flow sensor and the indicating device shall 

be reliable and, for electronic devices, durable. (iv) Adjustment device Meters may be provided with an 

adjustment device which permits modification of the ratio between the 623 indicated mass and the actual 

mass of gas passing through the meter, by a simple command. When this adjust•nent device modifies this 

ratio in a discontinuous manner, the consecutive values of the ratio shall not differ by more than 0.001. 

Adjustment by means of a by pass of the meter is prohibited. Corrætjon device Meters may be fitted with 

correction devices; such devices are always considered as an integral part of the meter. The whole of the 

requirements which apply to the meter, in particular the maximum permissible errors specified in 

paragraph 3 sub-paragraph (1) clause (lil) of Heading—B, are therefore applicable to the corrected mass. 

In normal operation, non-corrected mass shall not be displayed. The aim of a correction device is to reduce 

the errors as close to zero as possible. Note: The use of this device for adjustlng the errors of a meter to 

values other than as close as practical to zero is forbidden, even when these values are within the 

maximum permissible errors. The correction device shall not allow the correction of a pre-estimated drift 

in relation to times or mass, for example, The accuracy of associated measuring instruments shall be good 

enough to permit that the requirements on the meter be met as specified in paragraph 2, sub- paragraph (3) 

of Heading—B. Associated measuring Instruments shall be fitted with checking devices, as specified In 

paragraph 4, sub-paragraph (3) clause (vi) of Heading—B. (2) Indlcatlng device (iii) Measuring systems 

shall be equipped with digital indicating devices. The decimal sign shall appear distinctly. The continuous 

display of mass during the period of measurement is mandatory. The height for the figures of the 

indicating device shall be equal to or greater than 10 millimetre. 624 (3) Zero setting device THE 

GAZETTE OF INDIA : EXTRAORDINARY [PART IL—SEC. 3(i)J (i) Measuring systems shall be 
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equipped with a device for resetting the mass indicating device to zero. (a) (b) The zero setting device shall 

not permit any alteration of the measurement result shown by the mass indicating device (other than by 

making the result disappear and displaying zeros). Once the zeroing operation has begun It shall be 

impossible for the mass Indicating device to show a result different from that of the measurement. which 

has just been made, until the zerolng operation has been completed. of the measurement to unit price shall 

be adjustable; changing the unit price may be carried out either directly on the measuring system or 

through peripheral equipment. The indicated unit prlce at the start of a measurement operation shall be 

valid for the whole transaction. A new unit price shall only be effective at the moment a new measurement 

operation may start, A time of at least five seconds shall elapse between indicating a new unit price and 

before the next measurement operation can start, if the unit price is set from peripheral equipment. (iii) 

Only rounded errors pertaining tothe least significant digit of the price to be paid are authorized. (5) 

Printing device The measuring system shall not be capable of being reset to zero• during measurement. If 

the system also includes a price indicating device, this indicating device shall be fitted with a zero resetting 

device. The zero setting devices of the price indicating device and of the mass indicating device shall be 

designed in such a way that zeroing either indicating device automatically involves zeroing the other. (iii) 

If the measuring system Is fitted with a printing device, any printing operation shall not be possible in the 

course of a measurement and further delivery shall only be possible after a reset: to zero has been 

performed. However, the printing operation shall not change the quantity indicated on the indicating 

device. (iv) If the measuring system is designed so that registration of mass could occur without any 

effective flow rate, a device shall register this apparent flow rate and compensate the measurement result 

for it. (4) Price indicating device A mass indicating device. may be complemented with a price Indicating 

device Which displays both the unit price and tte price to be paid. nemaréry unit used or its symbol shall 

appear In the immediate vicinity of the indic&lgm. Thesetected unit price shall be displayed by an 

iindicating device before the start (lil) (iv) (v) The mass printed shall be expressed In multiples or sub-

multiples of kilogram for the indication of mass. The figures, the unit used or its symbol and the decimal 

sign, if any, shall be printed on the ticket by the device. The printing device may also print Information 

identifying the measurement such as: sequence number, date, Identification of the measuring system, type 

of gas, etc. If the printing device Is condected to more than one measuring system, it must print the 

identification of the relevant system. If a printing device allows repetition Of the printing before a new 

delivery has started, copies shall be clearly marked as such, for example by printing "duplicate". The 

printing device shall print, in addition to the measured quantity, either the corresponding price and the unit 

price. The printing devices are also subject to the requirements in paragraph 4, sub• paragraph (3), clause 

(v) of Heading—B. (6) Memory device (i) Measuring systems may be fitted with a memory device to store 

measurement results until their use or to keep a trace of commercial transactions, providing proof in case 

of a dispute. Devices used to read stored information are considered as included in the memory devices. 

(ii) The medium on which data årö•stored must have sufficient permanency to ensure that the data are not 

corrupted under normal storage conditions. There shall be sufficient data memory storage for any 

particular application and for roadslde measuring systems data storage for at least one month 

corresponding to normal use shall be available. (iii) When the storage is full, it is permitted to delete 

memorized data when both the following conditions are met:— (a) data are deleted in the same order as 

the recording order and the rules established for the particular application are respected, (b) deletion is 

carried out after a special manual operation. (iv) Memorization shall be such that it is impossible in normal 

use to modify stored values. (v) Memory devices shall be fitted with checking facilities according to 

paragraph 4, sub-paragraph (3), clause (v) of Heading—B. The aim of the checking facility Is to ensure 

that stored data correspond to the data provided by the calculator and that restored data correspond to 

stored data. (7) Pre-setting dewce The selected quantity Is pre-set by operating a digital device which 

indicates that quantity. The pre-set quantity shall be indicated before the start of the measurement. Where 

it is possible to view simultaneously the figures of the display device of the pre-setting. device and those of 

the mass indicating device, the former shall be clearly disdnguishable from the latter. Indication of the 

selected quantity may, during measurement, either remain unaltered or return progressively to zero. The 

difference found under normal operating conditions, between the pre-set quantity and the quantity shown 

by the mass indicating device at the end of the measurement operation, shall not exceed the minimum 

specified mass deviation. The pre-set quantities and the quantities shown by the mass indicating device 
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shall 11-157 (v") 625 be expressed in the same unit. ms unit or its symbol shall be marked on the pre- 

seting device. The scale interval of the pre-setting device shall be equat to the scale interval of the 

indicating device. Pre-setting devices may incorporate a device to permit the flow of gas to be stopped 

quickly when necessary. (viii) Measuring systems with a price indicatlng device may also be fitted with a 

price pre- Setting device which stops the flow of the gas when the quantity delivered corresponds to the 

pre-set price. The requirements in clauses (i) to (vii) of sub- paragraph (7) of paragraph 3 of Heading— B 

apply by analogy. (8) Calculator (Iii) The maximum permissible errors, positive' or negative, on the gas 

quantity Indications applicable for the when they are checked separately shall be 0.05 per cent of the true 

value. All factors necessary for the elaboratlon of indications such as unit price, calculation table, 

correction polynomlal, etc. shall be present in the calculator at the beginning of the measurement 

operation. The calculator may be provided with Interfaces permitting the coupling of peripheral 

equipment. When these interfaces are used, the instrument shall continue to function correctly and Its meb-

ological functbns shall not be capable Of being affected 

4. Technlcal requirements for electronic devlæs (1) General requiremen& Electronic measuring 

systems shall be designed and manufactured such that their errors do not exceed the maximum 

permissible errots as defined in paragraph 2 sub-paragraph (1) under rated operatlng 

conditions.Electronic measuring systems shall be designed and manufactured such that, when they are 

exposed to the disturbances: either (a) significant faulE do not occur, 626 (iii) (v) THE GAZETTE OF 

INDIA : EXTRAORDINARY [PART 11—SEc. 3(i)] --or (b) significant faults are detected and acted 

upon by means of checking facilities. This provision may apply separately to: each individual cause of 

significant fault and/or, each part of the measuring system. The requirements in paragraph 4, sub- 

paragraph (1), clause (i) and paragraph 4, sub-paragraph (1), clause (jj) of Heading—B shall be met 

durably. For this purpose, electronic measuring systems shall be provided with the checking facilities 

specified in paragraph 4, sub- paragraph (3) of Heading—B. Electronic measuring systems shall be such 

that the delay time between the measurement value and the corresponding indicated value shall not eiceed 

500 milli second. A model of a measuring system is presumed to comply with the requirements in sub-

paragraph (1) of paragraph 4 of this Heading if It passes the examination and tests specified in paragraph 

7, sub-paragraph (1) clause (ix) sub-clauses (a) and (b) of Heading—B. (2) 'Ower supply device A 

measuring system shall be provided with an emergency power supply device allowing either (a) to 

safeguard all measur- or ing functions during a failure of the principal power supply, (b) that data 

contained at the moment of a failure leading to stopping the flow are saved and displayable on an 

indicating device for sufficient time to permit the conclusion of the current transaction. continuously and 

automatically at least 15 minutes following immediately the failure of the principal etectrlcal supply, or a 

total of at least 5 minutes in one or several periods controlled manually during one hour following 

immediately the failure. Note : During model approval the instrument has to be supplied with electrlc 

power normally for 12 hours which preceded the test. Before this supply the battery (If provided) may be 

uncharged. In addition, measuring systems shall be designed so that an interrupted delivery cannot be 

continued after the power supply device has been re-established if the power failure has lasted more than 

15 seconds. (3) Checking facilities Action of checking facilities The detection by the checking facilities of 

significant faults shall result in the following actions:— (a) automatic correction of the fault, or (b) 

stopping only the faulty device, when the measuring system without that device continues to comply with 

the regulations, or (c) stopping the flow. Checking facilities for the measurement transducer The objective 

of these checking facilities is to verify the presence of the transducer, its correct operation and the 

correctness of data transmission. These checking facilities shall be of type P and the checking shall occur 

•at time intervals not exceeding the duration of the measurement of an amount of gas equal to the 

minimum specified mass deviation. It shall be possible during modet approval and initial verification to 

check that these checking facilities function correctly— The absolute value of the maximum permissible 

error for the indicated mass, in the second case, is Increased by 5 per cent of the minimum measured 

quantity. In case of a failure leading to stopping the Stow, measuring systems shall be such that the 

minimum duration of operation of the display shall be either (a) (b) (c) by disconnecting the transducer, or 

by interrupting one of the sensor's pulse generators, or by interrupting the electrical supply of the 

transducer. 11-730% 3(i)] (iii) Checking facilities for the calculator The objective of these checking 

facilities is to verify that the calculator system functions correctly and to ensure the validity of the 
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calculations made. There are no special means required for indicating that these checking facilities 

function correctly. (a) The checking of the functioning of the calculation system shall be of type P or I. In 

the latter case, the checking shall occur at least every five minutes in the course of a delivery but at least 

once during a delivery. The objective of the checking is to verify that— (a-I)the values of all permanently 

memorized instructions and data are correct, by such means as summing up all instruction and data codes 

and comparing the sums with a fixed value, line and column parlty bits, cyclic redundancy check, double 

independent storage of data, storage of data in "safe coding", for example protected by check sum, line and 

column parity bits. (a-2) all procedures of internal transfer (a) (b) (b) and storage of data relevant to the 

measurement result are performed correctly, by such means as write-read routine, conversion and 

re•conversion of codes, use of "safe coding" (check sum, parity bit), double storage. The checking of the 

validity of calculations shall bé of type P. This consists of checking the correct value of all data related to 

the measurement whenever these data are internally stored or transmitted to peripheral equipment through 

an interface; this check may be carried out by such means as parity bit, check sum or double storage. In 

627 addition, the calculation system shall be provided with a means of controlling the continuity of the 

calculation program. Checking facility for the indicating device The objective of this checking facility is to 

verify that the primary indications are displayeåand that they correspond to the data provided by the 

calculator, In addition, jt ajms at verifying the presence of the indicating devices, when they are 

removable. The control may be performed according to either the first possibility In paragraph 4, sub-

paragraph (3), clause (Iv) sub-clause (b) or the second possibility in paragraph 4, sub-paragraph (3), clause 

(iv) sub-clause (c) of Heading—B. It shall be possible during verification to determine that the checking 

facility of the indicating device is working, either by disconnecting all or part of the indicating device, or 

by an action which simulates a failure in the display, such as using a test button. The first possibility is to 

control automatically the complete indicating device. The checking facility of the indicating device is of 

type P; however, it may be of type I if a primary indication Is provided by another device of the measuring 

system, or if the indication may be easily determined from other primary indications (for example, in the 

case of the presence of a price indicating device It Is possible to determine the price to pay from the mass 

and the unit price). Means may include, for example for indicating devices using incandescent filaments or 

light emitting diode, measuring the current in the filaments, for indicating devices using fluorescent tubes, 

measuring the grid voltage, for indicating devices using electro- magnetic shutters, checking the impact of 

each shutter, for indicating devices using multiplexed liquid crystals, output checking of the control 

voltage of 628 (c) THE GAZETTE OF INDIA : EXTRAORDINARY segment lines and of common 

electrodes, so as to detect any disconnection or short-circuit between control circuits. The second 

possibility is on the one hand to check automatically the electronic circuits used for the indicating device 

except the driving circuits of the display itself and on the other hand to check the display. The automatic 

checking facility of the electronic circuits used for the indicating device is of Wpe P; however, It may be 

of type I If a primary indication is provided by another device of the measuring system, or if the indication 

may be easily determined from other primary Indications (for example, in the case of the presence of a 

price Indicating device It is possible to determine the price to pay from the mass and the unit price). The 

checking facility' of the display shall provide visual checking of the entire display whlch shall meet the 

following description:— displaying all the elements•teights" test if appropriate) blanking all the elements 

("blank" displaying "zeros" Each step of the sequence shall last at least 0.75 second. This visual checking 

facility shall be of type I but it is not mandatory for a malfunction to result in the actions described in 

paragraph 4, sub- paragraph (3), clause (i) of Heading-B. ChecWng facilities for ancillary devices An 

ancillary device (repeating device, printing device, self-service device, memory device, etc.) with primary 

indiations shall include a checklng facility of type I or P. The object of this checking faciliY is to verify the 

presence of the ancuary device, when it Is a necessary device, and to verify the correct trarsmSion of data 

.from the calculator to the ancillary device. In particular, the checking of a printing deqæaims at ensuring 

that the printing [PW IPSEC. 3(i)] controls correspond to the data transmitted by the calculator. At least 

the following shall be checked:— (a) presence of paper, and (b) the electronlc control circuib (except the 

driving circuits of the printing mechanism Itself). It shall be possible during model approval and other 

verifications to check that the checking facility of the printing device Is functioning by an action 

simulating a printing fault, such as using a test button. Where the action of the checking facility is a 

warning, this shall be given on or by the ancillary device concerned. Checking faci/ltles for the associated 
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measuring instrumene Associated measuring instruments shall Include a checking facility of type P. The 

alm of this checking facility is to ensure that the signal given by these associated Instruments is Inslde a 

pre-determined measuring range. Examples: four wire transmission for resistive sensors, frequency filters 

for density meters, control of the driving current for 4—20 mA pressure sensors 

5. Technléal requiremen&, for measurlng systems wlth self-service arrangement (1) Genera/ 

requiremen& (iii) Where the self-service device serves two or more measuring systems, each 

measuring system shall be provided with a measuring system identification number that shall be 

accompanied by a primary Indication provided by the self-service device.Indication of information 

that is not subject to metrological control is allowed, provided that it cannot be confused with metrological 

information. The control device of the self-service device should be capable of indicating the status of the 

measuring system (e.g. running, authorized or unauthorized) that are connected to the self-service device 

and in the case of multiple modes of sen.'ice and/or type of payment also that particular status of the 

measuring system. 3(i)] (iv) A change of the type of payment and/or mode of operation shall not be 

effective before the end of the current measurement operation. (v) The self-service arrangement, including 

provlsions related to clearly defined methods of operation, shali be such that at least one primary 

indication for the benefit of the customer must be available at least up to the settlement of the transaction 

to enable the delivered quantity and the price to pay to be checked. (vi) In the case of a self-service 

arrangement that totalizes the delivered mass for different registered customers over the course of time, the 

minimum measured quantity Is not affected by the scale interval used for such tantalizations. (2) Attended 

sewice mode If the measuring system indicating device provides the only primary indication, provisions 

shall be made to inform die customer that die next authorization of a particular measuring system can only 

be given by the supplier after settlement of the current transaction. (c) 629 (b-3) when a primary indication 

of the self- service device Is out of service, die self-service arrangement may continue its operatlon 

provided that it no longer uses any temporary storage, and that the measuring system indicating device 

remains the primary indication. Where the mandatory primary indication for the benefit of the customer is 

provided by a device in the form of a separate constructional unit and this unit becomes uncoupled, or if 

the checking facilities detect a malfunction, the temporary storage mode shall be prohibited and the 

measuring system Indicating device remains the primary Indication. Pre-payment in attended service mode 

(a) The requirements of paragraph 3, sub-paragraph (7) of Heading-B are applicable. (b) A printed or 

hand-written receipt of the pre-paid amount shall be provided. (a) Attended post-payment Where the self-

service arrangement includes a device that provides an additional primary indication (additional to those of 

the indicating devlce of the measuring system), it shall consist of at least one installation for the 

reproduction of the mass and/or the price Indicated by the measuring system indicating device, consisting 

of a printing device for the issue of a receipt to the customer, or an indicating device for the benefit of the 

supplier together with a display for the benefit of the customer. For self-service devices with temporary 

storage (temporary storage mode) of measurement data of measuring system the following requirements 

apply:— (b-1) temporary storage of measurement data shall be restricted to one delivery for each 

measuring system, (b-2)the primary indication shall be accompanied by a clear mark representing the 

sequence. For example, the number 1 or 2 or the letter A or B, (3) Unattended service mode (i) Genera/ (a) 

(b) The self-service arrangement shall provide additional primary indications by means of a printing 

device for the issue of a receipt to the customer, and a device (printing or memory device) on which 

measurement data are registered for the benefit of the supplier. When the printing devices or memory 

device, as required in paragraph 5, sub-paragraph (3), clause (i), sub-clause (a) are not able to provide any 

indication or become unserviceable, the customer shall be clearly warned by automatic means before the 

operation commences. Passing from attended to unattended service mode shall not be possible before 

correct operation of the arrangement is concluded as feasible by the checking facilities, including 

compliance with the above provision. 630 (ii) (iii) THE GAZETTE OF INDIA : EXTRAORDINARY 

[PART [I—SEC. 3(i)] (c) (d) Where the self-setvice arrangement Is used by registered customers, the 

provisions of sub-clauses (a) and (b) of clause (i) of sub-paragraph (3) of paragraph 5 do not apply to 

measurements related to such customers. An additional Individual mass totalizer is considered to provide a 

primary indication. Micro-processors, which upon disturbance or interference influence the measurement 

operation, shall be equipped with means for controlling the continuity of the processor program and for 

ensuring the discontinuation of the current delivery when the continuity of the processor program is no 
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longer ensured. The next effective acceptance of notes, cards or other. equivalent mode of payment shall 

only take place If the continuity of the processor program is re-established. When a power supply failure 

occurs, the delivery data shall be memorized. The requirements of paragraph 4, sub-paragraph (2), clause 

(ii) of Heading-B Shail apply. (b) one part provided following the terminaåon of delivery, provided tBt t is 

clear from informatbn provided on bodl pare that tiey are related to the same delivery. (b) The 

requirements of paragraph 3 sub-paragraph (7) are applicable 
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6. Markings and sealing (1) Marking (i) Each measuring system, component or sub-system for which 

model approval has been granted shall bear, placed together legibly and indelibly either on the dial 

of the indicating device or on a special data plate, the following information:—(a) (b) (c) (d) Delayed 

payment The printed and/or memorized indications as mentioned in paragraph 6 sub- paragraph (3) dause 

(i) of Heading-B shall contain sufficient information for further checking and at least, the measured 

quantity, the price to pay and information to identify the particular transaction (e.g., the measuring system 

number, location, date, time). Pre-payment in unattended servlæ mode (a) Following the termination of 

each delivery, the printed and/or memorized indications as intended in paragraph 5, sub-paragraph (3), 

clause (i) of Heading-B shall be made available, dearty ind%ting the amount which has been pre-paid and 

the price corresponding the gas obbined. These printed and/or memorized indications may be divided into 

two parts as follows:— (a) one part provided prior to the delivery on which the pre-paid is shown and 

amount recognizable as such, model approval sign, manufacturer's identification mark or trademark, 

designation selected by the manufacturer, if appropriate, serial number and year Of manufacture, 

characteristics as defined in paragraph 1, sub-paragraph (3), clause (i) and paragraph 3, sub- paragraph (1), 

clause (i) of Heading-8. where relevant, the maximum allowed speed for the sequential control device (the 

tested one). Note: The indicated characteristics should be the actual characteristics of use, if they are 

known when the plate is affixed. When they are not known, the indicated characteristics are those allowed 

by the model approval certificate. However, the minimum and the maximum tempet•atures of the gas shall 

appear on the data plate only when they differ from —10 degree Centigrade and +401 degree Centigrade 

respectively. The minimum measured quantity of the measuring system shall in all cases be clearly visible 

on the dial of any indicating device visible to the user during the measurement. When a measuring system 

can be transported without being dismantled, the markings required for each component may also be 

combined on a single plate. (ii) Any information, markings or diagrams spedfied shall be deafly väble on 

the dial of the indtatng device ot witlin pulmtty to it. The markings on the dial of the indicadng device of a 

meter 
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forming a part of a measuring system shall not contavene tse on the data plate of the measurlng system. (2) 

Sealing deviæs and stamping plate: (i) General Sealing is preferably carried out by means of lead seals. 

However, other types of sealing are permitted on fragile Instruments or when these seals provide sufficient 

integrity, electronic seals for Instance. The seals shall, in all cases, be easily accessible. Sealing should be 

provided on all parts of the measuring system whlch cannot be materially protected in any other way 

against operations liable to affect the measurement accuracy. Sealing devlces shall prohibit changing of 

any parameter that participate in the determination of measurement results (parameters for correction and 

conversion in particular). A plate, referred to as the stamplng plate, aimed at receiving the control marks, 

shall be sealed or permanently attached on a support of the measuring sysem. It may be combined with the 

data plate of the measuring system referred to 'n paragraph 6, sub-paragraph (1) of Heading-B. (ii) 

Electronic sealing devices (a) When access to parameters that participate in the determination of results of 

measurement is not protected by mechanical sealing devices, the protection shall fulfil the following 

provisions:— (a-I) access shall only be allowed to authorized people, by means of a special device (hard 

key, etc.). Only a code is not consldered as fulfilling this provision; (a-2) it shall be possible for at least the 

last hundred interventions to be memorized; the record Shail include the date with time and characteristic 

elements identifying the authorized person making the intervention [see (a) above] and the value of the 

parameters changed the traceability of these interventions shall be assured for at least (b) (c) 631 two 

years, if it is not over-written on the occasion of a further intervention; If deletion of a preVlous 

intervention must occur to permit a new record, the oldest record shall be deleted. For measuring systems 

with parts which may be disconnected one from another by the user and wNch are interchangeable, the 

folbwing provisions shall be fulfilled:— it shall not be possible to access parameters that participate in the 

determination of results of measurements through discon- netted points unless the provisions in paragraph 

6, sub paragraph (2), clause (ii), sub clause (a) of Heading-B are fulfilled; interposing any device which 

may influence the accuracy shall be prevented by means of ekctronlc and processing securides or, If not 

possible, by' mechanic' rneans. For measuring systems with parts which may be disconnected one from 

another by the user and which are not interchangeable, the provisions in paragraph 61 sub-paragraph (2), 

clause (ii) sub-dause (b) of Heading-B apply. Moreover, unese measuring systems shall be provided with 

devices which do not allow them to operate if the various parts are not associated according to the 

manufacturer's configuration. Note: Disconnections which are not allowed to the user may be prevented, 

for example by means of a deve that prevents any measurement after disconnecting and reconnecting 

7. Metmloglcal con When a test is conducted, the expanded uncertainty on the determination of 

errors on indications of mass shall be less than one-fifth of the maximum permissible or tolerarice 

applicable for that test on model approval and one-third of the maximum permissible error 

applicable for that test on other verifications.However, this provision may not be fulfilled for tests at 

the minimum measured quantity or twice this value. Note: The expanded uncertainty includes components 

of uncertainties that are in relation to the instrument to be verified, in particular its scale interval and, if 

applicable, the periodic variatlon. However the repeatability error of the meter or device to be verified 

shall not be included in the uncertainty. 632 (1) Mode/ approval (i) General THE GAZETTE OF INDIA : 

EXTRAORDINARY [PART II—SEC. 3(i)] Measuring systems subject to legal metrology control shall be 

subjected to model approval. The test alms at verifying that the measuring system complies with the 

provisions of paragraph 2 sub-paragraph (1), clauses (iD and (Ill) within the field of operation. The test 

will be conducted as per the procedure outlined in Annexure. ANNEXURE Tests for determination of 

error of compressed gaseous fuel measuring system fitted with mass flow meter at the time of 

verification/re-verification. 1. 2. 3. 4 

5. Determine the tare weight of empty Compressed Natural Gas cyilnder using weighing instrument 

of appropriate capaclty, with verification scale interval of 10 g or less.Thereafter the cylinder be 

connected to the Compressed Gaseous fuel measuring system be filled to the extent of approximately 10 

kilogram. From the initial and final welght of the cylinder, the weight of the CNG actually filled in the 

cylinder (T) is determined. From the initial and the final readings of the measuring system, the CNG filled 

as indicated by the system (I) be determined. The percentage of error of the measuring system is given by 

the formula : - —xlOO Error in percentage - NINTH SCHEDULE PROCEDURE FOR CARRYING OUT 

CALIBRATION OF VEHICLE TANKS, ETC. [See Rule 14] PART 1 CALIBRATION OF VEHICLE 

TANKS FOR PETROLEUM PRODUCTS AND OTHER LIQUIDS 1. Definitions (a) Vehicle tank—An 
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assembly used for measurement and delivery of liquids comprising a tank which may or may not be sub-

divided into compartments, mounted upon a vehide together with its necessary piping, valves, meters, etc. 

(b) Compartnent—The entire tank, when this is• not otherwise any .one of these sub- divisions of a tank 

designed to hoid liquid. (c) C/ibraåon—Verification and stamping of the capacity of the vehicle tank or its 

compartments. (d) DIP stick—A square or rectangular metal bar of brass or any other suitable hard 

material used to determine the depth of the liquid in the tank. (e) I-Wage stick—A T-shaped metal bar of 

brass or other suitable-material used to determine the depth of the level of liquid from the proof level. (f) 

IJI/age indicator—A device bolted to the inside of a manhole neck ring with the indicator set to any 

desired level to which liquid in the tank Is required to be filled. (g) Proof level—Reference level to which 

all depth measurements shall be related. (h) Dip pipe—A pipe rigidly attached at the top of the tank 

extending vertically downward up to approximately 15 cm from the bottom of the tank. The pipe shall 

have perforations at the top above the maximum liquid level. 2. resting medium (a) Compartment testing—

Water or other appropriate liquid shall be used as a testing medium in determining the capacity of vehicle 

tank compartment. (b) Meter testing—A •vehicle tank meter shall be tested with a liquid of the same 

character or of approximately the same viscosity as the liquid to be measured through the meter 

3. Equipment and tools The following equipment and tools are required for calibration,of vehicle 

tank.(a) Proving measures—When available, shall be checked for accuracy against an appropriate 

working standard measure. (b) Calibrated bulk meter—An accurate meter fitted with a pre-set valve, air 

eliminator and strainer, which has been checked for accuracy against an appropriate working standard 

measure. (c) A set of standard commercial measures. (d) Other equipment and tools, viz. hose pipe, 

scriber, punch, try square, tyre pressure gauge, hammer, etc. 4 Callbratlon procedure (a) Vehicle tanks 

used as measures Shail be calibrated as capacity measures. In the case of meter equipped tanks the meter 

shal be treated as a separate measuring Instrument for purpose of calibration. (b) The compartment 

capacity or capacltles shall be taken as including the capacities of the delivery lines leading from the 

emergency, safety or master valve to the outlet valve (discharge valve) 3(i)] provided that in the case of 

vehicle compartment terminating in a single delivery pipeline fitted with an outlet valve, the compartment 

capacity or capacities shall be taken as excluding the capacity of the delivery pipeline. A notice shall be 

prominently exhibited on the vehicle tank indicating clearly and indelibly the following Marked capacity 

includes capacity of delivery line; or Marked capacity excludes capadY of delivery line (as the case may 

be). The safety or master valve shall be poslöoned at the lowest point of outlet from the compartment. (c) 

The proving measure or bulk meter should be mounted on an overhead gantry' or a separate framework in 

a convenient position above a firm and level plafirm, preferably of concrete on which the vehicle stands 

during calibration. (d) The vehlcle shall be placed in a level position before commencing calibration as the 

accuracy of calibration depends on the level of the tank; the sequence in which compartments are 

calibrated should be such as to minimise unequal spring deflection on the axles of the vehicle. (e) The 

front and rear tyres of the vehide should be at the correct pressures. The tyres should be inspected for wear 

which should be reasonably even and there should not be excessive dlfference in the tread between the 

front set of tyres and the rear set at the time of calibration. (f) The interior of the compartment should be 

inspected and deaned where necessary. (g) Before starting calibration, the pipelines, outlet valves and 

other connections shall be tested against leakage by partially filling and draining each compartment in turn 

through the outlet valve. During the process sufficient quantity of the testing medium should be introduced 

inside the compartnnent to wet the internal surface of the tank and pipelines. (h) After taking the 

precautions mentioned above, the compartment to be calibrated shall be filled with appropriate proving 

measures or bulk meters to the marked capacity of the compartment with the delivery lines leading to the 

outlet valve full or empty as provlded in (b) above. The dip/uilage mark shall be taken carefully and the 

line shall be cut on the dip/ullage stick at right angles to the axis with the help of try-square and scriber. If 

an ullage indicator is used, it shall be correctly set and sealed. (i) A mark shall also be made on the dlpstick 

to indicate the 'proof level'. In the case of ullage stick, the distance from the ullage point to the T-jolnt shall 

be marked on the stick. 074 GZ //-/S9 633 Note: The sequence for calibrating compartments should be 

sequence of filling them, The sequence of discharge shåll be in the reverse order to that of filling. (j) Each 

compartment should be left full before proceeding to the next in sequence 

5. Maxlmum permisible error (a) Proving measures shall have the following capacities and shall be 

adjusted within the following permissible errors:—Capacity, Litres Permisslblé error, millilitres ( ± ) 50 



LEGAL METROLOGY (GENERAL) RULE, 2011 

194 / 207 

100 200 500 1000 1500 2000 5000 50 100 200 500 1000 1500 2000 5000 (b) The maximum error for 

vehicle tank compartments shall be 0.05 per cent in excess of the marked capacity of the compårtments. (a) 

The vehicle shall have a brass plate riveted in a prninent posiüon it té.ireceive the Legal Metrology 

Officer's stamps. The brass plate shall bear the following particulars: title of Legal Metrology Act, name of 

owner of vehicle, vehide registration number, and the serial number and capacity of each compaünent, 

Space should be provided on the plate for the Legal Metrology Office's stamps. A simple design for a plate 

is shown below. (b) The capacity of the compartment shall be indelibly marked on the manhole cover of 

the compartment and also painted on each side of the compartment so that it is clearly visible. If there are 

more than one compam•nent, then each compartrnent shall have Its capacity marked separately as abwe 

and the compart.ment numbered serially. The number of the compartment shall also be marked on the 

discharge valve pertaining to the compartment. (c) The vehicle registration number as well as the capacity 

of the compartment shall be indelibly ,marked on the dip/ullage stick at the top end. If tiere Is more than 

one compartment, the different faces of one dip stick may be used for markings and each face shall bear 

the vehicle number, the serial number of the compartment, the proof and dip 'Ines of that compartment and 

the capacity of the compartment. 634 THE GAZETTE OF INDIA : EXTRAORDINARY [PART II—

SEC. 3(i)] THE LEGAL METROLOGY ACT. 2009 Name of the company : Vehicle tank No. ..... ..... ..... 

Compartment Number Compartment Space for Capacity Lega' •Metrology • (in litres) Officer S stamp —

NAME PLATE PART 11 METHOD FORCALIBRATION OF VERTICAL OILSTORAGE TANKS 1. 

Smpe This Part prescribes methods for calibration of vertical tanks by strapping and Internat 

measurements. These tanks are meant for bulk storage of petroleumand liquid petroleum products 

2. Conditions tr measuremen& (a) All data and methods, whereby measurements are obtained, 

necessary for the preparation, of calibration tables, shall be in accordance with sound engineering 

principles.' (b) Wheh drawings for the tank are available, all measurements shali be compared with those 

obtainable from the drawings and measurements showing discrepancies greater than the tolerance 

specified in 9(C), shall: be verified. A slmilar•process of check shall be empbyed in all cases where 

reliable information: beyond the measurements taken, is available. (c) Measurements shall be taken only 

after the tank has been filled at least once at its present locatiofiuith the product to be stored to its working 

capacity or with water to its equivalent height, and such product or water has been held in the tank for at 

least 24 hours to allow for settling. 3. rnterrupted measurements If the calibration of a tank is required to 

be interrupted, it may be resumed with minimum delay, without repetition of work previously completed 

provided that: (l) there is no major change in equipment and as far as possible, no change in personnel; 

(11) all records of work done are complete and legible; and (Ill) same hydrostatic head as before Is 

maintained in the tank 
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4. Des«lpyve data (a) Complete description data shall be entered on the Tank Measurements Record 

Form being used.A recommended Record 
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Form is shown in Table 1. (b) Supplemental pencil sketches or notations each completed, identified, dated 

and signed, shall form an Important part of field data. These shall be made to Indicate typical horizontal 

and vertical joints, number of plates per course (ring), locations of courses (rings) at which thickness of 

plates changes, arrangement and size of angles of top and bottom of shell, location and sizes of pipes and 

manholes, dents and bulges in shell plates, direction of lean from vertical, method used In by-passing a 

large obstruction, such as clean-outbox or insulation box located in the path of a circumferential 

measurement, location of tape path, location and elevation of possible datum plate and all other items of 

interest and value which will be encountered. TABLE 1 RECOMMENDED RECORD FORM FOR 

MEASUREMENTS OF VERi1CAL TANKS raauæ 4(a)] Tank No. ..... ..... ..... .... .. (Old Tank No.). ..... 

..... Owner's name . Plant or properW name ...................... Location ..... ................... .. Manufactured by ..... 

..... ..... .. . Erected by Description ..... ..... ..... ..... .. .. Prepare .........................:...... Fraction to Height: Shell 

. Type ofropf .. . Gaüöé HYdrOmeter reading ... ... ..... .. .. Copies ... .... . Weight of floating roof . . .. Avg. 

liquid temp., .. Name . ..... Report No. Date. Increments in ......r......:..... . Table form or size desired ...... . 

.... ..... ..... ..... ... Gauging ..... ....... ... cm or mm innage to shelf floor or outage: ..... ..... ..... ..... .. at ... , 

Gaugiog reference point to top of top angle Service ..... ..... ..... .. .. Shéll circumferences or diameters: . t 

OC ..... .. ..... .. Sample temperature ..... ..... ..... Normal . cm or mm . DESCRIPTIONS OF SHELL 

PLATES AND JOINTS : Course Thickness Wpeof Set inor (Rihgs) 5. 4. 3. 2. 1. vertical out Joint Width 

of lap strap Thickness of strap No. of joints Exposed course (ring) BOTTOM COURSE (RING) SHELL 

CONNECTIONS: • Description 2. 3 

4. Type bf bottom ..... ................. Elevation, top offbor bottom of connection Deadwoodand remar.ks (Use 

reverse side If necessary) : 635 Inside course (ring) height To . •Height of,crown ........„.,... ... Tank 

measured by for Elevation Description No. Thickness .. . Measurements by..................Amount of tank lean 

from vertical Circumference tape used Date checked ..... ..... .... at Deadwood and tank bottom—Use 

separate sheets. For each iiece or item of deadwood record description, size, number of occurrences, 

and'location related to other heighti measured data recorded. Explanatory' nsotes (such as type of. bottom, 

height or. depth of Crown, etc.) (c) All measurements made •by the tank calibrator shalt be recorded on 

site nd shall not be subjected to subsequent correction: 5. Degree of accuracy In order to obtain maximum 

obtainable accuracy in calibration tables, adjustments for effects of. the following variables shali be 

incorporated in the tables:— (i) Expansion and contraction of steel tank shell due to liquid heads, (ii) Tilt 

from upright position, and -(iii) Tank bottoms that are irregular in shape. From Note: The degree of 

accuracy desired or required In the completed calibration table for a specific tank shall be the governing 

factory in determining the procedure to be followed, 6. Expansion and contracäon of steel tank shells due 

to liquld head and temperature These effects shall be eliminated by strapping the tank when it is at least 

Ovo-thirds full with water or approximately full with the product [See also 2(c)]. •The strapping record 

shall include water or product level from a known reference point, temperature of the tank contents and 

that of adjacent air. SECTION I—CALIBRATION BY STRAPPING 7. General (a) This method is based 

on the measurement of external circumferences which are subsequently corrected to yield the true internal 

circumstances. (b) Circumferences shall be measured under conditions of iiquid head as given under 2(c) 

and 6. (c) The stipulated number of external circumference measurements, together •with the subsidlary 

measurements, where necessary, to correct for deviation of the tape from the true circular path shall be 

obtained as described under 9. [PART 11—SEC. 3(i)] THE GAZETTE OF INDIA : EXTRAORDINARY 

636 (d) An internal diameter may be measured at approximately the same height as that at which a 

circumference•has been measured, if verification of that circumferential measurement is desired. (e) It may 

be necessary in practice to refer all tank dips to a datum point other than the datum point used for the 

purpose of tank calibration. If so, the difference in level between these datum points shall be determined 

either by normal surveying methods or by other suitable means. (f) The overall height shall be measured, 

using dip-tape and dip-weight, from the dipping datum point to the reference point (the dipping reference 

point) on the dip hatch. This overall height shall be recorded and marked on the tank at the dip hatch 

8. Equipment (a) Steel tapes—Shatt comply with the specifications under Part VII of Sixth Schedule. 

The tape shall be greased well before use. (b) Spring hiance—-Reading up to 10 kg with 0.1 kg 

graduations, for measuring the tension applied to the tape. It is preferable to have two balances. Spring 

balance shall comply with specifications given under Heading 'A' of Seventh Schedule. (c) Step-overs—

The step-over Is a frame holding two scribing points rigidly and at such a distance apart as meets the 
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conditions of use laid down under 9(d). The frame may be constructed of wood; it should be painted if 

required. This Is used to correct deviation of the tape from its normal circular path, namely passing over 

fittings or joints beWveen plates. (d) Dip-tape and dip-weight—Complylng with the specifications given 

under Part IX of Sixth Schedule. (e) Loops and cords—One or more metal loops which can slide freely on 

the tape and to which are attached two cords each of sufficient length to reach from the top of the tanks to 

the ground. The tape is positioned and Its tension evenly dlstributed by passing these loops around the 

tank. (f) Accessoty equipment (i) Rope (ii) Hooks (iii) Safety belts (iv) Ladders (g) Miscellaneous 

equipment (i) Steel rule (ii)• Spirit level (iii) Awl and scriber (iv) Marking crayon (v) Record paper (vi) 

Plumb line (vii) Dumpy level (viii) Positive displacement bulk meter 9. Circum#rence measuremen& A. 

Strapping levels Circumferenc shall be measured by a minimum of two strappings per course (ring) at the 

following levels :— (a) (b) For riveted tanks: At 7 per cent to 10 per cent of the height of exposed portion 

of each course (ring) above the level of the top of the bottom angle iron of the tank and above the upper 

edge of each horizontal overlap between courses (rings) (see A of Figure 56), and at 7 per cent to 10 per 

cent of exposed portion of each course (ring) below the lower edge of each horizontal overlap between 

courses (ring) and below the level of the lowest part of the top angle iron of the tank (see 8 of Figure 56). 

For welded tanks : Two levels (see A and B of Figure 57), the upper and the lower levels, at the top and 

bottom of courses (rings) shall be 20 per cent of the height of the exposed portion of the respective cowrse 

(ring) away from the angle irons or seams. Circumferential tape parts, having been located at elevations as 

under (a) above shall be examined for obstructions and type of vertical joints. Projections of dirt and scale 

shall be removed along each path. (Ili) Occasionally, some featuie Of construction such as manhole or 

insulation box, may make it Impracticable to use a circumference evaluation at the prescribed location. If 

the obstruction can be spanned by a stepover then the circumference shall be measured at the prescribed 

elevation, using a suitable method given under 9(d). If the obstruction cannot be conveniently spanned by 

a step-over, then a substitute path located riearer to the centre of the course (ring) may be chosen. The 

strapping record shall include the 3(i)] location of the substitute path and reason for the departure. (iv) The 

type and characteristlcs of vertical joints shall be determined by close examination in order to establish the 

method of measurement and B, A, B, LOCATION OF MEASUREMENTS OF WELDED TANKS B. 

Strapping prvædure (i) The tank shall be strapped by either of the methods described under (li) and (iii) 

below. In either case a tension of 4.5 ± 0.5 kg shall be applied to the tape and, if necessary transmitted 

throughout its length by suitable means, namely by means of metal loops sliding freely on the tape, the 

loops being passed around the tank by operators with the aid of ught chain or cords. The tape path shall be 

parallel with the circumferential seams of the tank. (ii) If the tape to be used is not long enough to encircle 

the tank completely, then after the level of the tape path has been chosen, fine lines shall be scribed 

perpendicular to 637 equipment•required. If the tape is not in close contact with the surface of the tank 

throughout Its whole path owing to the vertical joints a stepover shall be applied so that a correction may 

be calculated to adjust the gross difference for this effect. RIVETED this path to allow the circumference 

to be measured in sections. The scribed lines shall be drawn in the middle circumferential third of any 

plate at such distances as witl ensure that the whole of the length of the tape used is under the observation 

of one or other of the calibrators. Subject to the conditions under and 9(a)(iv) the external circumference of 

the tank is then the sum of the lengths between the scribed (iii) If the tape to be used can encircle the tank 

completely, then after the level of the tape path has been chosen, the tape is passed around the 

circumference and held so that the first graduated centimetre lies within 638 THE* GAZETTE .OF INDIA 

: EXTRAORDINARY [PART IPSEC. 3(i)] the middle circumferential third of any plate. The other end of 

the tape shall be brought tension is then applied through the spring balance and transmitted throughout the 

length of the tape. (iv) After a.clrcumference has•been measured [see (iii) tape shait•be shifted a 

little•around the tank, •brought to level and tension..as above, and the reading repeated. •The final reading 

shall be the arithmetic average of the readings. C. Tolerances Measuremene•shall ibe read to the nearest 1 

mm and within the following tolerances when readings are taken at the same point:— Circumference Up 

to 30 metres Over 30 and up to 50 metres Over 50 and up to 70 metres Over 70 and up to 90 metres over 

90 metres D. Step-overs: Tolerance ± 2 mm ± 4 mm ± 6 mm ± 8 mm ± 10 mm (i) If the tape crosses 

obstructlons, such as projections deformities, fittings or lapped joints, it will deviate from a true circular 

path and an erroneous circumferential measurement will result. In order to avoid such errors a 'step-over' is 

used to measure the correction to be applied for such obstructions. (ii) Construction—A step-over is a 
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frame rigidly holding two scribing points, and of such dimensions that the points may be applied to the 

tape well clear of the obstruction and of its effects on the tape path, while the frame itself does not touch 

either the obstruction or the tank shell. Rigldity of construction is essential; sultable designs are illustrated 

in Figure 3 FIGURE-3 STEP-OVER (ill) Use of step-overs (a) For obstructions, the strapping tape shall be 

stretched as if in measurement of a circumference on the tank which is being calibrated, but not within 30 

cm of any horizontal seam. The scribing points shall then be applied to the tape near the middle of a plate 

where the tape is fully in contact with the tank surface. The length between the points, as measured on the 

curved tape, is then read off as closely as possible, fractions of tape divisions being estimated. The 

readings shall be repeated on a minimum of two and maximum of four plates equally spaced around the 

circumference, and the average of the results taken, as the step-over will vary with the tank diameter and 

the course concerned since they are made on surface differently curved. (b) With the tape still in position 

and under the tension used in strapping, the step- over shall be applied to the tape on either side of each 

obstruction lying on the tape path, and readings shall be taken of the lengths of tapes included between the 

scribing points. All step• over readings shall be recorded for subsequent use in calculation. care shall be 

taken in placing the instrument in a truly level position at each obstruction to avoid distortions in 

circumferential path. In the case of a step--over of relatively long space, the use of a spirit level is 

recommended as an aid in determlning its correct position before scribed marks are struck off on the 

places. (d) When the butt-strap or lap joints, or tank shell, include rivets or other features which exert 

uneven effects on the resultant avoid between tape and tank from joint to joint, then a step• over will be 

required. The span of the instrument should be measured prlor to use in accordance with (a) above. The 

two legs shall be separated by a distance sufficient to span each void between tape and shell encountered. 

The legs shall be of sufficient length to prevent contact between the interconnecting member and the tank 

plate or obstruction. Stret&l the tape over the joints and place the step-over in position at each location of 

void between tape and shell, completely spanning the void so that the scribing points contact the shell at an 

edge of the tape. The length of tape encompassed by the scribing points, with the tape maintained In 

proper position and tension, should be estmated to the nearest 0.5 mm. At each step-over location, 

therefore, the difference between the length of tape encompassed by the scribing points and the known 

span of the instruments is the effect of the void, at that point, on the circumference as measured. The sum 

of such difference in •any given path, subtracted from the measured circumference, will give the corrected 

circumference 

10. Shell plate thickness (a) Where the type of construction leaves the plate edges exposed, a 

minimum of four thickness measurements shaft be made on each course (ring) at points 

approximately equally spaced about the circumference.The arithmetical average of the measurements 

for each course (ring) shall be recorded; all thickness measurements, properly identified, shall be noted on 

supplemental data sheet which shall form a part of the measurements record. Care shall be taken to avoid 

plate thickness measurements at locations where edges have been distorted by caulking. (b) Where plate 

edges are concealed by the type of construction, the strapping record shall -be marked 'not obtainable at 

tank'. Alternately, plate thickness measurement may be obtained as described under (c) below. (c) Plate 

thickness measurements obtained before or during construction, and recorded on a properly identified 

strapping record may be acceptable. In the absence of any direct measurements of plate thickness obtained 

and recorded before or during construction either those shown on the fabricator's drawings may be 

accepted and so identified in the calculation records or any other practicable method may be used for 

measurernents of plate thickness 

11. Vertical measuremen& (a) A tape shall be suspended internally along the walt of the shell from 

the top curb angle to the bottom course (ring) and the height of the course 639 (ring) measured to 

the nearest millimetre, The difference in height bebneen the datum plate at which dip is taken and 

the bottom •course (ring) shall be measured and the headings of the course (ring) height shall be 

transferred to the datum plate by applying the correction (see Figure 4).Example: In Figure 4, the 

difference between bottom course (ring) and datum plate is 152-150.5 cm = 1.5 cm. Applying this 

correction the corrected height of the course (ring) at 8—307.5 cm C—468.5 cm 0-623.5 cm E—798.S 

Bottom course (ring) Figure 4 (b) When it is inconvenient to measure the course (ring) heights internally, 

then they shall be computed from external measurements, due allowance being made for the effect of 

horizontal seam overlaps. The heights obtained shall be the vertical distances, measured to the nearest 5 
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mm, between successive edges of the courses (rings) as exposed Internally in the tank. For this purpose, In 

the cases of lap joints, it will be necessary to determine the width of lap in each course (ring). (c) If 

necessary, heights at more than one vertical around the tank may be taken, and for each course (ring), an 

average of the results obtained 

12. Deadwood (a) Any fitting which adds to or subtracts from the capacity of the tank is called 

deadwood.Deadwood shall be accurately accounted for, as to size and location to the nearest millimetre in 

order to permtt,— (i) adequate allowance for volumes of liquid displaced OF admitted by the various 

parts; and 640 THE GAZETTE OF INDIA : EXTRAORDINARY [PART [I—SEC 3(i)] (ii) adequate 

allocation of the effects at various elevations within'.the tank. (b) Deadwood.should be measured, 

ifpossible, within the tank. Dimensionsrshown on 'the builder's drawings may be accepted if actuäl 

measurement is impracticable. (c) Measurements of deadwood should show the lowest and highest' levels, 

measured from the tank bottom adjacentto the shell, at which deadwood affects the capacity of the tank.' 

Measuremen& should be in increments •which permit allowance for its varying effect on tank capacityat 

various elevations. (d) Large deadwood of irregular shape may. have to be measured in separate sections 

suitably chosen. (e) Work sheets on which details of deadwood are sketched, dimensioned and located, • 

should be clearly identified and should become part of the strapping record (f) For variabiedeadwood, such 

as nozzles and manholes, encountered in the bottom one or two courses (rings) of the tanks, an average 

deadwood correction shall be made 

13. Tank bottoms (a) Flat type: (i) Tank bottoms which are flat and stable under varying liquid 

loads will have no effect on tank capacity depressed on the basis of geometric principles.(ii) Where 

tank bottom conditions of irregularity, slope and instability exist, and where correct capacitles cannot be 

determined conveniently from linear measurements alone, It shall be necessary to resort either to liquid 

calibration to floor survey. (iii) Liquid calibration—The procedure in carrying out the liquid calibration is 

to fili into the tank quantities Of known volume of water or other non-volatile liquid until the datum point 

is just covered and the total quantity recorded. Additional quantities shall then be added until the highest 

point of the bottom is just covered. This may be done in one or more stages as desired and the dip reading 

and quantity at each stage recorded. It is convenient for dip readings to be taken at intetvals of 

approximately 3 cm, the successive intervals not necessarily being identical. (a) This liquid may 

conveniently be measured (b) into the tank by a positive displacement meter which should be previously 

calibrated for the liquid and rate of flow to be used. Alternatively, an accurately calibrated measure or tank 

may be used. ('v) Volumes for the tank calibration table above this elevation shall be computed from linear 

measurements. (v) Floor survey—The floor survey consists in recording levels of the floor by means of a 

dumpy level with the help of the spirit levels, the cross sections and the longitudinal sections of the entire 

floor may be computed. The levels when plotted will deflne the profile and the geometric pattern of the 

bottom of the tank. Ihus the capacity of the tank may be calculated. (VI) During the tank bottom 

calibration the difference in height between the datum plate and the bottom of the bottom course (ring) 

should be recorded, wherever possible. Conical, hemispherical, semi-ellipsoidal and spherical segment: 

Tank bottoms conforming to geometrlcal shapes have volumes which may either be computed from linear 

measurements or measurements by liquid calibration by incremental filling or by floor survey, as desired. 

Any appreciable differences In shape affecting the volume, such as knuckle, radii, etc., Shail be measured 

and recorded in sufflclent detail to permit computation of the true volume 

14. Measurement of tilt (a) Measurements shall be taken to determlne the amount, if any, by which 

the tank is tilted.This can conveniently be done by suspending a plumb line from the top angle and 

measuring the offset at the bottom angle (see Figure 5). Alternatively, if the tank bottom is being calibrated 

by floor survey with a dumpy level as in 13(a)(v), the tilt can be estimated by taking reading along the 

periphery of the tank bottom. Also, if a liquid calibration of the bottoms is being made as outlined in the 

tilt can be determined by taking measurements from the surface of the liquid to the bottom of the tank. In 

any of these methods, a sufficient number of measurements shall be taken at different points on fre 

circumference to determine the maximum offset. Figure 5 15. Floating-mof tanks (a) All calibration 

measurements shall be made exactly as for tanks with fixed roofs. (b) Liquid calibration for floatlng-roof 

displacement— floating-roof for (i) Corrections displacement arising from the weight of the roof and the 

deadwood associated with it shall be allowed for in the calibration measurement. (ii) If the weight of the 

floating-roof is accurately known, correction for the displaced liquid may be applied knowing density and 
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temperature of the tank contents, at the time of determining the actual inventory. (c) Alternatively, 

displacement due to the floating-roof and deadwood may be determined by admitting oil to the tank until 

the dip reading is just below the bwest point of the roof. Known quantities accurately determined (for 

example by now meter or delivery from a portable tank or measure which has been accurately calibrated) 

are then admitted to the tank and the corresponding dip readings recorded at a number of suitable intervals 

until the point is reached when the roof just becomes oil borne. Record the density and temperature of oil 

used: (i) It is advisable to use a liquld of nearly the same density as that for which the tank is intended. If 

this Is not practical, (d) 6-4 water may be used and suitable corrections applied. (11) During liquid 

calibration any space under the roof that will trap gas should be vented to the atrmsphere. (lil) Before 

liquid calibration the height of the lowest joint of the roof with reference to datum point should be 

recorded, wherever possible. (iv)To assess the point at which roof becomes oil borne the following 

procedure may be followed "With the roof resulting fully on its supports, paint four short horizontal white 

lines about 3 cm wide on the tank sides in such a position that, viewed from some definite point, their 

lower edges are just above four similar lines marked on the roof edges or shoes. Then slowly pump oil into 

the tank; when all roof markings are seen to have moved upwards, regard the roof as oil borne, and take 

the dip reading of the oil at this level." Alternatively, from some chosen viewpoint on the dipping 

platform, note the position of the roof against rivet heads on vertical seam or other markings on the tank 

walls instead of paint marks. In both cases extend the points of reference round the greater part of the tank 

interior, and see movement relative to all points. Weight floating—The floating weight of the entire roof 

shall include weight of roof plus half the weight of the rolling ladder and other hinged and flexibility 

supported accessories that are carried up and down In the tank with the roof. These are calculated by the 

tank fabricator and given on the drawing and on the roof name-plate. Deadwmd.' Fixed deadwood shall be 

measured as described in 12. The drain lines and other accessories attached to the underside of the roof 

shall be treated as fixed deadwood in the position they occupy when the roof is at rest on Its supports. 

When all or part of the weight of the roof is resting on its supports, the roof itself is deadwood and as the 

liquid , level rises around the roof its geomeb•ic shape wili determine how it should be 642 16 

17. THE GAZETTE, OF .INDIA :.EXTRAORDINARY [PART deducted. The geometric sh?pe should 

be taken from the fabricator's drawings or measured in-the-field With the aid of an:epgineér's level . 

restlnge:on its supports. Variable volume tooß '(a) Roofs such 'as lifter, flexible• membrane, breather: 

or':balloon, • may require special deadwood- measurements-for roof parts that ar.eæometimes sub:merged. 

When these parts, (columns, are fixed relativetff thertank.she)l, they should be measured as,deadwood iin 

the usual way. When these parts move with the roof and hang down.lnto,the liquid, they should be 

deductedæs•fixed deadwood .with the roof in the 'lowest position. Details may be secured from the 

.fabricator or measured in the field. (b) Some variäble volume roofs have flexible members which may 

float on the surface when the membrane is deflated and the liquid level -is high. The floating weight of the 

membrane displaces a small volume of liquid. Data on the floating weight should be secured from the 

fabricator and supplemented, if necessary, by field observation and measurement. (c) Some variable 

volume roofs have Nquid seal troughs or other appurtenances which makes the upper outside part of the 

shell inaccessible for outside circumference measurements. Liquid calibration of this portion of the shell 

may be made, or (i) theoretical dlmensions may be taken from the fabricator's drawings, or the highest 

measurable circumferential measurement may be used as a basis for the portion of the tank that cannot be 

measured. When the method (i) or (ii) is used, it shall be so indicated on the calibration table. SEff10N 11: 

CALIBRATION BY INTERNAL MEASUREMENT General (a) This method is based on the 

measurement of internal diameters. (b) Diameters shall be measured only after the tank has been filled at 

least once at its present locations with the product to its working capacity or with water to its equivalent 

height, and such product or water has been held in the tank for at least 24 hours to allow for setting. (d) (e) 

The stipulated number of internal diameters shall be obtained as described under Where practicable, an 

external circumference shall be measured at approximately the same height as that at which a set of 

diameters of which a verification is desired, has been taken. The resulting internal diameters shall be 

compared, and If a dlscrepancy is found, the measurements shall be verified. It maybe necessary In 

practice to refer all tank dips to a datum point other than the datum point used for the purpose of tank 

callbration. If so, the difference in levels between these datum points shall be determined either by normal 

surveying methods or by other suitable means. The overall height shall be measured using dip-tape and 
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dip-welght from the dipping datum point mentioned in (e) above to the reference point (the dipping 

reference point) on the dip hatch. This overall height shall be recorded and marked on the tank at the dip 

hatch. 18 

19. Equlpment (a) Steel tape—Compiying with the specification given under Part VII of Sixth Schedule. 

The tape shall be greased well before use. (b) Dynamometer—This is used for applying tension to the steel 

tape. (c) Other equipment as referred to under 8. Dlameter measuremen& (a) Præedure: (l) All diameter 

measurement shall be made with a tension of 4.5 ± 0.5 kg applied to the tape as indicated by the 

dynamometer. (ii) All tape measurements shall be recorded as read, that is without including the length of 

the dynamometer. (lil) The dynamometer length at 4.5 kg shall be taken accurately before it is put Into 

commission, and subsequent checked before and after calibration of each tank, the final check being made 

before leaving the site. (lv) The measurements shall be taken between diametrically opposite points 8-TRå 

: at the following levels on each course (ring), the minimum number allowable at each level being t-vvo on 

each course (ring), at right angles to each other:— (a) For riveted tanks (see Figure 1)' (1) at 10 per cent of 

the height of exposed portion of each course (ring) about the level of the top of the bottom angle iron of 

the tank and above the upper edge of each horizontal overlap between courses (rings); and (2) at IO per 

cent of the height of exposed portion of each course (ring) below the level of the lower edge of each 

horizontal over-lap between courses (rings) and below the level of the lowest part of the top angle iron of 

the tank; (b) For welded tanks (see Figure 2) IWo levels, the upper and the lower levels, at the top and the 

bottom of courses (rings), shall be 20 per cent of the height of the exposed portion of the respective course 

(ring) away from the angle irons or seams; (c) All tanks No measurement shall be taken nearer than 30 cm 

to any vertical seam. (v) If for any reason it is impracticable to take measurements at the positlons 

described above, then the diameters shall be taken as close to the proper position as practicable, but not 

nearer the horizontal seams than is specified under (b) above. (vi) The levels at which measurements have 

been taken shall be recorded together with reasons for abandoning the prescribed level. (vii) Measurements 

shall be taken with the zero end of the steel tape attached to the dynamometer, one operator placing the 

dynamometer on the predetermined point and the second operator placing the rule end-on to a point 

diametrically opposite. The tape with the graduated side wholly upwards Is then pulled along the rule until 

the requisite tension is registered by the sounding of the buzzer in the dynamometer. The relative position 

of tape and rule is maintained by a firm grip until the rule is removed from the side of the tank and the 

measurement read on 643 the tape at the end of the rule which was previously in contact with the tank side. 

The operation shali be repeated at the various positions at which measurements are required throughout the 

tank. The measurements shall be recorded clearly in white chalk on the steel plates in such a manner as to 

indicate the positions at which they were taken. (viii) Each measurement of diameter shall be recorded to 

the nearest mm. (b) All other measurement shall be followed in accordance with section I 

PART 111 METHOD FOR COMPUTATION OF CAPACITY TABLES FOR VERTICAL OIL 

STORAGE TANKS 1. Sape This method prescribes the methods of computation on capacity tables for 

vertical storage tanks intended for bulk storage of petroleum and liquid petroleum products 

2. General (a) The calculations shall be made in accordance with the accepted mathematical 

principles.(b) At the head of each capacity table it shall be clearly stated that the dip/capacity relationship 

applies only to dips taken at one specified point. This point shall be clearly marked on the tank, and the 

height of the dipping reference point shall be recorded at the head of the capacity table 
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3. Form of tank tables Provided that tank tables have been prepared in accordance with the 

principles laid down in thls standard, the 
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form in which the table is set out wili not alter the accuracy of the figures obtained from it, but the 

following principles shall be applied In preparing the tank tables:—(i) The intervals of dip at which 

the tables are set out shall not be so great that interpolation for Intermediate dips Is difflcult. It is 

convenient to set out tables at Intervals of dip not greater than 5 cm, for then a small proportional parts 

table, calculated on the average content of tank per unit depth, may be used for calculating the litres 

corresponding to inter-declmal dips. In the case of lap joints, however, the proportional parts table should 

be set out for every course (ring). Levels affected by bottom irregularities and deadwood shall THE 

GAZETTE OF INDIA•: EXTRAORDINARY [PART II—SEC. 3(i)] not be included in. calculating the 

average capacity per unit. depth used for the proportonalparts table; and. thistableshall not be applied in 

intetTx)lations at these leæls. (ii) The tablemay be set out more 'fully; this may be justifiäble.in some:cases 

where the greatest speed in calculation is desired, but it shall be remembered that atable•set out on a siggle 

often quicker in use than one iMhiCh •occupies several pages. (iii) It should-be remembered that, at best, 

no oil measurement „can be .relied upon to nearer thatone pattin 10,000. Commercial tables shoUld never 

be set outto show any fractionsof.a litre, and minordiscrepancies within thisdimit shall be disregarded. (iv) 

In general, therefore, it is recommended that tables:should be set out to show litres at intervals .of 5 cm in 

dip with a proportional parts table for intermediate dips, the latter being set out against millimetres. (v) A 

recommended format of a calibration chart for butt welded tanks is given in Table 2. SECr10N 1 : 

STRAPPING METHOD 4. Corrections to be applied to measured circumferences (a) Step overs : For each 

obstruction the. excess or deficiency of the tape measurement spanning the obstruction as compared with 

the step-over interval for the course (ring) concerned shall be subtracted from or added to the 

circumference figure obtained by strapping, and the result shall be taken as the corrected circumference, 

free from error due to the dlsplacement of the tape from its proper path by the obstruction concerned. Step-

over correction shall be Included for all vertical seams where it Is detectable in the case of vertical seams 

provided that the tape path used and entirely clear of rivet heads, an average step-over correction may be 

determined for each course (rlng) and multiplled by the number of seams per course (ring) to obtain the 

total correction to be applied to the measured circumference of that course (ring) to compensate for suth 

overlaps. Oil) For single obstructions, only step-over corrections 2 mm or over shall be included. (iv) The 

use of the step-over corrects circumferences for the effect on them of vertical seam overlaps but does not 

correct the tank tables for the effect as deadwood of internal projections of the seam edges. Ttese shall be 

computed and accounted for as deadwood. (v) By choosing tape courses in order to avoid appurtenances, 

use of step-overs could be eliminated to a great extent. (b) Plate thickness Plate thickness measured shall 

be recorded to the nearest 0.1 mm. (c) Temperature correction Where the strapping and dipping tapes are 

calibrated at 200 C, and the tank table is to be corrected for use with the shell at 150C, from each measured 

circumference shall be subtracted 0.000 09 times the measured circumference, before the figure is taken 

into further calculation 

5. Calculations (a) The mean external circumference of any course (ring) shall be the average of the 

circumferences measured on it and corrected to the nearest 0.1 mm. (b) The mean internal 

circumference of the (c) course (ring) shall then be calculated from the mean external circumference of the 

coursé (ring) by subtracting from the latter 2 it times the plate thickness in metres. The open capacity of 

each course (ring), that is, its capacity without allowing for deadwood shall be calculated as if the course 

(ring) were a true cylinder of the mean internal circumference determined as under (b) above. This rule 

shall apply to vertical cylinders of in-and-out, telescopic or shingled construction. (d) The open capacity of 

each course (ring) in Iltres per centimetre of height shall be obtained by using either the following formula 

or any other mathematically equivalent process:— Open capacity in litres per centimetre or 0.795 752 x 

C2 C = the mean internat circumference in metres and p = 3.14158 (e) For tanks which are inclined to the 

vertical, these formulae shall be modified as given in clause 11. (f) Specimen calculations are given in 

clause 12. SECTION 11 : INTERNAL MEASUREMENT METHOD 6. Corrections to be applied to 

diameter measuremen& (a) Deductions shall be made from the average tape readings obtained in 

measuring diameters to allow for the effect of sag. The correction Z for sag expressed in metre is given by 

the formula : = KS3 where P = pull on tape in kg, S = span of tape I.e., outside circumference of the tank 

in m, W = weight of tape in kg/m, and K = w2/24p2 - — constant Example : For a tape 10 mm wide and 

0.25 mm thick, made of steel of density 7.850 kg/m3, values of K to give the correction in centimetres 

when the tape is stretched with flat side horizontal, will be : 8.29 x 10-5 7.92 x 10-5 The above formula 
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gives practically the same results as the equation of the catenary and is less cumbersome. (b) To the 

average diameter of each course (ring), corrected for sag, add the length of the dynamometer when 

registering a pull of 4.5 kg. (c) Corrections for the effect of stretch are unnecessary because the tension 

applied Is that at which the tape is standardized. (d) Corrections for temperature shall be made as specified 

in 7(c) 

7. Calculations (a) The mean diameter measurement will consist of the average, of the separate tape 

readings corrected for sag, plus the length of the dynamometer.(b) The procedure shall, therefore, be : 

(i) Average the tape readings obtained for each course (ring), by dividing the sum of Q7Q 644/-742 645 all 

these readings on the course (ring) by their number. Round off this average to the nearest 0.1 mm (11) 

Correct the mean result of (i) for sag as specified in 6(a). (lii) Add to the result of (11) the dynamometer 

length as specified in 6 clause (b). (c) Where the measuring and dipping tapes are calibrated at 200C, and 

the tank table is to be correct for use with the shell at 150C, multiply the result obtained in (b)(iii) above 

by (1—0.000 09), before the figure is taken into further calculation. Round off this figure to the nearest 0.1 

mm. (d) Calculate the open capacity of each course (ring) that Is its capacity without allowing for 

deadwood, as if the course (ring) were a true cylinder of the mean Internal diameter determined under (b) 

above. This rule shall apply to vertical cylinders of in-and-out telescopic or shingled construction. (e) The 

open capacity of each course (ring) in litre per centimetre of height shall be obtained by using the 

following formula or by any other mathematically equivalent process: D2X or 0.000785 376 x D2 

1000.028X4 where D = the mean internal diameter in centlmetres. (f) For tanks which are inclined to the 

vertical, modify these formulae as given in 11. (g) When the level or levels from which oll depths will be 

measured differ from the datum level from whlch the tank table is first prepared, correction for difference 

shall be made in the final table. (h) Spedmen calculations are given in clause 13 

8. Deadwood (a) The open capacity of each course (ring) shall be adjusted for any deadwood it 

contains.(b) •-nne total volume of each piece of deadwood shali be calculated to the nearest litre. In this 

context, the term 'piece of deadwood' shall include such items as the rivet heads in one line around the 

tank, taken collectively, as a single 'piece' of deadwood. (c) The effect of small pieces of deadwood may 

be neglected provided that (i) the total effect of any such neglect shall not lead to error in the tank tables 

exceedlng 0.005 per cent of the total capacity of the course (ring) In which the deadwood occurs, and (iD 

any deadwood so neglected is distributed evenly, or substantially so, over the whole height of the course 

646 THE GAZETTE OF INDIA : EXTRAORDINARY [PART IPSEC. 3(i)] (ring), in calculating the 

table; shall be permissible to Include the effect of any. deadwood, however small. 9. rank bottoms (a) 

When the. tank bottom is •substantially horizontal, for example, when the tank Iscarrled on a level 

concrete raft or.steel structure, then bottom irregularities can. be neglected. (b) When thetank by 

measuring in.-.sujtable known volumes of 'llquid, the tank table for.„these levels shäll:be prepared from 

these measurements -sound mathematical principles. The highest; level •and capaclty shown in the tank 

bottom.callbration table so prepared shatt then be the datum level and capacity from which is to be 

constructed. •The •rest of the table should be prepared by calculation as described in this section. IO. 

Floating moftank (a) Except forthefallowing modifications, tables shall be prepared •in accordance with 

Section I and Section 11 : (i) Allowance for deadwood shall be made as described in clause 8. (ii) The 

drain line and other accessories attached to the underside of the roof shall be included as fixed deadwood 

in the position they occupy when the roof is at rest on its supports. The position of these accessories should 

be specified in the calibration table. (iii) TWO levels shall be defined, both an exact number of centimetre 

above the datum point from which dip readings wltl be taken. -me first level, designated A, shall be not 

less than 4 cm and not more than 6 cm below the lowest point of the roof plates when the roof is at rest. 

The second level, designated B, shall be not less than 4 cm and not more than 6 cm above the free oil 

surface when the roof is at its lowest oil borne position. (jv) Thé floating weight of the entire roof shall 

include weight of roof plus hatf the weight of the rolling ladder and other hinged and flexibiy supported 

accessories that are camied up and down in the tank widi the roof. The displaced volume due to roof 

weight can be easily calculated from : .Roof weight in kg/ Density of stock in kg per litre at tank 

temperature The displacement, minus the volume of deadwood already accounted for in (ii) 11. above, 

shall be considered as an item of deadwood applicable to all levels above B. It shall either be entered as 

such on a supplementary table or taken into account In the preparation of the final table as a deduction for 

deadwood at all levels above B. For levels between A and B, the proportion of roof displacement to be 
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taken Into account as deadwood may be calculated from the dimensions of the floating roof. These partial 

displacements shall either be entered as such in the supplementary table as applicable for levels between A 

and B, or taken into account In preparation of final table. Alternatively where measured quantities of oil 

have been admitted to the tank and corresponding levels of the free oil surface determined by dipping, the 

necessary adjustments to the tank capacity within the range of the levels A and B may be computed from 

this data. The part of the table between levels A and level B shall be marked tnot accurate'. It is considered 

impracticable to allow In the tank table, for the effects of extraneous matter retained by the roof, varying 

friction of the roof shoes and varying immersion of roof supports. Computation ofconten& oftanks 

inclined to the vertical [See clauses 5(e) and 7(f)] (a) Tänks ipclined to the vertical : Capacity as 

determined in 5(e) and 7(e) applies to tanks which are vertical. For tanks Inclined to the vertical at an 

angle 0, the open capacity in iitres per centimetre of vertical height, is given by 0.795 752 x C2 x sec o 

Where C = the mean Internal clrcumference in metres. OR 0.000785376X D2 x sec O where D = the mean 

internal diameter in centimetres. Sece may be ignored for angles of tilt up to 1 in 50, this representing a 

maximum error of 0.02 per cent. Thé correction specified above shall be applied before the corrections for 

deadwood are made. Course (ring) No. 8 Middle 8 Bottom 7 Middle 7 Bottom 6 Middle 6 Bottom 5 

Middle 5 Bottom 4 Middle 4 Bottom 3 Middle 3 Bottom 2 Middle 2 Bottom 1 Middle 1 Bottom 3(i)] [See 

clause 5(f/l 12, Example for strapping method (a) Data obtained by strapping 113.187 113.189 113.175 

647 Internal heights of coutses Measured external circumferences metres 113.040 113.086 113.085 

113.127 113.133 113.130 113.090 113.096 113.092 113.152 113.160 113.155 113.085 113.092 113.090 

113.175 113.176 113.170 113.077 113.081 113,075 Stepover corrections metres 0.002 0.002 0.002 0.002 

0.002 0.002 0.003 0.003 0.003 0.004 0.004 0.004 0.010 0.010 0.010 3.010 0.010 0.010 0.013 0.013 0.013 

0.015 0.015 0.015 Plate thickness mm 7 7 7 7 7 7 10 10 10 13 13 13 13 13 13 16 16 16 18 18 18 20 20 20 

Individua/ cm 187.0 179.0 190.0 179.0 191.0 178.0 191.0 180.0 (rings) Cumulative cm 1475.0 1288.0 

1109.0 919.0 740.0 549.0 180.0 648 (b) Additional data (i) Deadwood Course Applicable height (ring) cm 

THE :.GAZETTE- OF INDIAfEXTRAORDINARY [PART 11 —SEC. 3(i)] 8 8 8 8 7 6 5 4 3 2, 1 1 1 1 

1466 to 1475 1415 to 1466 1350 to 1415 1288 to 1350 1109 to 1288 919 to 109 740 to 919 549 to 740 371 

to 549 180 to 371 107 to 180 51 to 107 46 to 51 O to 46 litres :508 2336 'nil nii nil nil -195 -259 -309 -145 

-59 -36 nil Deadwood I/cm -38.889 -9.961 -35.938 nil nil nil nil -1.021 -1.455 -1.618 -1.986 -7.200 nil (ii) 

Tape calibration temperature (iii) Condition of tank at time of strapping : Water in tank to depth of Water 

temperature Density of water at 200C Calculation of corrected internal circumferences course (ring) 

Measured external circumference at 200C Correction for calibration temperature of tape Calculated 

external circumference at 150C Step-over correction Correction for plate thickness 7 x 211 = mm 

Corrected internal circumference (Calculation for other courses may be done in a similar way) Total 

deadwood in courses litres -3 194 -195 -259 -309 -122 1400 cm 1 OOO kg/l No. 8 top 113.040 0 m -

.0.0010 2 m 113.029 8m -0.002 0 m -0.044 0 m 112.983 8 m 649 The corrected Internal circumferences 

for the remaining measurements given above are shown below. (d) Calculation of open capacity of courses 

(rings) Course (ring) No. Corrected internal circumference m 112.983 8 113.029 8 113.029 8 113.070 8. 

113.076 8 113.073 8 113.014 0 113.020 0 113.016 0 113.056 1 113.064 1 113.059 1 112.983 1 112.990 1 

112.988 1 113.054 3 113.005 3 113.049 3 112.940 7 112.944 7 112.938 7 113.036 1 113.038 1 113.024 1 

Mean intemal circumference m 113.014 113.073 8 113.016 4 113.059 8 112.987 1 113.053 0 112.941 4 

113.032 8 Open of course (ring) 8 8 7 7 6 6 5 5 4 4 3 3 2 2 1 1 Middle Bottom Middle Bottom Middle 

Bottom Middle Bottom Middle Bottom Middle Bottom Middle Bottom Middle Bottom Van 10 163.48 10 

174.22 10 163.95 10 171.70 10 158.62 10 170.48 10 150.41 166.84 10 Total (e) Calculation of net 

capacity or courses (rings) Oil dip cm O to 46 46 to 51 51 to 107 107 to 180 180 to 371 371 to 549 549 to 

740 740 to 919 919 to 1109 1109 to 1288 1288 to 1350 1350 to 1415 1415 to 1466 1466 to 1475 Open 

capacity //cm 10 166.84 10 166.84 10 166.84 10 166.84 10 150.41 10 170.48 10 158.62 10 171.70 10 

163.95 10 174.22 10 163.48 10 163.48 10 163.48 10 163.48 Deadwood I/cm Nil - 7.20 -1.99 -1.62 -1.46 -

1.02 nil nil nil nil -35.94 -9.96 -38.89 litres 1 900.571 1 821.185 1 931.150 1 820.734 1 940.296 1 810.345 

1 938.428 1 830.031 14 993.040 Net capacity I/cm 10 166.84 10 159.64 10 167.89 10 164.85 10 148.79 10 

169.02 10 159.60 10 171.70 10 163.95 10 174.22 10 163.48 10 127.54 10 153.52 10 124.54 650 THE 

GAZETTE OFI INDIA [PART II—SEC. 3(i)] 13. Example:for internal measurement method • [Seedause 

7(h)] (a) Data obtained by internal measurement— '(i) assumed that the same tank as in 12 has been 

calibrated by internal :measurement. - The means of each course (ring) of the tape measurements of the . 
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internal' diameters are as in col. •2 of the table In (d) below : Dynamometer..length at 4.5 21.30 cm (b) (d) 

Additional data (i) Ali course (ring)' height deadwood, etc., are the same as in 12. •%g.corr.ection (i) "For 

a?tension.of for course (ring) No. 1 is : 7.89 x (35.7878)3 = 3.61 cm. Calculation..oficorrected internal 

diameter course (ring) No. 1 Mean•.tape• reading for diameter Sqg.correction (deduct) Corrected tape 

reading Dynamometer length (add) Measured internal diameter at 200C 3 578.78 cm 3.61 cm 3 575.17 cm 

21.30 cm 3 596.47 cm Correction for calibration temperature of tape (deduct) 0.32 cm Corrected internal 

diameter at 150C 3 596.15 cm -nne corresponding tape readings and corrected internal diameters 

calculated as shown above, for all courses (rings) are tabulated below : Course (ring) No. 8 7 6 5 4 3 2 1 

Mean tape reading cm 3 579.75 '3 580.92 3 578.90 3 580.12 3 577.50 3 579.47 3 576.95 3 578.78 Mean 

tape reading for diameter corrected for sag and dynamometer cm 3 597.44 3 598.61 3 596.59 3 597.81 3 

595.20 3 597.26 3 593.65 3 596.47 Mean internal diameter corrected for tape calibration temperature cm 3 

597.12 3 598.29 3 596.27 3 597.49 3 594.88 3 596.84 3 593.33 3 596.15 (e) Calculation of open capacity 

of courses (rings) Course (ring) No. 8 7 6 5 4 3 2 1 Open capaci5' of course (ring) I/cm 10 162.17 10 

168.79 10 157.37 10 164.27 10 149.52 10 160.59 10 140.77 10 156.69 Total : Open capacity of course 

(ring) litres 1 900 326 1 820 213 1 929 900 1 819 404 1 938 558 1 808 585 1 936 887 1 828 204 14 982 

077 3(i)] (f) Calculation of net capacity of course (ring) 651 Oil dip (cm) 0 to 46 46 to 51 51 to 107 107 

180 180 to 371 371 to 549 549 to 740 740 to 919 919 1 109 1 109 to 1 288 1 288 to 1 350 1 350 to 1 415 1 

415 to 1 466 1 466 to 1 475 Open capacity (//cm) 10 156.69 10 156.69 10 156.69 10 156.69 10 140.77 10 

160.59 10 149.52 10 164.27 10 157.37 10 168.79 10 162.17 10 162.17 10 162.17 10 162.17 Deadwood 

(I/cm) nil -7.20 - 1.99 - 1.62 -1.46 -1.02 nil nil nil nil - 35.94 - 9.96 - 38.89 Net capacity (I/cm) 10 156.69 

10 149.49 10 157.74 10 154.70 10 139.15 10 159.13 10 148.50 10 164.27 10 157.37 10 168.79 10 162.17 

10 126.23 10 152.21 10 123.28 TABLE 2 [See Clause RECOMMENDED FORMAT OF A 

CALIBRATION CHART FOR BUTT WELDED TANKS Proportional parts Tank No. ..................... Code 

.... ..... .... Diameter or Circumference... ... .... ... an litres cm litres mm litres 1 2 3 4 5 6 7 8 9 10 11 12 13 

14 an litres 05 10 15 20 25 30 35 40 45 50 55 60 65 an litres 200 05 10 15 20 25 30 35 40 45 250 55 60 65 

cm Ilt.æs 400 05 10 15 20 25 30 35 40 45 450 55 60 65 cm litres 600 05 10 15 20 25 30 35 40 45 650 55 

60 65 cm /ltres 800 05 10 15 20 25 30 35 40 45 850 55 60 65 1000 05 10 15 20 25 30 35 40 45 1050 55 60 

65 1200 05 10 15 20 25 30 35 40 45 1250 55 60 65 cm litres 1400 05 10 15 20 25 30 35 40 45 1450 55 60 

65 mm litres THE GAZETTE OF • INDIA : EXTRAORDINARY cm l/tres litres cm•/itres cmVitres 

[PART IPSEC. 3(i)] cm litres cm litres 100 Approved . 300 500 700 cm litres cm litres 1100 1150 1300 

1350 Date 1500 1550 Data regarding strapping, dimensions, etc. Signature 3(i)] 653 TENTH SCHEDULE 

APPLICATION FORM FOR REGISTRATION OF IMPORTER OF WEIGHTS AND MEASURES [See 

Rute 15] To The Director of Legal Metrology, Government of India, New Delhi. Sir, I/We* hereby apply 

for registration of my/our* name(s) as importer of weights and/or measures. Particulars with regard to 

items specified in the table below are given against each such item. The registration fee of Rs. ... has been 

paid in the treasury vide Chalan No. ..... ..... .............. dated. ..... ..... ....... enclosed. Name and full address : 

1 

2. Whether individual/undivided Hindu family/registered firm : 3.Income-tax registration No. (if any): 

4. Date of registration as manufacturer/dealer; registration No. and name of reglsterlng authority : 5. Date 

& No. of the licence to carry on the business of weights and measures; the name of authority by whom the 

licence was issued/renewed : (a) buying and selling, or (b) manufacturing 

6. Item(s) of weights and measures in relation to which the applicant has been registered as manufacturer 

and/or dealer : Items of weights and measures for which application Is being made for registration as 

importer: 7 

8. Items, If any, imported during the period of Mo years Immedhtely preceding the year in which 

the application Is made : 9.Remarks : Signatuæ *Delete which Is not applicable. ELEVENTH 

SCHEDULE REGISTER TO BE MAINTAINED BY THE MANUFACTURERS OF WEIGHTS AND 

MEASURES 1. 2. 3. 4. [See Rule 24) Name and address of the manufacturer......................... Description 

of the weight or measure (i) No. of the manufacturing .. (ii) Date on which the licence was issued.............. 

(iii) Period of validity of the ... Particulars of order, if any, suspending or revoking the licence 

......................... . Sl. No. 1 Total Sold within the State Sold outside the State Month Unsold stock Quantity 

from previous manufactured 3 + 4 Total Balance sold 5-11 2 month 3 during the month 4 5 No. of items 

sold 6 Despatch voucher No. and Date 7 Name of the State 8 No. of items sold 9 Despatch voucher No. 
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and Date 10 11 12 marks. 13 Q 74' GZ //4<4, 654 THE GAZETTE OF INDIA : EXTRAORDINARY 

[PART il—SEC. 3(i)] REGISTER TO BE MAINTAINED BY THE REPAIRERS IN RESPECT OF 

WEIGHTS OR MEASURES RECEIVED FROM OTHER STATES [See Rule 24] Name•and address of 

the repairer....................... Sl. No. Date state Licence No. : ..... ...... .... .... Date of licensing : Total amount 

Date Re- 1 from which received 3 Items & their Nos. booked .for repair 4 Receipt No. & date of issue to 

the user 5 Amount of repairing charges 6 Amount of verification fee 7 charged 8 of marks return to the 

user 2 1. 2. 3. 4. 5. 9 10 REGISTER TO BE MAINTAINED BY DEALERS IN WEIGHTS AND 

MEASURES [See Rule 241 Name and address of the . Description of the weight or measure 

.....................,.......... (i) Licence No. ..... .. .. .. (ii) Date on which the licence was (iii) Period of validity of 

the . Particulars of order, if any, suspending or revoking the licence Category of weight or measure 

(Category A or (Category A or B) Sl. No. 1 1 

2. Month Unsold 2 stock from previous month 3 Brought within the State during the month 4 

Brought from outside the State during the month 5 Total 6 Sold within the State Sold outside the 

State Total Balance Re• sold 6-12 No.of items 7 Despatch voucher No. and Date 8 No. of Items sold 9 

Despatch voucher No. and Date 10 Name of the state 11 12 13 marks 14 Approval of model Verification 

and stamping of any Type of Weights and Measures: TWELFTH SCHEDULE SCALE OF FEE [See Rule 

251 At the rates specified in the Legal Metrology (Approval of Model) Rules, 2011 subject to the 

condition that total fee so charged is not more than Rs. 10,000/- Weights and Measures specified in the 

Legal Metrology (General) Rules, 2011 at total fee so charged is not more than Rs. 5,000/- 1 3. 4. 5. 6. 

3(i)] Shri/Smt/Ms. ............................,.... Place : Date 2 3 4 5 6 7 8 9 10 11 12 13 655 14 Issue of a copy of 

any document not being a document of a confidential nature Registration/Renewal of regist- ration of any 

person as an importer. Application fee for preferring any appeal under the Act to the Director/Controller 

Application fee for preferring any appeal under the Act to the Central/State Government At the rate of Rs. 

10 for every 100 words or part thereof. Rs. 500.00 Rs. 100,00 Rs. 200.00 THIRTEENTH SCHEDULE 

Format for nomination of the Director by the Company [See Rule 29] Notice is hereby given that 

Shri/Smt/Ms . .. Director of (name and address of the company) has bæn nominated by the company by a 

Resolution the ..... ..... .. at . to be incharge of, and be responsible passed at their meeting held on for the 

conduct of business of the company or any establishment/branch/unit thereof and authorized to exercise all 

such powers and take all such steps as may be necessary or expedent to prevent the commission any 

offence by the said company under the Legal Metrology Act, 2009, .. Designation .. has accepted the said 

nomination and copy of said acceptance is enclosed herewith. A certified copy of the said Resolution is 

also enclosed. Managing Director/Secretary of (name of the company) Note : Score out the portion which 

is not applicable. [File No. RAKESH KACKER, Special secy. Printed by the Manager, Govemment of 

India Press, Ring Road, Mayapuri, New Delhi-110064 and Published by the Controller of Publications, 

Delhi-110054. 


